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PREFACE  TO  THE  SECOND  EDITION. 


In  presenting  the  second  edition  of  this  work  to  the  public, 
the  Author  begs  to  offer  his  thanks  for  the  favourable  reception 
the  former  edition  has  met  with.  He  trusts  that  the  present^ 
from  the  numerous  additions  made  to  it,  will  be  found  more 
worthy  of  notice. 

It  having  been  objected,  that  no  mention  was  made  of  foreign 
microecopes  in  the  first  edition,  this  seeming  omisaon  is  reme- 
died by  the  description  of  all  the  best  instruments  now  manu- 
factured by  our  continental  neighbours.  The  Author  begs  to 
offer  his  sincere  thanks  to  those  friends  who  have  kindly  uded 
him  during  the  progress  of  the  work,  and  especially  to  Mr. 
Lister  and  Mr.  Jackson,  for  their  revision  of  the  whole  of  the 
former  edition. 


32,  Bi.A]ii>fOBD  Sqvabs, 
December,  1851. 


PREFACE  TO  THE   FIRST  EDITION. 
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The  rapid  advances  which  have  been  made  in  modem  times, 
towards  a  correct  knowledge  of  the  intimate  structure  of 
animate  and  inanimate  beings^  by  the  employment  of  the 
Microscope,  have  given  to  this  instrument  an  importance 
second  only  to  that  of  the  Telescope.  By  its  agency  alone 
have  crude  notions  and  theories  been  swept  away,  and  science 
in  civilized  countries  made  to  stand  on  a  firmer  basis.  In  this 
land  of  machinery  and  manufactures,  artists  have  not  been 
found  wanting  to  devote  their  time  and  talents  to  the  conver- 
dion  of  what  might  once  have  been  an  amusing  instrument  or 
a  toyi  into  one  of  the  most  powerfid  auxiliaries  that  can  be 
employed  in  scientific  research.  In  proportion  to  its  use,  so 
has  been  the  demand  for  improvement  in  its  construction,  and 
both  amateur  and  optician  have  laboured  together  to  bring  it 
to  its  present  state  of  perfection,  the  former,  in  many  cases, 
furnishing  the  means  to  enable  the  latter  to  carry  out  his 
designs.  In  the  present  day,  so  urgent  has  been  the  call  for 
Achromatic  Microscopes  in  England,  that  the  demand  has  far 
exceeded  the  supply  of  information  on  matters  connected 
with  their  construction  and  use;  since  the  works  of  Sir  D. 
Brewster,  Dr.  Goring,  and  Mr.  Pritchard,  no  treatises  of  a 
practical  nature  have  been  published  in  this  country.  The 
writings  of  Mr.  Pritchard,  although  very  excellent,  are  chiefly 
confined  to  the  instruments  and  apparatus  of  his  own  manu- 
facture; consequently,  persons  who  are  in  possession  of 
microscopes  constructed  by  others  (and  these  by  far  the 
most  numerous  class)  are    still  without  a  guide  to  their 
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management;  to  remedy  this  deficiency,  the  present  work 
has  been  imdertaken.  The  principal  aim  the  Author  has  had 
in  view^  has  been  to  fnmish  the  uninitiated  with  a  concise  and 
practical  account,  firstly^  of  the  Microscope  as  known  in 
former  years ;  secondly,  of  the  different  forms  of  instruments 
now  generally  employed;  thirdly,  of  the  methods  of  applying 
the  same  to  scientific  inquiry;  and,  lastly,  of  the  various  plans 
of  preparing,  mounting,  and  examining  animal,  vegetable,  and 
mineral  substances,  together  with  a  classification  of  a  few 
characteristic  and  interesting  specimens  that  may  be  selected 
from  the  great  volume  of  Nature. 

It  was,  at  first,  the  intention  of  the  writer  to  have  included 
in  the  present  Treatise  the  methods  of  dissecting  and  injecting, 
as  well  as  many  very  important  matters,  purely  of  an  anato- 
mical nature ;  but  he  has  found  it  advisable  to  defer  these  and 
all  others  relating  exclusively  to  physiological  science  to.  a 
separate  work,  which  he  hopes  at  a  subsequent  period  to  lay 
before  the  medical  profession,  to  whom  the  Microscope  has 
now  become  indispensable  as  an  educational  instrument. 

The  different  modes  of  preparing  and  examining  Micro- 
scopic objects  are  chiefly  the  result  of  the  Author's  own  expe- 
rience; but  as  it  would  be  next  to  impossible  for  one  individual 
to  be  fuUy  conversant  with  all  these  subjects,  he  begs  to  state 
that  he  wiU  always  be  glad  to  receive  from  fellow-labourers 
any  hints  bearing  on  matters  relating  to  the  Microscope,  and 
ready  to  acknowledge  the  source  from  whence  such  informa- 
tion may  have  been  derived.  In  order  to  render  the  matters 
treated  of,  clear  and  intelligible  to  the  general  reader,  as  many 
technicalities  as  possible  have  been  avoided,  and  the  simplest 
language  made  use  of;  which  wiU  account  for  the  plainness  of 
style  and  compodtion. 

It  may  be  remarked  that  the  name  of  Mr.  Boss  occiu*s  more 

frequently  than  that  of  any  other  optician;   this  has  arisen 

from  the  very  valuable  papers  published  by  him,  from  which 

the  Author  has  made  copious  extracts;    he  embraces  this 

b 
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opportunity  of  acknowledging  the  kind  assistance  afforded  him 
on  all  occasions  by  Messrs.  Powell  and  Lealand^  Mr.  Koss, 
and  Messrs.  Smith  and  Beck.  He  would  here,  also,  beg  to 
tender  his  best  thanks  to  Dr.  Pereira,  Mr.  Bowerbank,  Mr. 
Jackson,  and  other  gentlemen,  who  have  obligingly  aided  him 
with  much  useful  information  during  the  progress  of  the  book, 
as  well  as  to  the  artists,  Messrs.  Leonard  and  Aldous,  and 
the  wood  engravers,  Messrs.  Vasey  and  Joyce,  for  the  able 
manner  in  which  their  part  of  the  work  has  been  executed. 

In  conclusion,  the  Author  trusts  that  his  endeavours  may 
not  be  unavailing  in  affording  assistance  to  those  who  are 
engaged  in  Microscopic  investigations;  and  should  his  efforts 
be  conducive,  in  the  slightest  degree,  to  the  promotion  of 
scientific  research,  the  end  for  which  he  has  laboured  will  be 
fully  accomplished. 

15,  dorchestkr  plaob, 

Blakdforp  Square, 

Xov.  11^,  1848. 
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MECHANICAL  ARRANGEMENTS. 


PRACTICAL  TBEATI8E 


OM  THS  Uf  K  OP 


THE    MICROSCOPE 


HISTORY  OP  THE  MICROSCOPE. 

The  term  microecope,  derived  firom  the  two  Greek  words 
fUKpoc  small,  and  tra/ra^  I  view,  and  said  to  have  been 
first  suggested  by  Demisianusy  is  applied  to  an  instrument 
which  enables  us  to  see  distinctly  and  to  investigate  objects 
placed  at  a  short  distance  firom  the  eye,  or  to  see  such 
minute  objects  as,  without  its  aid,  would  be  invisible.  The 
early  history  of  this  instrument,  like  that  of  many  others 
of  a  scientific  nature,  is  involved  in  considerable  obscurity,  so 
that  not  even  the  time  of  its  discovery,  nor  the  name  of  the 
discoverer,  can  be  fixed  on  with  any  degree  of  certainty;  but 
as,  in  its  most  simple  form,  the  microscope  consisted  c^  little 
or  nothing  else  than  the  magnifying  power  or  lens,  which 
must  of  necessity  have  been  made  of  glass  or  some  other 
transparent  and  highly  refiwsting  material,  its  invention  may 
with  safety  be  referred  to  a  period  anterior  to  the  Christian 
aera.  Aristophanes,  who  lived  five  centuries  before  Christ, 
speaks  in  his  Chads  of  a  burning  sphere.  Seneca,  who  was 
bom  during  the  first  year  of  the  Christian  aera,  and  died 
A.IX  65,  writes  that  small  and  indistinct  objects  become  larger 
and  more  distinct  in  form  when  seen  through  a  globe  of  glass 
filled  with  water.*    Pliny,  who  died  in  a.d.  79,  mentions 

* ''  Liters  quamvifl  mmnte  et  obflcune,  per  Yitream  pUam  aqaft  plenam, 
majores  clarioresqne  cemiintur.**^iVaf.  Quast,  lib.  i.,  cap.  7, 
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the  burning  property  of  lenses  made  of  glass.  Ptolemy,  the 
celebrated  astronomer  of  Alexandria,  who  flourished  in  the 
latter  part  of  the  first  century,  was  evidently  cognizant  of 
the  existence  of  magnifying  glasses,  and  makes  use  of  the 
word  refraction  in  his  work  on  optics.  The  testimony  of 
these  ancient  writers,  however,  is  only  important  as  proving 
the  existence  of  the  microscope  in  its  most  simple  and  rudi- 
mentary formi  viz.,  as  an  instrument  composed  of  a  single 
magnifying  glass  or  sphere,  whose  chief  application  appears 
to  have  been  that  of  concentrating  the  heating  power  of  the 
sun*s  rays.  It  is,  however,  certain  that  the  simple  micro- 
scope, if  we  apply  this  term  to  every  instrument  used  for 
magnifying  objects,  first  consisted  of  a  sphere  of  glass  or 
globe,  of  the  same  material,  filled  with  water;  these,  no 
doubt,  were  soon  superseded  by  lenses  of  a  bi-convex  figure, 
for,  according  to  Dr.  Francis  Kedi,  the  latter  were  in  use 
early  in  the  fourth  century.  To  our  countryman,  Koger 
Bacon,  who  was  bom  at  the  conunencement  of  the  thirteenth 
century;  is  attributed  the  invention  of  the  telescope,  the 
camera  obscura,  the  reading  glass,  and  gunpowder,  and,  by 
some,  the  discovery  of  the  microscope,  as  he  speaks,  in  his 
OptLs  Mcffusy  of  principles  applicable  to  it;  Kecord,  in 
his  work,  entitled  Chemin  de  la  Science^  published  in  1551, 
relates  that  Bacon,  whilst  at  Oxford,  made  a  glass  which 
exhibited  such  curious  things,  that  its  effect  was  generally 
attributed  to  some  diabolical  power.  Some  centuries  were 
suffered  to  elapse  before  the  microscope  was  again  noticed, 
and  then  we  read  of  it  in  its  improved  or  compound  form, 
as  being  supplied  with  two  or  more  magnifying  powers. 
Several  authors,  especially  Huyghens,  assign  the  invention  of 
the  compound  microscope  to  Cornelius  Drebbel,  a  Dutchman, 
in  the  year  1621,  whilst  Fontana,  a  Neapolitan,  claims  the 
discovery  for  himself  in  1618.  According  to  Borellus,  it  was 
invented  by  Zacharias  Jansen  or  Zansz,  or  his  father  Hans 
Zansz,  spectacle-makers  at  Middlebuig,  in  Holland,  about 
the  year  1590;  they  are  said  to  have  presented  the  first 
microscope  to  Charles  Albert,  Archduke  of  Austria.  ^'  One 
of  their  microscopes,**  says  Sir  D.  Brewster,  in  his  TVeatise 
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an  Microscopes^  page  2^  <^  which  they  presented  to  Prince 
Mattrice,  was  in  the  year  1617  in  the  possession  of  Cornelius 
Drebbel  of  Alkmaar^  who  then  remded  in  London  as  mathe- 
matician to  Bang  James  L,  in  which  place  he  made  micro- 
scopes, and  passed  them  off  as  being  of  his  own  invention." 
These  instruments  were  said  to  be  six  feet  in  length,  and 
conasted  of  a  tube  of  gilt  copper,  one  inch  in  diameter,  sup- 
ported by  thin  brass  pillars,  in  the  shape  o£  dolphins,  on  a 
base  of  ebony,  which  was  adapted  to  hold  the  object  to  be 
examined;  nothing,  however,  is  known  of  their  internal  con- 
struction, they  were,  probably,  nothing  more  than  telescopes 
converted  into  compound  microscopes,  and  there  is  little 
doubt  that  they  were  similar  to  the  one  which  ^pinus  has 
described  in  a  letter  addressed  to  the  Academy  of  Sciences 
of  St.  Petersbuig.  We  are  also  told  by  Yiviani,  an  Italian 
mathematician,  in  his  lAfo  of  Gtdiko,  ''  tiiat  this  great  man 
was  led  to  tiie  discovery  of  the  microscope  from  that  of  the 
telescope,  and  that,  in  1612,  he  sent  one  to  Sigismund,  King 
of  Poland;"  he  adds,  *^that  this  philosopher  worked  twenty 
years  at  his  apparatus  in  order  to  perfect  it."  But,  notwith- 
standing all  the  above  conflicting  statements,  the  credit  of 
the  invention  of  the  compound  microscope  is  given  (in  this 
country  at  least)  to  Zacharias  Jansen,  in  1590. 

Lfcaving  then  the  region  of  uncertainty,  let  us  now  direct 
our  attention  to  matters  of  a  more  tangible  nature.  With 
the  foundation  of  the  Royal  Society,  in  1660,  may  be  said  to 
have  commenced  a  new  »ra  in  optical  science,  for  not  only  do 
we  now  find  new  microscopes  described,  but  the  early  volumes 
of  the  TVansactions  literally  teem  with  improvements  in  the 
construction  of  these  instruments,  and  with  discoveries  made 
through  their  medium.  One  of  the  first  contributors  appears 
to  have  been  the  celebrated  Robert  Hooke,  who,  as  early  as 
the  year  1667,  published  a  work  *'on  some  physiological  de- 
scriptions of  minute  bodies  made  by  magnifying  glasses," 
entided  MicrographUiy  which  may  be  fiedrly  styled  one  of  the 
wonders  of  the  day;  it  is  illustrated  with  38  plates,  and  was 
ordered  for  publication  November  23rd,  1664,  but  did  not 
iq[>pear  until  three  years  afterwards. 
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The  microBCope  used  by  Hooka  was  a  compound  one 
with  three  lenses,  and  is 
shown  at  fig.  1,  and  also 
in  the  sixth  figure  of  the 
first  plate  of  his  work,  in 
which  figure  it  will  be 
perceived  that  be  likewise 
represents  a  method  of  illu- 
minating opaque  objects, 
practised  even  at  the  pre- 
sent day,  the  plan  being  to 
phtce  a  globe  of  glass  filled 
with  salt  water  or  brine 
immediately  in  front  of  the 
**■  '•  lamp,   the  pencil  trf"  rays 

&om  the  globe  is  received  by  a  small  ptaooconvex  lens,  placed 
with  its  convex  mde  nearest  the  globe,  by  which  the  pendl  is 
condensed  upon  the  object.  Hooke  also  informs  us  of  on 
accurate  method  of  finding  the  magnifying  power  of  a  com- 
pound microscope,  than  wMch  a  better  plan  has  not  been 
suggested  in  modem  times,  and  as  it  would  be  difficult  to 
make  bis  description  shorter  or  more  intelligible  than  it  is,  his 
own  words  will  here  be  transcribed ; — "  Havii^  rectified  the 
microscope  to  see  the  desired  object  through  it  very  distinctiy. 
At  the  same  time  that  I  look  upon  tiie  object  through  the  glass 
with  one  eje,  I  look  upon  other  objects  at  the  same  distance 
with  my  other  bare  eye;  by  which  means  I  am  able,  by  the 
help  of  a  ruler  divided  into  inches  and  small  parts,  and  lud  on 
the  pediestal  of  the  microscope,  to  cast,  as  it  were,  the  mag- 
nified appearance  of  the  object  upon  the  ruler,  and  thereby 
exactly  to  measure  the  diameter  it  appears  of  through  the 
glass,  which  bong  compared  with  the  diameter  it  appears  of 
to  the  naked  eye,  will  easily  afibrd  the  quantity  of  its  ma^ 
mfying."  To  Hooke  also  belongs  the  merit  of  having  first 
made  globule  lenses  of  high  power,  an  invention  which  Harl- 
soeker  has  also  claimed;  but  if  the  dates  of  the  wo^  of 
these  respective  authors  be  consulted,  it  will  be  seen  that  the 
Microffraphia  of  Hooke  was  published  in  the  same  year  that 
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Hartaoeker  was  bom*  Hooke  describes  exceedingly  well  the 
process  of  making  globule  lenses,  which  is  as  follows: — ^^If  you 
take  a  dear  piece  of  Venice  glass,  and^  in  a  lamp,  draw  it  out 
into  fine  threads,  and  then  hold  the  ends  of  these  threads  in 
the  flame>  until  they  melt,  they  will  run  into  a  small  round 
globule  or  drop,  which  will  hang  to  the  end  of  the  thread; 
having  made  a  number  of  these,  they  are  all  to  be  stuck  upon 
the  end  of  a  stick  with  a  little  sealing-wax,  with  the  threads 
standing  uppermost ;  these  ends  are  to  be  ground  off  first  on  a 
whetstone,  and  then  polished  on  a  metal  plate  with  tripoli. 
The  lenses  thus  finished,  if  placed  against  a  small  hole  made 
in  a  thin  piece  of  metal,  and  fixed  there  with  wax,  wiU  both 
magnify  and  make  some  objects  more  distinct  than  any  of  the 
great  microscopes  can  dp." 

The  optical  part  of  the  microscope  of  Hooke  consisted  of  a 
small  object-glass,  a  field-glass,  and  an  eye-glass;  when  he 
wished  to  examine  the  parts  of  an  object  more  accurately,  he 
removed  the  middle  or  field-glass,  and  by  that  means  he 
states  he  obtuned  more  light  and  better  definition.  The 
compound  body  was  of  the  shape  represented  by  fig.  1,  and 
when  shut  up  was  seven  inches  in  length,  and  three  inches  in 
diameter,  but  was  capable  of  being  drawn  out  like  a  telescope, 
being  supplied  with  four  tubes  or  slides;  it  was  also  capable 
of  being  inclined  at  any  angle  by  means  of  a  ball  and  socket 
joint,  as  represented  by  fig.  1.  Coeval  with  Hooke  were 
Eustachio  Divini,  of  Some,  and  S.  Campani,  of  Bologna,  the 
former  of  whom,  in  the  year  1668,  published,  in  the  Pkih- 
iophical  Transactions^  an  account  of  his  microscope,  which 
consisted  of  an  object-glass  and  field-glass,  like  that  of  Hooke, 
but,  instead  of  a  double  convex  eye-glass,  he  substituted  two 
planoconvex  lenses,  which  touched  each  other  in  the  middle 
of  their  convex  surfaces ;  by  this  arrangement  a  flat  field  of 
view  was  obtained,  at  the  same  time  with  a  considerable 
amount  of  magnifying  power.  It  is  said,*  that  the  compound 
body  of  this  instrument,  when  shut  up,  was  sixteen  inches 
long,  and  as  large  in  circumference  as  a  man's  thigh,  and  that 
the  eye-glass  was  equal  in  size  to  the  palm  of  the  hand;  its 
*  CheTalier  Deg  Microscopes  et  de  lew  usage^  p.  15.. 
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power  was  increased  by  draw  tubes  fix)m  40  to  140  times. 
The  latter,  S.  Campani  of  Bologna,  was  also  a  maker  of 
telescopes  and  microscopes,  and  a  successfiil  rival  of  the  former, 
his  instrument  was  somewhat  dmilar  to  that  made  by  Divini^ 
being  on  the  principle  of  an  inverted  telescope.     Campani's 

lenses  are  said  to  have  been  worked  on 
a  turn-tool,  and  not  moulded.  Inl6729 
we  find  that  S.  P.  Salvetti  made  micro- 
scopes in  imitation  of  those  of  Divini 
and  Campani,  which  were  found  to  far 
exceed  those  of  the  above-mentioned 
artists  in  their  magnifying  and  defining 
powers ;  but  we  are  not  told  in  what 
points  of  construction  these  instni- 
ments  differed  firom  those  of  his  prede- 
cessors. 

In  the  year  1673,  the  name  of  the 
immortal  Leeuwenhoek  first  appears 
in  the  Phibsophical   TVansactians  of 
this  country,  as  a  discoverer  of  nu- 
merous wonders  by  aid  of  the  micro- 
scope; lus  instruments,  which  were  composed  of  single  lenses, 
are  said  to  have  been  greatly  superior  to  all  that  had  been  pre- 
viously made.    According  to  Baker, 
they  were  also  remarkable  for  their 
omplicity,  each  one  consisting  of  a 
^^^  single  lens  set  between  two  plates  of 

^mUtKt^  silver,  perforated  with  a  small  hole^ 

l^^W^  with  a  moveable   pin  before   it,  to 

place  the  object  on  and  adjust  it  to 
the  eye  of  the  beholder.  '<It  has 
been  stated  by  many  authors,"  says 
Baker  (  On  Microscopes,  voL  iL),  "  that 
the  magnifiers  used  by  Leeuwenhoek 
were  globules  or  spheres  of  glass,  like 
those  invented  by  Hooke,  but  such 
is  not  the  case ;  he  assures  us  that  in 
the  cabinet  of  the  twenty-six  micro- 


Fig.  2. 


Fig.  3. 
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soopes,  left  by  that  fiunoua  man  at  his  death  to  the  Boyal 
Society  as  a  legacy^  each  instrument  has  a  double  convex 
Iens»  and  not  a  sphere  or  globule." 

An  account  of  these  microscopes  was  drawn  up  by  Baker, 
in  1740,  and  published  in  the  Philosophical  Transactions  for 
that  year.  Fig.  2  is  a  front  view  of  the  instrument, 
and  fig.  3  a  back  view,  both  being  of  the  exact  size  of  the 
original :  a,  fig.  2,  represents  a  flat  plate  of  silver,  which  is  ri- 
vetted  to  fig.  3  by  rivets,  bbb;  between  these  plates  a  small 
double  convex  lens  is  let  into  the  socket,  and  a  hole  drilled 
in  each  plate  for  the  eye  to  look  through  the  lens  at  c;  a 
limb  of  silver,  </,  is  fastened  to  the  plate,  a,  by  a  screw,  e,  this 
has  another  piece  of  silver  joined  to  it  at  right  angles,^  fig.  3, 
through  this  a  long  fine-threaded  screw,  ^,  runs,  which  turns  in 
and  raises  or  lowers  the  stage.  A,  whereon  is  fastened  a  pin,  i, 
for  the  object  to  be  attached  to ;  this  pin  can  be  turned  about 
by  the  little  handle.  A,  and  the  stage  itself  is  adjusted  to  or 
from  the  lens  by  the  screw,  /,  which  passes  through  the  stage 
in  a  horizontal  position,  and  when  the  screw  is'  turned,  the 
stage  is  forced  from  or  brought  nearer  to  the  lens  at  e. 

**  All  the  parts  of  ^hese  microscopes,"  says  Baker,  **  are  of 
silver,  and  fashioned  by  Mr.  Leeuwenhoek's  own  hand,  and 
the  glasses,  which  are  excellent,  were  all  ground  and  set  by 
himself,  each  instrument  being  devoted  to  one  or  two  objects 
only,  and  could  be  applied  to  nothing  else*  This  method 
induced  him  to  make  a  microscope  with  a  glass  adapted  to 
almost  every  object,  till  he  had  got  some  hundreds  of  them. 
The  highest  magnifying  power  was  160  diameters,  and  the 
lowest  40." 

About  this  time,  the  end  of  the  17th  century.  Sir  Isaac 
Newton  was  in  the  zenith  of  his  glory;  having  discovered,  in 
1672,  the  theory  of  light  and  colours,  he  was  led  to  the  im- 
provement of  the  telescope,  by  substituting  mirrors  for  lenses, 
and  he  commences  his  memorable  paper  in  the  Philosophical 
Transactums  with  these  words: — <^When  I  had  found  that 
light  consists  of  rays  differently  refrangible,  I  left  off  my 
glass  works,  for  I  saw  that  the  perfection  of  telescopes  was 
hitherto  limited  not  so  much  for  want  of  glasses  truly  figured, 
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as  because  that  light  itself  is  a  heterogeneous  mixture  of  cUf- 
ferendy  refrangible  rays."  Havii^  constructed  a  telescope  on 
the  reflecting  principle,  Newton  was  soon  led  to  apply  the 
same  principles  to  the  microscope,  and  we  find  that  in  the 
year  1672  he  invented  the  first  compound  reflecting  micro- 
scope, since  so  greatly  improved  by  Amici,  Cuthbert^  and 
Dr.  Goring.  Newton  also  suggested  that  the  compound 
refracting  microscope  would  be  rendered  more  perfect  ''if 
the  object  to  be  viewed  were  illuminated  in  a  darkened 
room  by  light  of  any  convenient  colour  not  too  much  com- 
pounded;" in  fact,  monochromatic  light. 

In  the  year  1698,  Philip  Bonnani,  in  his  work  entitled 
Observationes  circa  mventioy  quce  in  Bebus  non  viventibus  repe^ 
riunbiTj  describes  a  compound  microscope  in  use  by  him. 
This  microscope,  which  is  represented  by  fig.  4,  was  placed 


Fig.  4. 

on  a  stand  in  the  horizontal  position,  and  was  provided 
with  a  stage  for  the  objects;  and,  with  a  coarse  and  fine 
adjustment  to  the  compound  body,  the  former  was  obtained 
by  means  of  a  rack  and  pinion,  which  moved  the  entire 
frame-work,  supporting  the  compound  body,  whilst  the  latter 
was  effected  by  a  screw  in  the  end  of  the  body  itself  near 
to  the  object  glass;  and  to  steady  the  opposite  end  of  the 
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body,  a  triangular  support  was  proyided^  on  which  the  body 
was  readily  turned.  In  order  to  make  the  light  of  a  lamp^ 
or  even  daylight,  more  efficient^  this  instrument  was  suppli^ 
¥rith  a  short  tube,  in  which  were  two  double  convex  lenses, 
as  in  a  magic  lanthom^  which  served  to  condense  the  light 
upon  the  object 

A  work  entitled    Oeuius  ArtifieiaUs    Tekdiaptricusy  &c, 

was  published  at  Nuremberg,  in 
1702,  by  Jean  iZahn,  in  which 
were  contained  numerous  curious 
aphorisms,  and  a  description  of 
many  compound  microscopes,  and 
amongst  others,  two  binocular 
ones,  and  also  a  figure  of  the 
microscope  of  Francis  Grindelius, 
represented  by  fig.  5.  It  will 
be  seen  that  this  instrument  was 
used  for  opaque  objects,  and  that 
its  optical  part  consisted  of  six 
planoconvex  lenses,  but  of  its  size 
we  have  no  record. 

About  this  period,  1696,  we 
find  that  Mr.  Stephen  Oray^ 
of  the  Charterhouse  {Philosophical  Transactumsy  No.  221, 
p.  280),  suggests  that  globule  lenses  should  be  formed  of 
small  pieces  of  glass  melted  into  a  globule  on  charcoal  by 
means  of  a  blow-pipe ;  but  finding  that  he  could  not  always 
succeed,  and  that  on  the  side  upon  which  they  rested  on  the 
charcoal  they  were  more  or  less  flattened  or  opaque,  he  was 
led  to  the  construction  of  his  water  microscope;  this  was 
nothing  more  than  a  drop  of  that  fluid  lifted  up  with  a  pin 
and  deposited  in  a  small  hole  in  a  piece  of  brass.  The  drop 
retained  nearly  a  spherical  formi  and  showed  objects  with 
some  degree  of  distinctness. 

He  subsequently  contrived  the  apparatus  represented  by 
fig.  6,  to.be  used  as  a  water  microscope:  a  b  \b  called  the 
firame  of  the  microscope,  and  was  made  of  brass  one-sixteenth 
of  an  inch  thick ;  at  a  is  a  small  hole  one-thirtieth  of  an  inch  in 


Fig.  5. 


Fig  6. 
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^ameter,  to  contun  the  water,  which  can  be  dropped  into  it 
hj  a  jnn  or  large  needle,  sod  there  Ibrma  a  double  convex  lens 
of  water:  c  d  e  ia  another  piece  of  hrasa, 
well  hanunered,  so  as  to  be  apringy,  and 
called  the  object  supporter;  it  is  attached 
to  the  plate  a  b,  by  the  bctcw  e;  it  has  a 
pcnnt  for  opaque  objects  at^  and  a  hole  for 
fluids  at  c,  both  of  which  can  be  brought 
oppoate  to  the  lens  a,  and  can  be  made  to 
approach  or  recede  &om  the  lena  by  turning 
the  screw  g  in  the  round  plate.    This  screw 
is  attached  to  the  object  supporter  cde,  and 
passes  throtight  it  to  the  plate  a  b,  against 
which  it  works.   The  supporter,  being  made 
springy,  obeys  readily  the  turns  of  the  screwy, 
Mr.  Stephen  Gray  was  also  the  inventor  of  a  simple  reflecting 
microscope,  represented  by  fig.  7.     A  represents  a  brass  ring, 
|,  one-thirtieth  of  an  inch  thick,  whose  inner 

diameter  is  about  two-fifths  of  an  inch. 
Having  dissolved  a  globule  of  quicksilver  in 
one  part  nitric  acid  and  ten  parts  water,  he 
rubbed  with  it  the  inner  surface  of  the 
ling,  which  became  silvered :  having  wiped 
it  dry,  he  put  a  drop  of  quickmlver  within 
it,  this,  wheu  pressed  with  the  finger, 
adhered  to  the  ring,  and  formed  a  convex 
speculum.  When  the  ring  was  taken  up 
carefully  and  laid  on  the  mar^  of  the 
cylinder  B,  the  mercury  sank  down  and 
formed  a  concave  reflecting  speculum. 
The  cylinder  B  is  supported  by  a  pillar, 

O  attached  to  the  foot  D;  CC,  F,  G,  repre- 
sents a  stage,  which  is  capable  of  being 
raised  or  depressed  by  the  screw  on  the 
pillar.  The  object  is  placed  on  the  ring  Q, 
p.    -  and  is  adjusted  to  the  focus  of  the  speculum 

by  the  abovementioned  screw. 
This  ii^enious  gentleman,  also  in  May,  1697,  su^^ted  the 
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plan  of  inftVing  lensee  by  letting  drops  of  water  fall  on  piecee 
of  plane  glaaa  whkh  form  themselves  into  planoconvex  lenees, 
and  he  foimd  that  they  magnified  greatly;  but  ae  the  fluidity 
(^  the  water  obliged  him  to  keep  the  glass  horizontal,  he  was 
led  to  try  isinglass  diasolved  in  hot  water,  whereby  the  drops, 
when  cold,  although  less  transparent  than  the  pure  water, 
nevertheless  allowed  of  these  lenses  being  used  in  any  pomtion, 
a  plan  which  many  years  after  was  followed  up  and  greatly 
improved  by  Sir  David  Brewster,  who  employed  minute  drops 
of  varnish  or  other  vistsd  fliuds  placed  on  the  thin  pieces  of  flat 
glass.  When  the  lens  so  fbnned  was  required  to  be  very 
convex,  the  glass  was  held  so  that  the  drop  was  downward ; 
but  when  less  convex,  then  the  drop  was  allowed  to  dry  with 
the  plate  of  glass  downwards. 

In  tbe  year  1702,  we  find  in  the  PhiloMophical  Tratuac^ota 
a  description  of  the  pocket  microscope  of  Mr.  J.  Wilson, 
who,  following  the  oiHuion  of  Hooke,  that  ^n^e  magniiyii^ 
glasses,  when  they  can  be  used,  are  preferable  to  microscopes 

_._ composed    of   two    or    more 

magni^ring  glasses,  was  led 
to  Uie  construction  of  this  in- 
stmment,  which,  from  its  fre- 
quent mention  by  Baker  and 
other  authors,  appears  to 
have  had  a  far-famed  cele- 
brity, and,  indeed,  many 
specimens  of  it  are  still  to 
be  met  with ;  one  of  the  ear- 
liest forms  of  this  instrument 
is  represented  by  fig.  8.  The 
body,  A  A  A  A,  which  was 
_  made  either  of  ivory,  brass, 
I A  or  alver,  was  of  a  cylindrical 
figure,  and  about  two  inches 
in  length,  and  one  inch  in 
diameter ;  to  the  lower  end,  B, 
the  magnifiers  are  adapted, 
whilst  into  the  upper  screws  a  [nece  of  tube,  D,  having  at 


Fig.  8. 
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the  end,  C,  a  convex  glass,  and  on  its  outside  a  male  screw. 
Three  thin  plates  of  brass,  E,  are  made  to  slide  easily  in  the 
in^de  of  the  body  to  form  the  stage,  one  of  these  platee, 
F,  is  bent  semi-circularly  in  the  middle,  for  the  reception  of 
a  tube  of  glass,  for  viewing  the  urculation  of  the  blood  in 
small  Gab,  whilst  the  other  two  are  flat,  and  between  these 
last  all  the  object  sliders  are  introduced;  between  the  stage 
and  that  end  of  the  body  into  which  the  magnifier  screws 
is  a  bent  ^ring  of  wire,  H,  this  answers  the  purposes  of 
keeping  the  objects  fixed  between  the  plates  of  the  stage, 
and  of  pressing  the  stage  firmly  agunst  the  acrew-tube. 
The  magnifiers  supplied  with  this  roicroscope  were  eight  in 
number,  iuid  the  objects  were  adjusted  t«  their  focus  by 
the  screw-tube,  D,  for  which  purpose  tiie  screw  was  made 
of  nearly  the  same  length  as  the  body.  This  instrument 
was  held  in  the  hand  in  such  a  poralion,  that  the  direct  light 
from  a  candle  or  hunp  might  pass  directly  into  the  condoning 
glass;  it  was  subsequently  much  improved  by  the  addition 
of  a  spiral  spring,  instead 
of  the  curved  one,  and  of 
a  handle  which  screwed 
into  the  body  at  right  an- 
gles to  its  length,  and 
s^red  the  purpose  of  keep- 
ing the  body  in  the  hori- 
zontal position. 

Mr.  Wilson  was  also  the 
inventor  of  a  microscope  for 
opaque  objects,  represented 
by  fig.  9;  this  conusted  of 
a  thin  piece  of  flat  brass,  B, 
about  rax  inches  long  and 
half-an-inch  wide,  one  end 
of  which  served  as  a  handle, 
and  to  the  other.  A,  the  mag- 
nifier was  screwed;  con- 
nected with  the  middle  of 
ge   was   a  jointed  arm,  PP, 


Fig.  9. 
this   piece  of  brass  by   a  1 
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carTying  at  ita  free  eztreouty  a  eliding  wire,  G,  to  one  end 
of  which  was  attached  a  pair  of  forceps,  I  I,  and  to  the 
other  a  email  disc  of  ivory,  H,  blackened  on  one  ade  and 
white  on  the  oUier;  the  arm  was  capable  of  being  adjusted 
to  or  from  the  lens  hy  means  of  a  screw,  C,  having  a  nut 
with  a  milled  head,  D;  the  spring,  E,  served  to  keep  the 
lens  holder,  A  B,  in  contact  with  the  nut ;  this  form  of  in- 
strument is  in  use  at  the  present  day,  and  a  modification  of  it 
was  adopted  by  the  celebrated  Lieberkuho  about  forty  years 
af^erwuils. 

Tlie  wonderM  discoveries  of  Leeuwenhoek  made  by  the 
mngle  microecope,  gave  to  this  kind  of  instrument  an  univeraal 
reputation,  and  we  find,  accordingly,  that  the  compound  form 
was  kid  aside  for 
a  time,  and  the 
pocket  microecope 
of  Mr.  Wilson  was 
in^  great  demand. 
Upwards  of  thirty 
years,  however, 
were  suffered  to 
elapee  before  any 
step  was  taken  (in 
this  country,  at 
leaet)  towards  the 
improvement  of 
this  instrument ; 
the  conmound  mi- 
croecope, then  in 
use,  was  the  con- 
trivance of  Mr. 
John  Marshall, 
and,  from  its  un- 
wieldy nature,  was 
very  little  em- 
ployed. It  wa^ 
however,  the  first 
sale   in  England,  and   is 


Fig.  10. 
(rf*  the  compound  kind  made  J 
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represented  by  fig.  10.  It  consists  of  an  octagonal  base  of 
wood,  Zy  which  supports  a  square  pillar  of  brass,  /  A,  haying 
a  ball  and  socket  joint  at  ttl  On  the  pillar,  /  A,  an  arm,  dy 
carrying  the  compound  body  a^a\  is  made  to  slide  up  and 
down,  and  above  it  another  smaller  arm,  g,  which  has  a  screw 
for  tightening  it  at  k;  f  \s  a  long  screw  attached  to  the 
arm,  </,  carrying  the  compound  body,  and  when  the  arm  g 
is  fixed  by  the  screw  A,  the  nut  t  will  raise  or  depress 
the  compound  body;  p  is  the  stage,  which  is  fixed  to  the 
pillar  by  the  arm  n  n  and  the  nut  o,  a  fish  is  laid  on  it 
for  examination;  r  is  a  convex  lens,  for  concentrating  on 
the  stage  the  rays  of  light  from  the  candle,  a,  which  was 
placed  on  a  stool^  or  on  the  ground,  whilst  the  microscope 
stood  on  the  edge  of  a  table;  v  is  termed  a  leaden  coffin, 
for  putting  over  the  fish  to  keep  it  from  moving.  The 
optical  part  of  this  microscope  consisted  of  two  convex  lenses, 
forming  the  eye-piece  in  the  compound  body,  and  of  six 
mi^gnifiers,  which  could  be  screwed  to  the  tube  c.  The 
pillar,  /  hy  was  marked  with  the  numbers  1,  2,  3,  &c.,  to 
show  the  respective  distances  of  the  magnifiers  i&om  the 
object.  There  was  no  mirror  to  this  microscope,  but  direct 
light  could  be  used  when  the  body,  by  means  of  the  ball  and 
socket-joint,  was  turned  horizontally.  A  drawer,  f,  in  the 
stand,  Zy  served  to  contain  the  magnifiers  and  other  appa- 
ratus. This  instrument  was  subsequently  much  improved 
upon  by  Mr.  Culpeper  and  Mr.  Scarlet,  and  will  be  pre- 
sentiy  described. 

In  1738,  a  new  aera  in  microscopic  science  presented  itself, 
viz. :  the  invention,  by  Lieberkuhn,*  of  the  solar  microscope, 
and  of  a  concave  silver  speculum  for  viewing  opaque  objects, 
which  still  bears  his  name,  both  of  these  instruments  were 
subsequently  greatly  improved  upon  by  our  countryman, 
Mr.  Cuff.  The  solar  microscope,  as  invented  by  Lieberkuhn, 
could  not  be  employed  unless  the  sun's  rays  fell  directiy  upon 
a  condensing  lens,  therefore  its  use  was  limited  to  a  short 
portion  of  the  day.  Cuff,  however,  applied  a  moveable 
mirror  to  it,  and  made  it  more  available  for  general  use. 

*  Dr.  Nathaniel  Lieberkuhn  of  Berlin. 
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exhibited  his  microflcopes  to  aome  Fellows 
of  the  Boyal  Society  of  London  in  1739. 

The  sobr  microscope,  as  improved  by  Mr.  Cuff,  for  a 
length  of  time  created  great  wonder  and  astonishment;  it 
was  principally  used  for  the  exhibition  of  animalcuIeB,  and  the 
circulation  of  the  blood  in  the  newt,  frog  or  eel;  and  was 
also  recommended  for  getting  the  exact  figure  of  objects  on  a 
large  scale,  the  image  being  received  upon  a  screen  of  paper, 
on  which  the  outline  was  traced  either  with  a  pen  or  pencil ; 
when  the  paper  was  sufficiently  thin,  the  artist,  standing 
behind  the  screen,  was  enabled  to  draw  the  image  much 
better  than  when  standing  in  front  of  it,  and  with  this  great 
advantage,  that  the  shadow  of  the  hand  did  not  interfere  with, 
or  obstruct,  any  portion  of  the  light. 

By  far  the  most  useful  of  Lieberkuhn's  microscopes,  how- 
ever, was  the  one  for  viewing  opaque  objects,  by  means  of  which 

he  made  so  many  important  discoveries  in 
the  minute  structure  of  the  mucous  mem- 
brane of  the  alimentary  canal,  as  to  im- 
mortalize his  name.  The  most  simple 
form  of  this  instrument  is  represented  by 
fig.  11 ;  it  is  not  imlike  the  pocket  micro- 
scope of  Wilson,  represented  by  fig.  9, 
being  also  held  in  the  hand  by  the  handle, 
/?;  a  is  a  flat  piece  of  brass  attached  to 
the  handle,/?,  it  supports  the  lens  holder,  t, 
and  through  it  passes  the  screw,  &,  which 
is  connected  to  the  back-plate,  c;  a  spring, 
e,  keeps  the  plates  a,  e,  apart,  and  the  nut, 
d,  adjusts  the  lens  to  the  focus  of  any 
object  placed  either  on  ^  or  A.  But  the 
chief  point  of  merit  in  its  construction 
consists  in  a  concave  speculum  of  silver,  k, 
highly  polished,  to  the  centre  of  which  the 
magnifying  glass,  /,  is  adapted ;  this  being 
screwed  into  the  ring,  t,  and  the  object 
being  fixed  upon  the  point,  ff,  or  held  in 
Fig.  11.  ihe  forceps,  A,  the  instrument  is  placed 
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in  euch  a  positioi],  that  the  light  ftom  the  sun,  or  bright 
cloud,  being  received  upon  the  speculum,  the  rays  are  con- 
centrated upon  it,  and  it  becomes  brightly  illuminated,  and 
is  adjusted  to  the  focua  of  the  lens  by  turning  the  nut,  d ; 
all  loss  of  time  in  the  screw  being  prevented  by  the 
spzin^  e.  The  speculum,  is  that  part  of  the  instrument 
which  is  the  most  important,  and  is 
in  general  use  even  in  the  present 
day.  Lieberkuhn  waa  also  celebrated 
:  for  hie  beautiful  injections  of  the 
minute  tissues  and  oi^ns  of  verte- 
brate animal  H ;  many  specimens  of 
which  are  still  extant. 

In  the  museum  of  the  Royal  Coll^^ 
of  Sui^eouB  of  England,  there  is  a 
snutll  cabinet  of  two  drawers,  con- 
taining twelve 


Fig.  12. 


piece  of  brass  tube,  about  an  inch 
long,  and  an  inch  in  diameter,  pro- 
vided with  a  cap  at  each  extremity, 
the  one  at  A  carries  a  small  double 
convex  lens  of  half  an  inch  in  focal 
length,  whilst  the  one  at  B  carries  a 
condensing  lens  three-quarters  of  an 
inch  in  diameter. 

A  vertical  section  of  one  of  these 
instruments  is  seen  at  fig.  13.  A 
represents  the  mi^nifier,  which  is 
lodged   in   a  cavity,  formed  by   the 
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cap  A  and  partly  by  the  silver  cup  or  speculum  /.  In 
front  of  the  lens  is  the  speculum  I,  a  quarter  of  an  inch 
thick  at  its  edge,  having  a  focus  of  half  an  inch,  and  in 
fix>nt  of  this  tiiere  is  a  disc  of  metal  c,  three-eighths  in 
diameter,  connected  by  a  wire  with  the  small  knob  D ;  upon 
this  disc  the  injected  portion  is  fastened,  and  is  covered 
over  with  some  kind  of  varnish  which  has  dried  of  a  hemi- 
spherical figure.  Between  this  knob  and  the  inside  and  out- 
side of  the  tube  there  are  two  slips  of  thin  brass,  which 
act  as  springs  to  keep  the  wire  and  disc  steady.  When 
the  knob  is  moved,  the  injected  object  is  carried  to  or  from 
the  lens,  so  as  to  be  in  its  focus,  and  to  be  seen  distinctly, 
whilst  the  condensing  lens  B  serves  to  concentrate  the  light 
on  the  speculum.  To  the  lower  part  of  the  tube  a  handle 
of  ebony,  about  three  inches  in  length,  is  attached  by  a 
brass  ferrule  and  two  screw&  The  use  of  this  instrument  is 
obvious;  it  is  held  in  the  hand  in  such  a  position,  that  the 
rays  of  light,  from  a  lamp  or  white  cloud,  may  fall  on  the 
condenser  B,  and  by  it  be  concentrated  on  the  speculum  /, 
which  again  ftirther  condenses  them  upon  the  object  on  the 
disc  C;  the  object,  so  illuminated,  can  readily  be  adjusted  by 
the  little  knob  D,  so  as  to  be  in  the  focus  of  the  small 
magnifier  at  A. 

The  injected  preparations  in  these  twelve  microscopes,  now 
nearly  a  century  old,  are  remarkably  beautiful,  and  the  only 
injury  which  they  have  sustained,  is  that  of  the  cracking 
of  the  varnish.  Lieberkuhn's  principal  researches  were 
confined  to  the  minute  structure  of  the  mucous  membrane 
of  the  alimentary  canal ;  and  for  the  investigation  of  these 
opaque  parts,  he  is  said  to  have  invented  the  silver  speculiun 
bearing  his  name,  although,  fix)m  a  description  and  figure 
in  the  works  of  Leeuwenhoek,*  one  would  be  inclined  to 
suppose  that  that  illustrious  man  was  cognizant  of  its  prin- 
ciples and  use. 

The  other  microscope  which  Lieberkuhn  used  for  tiie  ex-^ 
amination  of  the  mucous  membranes,  and  the  circulation  of  the 
blood  and  chyle  in  the  mesentery  of  small  animals,  is  repre-» 

♦  Vol.  ii.  p.  2S0,  Works  by  HooU. 
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sented  by  figs.  14  and  IS^  and  will  be  found  to  be  accnrately 
described  in  a  work  entitled  Dissertatbmes  quatuor  Johanmg 

N,  Lieberkuhriy  col- 
lected and  reyised  hy 
John  Sheldon^  sur- 
geon, 1782.  It  con- 
sists of  a  plate  of 
copper  or  brass,  about 
one-eighth  of  an  inch 
thick,  twelve  inches 
long  by  eight  broad, 
and  fashioned  into  the 
shape  represented  by 
the  figures.  It  is  sup- 
ported, in  a  yertical 
position,  on  a  tripod 
stand,  the  back  of  the 
instrument  is  repre- 
sented by  fig.  14,  and 
the  front  by  15.  At 
each  comer  there  is 
a  small  sliding  wire, 
H  H,  with  a  hook  at 
^%-  !*•  one  end,  and  opposite 

to  the  three  holes  in  the  plate  marked  A  B  and  C  are 
four  smaller  hooks,  h  A,  the  former  are  for  the  purpose  of 
fixing  into  the  legs  of  any  small  animal,  the  circulation  in 
whose  mesentery,  either  of  the  blood  or  of  the  chyle,  is 
about  to  be  examined;  and  the  latter,  or  the  small  hooks^ 
are  used  for  bringing  successive  portions  of  the  mesentery 
opposite  the  holes. 

The  part  of  the  microscope  carrying  the  magnifying  powers 
is  attached  to  the  plate  by  pegs ;  it  consists  of  a  thin  plate  of 
brass,  1,  fig.  15,  to  which  plate  is  attached  another,  2,  by  a 
rivet,  3,  this  last  plate  is  a  little  curved,  and  is  also  made 
elastic;  in  its  centre  is  a  screw,  4,  and  at  its  free  end  is 
a  hole,  5,  into  which  tiie  magnifier  screws;  a  section  of 
this  part  of  the  microscope  is  seen  in  fig.  16,  where  A  re- 
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piesenta  the  ooimection  of  the  two  plates  hj  a  rivets  and  B 
the  bend  in  ihe  top  or  lens  holder,  C  the  screw  for  adjust- 
ment, and  D  the  hole  into  which  the  lens  E  screws.    The 


Fig.  15 


Fig.  16. 


animal  being  properly  secured  by  the  large  hooks,  and  the 
portion  of  it  to  be  examined  being  brought  before  the  hole  B 
by  the  small  hooks,  the  microscope  is  so  placed,  that  the  light 
from  a  window  or  Limp  may  pass  through  the  hole,  the  aim 
provided  with  the  lens  being  brought  opposite  the  hole, 
and  over  the  piece  of  brass,  1,  the  lens  can  be  adjusted  to  or 
firom  the  object  by  the  screw,  4,  and  the  plate  being  curved 
and  elaslac,  will  always  obey  the  turns  of  the  screw.  This 
form  of  instrument  appears  not  to  have  .been  constructed  for 
sale  in  this  country,  and  was  never  improved  upon  like  the 
sdar  microscope,  or  that  for  opaque  objects.  It,  no  doubt,  was 
entirely  superseded  by  others  more  generally  usefuL 


so 
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At  this  time,  1740,  we  find  mftny  makers  of  eminence 
redding  in  the  metropolis,  amongst  whom,  t^e  names  of 
Cuff,  Benjamin  Martin,  and  Adams,  require  especial  notice. 
Mr.  Cuff  has  already  been  mentioned  as  the  improver  of  the 
solar  microscope  and  of  that  for  opaque  objects,  both  of 
which  were  of  Lieberkuhn's  invention,  and  we  find  that  in 
the  year  1747  he  improved  for  Martin  Folkes  the  pocket 
microscope  of  Wilson,  by  fixing  it  to  a  stand,  and  by  adding 
a  miiTor  to  it;  he  subsequently  improved  the  stand  by 
mounting  the  lens  on  a  moveable 
arm,  and  making  the  stage  to 
slide  up  and  down  on  a  square 
stem ;  the  instrument  in  this  im- 
proved form  was  used  by  Ellis  m 
his  examinations  of  coral  lines, 
and  a  figure  and  description  of 
the  same  is  ^ven  in  his  work  on 
Zoophytes,  published  in  1756. 
The  cumbrous  compound  instru- 
ment of  Mr,  Marshall,  before 
described  in  p^e  13,  was,  in 
1750,  improved  by  Mr.  Culpeper, 
and  Mr.  Scariet;  they  first  em- 
ployed a  concave  mirror  for  re- 
fiecting  tiie  light  tiux)ugh  the 
object  and  the  compound  body, 
llieir  instrument  is  represented 
by  fig.  17,  it  was  composed  of 
two  tubes,  a  b,  either  of  wood 
or  paper,  sliding  one  within  the 
other;  to  the  tube  a  were  attached 
tiie  pillars  c  d,  c  d,  which  rose 
&om  tiie  base,  e,  and  supported  the 
round  stage,  g,  in  which  was  a 
large  circular  hole  for  a  spring 
object  holder  to  be  fixed,  and 
some  smaller  holes  f<^  the  re- 
ception of  the  forceps,  small  condensing  lens  and  fish'-pan. 


Fig.  17. 
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To  the  inner  tube^  b,  all  the  optical  apparatus  was  adapted^  the 
magnifiers,  from  four  to  six  in  number,  being  screwed'  to  the 
end  of  the  small  tube,  ^  and  the  eye-piece,  which  consisted  of 
two  convex  lenses,  being  fitted  into  the  wooden  top  of  the  com- 
pound body,  ft.  A  concave  mirror,  k,  was  used  for  reflecting 
the  light,  and  a  drawer,  f,  in  the  base,  «,  served  to  contain  all 
the  magnifiers  and  other  parts  of  the  apparatus.  The  only 
adjustment  for  focus  with  which  this  microscope  was  pro- 
vided, was  that  accomplished  by  sliding  the  tube  b  up  and 
down  in  the  outer  tube  a,  the  tube  b  being  marked  with 
lines  at  A,  to  denote  the  distances  through  which  it  should 
be  moved  for  the  difierent  magnifying  powers.  This  instru- 
ment was  subsequently  much  improved  in  shape,  and  was 
made  either  of  brass  or  silver,  and  a  rack  and  pinion  were 
used  for  the  adjustment.  It  was  in  great  demand  at  one 
time,  and,  with  its  pyramidal  case  and  drawer  with  apparatus, 
may  even  now  be  frequently  seen  exposed  for  sale.  This 
nucroscope  was  styled  the  double  reflecting  one,  and  was  the 
first  instrument  to  which  the  concave  mirror  was  applied  for 
illuminating  transparent  objects,  the  mode  of  moimting  it 
being  similar  to  that  now  adopted. 

In  the  year  1744,  we  are  told  by  Baker,* — "That  the 
microscopes  of  Hooke  and  Marshall  having  been  reduced  to  a 
manageable  dze,  improved  in  their  structure,  and  supplied 
with  an  easy  way  of  enlightening  objects  by  a  speculum  under^ 
neath,  and,  in  many  other  respects,  rendered  agreeable  to  the 
curious,  by  Mr.  Culpeper  and  Mr.  Scarlet.  Some  further 
alterations  were,  however,  wanted  to  make  this  instrument  of 
more  general  use,  as  I  fully  experienced  in  1743,  when 
eyaiminiTig  daily  the  configurations  of  saline  substances,  the 
legs  were  continual  impediments  to  my  turning  about  the 
slips  of  glass,  besides  pulling  tiie  body  of  the  instrument  up 
and  down,  was  likewise  subject  to  jerks,  which  caused  a 
difficulty  in  fixing  it  exactiy  at  the  focus :  there  was  also  no 
good  contrivance  for  viewing  opaque  objects.  Complaining 
of  these  inconveniences,  Mr.  Cuff,  the  optician,  applied  his 
thoughts  to  fSashion  a  microscope  in  another  manner,  leaving 
•  Vol.  iL,  Employment  for  the  Microscope  ^  p.  422. 
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the  stage  entirely  free  and  open  by  taking  away  the  1^8^ 
applying  a  fine  threaded  screw  to  regulate  and  adjust  its 
motions,  and  adding  a  concave  spectdnm  for  objects  that  are 
opaque.'*  This  microscope  was  made  entirely  of  brass,  and 
was  fastened  to  the  top  of  a  box,  by  a  scroll  or  bracket, 
from  which  rose  two  flattened  pillars,  one  having  a  horizontal 
arm,  was  made  to  slide  up  and  down  against  the  other, 
and  carried  the  compound  body,  the  coarse  adjustment  of 
which  was  efiected  by  this  movement,  but  the  fine,  by  a 
screw  two  inches  in  length,  fixed  to  ihe  back  of  one  of  the 
pillars,  and  when  its  nut  was  secured  by  a  screw,  which 
clamped  the  sliding  pillar,  then  the  body  could  be  moved 
slowly  up  and  down.  The  stage,  somewhat  of  the  shape 
of  a  cross,  had  several  holes  in  it,  for  the  reception  of 
the  condensing  lens,  forceps,  and  fish-pan.  The  lower  part 
of  the  compound  body  was  cylindrical  for  the  space  of  two 
or  more  inches,  and  marked  with  numbers  corresponding  to 
those  of  the  lenses,  upon  this,  a  Lieberkuhn  with  a  long 
tube  was  made  to  slide,  and  when  set  to  the  figures  there 
marked,  an  object  placed  on  the  stage  would  be  in  its  focus. 
In  the  year  1747,  Mr.  Cuff  invented  a  micrometer  for  this 
instrument;  it  was  made  of  a  lattice  of  fine  silver  wires,  distant 
from  each  other  one-fiftieth  part  of  an  inch,  intersecting  at 
right  angles,  and  so  placed  in  tiie  focus  of  the  eye-glass,  as  to 
divide  tiie  whole  viable  area  of  the  microscope  into  squares;, 
whose  sides  were  each  one-fiAieth  of  an  inch.  The  microscope 
of  Benjamin  Martin,  described  m  a  work  published  at  Beading 
in  1746,  was  of  the  compound  form,  and  adapted  for  being 
carried  in  tiie  pocket;  it  was  of  a  cylindrical  shape,  like  the 
body  of  Cidpeper's,  and,  like  it,  tiie  adjustment  was  made  by 
sliding  one  tube  within  the  other,  the  mirror  was  placed  in 
tiie  bottom  of  tiie  tube  in  an  inclined  portion,  and  was  not 
capable  of  being  moved.  It  was  also  supplied  with  a  screw 
micrometer  of  a  peculiar  construction,  which  had,  on  the  out- 
side of  the  body,  a  dial-plate  and  hand  resembling  tiie  face 
of  a  watch.  To  this  ingenious  optician  we  are  indebted  for 
tiie  invention  of  the  hand  magnifier,  with  one  or  more  lenses;, 
which  has  imdergone  littie  or  no  change  since  his  time.    We 
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are  told  that  Benjamin  Martin  greatly  improTed  the  micro- 
scope of  Cuff  before  described,  by  the  addition  of  a  joint,  so 
that  the  compound  body  might  be  inclined  to  any  angle,  and 
also  by  the  setting  of  all  the  lenses  in  a  circular  disc  of  brass, 
which  was  capable  of  being  revolved  in  such  a  manner,  that 
each  lens  in  succession  n%ht  be  brought  under  the  com- 
pound body;  this  did  away  with  the  necesmty  of  screwing  and 
unscrewing  when  the  powers  were  required  to  be  changed. 
The  compound  body  could  be  removed  from  the  lenses,  and 
the  lenses,  themselves  then  constituted  it  a  single  microscope, 
the  arm  which  supported  them  was  capable  of  being  moved 
backwards  and  forwards  by  means  of  a  rack  and  pinion,  a 
plan  now  in  use. 

In  the  year  1746,  a  philosophical  instrument  maker  of 
some  eminence,  named  Oeorge  Adams,  published  a  quarto 
work,  entitled  AEcrographia  Itttutrata;  or,  the  Knowledge  of 
the  JUicroscope  Explained.  In  this  woA  were  contained  a 
description  of  the  nature,  uses,  and  magnifying  powers  of 
microscopes  in  general,  together  with  full  directions  how  to 
prepare,  apply,  and  examine,  as  well  as  preserve,  aU  sorts 
of  minute  objects.  This  work  was  the  first  of  the  kind 
published  in  this  country,  and  contributed  not  a  littie  to 
the  advancement  of  microscopic  science.  The  microscopes 
made  by  Adams  were  of  two  kinds,  the  single  and  the 
compound ;  their  chief  peculiarity  consisted  in  the  arrange- 
ment of  the  lenses,  which  were  six  in  number,  and  were  all 
set  in  a  laige  plate  of  brass,  capable  of  being  turned  upon 
the  central  pillar  of  the  instrument,  and  each  lens  in  suc- 
cession could  be  brought  underneath  a  hollowed  plate  or  cup, 
which  served  as  an  eye-piece.  For  the  coarse  adjustment,  the 
plate  was  made  to  slide  up  and  down  the  pillar,  whilst  for 
the  fine  a  screw  was  used,  which  slowly  raised  or  depressed 
that  portion  of  the  pillar  to  which  the  stage  was  attached. 
Berides  these  microscopes  of  his  own  invention,  we  find  that 
he  was  in  the  habit  of  making  those  of  Wilson,  Lieberkuhn, 
and  Culpeper,  all  of  which  are  frdly  described  in  the  work 
above-named. 

We  have  now  entered  on  a  period,  fertile  botii  in  alterations 
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of  the  microscope^  and  in  discoyeries  made  by  its  agency  ; 
we  have  amongst  the  fonner,  the  results  of  the  labours 
of  Adams,  Martin,  Baker,  and  Dellebarre ;  and  amongst  the 
latter,  the  works  of  Trembley,  Ellis,  Baker,  Adams,  Hill, 
Swammerdam,  Lyonet,  Needham,  and  Withering.  Every 
optician,  says  Adams,*  now  exercised  his  talents  in  improving 
(as  he  called  it)  the  microscope;  in  other  words,  in  varying 
its  construction,  and  rendering  it  different  from  that  sold  by 
his  neighbour.  The  principal  object  seemed  to  be  only  to 
subdivide  it  and  make  it  lie  in  as  small  a  compass  as  possible, 
by  which  means  they  not  only  rendered  it  complex  and 
troublesome  to  manage,  but  lost  sight  also  of  the  extensive 
field,  great  light,  and  other  excellent  properties  of  the  more 
ancient  instruments.  In  1770,  Dr.  Hill  published  a  treatise, 
entitled  The  Construction  of  Timber  explained  by  the  Micro^ 
scopey  in  which  not  only  were  the  nature  and  office  of  its 
several  parts  pointed  out,  but  the  way  of  judging  from  the 
structure  the  uses  to  which  the  different  kinds  could  be  best 
applied.  This  work  created  a  great  sensation  at  the  time,  and 
revived  the  ardour  for  microscopic  pursuits.  Adams  at  this 
period  invented  a  machine  for  cutting  transverse  sections  of 
wood  so  thin,  that  they  might  readily  be  examined  by  the 
microscope.  This  instrument  was  subsequently  improved  on 
by  Mr.  Gumming,  and  with  it  very  beautiful  sections  were 
made  by  Mr.  Custance,  some  of  which  stand  imrivalled  even  at 
the  present  day.  In  1771,  a  new  edition  of  the  MicrograpMa 
niustrata  of  Adams  appeared,  in  which  he  described  a  lucemal 
microscope  of  his  own  invention;  this  was  subsequently  im- 
proved by  his  son,  Greorge  Adams,  in  1774,  and  served  to 
exhibit  opaque  as  well  as  transparent  objects.  The  solar 
microscope,  too,  at  this  time  had  been  greatly  unproved  by 
Benjamin  Martin,  and  was  made  capable  of  showing  on  a 
screen  a  magnified  image  of  the  surfaces  of  opaque  objects. 

In  1787,  the  Microscopical  Essays  of  the  yoimger  Adams 
were  published,  in  which  were  described  all  the  instruments 
at  that  time  in  use.  Of  the  single  form,  we  have  Wilson's, 
shown  at  fig.  8 ;  those  of  Ellis,  and  Lyonet ;  also  that  of 

*  Microscopical  Essays,  p.  19. 
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I>r.  Withering,  represented  hy  £g.  18,  which  even  now  is 
manuiactuTed  for  sale;  it  conasts  of 
three  brass  platee,  a  b  c,  parallel  with 
each  other,  to  the  uyper  and  lower 
of  which  three  stout  wire%  d  e  f,  are 
rivetted;  the  middle  plate,  ^  fonning 
the  stage,  is  made  to  alide  up  and 
down  on  these  three  wires.  Hie  n[^>er 
I^te,  d,  carries  the  lens,  i,  the  lower 
one,  c,  the  mirror.  Into  the  stage  a 
diaaecting  knife,  A,  a  pcunted  instroment, 
f,  and  a  pur  ^  forceps,  g,  are  made  to 
.^.    ,g  fit,  and  can  be  readily  taken  out  fen? 

use  by  sliding  the  stage  down  nearly  to 
the  nurror;  this  instmment  was  recommened  by  Dr.  Withering, 
and  was  first  described  in  his  Botanuxd  ArraagtmtmUj  its  chief 
merit  being  its  ramplidty. 

The  (XHnpomid  microacopes  described  by  Adams,  are  merely 
modifications  of  that  of  his  father,  of  Cnlpeper,  of  Cu£^  and 
fjl  Benjanun  Martin.  The  first,  or  that  of  the  elder  Adams, 
was  improred  by  the  addilioii  of  a  rack  and  pinion  movement, 
and  by  having  all  the  lenses  set  in  a  braes  slider,  so  that  they 
may  be  placed  one  after  the  other  under  the  compound  body, 
llie  second,  or  that  irf  Cnlpeper,  was  made  of  brass,  and  was 
improved  in  its  t^tical  part.  Cuff's  compound  instrument 
was  much  the  same  as  that  described  at  page  22 ;  whilst  that 
of  Benjanun  Martin  was  improved  by  Adams  himself,  and 
was  made  capable  of  receiving  a  single  tens  as  well  as  a  com- 
pound body,  and  was  iumished  with  a  cradle  j<nnt,  by  which 
the  compound  body  could  be  inclined  at  any  angle;  the  nurror 
was  double,  both  plane  and  concave;  the  l^s,  for  convenience 
of  pack^^,  were  made  to  slide  one  within  the  other.  With 
the  woric  of  Adams,  la  1787,  we  may  close  our  history  of  the 
angle  and  compound  microscopes  in  llieir  unachromatised 
state,  the  discoveries  at  this  time  were  few  and  comparatively 
unimportant,  and  little  or  nothing  more  was  exhibited  by  them 
than  the  objects  contuned  in  the  ivory  slidere,  with  which  all 
the  above  described  microscopes  were  supplied ;  and  he  who 
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could  exhibit  theae  objects  well^  was  conddered  a  proficient  in 
the  art.  These  mstnimentSy  as  described  by  Adams^  without 
any  material  alteration  in  the  optical  part,  continued  in 
use  up  to  the  time  of  the  invention  of  the  achromatic  form, 
in  1824,  but  a  new  and  most  important  »ra  in  microscopic 
science  commenced  in  this  country  with  the  improvement 
in  the  reflecting  microscope,  constructed  by  Amici  in  1815, 
and  with  tiie  manufiusture  of  lenses  of  the  precious  stones 
by  Sir  David  Brewster,  Dr.  Groring,  and  Mr.  Pritchard. 
At  this  period  it  will  be  necessary  to  divide  our  history  into 
two  parts.  The  first  to  include  the  improvements  made  in 
the  single,  and  the  second  those  in  the  compound  micro- 
scope. In  consequence  of  the  great  loss  of  light,  and  the 
presence  of  the  prismatic  halo  enveloping  every  object  seen 
through  the  uncorrected  compound  microscope;,  the  single 
microscope  was  generally  used  by  all  scientific  investigators; 
but  when  high  powers  were  wanted,  tiie  glass  of  which 
ihey  were  made  bdng  of  such  low  refi»ctive  power,  it 
became  necessary  to  use  lenses  of  very  short  foci,  these 
were  of  very  small  diameters,  and  allowed  only  a  slight 
amount  of  light  to  enter  the  eye;  to  remedy  these  incon- 
veniences. Sir  David  Brewster  first  suggested  the  value  of 
using  otiier  materials  of  a  more  highly  refracting  nature,  for 
the  construction  of  lenses;  and  he  remarked,*  ''that  no 
essential  improvement  could  be  expected  in  the  single 
microscope,  unless  from  tiie  discovery  of  some  transparent 
substance,  which,  like  the  diamond,  combines  a  high  re- 
fractive with  a  low  dispersive  power.  Having  experienced 
tiie  greatest  difficulty  in  getting  a  small  diamond  cut  into 
a  prism  in  London,  he  did  not  conceive  it  practicable  to 
grind  and  polish  a  diamond  lens;  and,  therefore,  he  did  not 
put  his  opinion  to  the  test  of  experiment,  but  he  got  two 
lenses,  one  made  of  ruby,  the  other  of  garnet,  which  he  found 
to  be  greatiy  superior  to  any  lenses  that  had  previously  been 
used."  Dr.  Goring,  in  the  summer  of  1824,  having  directed 
the  attention  of  Mr.  Pritchard  to  certain  passages  in  Sir 
David  Brewster's  admirable  Treatise  on  New  Fhilosop/ncal 

*  Treatise  <m  the  Micraecope^  p.  13. 
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Insinimentt  leepectiiig  the  Yslue  of  the  predoas  stones  for 
single  microsoDpee;  and  having  seen  their  full  force,  it  was 
agreed  that  they  should  undertake  to  grind  a  diamond  into 
a  magnifier.  The  first  diamond  operated  on  was  a  small 
brillianty  and  it  was  proposed  to  give  it  the  curves  that  in 
glass  would  produce  a  lens  of  a  twentieth  of  an  inch  fiocns. 
^  This  stone,  when  nearly  finished,"  says  Mr.  Pritdiard,  ^'fi^ 
decreed  that  I  should  lose,*  but  having  proved  the  posnbility 
of  working  lenses  of  adamant,  I  set  about  another,  and  selected 
a  rose  diamond,  in  order  to  form  a  planoconvex  lens."  After 
great  labour  and  expense,  this  Mr.  Pritchard  so  fiur  aocom- 
plidied,  that  on  the  Ist  of  December,  1824,  he  states,  ''he  had 
the  pleasure  of  first  looking  through  a  diamond  microsoope." 
Dr.  Groring,  who  tried  its  performance  on  various  objects^ 
both  as  a  angle  microscope  and  as  an  objective  of  a  com- 
pound, was  well  satisfied  with  its  superiority  over  other  fonns 
of  lenses.  But  here  Mr.  Pritchard's  labours  did  not  end,  he 
subsequently  found  that  this  stone  had  many  flaws  in  ity 
wlik^  led  him  to  abandon  the  idea  of  finishing  it  Having 
been  prevented  firom  resuming  his  operations  <m  this  refiracUiry 
material  for  about  a  year,  Mr.  Pritchard,  in  his  third  attempt^ 
met  with  another  unexpected  defect;  he  found  that  some 
lenses,  xmlike  the  first,  gave  a  double  or  triple  image,  instead 
of  a  single  one,  in  consequence  of  some  of  their  parts  being 
either  harder  or  softer  than  others  These  defects  were  after- 
wards found  to  be  due  to  polarisation.  Mr.  Pritchard  having 
learnt  how  to  dedde  whether  a  diamond  is  fit  for  a  magnifier 
or  not,  subsequentiy  succeeded  in  making  two  planoconvex 
lenses  of  adamant,  whose  structure  was  quite  perfect  for 
microscopic  purposes.  ''One  of  these,''  he  tells  us,  "of  one 
twentieth  of  an  inch  in  focal  length,  is  now  in  the  possesion  of 
his  Grace  the  Duke  of  Buckingham ;  the  other,  of  one-thirtieth 
of  an  inch  focus,  is  in  his  own  hands." 

"In  consequence  of  the  high  refracting  power  of  a  diamond 
lens  over  that  of  glass,  a  lens  of  the  former  material  may  be 
at  least  one-third  as  thin  as  that  of  the  latter,  and  if  the  focal 

*  Those  who  would  wish  to  enter  more  in  detail  into  this  matter, 
are  referred  to  Pritchard's  Microscopic  Cahinei^  p.  106. 
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length  of  both  be  equal,  say,"  says  Sir  D.  Brewster,*  **  one- 
eightieth  of  an  inch,  the  magnifying  power  of  the  diamond  lens 
win  be  2133  diameters,  whereas  that  of  glass  would  be  only 
800."  Mr.  Pritchard,  in  later  times,  succeeded,  with  much 
less  difficulty,  in  making  lenses  of  other  precious  stones,  viz., 
the  sapphire,  ruby,  and  garnet,  all  these  substances,  although 
coloured  to  a  certain  extent,  nevertheless  were  not  unfitted 
for  magnifying  powers;  and  Sir  David  Brewster,  whose 
authority  is  indisputable  in  these  matters,  states:! — '^That 
they  all  exhibit  minute  objects  with  admirable  accuracy  and 
precision,  and  that  the  colour  of  the  garnet,  which  dimimshes 
with  its  thickness,  disappears  ahnost  whoUy  in  very  minute 
lenses."  The  durability  of  lenses  made  of  the  diamond  and 
other  precious  stones,  is,  however,  an  exceedingly  valuable 
property;  but  the  vast  expense  incurred  in  their  manufiEusture, 
Ld  the  great  fluperiority  Vf  the  compound  instrument,  as  now 
constructed,  will  ever  be  a  barrier  to  their  introduction  into 
general  use. 

The  microscope,  with  a  single  lens,  having  been  brought 
to  the  greatest  state  of  perfection  by  the  labours  of  Sir  David 
Brewster,  Dr.  Goring,  and  Mr.  Pritchard,  we  must  here  leave 
it,  and  direct  our  attention  to  certain  combinations  of  lenses 
termed  doublets  and  triplets,  by  means  of  which  microscopic 
science  has  been  considerably  advanced,  and,  with  the  ex- 
ception of  the  achromatic  compound  microscope,  no  more 
important  improvement  in  the  optical  part  of  the  microscope 
has  ever  yet  been  accomplished*  As  long  ago  as  the  year  1688, 
a  doublet  was  described  in  the  Fhilosophical  Transactions^  as 
made  by  Eustachio  Divini,^  in  which  a  large  and  flat  field  was 
obtained  by  placing  two  planoconvex  lenses  so  as  to  touch 
each  other  in  the  middle  of  their  convex  siurface.  ''This 
instrument,"  it  is  there  stated,  ''hath  this  peculiar,  that  it 
shews  the  objects  fiat  and  not  crooked,  and  although  it  takes 
in  much,  yet  nevertheless  magnifieth  extraordinarily."  In  the 
year  1812,  a  periscopic  doublet  lens  was  proposed  by  Dr. 
Wollaston,||  it  was  composed  of  two  planoconvex  lenses, 

*  Treatise  on  the  Microscope^  p.  21.  f  Op.  Cit,^  p.  24. 

t  No.  42,  p.  849.  li  Philosophical  Transactions^  1812,  p.  375. 
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ground  to  the  same  radius,  and  implied  hj  their  plane  snr- 
fiices  to  a  flat  {nece  of  metal,  having  an  aperture  of  the  same 
diameter  as  would  be  suitable  for  a  lens  of  equal  mze, 
but  composed  of  one  piece  of  glass;  and  the  oze  of  the 
aperture  which^  on  ezperiment,  was  found  always  to  give 
the  best  definition,  was  about  one-fifth  part  of  the  focal 
length  in  diameter.  This  form  of  doublet  was  subsequently 
improved  on  by  Sir  David  Brewster,  who,  instead  of  usmg 
the  fiat  piece  of  metal,  and  two  planoconvex  lenses,  employed 
two  hemispherical  lenses,  cemented  to  the  ends  of  a  tube  of 
brass;,  and  filled  all  the  interqmce  with  a  fluid  of  the  same 
refractive  power  as  the  glass.  This  led  Sir  David  to  the  idea 
of  the  grooTed  sphere,  which  is  nothing  more  than  a  spherical 
l^:is  having  a  deep  groove  cut  rouiul  it  in  a  plane  per- 
pendicular to  the  axis  of  viaon;  a  plan  analogous  to  that 
of  the  Coddington  lens.  Experiments  on  doublets  were 
now  carried  on  by  Sir  John  Herschell,  Sir  David  Brewster, 
Mr.  Coddington,  and  others,  and  we  have  various  forms 
reconmiended  for  use  by  each  of  these  gentlemen;  by  the 
foimer  we  have  three,  viz.,  the  periscopic  doublet,  consisting 
of  a  double  convex  lens  of  the  best  form,  but  placed  in 
its  worst  position  (radii  as  6  to  1)  for  the  lens  next  the  eye, 
and  a  planoconcave,  whose  focal  length  is  to  that  of  the 
other,  as  2,  6  to  1,  or  as  13  to  5,  placed  in  contact  with  its 
flatter  sm&ce,  and  having  its  concavity  towards  the  object. 
The  second  consisted  of  the  planoconvex  doublet,  whidb  is 
made  with  two  convex  lenses  of  equal  focal  lengths,  the 
convex  rides  being  placed  in  contact,  and  the  eye  and  object 
opposite  the  plane  rides;  and  the  third,  ihe  doublet  of  no 
aberration,  consisting  of  a  planoconvex  lens,  and  a  meniscus 
placed  in  such  a  manner,  that  ihe  convex  rides  of  both 
were  in  contact  This  latter  form  of  doublet  Sir  John  pro- 
poses as  the  best  for  obtaining  perfect  distinctness  in  micro- 
soojncal  observations,  and  Mr.  Pritchard  states:* — ''That 
doublets  of  this  kind  answer  remarkably  well,  but  their  angle 
of  aperture  is  small  as  compared  with  combinations  of  double 
achromatics." 

*  Microseopic  Cabinet^  p.  168. 
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By  fitf  the  most  important  contribution  to  microeoopical 
science  at  this  period,  was  the  microscopic  doublet,  the  in- 
yention  of  Dr.  WoUaston,  it  is  described  in  the  PkUatop/ucal 
TransaeHans  for  1829,*  and  the  mode  of  iDumination  therein 
recommended,  gave  to  the  single  microscope  an  importance  and 
degree  of  usefulness,  which  it  had  never  yet  leceiTed  in  this 
or  any  other  country.  The  doublet  of  WoUaston  conristed  of 
two  planoconvex  lenses,  having  their  focal  lengths  in  the  pro- 
portion of  1  to  3,  and  placed  at  such  a  distance  from  each  other, 
as  was  ascertained  to  be  best  by  experiment.  It  is  said  that 
he  was  led  to  tiiis  invention  by  a  knowledge  of  the  construction 
of  the  achromatic  Huyghenian  eye-jniece,  which,  if  reversed, 
would  make  a  microscope ;  but  impaired  health  caused  him  to 
communicate  his  paper  to  the  fioyal  Society  earlier  than  he 
at  first  intended,  and  his  premature  death  deprived  him  of  tiie 
satisfaction  of  ever  witnesong  the  great  improvement  subse- 
quentiy  made  in  his  doublet,  by  the  introduction  of  a  stop  or 
diaphragm  between  the  two  lenses.  The  microscope  stand, 
with  which  the  doublet  was  used,  was  as  ample  and  as  d^ant 

in  its  construction  as  the  doublet  itself;  and  is 
shown  in  section,  by  figore  19,  where  A  B  re- 
presents a  brass  tube,  about  rix  inches  long  and 
an  inch  or  more  in  diameter,  capable  of  being 
screwed  into  the  cover  of  a  box  or  stand,  by  the 
screwD.  At  C  a  circular  perforation  is  made  for 
tiie  purpose  of  admitting  the  light  to  tiie  mirror 
E.  Above  the  mirror  at  F  is  a  diaphragm  or 
stop,  for  cutting  off  the  outer  rays  of  light 
reflected  from  tiie  mirror.  At  the  upper  end 
of  the  tube  is  a  planoconvex  lens  of  about  three 
quarters  of  an  inch  focal  lengtii,  set  in  a  metal 
frame  at  O,  with  its  plane  side  uppermost; 
its  use  being  to  bring  tiie  rays  of  light  to 
a  ibcus  on  an  object  placed  across  tiie  top  of 
tube  at  F,  whidi  acts  as  a  stage.  At  I  is 
fixed  a  small  rack,  upon  which  an  arm,  U, 
carrying  the  doublet,  MNO,  can  be  moved  up 

*  Philoiophieal  Tramaeiiaiu^  1S29,  p.  9. 
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or  down  by  the  pmioiiy  E,  which  is  turned  by  the  milled 
head,  L.  The  doublet  has  been  before  alluded  to,  it  conosts 
of  two  planoconyex  lenses,  set  each  in  a  separate  cell,  M  N. 
The  cell  carrying  the  upper  lens  screws  into  that  which 
carries  the  lower  lens,  so  that  the  distance  between  the  indi- 
iddual  lenses  may  be  r^olated  for  perfect  definition;  when 
in  use,  the  doublet  is  placed  in  a  hole  in  the  arm  H.  Since 
WoUaston's  time,  the  stand  has  been  much  improved,  it  has 
been  fitted  up  with  an  adjustable  stage,  and  with  fine  and 
coarse  adjustments,  and  otherwise  much  altered  in  appearance; 
but  the  one  we  have  described  is  copied  from  his  paper  in  the 
PhSoMophical  Trctnaactions,  A  modification  of  this  form  of 
instrument  is  at  present  in  use,  as  an  illuminator  with  many 
microscopes,  both  simple  and  compound,  and  will  be  again 
referred  to  in  the  chapter  on  *^  Illumination  of  Transparent 
Objects."  '<  With  this  microscope,"  Dr.  WoUaston  says ''that 
he  was  able  to  see  distinctly  the  finest  markings  upon  the 
scales  of  the  Lepitma  and  Poduroy  and  upon  those  of  the 
gnat's  wing."  The  doublet  itself  is,  at  the  present  time,  much 
employed,  and  is  preferred  by  many  to  the  compound  micro- 
scope for  the  examination  of  such  objects  as  are  perfectly  flat, 
and  by  reason  of  its  portability,  its  value  is  much  enhanced* 
It  is  infinitely  superior  to  a  single  lens,  and  is  capable  of 
transmitting  a  pencil  of  an  angle  of  35^  to  50"  without  any 
sensible  errors,  and  exhibits  most  of  the  test  objects  in  a  very 
beautiful  manner. 

The  next  great  improvement  in  the  cungle  microscope,  and 
the  last  we  shall  here  notice,  was  effected  by  Mr.  Holland  in 
1832,  and  described  by  him  in  the  forty-ninth  volume  of  the 
I^ansadians  of  Ae  Sodety  of  Arts.    It  consists,  as  shewn  in 

fig.  20,  of  three  planoconvex  lenses,  abc,  the 
first  two^  a  by  being  placed  dose  together,  and 
the  diaphragm  or  stop  between  them  and  the 
third  lens,  c.  ''  The  first  bending,"  says  Mr. 
Boss,*  ''bdng  effected  by  two  lenses  instead 
^'  of  one,  is  accompanied  by  smaller  aberrations, 

which  are,  therefore,  more  completely  balanced  or  corrected  at 

*  Pemny  Cifchp^BdiOt  Art,  Microscope. 
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the  second  bending,  in  the  opposite  direction,  by  the  third 
lens."  This  combination,  though  called  by  Mr.  Holland  a 
triplet,  is  essentially  a  doublet,  in  which  the  anterior  lens  is 
divided  into  two,  and  is  capable  of  transmitting  a  pencil  of 
65*.  Here  we  must  take  our  leave  of  the  history  of  the  single 
microscope,  and  commence  that  of  the  achromatic  compound 
instrument. 

Notwithstanding  the  great  improvements  which  had  taken 
place  in  the  compound  microscope  during  a  period  of  nearly 
two  centuries,  we  find,  says  Mr.  Ross,*  that  it  was  **  a  com- 
paratively feeble  and  inefficient  instrument,  owing  to  the 
increase  in  the  chromatic  and  spherical  aberrations  occasioned 
by  the  great  distance  through  which  the  light  had  to  pass. 
The  image  formed  by  the  object-glass  was  not  a  simple  one, 
but  made  up  of  an  infinite  number  of  variously  coloured  and 
variously  sized  images.  Those  nearest  the  object-glass  would 
be  blue^  and  those  nearest  the  eye-glass  would  be  red.  The 
effect  of  this  being  the  production  of  so  much  confusion,  that 
the  instrument  was  reduced  to  a  mere  toy,  although  these 
errors  were  diminished  to  the  utmost  possible  extent  by 
limiting  the  aperture  of  the  object^laas,  and  thna  restricting 
the  angle  of  tiie  pencil  of  light  from  each  point  of  the  object. 
But  this  proceeding  made  the  picture  so  obscure,  that,  on  the 
whole,  the  best  compound  instruments  were  inferior  to  the 
simple  microscopes  having  a  single  lens,  with  which,  indeed, 
almost  all  the  more  important  observations  of  the  preceding 
century  were  made."  The  compoimd  nucroscope,  in  its 
chromatic  condition^  having  been  found  to  be  incapable  of 
further  advancing  in  a  right  way  scientific  research,  many 
artists  of  eminence  applied  themselves  to  the  work  of  im- 
provement; we  are  told  that  achromatism  had  been  discovered 
in  1729  by  a  private  gentieman  in  Essex,  named  Chester 
More  Hall,  who,  in  1733,  constructed  and  applied  to  a  teles- 
cope an  achromatic  object-glass,  having  been  led  to  its  dis- 
covery by  the  study  of  the  human  eye,  and  by  finding  that 
two  kinds  of  glasses  combined,  refiracted  light  without  decom- 
posing it.    Two  of  his  achromatic  telescopes  were  for  a  long 
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time  in  the  hands  of  persons  who  were  not  aware  af  their  full 
value,  and  Mr.  Hall  himself  paid  the  debt  of  nature  without 
revealing  the  secret  of  their  construction. 

In  1747,  we  are  told  that  Euler  suggested  the  construction 
of  achromatic   object  glasses,  a  problem  which  for  a  long 
time  agitated  the  learned  in  England,  Holland,  Ital^,  and 
France;   and  in  1774  he  proposed  the   application   of  an 
achromatic    combination  for   the    object  glasses   of  micro- 
scopes.    Our  countryman,  DoUond,  ^^on  the  faith  of  Sir 
Isaac  Newton's  conclusions,  zealously  denied  the  possibility 
of  doing  what  Euler  proposed,  but,  nevertheless,  commenced 
a  series  of  experiments,  beginning  with  that  which  had  led 
Sir  Isaac  Newton  to  his  unfavourable  opinions,  and  which 
ended   in  accomplishing  all   that  Euler  had  declared  and 
Newton  had  hoped  to  be  possible.     These  experiments,  which 
induded  the  spherical  as  well  as  the  chromatic  correction, 
were  completed  in  the  year  1757,  and  the  glory  of  achieving 
this  most  valuable  result  is  in  no  respect  lessened  by  the  fact, 
of  which  there  is  now  no  doubt,  that  a  chromatic  correction 
had  been,  to  some  extent,  produced  in  the  year  1733,  by  Mr. 
diester  More  HalL"*     Although  DoUond  constructed  many 
achromatic  telescopes,  he  did  not  apply  the  same  principle  to 
microscopes ;  but  those  which  he  sold  were  only  modifications 
of  the  compound  instrument  of  Cuff.     Chevalier  tells  usf 
that  there  exists  a  very  rare  work,  published  at  St.  Petersburg 
in  1774,  under  the  following  title: — Detaikd  instruction  for 
carrying  lenses  of  all  different  kinds  to  a  greater  degree  of  per- 
fectian,  with  the  description  of  a  microscope  which  mag  pass  for 
the  most  perfect  of  its  hind,  taken  from  the  dioptric  theory  of 
Leonard  Euler,  and  made  comprehensible  to  workmen  by  Nicholas 
Fuss.     It  contains  a  description  of  the  object-glass  of  the 
microscope,  of  which  the  following  is  the  substance : — '^  The 
object-glass  will  be  composed  of  three  glasses ;  the  first  and 
third  of  which  will  be  of  crown-glass,  and  the  second  of  flint. 
The  focal  distance  will  be  half-an-inch,  and  the  aperture  of 

•  A.  Ross.     Practical   lUtutratiofu   of  the    Achromatic    Telescope. 
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the  lens  one-eighth  of  an  inch.  The  least  thickness  possible 
should  be  given  to  the  glass  composing  the  lens;  tiie  two 
lenses  of  crown  glass  will  be  bi-convex,  and  the  middle  one 
bi-concave,  ftc"  This  glass^  however,  appears  never  to  have 
been  executed. 

In  1784,  ^pinus  made  many  fruitless  trials  to  achromatize 
the  microscope,  and,  although  he  was  successful  to  a  certain 
extent  in  destroying  colour,  he  diminished  rather  than  in- 
creased the  magnifying  power  of  the  instrument,  and  he  made 
it,  says  Adams,  ^^  rather  more  like  a  microscopic  telescope  than 
a  microscope."  A  blank  now  occurs  in  the  pages  of  micro- 
scopic history,  firom  1784  until  1800,  and  the  microscopes 
in  use  in  those  days  were  more  remarkable  for  the  improve- 
ment in  the  mechanical  construction  of  their  stages  and 
adjustments,  than  for  that  of  the  optical  part;  ''and  at 
this  period,"  says  Chevalier,  ''it  is  to  be  remarked,  with  a 
sentiment  of  regret,  that  England  was  more  laborious  than 
France,  and  appeared  to  have  the  monopoly  of  tiie  manufac- 
ture of  the  best  instruments."* 

From  the  year  1800  to  1810,  we  are  told  by  Chevalier  that 
experiments  were  carried  on  by  M.  Charles,  of  the  Institute, 
to  achromatize  small  lenses ;  but  the  numerous  imperfections 
of  these  lenses  were  such,  as  to  render  their  application  to  the 
microscope  completely  impossible,  as  they  were  not  so  ar- 
ranged as  to  be  cemented  or  superposed,  and  their  centering 
and  curves,  so  full  of  imperfections,  rendered  them  unfit  for 
microscopic  purposes. 

In  the  year  1812,  a  very  simple  method  was  employed  by 
Sir  David  Brewster  f  to  render  both  simple  and  compound 
microscopes  achromatic,  which  was  as  follows: — Starting  with 
the  principle  that  all  objects,  however  delicate,  are  best  seen 
when  immersed  in  fluid,  he  placed  an  object  on  a  piece  of 
glass,  and  put  above  it  a  drop  of  some  kind  of  oil,  having  a 
greater  dispersive  power  than  the  single  or  concave  lens, 
forming  the  object-glass  of  the  microscope.  The  lens  was 
then  made  to  touch  the  fluid,  so  that  the  surface  of  the 
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fluid  waSy  as  it  were,  formed  into  a  concave  lens,  and  if  the 
radius  of  the  outward  surfisuse  were  such  as  to  correct  the  dis- 
permon,  we  should  have  a  perfect  achromatic  microscope,  both 
ample  and  compound.  This  method,  however  ingenious,  was 
attended  with  considerable  inconvenience,  and  our  eminent 
and  time-honoured  philosopher  was  led  to  the  construction  of 
a  permanent  achromatic  object-glass,  by  placing  some  butter 
of  antimony  between  a  meniscus  and  a  planoconvex  lens  of 
crown-glass;  the  antimony  was  retained  between  the  glasses 
by  capillary  attraction,  and  could  be  removed  as  often  as  its 
properties  were  deranged* 

About  this  period,  1812,  we  find  that  numerous  experi- 
ments were  carried  on  by  Professor  Amici,  of  Modena,  to 
improve  the  achromatic  object-glass,  and  during  his  investigar 
tions  he  invented  a  reflecting  microscope,  far  superior  to 
those  of  Newton,  Baker,  or  Smith,  which  had  been  made  as 
early  as  the  year  1738,  and  had  been  abandoned  for  many 
years;  this  invention  so  far  excelled  any  microscope  pre- 
viously made,  that  Amici  was  induced,  in  1815,  to  lay  aside 
his  experiments  on  the  refracting  instrument  for  a  con- 
siderable period.  An  account  of  this  microscope  having  soon 
reached  England,  Dr.  Groring,  in  1824,  with  the  assistance  of 
Mr.  Cuthbert,  succeeded  in  greatiy  improving  it,  and  for  a 
few  years  it  was  the  most  perfect  form  of  microscope 
manufactured  in  tiiis  country;  but,  owing  to  the  difficulty 
in  constructing  the  reflectors,  and  the  great  trouble  in  ma- 
naging them,  this  instrument,  like  the  reflecting  telescope, 
fell  into  disuse,  and  even  Amid  himself  entirely  abandoned 
it,  and  returned  to  his  former  experiments  on  the  refiracting 
achromatic  object-glasses. 

In  the  year  1816,  Frauenhofer,  a  celebrated  optician  of 
Munich,  constructed  object-glasses  for  the  microscope  of  a 
angle  achromatic  lens,  in  which  the  two  glasses,  altiiough  in 
juxta  poeition,  were  not  cemented  together,  these  glasses  were 
very  thick  and  of  long  focus ;  but  although  such  considerable 
improvements  had  been  made  in  the  telescopic  achromatic 
object-glass  since  its  first  discovery  by  Euler  in  1776,  we  find 
that  even  at  so  late  a  period  as  1821,  M.  Biot  wrote,  ''that 
3^ 
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opticians  regarded  as  impossible  the  construction  of  a  good 
achromatic  microscope.''  Dr.  WoUaston,  too,  was  of  the 
same  opinion  that  the  compound  would  never  rival  the  simple 
microscope. 

In  the  year  1823  experiments  were  commenced  in  France 
by  M.  SeUigaes^  which  were  followed  up  by  Frauenhofer,  in 
Munich,  by  Amici,  in  Modena,  by  M.  Chevalier,  in  Paris^ 
and  by  the  late  Dr.  Goring  and  Mr.  Tulley,  in  London.  To 
M.  Selligues  we  are  indebted  for  the  first  plan  of  making  an 
object-glass  composed  of  four  achromatic  compound  lenses, 
each  consisting  of  two  lenses.  The  focal  length  of  each 
object-glass  was  eighteen  lines,  its  diameter  six  lines,  and  its 
thickness  in  the  centre  six  lines,  the  aperture  only  one  line. 
They  could  be  used  combined  or  separate.  A  microscope, 
constructed  on  this  principle  by  M.  Chevalier,  was  presented 
by  M.  Selligues  to  the  Academie  des  Sciences^  on  the  5th  of 
April,  1824.  In  the  same  year,  and  without  a  knowledge  of 
what  had  been  done  on  the  Continent,  the  late  Mr.  Tulley, 
at  the  instigation  of  Dr.  Goring,  constructed  an  achromatic 
object-^lass  for  a  compound  microscope  of  one-thiid  of  an 
inch,  focal  length,  composed  of  three  lenses,  and  transmitting 
a  pencil  of  eighteen  degrees :  this  was  the  first  that  had  been 
made  in  England,  and  it  is  due  to  Mr.  Tulley  to  say,  that  as 
regards  accurate  correction  throughout  the  field,  that  glass 
has  not  been  excelled  by  any  subsequent  combination  of  three 
single  lenses.  Mr.  Tulley  afterwards  made  a  combination  to 
be  placed  in  fix>nt  of  the  first  mentioned,  which  increased  the 
angle  of  the  transmitted  pencil  to  thirty-eight  degrees,  and 
bore  a  power  of  three  hundred  diameters.  Mr.  Lfister,  who 
was  engaged  with  Mr.  Tulley  in  perfecting  the  achro- 
matic object-glass,  finding  that  all  the  microscope  stands 
hitherto  made  were  not  sufficiently  steady  for  the  use  of  high 
powers,  directed  his  attention  to  the  improvement  of  this  part 
of  the  instrument ;  and,  in  order  to  carry  out  his  views,  he 
employed  Mr.  James  Smith,  now  one  of  our  first  opticians,  to 
execute  a  stand  on  the  plan  represented  by  fig.  21.  This 
instrument  was  finished  by  Mr.  Smith,  on  the  30th  of  May, 
1826,  and  was  the  first  of  the  kind  constructed  in  this  country 
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'vritfa  a  doable  stage  movement,  a  diaphragm,  and  a  disc  or  dark 
wr^  for  opaqne  object^  wben  to  be  viewed  by  a  Ldeberkubn. 
It  wM  sapported  on  three  flat  feet,  capable  of  being  abut  up 


Fig.  21. 
one  within  the  other,  for  convenience  of  package ;  from  theae 
a  short  but  etont  piUar  rose,  having  at  ita  upper  part  a  cradle 
j<nnt,  to  which  was  attached  the  stage,  x,  and  the  arm,  a, 
supporting  the  compound  body,  b,  consisting  of  three 
tabes,  one  within  the  other.  Into  the  inner  tube,  i,  called 
the  draw  tube,  the  eye-piece,  k,  was  screwed ;  this  tube 
was  capable  of  being  drawn  out  from  the  middle  one  for  the 
space  of  four  or  five  inches,  and  had  engraved  on  it  a  scale  of 
inches  and  parts,  and  to  its  lower  end  an  erecting  glass  could 
be  adapted.  To  the  middle  tube  was  attached  a  rack,  whidi, 
with  its  tube,  was  moved  by  a  pinion  connected  with  the 
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milled  head^  gy  this  formed  the  coarse  adjustment,  the  lower 
end  of  this  tube,  e^  was  conical,  and  to  it  the  object-glasses,  y^ 
were  screwed.  The  third  or  outer  tube  was  firmly  fixed  to 
the  arm,  a,  by  a  curved  plate  of  brass  and  by  the  screw,  c. 
When  the  compoimd  body  was  placed  in  the  inclined  position, 
as  represented  by  the  figure,  the  tubular  rods,  d  d,  were  used 
to  steady  it,  the  nuts,  d  d,  serving  to  fix  them  when  the  proper 
inclination  had  been  obtained;  these  rods  were  attached  to  the 
two  hindmost  feet.  When  the  draw  tube  was  in  use,  it  could 
be  fixed  by  the  moveable  band  surrounding  the  body,  and 
having  a  clamping  screw,/  To  the  stage,  x,  was  attached  the 
tube,  n,  for  carrying  the  mirror,  o,  and  the  ring,  /?,  for  holding 
the  forceps,  the  condenser,  and  other  things.  The  stage  was 
moved  from  side  to  side  by  the  milled  head,  m',  and  up  and 
down  by  that  at  m.  A  condensing  lens,  q^  was  attached 
by  a  moveable  arm  to  the  ring,  p.  This  form  of  instrument 
was  adopted  by  the  Tulleys  (father  and  son),  and  by  these 
eminent  opticians  some  of  the  first  microscopists  of  the  day 
were  supplied  with  it,  amongst  whom  the  names  of  Mr. 
Lister,  the  late  Mr.  Loddiges,  and  Mr.  Bowerbank  re- 
quire especial  notice,  as  these  gentlemen  are  intimately 
associated  with  the  rise  of  microscopic  science  in  this 
metropolis. 

While  these  experiments  were  in  progress.  Dr.  Groring  is 
said*  to  have  discovered  that  the  structure  of  certain  bodies 
could  be  readily  seen  in  some  microscopes  and  not  in  others. 
These  bodies  he  named  test  objects,  he  then  examined  these 
tests  with  the  achromatic  combination  before  noticed,  and  was 
led  to  the  discovery  of  the  fact  that  **  the  penetrating  power  of 
the  microscope  depends  upon  its  angle  of  aperture." 

On  the  30th  of  March^  1825,  M.  Chevalier  presented  to 
the  Society  of  Encouragement  an  achromatic  lens  of  four 
lines  focus,  two  lines  in  diameter,  and  one  line  in  thickness  in 
the  centre:  this  lens  was  greatly  superior  to  the  one  before 
noticed,  which  had  been  made  by  him  for  M.  Selligues. 

In  1826,  Professor  Amici,  who,  from  the  year  1815  to 
1824,   had  abandoned   his  e3(f»eriments  on  the   achromatic 

*  Microscopic  Objects,  p.  21. 
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object-glass,  was  induced^  after  the  report  of  Fresnel  to  the 
Academy  of  Sciences,  to  resume  them,  and  in  1827  he  brought 
to  this  country  and  to  Paris  a  horizontal  microscope,  in  which 
the  objectp^lass  was  composed  of  three  lenses  superposed,  each 
having  a  focus  of  six  lines  and  a  large  aperture.     This  micro- 
scope had  also  extra  eye-pieces,  by  which  the  magnifying 
power  could  be  increased.     A  microscope  constructed  on 
Axnidls  plan,  by  Chevalier,  during  the  stay  of  that  philo- 
sopher in  Paris,  was  exhibited  at  the  Louvre,  and  a  silver 
medal  was  awarded  to  its  maker. 

*' Whilst  these  practical  investigations  were  in  prepress," 
says  Mr.  Boss,*  ^'the  subject  of  achromatism  engaged  the 
attention  of  some  of  the  most  profound  matiiematicians  in 
[England."  Sir  John  Herschell,  Professors  Airy  and  Barlow, 
Mr.  Coddington,  and  others,  contributed  largely  to  the  theo- 
retical examination  of  the  subject,  and,  though  the  results  of 
their  labours  were  not  immediately  applicable  to  the  micro- 
scope, they  essentially  promoted  its  improvement. 

For  several  years  prior  to  1829,  the  subject  had  occupied 
the  mind  of  a  gentieman  who,  not  entirely  practical  like  the 
first,  nor  purely  mathematical  like  the  last-mentioned  class  of 
observers,  was  led  to  tiie  discovery  of  certain  properties  in  an 
achromatic  combination,  which  had  been  before  unobserved. 
These  were  afterwards  experimentaUy  Terified;  and  in  the 
year  1829,  a  paper  on  the  subject,  by  the  discoverer,  Joseph 
Jackson  Lister,  Esq.,  was  read  to  and  published  by  the  Boyal 
Society.  The  principles  and  results  thus  obtained  enabled 
Mr.  Lister  to  form  a  combination  of  lenses,  capable  of  trans- 
mitting a  pencil  of  fifty  degrees  with  a  large  field  correct  in 
every  part  This  paper,  which  was  the  ground-work  of  all 
the  great  improvements  that  have  been  efiTected  in  this 
co<untry  in  the  achromatic  object-glasses,  has  tended  to  raise 
the  compound  microscope  from  its  primitive  and  almost  useless 
condition  to  that  of  being  the  most  important  instrument  ever 
yet  bestowed  by  art  upon  the  investigator  of  nature,  and  has 
gained  for  the  discoverer  a  lasting  reputation.  As  tiie  results 
arrived  at  by  Mr.  Lister  are  indispensable  to  all  who  would 
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make  or  understand  the  instrument^  I  would  refer  them  to 
the  paper  itself,  which  is  contained  in  the  12l8t  volume  of 
the  Philosophical  Transactions.  From  this  discovery  of  Mr. 
Lister's,  in  1829,  we  may  fairly  date  the  rise  and  continued 
progress  towards  perfection  of  the  achromatic  compound 
microscope  in  England,  and  all  cultivators  of  natural  science, 
as  well  as  the  makers  of  the  instruments  themselves,  are 
laigely  indebted  to  Mr.  Lister  for  publishing  to  the  world  the 
valuable  results  of  those  labours,  which  certainly  have  formed 
the  groundwork  of  the  plan  on  which  all  our  first-rate  opti- 
cians now  work,  for  whose  success  he  has  always  most 
zealously  exerted  himself,  even  to  the  examination,  from  time 
to  time,  of  their  wonderful  productions ;  and  it  is  but  common 
justice  here  to  state,  that  we  have  now  in  this  metropolis 
three  most  eminent  manufacturers  of  the  compound  achromatic 
microscope,  viz.,  Messrs.  Powell,  Ross,  and  Smith,  whose 
instruments  are  without  equal  in  this  or  any  other  country. 
On  consulting  the  dates  at  which  these  opticians  respectively 
commenced  the  manufiicture  of  achromatic  object-glasses^  we 
find  that  as  early  as  March,  1831,  Mr.  Andrew  Boss  had 
completed  for  Mr.  Wm.  Valentine  a  dissecting  microscope 
on  an  entirely  new  plan,  being  provided  with  coarse  and 
fine  adjustments,  stage  movements,  and  a  Wollaston  con- 
denser. This  instrument,  first  described  in  the  forty-eighth 
volume  of  the  Transactions  of  the  Society  of  Arts^  will  be 
more  fully  mentioned  in  the  chapter  devoted  to  the  simple 
microscope;  although  generally  employed  for  dissecting,  it 
was  nevertheless  made  capable  of  receiving  a  compound  body. 
The  first  microscope  of  this  kind  made  by  Mr.  Boss  is  now 
in  the  possession  of  B.  H.  Solly,  Esq.,  for  which,  in  1832, 
Mr.  Boss  was  also  employed  to  construct  a  triple  object-glass, 
he,  previous  to  the  year  1831,  having  made  lenses  of  the 
precious  stones,  and  acquired  a  knowledge  of  achromatism  by 
being  connected  with  Professor  Barlow,  during  the  con- 
struction of  his  fluid  object-glass,  and  also  in  the  arrangement 
of  his  formula  for  computing  the  radii  of  curvature  of  an 
adux>matic  one.  Since  the  period  above  mentioned,  Mr.  Bobs 
has  been  constantly  and  actively  employed  in  bringing  these 
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mstrumenta  to  perfectioii,  and  during  the  manuiscture  of  the 
object-^aeaes,  he  effected  a  oxiet  unportant  improvement  in 
their  oonstroction,  which  he  thus  describes:* — "Havii^ 
^plied  Mr.  Listeria  principles  with  a  degree  of  Bucoesa  never 
anticipated,  ao  peifect  were  ihe  carrectioiia  given  to  the 
aduxMnatic  object^laaa,  so  completely  were  the  errora  of 
sf^rid^r  >i^  dispenion  balanced  or  destroyed,  that  the  ar- 
camstance  of  covering  the  object  with  a  plate  of  the  thinneat 
^aas  or  talc  diatiubed  the  correctioiie,  if  they  had  been 
adapted  to  an  uncovered  object,  and  rendered  an  object-glaaa 
which  was  perfect  under  one  condition  seiudbly  defective 
under  the  other."  This  defect,  if  that  be  called  a  defect 
which  arose  out  of  an  improvement,  he  (Mr.  Boss)  first 
detected,  and  immediately  suggested  the  means  of  correcting, 
u>d  in  1837  cranmuuicated  his  discovery  to  the  Society  of 
Arte,  in  a  paper  published  in  tfae  fifty-first  volume  of  thdr 
T'nauactioiu,  to  which  paper  the  author  would  refer  thoee  of 
his  readers  who  would  wish  to  enter  more  fiilly  into  the 
subject ;  the  deared  object  being  effected  by  separating  the 
anterior  lens  in  the  combination  from  the  other  two;  and 
figure  22,  which  is  a  section 
c^  an  achromatic  object- 
glass,  will  explain  how  the 
principles  established  by 
Mr.  Sobs  were  put  into 
[wactice.  A  represents  a 
tube,  in  the  end  of  which 
the  anteriOT  lens  is  set ;  this 
slides  on  the  cylinder,  B, 
contuning  the  reminder  of 
the  combination;  tiie  tube, 
A,  holding  the  lens  nearest 
the  object,  may  then  be 
moved  upon  the  cyUnder,  B, 
for  the  puTpoee  of  varying 
the  distance,  according  to 
the  thickness  of  tiie  glass  covering  the  object,  by  turning  the 
•  Op.  Cit  p.  e. 
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screwed  ring^  C,  or  more  simplj  hj  sliding  the  one  on  the 
other,  and  clamping  them  t(^ether.     When  adjusted,  an 
aperture  is  made  in  the  tube.  A,  within  which  is  seen  a  mark 
engraved  on  the  cylinder,  and  on  the  edge  of  which  are  two 
marks,  a  longer  and  a  shorter,  engraved  upon  the  tube ;  when 
the  mark  on  the  cylinder  coincides  with  the  longer  mark  on 
the  tube,  the  adjustment  is  perfect  for  an  uncovered  object, 
and  when  the  coincidence  is  with  the  short  mark,  the  proper 
distance  is  obtained  to  balance  the  aberrations  produced  hy 
glass  one-hundredth  of  an  inch  thick,  and  such  glass  can 
readily  be  obtained.     When  Mr.  Ross  first  effected  this  im- 
provement, he  made  the  adjustment  by  sliding  the  outer  tube, 
A,  upon  the  cylinder,  B ;  but  Mr.  Powell,  we  are  told,  was 
the  first  to  apply  the  screw  collar,  C,  by  which  the  correction 
can  be  performed  with  greater  nicety,  and  Mr.  Smith  after- 
wards, as  a  refinement,  added  a  graduation  to  it.     Mr.  Ross, 
however,  has  found  that  for  the  adjustment  to  be  perfectly 
correct,  it  must  be  tested  experimentally. 

The  method  of  using  this  improved  achromatic  object-glass 
will  be  again  alluded  to  in  the  chapter  devoted  to  the  com- 
pound microscope.  From  the  peculiar  construction  of  Mr. 
Ross's  higher  powers,  he  is  enabled  to  transmit  extraordinarily 
large  angular  pencils  of  light:  on  several  occasions  he  has 
obtained  the  enormous  aperture  of  135  . 

Mr.  Powell,  in  early  life,  was  engaged  in  tiie  manu&cture 
of  philosophical  instruments,  but  not  of  microscopes;  and  it 
was  only  in  the  year  1834  that  he  devoted  his  attention  to  the 
last  mentioned  instruments.  In  the  same  year,  we  find  a  con^ 
tribution  of  his  to  the  fiftieth  volume  of  tiie  Trcauactiom  of 
the  Society  of  Arts,  entitled,  ^^  On  a  fine  adjustment  for  tiie 
Stage  of  a  Microscope."  This  ingenious  contrivance  was 
applicable  to  any  instrument,  but  Mr.  Powell  used  it  with  the 
adjustable  stage  made  by  Mr.  Turrell,  and  described  by  him 
in  the  forty-ninth  volume  of  the  same  transactions.  The 
slow  movement  was  obtained  by  making  the  stage  stand  on 
three  feet,  under  which  three  inclined  planes  were  moved 
simultaneously  by  one  screw,  a  single  turn  of  which  raised  or 
lowered  the  stage  only  the  three-hundredth  part  of  an  inch. 
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and  twenty  divisioiis  marked  on  the  screw-head  gave  mea> 
sures  of  the  one  dx-thousandth  part  of  an  inch,  and  hence  its 
use  as  a  micrometer  as  well  as  a  fine  adjustment.  In  the 
year  1841,  Mr.  Powell  made  another  communication  to  the 
TVansactiOTu  of  the  same  society,  <^0n  a  new  way  of  mounting 
the  compound  body  of  a  microscope,"  a  plan  which  will  be 
again  alluded  to  under  the  head  Compound  Microscope ;  and 
in  the  year  1840,  he  succeeded  in  making  an  achromatic  object- 
glass  of  one-fiixteenth  of  an  inch  in  focal  length,  the  first  that 
had  been  seen  in  this  country;  it  is  in  itself  a  wonderful 
production,  both  for  delicacy  of  workmanship  and  correctness 
of  definition.  About  this  period,  his  brother-in-law,  Mr. 
P.  H.  Lealand,  who  had  for  some  time  assisted  him  in  the 
manufacture  of  object-glasses,  became  a  partner  with  Mr. 
Powell,  and  from  that  time  up  to  the  present,  these  opticians 
have  ^ven  their  tmdivided  attention  to  the  manufacturing,  as 
well  as  to  the  improving  and  perfecting,  the  optical  and 
mechanical  parts  of  the  achromatic  compound  microscope. 

Mr.  Smith,  who  had  been  for  many  years  engaged  in  the 
manu&cture  of  microscopes  of  all  the  ordinary  kinds,  was  in 
1826  employed  by  Mr.  Lister  to  construct  the  instrument 
represented  by  %.  21 ;  but  he  did  not  turn  his  attention  to 
those  of  the  achromatic  form  on  his  own  account  until  1839, 
at  which  time  he  likewise  made  object-glasses  on  Mr.  Lister's 
principles;  these,  which  are  of  large  aperture,  were  at  first 
constructed  on  a  plan  rather  different  from  those  of  Messrs. 
Powell  and  Boss,  the  lowest  amplification  was  produced  by  a 
single  achromatic  lens,  and  to  increase  the  magnifying  power, 
another,  or,  for  a  still  higher,  a  combination  of  two,  was  slid 
over  the  first.  This  plan  was  adopted  with  the  object  of 
furnishing  the  glasses  at  a  cheaper  rate,  but  more  recentiy 
Messrs.  Smith  and  Beck  make  each  power  a  separate  com- 
pound glass,  like  the  others. 

Li  the  year  1841,  Mr.  Smith  was  applied  to  by  the  council 
of  tile  Microscopical  Society  to  fiimish  them  with  one  of  his 
newly  constructed  achromatic  compound  microscopes,  and  on 
the  24th  of  November  in  the  same  year,  the  instrument,  of 
which  a  figure  is  given  in  the  second  volume  of  the  Micro- 
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scopic  Journal^  was  delivered  to  the  society.  This  microscope 
had  the  compound  bodjmounted  so  as  to  slide  in  thegroove  of  a 
strong  bell-metal  arm^  the  contrivance  of  Mr.  George  Jackson^a 
plan  now  adopted  by  Mr.  Smith  in  all  his  large  instruments;  the 
object-glasses  were  four  in  number,  the  highest  being  the 
fourth  of  an  inch,  which,  with  the  deepest  eye-piece,  was 
capable  of  magnifying  800  diameters.  During  the  last  nine 
years,  Mr.  Smith  has  made  many  and  rapid  advances  in  the 
manufacture  of  microscopes,  and,  in  conjunction  with  his 
partner,  Mr.  Beck,  has  successfully  endeavoured  to  reduce 
the  cost  of  his  instruments  by  simplifying  the  form  of  stand, 
by  which  they  are  brought  more  within  the  compass  of  those 
whose  means  are  limited. 

Amongst  those  in  this  country  by  whose  agency  the  nucro- 
scope  has  been  much  improved,  may  be  mentioned  the  names 
of  Mr.  Varley  and  Mr.  Pritchard,  both  of  whom  are  well 
known  to  the  scientific  world  by  their  valuable  publications. 
To  Mr.  Yarley,  in  1831,  we  are  indebted,  first,  for  a  micro- 
scope with  a  lever  stage  movement,  for  following  animalcules, 
together  with  capillary  cages  for  containing  the  same,  fishing 
tubes  and  other  apparatus  equally  ingenious  and  useful,  and 
for  his  lathe  for  grinding  and  polishing  lenses;  secondly,  for 
his  vial  microscope,  for  viewing  the  circulation  in  chara; 
thirdly,  for  his  graphic  telescope  and  microscope;  fourthly, 
for  his  valuable  instructions  and  hints  concerning  the  best 
forms  of  eye-pieces  for  telescopes  and  microscopes;  and, 
lastly,  for  his  improved  lever  microscope,  all  of  which  in- 
ventions have  been  fully  described  in  the  Traiuactions 
of  the  Society  of  Arts.  To  Mr.  Pritchard,  we  are  in- 
debted for  three  valuable  works  on  the  microscope,  viz: — 
The  Microscopic  Cabinet^  The  Microscopic  lUustratUmsy  and 
The  Micrographiay  in  which  are  admirably  explained  the  con- 
struction of  the  instruments  made  and  improved  upon  by 
Dr.  Goring  and  himself,  together  with  the  history  of  the 
doublet,  jewel,  reflecting,  and  achromatic  microscopes,  the 
methods  of  testing  and  using  the  same,  with  the  descriptions 
of  many  interesting  objects  observed  by  them.  These  works, 
which  were  the  first  of  the  kind  published  in  England,  have 
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long  Since  obtained  a  well-deserved  reputation.     The  names  of 
Obevalier,  Frauenhofer^  Oberhauser,  Schiek,  Nachet,  and  many 
other  continental  opticians,  here  deserve  honourable  mention 
for  their  various  productions;   and    the   author  would  be 
^vranting  in  justice  and  candour,  were  he  not  to  acknowledge 
the  valuable  information  which  has  been  derived  in  this 
Bixtory  of  the  I^croscope  from  the  excellent  work  of  M.  Che- 
valier, entitled,  Des  Microscopes  et  de  leur  usage. 

The  rapid  progress  of  improvement  in  the  manufacture  of 
the  achromatic  compound  microscope  in  this  country  is  con- 
riderably  indebted  to  the  spirit  of  liberality  eviuced  by  the  late 
Dr.  Groring  and  R.  H.  Solly,  Esq.  To  the  patronage  of  the 
former  we  owe  the  construction,  by  Tulley,  of  the  first  triplet 
achromatic  object-glass,  that  of  the  diamond  lens,  by  Yarley 
and  Pritchard,  and  of  the  improved  reflecting  instrument  of 
Amici  by  Cuthbert.  To  Mr.  SoUy  is  due  the  credit  of 
bringing  before  the  public  the  improved  microscope  of  Mr. 
Valentine,  the  exquisite  workmanship  of  Mr.  Boss,  and  by 
his  intimate  connection  with  the  Society  of  Arts,  and  his 
well-known  liberality,  he  has  been  the  means  of  making  its 
TransactUmsy  since  1831,  the  vehicle  through  which  nearly 
all  the  improvements  in  the  construction  of  telescopes  and 
microscopes,  by  Mr.  Yarley  especially,  have  been  made  known 
to  the  world. 

The  late  Dr.  Goring,  at  whose  instigation  Tulley,  in  1824, 
constructed  the  first  achromatic  object-glass  in  this  country, 
said,*  in  1829,  '^  That  microscopes  are  now  placed  completely 
on  a  level  with  telescopes,  and,  like  them,  must  remain 
stationary  in  their  construction."  '^  Happily  for  us,"  says 
Mr.  Bowerbank,t  '^this  prediction  has  not  been  jpulfilled. 
Admirable  as  were  the  combinations  alluded  to  by  Dr. 
Goring,  they  were  very  far  inferior  to  tiiose  which  we  now 
possess,  and  which  we,  like  the  worthy  doctor,  are,  perhaps, 
inclined  to  believe  are  scarcely  capable  of  being  surpassed ; 
but  however  beautiful  the  combinations  around  us,  let  us 
hope  that  the  same  skill  and  talent  which  have  wrought  these 

*  JExonJUum  to  Microscopic  lUustratums^  1829. 
t  Address  to  the  Microscopical  Society,  February  lOth,  1847. 
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great  and  valuable  improvements  in  the  instrument  will  con- 
tinue to  aid  and  assist  the  scientific  world,  by  aiming  at  and 
achieving  a  still  ftirther  degree  of  perfection." 

The  great  advances  which  have  been  made  in  microscopic 
science  within  the  last  few  years,  and  the  immense  number  oF 
valuable  contributions  to  animal  and  vegetable  phydology 
alone,  with  which  the  scientific  journals  of  this  and  other 
countries  are  more  or  less  filled,  all  tend  to  show  with  what 
rapid  strides  accmrate  knowledge  is  being  advanced;  and  the 
great  demand  for  achromatic  microscopes  has  been  such,  that 
since  the  year  1836,  in  this  metropolis  alone,  upwards  of  1000 
first-rate  instruments  have  been  manufactured  by  our  three 
great  makers,  Messrs.  Powell,  Boss,  and  Smith,  to  whom 
with  Mr.  Lister  should  be  awarded  no  small  share  of  the 
honour  reaped  by  those  who,  through  their  instrumentality, 
have  successfully  laboured  in  the  field  of  microscopic  investi- 
gation. 
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CHAPTER  L 

THE  SIMPLE  MICROSCOPE. 

The  simple  microscopes  in  general  use  may  be  divided 
into  two  classes;  first,  those  used  in  the  hand;  and,  se- 
oondljy  those  provided  with  a  stand  or  apparatus  for 
supporting  the  object  to  be  viewed,  together  with  an  ad- 
justment of  the  magnifying  power  to  and  from  that  object, 
with  a  mirror  or  speculum  for  reflecting  the  light  through 
such  objects  as  are  transparent,  and  a  condenser  for  such  as 
are  opaque. 

To  the  first  class,  or  those  microscopes  used  in  the  hand, 
belong  the  various  kinds  of  pocket  lenses,  or  magnifying 
glasses  so  commonly  used ;  they  consist  for  the  most  part  of 
double  convex  or  planoconvex  lenses  of  glass,  varying  in  focal 
length  from  the  quarter  of  an  inch  to  two  inches;  one  or  more 
of  these  is  set  in  a  frame  of  metal,  horn,  or  tortoisesheU,  and 
is  made  to  shut  up  between  two  other  plates  of  the  same 
material,  which,  besides  forming  a  handle  for  it,  serve  to  keep 
it  free  from  dust  and  scratches ;  the  shutting  up  is  dmilar  to 
that  of  a  knife-blade  into  its  handle.  Sometimes  these  lenses 
are  set  in  pairs,  with  a  thin  piece  of  horn  or  tortoisesheU 
between  them,  having  a  hole  in  its  centre  corresponding  to 
the  centre  or  axis  of  the  two  lenses;  this  serves  as  a  stop  to 
cut  oS  all  the  outer  rays  of  light,  so  that  when  an  object  is 
viewed  by  the  combined  power  of  the  two  lenses,  it  is  not 
only  more  magnified,  but  the  defining  power  of  the  instrument 
is  increased  in  a  like  proportion,  so  that  we  might  almost  call 
it  a  doublet 

These  magnifying  glasses  are  extremely  useful  for  all  pur- 
poses where  a  high  power  is  not  required ;  to  the  anatomist 
they  are  essential  for  examining  preparations  either  in  or  out 
of  bottles,  and  for  dissections  and  injections.  For  the  latter 
purpose,  a  lens  of  half-an-inch  focus  will  magnify  sufficiently 
to  enable  an  observer  to  pronounce  whether  the  vessels  of 
most  tissues  be  perfectly  filled,  or  whether  extravasations  have 
taken  place.    In  short,  no  person  in  the  pursuit  of  any  branch 
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of  natural  Iiistoiy  should  be  without  one ;  its  aid  ib  houriy 
required.     There  are  two  forms  of  these  pocket  magnifiers  m 
general  use ;  the.  most  common  form,  represented  hj  fig.  23, 
carries  one,  two,  or  three  mag- 
nifiers, whilst  a  much  larger  and 
more  convenient  form  is  repre- 
sented by  fig.  24,  in  which  there 
are  two  sets  of  lenses,  varying 
in  their  focal  length  from  two 
inches  to  a  quarter  of  an  inch ; 
between  the  lenses  may  be  seen 
''K-  23.  jj^  (jqjJj  figures  the  ^aphragm 

or  stop,  which  enables  us  to  use  the  two  lenses  as  a  doublet. 


Fig.  24. 

A  square  hole  is  made  in  the  end  of  the  handle  of  fig.  23,  and 
a  round  one  in  the  middle  of  that  of  fig.  24,  for  the  pur^ 
pose  of  attaching  them  to  a  stand,  as  will  be  subsequently 
shown.  Mr.  Smith  generally  puts  three  lenses  into  one 
handle,  the  highest  power  is  a  planoconvex,  the  next  a  crossed 
lens,  and  the  lowest  a  double  convex  tens ;  these,  when  com- 
bined, perform  uncommonly  well. 

When  a  higher  magnilying  power  ia  required,  the  form 
generally  used  is  that  known  as  the  Coddington  lens,  coa- 
tdsting  of  a  sphere  of  glass,  around  the  equator  of  which  a 
triangular  groove  has  been  cut,  and  the  groove  itself  subse- 
quently filled  up  with  opaque  matter,  as  represented  in  section 
by  fig.  25.  The  great  advantage  of  this  form  of  lens  is,  that 
however  obliquely  pencils  of  light,  B  A,  may  tall  upon  it,  they, 
like  the  central  ones,  pass  at  right  angles  with  the  sutfaoe. 
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and,  oonaequently,  the  aberration  is  trifling.     This  lens  ^yes 
a  large  field  of  view,  equally  good  in  all  directions,  and  it 

little  matters  in  what  position  it  is  held,  hence 
it  is  peculiarly  applicable  as  a  hand  magnifier. 
The  lens  is  generally  set  in  silver  or  German 
silver,  as  represented  by  %.  26,  and  the  handle 
is  so  contrived,  that  it  occupies 
but  little  room  in  the  waistcoat 
pocket.  It  may  be  as  well 
here  to  mention  that  many  of 
the  lenses  sold  as  Coddington 
lenses  are  not  constructed  after 
this  manner,  but  are  made  up 
of  two  convex  lenses,  not  por- 
tions of  spheres,  hence  they  are 
destitute  of  many  of  the  advan-  *^'     ' 

tages  of  the  true  Coddington  lens.  Another 
lens,  somewhat  of  the  same  description  as  the 
Fig.  25.  last,  is  much  boasted  of  by  its  manufacturers, 
and  is  puffed  off  at  every  toy-shop  as  the  Stanhope  lens ;  it 
consists  of  nothing  more  than  a  double  convex  lens  of  great 
diickness,  on  one  side  of  which  the  convex  surface  is  greater 
than  on  the  other;  and  when  the  most  convex  is  turned 
towards  the  eye,  an  object  placed  upon  the  other  convex  sur- 
face is  in  the  proper  focus  of  the  lens ;  it  is,  in  consequence, 
generally  used  more  as  a  toy  than  as  a  philosophical  instrur 
ment,  for  viewing  the  scales  of  butterflies'  wings  and  other  flat 
objects  which  can  readily  be  attached  to  it,  or  for  showing  the 
eels  in  paste,  and  the  wonders  in  a  drop  of  water.  If,  how- 
ever, the  flattest  side  be  turned  towards  the  eye,  this  form  of 
lens  may  also  be  used  as  a  magnifier,  its  focus  being  then  from 
I  to  ^  of  an  inch. 

When  any  of  these  lenses  have  to  be  held  for  a  long  time 
in  the  hand,  much  inconvenience  will  be  felt,  hence  various 
stands  or  supports  have  been  contrived  by  which  the  magnify- 
ing power  may  be  kept  in  a  fixed  position  over  the  desired 
object.  The  engraver,  the  watchmaker,  the  jeweller,  and  the 
artist,  all  require  some  form  of  lens,  and  each  has  an  appa- 
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rstna  hj  means  of  wbich  it  may  be  anpported  and  adjusted, 
malring  it,  in  SwA,  &  sngle  microecope ;  and  aa  it  would  be 
forugn  to  our  porpoBe  bere  to  enter  into  the  det^ls  of  tbe 
various  ooDtrivanceB  wbich  have  been  adopted,  from  time  to 
time,  we  shaU  merely  make  mention  of  tiioee  useful  ia  micro- 
Boopical  investigations. 

The  most  dmple,  bat  not  tbe  least  useful  of  tbe  mngle 
microeoopefl,  is  represented  by  fig.  27.  It  is  principally  used  by 
watchmakers  and  wood- 
engravers,  and  conoste 
of  a  loaded  stand,  <^ 
metal  or  wood,  &om 
which  rises  a  drcular 
stem  (^  stout  wire  or 
tube;  upon  tlus  slides 
another  [uece  of  tube> 
carrying  an  aim  also  of 
stont  wire,  having  at  its 
end  8  ball  and  socket 
jcnnt,  and  to  the  ball  of 
this  joint  is  attached  a 
second  smaller  ann,  to 
*'  the  end  of  which  last,  ia 

fitted  either  a  spring  or  else  a  ring,  sernng  the  purpose  ti 
carrying  the  lens;  when  the  spring  is  used,  the  magnifier 
generally  employed  is  tbe  one  the  watchmaker  adapts  to  hia 
eye,  it  is  represented  by  fig.  28,  and  is  nothing  more  than  a 
lens  of  an  inch  fbcos,  set  in  a  long  cell  of 
horn,  enlarged  at  one  end  like  a  trumpet, 
this  enables  it  to  be  grasped  firmly  by  the 
muscles  around  the  orbit,  or  if  tbe  ring  be 
used,  the  lens  may  drop  into  it.  The  coarse 
adjustment  is  made  by  sliding  the  tube  up 
or  down  the  stem,  whilst  a  finer  adjustment 
is  secured  by  means  of  the  small  arm  and 
the  ball  and  socket  joint ;  but  it  will  be  seen  that  if  this  last 
be  used,  and  the  arm  be  moved  into  any  other  pomtion  than  a 
horizontal  one,  the  lens  will  not  be  in  a  plane  at  ri^t  angles 


Fig.  28. 
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to  the  object  To  remedy  this  inoonyenienoe,  the  author  has 
found  the  following  contriTance  extremely  useful^  a  section 
of  the  lens  and  cell  in  which  it  is  contained  being  represented 
by  %.  29.     The  semidrcular  spring  is  retained^  its  ends  are 

seen  in  section  at  b  b^  and 
entire  in  fig.  30  at  dy  and  a 
ring,  a  a,  is  adapted  to  it^ 
rather  less  in  diameter  than 
tiie  springy  and  three-eighths 
of  an  inch  in  depth ;  it  has  a 
shoulder  or  rim  at  one  end, 
and  also  two  steel  pins,  c  c,  screwed  in  near  the  top  edge, 
exactly  opposite  each  other ;  tiiese  pins  are  received  by  two 
holes  made  in  the  semicircular  spring,  so  that  the  ceU  may 
torn  or  swing  upon  the  pins  just  as  a  compass  on  its  ^mbals. 
Hie  lenses  are  made  to  drop  into  this  cell,  and  it  will  be 
readily  seen  by  fig.  30,  which  is  a  representation  of  the  arm 


Fig.  29. 


Fig.  80. 

and  cell,  just  one-half  its  real  size,  that  in  whatever  pocdtion 
the  arm  is  placed,  the  cell  carrjring  the  lens  will  be  always  hori- 
zontal:— a  exhibits  the  piece  of  brass  forming  the  connection 
between  the  two  parts  of  tiie  arm,  it  has  a  socket  at  one  end, 
in  which  tiie  ball,  b,  works;  c  is  the  small  wire  arm  supporting 
the  spring,  d;  eis  tiie  ceU  which  carries  the  lenses ;  2  repre- 
sents the  dtuation  of  the  cell  when  tiie  arm,  e,  is  horizontal; 
1  the  same  when  the  arm  is  elevated ;  and  3  when  depressed, 
in  both  tiiese  places  the  cell  maintains  its  horizontal  position. 
4* 
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The  lenses  are  set  in  brass  frames,  which  easily  fidl  into  the 
cell,  as  seen  in  section  in  fig.  29,  where  e  represents  the  leni^ 
and  d  the  frame  in  which  it  is  set ;  and  when  it  is  required  to 
change  the  power,  we  have  merely  to  turn  the  cell  uprade 
down,  the  lens  will  drop  out  and  another  can  be  substituted. 
It  may  be  as  well  here  to  state,  that  the  form  of  the  low 
power  lenses  employed  for  the  purpose  of  dissecting  should  be 
double-convex,  a  planoconvex,  with  its  convex  side  towards 
the  eye,  gives  a  flat  field,  perfect  in  the  centre,  but  not 
At  the  margins.  This  form  of  microscope  is  exceedingly 
useful  for  minute  disseclioiis  of  nerves  that  are  carried  on 
under  water  in  troughs  or  other  vessels,  and  will  be  foimd 
sufficiently  steady  for  the  purpose,  the  length  of  the  arm 
allowing  the  lens  to  be  brought  over  any  part  of  the  trough 
or  vessel  in  which  the  dissection  is  contained,  so  that  the  size 
of  the  subject  to  be  examined  need  not  be  considered. 

When  a  much  more  steady  instrument  is  required  for  the 
purposes  above  described,  Messrs.  Powell  and  Liealand  have 
contrived  a  form  represented  by  fig.  31;  it  consists  of  a 

brass  foot,  or  base,  &, 
about  five  inches  in 
diameter,  and  an  inch 
and  a  half  thick ;  to 
make  it  more  steady, 
it  may  be  loaded 
with  lead ;  from  this 
foot  rises  a  trian- 
gular stem,  a,  about 
twelve  inches  in 
length,  having  a 
rack,  dy  on  one  of 
its  sides;  upon  this 
stem,  a  square  box, 
c,  carrying  a  pinion 
and  two  milled  heads, 
is  made  to  move  up 
Fig.  31.  and    down    by    the 

rack.     To  the  box  is  attached  a  strong  tubular,  but  corneal. 
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arm,  f,  nine  inclieB  long,  pro-vided  at  ite  free  end,  a,  with  a 
Btoat  ring,  g,  into  which  either  a  compound  body  may  be 
screwed,  as  seen  in  fig.  32,  or  a  lens,  ^  set  in  a  large  cell 
may  drop.  The  com- 
pound body,  it  will 
be  seen,  hae  also  a 
rack  and  pinion  mo- 
tion of  one  inch  in 
extent  for  a  fine  ad- 
justment, and  the 
body  itself  may  be 
i  inclined  at  any  angle 
'  by  means  of  a  swivel 
joint  to  the  ring. 
This  instrument  is 
particularly  usefiU  for 
minute  dissections 
carried  on  in  large 
troughs  under  water; 
and  when  the  opera- 
p.    go  tor  wishes  to  view 

hb  dissection  with  a 
lugb  power,  he  may  remove  the  angle  lens  imder  which 
he  has  been  at  work,  and  subetdtute  for  it  the  compound 
body,  which  is  usually  supplied  with  three  eye-pieces,  and 
an  inch  and  two  inch  objectrglase ;  but  in  no  case  is  he 
required  to  move  his  dissection,  as  the  compound  body  can 
be  applied  to  the  same  objects  as  the  single  lens.  To  make 
this  instrument  available  for  the  general  purposes  of  a  com- 
pound microscope,  it  is  provided  with  an  oblong  frame  or 
box,  open  at  the  sides,  and  in  the  bottom  of  which  is  con- 
tuned  a  mirror;  the  top  of  a  box  having  a  hole  in  it 
about  an  inch  and  a  half  in  diameter,  answers  the  purpose  of 
a  stage,  and  into  it  a  pur  of  forceps,  a  frt^  plate,  and  other 
apparatus  may  be  fitted,  as  into  the  stage  of  an  ordinary 
compound  microscope.  To  the  ring,  also,  may  be  adapted  a 
small  arm,  capable  of  carrying  a  Coddington  or  other  lens  of 
high  power. 


54 


PBACTICAL  TBEATISE  ON  THE  MICROSCOPE. 


When  portability  is  studied^  a  very  convenient  and  nseful 
microscope^  for  many  purposes,  can  be  readily  made  with  one 
or  both  of  the  pocket  magnifiers,  before  described  at  page  48> 
if  either  of  the  two  forms,  as  there  represented,  have  a  hole 
in  the  handle.  These  being  provided  with  a  stand,  as  repre- 
sented by  fig.  33,  of 
any  convenient  size, 
from  which  a  small 
stem  rises,  the  pocket 
lens  may  be  made  to 
slide  up  and  down  this 
stem,  and  if  required 
to  be  fixed  at  any 
given  point,  a  small 
screw  will  suffice  for 
the  purpose. 

1^  method  of 
moimting  the  pocket 
lens  on  a  stand  was 
first  suggested  by 
Mr.  Lister,  and  has 
been  carried  out  by 
Messrs.  Smith  and 
Beck;  but  as  the  plan 


Fig  33. 


adopted  by  them,  represented  by  fig.  33,  is  rather  different 
from  that  just  described,  it  will  be  requisite  here  to  pve  an 
account  of  their  improvements.*  Their  pocket  magnifiers  have 
a  square  hole  in  the  end,  and  they  use  a  circular  stand,  and 
on  the  stem,  which  is  round,  a  piece  of  brass  is  made  to  slide 
up  and  down,  carrying  a  binding  screw  on  one  side,  and  a 
small  arm  on  the  other ;  this  arm  is  straight  for  about  a  fourth 
of  an  inch,  and  then  is  bent  at  a  right  angle  for  about  the 
same  length,  the  last  part  is  square,  and  upon  the  square,  the 
magnifier  is  made  to  fit ;  this  is  a  much  better  plan  than  the 
former  one,  in  which  the  screw  for  tightening  is  in  the  end  of 
the  handle  of  the  magnifier,  as  less  trouble  is  required  in 

*  By  an  error  of  the  artiet,  the  magnifier  is  represented  the  wrong 
Mq  upwards. 
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fixing  and  tlie  magnifier  iteelf  caD  be  taken  off  or  put  on  with. 
the  greatest  &dlity. 

Mr.  Boss  haa  contrived  a  email  but  exceedingly  useful  in- 
Btznment,  answering  the  eame  purpoees  as  the  preceding ;  it  is 
n|Ht«eDted  by  fig.  34,  and  confflsta  of  a  drcular  foot,  ^  about 


Kg.  84. 

an  inch  and  a  half  in  diameter,  from  which  rises  a  short 
tubular  stem,  d,  into  this  slides  another  short  tube,  c,  canying 
at  its  top  a  joint,  /;  to  the  joint  is  fixed  a  square  tube,  a, 
through  which  a  square  rod,  b,  slides;  this  rod  baa  at  one 
end  another  but  smaller  jmnt,  (f,  having  attached  to  it  a  lens 
holder,  A.  B7  means  of  the  jmnt  at  f,  the  eqaare  rod  can  be 
moved  up  and  down,  so  as  to  bring  the  lens  close  to  an  object, 
or  remove  it  &om  it,  and  hy  the  rod  sliding  through  the  square 
tube,  a,  tbe  distance  between  the  stand  and  the  lens  may 
either  be  increased  or  diminished ;  the  joint,  g,  at  the  end  of 
the  rod,  is  for  the  purpose  of  allowing  the  lens  to  be  brought 
^tber  perfectly  horizontal^  or  to  be  inclined  at  any  angle  with 
the  subject  to  be  investigated.  By  means  of  the  sliding  tube, 
c,  the  distance  between  the  table  and  the  jointed  arm  can  be 
increased  or  diminished.     This  microscope  is  provided  with 
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lenses  of  one  inch  and  one  half-inch  focal  length  for  the  dis- 
section and  examination  of  opaque  objects ;  but  by  means  of  a 
dissecting  table  or  platform,  with  a  mirror  underneath,  as 
described  with  Mr.  Powell's  instrument,  page  53,  it  will 
answer  equally  well  for  transparent  objects,  especially  if  the 
dissecting  rests,  subsequently  to  be  described,  be  used  at  the 
same  time ;  the  joint  at  /  allows  of  the  lens  being  adjusted 
with  very  great  nicety. 

This  apparatus  is  also  readily  taken  to  pieces,  by  unscrew- 
ing the  pillar,  dy  from  the  stand,  and,  with  the  lenses,  dis- 
secting instruments,  and  forceps,  is  packed  in  a  small  case, 
which  can  be  carried  in  the  pocket. 

These  little  instruments  the  Author  has  foimd  extremely 
useful  for  the  examination  and  selection  from  sand  of  many  of 
the  smaller  kinds  of  foraminiferous  shells.  A  small  quantity 
of  the  sand  supposed  to  contain  them,  inay  be  spread  on 
a  piece  of  black  paper  on  the  table,  and  by  means  of  this 
simple  microscope,  and  a  sable  or  other  pencil  brush  capable 
of  being  brought  to  a  fine  point,  a  great  deal  of  work 
may  be  performed  in  a  short  space  of  time,  and  with 
much  more  ease  than  with  a  compound  instrument,  in 
which  all  the  objects  are  reversed;  and  as  the  cost  of 
these  microscopes  is  comparatively  trifling,  and  the  uses 
to  which  they  are  applicable  so  extremely  various  and 
important,  no  student  of  natural  history  should  be  without 
one. 

The  instrument  best  suited  for  dissection  is  one  which  was 
described  in  the  forty-ninth  volume  of  the  Transactians  of  ike 
Society  of  Arts^  by  Mr.  Slack.  It  consists  of  a  box  or  case, 
seven  inches  high  and  four  inches  broad,  represented  open  in 
fig.  35.  The  upper  surfaces,  r  r,  are  sloped  ofi*  to  four  inches 
square  to  form  aim  rests,  and  the  top  is  left  six  inches  by 
four.  The  front  of  the  case  is  provided  with  a  flap  or  door, 
having  hinges  at  the  bottom  and  a  lock  at  the  top;  the 
mirror  is  situated  in  the  bottom  of  the  case,  and  is  of  large 
size,  and  directly  over  it,  in  the  top,  is  an  opening,  ^,  an  inch 
and  a  quarter  in  diameter,  which  may  be  closed,  if  required, 
by  a  brass  cap. 
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Fig.  36,  is  s  back  view  of  the  instroment,  arranged  for  uae. 
The  stage,  A,  ia  screwed  into  tlie  top  of  the  box,  and  is  ruaed 
one  inch  above  it,  by  meana  of  a  tube,  in  which  it  is  made  to 


Fig.  36. 

revolve,  so  that  an  object  placed  on  it  may  be  tamed  into  any 
convenient  portion.  The  apparatus  for  carrying  the  lenses 
and  for  the  adjustment  of  the  same,  is  represented  as  it  ia 
attached  to  the  back  of  the  case.  A  vertical  stem,  rax  inches 
long  and  foor-tenths  square,  vrith  a  rack  on  one  rade,  carries 
the  lens  holder,  m  n,  which  may  be  moved  backwaids  and 
forwards  by  a  rack  and  pimon  at  m,  and  is  made  to  turn  hori- 
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zontally  upon  a  steel  pin  at  the  top  of  the  square  stem.  The 
stem  is  lowered  and  raised  by  a  pinion  with  a  large  milled 
heady  I,  two  inches  in  diameter,  by  which  tolerably  fine  adjust- 
ments may  be  made,  but  finer  still  may  be  effected  by  the 
lever,  o,  which  fits  into  a  series  of  holes  drilled  in  the  circum- 
ference of  the  same  milled  head,  L  The  whole  of  this  adjusting 
apparatus  is  attached  to  a  plate  of  brass,  jj,  and  is  made  to 
slide  into  another  plate,  1 1,  fixed  to  the  back  of  the  case  by 
screws.  When  not  in  use,  the  entire  apparatus  on  the  top  of 
the  case  may  be  removed  and  placed  in  a  box  or  drawer  in  its 
interior.  When  transparent  objects  are  being  dissected,  the 
screen,  q,  made  of  black  doth,  may  be  attached  in  j&ont  of  the 
stage  by  two  brass  pins,/);?;  this  screen  or  curtain  has  a  two- 
fold  use,  the  one  to  intercept  all  extraneous  light  save  that 
reflected  firom  the  mirror  below,  the  other  to  keep  the  light  of 
the  lamp  or  candle  employed  in  the  illumination  fix>m  the  eyes 
of  the  observer.  The  pins,  pp,  are  bent  a  littie  forwards, 
that  the  curtain  may  not  be  in  the  way  of  the  head.  The 
microscope  is  thus  arranged  for  the  dissection  of  transparent 
bodies,  such  as  the  vessels  or  other  tissues  of  plants,  for  which 
the  inventor,  Mr.  Slack,  was  so  celebrated;  but  when  opaque 
objects  are  under  examination,  the  condensing  lens  must  be 
employed ;  this  may  either  be  fixed  on  a  separate  stand,  or  to 
some  part  of  tiie  top  of  the  case.  An  improvement  has  been 
made  by  Mr.  Goadby  in  this  dissecting  microscope  of  Mr. 
Slack:  he  places  the  stem  for  the  adjustment,  in  tiie  interior 
of  the  case,  and  tiie  milled  head  only  is  allowed  to  project  on 
the  outside ;  this  can  be  put  on  or  taken  off  at  will,  as  tiie 
end  of  tiie  pinion  is  made  square  to  receive  it.  The  case  is 
on  rather  a  larger  scale  than  Mr.  Slack's,  but  in  shape  is 
precisely  similar.  As  most  of  Mr.  Goadby's  dissections  are 
carried  on  under  water,  square  tin  troughs  are  used  for  the 
purpose,  each  of  which  has  a  circular  ring  fiistened  to  the 
bottom,  to  fit  into  the  aperture,  ^,  of  the  stage,  and  by  this 
means  tiiey  are  prevented  from  shifting  their  position. 

A  very  useful  single  microscope  is  tiiat  made  by  Mr.  Ross, 
and  described  by  him  in  the  Penny  Ci/chp<Bdia,  article,  ^^  Micro* 
scope."    It  is  represented  by  fig.  37,  and  consists  of  a  brass 
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pollar,  about  six  inches  Jong,  screwed  into  a  tripod  base ;  to 
tbe  uj^er  part  of  the  pilar  ia  attached,  by  screws  with  milled 


Fig.ar. 

heads,  a  large  flat  stage,  provided  with  a  spring  clip,  and 
other  qtparatns  for  holding  the  objects.  By  meiuia  of  the 
large  milled  head,  a  triangular  bar,  having  a  rack,  is  nused 
out  of  the  pillar;  this  bar  carries  a  lens-holder,  having  a 
horizontal  movement  in  one  direction,  effected  by  a  rack  and 
{Anion,  and  a  circular  one,  by  turning  on  a  pin.  It  is  also 
provided  with  a  concave  nurror,  for  reflecting  the  light 
throu^  the  hole  in  the  stage;  a  condenncg  lens,  for  the 
purpose  of  JHmninating  opaque  objects,  and  a  pur  of  forceps 
for  holding  small  objects,  may  be  applied  to  either  of  the 
hc4es  in  tiie  stage.  This  microscope  is  usually  supplied  with 
leasee  of  one  inch  and  one  half  inch  in  focal  length  for 
dissecting;  but  the  higher  powers  generally  employed  are 
either  doublets  or  triplets;   or  it  may  be  converted  into  a 
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compound  microecope  by  taking  away  the  lens-holder  and 
substituting  for  it  a  compound  body^  and  when  provided  with 
a  cradle  joint,  either  at  the  top  or  bottom  of  the  pillar^  may 
be  inclined  after  the  manner  of  the  larger  instruments  pre- 
sently to  be  described. 

This  microscope,  with  its  broad  stage,  is  well  adapted  for 
minute  dissections,  and  is  rendered  more  convenient  for  the 
purpose  if  placed  between  two  inclined  planes,  to  be  here- 
after mentioned,  which  form  what  is  called  the  dissecting  rest 
This  apparatus  gives  support  to  the  arms,  and  brings  the 
wrist  on  a  level  with  the  stage,  whereby  small  cutting  instru- 
ments can  be  managed  with  the  greatest  nicety. 

Another  highly  usefiil,  and  far  more  complete  stand  of  a 
simple  microscope,  for  the  dissection  of  minute  botanical  and 
other  objects,  was  contrived  by  Mr.  Wm.  Valentine,  and 
constructed  for  him  by  Mr.  Andrew  Boss,  in  1831 ;  it  is  fully 
described  in  the  forty-eighth  volume  of  the  TVanuuitians  of 
the  Society  of  Arts^  and  was  one  of  the  first  simple  ifiicroscopes 
provided  with  a  moveable  stage^  and  with  coarse  and  fine 
adjustments,  as  represented  by  fig.  38.  It  is  supported  on 
a  firm  tripod^  made  of  bell-metal,  the  feet  of  which,  a  a  a, 
are  made  to  close  up  together.  A  strong  pillar,  &,  rises  firom 
the  tripod,  and  carries  the  stage,  e,  this  is  fturther  strengthened 
by  two  brackets,  r  r.  From  the  tube  or  pillar,  a  triangular 
bar,  d^  and  a  triangular  tube,  e,  slide,  the  one  within  the 
other;  the  outer  or  triangular  tube,  c,  is  moved  up  and  down 
by  a  screw,  having  fifty  threads  in  the  inch,  turned  by  a  laige 
milled  head,  v,  situated  at  the  base  of  the  pillar,  this  is  the 
fine  adjustment  The  small  triangular  bar,  d^  is  moved  up  and 
down  within  the  triangular  tube,  c,  just  described,  by  means 
of  a  rack  and  pinion,  turned  by  the  milled  head,  f,  forming 
the  coarse  adjustment:  this  bar  carries  the  lens-holder,  mnop. 
The  stage,  €,  consists  of  three  plates,  the  lowest  one  is  firmly 
attached  to  the  pillar,  and  upon  this  the  other  two  work. 
The  upper  one  carries  a  small  elevated  stage,  y,  on  which  the 
objects  are  placed ;  this  stage  is  mounted  on  a  tube,  f  and 
has  a  spring  clip,  A,  for  holding,  if  necessary,  the  objects 
under  examination.     By  means  of  two  screws,  placed  diago- 
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nally,  one   of  which  is  seen  at  t,  this   elevated  stage  can 
be  moved  in  two  directions,  at  right  angl^  to  each  other,  and 


Vig.S8. 

the  different  parts  of  any  object  con  be  brought  Buccesfflvely 
into  the  field  of  view. 

The  ann,  n  p,  which  carries  the  lenses,  is  attached  to  the 
triangolar  bar,  d^  by  a  conical  pin,  on  which  it  can  turn  hori- 
zontally, and  the  arm  itself  can  be  made  longer  or  shorter  by 
means  of  a  rack  and  pinion,  m  o,  attached  to  it,  hence  the 
lens,  q,  may  be  applied  to  all  parts  of  an  c^ject  without 
interfering  in  any  way  with  the  stage. 

The  miiTor,  I,  is  placed  upon  the  largest  of  the  three  legs 
forming  the  tripod,  and  conrasts  of  a  concave  and  plane  glass 
reflector.  To  the  under  side  of  the  stage  is  fitted  a  Wol- 
laeton's  condenser,  k,  and  the  lens  is  made  to  slide  up  and 
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down  by  laeans  of  two  small  handles  projecting  from  the 
cell  containing  the  lens.  Two  small  tubes,  i,  into  which 
either  a  condensing  lens  or  a  pair  of  forceps  may  be  fitted, 
are  attached  to  the  imder  side  of  the  stage. 

The  magnifiers  employed  in  this  instrument  were  either 
single  lenses  or  doublets,  and  Mr.  Valentine,  who  is  so  weU 
known  as  a  most  skilM  vegetable  anatomist,  has  managed  to 
dissect  under  a  lens  of  one-twentieth  of  an  inch  focus. 

To  make  it  a  compound  microscope,  the  arm  carrying  the 
lenses  can  be  removed,  and  a  compound  body,  supported  on 
a  bent  arm  and  provided  with  a  conical  pin,  at  its  end, 
can  be  substituted,  and  the  coarse  and  fine  adjustments  in 
the  pillar  will  answer  the  purpose  of  focusdng  the  compound 
instrument,  as  well  as  the  simple  magnifiers. 

This  microscope,  the  first  of  the  kind  ever  made  by  Mr. 
Boss,  was  remarkable  for  the  excellence  of  its  workmanship, 
and  may  be  said  to  have  paved  the  way  for  a  new  era  in  the 
forms  dT  these  instruments. 

A  very  useful  microscope  fi>r  dissecting  is  that  made  by 
Messrs.  Smith  and  Beck,  represented  by  fig.  39 ;  it  may  be 
supported  upon  a  heavy  circular  brass  foot,  or  be  screwed  to 
the  cover  df  a  box,  or  block  of  hard  wood.  The  central 
pillar  is  dbrcular,  about  six  inches  long  and  three-fourths  of 
an  inch  in  diameter,  and  from  it  may  be  raised  a  triangular 
bar,  by  a  rack  and  pinion,  turned  by  two  large  milled  heads. 
The  lens-holder  has  two  movements  like  that  of  Mr.  Boss, 
the  one  by  a  pin  fitting  into  the  top  of  the  triangular  bar, 
the  other  by  a  rack  and  pinion.  The  mirror  is  of  the  usual 
construction.  The  stage  is  of  a  circular  figure,  three  indies 
in  diiuneter;  into  it  may  be  fitted  dissecting  troughs,  com- 
posed of  a  ring  of  brass,  with  a  glass  bottom,  or  a  similar  ring 
with  an  ebony  bottom,  and  others  equally  useful,  which  are 
covered  or  lined  with  cork.  This  instrument  is  supplied  with 
single  lenses  and  with  doublets,  and  has  proved  a  very  usefiil 
working  tool  in  the  hands  of  Mr.  Darwin,  who  suggested 
many  ingenious  pieces  of  apparatus  to  fit  into  the  hole  in  the 
stage  for  holding  subjects  under  examination.  Besides  this 
angle  microscope  of  Messrs.  Smith  and  Beck,  and  those 
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previouBly  noticed,  there  are  many  very  neefiil  forms  sold  by 
some  of  our  other  optidans  in  thia  metropolie,  and  in  lite 


Fig.  89. 

provinces ;  those  of  Mr.  Fritch&rd,  which  ore  described  in  lus 
wods,  require  especial  mentioiL  The  author  of  a  little 
tract,  entitled  TTu  Wondert  of  the  Microscope,  recommends 
strongly  an  inatroment  invented  by  Baepiul,  which  can  be 
bouf^t  in  Fane  for  thirty  francs,  or  about  twenty-five 
shilUngB  English :  it  is  provided  with  four  lenses,  varjong  in 
magnifying  power  &om  fifty  to  three  hundred  diameters.  The 
author  was  lately  shown  one  of  tbeee  instruments,  by  his 
&iend,  Mr.  H.  W.  IKamond,  and  can  speak  very  &voarably 
of  its  performance. 

As    the    ^n^e   microscope   is    prinupaUy   used  for  dis- 
section, the  most  essential  part,  next   to  good  glaaaes,  is 
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a  laige  firm  stage  for  supporting  the  objects  under  exami- 
nation; and  as  it  is  found  that^  after  a  little  practice, 
an  object  can  be  moved  about  on  the  stage  with  very  great 
nicety,  the  stage  movements  may  be  dispensed  with  where 
low  powers  only  are  employed;  but  with  doublets  and  trip- 
lets some  more  delicate  adjustment  than  that  of  the  hand 
becomes  necessary,  and  such  an  instrument  as  that  described 
by  fig.  38  should  be  had  recourse  to,  where  both  fine  and 
coarse  movements  for  the  magnifiers  are  provided,  and  all 
parts  of  the  object  can  be  carried  under  the  lens  by  the  ad- 
justable stage. 

The  magnifying  powers  generally  employed  with  single 
microscopes,  may  be  divided  into  those  consisting  of  one  lens 
only,  and  those  of  two  or  three  lenses  combined,  from  which 
circmnstance  they  are  termed  doublets  or  triplets.  In  tiie 
first  dass  are  included  all  the  powers,  from  two  inches  up  to 
one  quarter,  and  sometimes  one-tenth  of  an  inch;  these 
should  be  set  in  flat  ceUs,  like  that  seen  in  fig.  31,  and  be 
made  to  drop  easily  into  the  lens-holder.  Some  persons  use 
planoconvex  lenses  for  the  very  low  powers,  in  these  the 
centre  of  the  field  will  be  perfect  and  well  defined,  but  the 
margins  not  so ;  hence,  both  theoretically  and  practically,  it 
will  be  found  that  double  convex  lenses  are  the  best 
for  low  powers,  especially  for  dissecting;  those  who  are  in 
possession  of  a  two-inch  achromatic  object-glass,  will  soon 
learn  that  where  very  careful  work  is  required,  a  glass  of  that 
description  will  be  by  far  the  most  pleasant  to  use.  Mr. 
Powell  supplies,  with  his  dissecting  microscope,  represented 
by  fig.  31,  sometimes  as  many  as  seven  lenses,  the  four  lowest 
riige  in  focal  length  from  two  inches  to  half^m-inch,  and  the 
fifth,  is  a  Coddington  lens,  of  a  quarter  of  an  inch  focus,  the 
remaining  two  being  doublets,  one  of  one-tenth,  the  other  of 
one-twentieth  of  an  inch  focus.  Two  of  these  largest  lenses 
are  double  convex,  the  other  two  either  crossed  or  plano- 
convex. After  the  ordinary  lens  of  half-an-inch  in  focus,  the 
next  increase  in  the  magnifying  power  should  be  supplied  by 
the  CSoddington  lens,  represented  by  figs.  25  and  26;  this 
affords  a  large  field,  equally  good  in  all  directions,  and  its 
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value  is  intermediate  between  that  of  a  double  convex  lens  of 
the  best  form  and  a  doublet  or  achromatic  lens.  The  doublet 
in  general  use  is  that  before  alluded  to  as  the  invention  of  Dr. 
WoUaston,  and  represented  in  section  by  fig.  40.     It  consists 

of  two  planoconvex  lenses^  kiving  their 
foc^  lengths  in  the  proportion  of  one  to 
three,  or  nearly  so ;  these  are  set  in  two 
separate  cells,  a  c,  the  upper  one,  a,  is  ca- 
Fig.  40.  pable  of  being  moved  up  and  down  in  c, 

hj  means  of  the  screw,  as  represented  hy  the  figure ;  this 
enables  the  optician  to  adjust  them  to  perform  accurately. 
The  lenses  are  placed  with  their  flat  sides  towards  the  object, 
and  the  one  of  longest  focus,  which  is  also  the  largest,  is 
placed  nearest  the  eye.  Between  the  two  lenses  there  is  a 
stop  or  diaphragm,  b,  which,  for  accurate  definition,  should 
also  be  carefully  adjusted.  The  doublet,  as  described  by 
WoUaston,  in  the  Philosophical  Transactions,  was  not  pro- 
vided with  a  stop,  nor  does  he  even  allude  to  the  introduction 
of  one ;  it  is  not  certain,  therefore,  whether  he  was  at  all 
aware  of  its  value,  and  his  bright  career  having  terminated 
in  so  short  a  time  after  the  publication  of  the  paper,  the 
omisfiion  may,  in  some  measure,  be  accoimted  for. 

The  form  of  doublet  described,  at  page  29,  as  the  invention 
of  Sir  John  Herschell,  although  free  from  aberration  in  the 
centre  of  the  field,  has  a  great  deal  towards  the  margin,  and 
is  therefore  seldom  used  as  a  magnifier. 

When  a  triplet  is  required,  it  should  be  constructed  on 
the  plan  of  that  of  Mr.  Holland,  first  described  in  the  forty- 
ninth  volume  of  the  Transactions  of  the  Society  of  Arts,  and 
before  alluded  to  at  page  31 ;  it  consists,  as  is  shown  in  sec- 
tion by  fig.  41,  of  three  planoconvex  lenses,  a  be,  the  first  two, 

a  b,  being  placed  close  together,  and  the  stop 

or  diaphragm  between  them  and  the  third 

lens,  c;  this  combination  of  three  lenses  was 

used   by    Mr.    Holland,   either  as  a  simple 

microscope,  or  as  an  object-^lass  to  a  com- 

^'  pound  one;  and,  although  termed  a  triplet, 

it  is  essentially  a  doublet,  having  its  front  lens  made  up  of 
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two.     A  glass  of  this  form  is  capable  of  transmittiiig  as  lai^e 
an  angular  pencil  as  65^  with  perfect  distinctness. 

The  above  described  combination  of  three  lenses  approaches 
so  very  closely  to  the  objects  to  be  examined,  that  they  re- 
quire to  be  covered  with  the  very  thinnest  mica,  which  is 
objectionable,  and  no  more  than  three  lenses  can  posribly  be 
employed  to  form  a  single  microscope ;  hence  the  limit  to  the 
improvement  of  this  instrument  Mr.  Holland  states,  that 
for  a  triplet  to  be  efficient  for  the  podura,  &c.,  it  should  be 
equivalent  in  power  to  a  single  lens  of  one-twenty-fifth  of  an 
inch  focus;  and  in  answer  to  those  who  object  to  the  use  of 
the  triplet,  on  account  of  its  approaching  so  closely  to  the 
object,  he  states  that  some  of  his  preparations  are  covered 
with  mica  so  thin,  that  they  can  be  examined  by  a  spherule 
of  one-three-hundredth  of  an  inch  focus.  ^*  It  was  at  one 
time  hoped,"  says  Mr.  Boss,  **  as  the  precious  stones  are  more 
re&active  than  glass,  and  as  the  increased  refractive  power  is 
unaccompanied  by  a  corresponding  increase  in  chromatic  dis- 
persion, that  they  would  furnish  valuable  materials  for  lenses, 
inasmuch  as  the  refractions  would  be  accomplished  by  shal- 
lower curves,  and,  consequentiy,  with  diminished  spherical 
aberration."*  But  these  hopes  were  disappointed:  every- 
thing that  ingenuity  and  perseverance  could  accomplish  was 
tried  by  Mr.  Yarley  and  Mr.  Pritchard,  under  the  patronage 
of  Dr.  Goring.  It  appeared,  however,  that  the  great  reflective 
power,  the  doubly-refracting  property,  the  colour,  and  the  hete- 
rogeneous structure  of  the  jewels  which  were  tried,  much  more 
than  counterbalanced  the  benefits  arising  from  their  greater  re- 
fractive  power,  and  left  no  doubt  of  the  superiority  of  skilfully 
made  glass  doublets  and  triplets.  The  idea  is  now,  in  fact,  aban- 
doned ;  and  the  same  remark  is  applicable  to  the  attempts  at 
constructing  fluid  lenses,  and  to  the  projects  for  giving  to 
glass  other  than  spherical  surfaces, — ^none  of  which  have  come 
into  extensive  use. 

*  Art.,  Microscope,  Penny  Cyclopedia, 


THE  COMPOUND  MICROSCOPE.  67 


CHAPTER  11. 

COMPOUND    MICROSCOPE. 

A  COMPOUND  microscope  differs  fix>m  a  simple  one  in  having 
ibe  image  of  an  object  formed  by  an  object-glass  fiirther 
magnified  by  one  or  more  lenses  forming  an  eye-glass ;  or,  in 
other  words,  the  rays  of  light  from  an  object  being  brought 
into  a  new  focus,  there  form  an  image,  which  image  being 
treated  as  an  original  object  by  the  eye-piece,  is  magnified  in 
the  same  way  as  the  simple  microscope  magnified  the  object 
itBel£  For  a  microscope  to  be  a  compound  one^  it  is,  there- 
fore, necessary  that  it  should  have  an  object-glass  and  an  eye- 
glass; in  some  of  the  old  microscopes  there  were  only  two 
lenses,  but  it  has  been  stated  that,  in  the  nmple  microscope, 
as  many  as  three  are  employed  to  form  a  triplet,  and  yet, 
with  this  number  of  lenses,  the  microscope  is  still  a  simple 
one.  This  is  easily  explained:  the  first  two  lenses  of  the 
triplet  only  effect  what  might  have  been  accomplished,  but 
not  so  well,  by  one;  and  the  third  lens  is  only  useful  for 
modifying  the  light  before  it  enters  the  eye. 

As  the  object  of  this  work  is  entirely  practical,  no  mention 
will  be  made  of  the  compound  microscopes  that  have  been 
heretofore,  or  are  even  now,  manufactured  in  this  country^ 
that  are  not  achromatic,  and  which,  therefoi^,  are  unfitted 
for  scientific  investigation,  and  attention  will  be  principally 
directed  to  those  made  by  our  first-rate  opticians,  Messrs. 
Powell,  Iwoss,  and  Smith,  all  of  whose  object-glasses  will 
stand  the  severe  tests  hereafter  to  be  described,  approaching, 
as  &r  as  we  can  judge  at  present,  the  limits  of  conceivable 
perfection,  and  the  stands  or  supports  for  which  are  con- 
structed on  the  most  approved  mechanical  principles,  to 
prevent  tremor,  and  to  afford  the  greatest  facility  for  using 
the  various  movements,  and,  in  point  of  workmanship,  are 
also  unequalled. 

Every  compound  microscope  may  be  said  to  consist,  like 
the  ample  one,  of  two  essential  parts,  viz.,  the  stand  and  the 
5* 
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optical  apparatus^  both  of  which  are  very  much  more  com- 
plicated than  they  are  in  the  former  instruments.  The  stand 
is  made  up  of  the  compound  body  (or  tube  for  carrying  the 
optical  apparatus),  and  the  stage  with  the  supports  and  ad- 
justments for  each;  whilst  the  optical  part  consists  of  the 
object^lasses  or  magnifying  powers,  the  eye-pieces,  and  the 
mirror.  It  little  matters  what  the  shape  or  size  of  the  instru- 
ment may  be ;  for  whatever  plan  is  adopted,  or  in  whatever 
country  it  may  be  made,  the  parts  above  described  are  strictly 
essential,  and  must  be  present  in  each.  The  compound  body 
b  generally  a  tube  of  brass,  from  eight  to  ten  inches  in  length, 
and  from  an  inch  to  an  inch  and  a  half  in  diameter;  to  its 
upper  end  the  eye-pieces  are  adapted,  to  its  lower  the  object- 
glasses  ;  as  these  latter  are  of  different  magnifying  powers, 
and  as  no  two  objects  under  examination  are  of  the  same 
thickness,  it  is  highly  requisite  that  there  should  be  some 
mode  of  focal  adjustment  applicable  to  every  condition.  Tliis 
is  effected  in  two  ways,  one  of  which  is  termed  the  coarse, 
the  other  the  fine  adjustment;  the  first  is  generally  accom- 
plished by  rack  and  pinion,  by  which  the  whole  of  the  tube 
carrying  the  eye-piece  and  object-^lass  is  made  to  approach 
or  recede  from  the  object  by  turning  a  laige  milled  head 
connected  with  the  pinion ;  whilst  in  the  second  or  fine  ad- 
justment, the  object-glass  only  is  moved,  and  that  by  means 
of  a  very  delicate  screw,  acting  either  on  the  long  end  of  a 
lever  or  in  some  of  the  modes  hereafter  to  be  noticed, 
whereby  the  same  result  is  obtained.  In  the  best  constructed 
stands,  the  entire  compound  body  containing  the  magnifiers  is 
moved  up  and  down  by  the  coarse  adjustment,  but  in  many 
of  the  older  microscopes,  as  represented  by  fig.  21,  there  were 
two  or  more  tubes  to  make  up  the  compound  body.  When 
this  was  the  case,  the  outer  tube  was  finnly  attached  to  the 
other  part  of  the  stand,  and  formed  the  guide  for  the  inner 
one  carrying  the  optical  apparatus  to  slide  through;  imder 
these  circumstances  the  rack-work  was  placed  in  the  com- 
pound body  itself;  but  much  greater  stability  is  ensured  by 
the  adoption  of  the  former  method.  In  some  instruments 
there  is  a  tube  connected  with  the  compound  body,  capable 
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of  being  drawn  out  to  the  extent  of  five  or  six  inches :  this  is 
termed  the  draw-tube,  into  one  end  the  eye^ecce  fit,  and 
into  the  other  an  erectdng-^Ues  is  made  to  screw.  This 
draw-tube  has  a  scale  of  inches  and  parts  engraved  on  its ' 
outer  ^de,  as  represented  by  fig.  42,  where  a  is  the  eye- 
|dece,  b  the  a[^r  end  of  the  com- 
pound body,  and  c  the  draw-tnbe, 
with  the  scale  of  inches  and  parts 
on  it  The  many  usee  of  tlus  tube, 
and  of  the  erecting-glass  also,  will 
be  fully  described  hereafter.  The 
inner  »de  of  the  tube  carrying  the 
magnifiers  is,  in  all  cases,  provided 
with  one  or  more  stops  or  dia- 
phragms for  cutting  off  the  extra- 
neous pendle  of  light 

The  next  part  of  the  stand  in 
importance  is  the  sta^e  or  appara- 
tus on  which  the  objects  are  to  be 
placed  for  examination ;  this,  in  the 
most  complete  microscopes,  counts 
of  two  or  more  plates  of  brass,  one 
of  which,  termed  the  stage-plate,  is  capable  of  being  moved  in 
two  directions,  at  right  angles  to  each  other,  either  by  screws, 
racks  and  piniobs,  by  a  combination  of  the  two,  or,  more 
ramply,  by  a  lever.  Upon  the  sb^e-plate  another  plate  is 
adapted,  termed  the  object-plate ;  this  last,  for  the  more  ready 
adjustment  of  the  object  to  be  examined,  is  made  to  slide  up 
and  down  upon  the  sti^-plate,  and  is  generally  supplied  with 
a  meed  ledge  at  its  tower  part,  i^unat  which  the  objects 
themselves  may  rest  when  the  stage  is  in  an  inclined  position ; 
mod  sometimefl  another  piece  of  brass,  termed  a  clip,  with  a 
weak  spring  in  its  front  part,  is  made  to  slide  upon  it,  so  thct 
any  object,  if  necessary,  may  be  firmly  secured  between  the 
dip  and  the  nusedle%e.  The  object-plate,  besides  the  move- 
ment up  and  down  on  the  stage-plate,  and  that  in  two  direc- 
tions at  right  angles  to  each  other,  effected  fay  the  screws  or 
rack-work,  has  also  a  drcular  one  in  a  horizontal  plane,  which 
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is  aocomplished  by  mounting  it  upon  a  short  piece  of  tube, 
capable  of  fitting  into  another  tube  in  the  stage-plate;  on^ 
this  tube  it  turns,  and  by  it  the  object-plate  is  also  raised 
above  the  working  parts  of  the  stage-plate  itself. 

The  stage  movements  generally  extend  from  half«n-inch 
to  two  inches,  so  that  by  the  sliding  up  and  down  of  the 
object-plate,  and  ike  distance  the  same  plate  is  capable  of 
being  traversed  over  by  the  rack-work,  all  parts  of  an  object 
of  considerable  size  can  be  brought  in  succession  into  the 
field  of  view.  The  different  methods  of  effecting  these  stage 
movements  will  be  described  with  the  instruments  to  which 
they  are  severally  adapted.  To  the  under  side  of  the  stage  a 
number  of  other  pieces  of  apparatus  can  be  fitted,  viz.,  the 
diaphragm  plate,  the  achromatic  and  other  condensers,  the 
lower  prism  of  the  polariziiig  apparatus,  and  the  dark  stops  or 
weUs,  all  of  which  will  hereafter  be  described.  To  the  object- 
plate  should  also  be  fitted  the  forceps  for  holding  opaque 
objects. 

The  methods  of  mounting  the  compound  body  and  the 
stage  are  exceedingly  various,  the  most  improved  plans  are 
represented  in  the  following  figures,  and  for  our  present 
purpose  it  will  be  merely  necessary  to  divide  them  into  two 
classes ;  first  into  those  in  which  the  compound  body  is  sup- 
ported at  its  lower  end,  on  an  arm  capable  of  being  moved 
up  or  down  by  a  rack  and  pinion;  and,  secondly,  into  those 
in  which  the  compound  body  is  supported,  eitiier  by  an  arm 
firmly  attached  to  the  back  of  it,  as  seen  in  fig.  21,  when  it  is 
necessary  that  the  body  should  be  composed  of  more  than  one 
tube,  or  where  a  large  portion  of  its  length  is  supported,  after 
the  plan  of  Mr.  Greoige  Jackson. 

The  remaining  portion  of  the  stand  of  the  compound  micro- 
scope consistB  of  the  foot  or  basis,  and  of  one  or  more  pillars 
or  supports  rising  from  it,  to  which  the  compound  body  and 
stage  are  attached.  The  foot  is  generally  a  stout  tripod  of 
brass,  cast  in  one  piece,  or,  for  convenience  of  package,  it  may 
be  composed  of  three  flat  feet,  capable  of  being  folded  to- 
gether, as  in  fig.  21,  or  as  in  two  of  Mr.  Powell's  instruments, 
of  three  longer  legs,  standing  in  an  inclined  position,  like 
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tfaoee  in  a  three-i^ged  stooL  Some  makers  even  use  a 
heavy  circular  foot  instead  of  a  tripod,  but  this,  although 
steady  when  the  instrument  is  upright,  is  not  so  when  it  is 
inclined.  From  a  foot  of  one  of  the  above  forms  a  stout  pillar 
rises,  having  at  its  upper  part  a  cradle-joint,  to  which  both 
compound  body  and  stage  are  firmly  attached,  so  that  when 
the  joint  is  used,  both  these  parts  move  together.  Mr.  Greoige 
Jackson,  having  anticipated  some  difficulty  in  making  a  good 
cradle-joint,  was  induced  to  use  two  pillars  instead  of  one,  by 
which  a  greater  d^ree  of  steadiness  was  obtuned ;  his  com- 
pound body  and  stage  were  connected  to  both  pillars  by 
trunnions,  on  which  they  were  made  to  turn.  Mr.  Jackson 
also  mounted  his  compoimd  body  on  a  grooved  bell-metal 
arm, — a  plan  somewhat  similar  to  that  adopted  by  Mr.  Boss, 
in  one  of  his  early  microscopes,*  and  which  will  be  more  fully 
described  in  the  instruments  of  Messrs.  Smith  and  Beck,  who 
have  adopted  it.  Mr.  Boss  uses  the  tripod  foot,  and  two  flat 
supports,  by  which  the  same  end  is  accomplished  as  by 
{nllars;  but  the  supports,  he  considers,  are  much  more  free 
from  vibration.  In  some  of  the  recently  constructed  portable 
instruments,  the  stage  is  mounted  on  a  strong  pivot,  on 
which  it  can  be  turned  in  the  same  direction  as  the  compound 
body,  for  convenience  of  package.  The  smallest  instru- 
ments of  Messrs.  Powell  and  Boss  are  constructed  on  this 
principle. 

The  optical  part  of  the  compound  microscope  consists  of  the 
object-glasses,  the  eye-pieces,  and  the  mirror.  The  object- 
gUuses  supplied  with  the  best  instruments  are  generally  either 
five,  fiiz,  or  seven  in  number,  and  vary  in  their  magnifying 
power  from  20  to  2,500  diameters ;  they  are  called  two-inch, 
one-inch,  half-inch,  one-quarter,  one-eighth,  one-twelfth,  and 
one-ozteenth;  but  it  must  be  understood  that  these  names 
are  not  derived  from  the  distance  the  bottom-glass  of  each 
combination  is  from  the  object,  but  from  a  fact  found  in 
practice,  that  a  thin  single  lens,  to  magnify  the  same  number 
of  diameters  as  any  of  the  preceding  achromatic  combinations, 

*  Art,  Microscope,  Pewny  Cyclopicdia, 
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would  be  required  to  be  of  the  same  focal  distance  as  that 
^ven  to  the  others  by  name.  In  other  words,  if  a  mngle 
lens  were  made  the  object-glass  of  a  compound  microscope, 
and  if  it  were  necessary  to  employ  a  power  equal  to  that  of 
the  one-fourth  achromatic  combination,  with  the  same  com 
pound  body,  it  would  be  found  that  a  thin  single  lens  of  one-* 
quarter  of  an  inch  focus  would  be  required  to  give  that 
power.  It  would  be  more  useful  in  practice  if  the  name 
given  to  each  of  the  object-glasses  were  expressive  of  the 
magnifying  power  instead  of  being  derived  in  the  manner  above 
described;  if  we  take,  for  instance,  the  glasses  called  the 
half-inch,  as  constructed  by  each  of  our  three  eminent  makers, 
and  compare  them  together,  we  shall  find  that  all  three  will 
difier,  more  or  less,  in  their  magnifying  power,  but  still  they 
all  bear  the  name  of  half-inch  $  neither  do  two  glasses,  similar 
in  name,  even  of  the  same  maker,  always  agree  exactly ;  hence 
it  would  be  very  desirable  in  practice  to  apply  a  term  to  them 
which  should  express  their  magnifying  power,  but  such  a 
nomenclature  could  not  at  this  advanced  period  be  easily 
carried  out. 

The  eye-pieces  supplied  with  the  compound  achromatic 
microscopes  are  generally  three  in  number,  and  the  form 
employed  is  that  known  by  the  name  of  the  Huyghenian,  it 
having  been  first  employed  by  Huyghens  for  his  telescopes. 
Each  one  consists  of  two  planoconvex  lenses  placed  at  a  dis- 
tance from  each  other  equal  to  half  the  sum  of  their  focal 
lengths ;  the  plane  surfaces  of  the  lenses  are  towards  the  eye, 
and  that  nearest  the  eye  is  termed  the  eye-^lasef,  whilst  that 
most  distant  is  termed  the  field-glass.  A  stop,  or  diaphragm, 
is  placed  about  half-way  between  the  two  lenses,  this  arrange- 
ment was  adopted  by  Huyghens  for  the  purpose  of  diminishing 
the  spherical  aberration,  by  producing  the  refraction  at  two 
glasses  instead  of  one,  and  of  materially  increasing  the  field  of 
view;  but  it  was  reserved  for  Boscovich  to  point  out  that 
another  valuable  property  of  this  eye-piece  was  the  correction 
of  a  great  part  of  the  chromatic  aberration  as  well  This 
subject  has  been  since  critically  examined  by  Mr.  Varley, 
and  to  his  paper,  in  the  fifty-first  volume  of  the  Transactions 
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of  tike  Society  of  ArtSy  the  author  would  refer  those  of  his 
readers  who  would  wish  to  gain  more  information  upon  the 
matter.  Another  eye-piece  sometimes  employed  is  the  in- 
Tention  of  Ramsden ;  it  consists  of  two  planoconvex  lenses  as 
in  that  by  Huyghens,  but  the  field-glass  is  reversed,  or  its 
plane  surface  is  placed  farthest  from  the  eye-glass ;  this  in- 
stnimenty  which  will  be  again  alluded  to  in  the  chapter  on 
nucrometerSy  is  chiefly  used  when  it  is  required  to  measure 
the  magnified  image  of  any  object,  hence  it  has  been  fre- 
quently called  the  micrometer  eye-piece,  the  divided  glass 
being  placed  immediately  in  front  of  the  field-lens.  When 
this  eye-piece  is  used,'  the  image  is  formed  in  front  of  the 
field-glass,  and,  consequently,  the  focal  point  of  the  eye-piece 
is  outside  the  field-glass;  but  in  the  Huyghenian  form,  the 
image  of  the  object  is  formed  at  the  diaphragm  between  the 
field  and  eye-glass;  hence  the  former  has  been  termed  the 
positive,  and  the  latter  the  negative,  eye-piece. 

The  mirror  generally  connsts  of  a  frame  of  brass,  in  which 
are  set  two  silvered  glasses,  one  concave  the  other  plane, 
which  should  not  be  less  than  two  inches  in  diameter;  the 
former  reflects  the  light  in  converging  the  latter  in  parallel 
ray&  For  &cility  of  adjustment,  the  frame  carrying  the 
glasses  is  made  to  turn  in  every  direction,  by  means  of  joints, 
and  in  the  best  microscopes  it  is  adapted  to  a  tube  on  which  it 
can  be  slid  either  up  or  down,  and  so  be  approximated  to  the 
under  surface  of  the  stage,  in  order  that  the  rays  reflected 
from  the  concave  sur&ce  may  be  brought  into  a  focus  or  not 
upon  any  given  object  on  the  stage.  In  some  microscopes 
the  plane  mirror  is  replaced  by  one  made  of  plaster  of  Paris, 
which  reflects  a  soft  white  light,  or  by  a  prism  of  glass,  the 
invention  of  M.  Dujardin.  Mr.  Yarley  has  suggested  a  plan 
of  covering  the  plane  mirror  with  pounded  glass,  or  carbonate 
of  soda,  by  which  means  the  light  of  a  bright  cloud  opposite 
the  sun  may  be  artificially  imitated,  and  even  the  rays  of  the 
sun  itself  may  be  reflected,  and  so  produce  a  soft  white  light. 
The  different  modes  of  using  the  mirror  will  be  alluded  to  in 
the  chapter  devoted  to  the  illumination  of  microscopic  objects, 
where,  also,  will  be  described  several  other  kinds  of  appa- 
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ratufly  whereby  the  quality  of  the  light  may  be  materially 
modified. 

All  the  parts  eseential  to  a  compound  achromatic  micro- 
scope having  now  been  described,  attention  will  next  be 
<£rected  to  the  different  arrangements  adopted  by  the  prin- 
cipal makers  to  render  the  mechanical  part  most  effective, 
and,  as  in  all  other  cases,  the  names  of  the  manufiusturers 
¥rill,  as  far  as  practicable,  be  taken  in  alphabetical  order,  no 
preference  being  given  to  the  workmanship  of  one  over  that 
of  another,  but  credit  always  awarded  wherever  it  may  be 

due. 

* 

ME8SBS.  POWELL  AND  LEALAND'S  ACHROMATIC  COMPOUND 

MICROSCOPE. 

This  instrument,  first  described  in  the  Microscopical  Jourtudy 
VoL  L,  page  177,  is  represented  by  fig.  43 ;  it  stands  on  a 
firm  tripod  base  of  brass,  on  which  is  a  circular  plate;  to  this 
two  stout  piUars  aro  attached,  bearing  at  their  upper  extremi- 
ties the  ends  of  the  trunnions,  upon  which  a  strong  piece  of 
metal,  giving  attachment  to  the  compound  body  and  the 
stage,  is  supported ;  by  means  of  the  circular  plate,  the  pillars 
can  be  turned  upon  the  tripod,  and  the  weight  of  the  com- 
pound body  and  stage  brought  over  one  or  more  of  the  feet  of 
the  tripod,  and  the  instrument,  therefore,  rendered  more 
steady.  This  plan  of  using  the  double  pillar  was  first  adopted 
by  Mr.  Greoige  Jackson,  in  1838,  and  possesses  the  advantage 
of  being  light  and  of  distributing  the  weight  of  the  superin- 
cumbent parts  more  equally  on  the  tripod  than  where  only  one 
pillar  is  employed.  The  compound  body  is  supported  nearly 
the  whole  of  its  length  on  a  strong  arm,  having  a  hollow  frame 
at  its  top,  after  a  plan  first  described  by  Mr.  Powell,  in  the 
fifty-third  volume  of  the  TVcmsaciions  of  the  Society  of  Arts. 
The  coarse  adjustment  is  made  by  a  rack  and  pinion  contained 
within  the  ftame  above  noticed;  and  the  latter  turned  by 
the  large  milled  head  A.  In  order  that  the  compound  body 
may  be  moved  easily  and  still  be  very  steady,  it  is  attached 
to  a  cradle  resting  upon  two  rollers,  one  inch-and-a-quarter 
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wide,  and  three-and-ii-half  inches  apart,  this  being  equivalent 
to  a  triangular  bar  of  the  same  size.  The  fine  adjustment  is 
made  by  a  screw  with  a  cone,  against  which  the  cradle,  or 
portion  of  brass  attached  to  the  body,  is  firmly  pressed  by 
means  of  a  spring ;  one  of  the  milled  heads  of  the  fine  adjust- 
ment is  seen  at  B.  By  this  method  of  mounting  the  com- 
pound body,  all  tendency  to  run  down  by  its  own  weight  is 
prevented,  in  consequence  of  its  motion  being  that  of  a 
sliding  combined  with  a  rolling  one.  The  lower  part  of  the 
arm  carrying  the  compound  body  at  I  is  provided  with  a 
conical  pin  fitting  into  the  piece  of  metal  supporting  the 
stage;  by  this  a  circular  motion  is  obtained,  and  the  body 
can  be  turned  away  from  the  stage,  so  that  an  object  placed 
upon  it  can  be  properly  adjusted  before  the  body  is  brought 
over  it.  The  stage  is  of  the  form  first  constructed  by  Mr. 
Turrell,  and  described  by  him  in  the  forty-ninth  volume  of 
the  TransactUms  of  the  Society  of  Arts.  It  has  a  motion  each 
way  of  three-quarters  of  an  inch  in  extent,  that  from  dde  to 
side  being  effected  by  a  screw  turned  by  the  milled  head  C, 
whilst  the  up  and  down  motion  is  performed  by  a  rack  and 
pinion  in  connection  with  the  milled  head  D.  The  stage- 
plate  has  a  circular  motion,  and  on  it  is  a  spring  clip  H  for 
securing  the  objects  when  the  instrument  is  inclined.  A 
small  arm  E  is  seen  underneath  the  stage;  this  carries  the 
dark  wells,  to  be  used  when  minute  opaque  objects  are  illu- 
minated by  the  Lieberkuhn.  The  mirror  is  mounted  rather 
differently  from  those  supplied  with  other  microscopes ;  instead 
of  a  semicircle  of  brass  with  two  pins,  on  which  the  frame 
containing  the  reflectors  may  turn,  there  is  a  quadrant  of 
brass,  having  at  one  end  a  strong  pin  on  which  the  frume  is 
turned  up  or  down,  and  at  the  other  end  a  still  stronger  one, 
on  which  the  quadrant  and  the  frume  together  are  capable  of 
being  revolved;  this  last  fits  into  a  short  piece  of  tube, 
made  to  slide  either  up  or  down  the  long  tube  attached  to 
the  bottom  of  the  stage,  by  which  the  mirror  is  connected 
with  the  other  part  of  the  stand ;  the  reflectors  themselves 
are  both  plane  and  concave,  as  in  other  instruments.  TVith 
this  microscope    are   supplied  an  'achromatic  condenser,  a 
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micrometer,  fit^-plate,  vial-holder,  small  and  large  condens* 
ing  lens,  steel  disc  a  substitute  for  the  camera  lucida, 
polarizJTig  prisms,  and  many  other  important  pieces  of  appar 
ratus,  and  the  price  varies  from  forty  to  seventy  guineas, 
depending  upon  the  number  of  the  powers  and  the  apparatus 
attached  thereto;  the  powers  themselves  range  from  the 
two  inch  to  the  one-sixteenth,  and  magnify  from  20  to  2,500 
diameters. 

A  second  microscope,  constructed  by  Messrs.  Powell  and 
Lealand,  and  known  by  its  being  mounted  on  three  legs,  is 
described  in  the  London  Physiological  Journal^  page  63,  and  is 
represented  in  Plate  2.  The  three  legs  inclined,  as  seen  in 
the  figure,  support,  at  their  upper  part,  the  trunnions  to 
which  the  tube,  J,  and  the  stage  are  attached.  From  out  the 
tube,  J,  a  triangular  bar  is  raised  by  a  rack  and  pinion  con- 
nected with  the  large  milled  head,  A.  To  the  upper  part  of 
the  triangular  bar  a  broad  arm  is  fixed,  bearing  the  compound 
body ;  this  arm  is  hollow  and  contains  the  mechanism  for  the 
fine  adjustment,  which  is  effected  by  turning  the  milled  head, 
B.  The  arm  is  connected  with  the  triangular  bar  by  a  strong 
conical  pin,  on  which  it  turns,  so  that  the  compound  body 
may  be  moved  aside  from  the  stage  when  necessary.  The 
stage  is  similar  to  that  described  in  the  preceding  instrument, 
and  is  capable  of  being  moved  from  side  to  side  by  the  milled 
head,  C,  and  up  and  down  by  that  at  D.  When  both  are 
turned  together,  a  diagonal  movement  is  produced,  the  axis  of 
D  is  carried  through  to  the  opposite  side  of  the  stage,  where 
there  is  another  milled  head,  so  that,  if  necessary,  both  hands 
may  be  employed  at  the  same  time.  The  achromatic  con- 
denser is  represented  as  fixed  into  its  place  at  the  bottom  of 
the  stage,  where  also  may  be  seen  an  arm,  E,  for  the  stops  or' 
dark  wells.  The  mirror,  G,  and  the  spring  clip  to  the  stage, 
H,  are  all  similar  to  those  described  in  the  former  instrument. 
In  order  to  render  the  compound  body  exceedingly  steady, 
two  small  rods,  springing  from  the  arm,  are  attached  to  the 
back  part  of  the  body  a  little  above  the  centre.  To  this 
microscope,  as  well  as  to  the  preceding,  all  the  apparatus 
there  mentioned  can  be  fitted.     The  stand  itself  is  not  so 
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oostly  ae  the  first  deacribed ;  and,  although  much  lighter  and 
more  portable  than  it,  is  nevertheless  exceedingly  steady, 
&om  all  the  parts  being  accurately  balanced 

MESSBS.  POWELL  AND  LEALAND'S  PORTABLE  MICROSCOPE. 

One  of  the  most  portable  and  convenient  forms  of  compound 
microscope  is  that  made  by  Messrs.  PoweU  and  Lealand,  and 
represented  by  fig.  44,  about  one^third  of  its  actual  size.  It 
is  supported  on  three  legs,  ABC,  capable  of  being  folded  one 
upon  the  other,  and  when  so  folded  can  be  brought  in  a  line 
with  the  tube  D  E,  supporting  the  stage,  G,  and  the  mirror, 

F,  and  through  which  slides  the  triangular  bar,  H,  having  at- 
tached to  it  the  arm,  I,  carrying  the  compound  body,  L  K ; 
this  last,  for  convenience  of  package,  is  made  to  imscrew  at 
K,  and  the  eye-piece,  L,  being  removed,  the  folded  legs  can  be 
passed  through  the  tubular  part  of  the  body,  and  both  together 
laid  parallel  with  the  tube  D  E.  The  legs  are  connected  with  the 
tube  D  E  by  a  strong  curved  piece  of  brass,  M,  which  winds 
round  to  the  oppoate  side  of  the  tube ;  a  stout  pin,  with  a 
screw  nut,  serves  as  an  axis  upon  which  the  tube,  D  E,  and  all 
that  is  attached  to  it,  can  be  turned  from  a  vertical  to  a  hori- 
zontal position.  The  stage,  G,  presenting  a  box-like  appear- 
ance, is  also  capable  of  being  turned  into  a  position  parallel 
with  the  folded  legs,  by  drawing  back  tiie  sliding-piece,  P, 
which,  when  in  use,  keeps  it  in  a  horizontal  position.  The 
apparatus  for  moving  the  stage  is  contained  within  the  box, 

G,  and  is  similar  to  that  employed  by  Messrs.  Powell  and 
Lealand  in  their  larger  instruments,  the  up  and  down  move- 
ment being  performed  by  turning  the  milled  head,  N,  and 
that  from  side  to  side  by  the  larger  milled  head,  O.  The 
slide,  Q,  is  for  the  purpose  of  supporting  the  object  when  the 
microscope  is  inclined,  and  in  it  are  two  sockets  for  receiving 
the  forceps  for  holding  opaque  objects.  To  the  under-side  of 
the  stage  are  attached  a  diaphragm  and  a  small  arm  for  carry- 
ing tiie  dark  stops  or  wells ;  and,  should  it  be  required,  an 
achromatic  condenser,  or  polarizing  prism,  may  be  fitted  into 
the  place  occupied  by  the  diaphragm.     The  coarse  adjustment 
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of  the  inHtniiiwnt  is  effected  hj  rack  and  pinion,  by  which  the 
triangular  bar,  H,  and  with  it  the  arm,  I,  canying  the  com- 


pound body,  K  L,  are  moved  up  or  down,  the  rack  being 
mtuated  at  the  back  of  the  triangular  bar  and  the  pinion  con- 
nected with  the  hu^e  milled  head,  B.  The  fine  sdjuetment 
is  made  by  turning  the  screw,  S ;  this  acts  on  the  end  of  a  lever 
contained  in  the  hollow  arm,  I,  by  which  the  short  tube,  T,  to 
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which  the  objectrglasses  are  attached,  is  slowly  raised  or  de- 
pressed. The  mirror,  F,  is  made  to  slide  up  and  down  the 
tube,  D  E,  and  being  mounted  on  a  semi-circular  arm,  can  be 
turned  in  every  possible  direction. 

One  great  value  of  this  microscope  is  its  extreme  portability, 
as  the  whole  apparatus,  consisting  of  the  above  described 
instrument,  together  with  four  object-glasses,  two  eye-pieces, 
animalcule  cage,  dark  stops,  forceps,  &c.,  can  be  packed  in  a 
box,  the  internal  measurement  of  which  is  nine  inches  long, 
five  broad,  and  two  deep. 

Besides  the  three  preceding  microscopes  of  Messrs.  Powell 
and  Lealand,  there  are  two  others  made  by  them  requiring 
especial  mention.  The  first  of  these  is  of  large  size,  and 
consists  of  a  heavy  tripod  base,  firom  which  rises  a  short  stout 
pillar,  having  a  cradle  joint  at  its  summit,  to  which  is  attached 
a  triangular  bar,  fifteen  inches  in  length,  and  each  of  its 
sides  one-inch-and-a-quarter  broad.  To  the  middle  of  this 
bar  a  stage,  seven  inches  square,  is  fixed ;  it  has  the  same  kind 
of  adjustments  as  those  of  the  smaller  instruments,  being  made 
also  on  Mr.  Turrell's  plan,  and,  from  being  of  large  size, 
the  hands  of  the  operator  do  not  interfere  with  the  object 
when  adjusting  it.  The  milled  heads  for  efiecting  the  adjust- 
ment are  placed  in  a  line,  so  that  one  hand  only  is  required  to 
move  the  stage  in  two  directions.  The  compound  body  is 
firmly  supported  on  the  upper  half  of  the  triangular  bar  by  a 
frame  which  fits  the  bar  accurately  and  is  made  to  move 
smoothly  up  or  down  by  rack  and  pinion  turned  by  two  milled 
heads ;  the  compound  body  is  also  capable  of  being  turned 
away  from  over  the  stage  by  means  of  a  joint  in  the  frame 
supporting  it.  The  fine  adjustment  is  made  by  an  endless 
screw  and  two  inclined  planes ;  it  has  also  two  milled  heads, 
only  two  inches  apart  from  the  coarse,  but  both  horizontal 
and  parallel  with  them;  by  this  means,  the  hand  may 
be  passed  from  one  to  the  other  very  readily.  To  the 
lower  part  of  the  triangular  bar  is  adapted  the  mirror,  which 
is  of  the  same  construction  as  that  previously  described,  but 
capable  of  being  moved  up  and  down  on  the  triangular  bar 
by  rack  and  pinion;   the  achromatic  condenser  is  attached 
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to  the  mirror,  and  is  moved  with  it  on  the  bar,  so  that 
the  axes  of  its  lenses  may  coincide  with  those  of  the  object- 
gksses.  To  the  stage  may  be  fixed  all  the  usual  apparatus, 
and  even  a  frame  of  large  size  for  holding  such  objects  as  are 
three  or  four  inches  broad.  The  weight  of  this  instrument  is 
yery  great,  and  it  is  remarkable  for  its  steadiness  and  the 
excellence  of  the  workmanship ;  its  price,  with  all  the  appara- 
tus ccnnplete,  approaches  nearly  to  one  hundred  pounds.  In 
consequence  of  the  great  amount  of  labour  expended  in  its 
construction,  and  its  necessarily  high  price,  the  demand  for 
this  microscope  has  not  been  great  for  the  last  few  years,  the 
three  previously  described  having  in  a  measure  superseded  it. 
Another  very  useful  microscope  for  general  purposes,  made  by 
Messrs.  Powell  and  Lealand,  is  much  less  costly  than  any  of 
the  others,  the  tripod  and  supports  for  the  compound  body 
and  stage  being  made  of  cast-iron;  the  stage  is  of  large  size, 
and  they  have  lately  effected  a  great  improvement  in  it  by 
making  it  adjustable  by  a  lever;  in  the  stages  hereafler  to  be 
described  with  the  lever  movement,  two  or  more  plates  are 
employed,  but  in  this  instrument  one  only  is  used,  and  it  per- 
forms exceedingly  well,  being  very  steady  even  with  the 
highest  powers.  The  compound  bedy  is  supported  on  an  arm 
fixed  to  the  back  of  it,  and  the  coarse  adjustment  is  made  by 
rack  and  pinion,  the  fine  by  a  screw  acting  on  the  end  of  a 
lever.  This  microscope  is  available  for  all  the  purposes  to 
which  the  more  costly  ones  are  applied,  and  is  particularly 
useful  to  the  medical  student,  to  whom  its  low  price  is  also  a 
great  recommendation. 

MB.  boss's  compound  AND  SIMPLE  MICBOSCOPB. 

This  instrument,  first  described  by  Mr.  Koss,  in  the  London 
Phydohgical  Joumaly  in  1843,  is  represented  by  Plate  1 ;  and 
as  no  language  of  the  author  could  convey  so  good  an  idea  of  its 
construction  as  that  given  by  Mr.  Ross  himself,  he  will  here 
take  advantage  of  it,  and  quote  his  own  words: — 

''The  mechanical  construction  represented  in  Plate  1,  is 
derived  from  a  practical  acquaintance  with  the  various  im- 
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provements  made  in  the  microscope  for  the  last  twelve  yeans. 
The  general  arrangement,  which  is  properly  the  province  of 
the  mechanic,  has  been  contrived  to  obtain  the  utmost  freedom 
from  tremor,  and  to  afford  the  greatest  fiicility  in  ndng  the 
various  movements,  while  the  extent,  direction,  and  number 
of  these  have  been  collected  from  the  experience  of  the  most 
indefatigable  observers  in  all  the  various  branches  of  micro- 
scopic inquiry.     Nearly  five  hundred  instruments  have  been 
made  on  the  plan  here  represented,  and  as  no  alteration  or 
addition  has  been  found  necessary  for  the  accomplishment  of  all 
the  modes  of  microscopic  investigation  at  present  employed, 
the  mechanical  structure  of  the  microscope  stand  may  be  con- 
sidered thus  far  established. 

*^  The  optical  part  also  has  arrived  at  such  perfection,  that 
points  or  lines,  whose  distance  is  such  that  their  separation  is 
bordering  on  interfering  with  the  physical  constitution  of 
light,  can  be  distinctly  separated ;  thus  ensuring  a  reality  in 
the  appearance  of  objects,  where  the  minuteness  of  their 
detail  approaches  the  natural  limit  of  microscopic  vision* 

'^Description  of  the  Instrument,  (Plate  1.) 

^'A  A  are  two  uprights,  strengthened  by  internal  but- 
tresses, mounted  on  a  strong  tripod,  B,  at  the  upper  part,  and 
between  the  uprights  is  an  axis,  C,  upon  which  the  whole  of 
the  upper  part  of  the  instrument  turns,  so  as  to  enable  it  to 
take  a  horizontal  or  vertical  portion,  or  any  intermediate 
inclination,  such,  for  instance,  as  that  shown  in  the  plate. 
This  moveable  part  is  fixed  to  the  axis  near  its  centre  of 
gravity,  and  consists  of  the  stage,  D  D,  the  triangular  bar 
and  its  socket,  E  and  F,  the  arm,  G,  which  carries  the 
microscope  tube,  H,  and  the  mirror,  L  The  stage,  D  D,  has 
rectangular  movements,  one  inch  in  extent,  on  the  racked 
cylinders,  a  a,  and  are  moved  by  pinions  connected  with  the 
milled  heads,  bV ;  it  also  has  the  usual  appendages  of  forceps 
to  hold  minute  objects,  and  lens  to  condense  the  light  upon 
them.  The  triangular  bar,  together  with  the  arm  and  micro- 
scope tube,  is  moved  by  the  milled  heads,  e  e,  and  a  more 
delicate  adjustment  of  this  optical  part  is  effected  by  the 
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milled  head,  /    The  other  milled  head,  g,  fixes  the  arm,  6, 
to  the  triangular  bar. 

^^The  outline  of  the  structure,  as  before  observed,  has  been 
airanged  to  obtain,  first,  the  utmost  fireedom  firom  tremor, 
and  secondly,  to  afford  the  greatest  facility  in  using  the 
Twrions  movements. 

''In  experimenting  to  obtain  the  first  of  these  conditions,  I 
suspended  the  moveable  part  of  the  instrument  near  the  centre 
of  gravity,  and  employed  the  inverted  pendulum  (an  instru- 
ment contrived  to  indicate  otherwise  insensible  vibrations)  to 
arrange  the  form  and  quantity  of  material  so  as  to  produce, 
as  nearly  as  possible,  an  equality  of  vibration  throughout  the 
whole  instrument;  hence  the  object  upon  the  stage  and  the 
optical  part  vibrating  equally,  no  viuble  vibration  is  caused. 
The  arrangement  for  accomplishing  the  second  condition  is, 
first,  that  the  whole  movements  should  be  as  near  the 
base  of  the  instrument  as  is  consistent  with  the  greatest 
proximity  among  themselves ;  then  the  milled  heads,  e  and^^ 
for  moving  the  triangular  bar,  and  the  fine  adjustment  for  the 
optical  part,  should  be  moved  by  the  left  hand,  while,  the 
heads,  b  Vy  for  the  movement  of  the  stage,  should  be  worked 
by  the  right  hand.  The  other  milled  head,  e,  is  convenient 
when  the  right  hand  may  be  unemployed  with  the  stage 
movements.  The  podtions  of  the  milled  heads,  &  i',  are  ex- 
tremely convenient,  as  the  middle  finger  may  be  placed  under 
ft,  and  the  fore-finger  under  V^  and  the  thumb  passed  from  the 
one  to  the  other  in  the  most  natural  and  easy  manner.  The 
left  hand  is  also  readily  shifted  firom  the  milled  head,  e,  to 
employ  the  fore  or  middle  finger  to  move  the  screw  head,  /• 
Hiis  head  is  connected  with  a  screw  and  lever,  which  makes 
one  revolution  of  it  move  the  optical  part  one-three-hundredth 
of  an  inch*  This  arrangement  affords  an  elastic  movement  to 
the  end  of  the  tube,  as  a  guard  against  injuring  tiie  glasses  or 
the  object  under  examination." 

In  consequence  of  the  improvements  at  this  time  being  made 
by  Mr.  Boss  in  the  illuminating  part  of  tiie  microscope,  which 
will  conaderably  modify  the  general  form  of  the  instrument,  a 
separate  description  wiU  be  given  in  the  Appendix. 
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MB.  boss's  pobtable  achbomatic  compound 

MIGBOSCOPE. 

This  inBtruinent  is  represented  by  fig.  45,  and,  like  the 
laiger  one,  is  supported  on  a  firm  tripod  base,  a,  from  whicli 
rise  two  strong  uprights,  £,  supporting  at  their  upper  parts  the 
trunnions  to  which  the  square  frame,  c,  carrying  the  stage  and 
the  tube,  dy  are  attached.  Within  the  tube,  dy  a  smaller  tube 
is  made  to  slide  up  and  down  by  rack  and  pinion,  the  former 
is  seen  at  n,  the  latter  being  turned  by  the  milled  head,  o; 
this  fonns  the  coarse  adjustment.  To  the  upper  part  of  the 
inner  tube  a  very  stout  arm,  e^  is  attached  by  the  screw,  fy  on 
which  the  arm  may  be  turned ;  into  the  opposite  end  of  the 
arm,  the  compound  body,  y,  is  screwed.  The  fine  adjustment 
consists  of  a  conical-pointed  steel  screw  pressing  against  the 
top  of  a  slit  in  an  inner  tube,  to  the  end  of  which  the  adapter 
for  receiving  the  object-glasses  is  fixed.  The  stage  has  the 
usual  rectangular  motions,  that  from  the  side  being  performed 
by  a  screw  and  nut,  by  turning  the  milled  head,  t,  whilst  the 
up  and  down  movement  is  effected  by  rack  and  pinion,  by 
turning  the  milled  head,  A.  The  stage-plate  is  provided  with 
a  sliding-rest,  ^  by  which  the  distance  of  an  object  from  the 
eentnd  hole  in  the  plate  may  be  regulated  before  focussing ; 
this  answers  the  purpose  of  the  complicated  sliding  frame  in 
the  more  expensive  instruments.  At  the  upper  part  of  this 
Jitage-plate  there  are  two  holes  for  the  reception  of  the  forceps 
and  dde  reflector.  To  the  under  part  of  the  stage  the  achro- 
matic condenser,  the  diaphragm-plate,  the  dark  wells,  and 
polarizing  prism,  may  all  be  adapted  as  in  the  laiger  instru- 
ments; and,  for  convenience  of  package,  the  stage  itself  may 
be  turned  on  a  .pivot,  so  as  to  be  at  right  angles  with  the 
tube,  d*  The  mirror,  7n,  is  mounted  in  the  usual  manner,  and 
is  capable  of  being  raised  up  or  down  the  tube,  d,  on  which  it 
is  supported. 

This  stand,  like  the  preceding,  is  constructed  on  a  plan 
ascertained  by  Mr.  Ross,  after  a  lengthened  series  of  investi- 
gations, to  be  the  most  steady,  and  is  particularly  to  be 
recommended  to  those  whose  means  are  limited,  in  oonse- 
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quenoe  of  its  low  price,  it  being  of  a  form  which  may  be 
added  to  from  time  to  time,  according  to  the  wants  of  the 
employer;  thus,  for  instance,  a  vertical  stand  with  two  eye- 
pieces, ezclusive  of  the  object-glasses,  may  be  procured  with- 
out the  stage  movements  or  the  fine  adjustment,  at  the  small 
cost  of  £4  lOs, ;   and  as  both  the  stage  and  the  compound 
body  are  of  the  same  size  in  the  vertical  as  in  the  perfect 
instrument,  the  fine  adjustment  and  stage  movements  may  be 
added  to  the  former  at  any  time,  and  render  it  as  complete  as 
that  represented  by  fig.  45. 

For  convenience  of  package,  the  compound  body  may  be 
unscrewed  firom  the  arm,  e,  and  the  entire  instrument,  together 
with  condensing  lens,  forceps,  animalcule  cages,  &c.,  be  fitted 
into  a  case  seven-and-a-half  inches  high,  six-and-arhalf  inches 
broad,  and  five-and-arhaif  inches  deep ;  or,  if  preferred,  the 
foot,  a,  may  be  removed  from  the  uprights,  &,  and  the  stage 
being  turned  parallel  with  the  axis  of  the  tube,  d,  the  whole 
will  pack  in  a  flat  box  seven-and-arhaif  inches  long,  five-and-a- 
half  inches  broad,  and  two-and-a-half  inches  deep. 

Mr.  Boss  has  also  made  a  small  complete  microscope  stand, 
which  is  a  perfect  model  of  the  laiger  instrument.  This,  to- 
gether with  all  the  apparatus,  b  packed  in  a  case  nine  inches 
long,  six-ajid-arhalf  inches  wide,  and  three  inches  deep,  and 
forms  a  very  compact  travelling  microscope. 

Besides  the  preceding  instruments,  Mr.  Boss  has  made 
many  other  kinds.  One  of  the  best  of  these  is  described  and 
figured  in  the  article  ^'  Microscope,"  in  the  Penny  CychptBdia  ; 
this  was  the  instrument  having  the  middle-third  of  the  com- 
pound body  supported  by  a  triangular  cradle  on  a  bell-metal 
arm,  which  suggested  to  Mr.  Jackson  the  plan  of  attaching 
the  entire  length  of  the  body  to  an  arm  somewhat  of  the 
same  kind,  but  with  dove-tailed  slides,  for  it  to  move  up  and 
down  on. 

The  stage  which  Mr.  Boss  adapts  to  lus  microscopes  differs 
in  some  few  respects  firom  those  employed  either  by  Mr. 
Powell  or  Mr.  Smith:  the  movements  are  efiected  by  two 
racks  and  pinions  placed  at  right  angles  to  each  otiier,  and 
either  worked  by  milled  heads  placed  underneath  the  stage  at 


j^  J 


THE  OGMFOXJND  MICBOSCOPE.  87 

i^it  an^es  to  the  movementSy  or  eke  aa  seen  in  Plate  1, 
where  they  are  both  in  the  same  plane  with  them;  in  the 
portable  inatroment  there  is,  however,  a  screw  introduced 
imrtead  of  a  rack,  by  which  the  movement  from  side  to  side  is 
effected;  but  the  screw  is  a  fixture,  and  the  stage-plate,  with 
the  milled  head  attached,  is  moved  backwards  and  forwards  on 
the  screw. 

To  all  Mr.  Boss's  instruments  the  achromatic  condenser, 
the  polarizing  prism,  and  other  apparatus,  are  capable  of  being 
adi^yted,  but  there  is  no  draw-tube  to  the  compound  body  in 
either  of  them  for  the  erecting-glass  or  micrometer  eye-piece, 
as  in  ^e  microscopes  of  Messrs.  Smith  and  Beck ;  the  form 
of  eye-piece  employed  by  Mr.  Boss  not  requiring  sudi  an 
addition  in  the  use  of  the  micrometer. 

MESSES.  SBQTH  AKD  BECK'S  LABGE  AGHBOMATIC  GOMPOUin> 

MICBOSGOPE. 

This  instrument  is  represented  by  Plate  3,  and  consists  of  a 
firm  tripod  base,  AAA,  upon  which  two  strong  pilars, 
B  B,  are  screwed:  these  at  their  upper  parts  support  the 
trunnions,  to  whidi  the  bell-metal  arm,  C,  and  the  stage,  E, 
are  attached,  and  by  means  of  which  this  part  of  the  instru- 
ment can  be  inclined  at  any  angle.  The  arm  supports  the 
entire  length  of  the  compound  body,  F,  on  its  inner  edge, 
which  is  ploughed  out  in  such  a  manner  as  to  receive  two 
brass  rods  or  guides  attached  to  the  compound  body;  one  of 
these,  which  is  soldered  to  the  whole  length  of  the  body,  is  of 
a  triangular  figure,  and  to  its  apex  is  screwed  a  thin  flat  piece 
of  metal  of  corresponding  length,  about  five-eighths  of  an  inch 
broad,  and  one-eighth  of  an  inch  thick,  having  a  rack,  or 
sometimes,  two  racks,  cut  on  its  outer  or  unattached  side ; 
the  former  guide  fits  into  a  triangular  channel  ploughed  out 
of  the  arm,  and  the  latter  slides  into  a  channel  of  tlie  same 
shape  as  itself  immediately  at  the  back  of  the  triangular  one ; 
the  triangular  guide  forms  a  firm  support  for  the  body  to  rest 
upon,  and  the  fiat  guide  answers  the  purpose  of  keeping  the 
first  in  close  apposition  with  the  channel,  whilst  by  the  rack 
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at  its  back,  the  moyement  of  the  body  up  and  down  the  arm  is 
effected  by  the  pinion  connected  with  the  milled  heads,  G  Gr, 
which  form  the  coarse  adjustment.  There  is  a  draw-tube  at 
the  upper  end  of  the  body,  into  which  the  eye-pieces  and 
erecting-glass  fit,  and  to  the  lower  end  there  is  added  a  short 
tube,  to  carry  the  object-glasses ;  this  is  moved  up  and  down 
slowly  by  the  nut,  K,  acting  on  the  end  of  a  lever,  and  so 
forms  the  fine  adjustment.  The  stage  adapted  to  this  instru- 
ment may  be  one  of  two  formet,  either  one  whose  movements 
are  effected  by  a  lever,  or  else  so  constructed  that  the  up  and 
down  motion  is  produced  by  a  rack  and  pinion,  and  that  from 
side  to  i^de  by  a  screw,  whose  axis  is  carried  across  to  the 
opposite  side  of  the  stage,  and  there  can  be  turned  by  the  left 
hand.  The  lever  stage  is  represented  as  attached  to  the 
instrument ;  this  is  constructed  after  the  plan  of  that  of  Mr. 
Alfred  White,  and  described  by  him  in  VoL  L  of  the  Tram- 
actions  of  the  Microscopical  Society.  It  consists  of  three  plates 
of  brass,  the  lower  one  of  which  is  fixed,  and  the  other  two 
provided  with  certain  dove-tailed  guides  and  slides,  so  that 
the  upper  one  may  be  moved  by  a  lever,  either  independently 
of  the  middle  one,  or  else  be  carried  along  with  it.  The  lever 
is  seen  at  O ;  it  is  about  five  inches  long,  and  is  loaded  with 
metal  at  its  upper  part,  so  as  to  balance  the  weight  of  the 
stage-plate,  and  at  its  lower  end  is  provided  with  a  ball  work- 
ing in  a  socket  connected  with  the  upper  plate;  about  an 
inch  higher  up  is  another  ball  working  in  a  socket,  P,  in  a 
small  arm  connected  with  the  support  of  the  compound  body, 
C  C.  The  dove-tail  guides  of  the  middle  stage-plate  are 
arranged  horizontally,  whilst  those  of  the  upper  plate  are 
placed  vertically;  when,  therefore,  the  lever,  o,  is  moved 
either  to  or  from  the  support  of  the  compound  body,  both 
stage-plates  will  move  horizontally  in  the  opposite  direction, 
but  when  the  lever  is  moved  in  a  line  parallel  with  the  dde  of 
the  same  support,  then  only  the  upper  one  is  moved ;  and  as 
the  end  of  the  lever  to  which  the  hand  is  applied  moves  in  all 
cases  in  an  opposite  direction  to  that  of  the  ball,  a,  and  as  the 
compound  microscope  always  inverts  the  image  of  the  object 
under  examination,  the  object  will  appear  to  move  in  the 
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of  the  hand.  The  object-plate  is  provided  with  a 
spring  dip,  N,  capable  of  being  slid  up  and  down,  and  of  being 
turned  upon  the  upper  plate  of  the  stage,  and  is  always  moved 
with  it.  To  the  under  side  of  the  stage,  the  diaphragm,  B,  is 
seen  attached.  Mr.  White's  lever  stage,  of  which  t£e  above 
described  is  a  modification,  is  represented  by  fig.  46,  as  fixed 
for  use  to  the  lower  end  of  the  arm  supporting  the  compound 

body.  The  mirror,  S,  is  of 
large  size,  and  is  mounted  on 
a  tube,  W;  it  has  plane  and 
concave  reflecting  sur&ces ; 
the  frame  is  supported  by  a 
semidrcukr  piece  of  brass,  T, 
with  two  pins  for  it  to  turn 
on,  at  U  is  a  joint  on  which  it 
can  be  moved  horizontaOy ,  and 
at  Y  another  joint  for  turning 
it  away  from  the  axis  of  the 
instrument,  so  that  very  ob- 
lique light  may  be  sent  thirough 
the  hole  in  the  stage,  and  by 
means  of  the  short  tube  it  may 
be  slid  up  and  down  on  the 
support,  W.  In  the  arm,  C  C, 
may  be^seen  two  square  holes, 
d  dj  into  these  the  supports  of  the  side  reflector  and  of  the 
small  condenmng  lens  are  made  to  fit,  and  are  kept  firmly 
fixed  by  the  screws,  D  D. 

To  this  instrument,  if  preferred,  another  stage  may  be 
fitted,  as  exhibited  in  Plate  3,  fig.  2,  where  A  represents  part 
of  the  large  arm  for  supporting  the  compound  body,  B  one  of 
the  pillarsi,  C  the  joint,  and  D  the  tube  for  the  mirror.  The 
stage-plate,  E,  carrying  the  object-plate,  F,  is  moved  finom  side 
to  side  by  the  milled  head,  G,  connected  with  a  screw,  whose 
axis  passes  through  to  the  oppoedte  side  of  the  stage,  where 
there  is  another  milled  head,  and  up  and  down  by  a  rack  and 
pinion  connected  with  the  milled  head,  H. 


Fig.  46. 
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IIESSBS.  SMITH  AK1>  BECK's  SMALLKK  AGHBOMATIC 

COMPOUND  MICBOSCOPE. 

This  instrument  is  represented  in  Plate  4,  fig.  1 ;  it  is 
mounted  on  three  feet,  A  A  A^  capable  of  being  closed  to- 
gether;  into  a  circular  plate  attached  to  these  feet  is  screwed 
a  pillar,  B,  having  a  cradle  jdnt,  C,  at  its  upper  part ;  to  the 
joint  is  attached  a  bent  arrn^  D,  grooved  like  that  of  the  larger 
instrument,  and  supporting  in  a  similar  manner  the  compound 
body,  G,  the  triangular  guide  and  rack  being  seen  at  E.    The 
milled  heads,  F  F,  are  for  the  coarse  adjustment    To  the 
bottom  of  the  compound  body  there  is  attached  a  small  tube, 
into  the  lower  end  of  which  the  object-glasses  are  screwed, 
and  to  its  upper  end  a  lever,  the  short  extremity  of  whose 
long  end,  I,  is  capable  of  being  moved  up  and  down  by  the 
nut,  K,  working  on  the  screw,  H,  imd  so  forming  the  fine  ad- 
justment ;  the  tube  is  kept  tight  against  the  nut  by  a  spring, 
which,  when  the  object-glass  is  accidentaOy  brought  in  contact 
with  any  object  on  the  stage,  allows  of  its  retreating  for  a 
short  distance,  and  in  most  cases,  prevents  either  the  object 
or  the  object-glass  itself  firom  being  fractured,  hence  it  has 
obtained  the  name  of  the  safety-tube.     To  the  lower  end  of 
the  arm,  D,  the  stage,  K,  is  screwed;  this  consists  of  two 
plates,  whidi  are  capable  of  being  moved  in  two  directions  at 
right  angles  to  each  other,  by  racks  and  pinions  connected 
with  the  milled  heads,  M  M.     The  object-piste,  L,  is  pre- 
cisely similar  to  that  in  the  preceding  instrument,  and  to  the 
under  side  of  the  stage  all  the  usual  apparatus  may  be  fixed. 
The  mirror,  N,  is  mounted  in  the  ordinary  way  upon  a  semi- 
circular firame,  O,  having  a  pin  passing  through  a  piece  of 
cork  in  the  end  of  the  tube,  P,  on  this  it  can  be  turned  hori- 
zontaQy.     To  render  this  a  cheaper  instrument,  the  stage 
shown  at  fig.  2  may  be  substituted  for  the  adjustable  one.     A 
represents  part  of  the  arm  supporting  the  compound  body,  B 
a  plate  of  brass  attached  by  screws  to  the  lower  end  of  the 
same  arm,  C  the  joint  at  the  upper  part  of  the  pillar.    Upon 
the  plate  B  is  supported  the  object-plate,  D,  capable  only  of 
being  moved  by  the  fingers  in  two  directions,  the  one  verti- 
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cal  and  the  other  drcnlar.  On  account  of  the  feet  folding 
together,  this  microscope  can  be  packed  in  a  flat  box,  the 
thickness  of  which  is  regulated  by  the  breadth  of  the  stage. 
When  more  portable  and  less  espendve  stands  are  required, 
the  two  following  deserve  especial  notice. 

HE8SB8.  SMTIH  AND  BECK'S  ACHROMATIC  COMPOUND 
MICB08C0PES  FOB  STUDENTS. 

m 

Big.  1,  Plate  5,  represents  the  largest  of  these  instruments. 
The  base  is  composed  of  brass,  cast  in  one  piece ;  it  stands  on 
three  feet,  AAA,  £rom  which  proceed  the  two  flat,  upright 
cheeks,  B  B,  haying  a  trunnion  joint  at  C,  on  which  the  stage 
and  the  compound  bod j  are  capable  of  being  turned.    Into 
the  plate,  H,  is  screwed  a  stout  tube,  L,  upon  which  slides 
another  tube  supporting  the  straight  arm,  M.    This  last  is 
ploughed  out  in  the  same  manner  as  the  arm  in  the  huger 
instruments,  and  the  compound  body,  N,  resting  on  the  guides, 
O,  is  moved  up  and  down  it  by  turning  the  milled  head,  P. 
Within  the  tube  at  L,  to  which  alBo  the  arm,  M,  is  attached, 
is  situated  a  spiral  spring,  that  keeps  the  arm,  M,  always 
firmly  in  contact  with  the  plate,  I;  against  this  last  the  fine 
screw,  K,  with  a  graduated  milled  head,  presses ;  when  the 
screw  is  turned,  both  the  arm,  M,  and  the  compound  body 
are  moved  slowly  up  or  down,  forming  the  fine  adjustment. 
The  spring  is  prevented  firom  forcing  the  arm,  M,  out  of  the 
tube,  L,  by  a  stop  situated  just  above  the  miUed  head,  K, 
which  is  not  represented  in  the  figure.     The  stage  is  a  plate 
of  brass,  about  four  inches  long  and  two  inches  wide,  having 
dove-tail  grooves,  in  which  the  frame,  G,  for  holding  the  ob- 
jects, slides  up  or  down,  it  being  readily  moved  by  two  small 
handles  projecting  from  it;  one  of  the  ends  of  the  frame  is 
provided  with  a  socket,  F,  for  the  reception  of  the  forceps  and 
other  instruments.     The  mirror,  D,  is  moimted  in  the  usual 
manner  on  the  semicircle  of  brass,  E,  and  is  capable  of  being 
turned  on  a  large  pin  fitting  into  the  end  of  the  tube  which  is 
attached  to  the  under  surface  of  the  stage. 

The  second  microscope  is  constructed  much  on  the  same 
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plan  as  the  last  described^  but  is  mudi  smaller,  and  only 
capable  of  being  used  in  the  upright  position;  it  is  repre- 
sented by  fig.  2.  The  stand  is  supported  on  three  feet, 
AAA,  haying  two  flat  upright  cheeks,  B  B,  connected  with 
them,  to  the  top  of  these  the  stage-plate,  D,  is  fixed.  The 
tube,  G,  is  screwed  into  the  upper  surface  of  the  stage-plate. 
Within  it,  as  in  the  larger  instruments,  a  smaller  one  slides, 
having  the  arm,  H,  supporting  the  tube,  I,  connected  witii  it. 
Through  the  tube,  I,  slides  very  smoothly  up  and  down  the 
compound  body,  L,  carrying  tiie  eye-pieces  and  object- 
glasses  ;  this  forms  the  coarse  adjustment,  whereas  the  fine 
adjustment  is  made  by  turning  the  screw  with  milled  head, 
E,  which  either  raises  or  depresses  the  arm,  H,  and  the  entire 
compound  body,  L  1,  with  it,  in  the  same  manner  as  was 
described  in  the  preceding  instrument.  A  diaphragm,  K^  is 
fitted  into  the  bottom  of  the  stage-plate.  The  mirror,  C,  is 
supported  on  trunnions  working  in  the  firont  part  of  the 
cheeks,  B  B ;  .but  having  only  a  circular  movement,  hence  it 
is  required  that  the  light  to  illuminate  objects  should  be 
always  in  front  of  it.  A  stand  of  this  description  is  ex- 
ceedingly useftd  for  keeping  on  the  table  where  dissections 
are  going  on,  as  small  portions  of  tiie  dijSerent  tissues  can 
readily  be  placed  under  a  quarter-of-an-inch  object-glass,  and 
be  examined  as  they  are  removed,  tiie  shortness  of  the  stand 
allowing  of  its  being  used  without  much  trouble ;  and  almost 
aU  objects,  for  temporary  purposes,  being  mounted  in  fluid 
between  glasses,  they  are  apt  to  slip  down  when  placed  on 
the  stage  of  an  indined  instrument;  and  as  all  the  large 
microscopes  are  too  high  to  be  used  on  a  table  at  which  dis- 
sections are  carried  on,  witiiout  either  being  inclined  or  the 
dissector  being  obliged  to  get  up  from  his  seat  every  time  an 
object  placed  between  glasses,  witii  or  without  fluid,  is  re- 
quired to  be  examined  in  the  horizontal  position,  this  littie 
instrument  is  extremely  usefiil  for  these  purposes,  and 
two  such,  one  provided  with  a  power  of  forty,  the  other 
witii  that  of  two  hundred,  should  be  always  at  hand; 
they  are  most  efficient  working  tools,  the  cost  of  each 
without  glasses  not  exceeding  £3.     The   sliding   up   and 
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down  of  the  body,  L,  in  the  outer  tube,  I,  forms  a  very  good 
coarse  adjustment,  whilst,  after  the  object-glass  has  been 
brought  sufficiently  near  the  object  by  this  means,  the  fine 
wiU  answer  for  the  remainder.  The  height  of  this  instru- 
ment, when  the  compound  body  and  draw-tube  are  shut 
down,  is  not  more  than  eight  inches,  and  it  is  not  much  too 
lai^e  to  be  carried  in  the  coat  pocket.  With  all  these  micro- 
scopes the  usual  accessory  instruments  are  supplied  if  re- 
quired; many  of  them  difier  in  some  points  of  construction 
finom  those  both  of  Messrs.  Powell  and  Boss,  and  with  them 
will  be  fully  described  in  the  chapter  devoted  especially  to 
the  consideration  of  these  subjects. 

Before  concluding  this  chapter,  the  author  would  direct  the 
attention  of  his  readers  to  the  compound  microscopes  of  Mr. 
Pritchard,  fully  described  in  the  last  edition  of  his  Microscopic 
Illustrations,  where  will  also  be  found  full  directions  for  the 
construction  of  proper  stands,  and  the  methods  of  using  the 
various  microscopes  and  the  pieces  of  apparatus  supplied  with 
them,  with  numerous  illustrations  to  explain  the  same,  all  of 
which  subjects  will  repay  an  attentive  perusal 

A  compound  microscope  constructed  by  Mr.  Varley^  and 
described  by  him  in  the  fifty-fifth  volume  of  the  Trajis- 
actions  of  the  Society  of  Arts,  as  the  Single  Lever  Microscope, 
here  also  requires  especial  notice.  This  instrument  is  repre- 
sented by  fig.  47,  one- third  of  the  real  size,  and  consists  of  a 
hollow  foot,  somewhat  like  that  of  a  bird  in  shape,  from 
which  a  stout  pillar  rises,  having  at  its  top  a  thick,  flat  disc 
of  brass,  a,  with  a  central  hole ;  to  this  the  microscope  is 
joined  by  meaus  of  a  strong  block,  b,  whose  face  is  tum^  to 
fit  against  it ;  a  central  screw  passes  through  the  hole,  and  all 
the  important  parts  of  the  instrument  are  kept  fast  to  the 
block  by  the  screw  nut,  c.  Through  the  block,  b,  slides  the 
loDg  rod,  <f,  agunst  which  a  saddle  is  placed  for  the  screw,  e, 
to  bind  it  fast  at  any  height.  To  the  same  block,  6,  the  back 
plate  of  tiie  stage,  y,  is  fastened;  fix)m  this  is  given  off  the 
arm,  r,  which,  in  conuection  with  the  shorter  arms,  q  q,  sup- 
ports the  fulcrum  of  the  lever,  s,  having  attached  to  it  two 
balls,  the  lower  one  of  which  works  between  two  plates  at  /?, 
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and  the  upper  one  between  two  others  tA  t;  to  the  npper  of 
these  last  the  etaga-^Uie,  h,  cairying  the  object-plate,  y,  is 


Fig.  47. 
jomed.    The  lever  descenda  onffidently  near  to  the  table  to 
enable  the  hand,  whilst  resting  thereon,  to  pull  or  push  it  in 
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any  direction,  and  so  move  the  stage  the  reduced  quantity,  which, 
in  this  case,  is  as  one  to  ox*  To  enable  both  sides  of  the  stage- 
pkte,  hy  to  move  simultaneouslj,  a  parallel  motion  is  added, 
one  of  the  rods  of  whidi  is  seen  at  w.  Whichever  way  the 
balls  and  sockets  move,  the  stage-plate,  A,  obeys  their  mo- 
tionsi,  and  an  observer,  ¥rith  the  lever  in  his  hand,  may  follow 
the  course  of  any  living  object  By  an  error  on  the  part  of 
the  artist,  %.  47  is  reversed;  the  lever  should  be  on  tiie  right 
hand. 

To  the  lower  part  of  the  stage  is  fitted  either  one  of  Mr. 
Valley's  dark  chambers,  or  a  WoUaston  condenser:  Mr. 
Yarley  prefers  the  former,  as  it  is  more  free  from  colour.  At 
the  lower  part  of  the  tube,  z,  into  which  the  rod,  dy  slides^  is 
seen  the  mirror;  tiiis,  as  in  Mr.  Powell's  microscopes,  is 
mounted  on  a  bent  arm,  and,  if  necessary,  by  means  of  a 
sliding  tube,  may  be  moved  up  or  down  the  tube,  z.  The 
tube  of  the  compound  body,  1 ,  is  mounted  by  means  of  a  hollow 
case  or  trough,  2,  having  two  arms,  7,  upon  the  rod,  d^  and  is 
kept  firmly  fixed  in  any  position  by  means  of  a  screw  with  a 
milled  head  and  a  bent  spring.  To  the  back  of  the  tube  is 
soldered  a  rack,  this  is  connected  by  two  saddle-pieces,  3,  with 
a  bar,  4.  A  pinion,  held  in  a  spring,  made  of  plate-brass,  as 
wide  as  the  trough,  is  attached  by  a  screw  to  its  inner  side, 
and  tiie  milled  heads  which  turn  the  pinion  are  seen  on  each 
side  of  the  same  trough ;  by  either  of  these  the  coarse  adjust- 
ment is  efiected.  Through  the  upper  part  of  the  tube,  1,  dides 
that  part  of  the  compound  body  which  supports  the  eye-piece, 
and  to  the  lower  end  is  attached  a  bent  arm,  through  which 
works  the  milled  headnBcrew,  12 ;  above  this  is  another  bent 
arm  connected  with  a  smaller  sliding  tube  bearing  tiie  object- 
glasses;  within  this  tube  is  a  spiral  spring,  the  action  of  which 
causes  the  tube  to  be  pushed  out,  but  this  is  prevented  by 
the  long  arm  of  a  lever,  11,  against  which  the  screw  presses. 
When  the  screw  therefore  is  turned,  the  arm,  11,  is  either 
raised  or  depressed  slowly,  and  by  this  the  fine  adjustment  is 
accomplished.  A  condensing  lens,  27,  is  most  convenientiy 
held  by  a  moveable  arm;  the  curve,  29,  and  joint,  30,  allow  it  to 
be  moved  to  or  firom  the  stage,  either  vertically  or  horizontally, 
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60  as  to  suit  every  purpose.  For  convenience  of  package,  or 
for  applying  Mr.  Varley's  graphic  eye-piece  to  this  instru- 
menty  the  compound  body  and  its  supports,  7,  may  be 
removed  from  the  rod,  <f,  and  the  rod  itself  may  be  drawn  out 
of  the  tube,  z,  so  as  to  allow  of  any  object  not  more  than  three 
inches  thick  being  examined  under  a  lens  of  two  inches  focus. 
Amongst  other  advantages  in  this  microscope,  there  is  added 
to  it  a  small  piece  of  apparatus,  by  which  a  phial  having 
chara  growing  in  it,  or  animalcules  adhering  to  its  inner  sur- 
fece,  may  be  examined  in  a  vertical  position :  many  of  these 
last  would,  in  all  probability,  be  shaken  off  if  the  phial  were 
turned  about  when  inclined.  Also,  by  the  addition  of  the 
graphic  eye-piece,  the  tracing  of  all  kinds  of  objects,  whether 
magnified  much  or  little,  can  be  readily  accomplished.  The 
price  of  this  microscope,  exdufflve  of  the  object-glasses,  varies 
fix)m  £20  to  £30.  Another  very  excellent  form  of  micro- 
scope is  that  constructed  by  Mr.  Dancer,  of  43,  Cross-street, 
Manchester;  if  is  represented  by  fig.  48,  and  consists  of  a 
firm  tripod  of  brass,  from  wHch  rise  two  stout  piUars,  bearing 
at  their  upper  extremities  the  trunnions  that  support  a  slightly 
curved  arm,  to  which  the  stage  and  compound  body  are  at- 
tached, somewhat  after  the  plan  of  that  of  Mr.  Greorge 
Jackson.  The  compound  body  itself  consists  of  two  tubes, 
the  outer  one  being  attached  to  the  arm  by  two  saddle-pieces 
with  screws;  this  tube  is  sprung  at  either  end,  and  within  it  a 
smaller  one  can  be  moved  up  and  down  by  rack  and  pinion, 
turned  by  a  laige  milled  head ;  this  forms  the  coarse  adjust- 
ment, whereas  the  fine  is  effected  by  a  plan  of  Mr.  Boss, 
viz.,  by  a  lever  attached  to  the  small  tube  carrying  the 
object-glasses,  which  is  moved  either  up  or  down  by  a  fine- 
threaded  screw.  The  stage  is  about  four  inches  long,  and  two- 
and-a-half  broad,  and  on  it  slides  an  object-plate  longer  than 
the  stage-plate,  but  about  half  its  breadth.  To  the  front  of 
the  stage  may  be  fixed  the  forceps  and  a  laige  condensing 
lens,  if  necessary.  The  mirror  is  of  the  usual  form,  and  is 
capable  of  being  moved  up  or  down  the  tube  that  connects  it 
with  the  under  surface  of  the  stage,  and  can  also  be  inclined  at 
any  angle.     With  this  microscope,  Mr.  Dancer  supplies  the 
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usual  amotint  of  object-glassee  and  other  apparatus,  and  to  the 
correct  perfarmance  of  the  former  the  author  is  happy  to  add  his 
wiQiDg  testdmony ;  although  lliey  do  not  Burpaaa  those  of 
the  three  principal  makers  iu  this  metropolis  in  their  defining 
ftnd  peoetzatitig  power,  they  are>  neTerthelesSt  capable  of 


I1g.48. 


exhibiting  remarkably  well  the  usual  test  objects,  and  are, 
on  account  <^  their  cheapoees,  highly  to  be  recommended. 
Hie  stand  itself  is  very  well  planned,  and  the  manner  in  which 
the  workmanship  is  executed  reflects  very  great  credit  on  the 
maao&ctnrer.  iSr.  Dancer  has  lately  nude  two  or  three  im- 
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provements  in  the  stand  of  his  instruments ;  the  compound 
bodj  is  now  mounted  upon  a  plan  somewhat  like  that  of 
Messrs.  Smith  and  Beck ;  it  slides  up  and  down  in  a  dove- 
tailed groove  in  the  arm,  but  the  dove-tail  is  turned  the  reverse 
way ;  its  extent  of  motion  is  much  increased,  so  that  the  lowest 
powers  may  be  employed,  and  two  milled  heads  instead  of 
one,  as  heretofore,  have  been  adapted  to  the  rack  movement. 
He  has  also  added  the  moveable'stage,  represented  in  fig.  48,  and 
increased  the  angle  of  aperture  of  the  two  inch,  one  inch,  and  half- 
inch  object-glass  to  the  same  extent  as  those  of  Messrs.  Powell, 
Boss,  and  Smith,  so  as  to  render  them  capable  of  being  used 
with  the  ordinary  long  compound  bodies  and  eye-pieces  of 
high  power. 

Mr.  Fillischer  has  been  a  manufacturer  of  microscopes  in 
this  metropolis  for  the  last  four  years ;  he  supplies  three  kinds 
of  stands.  The  first  and  most  complete  of  these  is  represented 
by  fig.  49 ;  it  consists-  of  a  firm  tripod  of  brass.  A,  similar  to 
that  of  Mr.  Boss,  in  Plate  1 ;  to  this  are  fixed  the  two  curved 
supports,  B  B,  of  a  stout  plate,  capable  of  being  turned  on 
two  trunnions,  one  of  which  is  seen  at  C.  This  plate  forms 
the  under  surface  of  the  stage,  I,  and  to  it  is  firmly  fixed  the 
bent  arm,  D,  supporting  the  compound  body,  which  last  slides 
in  a  dove-tailed  groove,  after  the  plan  of  Mr.  Jackson,  and  is 
moved  up  and  down  by  rack  and  pinion.  There  is  a  draw- 
tube  in  the  compound  body  at  F,  immediately  below  the  eye- 
piece, G ;  the  coarse  adjustment  is  made  by  two  large  milled 
heads,  one  of  which  is  seen  at  E ;  the  fine,  as  seen  at  H,  by  a 
screw  acting  on  the  end  of  a  lever,  a  plan  first  adopted  by 
Mr.  Boss.  The  stage,  I,  is  on  Turrell's  plan,  but  by  a  con- 
trivance of  Mr.  Pillischer's,  it  is  considerably  reduced  in  thick- 
ness ;  the  two  rectangular  movements  being  efiected  by 
turning  the  milled  heads,  K  L,  the  latter  having  a  corre- 
sponding milled  head  on  the  opposite  side  of  the  stage.  The 
mirror,  M,  is  of  the  usual  construction,  and  slides  up  and 
down  a  tube  attached  to  the  under  surface  of  the  stage-plate. 

A  second  microscope  for  students  has  a  foot  and  uprights, 
the  same  as  the  larger  microscopes ;  the  support  for  the  com- 
pound body  is  a  bent  arm,  to  which  is  attached  a  tube,  about 
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Fig  49. 

four  inches  in  length,  through  which  the  compound  body  is 
moved  b  j  a  rack  and  pinion,  as  in  the  microscope  represented 
in  fig.  48,  but  the  rack  is  not  exposed.     There  is  no  fine  ad- 
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juatment ;  the  stage  consists  of  the  usual  sliding-plate»  which 
may  be  moved  up  and  down  by  the  fingers,  or  by  a  lever, 
after  the  author's  plan;  the  under  surface  of  the  stage  is 
supplied  with  a  diaphragm. 

Another  microscope,  made  by  Mr.  Fillischer,  is  contained 
in  a  box  seven  inches  long,  by  four  inches  broad,  and  two-and- 
a-half  inches  deep ;  this  box  forms  the  foot,  and  into  the  cover 
screws  a  tube,  three  quarters  of  an  inch  in  diameter  and  six 
inches  in  length,  lutving  another  tube  sliding  within  it  capable 
of  being  moved  up  and  down  slowly  by  means  of  a  fine  screw ; 
to  this  tube  is  attached  a  strong  arm,  to  which  the  compound 
body,  six  inches  in  length,  is  screwed ;  the  compound  body  is 
also  composed  of  two  tubes,  and  before  being  used,  the  inner 
one  is  drawn  out  two  inches,  to  make  it  die  usual  lengdu 
The  stage  is  of  an  oblong  square  figure,  and  one  of  its  edges 
is  furnished  with  a  tongue-piece  to  slip  into  a  slot  attached  to 
a  short  piece  of  tube  which  slides  up  and  down  the  main 
stem,  And  so  forms  the  coarse  adjustment.  The  mirror  is 
situated  at  the  bottom  of  the  stem,  and  is  mounted  in  the 
usual  manner.  This  instrument  will  answer  for  all  the  pur- 
poses for  which  an  ordinary  microscope  can  be  used,  either  in 
the  inclined  or  vertical  position,  the  inclination  being  given 
by  opening  the  cover  and  keeping  it  in  one  place,  by  means 
of  two  long  hooks.  The  low  price  and  portability  of  this 
instrument  are  its  principal  recommendations. 

Although  the  microscope  stands  of  Mr.  Pilllacher  do  not 
difier  very  materially  in  external  form  from  tLose  previously 
described,  yet,  from  being  very  mmple  in  their  construction, 
he  is  enabled  to  furnish  them  at  a  rather  cheaper  rate  than 
those  manufactured  by  the  more  celebrated  opticians.  The 
Author,  however,  from  what  he  has  seen,  can  speak  well  of  the 
manner  in  which  the  work  is  executed,  and  thinks  that  of 
the  microscopes  manufactured  in  this  metropolis,  the  stands  of 
Mr.  Fillischer  are  next  in  point  of  merit  to  those  of  Messrs. 
Powell,  Boss,  and  Smith. 

Mr.  King,  of  Bristol,  has  been  for  some  years  a  maker  of 
the  stands  of  achromatic  microscopes ;  he  usually  supplies  two 
kinds,  one  very  rimilar  to  that  of  Messrs.  Powell  and  Lea- 
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land,  represented  in  Plate  2,  the  other  somewhat  like  that  of 
Mr.  Ross,  in  fig.  45.  The  first  is  the  largest  and  most  com- 
jdete;  it  is  supported  on  three  inclined  legs,  a9  in  Plate  2, 
bat  the  mode  of  mounting  the  compoimd  body  is  like  that  in 
Plate  1,  and  the  fine  adjustment  is  placed  on  the  top  of  the 
arm,  not  on  one  ude  as  in  Plate  2.  To  this  instrument  may 
be  applied  all  the  usual  apparatus,  moyeable  stage,  achromatic 
condenser,  &a,  with  which  other  first-rate  microscopes  are 
fhrnished.  The  second  microscope  is  smaller  than  the  pre- 
ceding, and  is  intended  chiefly  for  students.  In  form  it  is 
very  omilar  to  that  represented  in  fig.  45,  but  the  uprights 
to  support  the  stage,  wluch  is  of  large  size,  are  shorter;  and 
it  18  not  generally  provided  ¥rith  stage  movements  or  fine 
adjustment 

Mr.  King  makes  no  claim  to  originality  in  the  form  of 
stands  he  adopts,  but  has  selected  what  he  deems  the  best 
points  of  construction  in  those  of  the  first  London  makers. 
The  author  can,  however,  highly  conunend  the  manner  in 
which  the  work  is  executed. 

Report  speaks  well  of  the  stand  of  the  achromatic  microscope 
constructed  by  Mr.  Abrahams,  of  Liverpool,  which  very  much 
resembles  that  of  Mr.  Ross,  in  fig.  45.  The  stage  employed 
in  this  microscope  has  either  a  rack  movement  or  is  one  after 
the  plan  of  the  author,  in  which  two  levers,  capable  of  being 
removed,  are  used  to  ^ve  motion  in  two  opporate  directions. 
Mr.  Abrahams  also  supplies  a  lenticular  achromatic  prism,  as 
a  substitute  for  the  mirror  and  condenser. 

FOBEIOK  MICROSCOPES. 

For  the  information  of  such  of  his  readers  as  may  be 
desirous  of  knowing  what  difference  of  construction  exists  be- 
tween English  microscopes  and  tiiose  employed  on  the  con- 
tinent, the  author  has  thought  it  advisable  to  describe  the 
forms  of  stand  manufactured  by  some  of  the  most  approved 
foreign  opticians.  Amongst  these  Plossel  and  Schick,  of 
Yienna ;  Pistor,  of  Berlin  ;  Chevalier,  Oberhauser,  and 
Nachet,  of  Paris,  deserve  especial  mention. 
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THE  HICB08COFE  OF  BCHIBK. 


Hie  microacope  of  Scliiek  (for  the  loan  of  which  the  author 
is  indebted  to  Mr.  W.  Franda)  is  represented  in  fig.  50 ;  it 
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oonosts  of  a  stout  pillar  of  brass,  A,  supported  on  three  feet, 
BCD,  and  having  at  its  upper  part  a  cradle  joint,  E,  to 
which  is  attached  a  triangular  bar  of  steel,  F,'  upon  which 
slides  the  support,  6  I,  of  the  compound  body,  K,  and  that  of 
the  stage,  N.  The  coarse  adjustment  is  made  hj  the  milled 
head,  H,  by  which  the  compound  body  is  raised  or  depressed 
on  the  triangular  bar ;  but  the  fine,  by  a  long  screw,  L,  having 
a  nut,  M,  attached  to  the  support  of  the  stage,  N,  the  adjust- 
ment being  effected  by  raising  or  lowering  the  stage.  The 
mirror,  O,  is  of  the  usual  construction. 

MIOBOSCOFE  OF  FISTOB. 

The  microscope  of  Pistor,  as  seen  in  fig.  51,  stands  on  three 
feet  of  brass,  ABC,  capable  of  being  folded  together;  these 
support  a  long  steel  bar,  D  £,  upon  which  the  tube,  F, 
carrying  the  curved  arm,  6,  supporting  the  compound  body, 
H,  is  made  to  slide  by  raising  or  depressing  the  handle,  I ; 
this  forms  the  coarse  adjustment.  The  fine  adjustment  is 
effected  by  the  milled  head,  L,  acting  on  a  screw  at  the  upper 
part  of  a  steel  rod,  K,  which  passes  through  a  block  of  brass, 
M,  attadied  to  the  back  part  of  the  triangular  tube,  F ;  to  the 
lower  part  of  this  rod  is  fixed  a  nut  with  a  spiral  spring,  P, 
and  above  it  is  another  block  of  brass,  Q,  attached  to  the 
back  of  the  triangular  bar;  over  this  is  seen  another  piece  of 
brasS)  K,  capable  of  being  moved  up  and  down  the  steel  rod 
by  the  handle,  S.  The  two  milled  heads,  N  O,  serve  to  keep 
secure  the  blocks,  M  K,  to  the  rod,  K ;  when  that  at  N  is  un- 
screwed, the  tube,  F,  and  with  it  the  compound  body,  are 
capable  of  being  moved  up  and  down  the  bar,  so  as  to  form 
the  coarse  adjustment;  but  when  the  steel  rod,  K,  is  fixed 
to  the  block,  M,  by  the  screw,  N,  and  the  spring,  P,  is  kept 
stretched  by  the  block,  R,  and  screw,  O,  the  compound  body 
may  be  slowly  raised  or  depressed  by  the  nut,  L,  which  forms 
the  fine  adjustment.  The  stage,  T,  is  fixed  to  the  triangular 
bar,  it  is  of  small  size,  and  has  two  diagonal  movements  by 
means  of  screws,  the  milled  heads  of  which,  Y  W,  are  gra- 
duated into  one  hundred  parts.  The  mirror,  X,  of  the  usual 
form,  is  attached  to  the  lower  end  of  the  triangular  bar. 
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With  this  instrument  and  the  preceding  are  supplied  ox 
object-glasses,  capable  of  being  employed  singly  or  three  at 
once ;  the  three  smallest  constituting  the  highest  power. 


Fig.  51. 
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THE  MIOBOSCOPE  OF  CHETALIBB. 

Hub  instmmeat,  called  the  uniTereal  microacope,  ib  repre- 
sented by  fig.  52.     The  toatt  or  base,  is  formed  by  the  box 


Fig.  52. 

in  which  die  microscope  is  packed;  into  this  is  screwed  a 
Btout  pillar,  A  A,  supporting  »  square  piece  of  brass,  B, 
having  a  cradle  joint,  C  C,  at  each  extremity.  With  the 
upper  BoHitce  of  this  piece  of  brass,  B  B,  is  connected  the 
compound  body,  D,  having  at  one  end  a  piece  of  tube,  M, 
contuning  a  small  prism,  m  o,  and  at  right  angles  to  it  a 
■mailer  tube,  carrying  the  objeot-ghtasee,  n.    To  the  lower 
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part  of  the  piece  of  brass,  BB,  is  fizedasquare  stem,  EE,  the 
posterior  surface  of  which,  r  r  r,  is  provided  with  a  rack,  by 
means  of  which  the  supports,  G,  of  the  stage,  P,  and  of  the 
mirror,  H,  can  be  raised  or  depressed.  By  this  means  the 
coarse  adjustment  is  formed,  the  fine  being  effected  by  the 
screw,  L  L,  which  moves  the  stage  up  or  down  without 
affecting  the  rack-work.  The  compound  body,  D,  has  a 
draw-tube,  Q,  capable  of  being  moved  out  or  in  by  the  rack, 
B^  and  a  pinion  connected  with  the  milled  head,  S.  This 
microscope  is  generally  used  in  the  position  represented  by 
%.  52,  but  when  the  tube,  M,  is  removed,  and  a  straight 
piece  to  carry  the  object-glass  is  substituted,  it  may  be  con- 
verted into  a  vertical  microscope,  by  means  of  the  joint  C  B, 
or  again  into  a  horizontal  one  by  the  joint  B  C ;  the  prism, 
m  Oy  being  for  the  purpose  of  bending  the  rays,  so  that 
they  may  pass  through  the  compound  body.  In  order  to 
know  when  the  stage,  P,  is  perfectly  horizontal,  a  stop,  F,  is 
fixed  to  the  bottom  of  the  square  stem,  E  E.  The  mirror,  H, 
like  the  stage,  can  be  raised  or  depressed  on  the  stem  by  rack 
and  pinion. 

THE  MICROSCOPE  OF  OBERHAU8ER. 

M.  Oberhauser,  of  Paris,  constructs  two  kinds  of  micro- 
scopes, one  for  dissection,  the  other  for  general  purposes. 
The  former  was  described  in  the  first  edition  of  this  work,  the 
latter  is  represented  by  fig.  53.  It  consists  of  a  circular  foot 
or  base,  four  inches  in  diameter,  loaded  with  lead ;  upon  this  is 
fitted  a  stout  tube,  two  inches  high,  on  which  the  stage  rests. 
This  tube  has  an  oblong  opening  in  front  for  the  light  to  fall 
on  the  mirror,  and  the  tube  itself  is  capable  of  being  turned 
upon  the  foot,  and  the  stage  upon  it,  so  that  not  only  can 
the  light  falling  upon  the  mirror  be  put  in  any  situation,  but  the 
stage,  and  with  it  the  object,  can  be  revolved,  so  that  rays, 
however  oblique,  may  be  thrown  upon  all  sides  of  any  object. 
To  the  stage  is  fixed  the  support  of  the  compound  body,  in 
which  are  contained  the  adjustments;  the  coarse  effected 
by  rack  and  pinion,  and  the  fine  by  a  screw.  A  very  coarse 
adjustment  is  made  by  sliding  the  compound  body  up  and 
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Fig.  63. 

down  the^tube  into  which  it  fits**  The  centre  of  the  stage  is 
made  of  black  glass^  ground  very  smooth,  which  looks  neat, 
and  is  not  easily  soiled  or  scratched. 

nachet's  micboscops. 

The  form  of  stand  adopted  by  M.  Nachet,  to  whom  micro- 
soopists  are  indebted  for  several  ingenious  pieces  of  apparatus 
presently  to  be  described,  is,  in  many  respects,  similar  to  that 
of  Oberhauser,  and  is  represented  by  fig.  54 ;  the  chief  diffe- 
rence in  the  base  of  the  stand  being  the  length  of  the  tube,  F, 
for  the'puipose  of  adapting  the  sliding  frame,  T,  and  lever,  L. 
The  coarse  adjustment  is  made  by  rack  and  pinion,  by  which 
the  tube,  B,  into  which  the  compound  body.  A,  slides  can  be 
moved  up  and  down;  whilst  the  fine  is  effected  by  the  screw, 

*  M.  Oberhauser,  in  his  later  instniments,  has  done  away  with  the  rack 
movement,  and  has  placed  the  milled  head  for  the  fine  adjustment  at  the 
bottom  of  the  support  of  the  compound  body,  instead  of  at  the  top.  He 
has  also  increased  the  length  of  the  compound  body. 
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G>  by  which  the  support  and  the  compound  body  ako  are 
raised  or  depressed.     The  compound  body.  A,  can  not  only 


Fig.  54. 

be  moved  up  and  down  in  the  tube,  B,  but  can  be  taken 
away,  and  another  body  employed  for  the  purposes  of  dissec- 
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tion  may  be  sabstituted,  which  will  be  subsequently  describecL 
The  black  glass  for  the  stage,  and  the  mirror^  togedier  with  all 
the  motions  of  the  tube,  F,  upon  the  foot,  and  that  of  the  stage, 
and  with  it  the  compound  body  upon  the  tube,  are  all  similar 
to  those  of  M.  Oberhauser,  but  the  mode  of  applying  the 
polarizing  apparatus,  achromatic  condenser,  &c.y  beneath 
the  stage,  are  so  very  ingenious,  as  to  require  a  separate 
description. 
In  fig.  55  are  shown  the  stage  and  a  portion  of  the  tube  sup^ 


Fig.  55. 

porting  the  same,  but  in  order  to  render  the  use  of  the  slide, 
T,  more  plain,  it  has  been  represented  as  drawn  out  to  its 
fullest  extent.  In  the  centre  of  the  slide  is  seen  the  tube,  V^ 
which  is  capable  of  being  raised  or  depressed  by  the  lever,  L ; 
into  this  tube,  the  polarizing  apparatus,  the  achromatic  con- 
denser, the  'oblique  prism,  &c.,  are  placed;  the  slide,  T, 
being  pushed  in  as  far  as  it  will  go,  the  tube,  V,  is  then  im- 
mediately imder  the  hole  in  the  stage,  O ;  in  this  position  the 
tube  can  be  raised  or  depressed  as  accurately  as  by  a  screw  or 
mck-work.  The  knobs,  E,  are  for  the  purpose  of  drawing 
out  the  slide,  T,  the  hole  in  the  tube,  O,  is  to  allow  of  the 
movements  of  the  lever.  By  this  arrangement,  any  kind  of 
condenser  or  the  polarizing  apparatus  may  be  placed  under 
an  object  on  the  stage,  without  its  being  in  the  least  disturbed. 
To  this  microscope  M.  Nachet  adds  a  moveable  stage,  composed 
of  a  sliding-plate,  which  is  made  to  move  by  two  screws,  placed 
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diagonally,  a  curved  spring  keepng  the  plate  in  contact  with 
the  screws.  This  stage  has  three  pieces  of  brass  projecting  from 
its  drcomference  to  fit  oyer  the  edge  of  the  stage-plate  of  the 
microscope,  and  by  these  it  can  be  so  elevated  above  the  stage- 
plate,  as  to  allow  <^  light  being  thrown  very  obliquely  under 
any  object,  by  means  of  a  prism  invented  by  Amid,  which 
will  be  described  in  another  part  of  this  work.  The  workman- 
ship of  this  instrument  is  exceedingly  well  executed,  and  of 
the  continental  microscopes,  it  is  certainly  one  ol  the  most 
perfect  and  complete  in  all  its  parts.  The  author  is  indebted 
to  Mr.  Warren  De  La  Bue  for  the  loan  of  the  microscope  d 
which  fig.  54  is  a  representation. 

The  object-glasses  supplied  with  all  the  above-described 
microecopes,  except  those  of  Messrs.  PoweD,  Boss,  and  Smith, 
and  the  lowest,  viz.,  two-inch,  one-inch,  and  half-inch  of  Mr. 
Dancer,  are  all  constructed  nearly  on  the  same  plan,  and  will 
be  described  in  the  chapter  devoted  to  the  '*  Magnifying 
Powers.'* 

Having  noticed  all  the  important  points  in  the  con- 
struction of  the  principal  English  and  foreign  microscope 
stands,  whereby  great  steadiness,  accuracy  of  adjustment, 
portability,  and  other  valuable  requisites  have  been  so  suc- 
cessfully carried  out,  our  attention  must  now  be  directed  to 
the  apparatus  that  may  be  added  to  any  instrument  to  render 
it  complete  for  all  the  purposes  of  scientific  investigation. 


CHAPTEB  IIL 

ACCESSORY  rarSTBUMENTS. 


Besides  the  object-glasses,  the  eye-pieces,  and  the  mirror, 
together  with  the  parts  constituting  the  stand  of  a  microscope, 
such  as  the  compound  body  and  the  stage,  with  the  supports 
and  adjustments  for  each,  it  has  been  found  in  practice  highly 
essential  that  certidn  other  instruments  should  be  supplied. 
These  may  be  divided  into  two  classes;  first,  into  those  which 
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«re  subservient  to  the  itlumination  of  objects,  and,  secondly, 
into  those  for  the  purpose  of  keeping  objects  in,  whilst  they 
are  being  examined,  or  for  preparing  them  for  ezami- 
natioo.  Amongst  the  former  may  be  mentioDect  all  the 
Tarions  Jonds  of  diaphragmB,  coudensers,  illuminators,  po- 
larizing apparatus,  dark  wells,  &c. ;  and  amongst  the  latter, 
the  live  boxes,  animalcule  cages,  fishing  tubes,  &&,  all  of 
which  require  special  notice. 

7%«  Diapkrtxgm. — A  very  usefiil  piece  of  apparatus  applied 
to  the  under  snr&ce  of  the  stage  in  most  microecopea  is  the 
diai^iragm,  represented  by  fig.  66 ;  it  coneiste  of  two  or  more 
plates  of  brass,  one  of  which  is  perfo- 
rated with  four  or  five  holes  of  different 
dzes,  this  plate  is  of  a  drcular  figure, 
and  is  made  to  revolve  upon  anotiiier 
plate  by  a  central  pis  or  ans ;  this  last 
plate  is  also  provided  with  a  h(de  as 
large  as  the  largest  in  the  diaphragm- 
plate,  and  corresponds  in  situation  to 
the  axis  of  the  compound  body.  To 
ascertain  wheu  either  of  the  holes  in 
the  diaphragm-plate  is  in  the  centre,  a 
bent  spring  is  fitted  into  the  second 
plate,  and  rubs  agiunst  the  edge  of  the 
diaphragm-plate,  which  is  provided 
widi  notehes,  so  that  when  either  of 
the  holes  is  brought  into  its  proper 
portion,  the  end  of  the  spring  drops 
into  the  notch.  The  space  between 
the  largest  and  Bmallest  hole  is  greater 
than  that  between  any  other  two ;  this  answers  the  purpose  of 
stopping  off  all  the  light  if  necessary.  The  diaphragm  w 
attached  to  the  under  sur&ce  of  the  stage,  either  by  a  sliding- 
[date,  as  seen  in  the  figure,  or  by  a  short  piece  of  tube 
fitting  into  the  hole  of  the  stage,  and  aecurely  fixed  in  the 
proper  pomtion  by  a  bayonet-joint.  The  former  method  is 
adopted  by  Mr.  Roas  and  Mr.  Smith,  and  the  latter  by  Mr. 
Powell ;    every  part  of  this  instrument  through  which  the 
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light  paases  is  blackened,  so  that  no  other  rajrs  than  those 
from  the  mirror  should  interfere  with  the  illumination.  Tlie 
use  of  the  diaphragm  is  to  modify  the  mjB  reflected  from  the 
mirror,  and  to  limit  the  angle  of  the  pencil  of  light  allowed  to 
fall  on  the  object  under  examination. 

When  a  very  bright  light  is  employed  for  some  time,  the 
eye  will  often  suffer  greatly  &om  fatigue,  and  when  taken 
away  from  the  instrument,  a  dark  spot  will  be  seen  upon  any 
object  that  is  white ;  to  remedy  this  inconvenience,  a  piece  of 
grey  or  neutral  tint  glass  may  be  placed  over  the  hole  in  the 
fixed  plate,  and  when  the  light  is  passed  through  either  of 
these,  it  is  so  very  much  softened,  that  the  relief  afforded  to 
the  eye  is  truly  astonishing. 

Dark  Chamber* — This  instrument,  like  the  diaphragm,  is 
fitted  to  the  under  sur&ce  of  the  stage,  and  is  represented  by 
fig.  57 ;  it  consists  of  a  plate  of  brass,  c,  into  which  is  soldered 

a  short  piece  of  tube,  haying  a  dia- 
phragm or  stop,  a,  in  which  is  an 
aperture  equal  in  area  to  the  field  of 
view  of  the  lens,  and  no  larger; 
below  this  is  a  sliding  tube,  6,  with 
an  aperture  rather  larger  than  that 
at  a;  this  last  can  be  moved  up  and 
down  until  the  light  at  a  is  of  the  greatest  intensity,  the  aper- 
ture at  a  being  always  in  proportion  to  tiie  size  of  the  lens 
employed ;  this  instrument  is  the  contrivance  of  Mr.  Varley, 
and  is  described  by  him  in  the  forty-eighth  voL  of  the  Trans^ 
actions  of  the  Society  of  Arts^  He  applies  it  always  to  his 
instruments,  and  on  account  of  there  being  no  lens  in  its  con- 
struction, the  light  is  not  decomposed;  he,  therefore,  prefers 
it  to  the  WoUaston  light  for  a  condenser.  It  is  always  em- 
ployed with  hk  phial-holder,  and  will  be  again  alluded  to. 

WoUaston  Condenser, — This  instrument,  like  the  preceding, 
is  also  fitted  to  the  under  surface  of  the  stage ;  it  consists  of  a 
short  tube,  in  which  a  planoconvex  lens,  of  about  three-quar- 
ters of  an  inch  focal  length,  is  made  to  slide  up  and  down; 
this  apparatus  k  represented  in  section  by  fig.  19,  or  as 
applied  to  a  microscope  in  fig.  38,  where  the  lens,  set  in  a 
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fimme,  is  moved  up  or  down  by  two  mull  handles.  For  cor- 
rect definition.  Dr.  Wollaaton  employed  a  etop  immediately 
above  the  mirror)  between  the  mirror  and  the  lens,  but 
it  has  been  found  much  better  in  practice  to  apply  the  stop 
between  the  lens  and  the  object ;  thie  improrement  was  made 
by  Dr.  Croring,  and  by  it  the  length  of  tube  employed  is  not 
only  much  shorter  than  that  suggested  by  Wollaeton,  but  the 
definition  is  greatiy  improved  by  the  arrangement.  Dr. 
WoUaston  states  that  "  the  intensity  of  illumination  will  de- 
pend upon  tiie  diameter  of  the  illuminating  lens  and  the  pro- 
portion of  the  image  to  the  perforation,  and  may  be  regulated 
aocoiding  to  the  wish  of  the  observer," 

Aebromatic  Condemer. — The  condeoaer  of  WoUaston,  just 
described,  although  a  very  great  improvement  over  the  ordi- 
nary methods  of  illuminating,  is,  nevertheless,  to  a  cert^n 
extent,  faulty,  in  consequence  of  not  being  supplied  with  an 
achromatic  lens ;  to  remedy  this  inconvenience,  M.  Dujardin, 
in  1840,  contnved  an  instrument  which  he  termed  an  eclairage, 
for  the  purpose  of  illuminating  objects  with  achromatic  light ; 
a  modification  of  this  apparatus  is  now  supplied  with  all  the 
best  microscopes,  and  is  known  as  the  achromatic  condenser, 
and  although  it  is  applied  in  different  ways  to  the  micro- 
scopes of  our  three  eminent  makers,  it,  nevertheless,  coneiste  of 
three  essential  parte ;  viz.,  an 
^^1  achromatic  combination,  an 

adjustment  of  focus  for  the 
same,  and  a  means  of  making 
,/^«rim  ^^  wi^i  of  the  object-glass 
---i^Jg  and  Qf  tijg  condenser  coincide 
exactly.  When  the  com- 
pound body  is  made  to  turn 
away  from  the  stage,  the 
apparatus  for  adjusting  the 
axes  is  very  umple,  and  the 
plan  adopted  by  Mr.  Koss  and 
Mr.  Powell  is  represented  by 
fig.  S8  ;  it  consists  of  two 
tubes,  sliding  one  within  the 
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other,  to  the  outer  one,  b,  is  attached  a  flat  plate,  n,  whidi 
elides  underneath  the  stage,  and  is  adjusted  for  distance  by 
the  screw,  /;  at  c  is  seen  a  milled  head,  which  is  connected 
to  a  pinion,  and  by  means  of  a  rack  attached,  the  inner  tube, 
carrying  the  achromatic  combination,  <Z,  is  raised  or  depressed ; 
the  upper  part  of  the  outer  tube,  b,  is  laiger  than  that  at  r, 
this  is  for  the  purpose  of  allowing  the  milled  ridge  of  the 
achromatic  combination  to  pass  up  and  down  freely.  For  the 
low  powers,  such  «8  the  half  and  quarter  of  an  inch,  the  com- 
bination, df  only  is  used ;  but  with  the  higher  powers,  the 
second  part,  e,  may  be  slipped  over  dy  whereby  the  focal  point 
of  the  illuminating  rays  will  be  materially  lessened  in  diar- 
meter,  although  increased  in  brilliancy.  The  flat  mirror 
is  generally  used  as  the  reflector  or  the  prism  described  in 
page  118. 

When  the  compound  body  can  be  turned  away  from  the 
stage,  the  adjustment  of  the  axes  of  the  illuminator  and  ob- 
ject-glass is  a  very  simple  matter,  the  only  movement  required 

in  the  condenser  is  that  oi 
either    increasing    or    di- 
minishing the  distance  the 
flat  plate,  a,  has  to  slide 
through ;  this  is  done  either 
by  screwing  or  unscrewing 
the  screw,  f,  until  the  spot 
of  light  formed  on  the  ob- 
ject by  the  illuminator  is  in 
the  centre  of  the  fleld  of 
the  object-glass.  But  when 
the  compound  body  is  a 
fixture,  then  it  is  neces- 
sary that    the    condenser 
should  have   two    adjust- 
ments ;  a  section  of  such  a 
condenser   is    represented 
by  %.  59,  as  constructed 
by  Mr.  Boss,     a  a  exhibit 
Fig.  59.  the  plate  by  which  it  is 
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attached  to  the  stage,  b  a  portion  of  Uige  tube,  having  affixed 
to  it  a  ring  of  brass,  into  which  is  soldered  a  smaller  tube 
oarrying  the  pinion  with  a  milled  head,  /;  within  this  tube 
a  Btill  smaller  one,  d,  with  a  screw  at  the  top  to  cany  the 
iliominator,  g,  and  a  diaphragm  at  the  bottom,  to  cut  off  all  ez- 
traneoDs  light,  is  moved  cp  and  down  by  a  rack,  in  which  works 
the  pimon,  e.  The  vertical  adjustment  of  this  instrument  is  made 
by  ihe  ematl  screw  attached  to  the  plate,  a  a,  whilst  all  the  other 
movements  are  effected  by  turning  three  or  more  screws  in 
the  ring  of  brass,  by  which  the  inner  tube  carrying  the  iUnmi- 
nator,  can  be  moved  in  various  directions,  so  as  to  bring  its 
axis  to  coindde  widi  that  of  the  object-glass.  Two  of  these 
screws  are  seen  at  c  uid  d.  This  plan  was  first  suggested  by 
Mr.  KoBS,  and  is  adapted  to  all  his  instruments  in  which  tiie 
ann  carrying  the  compound  body  is  a  fixture.  The  several 
parte  of  the  illunuoator,  g,  unscrew,  so  that  they  may  be  used 
either  combined  or  separate. 

The  achromatic  condenser  supplied  with  the  largest  micro- 
scopes of  Messrs.  Smith  and  Beck,  is  represented  by  figs. 
60  and  61 ;  and  for  the  better  exhibition  of  its  several  parts, 
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the  drawings  have  been  made  of  the  actual  size,  but  in  an 
inverted  position.  In  fig.  60,  c  represents  a  tube  of  brass,  within 
which  a  smaller  tube,  b,  carrying  the  illuminator,  d,  is  moved 
up  and  down  by  turning  the  milled  heads,  a  a.  The  tube,  c,  is 
screwed  into  a  plate  of  brass,  which  turns  upon  another  larger 
plate ;  by  this  last,  the  entire  condenser  is  adapted  to  the  under 
surface  of  the  stage,  it  being  provided  with  a  screw,  f,  at  its 
front  part,  to  regu- 
late the  distance 
that  it  should  be 
slid  in  under  the 
stage,  so  as  to  bring 
the  illuminator,  d, 
into  the  axis  of  the 
object^Iass ;  but 
as  the  arm  sup- 
porting the  com- 
*'     '  pound  body  doea 

not  move  from  side  to  side,  the  adjustment,  to  remedy  this,  is 
rather  more  complicated.  The  brass  plate  into  which  the 
tube,  c,  screws,  is  made  to  turn  upon  a  large  pin,  fixed  to  the 
bottom  plate,  and  by  means  of  a  spring  and  a  small  raised 
block  of  brass,  the  former  is  always  firmly  pressed  against  the 
screw,  e,  as  seen  in  fig.  61 ;  when,  therefore,  tlus  screw  is 
turned,  the  plate,  and  with  it  the  tube,  c,  together  with  the 
illuminator,  are  carried  slowly  from  side  to  dde,  and  when 
the  exact  position  is  found,  tJie  plate  may  be  fixed  by  the 
screw,  ^. 

Mr,  ffenJtam't  Illuminator. — The  principle  of  this  instrument 
conmstB  in  placing  a  dark  well  or  stop  behind  the  object,  and 
causing  an  intense  achromatic  light  to  pass  over  and  around  it  at 
such  an  angle  thatno  rays  can  enter  the  object-^lass,  consequently 
the  field  of  view  appears  quite  dark.  When  a  transparent  object 
is  placed  above  this  dark  well,  it  will  be  rendered  luminous, 
as  it  intercepts  a  portion  of  the  light  which  passes  over  the 
circumference  of  the  dark  well,  and  as  we  see  the  object  with 
its  own  radiant  light  only,  it  will  appear  beantifiilly  illumi- 
nated in  all  its  natural  colours,  on  a  jet  black  ground.     The 
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li^t  reflected  from  a  metallic  eurtace  is  preferred  for  this 
method  of  illuminatioD,  on  account  of  its  purity.  Fig.  62  re- 
presentB  a  section  of 
the  apparatus,  drawn 
half  the  size  of  the 
original,  a  a  is  a  trun- 
cated parabolic  reflec- 
tor, with  a  polished 
mlver  eurAice;  at  the 
apex  of  the  reflector  is 
placed  a  meniscus,  b, 
of  a  focus  and  curva- 
ture suitable  for  cor- 
recting the  aberrations 
caused  by  the  plate  of 
glass  under  the  object. 
At  the  base  of  the 
parabola  is  a  disc  of 
glaBB,'c  c,  in'the  centre  of  which  is  cemented  a  dark  well,  d, 
with  a  flange  equal  in  diameter  to  the  aperture  at  the  top  of 
the  reflector.  The  dark  well  is  less  in  diameter  than  the 
flange,  and  has  a  slitUng  adjustment,  by  which  it  is  nused  till 
the  field  appears  dark  under  the  hi^eet  powers ;  therefore 
the  aperture  of  the  illuminator  must  exceed  that  of  any  of  the 
object-glasses.  The  reflector  is  moved  to  or  from  the  object 
by  means  of  the  rack  and  pinion,  e,  and  has  sinular  adjust- 
ments for  centring,  and  is  fixed  under  the  stage  of  the  micro- 
scope in  the  same  way  as  the  ordinary  achromatic  condenser. 
In  addition  there  is  a  revolving  cUaphragm,^  made  to  slide  on 
the  bottom  tube  of  the  apparatus ;  it  has  two  apertures,  g  g, 
placed  diametrically  opposite,  for  the  purpose  of  obtaining  two 
pendls  of  oblique  light  in  opposite  directions,  which  is  useful 
for  viewing  some  test  objects.  Before  use,  the  axis  of  the 
illnminator  must  be  made  to  coincide  with  that  of  the  object- 
glass  ;  to  efiect  which,  fix  the  apparatus  under  the  stage,  and 
move  the  lateral  or  longitudinal  adjusting  screws,  till  the  hole 
in  the  centre  of  the  cap,  which  screws  on  the  top  of  the  re- 
flector, is  in  the  centre  of  the  field  of  view,  using  the  inch 
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object-glass ;  the  cap  is  then  removed  and  the  object  placed 
on  the  stage,  and  the  light  obtained  from  a  white  cloud  or 
bright  sky,  using  the  plane  mirror;  the  reflector  is  tlien 
moved  to  or  fro  till  the  object  is  best  illuminated.  The  rays 
of  lamp  or  candlelight  must  be  rendered  parallel,  by  means  of 
the  laige  planoconvex  lens  or  condenser,  placed  with  its  flat 
side  near  to  the  lamp ;  the  light  is  then  reflected  through  the 
illuminator  by  means  of  the  plane  mirror,  as  before.  The 
readiest  way  of  ascertaining  if  the  rays  of  light  be  parallel 
and  thrown  in  a  proper  direction,  is  to  hold  a  card  or  sheet 
of  paper  on  the  mirror,  and  adjust  the  distance  of  the  con- 
densing lens  from  the  lamp  till  the  circle  of  light  is  of  the 
same  diameter  as  the  lens  employed,  and  occupies  the  centre 
of  the  mirror.  The  apparatus  just  described  is  made  of 
various  sizes ;  but  as  a  very  intense  light  is  required  for  this 
principle  of  illumination,  it  is  advisable  that  the  reflector 
should  be  of  as  laige  a  size  as  the  stage  fittings  will  admit ; 
for  if  we  double  the  diameter  of  the  reflector,  we  obtain  four 
times  the  quantity  of  light,  the  areas  of  circles  being  to  each 
other  as  the  square  of  their  diameters. 

Prism. — M.  Dujardin,  to  whom  we  are  indebted  for  the 
achromatic  condenser,  found  that  to  produce  the  best  effects, 
a  prism  of  glass,  of  the  form  represented  by  fig.  63,  should  be 

used  with  it,  instead  of  a  mirror,  a  re- 
presents a  short  piece  of  brass  tube,  b  a 
glass  prism,  connected  by  screws  to  the 
tube,  a,  by  two  supports,  c  c  The  tube  is 
made  to  slide  upon  the  end  of  the  con- 
denser, and  to  turn  upon  it  in  such  a  man- 
ner, that,  in  whatever  position  the  lamp  or 
white  cloud  may  be,  the  prism  may  be 
adjusted  to  it;  the  revolution  of  the«prism 
being  performed  upon  the  screws,  the  extre- 
mities of  which  are  conical  and  fit  into  cor- 
responding depressions  in  tiie  side  of  tiie 
prism.  This  instrument  has  some  few  advantages  over  the 
plane  mirror :  the  quantity  of  light  is  greater,  and  all  test 
objects  in  which  delicate  markings  exist,  may  be  shown  to 
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the  best  adrantoge,  in  coasequence  (^  all  the  rays  being  re- 
fleeted  from  the  same  eur&ce,  which  is  not  tlie  case  with  a 
eilTered  glass  mirror. 

Ackromatic  Prrnn  and  Condenser. — This  very  important  in- 
strument, answering  the  purpose  both  of  mirror  and  achromatic 
condenser,  was  presented  to  the  author  by  Mr.  Abrahams, 
optician,  of  Liverpool,  and  is  shewn  of  the  natural  size  in  Sg. 
64.     llie  prism  is  made  up  of  two  kinds  of  glass,  set  in  a 


Fig.  64. 


frame  of  brass ;  the  part  employed  as  the  reflector.  A,  is  of  flint 
glaee,  hollowed  out  at  its  upper  sur&ce,  and  into  this  is  accu- 
rately fitted  a  double  convex  lens  of  crown  glass,  B,  so  contrived 
as  to  have  a  focus  of  about  four  inches.  By  the  tube,  Cr,  the 
prism  can  be  applied  to  the  ordinary  support  of  the  mirror, 
and  by  means  ot  the  flat  semicircle,  D,  and  a  joint  in  the  con- 
nectii^  piece,  F,  it  can  be  turned  in  every  possible  direc^on, 
the  semicircle  .sliding  tiirough  a  spring  clip  at  K  By  this 
instrument  achromatic  condensed  light  may  be  thrown 
upon  any  object  on  the  stage.  The  prism  has  the  usual 
swinging  motion,  accomplished  by  the  frame  turning  on  two 
screws,  one  of  which  is  seen  at  C,  at  the  end  of  the  semi- 
dicie. 

Oblique  I\i»m. — This  instrument,  invented  by  M.  Cachet, 
of  Paris,  is  represented  in  section  by  fig.  65  ;  it  coofflsts  of  a 
prism  of  glass,  having  both  its  surfaces,  a  b  and  c  d,  convex, 
by  which  means  the  rays  of  lights  I,  reflected  firom  the  mirror. 
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HI,  instead  of  passing  on  in  a  straight  line  to  the  object,  1 1,  are 
converged  by  the  first  surface,  b  a,  upon  the  oblique  plane,  r  ; 
from  this  they  are  reflected  to  »,  where  they  receive  a  second 
reflection,  and  are  finally  conveiged  by  the  convex  surface, 

c  dy  upon  an  object,  1 1.  This  prism  is 
set  obliquely  in  a  tube  of  brass,  and 
should  be  so  contrived  that  it  may  be 
revolved,  in  order  that  the  effect  of 
oblique  light  may  be  shewn  upon  all 
parts  of  an  object.  In  the  microscope 
of  M.  Nachet,  the  stage  can  be  re- 
volved, but  in  all  our  English  instru- 
ments, except  those  provided  with  a 
stsge,  such  as  that  proposed  by  Mr. 
Legg,  the  prism  itself  must  be  turned. 
Mr.  Shadbolt  has  given  the  curves 
which  answer  best  for  the  prism,  in  a 
paper  in  the  third  volume  of  the  2Vai»- 
actions  of  the  Microscopical  Society.  In 
the  prisms  first  supplied  by  M.  Nachet, 
the  angle  was  30^,  and  both  upper  and 
under  surfaces  were  convex;  he  now 
makes  the  lower  surface  plane,  and,  as 
it  turns  out,  the  plan  for  some  time 
adopted  by  M.  Nachet  is  precisely  that  determined  mathe- 
matically by  Mr.  Shadbolt. 

The  condensers  of  M.  Nobert,  Mr.  Shadbolt,  and  Mr. 
GiUett,  together  with  a  prism  of  Amici,  and  some  other 
equally  useful  pieces  of  apparatus  concerned  in  the  illumi- 
nation of  objects,  will  be  described  in  Part  IL,  relating  to  the 
**  Use  of  the  Microscope.** 

Polarizinff  Apparatus. — This  consists  of  two  prisms  of  cal- 
careous spar,  constructed  after  the  plan  of  Mr.  Nicol,  of  Edin- 
burgh, and  composed  each  of  two  pieces  of  the  same  spar, 
cemented  together  so  as  to  transmit  a  single  image  only.  One 
of  these  is  mounted  in  a  tube,  and  adapted  to  a  flat  plate  of 
brass,  as  represented  by  fig.  66,  by  which  it  can  be  applied  to 
the  under  surface  of  the  stage-plate,  like  the  achromatic  con- 


Fig.  65. 
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denser ;  upon  this  plate  tte  tube  c&rrying  tbe  prism  is  made  to 
revolve,  by  taming  the  large  drcular  plate  at  the  bottom  with 


Fig.  66. 

a  milled  edge;  this  lower  prism  is  termed  the  polarizer,  in 
contradistinction  to  another  fitted  to  the  top  of  one  of  the 
eye-pieces,  and  termed  the  analyzer.  An  end  view  of  one  of 
the  prisms  is  seen  at  fig.  67,  and  a  vertical  seclion  at  fig.  68. 
When  applied  to  the  mi- 


Pig.  67. 


Fig.  68. 


croscope, 
that  the  axes  of  both  crys- 
tals should  coindde  with 
each  other  and  with  the 
optical  parts  of  the  mi- 
croscope, as  in  the  case 
of  the  achromatie  conden- 
ser; this  may  be  known 
by  revolving  either  of 
the  prisms  after  the  light 
has  been  sent  through 
them  by  the  mirror.  If 
they    are     properly    ad- 


justed, it  will  be  found  that  there  are  two  positions  in  which 
no  light  will  pass  through  the  prisms  at  all ;  if  this  does  not 
take  place,  and  only  part  of  the  field  of  view  is  darkened, 
then,  either  by  turning  the  arm  carrying  the  compound 
body  or  the  screw  in  the  plate  bearing  the  polarizer,  the 
two  can  be  made  to  obscure  each  other ;  they  are  then  in  a 
CMidition  to  be  used.  If  now  a  crystalline  plate  of  sulphate 
of  lime  be  placed  in  the  focus  of  the  object^Iass,  it  will  be 
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seen  that  this  crystal,  in  common  with  many  others,  has  the 
property  of  bending  the  rays  of  light  that  have  traversed  the 
polarizer,  and  of  causing  them  to  pass  through  the  analyzer ; 
according  to  the  thickness  of  the  crystalline  plate,  so  will 
either  a  green  or  red  colour  prevaiL  The  cause  of  these 
appearances,  and  the  various  applications  of  the  pohirizing 
apparatus,  will  be  further  alluded  to  in  the  chapter  devoted 
to  this  subject.  Some  microscopists  employ  a  bundle  of  thin 
glass  plates  for  a  polarizer,  and  a  tourmaline  for  an  analyzer; 
but  the  colour  of  the  latter  renders  its  use  objectionable. 
Candensinff  Lens. — An  indispensable  instrument  f<Mr  llie 

illumination  of  opaque  ob- 
jects, or  of  the  mirror  when  a 
great  quantity  of  light  is  re- 
quired, is  the  condensing  lens 
or  bull's-eye.  This  is  gene- 
rally a  planoconvex  lens  of 
great  thickness,  from  two  to 
three  or  more  inches  in  di- 
ameter, mounted  in  the  man- 
ner represented  by  fig.  69,  on 
a  stem  of  brass  attached  to  a 
heavy  circular  foot.  Upon 
this  stem  a  short  tube,  hav- 
ing another  piece  of  simi- 
lar tube  fastened  into  it  at 
right  angles,  is  made  to  slide ; 
into  this  last  fits  a  short  rod 
or  tube,  to  support  the  lens 
and  allow  of  its  being  in- 
clined at  any  angle.  This 
method  of  mounting  the  lens 
is  adopted  by  Messrs.  Ross 
and  Powell;  but  Mr.  Smith, 
following  Mr.  Tulley,  em- 
ploys the  same  kind  of  stem 
and  foot,  and,  in  addition 
to  being  inclined  at  any  ai^le, 
the    lens    is    provided    with 


Fig.  69. 


Fig.  70. 
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a  swiYel-joint,  as  seen  in  fig.  70,  so  that  it  can  be  brought 
near  to  the  lamp  or  candle  used  as  the  illuminating  body,  with- 
out moving  the  other  parts  of  the  stand. 

Another  very  convenient  way  of  mounting  the  condensing 
lens  is  represented  by  fig.  71,  as  adopted  by  Messrs.  Smith 

and  Beck ;  the  foot,  a, 
is  the  same  as  in  the 
other  instrument,  but 
instead  of  a  solid  stem, 
it  is  provided  with  a 
short  tube,  ft,  into  this 
slides  a  smaller  one,  c, 
having  at  its  upper 
extremity  a  cradle- 
joint,  </,  connected 
with  a  small  tube,  ^, 
through  which  slides 
a  wire  arm,  f,  sup- 
porting a  small  con- 
denser, ff.  This  plan 
of  mounting  a  con- 
densing lens  is  very 
convenient,  it  has  all 
the  motions  of  the  pre- 
ceding instmments, 
with  the  greatadvan- 
tage  that  they  can 
be  efiected  with  one 
hand  applied  to  the 
arm,y. 

A  smaller  lens  is  supplied  with  some  microscopes  for  the 
purpose  of  further  condensing  the  rays  of  the  laiger  condenser, 
or  of  rendering  the  converging  rays  of  the  larger  one  parallel, 
whereby  a  greater  field  of  view  is  illuminated,  a  plan  very 
useftil  where  dissections  are  being  carried  on  under  a  lens. 
One  of  these  instruments  is  represented  by  fig.  72.  The 
method  of  mounting  the  small  lens  is  somewhat  similar  to  that 
last  described;  it  may  be  fixed  into  some  part  of  the  micro- 


Fig.  71. 
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scope  stand,  as  seen  in  Plate  Z  sit  d  d,  or  m&y  be  provided 
with  a  support  of  its  ovn,  as  adopted  b^  Measis.  Powell  and 
Lealand.     K  necessary,  both  the  large  and  small  condenser 


T 


Fig.  72. 
may  be  mounted  on  tbe  same  stem  and  foot,  as  represented  in 
fig.  73,  8  plan  adopted  by  Mr.  Leonard;  by  this  means  the 
two  may  be  used  either  separately  or  combined.      All  the 


Fig.  73. 
diflbrent  methods  of  employing  the  two  forms  of  condensers 
will  be  fiUly  explained  in  the  chapters  devoted  to  the  illumi- 
nation of  opaque  and  transparent  objects. 
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Fig.  74. 


,  Powell  and  Lealand  supply,  with  some  of  their 
micToecopea,  a  diaphragm  of  the  form  repreeented  by  fig.  74, 
n  when   used,   it  is 

I  adapted     to     the 

stand  of  the  large 
condensing  lens, 
and  placed  in  front 
of  the  lamp,  at 
about  eight  inches 
distant  from  the 
mirror ;  it  consiBta 
of  two  plates  of 
thin  sheet  iron, 
blackened ;  one  of 
these  ie  of  a  circu- 
lar figure,  being  provided  with  five  holes  of  different  sizes,  and 
c^>able  of  being  revolved  upon  a  lai^r  plate  in  the  same  way 
as  the  diaphragm  before  described,  as  adapted  to  the  under 
nde  of  the  stage.  When  this  diaphragm  is  need,  an  image  of 
the  fflze  of  the  aperture  employed,  should  be  shown  on  the 
mirror ;  by  this,  only  a  part  of  the  field  of  view  will  be  illumi- 
nated, the  centre  will  be  light,  but  around  the  margin  there 
will  be  darkness;  this  oftentimes  is 
very  useful  in  rendering  very  deli- 
cate markings  more  distinct.  The 
size  of  the  illuminated  spot  will  de- 
pend upon  that  of  the  aperture 
employed,  and  also  upon  the  relative 
distances  of  the  mirror  from  the  ob- 
ject, and  of  the  diaphragm  from  the 

Erector. — Those  microscopes  fur- 
nished with  a  draw-tube  are  capable 
of  having  adapted  to  them  the  erector 
or  erecting  eye-piece ;  this  is  repre- 
sented by  fig,  75,  as  being  screwed 
into  the  lower  end  of  the  draw-tube ; 
it  coumsts  of  a  piece  of  brass  tube, 
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three  inches  in  lengthy  and  five-eighths  of  an  inch  in  diameter, 
as  seen  in  fig.  76,  into  the  opposite  ends  of  which  are  screwed 

two  lenses,  a,  c;  a  being  a  meniscus,  and  c  a 
planoconvex,  and  both  having  their  convex 
surfaces  towards  the  eye-piece  which  is 
situated  in  the  upper  part  of  the  draw- 
tube  ;  between  them  is  placed  a  stop,  b,  with 
a  small  hole  in  it.  The  use  of  this  instru- 
ment is  similar  to  that  of  the  same  arrange- 
ment of  lenses  in  the  eye-piece  of  a  tele- 
scope, viz.,  to  cause  the  image  of  any 
object  to  be  seen  in  the  erect  or  natural 
position.  The  field  of  view  is  also  greatly 
increased,  and  an  object  as  long  as  the  three- 
fourths  of  an  inch,  can  be  taken  in  at  once 
with  the  erector  and  a  two-inch  objectpglass. 
By  pulling  out  the  draw-tube,  and  therefore 
increasing  the  distance  between  the  erector 
itself  and  the  objecirglass,  the  magnifying 
power  of  the  instrument  is  increased,  and  by 
pushing  it  in  again  the  power  is  diminished ; 
so  that  a  microscope  with  a  two-inch  object- 
glass  and  the  erector  can  be  made  to  take 
in  as  much  of  a  rule  as  three-fourths  of  an  inch  in  length 
when  the  draw-tube  is  only  slightly  pulled  out;  and  when 
the  tube  is  drawn  out  to  its  fullest  extent,  it  will  magnify  the 
divisions  on  the  rule  so  much,  that  one-sixth  of  the  same  object 
alone,  will  fiU  the  whole  field  of  view. 

The  erector  was  first  applied  to  the  compound  microscope, 
represented  by  fig.  21,  by  Mr.  Lister ;  it  is  extremely  useful 
for  taking  in  large  objects,  but  more  particularly  for  dissect- 
ing, as  heretofore  the  inversion  of  the  object  by  the  compound 
microscope,  entirely  prevented  any  dissection  being  carried  on 
under  any  of  the  low  magnifying  powers;  but,  with  the 
erector,  it  can  be  done  very  readily. 

Lieberkuhns. — These  are  concave  silvered  specula,  so  named 
from  their  illustrious  inventor;  they  are  attached  to  all  the 
object-glasses,  from  the  two-inch  to  the  one-fourth;  that  for  the 


Fig.  76. 
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Fig.  77. 


half-tQcib  is  represented  by  fig.  77.  The  rays  of  Ught  re- 
flected &om  the  minor,  either  in  parallel  or  coDvergiug 
lines,  are  brought  into  a  focus  upon 
an  object,  placed  between  it  and  the 
miiTOT,  but  not  too  large  to  inteiv 
cept  all  the  U^t  The  object  may 
either  be  mounted  on  glass  in  the 
usual  manner,  or  held  in  the  for- 
ceps, represented  in  fig.  80;  and 
when  too  small  to  fill  up  the  entire 
field  of  view,  or  when  transparent, 
it  is  necessary  to  place  behind  it  one 
of  the  dark  wells  represented  by  fig.  79.  Each  Lieberkubn 
being  mounted  on  a  short  piece  of  tube,  can  be  slid  up  and  down 
on  the  ontfflde  of  the  object-glass,  so  that  the  mftximnm  of  illu- 
mination may  be  readily  obtained.  In  all  the  higher  powers, 
the  end  of  the  otject^laas  is  turned  small,  and  passes 
throi^h  the  aperture  in  the  centre  of  the  Lieberkubn,  but  in 
the  lower  powers,  the  distance  of  the  object^lass  from  the 
object  will  allow  a  Lieberkuhn  of  sufficient  raze  to  be  used 
without  the  above  arrangement. 

Side  Reflector. — As  a  substitute  for  the  Lieberkuhn,  Mr. 
Boss  supplies  with  his  microscopes  what  he  terms  a  «de-illu- 
minator  or  reflector ;  it  consists  of  a  concave  speculum  of  a 
rectangular  figure,  highly  polished  and  mounted  on  a  jointed 
arm,  as  represented  by  fig.  78;  like  the  small  condensing 
lens,  it  is  attached  to  some  immovable  part,  or,  still  better, 
to  the  body  of  the  instrument,  and  parallel  rays  of  light 
from    the    lamp    are    thrown    upon    it    by    the    bull's-eye 
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placed  close  to  the  lamp;  by  means  of  the  jointed  ann» 
the  light  may  be  reflected  from  it  upon  any  object,  how- 
ever large,  on  the  stage.  This  is  much  better  than  a 
Lieberki^  for  most  purposes ;  for,  with  the  latter,  the  ob- 
jects cannot  exceed  a  certain  size,  otherwise  the  greater  portion 
of  light  from  the  mirror  will  be  intercepted  in  its  passage ;  it 
has  also  this  advantage  over  the  Lieberkuhn,  that  not 
only  is  a  greater  amount  of  light  condensed  upon  any 
object,  but  being  thrown  obliquely,  many  minute  markings 
can  be  seen,  which  the  vertically  reflected  light  is  unable  to 
bring  out. 

Dark   Stops  or    fVeUs. — These  consist  of  small  cup-like 
pieces  of  brass,  mounted  on  wire  stems  or  supports ;  th&  shapes 

generally  employed  are  represented  by  fig.  79. 
They  are  used  with  the  Lieberkuhns,  and 
three  different  sizes  are  usually  supplied  with 
the  best  microscopes,  the  largest  being  always 
employed  with  the  lowest  power  object-glasses. 
Their  use  is  to  cut  off  all  the  rays  of  light  that 
would  otherwise  pass  into  the  object-glass, 
hence  they  are  required  in  all  cases  where  the 
object  to  be  viewed  is  transparent.  The  long 
stem  fits  into  a  small  arm  attached  to  the 
under  surface  of  the  stage,  and  capable  of 
being  moved  into  the  centre  of  the  aperture 
therein,  and  by  it  the  well  at  the  top  can  be 
raised  up  so  high,  as  nearly  to  touch  the  object 
itself;  the  cup-shaped  form  is  used,  in  order 
that  the  bottom  may  not  be  sufiSciently  illumi- 
nated to  form  a  light  ground  to  the  object, 
which  might  happen  if  a  disc  were  employed. 

Forceps. — For  the  purpose  of  holding  minute  objects,  such 
as  parts  of  plants,  or  insects,  to  be  examined  either  as  trans- 
parent or  opaque  objects,  various  fonns  of  forceps  have  been 
contrived.  The  most  useful  of  these  is  represented  by  fig.  80. 
It  consists  of  a  piece  of  steel  wire,  about  three  inches  long, 
which  slides  through  a  small  tube,  connected  to  a  stout  pin  by 
means  of  a  cradle-joint ;  to  one  end  of  the  wire  is  attached  a 
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piur  of  bladesy  fitting  closely  t<^ther  by  their  own  elastidty, 
but  which,  for  the  reception  of  any  object,  may  be  separated 


Fig.  80. 

by  pressing  the  two  projecting  studs;  to  the  opposite  end  of 
the  wire  is  adapted  a  small  brass  cup,  filled  with  cork,  into 
which,  pins  passed  through  discs  of  cork,  cardboard,  or  other 
material  having  objects  mounted  on  them,  may  be  stuck ;  or, 
if  preferred,  instead  of  the  cork,  a  pair  of  blades,  fitting  accu- 
rately together,  may  be  employed,  with  small  notches  in  each, 
to  receive  the  pins.  With  all  the  old  microscopes,  one  end  of 
the  wire  carrying  the  forceps  was  made  pointed,  and  to  it  was 
adapted  a  small  cylindrical  piece  of  ivory,  having  one  of  its 
ends  white  and  the  other  black,  on  these  surfaces  the  objects 
for  examination  were  laid.  Mr.  Boss  and  Mr.  Smith  some- 
times supply  a  pair  of  three-{»x)nged  forceps ;  the  prongs  are 
made  of  steel  wire,  ciurved  and  pointed  at  one  end,  and  by 
means  of  a  sliding  ring,  capable  of  being  opened  or  closed.  An 
instrument  of  this  kind  was  in  use  as  long  ago  as  1787,  and  is 
figured*  in  the  work  oF  the  younger  Adams,  published  in  that 
year*  The  method  of  using  these  different  forms  of  forceps  is 
extremely  simple :  the  object-plate  of  the  stage  of  the  micro- 
scope has  one  or  more  holes,  into  which  the  pin  of  the 
forceps  may  fit;  on  this  pin  they  may  be  turned  in  a  hori- 
zontal direction,  and  by  the  joint  above  the  pin  they  may  also 
be  inclined  at  any  angle;  when  once  adjusted,  the  stage 
movements  mil  suffice  to  bring  all  the  parts  of  the  object 
which  they  hold  into  the  field  of  view  in  succession.  With 
some  of  the  foreign  microscopes  are  supplied  other  forms  of 
forceps,  constructed  after  the  plan  of  our  spring  pliers  or 
scissora;  one  of  these,  with  flat  lips  for  holding  objects,  se- 
cured to  the  object- plate  of  the  stage,  and  another,  either  held 
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in  the  hand,  or  dmilarly  attached  to  the  opposite  side  o£ 
the  same  plate,  but  provided  with  cutting  edges  like  the  pair 
of  scissors  said  to  have  been  invented  by  Swammerdam,  are 
employed  together;  the  former  of  these  retains  the  subject 
firmly  whilst  it  is  being  cut  by  the  latter.  These  forceps  will 
be  again  alluded  to  in  the  chapter  devoted  to  dissecting  in- 
struments. 

Animalcule  Cages. — Instruments  known  by  the  name  of 
"  live  boxes  "  have  been  in  use  for  many  years>  and  all  the  old 
microscopes  were  furnished  with  them ;  they  consbted  of  a  brass 
cell,  fix>m  three-quarters  to  one  inch-and-a-quarter  in  diameter, 
into  which  a  plajioconcave  glass  was  made  to  drop ;  upon  the 
concave  side  die  insect  was  placed  for  examination,  and  a  flat 
piece  of  glass  of  the  same  size,  but  fastened  into  the  bottom  of 
another  cell,  could  be  screwed  down  upon  the  insect,  so  as  to 
prevent  its  movement ;  this  instrument  has  now  been  entirely 
superseded  by  more  convenient  forms,  and  amongst  them  may 
be  mentioned  the  animalcule  cage  of  Mr.  Tulley,  and  the 
capillary  tablets  of  Mr.  Yarley.  The  animalcule  cage  sup- 
plied with  the  compound  achromatic  microscope  of  tiie  late 
Mr.  Tulley  is  represented  by  fig.  81 ;  it  consists  of  a  plate 

of  brass,  from  three  to  four 
inches  in  length,  to  the  middle 
of  this  was  attached  a  piece  of 
brass  tube,  about  three-quarters 
of  an  inch  in  diameter.  Into  the 
Fig.  81.  top  of  which  was  fastened  a  plate 

of  thick  glass ;  over  this  tube  an- 
other short  one,  having  a  cover  of  thin  glass  cemented  to  a 
rim  at  its  top,  is  made  to  slide ;  this  last  tube  is  sufficientiy 
short  to  allow  the  thin  glass  cover  and  the  plate  in  the  fixed 
tube  to  be  brought  into  contact  The  drop  of  water  contain- 
ing the  animalcules  to  be  examined,  is  put  upon  the  piece  of 
plate-glass,  which  may  be  termed  the  object-plate,  and  the 
tube  containing  the  thin  glass  cover  is  then  to  be  slid  down 
carefully,  so  that  the  drop  may  be  flattened  out ;  in  order  to 
allow  the  contained  air  to  escape  in  the  sliding  down  of  the 
cover,  a  small  hole  is  drilled  in  the  top ;  this  may  be  subse- 
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qoently  closed  with  sealing-wax,  if  it  be  required  to  preaerre 
the  fluid  for  future  examinatJon. 

Afr.  V&rley,  in  the  year  1831,  greatly  improved  this  form 
of  instrnmeDt,  aod  gave  to  it  the  name  of  capillary  tablet  or 
cage,  io  a  paper  published  in  the  forty-eighth  volume  of  the 
"lytauactumt  of  the  Society  of  Arts.  Thia  great  improvement 
conssts  in  maldng  a  channel  all  round  the  object-plate,  so  that 
the  fluid  and  the  animalcules  in  it  are  retained  at  the  top  of 
the  object-plate  only,  by  capillary  attraction,  and  will  bear  turn- 
ing about  in  all  directions  without  leaving  the  top,  provided  it 
be  not  suddenly  diaken.  The  cover  also  is  made  to  screw 
down  upon  the  object-plate,  and  not  to  slide  as  in  the  pre- 
viously described  instrument;  but  in  practice  it  has  been 
found  most  convenient  to  adopt  the  sliding  tube,  as  the  act  of 
■crewing  sometimes  deranges  the  objecta  The  plate  of  braaa 
to  wluch  the  tube  supporting  the  tablet  and  cover  is  attached, 
is  of  a  drcular  figure,  sUghtly  flattened  on  two  oppoute 
(odea,  for  ccmvemence  of  pack^e,  as  several  of  them  can  be 
contained  in  a  small  cylindrical  case.  The  improvement  made 
by  Hr.  Varley,  in  the  object-plate  or  tablet,  is  now  adopted 
by  all  our  firat-rate  microscope  makers,  but  with  some  few 
alight  modifications ;  one  of  these  inatruments,  as  constructed 
at  the  present  time,  ia  represented  by  fig.  82  in  elevation,  and 
in  section  by  fig.  83. 
A  B  in  both  figures  ex- 
hibit the  flat  plate  of 
braes  to  which  the  short 
tube,  carrying  the  object- 
plate,  or  tablet,  is  fixed; 
d,  fig.  83,  exhibits  the 
piece  of  brass  into  which 
the  tablet,  c,  ie  fastened, 
b  the  tubular  part  of  the 
cover,  into  the  rim  of 
"*'  which  the  thin  plate  of 

glaaa,  a,  is  cemented-  This  thin  glass  cover  is  oft«n  either 
broken  or  becomes  uncemented ;  to  remedy  the  inconvenience 
of  re-cemenling,  Mr.  Powell  adopts  a  very  excellent  plan,  by 
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which  a  new  cover  can  be  adapted  with  little  trouble;  the 
tubular  top  is  provided  with  a  screw,  upon  the  edge  of  which 
the  cover  of  thin  glass  or  mica  ie  lud,  over  this  a  cap  is  screwed 
to  keep  the  cover  firoL  ¥ig.  84  representB  the  tubular 
top,  with  its  screw  cap,  and  fig.  85  a  eection  of  the  entire 
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Fig.  84. 

inBtrument,  A  B  being  the  flat  support,  c  the  object-plate  or 
tablet,  d  the  channel  around  the  same,  b  the  tubular  top  with 
its  screw-cap,  e,  holding  down  the  thin  glass  cover,  a.  WLen 
the  glass  cover  is  of  tolerably  stout  glass,  these  cages,  beatdes 
being  only  employed  for  animalcules,  may  be  used  for  com- 
presaing  such  objects  as  are  soft,  but  still  too  opaque  to  be 
seen  through.  When  diese  are  moderately  compreseed,  tbur 
structure  is  readily  made  out ;  but  an  instrument  constructed 
for  this  purpose  espedally,  and  known  as  the  Compressorium, 
will  be  presently  described. 

To  tue  these  animalcule  cagea,  all  that  is  necessary  ie  to 
pkoe  a  amall  quantity  of  the  fluid  containing  the  animalcules 
upon  the  object-plate  or  tablet,  and  to  slide  the  cover  careiiilly 
until  the  drop  la  flattened  out  to  the  required  d^;ree  of  thin- 
ness; tlua  should  never  exceed  tlie  size  of  the  tablet  itself. 
When  the  drop  of  fluid  is  made  flat,  the  objects  it  contuns 
may  not  only  be  viewed  with  great  ease  and  convenience,  but 
they  may  be  carried  about  and  kept  for  some  con^derable 
time  under  observation ;  tlie  capillar  attraction  will  preserve 
the  fluid  between  the  two  glasses,  and  no  shaking  or  turning 
that  is  not  sudden  will  injure  them  in  the  least.  When  more 
fluid  than  is  necessary  is  placed  upon  the  bottom  glass,  the 
excess  will  escape  into  the  channel,  and,  in  all  probability, 
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most  of  the  animalcules  with  it ;  in  this  case,  it  is  by  far  the 
best  plan  to  wipe  away  all  the  fluid  from  the  bottom-plate 
and  the  channel^  and  make  the  latter  and  the  under  suriace  of 
the  thin  glass  cover  perfectly  dry  before  another  drop  is  put 
upon  the  bottom  glass,  otherwise  the  channel,  when  once 
made  wet,  will  attract  the  fluid  agun.  In  the  animalcule 
cages,  or  live  boxes,  manufactured  by  Mr.  Pritchard,  the 
bottom  plate  of  glass  is  ruled  with  fine  lines,  the  one-hun- 
dredth part  of  an  inch  or  less  apart,  to  serve  as  a  micrometer. 
When  used  dry,  the  lines  are  visible,  but  when  fluid  is  inter- 
posed, they  can  not  only  hardly  be  seen,  but  all  measurements 
made  by  such  micrometers  are  manifestly  incorrect  with 
objects  of  any  degree  of  thickness,  as  their  true  outline  is  not 
in  focus  at  the  same  time  as  the  lines  of  the  micrometer ;  this 
point  will  be  particularly  dwelt  upon  in  the  chapter  devoted 
to  the  measurement  of  objects,  but  in  this  place  it  merely 
requires  to  be  noticed  in  connection  with  the  instrument  to 
which  it  is  applied. 

Fishing  Tvbes  for  Animalcules. — These  consist  of  tubes  of 
glass,  about  nine  inches  in  length,  open  at  both  ends,  and  from 
one  eighth  to  one-fourth  of  an  inch  in  diameter ;  the  ends 
should  be  nicely  rounded  ofi'in  the  flame  of  the  blow-pipe ;  some 
of  them  may  be  straight,  as  shown  by  A,  fig.  86,  whilst  others 
should  be  drawn  out  to  a  fine  point,  as  C,  or  curved  as  B,  D ; 
in  short,  they  may  be  made  of  either  of  the  shapes  represented 
in  fig.  86,  all  of  which  have  been  found  exceedingly  usefuL 
Mr.  y arley,  to  whom  we  are  indebted  for  this  valuable  inven- 
tion, describes  the  method  of  using  them  in  voL  forty-eight  of 
the  Transactions  of  the  Society  of  Arts.  Supposing  the  ani- 
malcules about  to  be  examined  to  be  contained  in  a 
phial  or  glass  jar,  as  in  fig.  87 ;  having  observed  where  they 
are  most  numerous,  either  with  the  naked  eye  if  they  are 
large,  or  with  a  pocket  magnifier  or  the  watchmaker's  lens 
described  at  page  50  if  they  are  small ;  either  of  the  glass 
tubes,  having  one  end  previously  closed  by  the  thumb  or  fore- 
finger wetted  for  the  purpose,  is  introduced  into  the  phial  in 
the  manner  represented  by  the  figure ;  this  prevents  the  water 
from  entering  the  tube,  and  when  the  end  is  near  to  the 
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object  which  it  is  wided  to  obtain,  the  finger  is  to  be  quickly 
removed  and  as  quickly  replaced;  the  moment  the  fii^^  is 
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taken  ofl^  the  atmoapheric  pressure  will  force  the  water,  and 
with  it,  in  all  probability,  the  desired  objects  up  the  tube ; 
when  the  finger  has  been  replaced,  the  tube  contiuiung  the 
fluid  may  be  withdrawn  irom  tlie  phial,  and  as  the  tube  is 
almost  certain  to  conttun  much  more  fluid  tlian  is  requisite, 
Mr.  Varley  adopts  the  following  plan  for  getting  rid  of  the 
excess. 

Being  provided  with  some  watch  glasses  aad  some  pieces  of 
plane  glaaa,  if  the  tube  should  contun  more  fluid  than  is  neces- 
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8ary»  the  entire  quantity  must  be  dropped  into  a  watch  glass, 
which  spreads  it,  and  the  insect  may  be  again  caught  by 
putting  the  tube  over  it,  when  a  small  quantity  of  fluid  is 

sure  to  run  in  by  capillary  attraction ; 

Nthis  small  quantity  is  to  be  placed  upon 
the  tablet ;  but  should  there  be  still  too 
much  for  the  tablet,  if  it  be  touched 
^^^^^^^S^^m      with  the  tube  again,  it  will  be  diminished; 

and  should  the  object  be  wanting,  the 
^^^  fluid  must  be  wiped  off,  and  the  opera- 

^^^  tion  repeated  until  we  are  satisfied  of  its 

^^  presence. 

jI If  we  wish  to  place  several  individuals 

t(^ether  on  the  tablet,  it  is  necessary  that 
each  should  be  taken  up  with  the  smallest 
amount  of  water;  to  effect  this,  Mr. 
Varley  suggests  that  the  tube  should  be  emptied  on  a  slip  of 
glass,  in  separate  drops,  as  in  fig.  88,  and  with  one  of  the  capillary 
tubes,  but  little  larger  than  enough  to  catch  them,  they  may  be 
lifted  out  one  by  one,  and  be  placed  on  the  tablet  Generally 
speaking,  it  is  necessary  to  add  a  small  quantity  of  vegetable 
matter  to  animalcules  to  keep  them  alive  ;  and  as  many 
species  of  them  are  found  on  confervas  and  duck-weed,  some 
instrument  is  required  to  take  small  portions  of  these  plants 
out  of  the  jar  in  which  they  are  growing ;  for  this  purpose 
Mr.  Varley  has  contrived  the  forceps  represented  by  fig.  89 ; 
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Fig.  89. 

they  axe  made  of  brass  or  German  silver,  with  points  a  little 
curved;  to  keep  them  accurately  together,  they  are  provided 
with  a  hole  and  steady  pin.  Being  thin  and  easily  closed,  they 
answer  very  well  to  put  into  a  phial  and  take  out  small  portions 
of  v^etable  matter ;  but  when  jars,  such  as  those  in  which 
chara  or  vallisneria  are  kept,  are  deep,  then  the  long  forceps. 
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the  invention  of 
and  represented 


Fig.  90. 


the  author's  late  brother^  Mr.  Edwin  Quekett, 
by  fig.  90,  will  be  found  extremely  useful. 
They  should  bemade  either  of  brass 
or  German  silver,  and  may  be  of  any 
length,  from  nine  inches  upwards. 
The  central  part  is  a  piece  of  wire 
about  one-eighth  of  an  inch  in 
diameter;  its  upper  end  is  fas- 
tened to  a  flat  piece  of  metal,  bent 
round  into  two  loops,  as  repre- 
sented by  fig.  90,  for  the  first  and 
second  finger  of  the  right  hand  to 
be  placed  in.  The  lower  part  of 
the  wire  is  split,  and  having  been 
well  hammered  to  make  it  springy, 
is  bent  into  the  form  of  a  paur  of 
forceps.  On  the  outside  of  the 
wire  is  a  piece  of  tube  about  one- 
fourth  of  an  inch  in  diameter,  and 
shorter  than  the  wire ;  to  its  upper 
part  is  soldered  a  piece  of  smaller 
wire,  bent  into  the  form  of  a  ring. 
The  use  of  this  instrument  must 
be  obvious  from  the  figure;  the 
first  and  second  finger  of  the  right 
hand  being  placed  in  the  two 
loops,  the  thumb  is  put  into  the 
ring  at  the  top,  the  wire  by  the 
fingers  is  kept  steady,  and  by  the 
motion  of  the  thumb  the  tube  is 
raised  or  depressed ;  when  the 
tube  is  raised,  the  blades  of  the 
forceps  beingspringy,  open  readily, 
and  when  the  thumb  is  depressed, 
the  blades  are  as  easily  dosed. 

This  pair  of  forceps  will  be  found 
very  useful  for  taking  hold  of  small 
pieces  of  valisneria  and  chara,  and 
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a  pair  of  blades  may  be  applied  to  them  for  the  purpose  of 
cutting  off  portions  of  these  plants  close  down  to  the  roote, 
even  in  tall  jars  that  are  too  small  to  admit  of  the  intro- 
duction of  the  hand. 

OOMPBESSOBIUM. 

The  compressorium  is  an  instrument  by  which  objects  may 
be  gradually  compressed  between  two  parallel  plates  of  gkss. 
The  pressure  may  be  applied  whilst  tlie  object  is  being  ex- 
amined with  the  microscope,  and  may  be  kept  up  at  will,  so 
that  the  alteration  which  it  assiunes,  as  the  pressure  is  being 
applied,  can  be  observed  with  facility ;  it  is  extremely  usefid 
for  crushing  or  compressing  such  objects  as  are  so  thick  that 
the  light  cannot  readily  be  transmitted  through  them,  or  for 
making  flat  others  the  elasticity  of  which  is  sufficient  to  raise  up 
the  thin  cover  when  they  are  placed  between  glasses  to  be  viewed 
in  the  ordinary  way.  There  are  many  kinds  in  use,  some  of 
foreign,  others  of  home  invention.  The  most  simple,  and  the 
one  in  which  tiie  power  employed  cannot  exceed  the  force  of 
two  spiral  springs,  is  made  by  Mr.  Smith,  after  a  plan  of  Mr. 
Lister's,  and  is  represented  by  fig.  91.     It  consists  of  a  bottom 


Fig.  91. 

plate  of  brass,  to  tiie  centre  of  which  is  attached  a  piece  of  tube 
having  on  its  outside  a  short  screw,  on  which  works  a  large 
circular  nut,  with  a  milled  head ;  to  the  inside  of  the  tube  a 
circular  piece  of  plate-glass  is  fixed,  projecting  slightly  above 
its  edges ;  this  may  be  called  tiie  object-plate ;  two  small  up- 
right rods,  fastened  into  the  bottom  plate,  are  provided  witii 
spiral  springs,  their  tops  being  surmoimted  by  small  nuts, 
which  keep  the  springs  in  place.  A  plate  of  brass,  witii  a 
hole  in  it  larger  than  the  object-plate,  is  made  to  sUde  up  and 
down  the  rods  in  a  state  of  parallelism,  by  means  of  the  large 
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circular  nut;  and  two  wedge-shaped  tongues  of  watch  spring 
are  placed  between  the  spiral  springs  and  this  plate.     These 
tongue-shaped  springs  are  capable  of  being  moved  round  upon 
the  rods,  and  are  for  the  purpose  of  conununicatSng  pressure 
to  a  thin  plate  of  glass  resting  upon  the  plate,  which  is  pre- 
vented from  sliding  off  by  a  raised  edge.     The  plate  carrying 
the  thin  glass  cover  is  capable  of  being  raised  or  depressed  at 
will,  by  means  of  the  circular  nut.     It  will  be  seen,  that 
when  the  plate  carrying  the  thin  glass  cover  is  raised  up  as 
high  as  it  will  go  by  the  milled  nut,  the  cover  will  not  touch 
the  lower  plate  of  glass ;  when  this  is  the  case,  the  instrument 
is  ready  for  the  reception  of  an  object.     The  ends  of  the  little 
steel  springs  must  be  lifted  up  by  the  finger-nail  or  some 
thin  instrument,  and  then  rotated  so  hr  outwards,  as  to 
get  them  clear  of  the  cover.     The  cover  being  lifted  off,  the 
object  is  to  be  placed  upon  the  bottom  plate  with  as  much 
fluid  as  necessary,  and  the  cover  being  replaced,  the  springs 
may  be  lifted  up  and  turned  back  to  their  original  position. 
If  now  the  nut  be  screwed  down,  the  spiral  springs  will  cause 
the  plate  to  follow  the  nut,  and  when  the  nut  has  been  turned 
{Seut  enough  to  allow  the  cover  to  come  in  contact  either  with 
the  object  or  the  fluid,  it  will  be  noticed  that  as  the  screwing 
is  being  proceeded  with,  both  the  fluid  and  the  object  will 
be  more  and  more  flattened,  until  it  arrives  at  a  maximum. 
If  the  screwing  be  continued  ftirther,  the  nut  will  leave  the 
plate  carrying  the  thin  glass  cover,   and   the  cover  itself 
will  remain  pressed  down  upon  the  object-plate  with  all  the 
force    exerted    by    the    spiral    and    by  the  tongue-«haped 
springs. 

Mr.  Boss  has  improved  upon  the  compressorium  of  Mr. 
Lister,  by  making  the  plate  carrying  the  thin  glass  cover, 
square,  and  by  adding  to  it  two  other  pillars,  making  four  in 
all;  upon  two  of  these,  situated  at  opposite  comers,  strong 
spiral  steel  springs  are  wound,  and  to  the  two  others  are 
applied  finger-shaped  pieces  of  German  silver,  to  keep  down 
the  thin  glass  cover.  The  action  of  the  large  nut  is  the  same 
as  in  Mr.  Lister's  instrument,  but  the  pressure  exerted  by  the 
springs  is  more  powerful  than  in  it     The  finger-shaped  pieces 
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of  Grennan  silyer  yielding  but  slightly,  and  the  steel  springs 
being  much  stronger  than  the  brass  ones,  the  power  of  com* 
pression  is  greatly  increased. 

When  a  more  powerful  compressorium  is  required,  the  form 
represented  by  fig.  92  is  highly  useftiL     It  consists  of  a 


Fig.  92. 

plate  of  brass,  three  or  more  inches  long  and  one-and-a-half 
broad,  having  in  its  middle  a  circular  piece  of  plate-glass  for 
an  object-holder ;  this  is  slightly  raised  above  the  metal  plate ; 
at  one  end  of  the  latter  is  a  circular  piece  of  brass,  having 
attached  to  it  another  piece  of  brass,  carrying  an  arm  capable 
of  being  moved  up  and  down  by  means  of  a  screw  at  one  end, 
whilst  at  the  other  is  a  semicircle  supporting  by  screws  a 
ring  of  metal,  to  the  under  side  of  which  a  piece  of  thin  glass 
is  cemented ;  the  semicircle  is  made  to  turn  upon  the  arm,  and 
the  arm  and  all  that  is  attached  to  it  is  capable  of  being 
turned  upon  the  bottom  plate. 

The  use  of  this  instrument  is  obvious ;  if  we  wish  to  com- 
press any  substance,  we  must  first,  by  means  of  the  screw, 
elevate  the  opposite  end  of  the  arm  from  the  object-plate;  the 
arm,  with  all  its  appurtenances,  is  then  to  be  turned  away 
from  the  object-plate,  and  the  object  being  placed  on  the  plate 
with  a  requisite  quantity  of  fluid,  the  arm  is  then  to  be 
brought  into  it4  proper  place  again,  and  by  means  of  the 
Bcrew,  the  metal  ring  with  the  thin  glass  cover  can  be  made 
to  exert  as  much  pressure  as  the  thin  glass  cover  will  stand 
without  breaking.  Messrs.  Powell  and  Lealand  have  lately 
constructed  a  much  stronger  instrument  than  that  represented 
by  fig.  92,  and  have  made  their  object-plate  of  a  thick  piece 
of  parallel  glass,  ndsed  as  much  as  the  one-eighth  of  an  inch 
above  the  bottom  plate,  so  that  it  can  be  cleaned  without 
much  trouble ;  the  ring  containing  the  glass  cover  is  also  made 
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Fig.  93. 


much  stouter,  and  fits  accurately  upon  the  raised  object- 
plate. 

Troughs  far  Chora  and  Polyps. — These  consist  of  two 
plates  of  glass  cemented  together,  with  strips  of  the  same 
material,  or  of  metal  between  them,  to  form  the  sides  of  the 
trough;  one  of  these,  as  described  by  Mr.  Varley,  in  the 
forty-eighth  vol.  of  the  Transactions  of  the  Society  of  ArtSj  is 
represented  by  fig.  93.     c  is  a  bottom-plate  of  stout  glass,  upon 

which  is  cemented  with  pitch 
and  bees'-wax  a  thin  cover,  </, 
with  slips  of  glass  between  it 
and  the  bottom-plate,  to  form 
the  sides.  The  cover,  d,  is  not 
so  broad  as  the  plate,  c,  in  order 
that  a  slip  of  chara  may  be 
more  readily  placed  in  the 
trough,  as  it  can  be  first  laid  upon  c,  and  then  gradually 
slid  down  between  it  and  the  cover,  d.  In  order  to  render 
the  trough  more  manageable,  it  may  be  cemented  to  a  larger 
bottom-plate,  a  ^,  by  Canada  balsam ;  but  it  will  be  found  far 
more  advantageous  if  the  bottom-plate  itself  be  as  large  and 
as  broad  as  a  i,  and  if  the  cover,  d^  be  cemented  to  it  and  not 
to  another  plate,  as  then  two  extra  surfaces  will  be  dispensed 
witL  Mr.  Varley  informs  us  that  a  piece  of  wire  bent  into 
the  shape  of  the  slips  of  glass  represented  in  the  figure,  and 
covered  thickly  with  a  cement  composed  of  bees -wax  and 
pitch,  will  form  an  excellent  substitute  for  the  slips,  and  look 
very  neat ;  the  cements  of  Canada  balsam  or  sealing  wax  are 
much  too  brittle  to  last  long,  as  a  sudden  jar  will  cause  them 
to  give  way.  Messrs.  Smith  and  Beck  supply  with  their 
microscopes  a  larger  and  much  thicker  trough  for  chara  and 
polyps,  as  represented  by  fig.  94 ;  the  firont  is  composed  of 
much  thinner  glass  than  the  back,  and  the  method  adopted  of 
confining  objects  near  to  the  front  varies  according  to  circum- 
stances. One  of  the  most  convenient  plans,  is  to  place  in  the 
trough  a  piece  of  glass  that  will  stand  across  it  diagonally,  as 
represented  by  fig.  94,  and  if  the  object  be  heavier  than 
water,  it  will  sink,  until  it  is  stopped  by  the  diagonal  plate. 
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At  other  tunes,  when  chara  is  being  observed,  the  diagonal 
plate  may  be  made  to  press  it  dose  to  the  firont  by  means  of  thin 
strips  of  glass,  or  a  wedge  of  cork,  or  even  a  folded 
spring  of  thin  whalebone.  When  either  of  these 
instrmnents  is  used,  it  may  perhaps  be  necessary 
to  remind  the  reader  that  the  microscope  must 
be  so  &r  inclined  as  to  be  nearly  horizontal. 
Messrs.  Smith  and  Beck  adapt  to  the  object- 
plate  of  their  large  microscopes  a  strong  steel 
pin,  upon  which  a  spring-holder  is  made  to  fit ; 
this  serves  to  keep  the  trough  firm  and  to  prevent 
its  falling  o^  even  when  the  microscope  is  per- 
fectly horizontal.  This  form  of  trough  proved 
very  serviceable  to  Mr.  Lister,  in  1834,  during 
his  investigations  into  the  structure  of  some  of 
the  higher  orders  of  polyps,  and  will  be  found  of 
very  great  value  to  those  who  devote  their  attention  to  this 
most  interesting  branch  of  scientific  inquiry. 

Frog-PlaU. — This  consists  of  a  plate  of  brass,  a  a,  about  six 
inches  in  length,  and  two-and-a-half  in  breadth,  and  eitiier  of 
the  shape  represented  by  fig.  95,  or  of  the  same  breadth 


Fig.  95. 

throughout ;  the  former  plan,  first  suggested  by  Mr.  Groadby, 
is  adopted  by  Mr.  Boss,  the  latter  by  Mr.  PoweU.  At  one  end 
it  is  provided  with  a  plate  of  glass  to  cover  eitiier  a  square  or 
round  aperture,  6,  made  in  the  brass,  which  serves  for  laying 
the  fix)g's  foot  on.  Around  this  aperture  are  placed  four  or 
more  studs,  c  c,  for  the  purpose  of  securing  the  threads  by 
which  the  web  of  the 'foot  is  kept  open;  in  Mr.  Powell's 
plate,  a  series  of  small  holes  answer  the  same  purpose.     Mr. 


142  PBAOTICAL  TBEATIBB  OH  THE  HICBOSCOPE. 

Powell  also  secures  his  plate  to  a  lai^  stage  by  means  of  a 
spring  clip,  whilst  that  represented  by  fig.  95  is  provided 
with  a  slightly  conical  brass  pin,  made  to  fit  into  one  of 
the  holes  of  the  object-plate,  and  on  which  it  is  capable  of 
being  revolved.  At  the  base  of  the  pin  there  is  a  small  strip 
of  brass  for  securing  either  the  tape  or  string  attached  to  the 
bag  containing  the  frog.  Some  persons  employ  a  piece  of 
cork  or  soft  wood  in  preference  to  the  brass  plate ;  this  has 
many  advantages,  and  will  be  again  alluded  to  in  the  chapter 
devoted  to  the  most  approved  methods  of  exhibiting  the 
circulation  of  the  blood  in  the  lower  animals. 

Fish  Troughs. — From  the  time  of  Leeuwenhoek  to  within 
the  last  few  years,  all  microscopes  of  any  importance  were 
supplied  either  with  a  glass  tube  or  a  fish-pan  for  holding 
small  eels  or  minnows,  in  order  that  the  circulation  in  their 
transparent  fins  might  be  seen ;  these  have  all  given  place  to 
the  frog-plate  just  described;  but  when  it  is  required  to 
exhibit  the  circulation  in  the  tail  of  a  small  fish,  a  glass  cell  or 
trough  will  be  found  very  convenient  This  should  be  a  little 
deeper  and  longer  than  the  fish  itself,  and  the  fish  should  be 
secured  in  it  by  a  broad  tape  or  bandage,  wound  loosely  round 
the  middle  third  of  the  body,  or  even  carried  down  to  within 
a  very  short  distance  of  the  commencement  of  the  tail.  In 
order  to  keep  the  fish  alive,  the  bandage  should  be  wetted  or 
the  trough  filled  with  water ;  and  to  prevent  the  flapping  of 
the  tail  against  the  object-glass,  or  the  condensation  of  the 
aqueous  vapour  upon  it,  the  end  of  the  cell  where  the  tail  is 
may  be  covered  with  a  piece  of  thin  glass.  The  author  uses 
a  cell  constructed  after  the  plan  shown  by  fig.  96,  which  an- 
swers the  purpose  very 
welL  a  represents  a 
plate  of  glass  about 
three  inches  in  length, 
Fig.  96.  ^  a  glass  cell  cemented 

to  it,  c  one  of  two  pieces 
of  glass  to  raise  the  bottom-plate  above  the  level  of  the  stage, 
in  order  that  the  bandage,  </,  may  lie  in  a  cavity,  and  not  pre- 
vent the  trough  from  resting  perfectly  horizontal ;  «  is  a  thin 
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jnece  of  metal  to  keep  down  the  huL     Some  of  the  advantages 
of  this  little  ^paratns  will  be  hereafter  alluded  ta 

Phial  Soldo: — This  inatnimeot,  the  contrivance  of  Mr. 
Varle^,  is  represented  in  elevation  hy  fig.  97,  and  in  section 
bj  fig.  98.     It  coneista  of  a  tube  of  brass  about  an  inch-«nd- 


arhalf  in  diameter,  and  two  or  more  inches  in  length,  having 
an  oval  hole  cut  oot  at  the  top,  and  a  smaller  tube  attached  to 
the  lower  nde,  immediately  oppoate  the  bole ;  within  this  last 
slides  a  still  smaller  tube,  provided  in  its  interior  with  stops 
like  those  in  the  dark  chamber,  fig.  57  and  a  curved  plate  of 
brass  at  its  top ;  it  is  capable  of  being  moved  up  and  down, 
but  a  spiral  spring  always  presses  it  towards  tbc  hole  in  the 
large  tube.  The  use  of  tl^  apparatus  is  obvious ;  a  smooth 
wide  month  phial,  having  chara  or  other  water  plants  growing 
in  it,  is  to  be  introduced  into  the  laige  tube  in  the  manner 
represented  by  fig.  97,  the  small  spring  tube  having  been  first 
pushed  down,  the  phial  is  then  kept  firmly  In  contact  with  the 
upper  surface  of  the  outer  tube,  but  not  so  firm  but  that  it 
may  be  either  turned  round  or  slid  in  or  out.  The  small 
outer  tube,  beddes  contuning  the  dark  chamber,  serves  the 
purpose  of  attaching  the  whole  of  the  apparatus  to  the^stage 
of  the  microscope.  In  order  that  the  phial  may  move  very 
smoothly,  all  the  parts  fitting  ag^nst  it  should  be  lined  with 
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black  cloth,  and  all  the  parts  of  Hub  apparatus,  as  well  as  of 

all  others  through  which  light  has  to  pass,  should  be  covered 

with  some  black  pigment  to  absorb  those  rays  of  light  which, 

if  reflected,  would  materially  interfere  with  correct  defimtion. 

Camera  Ludda. — This  instnunent,  invented  by  Dr.  Wol- 

laston  in  1807,  is  a  most  valuable  addition  to  a  microscope, 

both  for  delineating  minute  structures,  and  for  obtaining  with 

a  micrometer  very  accurate  measurements.     It  consists  of  a 

four-edded  prism  of  glass,  set  in  a  brass  frame  or  case,  as 

represented  by  fig.  99,  and  by  means  of  a  short  tube  capable 

of  being  applied  to  the 

A  A  firont  part   of   either    of 

>4Q^  the    eye-pieces,    its    cap 

^^^^B8B||B^',^\  from   one   of   whose  in- 

^'•^B^H^_*"    1  stmments  fig.  99  is  copied, 

oH^^HB^^y  attaches  the  prism,  by  two 

Ijjh^^^BS^^^  short  supports,  to  a  circu- 

31^^^^^^^^^  lar  piece  of  brass  at  the 

^^  it  can  be  slightly  rotated, 

whilst  the  prism  itself  can 
also  be  turned  up  or  down, 
by  means  of  two  screws 
with  milled  heads ;  so  ar- 
ranged, the  camera  may 
be  adapted  to  the  eye- 

piece,  the  microscope  hav- 

p-    .g  ing  been  previously  placed 

in  a  horizontal  position ;  if 
the  light  be  then  reflected  through  the  compound  body,  an 
eye  placed  over  the  square  hole  in  the  frame  of  the  prism  will 
see  the  image  of  any  object  on  the  stage  upon  a  sheet  of  white 
paper  placed  on  the  table  immediately  below  it.  But  should 
it  happen  that  the  whole  of  the  field  of  view  is  not  well 
illuminated,  then,  either  by  revolving  the  urcular  plate  or 
turning  the  prism  upon  the  screws,  the-  deaired  object  will 
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be  effected.  The  chief  difficulty  in  the  use  of  this  instru' 
ment  is  that  of  the  artist  being  able  to  see  at  one  and  the 
same  time  the  pencil  and  the  im^e ;  to  iacilitate  this  in  some 
measnre,  Mr.  Koea  places  either  one  or  two  lenses  below  the 
prism,  in  order  that  the  rays  fVom  the  paper  and  pencil  may 
diverge  at  the  same  angle  as  those  received  from  the  prism, 
whereby  both  object  and  pencil  may  be  seen  with  the  same 
d^ree  of  distinctness. 

Messrs.  Powell  and  Lealand  supply  with  their  microscopes 
a  small  highly-polished  steel  mirror,  fixed  at  an  angle  of  forty- 
five  d^rees,  and  placed  in  front  of  the   eye-piece,   where 
it  is  held  by  a  spring  clip,  as  represented  by  fig.  100.     This 
mirror,   being    smaller    than    the 
pupil  of  the  eye,  allows  the  rays 
of  light   from  the  paper  to  enter 
the   eye  around  it,  so  that  both 
the  paper  and  the  image  reflected 
on  it  by  the  mirror,  may  be  seen 
I  at  the  same  time  and  under  the 
same    angle.       A    good  form  of 
camera  lucida,  constructed  by  M. 
*■       ■  Nachet,   together  with   other  in- 

struments of  a  similar  nature,  will  be  described  in  the  chapter 
devoted  to  the  uses  of  the  camera  in  drawing  and  in  micrometry. 
IndteaHrr. — For  the  purpose  of  pointing  out  to  those  who 
are  nninttiated  in  microscopic  research  any  particular  part  of 
an  object  that  may  be  in  the  field  of  view,  various  contrivances 
have  been  had  recourse  to;  but  the  autbor,  who  has  oflen 
found  the  want  of  Bome  kind  of  indicator,  first  employed  a 
slip  of  glass,  on  which  were  ruled  two  lines  at  right  angles 
to  each  other.  This  slip  of  glass  was  mounted  in  a  irame 
of  brass,  and,  like  the  micrometers  of  Mr.  Jackson,  here- 
after to  be  described,  was  slid  in  through  an  oblong  opening 
in  one  of  the  eye-pieces  in  the  focus  of  the  eye-glass ;  by  the 
ruled  ghisB  the  field  of  view  was  divided  into  four  compart- 
ments, and  any  object  therein  could  be  so  arranged  by  the 
adjustable  stage,  that  it  might  be  in  the  first,  second,  or  any 
other  compartment,  or  even  be  so  placed,  that  the  lines 
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Fig.  101. 


at  their  intersection  might  pass  through  it;  this  plan  was 
very  convenient  and  answered  well  with  the  lower  powers^ 
but  with  the  higher,  the  definition  was  not  good,  in  conse- 
quence of  the  introduction  of  the  glass  between  the  eye 
and  field  lenses.  The  author  was,  therefore,  led  to  the  con- 
struction of  the  Indicator,  represented  by  fig.  101,  which  is 

a  very  simple  apparatus,  and  can 
be  applied  readily  to  any  of  the 
eye-pieces ;  the  lowest  of  these  is  re- 
presented in  section  by  fig.  101,  the 
eye-glass  and  field-glass  being  both 
shown  to  be  planoconvex,  with  their 
plane  surfaces  towards  the  eye.  Im- 
mediately above  the  field-elass  is  seen 
the  stop  or  diaphragm,^  an  open- 
ing  in  it  about  half-an-inch  in  diame- 
ter; between  the  diaphragm  and  the 
upper  plate  of  the  eye-piece,  a  thin 
spindle  of  wire  is  placed,  having  a 
very  delicate  hand,  a,  like  that  of  a  watch,  attached  to  it  in  the 
focus  of  the  eye-glass.  The  spindle  is  provided  at  its  upper 
part  with  a  small  handle,  i,  for  the  purpose  of  turning  it  and  the 
hand  just  one-fourth  part  of  a  circle.  When  the  indicator  is 
not  wanted,  the  hand  is  obscured  from  the  field  of  view  by 
being  turned  against  the  side  of  the  tube,  away  from  the  aper- 
ture in  the  stop ;  but  when  required  for  use,  it  is  turned  over 
the  aperture,  and  then  the  field  of  view  appears,  as  is  shown 
by  fig.  102.     The  hand  may  be  turned  into  the  centre  of  the 

field,  and  any  object  in  particular 
that  is  required  to  be  indicated  can 
be  brought  by  the  stage  movements 
immediately  opposite  to  the  end  of 
the  hand.  The  form  of  hand  first 
employed  was  one  with  a  hole  near 
its  free  extremity ;  but  it  was  found 
that  the  light  was  decomposed  around 
the  inner  margins  of  the  ring,  this 
led  to  the  adoption  of  the  form  repre- 


Fig.  102. 
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eented  by  fig.  102,  ae  being  Icbb  liable  to  interfere  witb  direct 
definition,  and  also  readily  made,  out  of  a  piece  of  small  flat 
eteel  wire. 

Bonnet  or  Hood  for  Out  Compound  Body. — For  the  purposes 
of  drawing,  or  wben  an  object  has  to  be  carefidly  exanuned 
for  a  long  lime  by  lamp-light,  in  order  to  screen  the  eye  as 
much  as  possible  from  all  extra  illumination,  an  ^paratus, 
termed  the  hood  or  bonnet,  has  been  contrived  by  Mr.  Lister. 
It  conosta  of  a  shade  made  of  foiu:  or  more  pieces,  either  of 
cardboard  or  pasteboard,  painted  black,  or  else  covered  with 
black  cloth  or  velvet :  it  is  of  an  oblong  figure,  and  the  central 
portion  fits  upon  the  eye-piece  or  upon  the  end  of  die  compound 
body  close  to  it,  whilst  the  remaining  three  pieces  turn  up  to 
fi>rm  the  ddea;  sometimes  there  is  a  place  cut  out  for  the 
nose  to  fit  into.  When  this  instnimeut  is  used,  no  light  or 
heat  can  come  near  the  eyes  but  that  reflected  through  the 
compoand  body  by  the  mirror ;  all  glare,  consequently,  is  taken 
away.  Mr.  Lister's  hood  is  very  portable,  the  sides  fold  down 
upon  the  centrepiece,  and  then  it  occupies  a  very  small  com- 
pass. Mr.  Leonard  has  constructed  a  convenient  form  of  hood 
of  paste-board  and  light  wood ;  a  front  view  of  this  apparatus 
is  represented  as  applied  to  the  microscope  in  fig.  103,  and  a 
back  view  in  fig.  104.  The  forehead  is  surrounded  by  the 
circular  top  of  paste- 
board covered  with 
thin  leather,  attached 
to  a  piece  of  light 
wood,  into  which  the 
end  of  the  eye-piece 
of  the  c(»npound  body 
is  made  to  fit;  this 
part  is  covered  with 
black  paper,  and  two 
depressions  are  made 
in  it  for  the  nose,  one 
on  either  ude  of  the 
compound  body,  in 
order    that    the    ob- 
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server  may  use  either 
Us  riglit  or  hia  left 
eye.  The  back  of  the 
recesses  for  the  nose 
must  be  made  of 
black  Eolk  or  stuf^ 
but  not  closed  at  the 
bottom  to  coD&ie  the 
breath,  which  would 
make   the    eye-glass 

*■«■  10*-  Goniometer.  —  A 

very  valuable  instru- 
ment for  measuring  the  angles  of  minute  crystals,  known  as 
the  goniometer,  the  inventdoQ  of  Dr.  Leeson,  is  capable  of 
being  applied  to  the  microscope,  and  is  fiimiahed  by  Messrs. 
Smith  aad  Beck  for  this  purpose.  As  some  little  time  is 
required  before  an  observer  can  get  into  the  way  of  oang  it 
with  faolity,  it  has  been  deemed  best  to  ^ve  a  det^ed 
description  of  it  in  a  separate  chapter. 

The  various  modes  of  employing  the  knives,  forceps,  dis- 
secting and  all  other  instruments  supplied  with  the  best  micro- 
scopes, will  be  considered  in  full  in  other  parts  of  the  woric 
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THE  LAUP. 

The  lamp  generally  nsed  for  microecoptc  purposes  is  of  the 
kind  called  the  Camhridge  or  Umvenitj  Beading  Lamp,  as 
ehowD  hj  fig.  1 05 ;  it  is  made  of  various  shapes  and  sizes,  and 
consists  of  a  circular  reservoir  about  four  or  five  inches  in 
diameter,  and  one  or  two  inches  in  depth,  having  the  tube 
which  conveys  the  oil  to  the  wick,  inserted  into  one  ade  of 
the  lower  part  of  the  reservoir ;  the  tubular  part  containing 
the  wick  and  supporting  the  gallery  or  chimney  holder,  termed 
the  bnmer,  is  a  little  higher  than  the  top  of  the  reservoir ; 
this  last  is  mounted  on  a  small 
square  stem,  about  ^hteen  inches 
high,  ri^ng  &om  a  heavy  metal 
stand  or  base,  and  pas^ng  through 
the  middle  of  the  reservoir,  which 
is  made  to  slip  up  and  down  upon 
the  stem,  and  is  fixed  at  any  height 
by  means  of  a  tightening  screw; 
I  the  buruer  is  an  argand  one,  and 
the  diameter  of  the  wick  about 
three-quarters  of  an  inch ;  at  the 
bottom  of  the  burner  is  screwed  a 
little  cup  for  catching  the  super- 
fiuous  oiL  Upon  the  same  square 
stem  supporting  the  reservoir  may 
be  adapted  a  hood  or  shade  of  a 
conical  figure ;  this,  like  the  reser- 
voir, slides  up  and  dovn  the  stem, 
and  may  be  fixed  at  any  required 
height ;  it  is  generally  made  of 
metal,  and  is  of  a  dark  colour  on 
the  outdde,  and  in  the  inmde  is  painted  white,  to  throw  the 
light  opon  the  table.  Some  shades  cut  out  of  paper  that  is 
green  on  the  outside  and  white  in  the  inside,  and  fitted  upon 
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a  conical  frame-work  of  wire^  are  exceedingly  usefiily  and 
perhaps  more  so  than  those  of  metaL  The  shades  answer 
two  purposes^  the  one  to  keep  away  superfluous  heat  and 
light  from  the  eyes,  and  the  other  to  throw  a  good  light 
on  the  table.  The  heat  is  not  entirely  prevented  by  the 
metal  shade^  and  is  very  annoying  when  the  head  is  kept  for 
some  time  in  the  neighbourhood  of  it^  but  by  the  paper  one 
this  is  obviated,  which  renders  it  certainly  the  best  for  all 
purposes.  The  method  of  making  these  shades  is  described 
by  Mr.  Gwilt.*  He  takes  half  a  sheet  of  good  foolscap  paper 
and  strikes  thereon  two  senucircles,  as  in  fig.  106,  the  longest 

diameter  being  thirteen  inches,  and  the 
shorter  one  four  inches,  fitting  and  adapt- 
ing it  to  a  skeleton-sliding  frame  as  the 
case  may  require,  and  then  glueing  or 
Fig.  106.  pasting  the  superfluous  edges  together. 

When  once  properly  fitted,  another  pattern 
may  (previously  to  the  glueing  of  the  edges)  be  traced  out 
and  kept  at  hand,  from  which  any  number  may  at  any  time 
be  drawn,  and  a  new  shade  made  when  wanted,  in  less  than 
ten  minutes. 

The  head  and  eyes  are  more  effectually  protected  from  the 
heat  by  a  contrivance  of  Mr.  Nasmyth,  who  uses  two  shades 
instead  of  one.  The  outer  one  is  made  about  a  quarter  of  an 
inch  in  diameter  larger  than  the  inner  one,  and  both  have 
tubes  proceeding  from  them,  which  are  raised  so  high  as  to 
cover  the  upper  part  of  the  chimney  of  the  lamp.  By  this  con- 
trivance, a  current  of  cold  air  is  continually  passing  between 
the  two  shades,  and  the  outer  one  is,  consequently,  kept  cool. 
When  it  is  wished  to  illuminate  the  room,  and  at  the  same 
time  not  to  have  the  light  in  the  eyes,  one  half  of  the  shade 
may  be  dispensed  with,  the  remaining  part  being  supported  by 
a  ring  of  wire  at  the  top  and  bottom,  as  in  the  frame  which 
supports  the  paper  shade. 

By  far  the  best  lamps  for  burning,  are  those  on  the  bird- 
fountain  principle,  in  which  the  oil  is  always  presented  to 
the  wick  at  a  certain  level,  and  whether  the  reservoir  be 

•  Microscopic  Jourtud,  vol.  i.  p.  58. 
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quite  (iill  or  nearly  empty,  the  light  is  perfectly  uniform, 
which  is  not  the  case  with  the  Cambridge  lamp  before  men- 
tioned, unless  it  be  constructed  upon  the  plan  of  Mr.  Spencer, 
described  in  page  157.  The  author 
for  many  years  has  used  a  small 
French  fountain  lamp,  fig.  107 ;  it 
has  an  exceedingly  mnall  wick^  always 
bums  well,  and  gives  an  excellent 
light,  and  the  consumption  of  oil  being 
small,  it  is  advantageous  in  an  econo- 
mical point  of  view.  Hiere  are  many 
other  little  contrivances  in  this  French 
lamp,  which  deserve  a  separate 
description.  The  stem  does  not  pass 
through  the  reservoir,  as  in  the  Cam- 
bridge lamp,  but  through  a  square 
piece  of  braes  having  two  holes,  one 
on  either  rade  of  that  through  which 
the  stem  passes ;  these  holes  commu- 
nicate with  the  reservoir,  and  the  oil 
flows  through  them  into  the  tube 
supporting  the  burner.  By  this  ar- 
r  is  placed  on  one  side  of  the  stem  and 
the  burner  on  the  other,  and  the  two  balance  each  other. 
The  gallery  supporting  the  chimney  is  provided  with  ten 
fin-like  pieces  of  soft  brass,  about  three-quarters  of  an  inch  in 
length ;  these  stand  up  in  a  circle  and  press  agtunst  the  ^des 
of  the  chimney  and  keep  it  steady ;  they  can  be  bent  either 
inwards  or  outwards  to  fit  any  chimney  that  will  go  into  the 
lower  part  of  the  gallery.  The  cup  at  the  bottom  of  the 
burner,  to  hold  the  superfluous  oil,  is  ingeniously  fiimiahed 
with  a  funnel-shaped  mouth  just  above  the  screw,  by  which  it 
is  attached  to  the  burner ;  the  funnel  receives  all  the  oil  that 
runs  down  the  out^de  of  the  burner,  and  in  it  are  two  holes 
by  which  the  oil  may  escape  into  the  cup.  This  contrivance 
prevents  &e  oil  &om  flowing  over  the  outdde  of  the  cup, 
which  by  these  means  is  kept  dean. 

Some  French  lamps  have  a  rack  and  pinion  for  rusing  the 


152  PRACTICAL  TREATISE  ON  THE  MICROSCOPE. 

wick^  instead  of  a  coarse  screw.  The  pinion  is  attached  near 
the  lower  end  of  the  burner^  and  is  turned  by  a  milled 
head,  but  from  the  circumstance  of  the  pinion  working  in  the 
oil,  it  is  found  that,  after  a  little  use,  the  oil  will  escape  be- 
tween the  pinion  and  the  collar  in  which  it  works,  and  will 
be  continually  dripping.  These  lamps  are  provided  also 
with  yerj  long  chimneys,  and  the  gallery  which  supports  the 
chimney  is  made  to  dide  up  and  down  the  burner,  ao  aB  to 
diminish  or  increase  the  intenraty  of  the  light ;  but  by  having 
akmp  of  the  form  represented  in  fig.  107,  Uie  long  chim- 
ney  and  the  risk  of  leakage  are  done  away  with.  The  only 
inconvenience  in  the  use  of  the  fountain  lamp  is  that  the 
reaervoir  may,  by  mistake  or  accident,  be  puUed  up  when 
nearly  full  of  oil,  and  it  sometimes  happens,  on  returning  it  to 
its  place,  that  a  considerable  quantity  of  oil  will  escape ; 
this  will,  therefore,  raise  the  level,  and  the  wick  receiving 
more  than  it  can  consume,  the  excess  will  escape  by  the 
interior  and  exterior  tube  of  the  burner,  and  the  cup  at  the 
bottom  to  receive  this  excess  will  speedily  fill  and  overflow. 
The  first  indication  of  this  occurrence  will  be  given  by  the 
elongation  of  the  flame,  and  by  its  smoking,  in  consequence  of 
the  holes  in  the  cup,  which  admit  the  air  into  the  interior  of 
the  flame,  being  stopped  up. 

To  ensure  a  good  light  from  a  lamp,  many  things  must  of 
necessity  be  attended  to.  The  lamp  should  be  perfectly 
clean,  and  the  wick  so  long  as  to  be  at  least  one  inch  above 
the  brass  to  which  it  is  attached.  The  tube  through  which 
the  air  passes  to  supply  the  interior  of  the  flame  should  be  free 
from  portions  of  charred  wick,  which  often  lodge  in  it,  and  the 
holes  in  the  cup  at  the  bottom  of  the  burner  must  not  be 
covered  with  oiL  The  oil  itself  ought  to  be  the  best  sperm, 
and  no  lamp  of  the  Cambridge  kind  should  be  put  aside 
for  a  long  time,  but  should  be  occasionally  burnt.  Those 
on  the  fountain  principle  wiU  bum  weU  even  after  having 
been  out  of  use  for  some  months,  as  the  oil  is  kept  con- 
tinually on  a  level  with  tlie  top  of  the  wick,  but  in  the 
other  form,  when  the  reservoir  is  not  friU,  the  oil  has  to  find 
its  way  to  the  top  of  the  wick  by  capillary  attraction. 
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Particular  attention  ought  to  be  paid  to  the  size  and  shape 
of  the  chimney.  In  passing  a  chimney  over  the  flame  into  its 
place,  it  may  be  seen  that  there  is  one  point  where  the  flame 
is  at  the  brightest ;  this  point  should  be  noticed,  and  if  the 
glass  when  in  its  place  does  not  keep  the  light  at  the  same 
intensity,  then  the  contracted  part  or  shoulder  of  the  chimney 
is  either  too  high  or  too  low  for  the  surface  of  the  wick ;  a  few 
experiments  will  soon  settle  this  point.  If  the  maximum  of 
light  be  obtained  before  the  chimney  comes  into  its  proper 
place,  then  the  contracted  part  or  shoulder  of  the  glass  is  not 
high  enough ;  if,  on  the  contrary,  the  maximum  of  Jight  be  not 
obtuned^  then  the  shoulder  of  the  chimney  is  too  high;  hence 
the  necessity  of  having  a  gallery  that  can  be  adjusted  to 
chimneys  of  diflerent  heights,  as  recommended  by  Mr. 
Gwilt.*  Generally  speaking,  the  shoulder  of  the  chimney 
should  be  on  a  level  with  the  top  of  the  wick,  and  its  diameter 
at  that  part  should  not  be  more  than  two-thirds  of  an  inch 
greater  than  that  of  the  outside  of  the  wick.  Those  chinmeys, 
provided  either  with  a  disc  of  metal  or  talc,  or  which  are  con- 
tracted just  above  the  wick,  as  seen  in  fig.  105,  appear  to 
answer  the  best,  as  with  them  the  most  intense  light  is  pro- 
duced. Chimneys  have  lately  been  made  of  a  light  blue  or 
neutral  tint  glass,  which  answer  their  purpose  exceedingly 
well,  as  they  completely  destroy  the  yellow  colour  of  the 
flame,  and  render  it  beautifully  white.  If  a  lamp  having  one 
of  these  chimneys  be  placed  by  the  side  of  another  having  a 
chimney  of  the  ordinary  kind,  the  difference  between  the  two 
will  be  very  striking. 

Chimney  Shade, — This  piece  of  apparatus  is  described  by 
l^lr.  Holland,  in  the  forty-ninth  volume  of  the  Transactions  of 
the  Society  of  Arts,  It  consists  of  a  tube  of  brass,  a  little 
longer  and  broader  than  the  chimney  of  the  lamp,  having  on 
one  side  a  brass  plate  with  an  aperture  three-quarters  of  an 
inch  in  diameter,  that  can  be  moved  up  or  down  in  front  of 
the  flame  of  the  lamp  by  a  rack  and  pinion.  Tlie  tube  cuts 
off  all  the  light  from  the  room,  except  that  which  can  pass 
through  the  aperture  above  described,  and  its  use  is  that  of 

*  Microscopical  Journal,  vol.  i.,  p.  56. 
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preventing  any  light  from  falling  upon  an  opaque  object, 
except  from  the  hole  in  the  shadb,  in  order  that  the  light 
on  it  may  be  contrasted  strongly  with  the  suirounding  dark 
medium.  The  author  has  used  a  shade  of  tinned  iron^  made 
black  on  the  outside  with  size  and  lamp-black,  that  answers  the 
same  purpose  as  the  shade  of  Mr.  Holland ;  but  the  plan  of 
raising  or  depressing  the  hole  for  the  light  to  pass  through  he 
did  not  adopt 

Oil — ^The  best  oil  for  burning  in  lamps  is  that  known  as 
sperm.  That  obtained  from  the  cocoa-nut  is  very  cheap,  and 
giyes  a  good  light,  but  it  has  rather  a  disagreeable  smell, 
which  is  objectionable ;  besides,  it  is  very  acid  in  its  nature, 
and  lamps  in  which  it  is  used  should  be  either  entirely  made 
of  tinned  iron,  or,  if  of  brass,  they  should  be  tinned  in  the 
inside.  Any  lamp  which  bums  this  oil  will  be  noticed  to  have 
all  brass  work  in  contact  with  the  oil  speedily  coated  with 
veidigris.  The  common  solar  oU  wiU  bJrn  ve^r  weU  in  the 
fountain  lamps,  especially  if  the  chimney  be  constructed  like 
that  in  fig.  105,  but  in  all  those  with  the  flat  reservoir  it  is  fiur 
too  cloggy.  Some  persons  are  in  the  habit  of  burning  a  com- 
mon kind  of  Florence  or  olive  oil,  but  it  does  not  answer  so 
well  as  sperm,  as,  like  the  solar,  it  succeeds  better  in  the 
fountain  lamps  than  in  those  with  a  flat  reservoir. 

Jatrqpha  Oil — The  author  has  lately  been  informed  by  his 
friend,  J.  B.  Estlin,  Esq.,  of  Bristol,  that  an  oil,  extracted  from 
the  berries  of  a  shrub  of  the  genus  Jatropha,  found  in  the  Cape 
de  Yerd  Islands,  is  used  by  all  the  microscopists  in  that  city;  it 
bums  well,  gives  a  very  bright  light,  and  is  perfectly  free  from 
smell,  it  does  not  clog,  but  will  keep  pure  in  lamps  for  a  very 
long  time;  the  only  thing  requiring  attention  is  that  the 
lamp  be  warmed  after  it  is  trimmed  before  being  lighted. 
Messrs.  Yisger  and  Miller,  of  Bristol,  are  the  sole  importers  of 
these  berries  and  manu£EU2turers  of  the  oil,  and  the  price,  which 
also  is  a  recommendation,  varies  from  4«.  6d.  to  5$.  per  gallon. 

Cleardng  Lamps. — Lamps  may  be  cleaned  by  nearly  filling 
the  reservoir  with  a  solution  of  caustic  potash,  and  allowing  it 
to  stand  for  a  day  or  two,  when  all  the  old  oil  will  be  con- 
verted into  soap.     The  potash  can  then  be  thrown  out  and 
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the  lamp  repeatedly  rinsed  with  warm  water  until  it  is  suffi- 
dently  clean,  which  is  known  hj  the  water  coming  out  quite 
pure ;  some  boiling  water  may  now  be  poured  in  and  allowed 
to  remain  for  a  few  minutes  to  thoroughly  warm  every  part; 
it  must  then  be  poured  out,  and  the  lamp  turned  upside  down 
and  kept  near  a  fire  until  it  is  dry,  whenit  is  fit  for  use  again. 
Care  must,  however,  be  taken  not  to  allow  the  potash  to  run 
over  on  the  outdde  of  any  part  of  the  lamp,  as  it  will  destroy 
whatever  bronze  or  paint  it  comes  in  contact  with. 

When  the  lamp  is  required  to  be  used  immediately  after 
cleaning,  turpentine  or  camphine  may  be  employed  with  great 
advantage :  it  readily  dissolves  the  old  oil,  and  even  if  a  small 
quantity  has  been  left  in,  it  will  mix  readily  with  new  oil,  and 
all  the  trouble  of  tiie  potash  and  hot  water  will  be  avoided. 

Portable  Candle  Lamp. — ^Mr.  Jackson,  to  whom  we  are  in- 
debted for  so  many  improvements  in  tiie  mechanical  arrange- 
ments of  the  microscope,  employs  as  a  substitute  for  a  lamp  a 
candle  lamp  of  tiie  following  construction : — a,  fig.  108,  repre- 
sents a  brass  foot  about  three  inches  in 
diameter,  into  which  is  screwed  a  tube,  ft, 
about  six  inches  long  and  one  in  diameter. 
Within  this  slides  a  smaller  tube,  tiiat  is 
provided  with  a  cylinder  of  wax,  which  is 
pressed  on  by  a  spiral  spring,  like  a  Pal- 
mer's candle ;  the  upper  part  of  this  inner 
tube  is  seen  at  d,  it  has  fastened  to  it  a  disc 
of  brass,  having  a  rim  on  its  outer  edge  to 
support  the  chimney,  c,  which  is  kept  firmly 
in  its  place  by  a  thin  circular  ring  of  brass, 
having  three  notches  in  its  outer  margin ; 
these  fit  under  three  wedged-shaped  pieces 
of  metal  on  the  edge  of  the  disc,  and  pre- 
vent the  chinmey  from  falling  off.  The 
cylinder  of  wax  is  not  provided  witii  a  wick. 
Fig.  lOS.  but  a  short  piece  of  twisted  cotton,  to  answer 
the  purpose  of  a  wick,  is  placed  upon  a  sharp  point  of  wire,  as 
seen  at  ef,  A  condeninng  lens,  f,  provided  with  all  the  usual 
movements  for  adjustment,  can  be  attached  to  a  small  fin- 
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like  process  connected  with  the  disc  of  metal  carrjring  the 
chimney,  and  by  it  both  opaque  and  transparent  objects  can 
be  illuminated. 

For  conyenience  of  carriage,  the  tube,  and  the  chimney,  c, 
can  be  removed,  and  the  inner  tube,  dy  having  been  pulled  out 
of  b,  the  chimney,  with  a  cylinder  of  card-board  covered  with 
cloth,  can  be  slid  over  the  tube,  ft,  and  the  whole  will  then  pack 
in  a  small  compass.  The  cylinders  of  wax  are  similar  to  those 
constructed  by  Molyneux,  but  the  first  mention  of  their 
application  as  an  illuminator  for  the  microscope  was  made  by 
Mr.  Jackson  to  the  Microscopical  Society  in  1841. 

A  wax  candle  will  be  found  to  give  a  very  pure  white  lighl^ 
and  may  be  used  as  a  substitute  for  the  lamp ;  but  tmless  the 
flame  be  covered  with  a  chimney,  the  constant  flickering  fix>m 
currents  of  air,  occasioned  by  persons  moving  about  in  the 
room,  becomes  an  annoyance.  The  level  of  the  flame  is  also 
constantly  vaiying  as  the  candle  is  being  consumed,  hence  it 
is  necessary  to  employ  such  a  candlestick  as  that  represented 
by  fig.  109 ;  by  means  of  which  either  a  long  or  a  short  piece 

of  candle,  c,  may  be  brought  to  the  re- 
quired height  by  moving  the  socket  into 
which  the  candle  fits,  either  up  or  down 
the  stem,  b,  that  supports  it,  and  fixing  it 
by  a  screw.  A  foot,  a,  loaded  with  lead, 
will  be  required  to  keep  the  candlestick 
perfectly  steady.  Many  persons  now 
bum  camphine ;  the  lamps,  however,  are 
generally  too  high  for  the  microscope; 
but  a  small  lamp,  mounted  on  an  ad- 
justable stand,  especially  adapted  for 
the  microscope  will  be  hereafter  de- 
scribed. 
Those  who  may  have  their  houses  supplied  with  gas  will  find 
that  by  means  of  a  flexible  tube  connected  with  an  argand  or 
other  burner,  mounted  on  a  moveable  stand,  they  will  get  a 
very  convenient  light  for  all  purposes.  If,  for  instance,  in 
the  centre  of  the  room  there  be  a  chandelier,  then  a  flexible 
tube  may  be  screwed  to  one  of  the  pipes,  and  being  attached 


Fig.  109. 
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bj  ita  opposite  end  to  a  burner^  the  tube  will  allow  of  its  being 
moved  about  to  all  parts  of  the  table  where  it  may  be  re- 
quired. If  the  table  be  a  fixture,  a  large  gas  pipe,  having  a 
number  of  screws  at  the  top  to  receive  union  joints,  may  be 
brought  up  through  its  centre,  and  as  many  burners  as  may 
be  required  attached  to  the  central  pipe  by  means  of  flexible 
tube&  In  all  cases  the  argand  burner  should  be  mounted 
on  a  stand  similar  to  that  of  the  oil  lamps,  figs.  105  and  107,  so 
that  the  flame  may  be  raised  or  depressed  to  suit  every  kind 
of  microscope. 

In  order  to  render  the  light  from  a  Cambridge  lamp  as  per- 
fect when  the  oil  has  become  low  as  when  the  reservoir  is  full, 

Mr,  Spencer,  of 
Blackheath,  hasre- 
commended  to  the 
author  the  follow- 
ing very  excellent 
contrivance.  In 
fig.  110  is  shown 
the  burner,  and  a 
section  of  the  re- 
servoir, of  a  Cam- 
bridge lamp,  the 
latter  bavins  a  dia- 
phragm,  D,  firmly 
fixed  by  solder  to 
the  top  and  all 
sides  of  its  inte- 
rior, except  the 
lower  edge,  where  it  is  distant  from  the  bottom  one-sixteenth 
part  of  an  inch.  On  the  opposite  side  of  the  reservoir  is 
firmly  screwed  a  stop-cock,  S,  with  flexible  tube  of  gutta 
percha  or  other  material,  and  mouth-piece,  T.  When  the 
lamp  bums  £mly,  fix>m  want  of  oil  or  short  wick,  remove  the 
cap,  A^  and  breathe  gently  through  the  tube,  T,  till  the  oil 
rises  to  the  proper  level,  L,  and  immediately  dose  the  stop- 
cock. The  lamp  will  then  bum  as  brightly  as  it  did  when  the 
reservoir  was  ftilL 


Fig.  110. 


158  PRACTICAL  TREATISE  ON  THE  MICROSCOPE. 

To  Clean  Chimneys  of  Lamps. — ^In  all  cases  where  a  chim- 
ney is  used  with  a  lamp^  it  is  liable  at  times  to  become  dull 
and  smoky ;  this  cannot  be  washed  off  by  water  alone^  a  small 
quantity  of  hydrochloric  acid  added  to  the  water  will  at  once 
remove  it.  When  this  is  not  at  hand,  a  mixture  of  common 
salt  and  vinegar  will  answer  the  same  purpose.  A  piece  of 
flannel  fastened  to  the  end  of  a  stick  and  dipped  into  either  of 
these  liquids  will  serve  to  convey  it  to  all  parts  of  the  glass. 
Care  must  be  taken  to  have  the  chimney  wiped  perfectly  dry 
before  it  is  put  over  the  flame,  otherwise  it  is  liable  to  crack, 
and  when  the  lamp  is  first  lighted,  it  is  advisable  to  have  the 
entire  circle  of  the  wick  lighted  before  the  chimney  is  put  on ; 
some  persons  put  the  chimney  on  when  only  a  portion  of  the 
wick  is  lighted,  this  is  always  attended  with  risk. 


CHAPTER  V. 

ON  THE  MAGNIFYING  POWERS  USED  WITH  SIMPLE  AND 
ACHROMATIC  COMPOUND  MICROSCOPES. 

It  has  been  previously  stated,  at  page  64,  that  the  magnifying 
powers  employed  with  the  simple  microscopes  may  be  divided 
into  those  consisting  of  one  lens  only,  or  into  those  of  two  or 
three  lenses  combined,  and  termed,  in  consequence,  either 
doublets  or  triplets.  The  former  was  stated  to  answer  ex- 
ceedingly well  for  all  the  lowest  powers,  and  the  latter  for 
the  highest.  It  would  be  foreign  to  our  purpose  to  enter  in 
detail  into  all  the  different  methods  of  constructing  the  mag- 
nifying powers  or  lenses  that  from  time  to  time  have  occupied 
the  attention  of  the  learned  in  this  and  other  countries,  nor 
will  it  be  necessary  to  trace  the  alteration  in  course  that  the 
rays  of  light  undergo  in  their  passage  through  lenses  of  the 
various  figures  employed  in  optical  instruments,  as  these  will 
be  found  fully  described  in  the  works  exclusively  devoted  to 
this  subject;  but,  in  order  to  understand  in  what  an  achro- 
matic object-glass  differs  from  one  of  the  ordinary  construction. 
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it  will  be  reqtusite,  in  the  firat  place,  tiiat  certun  terms, 
Buch  as  spherical  and  chromatic  abetratdon,  be  fully  under- 
stood. Most  persona  are  fiimiliar  with  the  fitct,  that  when 
parallel  rays  of  light  &11  npon  a  phaio  or  double  convex 
lena,  they  are  brought  to  a  point  at  a  cerbun  distance 
firom  the  lens,  which  point  U  termed  their  fociu.  Thus  sup- 
pose in  fig.  Ill  that  the  rays,  L  L,  &&,  which  are  drawn 
parallel,  arc,  after  pasrang  through  the  planoconvex  lens, 
brought  to  a  focus  at  F,  this  would  take  place  if  the  lens  were 
perfect ;  but  it  is  found  in  practice,  that  instead  of  meeting  in 
a  single  point,  F,  the  rays  are  subject  to  two  different  caoses 
of  error  or  aberration,  the  first  is  called  the  spherical,  the 
second  the  chromatic  aberration ;  and  as  no  lena  can  be  made 
except  that  seen  in  section  in  figs.  Ill  and  1 12,  viz.,  the  plano- 
convex, without  both  its  surfiiceB  being  portions  of  Bphcrea, 
and  it  having  been  abundantly  proved,  that  no  lens  with  a 
spherical  sur&ce  can  bring  the  rays  of  light  isauing 
from  one  point  into  a  focua  at  another  point,  all  mnat 
be  aubject  to  what  is 
termed  tpherical  aberra>- 
tion,  as  shown  in  fig.  112, 
where  L  L,  Sic,  repre- 
sent five  parallel  raya  of 
light,  the  two  outer  of 
which  will  be  brought 
into  a  focus  at  F,  whilst 
the  two  next,  supposing 
them  very  near  the  cen- 
tre, will  be  refracted  to 
I  a  more  distant  point  at^ 
I  the  distance  from  F  to 
I  f  being  called  the  lon<fi- 
1  tmUnal  spherical  aberra- 
I  tion.  If  the  lens  were 
placed  with  its  convex 
aide  towards  the  parallel 
rays,  the  aberration  would  then  be  comparatively  trifling ;  the 
same  result  would  be  obtained  even  if  the  tens  were  equally 
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convex  on  both  udes.  A  eecond  difficulty  now  ariacs, 
termed  chromatic  aberration  ;  whatever  be  the  form  of  the 
surface  of  the  lens  opposed  to  the  light,  the  material  itaelf 
will  act  upon  different  portions  of  each  ray  with  different 
forces,  and  separate  the  white  light  into  a  variety  of  colours ; 
this  effect  is  represented  by  fig.  113;  L  !*,&&,  are  parallel  rays 
I  oflightfallinguponaplano- 
ivex  lens ;  two  of  these, 
I  one  from  the  mar^n,  the 
I  otherfromnearerthecentre, 
I  are  shown  as  dispersed  aitd 
I  coloured,  as  in  the  speo- 
1  trum  formed  by  a  primn; 
Fig- 113-  these    coloured    rays    will 

cross  each  other  at  S  S.  the  violet,  being  more  refrangible  than 
the  red,  will  be  brought  to  a  focus  nearest  to  the  lens,  so 
that,  be^des  the  spherical,  there  is  the  chromatic  abem^ 
tion.  Whenever  a  ray  passes  from  one  medium  into 
another  more  or  less  refractive,  the  djspermon  is  certain  to 
take  place.  As  every  lens,  according  to  its  figure,  is  mcnre  or 
lees  subject  to  these  two  kinds  of  aberrations,  it  becomes 
necessary  to  ascertun  how  such  sources  of  error  may  be 
remedied;  this,  as  will  presentiy  be  shown,  can  be  acctm)- 
pliahed  to  some  extent  by  the  employment  of  two  or  more 
lenses  instead  of  one,  so  as  to  divide  the  refraction 
among  a  larger  number  or  surfaces ;  the  defect  may  also, 
in  some  measure,  be  counteracted  by  diminishing  the 
aperture  of  the  lens,  by  pkcing  a  stop  or  diaphragm  be- 
hiad  it,  to  cut  off  the  peripheral  rays,  but  tiiis,  in  all  caaes, 
is  attended  with  loss  of  light,  and  although  the  lens  defines 
better,  its  penetrating  power  is  reduced  in  a  like  proportion. 
For  all  lenses  of  very  low  power  that  are  employed  with 
simple  microscopes  for  dissecting,  the  spherical  and  chromatic 
aberration  need  hardly  be  considered ;  it  is  only  when  the 
higher  powers  are  required  to  be  used  singly  or  either  of  them 
OS  object-glasses  for  the  compound  instrument,  that  the  two 
kinds  of  aberration  must  of  necesaty  be  done  away  with,  or, 
in  other  words,  the  aperture  must  be  inci-eased  without  inter- 
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ferii^  with  definition.  The  spherical  aberration  taaj  be  oon- 
ndenbly  dinunished  by  attending  to  the  figure  of  the  lena 
emidoyed ;  thuB,  if  it  be  a  planocoDTez,  the  convex  nde  should 
be  placed  towards  the  eye,  if  a  double  convex,  it  has  been 
fbond  in  practice  that  one  whose  ndii  are  in  the  proportion  of 
oste  to  ax  is  the  form  in  which  the  aberration  is  the  least ;  but 
it  can  be  entirely  got  rid  of  by  comlnnationa  of  lenses  so  dis- 
posed, that  their  oppoate  aberrations  may  correct  each  other ; 
this  was  first  acc<Hnpli8hed  in  a  satisfactory  maimer  by  the 
donUet  of  Dr.  Wollaston,  before  described  in  pages  30  and 
65,  as  consisting  of  two  plaaooonvex  lenses  whose  focal  lengths 
are  in  the  prop<»tion  of  one  to.  three,  the  lens  of  diortest  focus 
being  placed  next  the  object,  and  the  convex  surfaces  of  both 
directed  towards  the  eye,  with  a  stop  or  diaphragm  between 
them.  Wollaston  did  not  employ  the  stop,  as  liis  doublets  were 
of  each  high  power,  that  the  lenses  nearly  toached  each  other. 
The  action  of  the  doublet  will  be  best  understood  by  the 
ifiagrun,Sg.  1 14,  «^ied  fimn  Mr.  Boss's  article  "  Microscope," 
I  before  alluded  to,  where 
1  P  represents  a  portion  of 
I  the  pupil,  D  D  the  dia- 
I  phragm  or  stop,  and  L  O 
1  L' the  object.  Each  (tf  the 
I  pendils  of  light  fiom  the 
I  extremities  of  the  object 
I  L 1/  is  rendered  eccentric 
I  by  the  stop,  and  the  ray 
I  that  passed  throu^  the 
I  first  lens  near  to  the  oen- 
I  tre  is  made  to  pass  through 
I  the  periphery  of  the  se- 
I  cond  tens,  and  on  the  op- 
1  petite  side  of  the  common 
),  F  O;  thus  each  is 
I  affected  by  oppoate  errors 
which,  in  some  measure, 
neutralise  each  other,  and 
the  rays,  B  B,  S  B,  emanating  from  L,  being  bent  to  the 
11 
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right  in  the  lower  lens,  and  to  the  left  in  the  upper,  and,  as 
the  most  refrangible  of  the  coloured  rays  the  blue,  is  altered 
in  its  couree  at  each  bending,  and  faUs  near  the  mar]^  of  the 
second  lens,  where  the  redaction  is  more  powerful  than  in  the 
centre,  the  blue  and  red  rays  will  emerge  very  nearly  parallel, 
and,  consequently,  colourless  to  the  eye ;  thus  the  Ghr(»natic 
aberration  is  almost,  if  not  entirely  destroyed,  whilst  the 
spherical  has  been  considerably  diminished  by  the  circum* 
stance  that  the  side  of  the  pendl  which  passes  one  lens 
nearest  the  axis,  passes  the  other  nearest  the  margin.  But 
however  careftilly  a  doublet  of  this  form  may  be  constructed, 
there  must,  of  necessity,  be  some  small  amount  of  error;  the 
central  pencil  will  occupy  the  same  relative  position  in  both 
lenses,  the  correction  of  this,  conseqnentiy,  will  be  imperfect, 
and  all  tiiose  rays  intermediate  between  tiie  centre  and  the 
margin  will  vary  aocovdii^  to  their  distance  from  one  or  the 
other ;  but  allowing  this,  the  doublet  is,  nevertheless,  vastly 
superior  to  any  angle  lens  of  the  same  power,  and  may  be 
made  to  transmit  a  pendl  of  an  angle  from  35^  to  50^,  with- 
out any  very  senaUe  errors^  and  to  exhibit  most  of  the  usual 
test  objects. 

Another  most  important  improvement  in  the  magnifyix^ 
power  of  the  simple  microscope  is  the  triplet  of  Mr.  Holland, 
before  described  in  pages  31  and  65 ;  in  this  instrument  three 
lenses  are  employed,  the  two  lowest  being  placed  dose  to- 
gether, and  the  stop  between  them  and  the  third.  The  first 
bending  of  the  rays  being  accomplished  by  two  lenses  instead 
of  one,  the  aberrations  are  so  much  diminished,  that  the 
second  bending  neutralizes  them  entirely.  The  triplet, 
though  composed  of  three  lenses,  is,  neverthdese,  a  doublet  in 
its  action,  and  is  capable  of  transmitting  a  pencil  of  sixty-five 
degrees  with  distinctness  and  correctness  of  definition ;  with 
it  we  arrive  at  the  hi^est  stage  of  perfection  that  the  single 
microscope  has  ever  yet  attuned,  as  the  errors  of  spherical 
and  chromatic  aberration,  to  which  all  single  lenses  are  more 
or  less  subject,  are  nearly  destroyed ;  but  however  well  either 
the  triplet  or  the  doublet  may  perform  separately,  they  will 
not  answer  well  as  object-glasses  to  the  compound  microscope^ 
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where  any  error,  however  alight,  in  the  object-glBfls,  is  farther 

mflgnified  by  the  eye^piece.    The  ooBBtruction  of  a  magni- 

J^ing  power  for  the-  compound  microficope  is,  therefore,  a. 

more  ecHnplicated  matter  than  that 
either  of  a  doublet  or  trijdet;  for  not: 
only-  must  several  lenses  be  employed'* 
to  form  one  magnifier,  but  even  two> 
different  kinds  of  glass  must  be  used 
for  one  lens  of  such  magnifier;  and* 
throughout  the  whole  range  of  optical 
science,  perhaps  there  is  no  mngle  pro- 
blem that  has  ever  yet  engaged  so 
much  of  the  attention  of  the  learned,, 
in  all  countries,  as  that  of  achromatism ; 
and  of  all  tiie  triumphs  in  sdence  that 
have  been  achieved  by  a  combination 
of  the  labours  of  the  mathematidan  and 
tiie  workman,  no  one  can  outvie  in 
delicacy  of  construction  and  in  impor- 
tance a  well  made  achrcmiatic  combi- 
nation. 

In  order  to  understand  the  different 
parts  entering  into  the  composition  of  a 
perfect  object-glass  for  the  compound 
microscope,  it  must  be  first  shown  how 
the  rays  of  light  ccMnport  themselves  in 
their  passage  through  a  compound  mi-* 
croscope  of  the  ordinary  kind,  that  is 
not  achromatic    Fig.  115  represents  a 
compound  microscope  of  two  lenses^ 
A  B  being  an  object,  C  D  the  object- 
glass,  and  L  M  the  eye-glass.    The 
rays  proceeding  from  the  object,  A  B, 
are  acted  on  by  the  lens,  C  D,  and  are 
brought  to  a  focus  at  B' A';  but  not 
being  intercepted  there,  they  cross  and  pass  on  till  they  reach 
the  eye-glass,  L  M,  by  which  they  are  rendered  nearly 
parallel,  and    as    such  reach  the  eye,  the  image,  B'  A^ 
II* 
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anBwering  as  aii  object  to  the  mngle  lens,  L  M.    The  mag- 
nifying power  of  the  compound  m]cro60(q[)e  depends,  fixs^  on 
the  front  focns  of  the  lens^  C  D,  that  is  the  distance,  C  A  or 
D  B;  secondly,  on  its  posterior  focus,  C  B'  or  D  A';  and 
thirdly,  on  the  focus  of  the  lens,  L  M.    The  power  may, 
therefore,  be  increased  by  substitiiting  a  lens  of  shorter  fboal 
length  for  C  D  qr  L  M,  or  by  making  the  distance  between 
C  D  and  L  M  greater.    By  the  addition  of  a  second  lens  at 
the  eye  end,  the  field  of  yiew  is  much  increased,  and  we  have 
what  is  termed  an  eye-piece ;  but  by  this  arrangement  no- 
thing has  been  done  to  diminish  either  the  spherical  or  the 
diromatic  aberration  of  the  object-glass,  C  D.    One  very 
great  advantage  which  the  compound  has  over  the  ample 
microscope,  besides  the  greater  magnifying  power,  is  that  the 
field  of  view  is  kige  and  almost  equally  good  in  all  directions, 
whereas,  in  the  simple,  the  field  is  small,  and  only  good  in  the 
centre.    But  however  well  an  instrument  of  this  kind  may  be 
constructed,  it  will  fail  to  exhibit  even^nany  of  the  ordinary  test 
objects;  it  is,  therefore,  unfit  for  the  purposes  of  scientific 
investigation,  for  in  the  diagram  given  at  fig.  115,  it  must  not 
be  supposed  tiiat  the  image  of  the  object  formed  at  B'  A  is  a 
oorrect  one ;  on  tiie  contrary,  a  i^iace  for  some  distance,  both 
above  and  below  i1^  may  be  considered  as  occupied  by  an 
infinite  number  of  variously  coloured  images  of  different  sizes, 
that  interfere  with  each  other,  and  necessarily  render  the 
definition  indistinct.    To  overcome  all  these  difficulties  has 
been  a  labour  of  year8»  and  for  an  account  of  the  various  steps 
towards  improvement  which  have  taken  place,  the  reader 
must  consult  the  latter  part  of  the  History  of  the  JUtcrosccpe, 
beginning  at  page  32,  where  these  points  are  described  in 
chronolo^cal  order. 

The  first  attempts  to  achromatise  the  object-glass  were  not 
very  successful;  and  we  find  that  within  the  last  twenty-five 
years  such  philosophers  as  Biot  and  WoUaston  predicted  that 
the  compound  microscope  would  never  excel  the  cnmple  when 
supplied  with  doublets.  Happily  for  us  such  opinions  have 
been  since  found  to  be  groundless,  ^^and  the  compound  micro- 
soope,"  says  Mr.  Ross,  ^^within  the  last  fifteen  years,  has 


HAONIFTINO  ^OWJLUS.  165 

been  elevated  from  the  ooncBtioii  previoiuly  described,  to  that 
c^  beiiig  the  moat  important  instmment  ever  yet  bestowed  by 
ait  upon  the  investigator  of  nature.*^ 

In  the  doublet  of  WoDaston,  and  in  the  triplet  of  Mr.  Hol- 
land»  before  described,  the  lenses  were  all  made  of  the  same 
kind  of  material ;  but  in  order  to  render  an  object-glass  for  a 
compound  microscope  achnmiatic,  glass  of  two  difierent  den- 
sities, and  flint,  crown,  or  plate,  must  be  employed  for  each 
lens,  as  in  the  telescope  invented  by  DoUond. 

Grlasses  on  this  principle,  of  various  d^rees  of  merit,  had 
been  made  about  the  year  1824,  by  Selligue,  Frauenhofer, 
and  Amid,  on  the  continenl^  when  William  Tulley,  of 
London,  without  knowing  what  had  been  done  by  them,  suc- 
ceeded, in  that  year,  in  making  the  first  English  achromatic 
object^Iass  for  a  compound  microscope ;  it  was  composed  of 
three  lenses,  and  was  capable  of  transmitting  a  pencil  of  18^  ; 
he  soon  after  constructed  anotiier  combination,  to  be  placed  in 
firont  c^  the  first  mentioned,  which  increased  the  angle  of  tiie 
pendl  to  38^ ;  tiius  was  the  difficulty  overcome.  Mr.  Tulley's 
object-glass  exhibited  a  flat  field,  and  was  perfectiy  corrected ; 
to  it  also  was  applied  an  eye-piece,  by  which  the  magnifying 
power  produced  was  one  hundred  and  twenty  diameters,  but 
when  the  second  combination  was  added,  the  power  was  in- 
creased to  three  hundred.  Mr.  Tulley  was  encouraged  and 
greatly  aided  in  his  researches  by  Dr.  Goring  and  Mr.  Joseph 
Jackson  Lister,  but  still  he  never  obtained,  by  his  own  com- 
binations, an  angular  aperture  beyond  tlurty-eight  or  forty 
degrees :  it  was  left  for  Mr.  Lister,  in  1829,  to  point  out 
how  lenses  composed  of  two  kinds  of  glass,  with  their  inner 
surfiu^es  in  contact,  could  be  combined  so  as  to  give,  with  ease 
and  certainty,  a  correction  over  the  whole  field,  and  at  the 
same  time  to  transmit  a  much  larger  pencil  Mr.  Listeria 
paper,  as  before  stated,  at  page  40,  was  published  in  the 
Philo9ophical  Trafuactians  of  the  Royal  Society,  and  so  valuable 
was  the  information  afforded  by  it,  that  firom  the  time  of  its 
publication  up  to  the  present,  it  has  been  the  foundation  of 

*  Penny  Cydopmdia^  Art,  Alicrosoope. 
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moet  of  the  impiovementA  in  the  ochromatio  nucnwoopeB  taade 
in  England. 

For  all  the  detail  connected  with  this  important  nibject, 
the  reader  is  reteired  to  the  paper  itself  in  the  I^Uotophical 
TrojuactioTu,  where  will  be  found  die  varioos  steps  by  wWch 
"i&T.  Lister  was  led  to  such  valuable  results.  The  achromalic 
object-glasses  made  by  our  three  most  eminent  optidanfl, 
Messrs.  Powell,  Boss,  and  Snuth,  conoat  of  two  or  three 
compound  lenses,  which  are  fixed  in  a  long  tube  or  case,  those 
of  high  power  having  the  adjustment  shown  in  fig.  22,  page 
42,  or  in  sectjon  in  fig.  116,  where  A  represents  the  anterior 
I  piur  of  lenses,  M  the  middle,  and  P  the 
posterior,  the  three  sets  comluned  fwm 
I  the  achromatic  ol^ect>flas8.  All  the 
I  first-rate  instruments  are  supplied  witlt 
I  as  many  as  five  or  mx  of  these  olgec- 
I  tives,  by  which,  magnifying  powers  can 
be  obtuned  &om  20  up  to  2,000  dia- 
meters^ The  great  expense  of  their 
manufacture  has  been  always  a  bar  to 

I  the  more  general  employment  of  the 

Fig.  116.  achromatic  microscope ;  and  to  diminish 

this,  combinations  have  been  made,  in  which  the  tube  con- 
taining the  front  lenses  may  be  drawn  ofi^  tiie  back  glass 
being  thus  used  alone  for  a  low  power,  with  a  dark  stop  slid 
over  it.  Messrs.  Smith  and  Beck  still  sometimes  supply  their 
one-and-arhalf  inch  and  two-thirds  of  an  inch  glasses  so  con- 
structed, and  thus  produce  glasses  of  three  inches  and  cme- 
and-B-quarter  inch;  Messrs.  Powell  and  Boss,  on  the  con- 
trary, always  supply  distinct  combinationa  The  object- 
glasses  made  on  the  Continent  condst  of  sets  of  three  or 
more,  screwed  one  upon  the  other;  of  these,  the  fitst,  second, 
or  third  may  be  used  separately  or  combined ;  by  this  means 
three  different  powers  may  be  obt^ed,  but  their  construction 
does  not  allow  of  fine  correction  throughout  the  range.  A 
section  of  a  modem  compound  achromatic  microscope,  as 
manufiictured  by  our  best  makers,  is  represented  by  fig.  117, 
where  o  is  an  object,  and  above  it  is  seen  the  triple  achro- 
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matic  objecip^laaBy  in  oonnection  with  the  eye-piece,  E  E, 
F  F,  the  planoconvex  lens,  E  E,  being  the  eye-glasB,  and  F  F 

the  field-glasB,  and  between  them  at  B  B 
a  dark  stop  or  diaphragm.  The  course 
of  the  light  is  shown  by  three  rays, 
drawn  from  the  centre,  and  three  from 
each  end  of  the  object,  o;  these  rays,  if 
i^.^  not  prevented  by  the  lens,  F  F,  or  the 
diaphragm  at  B  B,  would  form  an  image 
at  A  A ;  but  as  they  meet  with  the  lens, 
F  F,  in  their  passage,  they  are  con* 
— Vinf"  veiged  by  it,  and  meet  at  B  B,  where 
the  diaphragm  is  placed  to  intercept  all 
the  light  except  that  required  for  the 
formation  of  a  perfect  image,  the  image 
F  at  B  B  is  further  magnified  by  the  lens, 
E  E|,  as  if  it  were  an  original  object  in 
the  manner  described  at  pages  67  and 
163.  The  triple  achromatic  combination 
constructed  on  Mr.  Lister's  improved 
plan,  although  capable  of  transmitting 
large  angular  pencils,  and  corrected  as 
to  its  own  errors  of  spherical  and  chro- 
matic aberration,  would,  nevertheless, 
be  incomplete  without  an  eye-piece  of 
peculiar  construction.  As  this  subject 
has  been  so  admirably  treated  by  Mr. 
Boss,  in  the  Penny  CychjHBdia^  it  has 
been  thought  most  desirable  to  quote 
his  own  wordfify  as  follows : — 

"  If  we  stopped  here,"  says  Mr. 
Boss,  "we  should  convey  a  very  im- 
perfect idea  of  the  beautiful  series  of 
corrections  effected  by  the  eye-piece, 
and  which  were  first  pointed  out  in 
detail  in  a  paper  on  the  subject,  pub- 
lished by  Mr.  Varley,  in  the  fifty-first 
ITig."]]/.  volume  of  the  Transactions  of  the  So- 
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ciety  of  Art*.  The  eyepiece  in  qaefltion  waa  invented  1^ 
HuyghenB  for  telescopes,  with  tao  other  view  than  that  of 
HimmiaTiiTig  the  Bpfaericol  aberration  by  [ooducii^  Ac  refne- 
tiona  at  two  glasses  instead  of  one,  and  of  increasing  the  field 
of  view.  It  ooneiBtB  of  two  planoooDvex  lensee,  with  thor 
[Jane  mdea  towards  the  eye,  sai  placed  at  a  distance  i^art 
equal  to  half  the  mm  of  their  focal  lengths,  with  a  stop  or 
diaphragm  placed  midway  between  the  lenaee.  Hny^iena 
was  not  aware  of  the  value  of  his  eye-piece ;  it  was  reserved 
for  Boacovich  to  point  out  that  he  had,  by  this  important 
arrangement,  acddentally  coirected  a  great  part  of  ^te  diro- 
niatic  aberration.  Let  fig.  118  represent  the  Ho^^muan 
eye-(Heoe  of  a  micraeoc^e, 
F  F  being  the  field-^asa, 
and  E  £  the  eye-glass,  and 
L  M  N  the  two  extreme 
rays  of  each  of  the  three 
pencils,  emanating  from  the 
centre  and  ends  of  the  ob- 
ject, of  which,  but  for  the 
field-^ass,  a  series  of  oo- 
I  loured  images  would  be 
formed  from  B  fi  to  B  B ; 
those  near  B  B  beii^  red, 
those  near  B  B  blue,  and 
the  intermediate  chkb  green, 
I  yellow,  and  so  on,  oorr^ 
apooding  with  the  colouts  of 
the  prismatic  spectrum.^ — 
This  order  of  otJoura,  it  will 
be  observed,  is  the  reverse 
of  that  occurring  in  the  com- 
mon compound  microsoope* 
represented  by  fig.  115,  in  which  the  single  object-glass  pro- 
jects the  red  image  beyond  the  blue.  The  effect  just 
described,  of  projecting  the  blue  image  beyond  the  red,  is 
purposely  produced,  for  reasons  presently  to  be  given,  and  u 
called  over-correcting  the  object^laas  u  to  colour.    It  is  to 
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be  observed,  akOy  that  the  imagefl,  B  B  and  R  B»  are  curved 
in  the  wnmg  direction,  to  be  ^stinctly  seen  by  a  convex  eye- 
lena,  and  this  is  a  fnrther  defect  of  the  compound  microflcope 
of  two  lenses.  But  the  field-glass,  at  the  same  time  that  it 
bends  the  rays  and  converges  them  to  foci  at  B'  B'  and  R  R', 
also  reverses  the  curvature  of  the  images  as  there  shown,  and 
gives  them  the  form  best  adapted  for  distinct  vision  by  the 
eye-glass,  E  E.  The  fieldrglass  has  at  the  same  time  brought 
the  blue  and  red  images  closer  together,  so  that  they  are 
adqyted  to  pass  uncoloured  through  the  eye-glass.  To  render 
das  important  pmnt  more  intelli^ble,  let  it  be  supposed  that 
the  obgeet^hiss  had  not  been  over-corrected,  that  it  had 
been  perfectly  achrcmiatic ;  the  rays  would  then  have  become 
colouzed  as  soon  as  they  had  passed  the  field-glass;  the  blue 
rays,  to  take  the  central  pendl  for  example,  would  converge 
at  A,  and  the  red  rays  at  r,  which  is  just  the  reverse  of  what 
the  eye-lens  reqmres;  for  as  its  blue  fixsus  is  also  shorter  than 
its  red,  it  would  demand  rather  that  the  blue  image  should  be 
at  r,  and  the  red  at  ft.  This  eflfect  we  have  shown  to  be  pro- 
duced by  the  oveiHSorrection  of  the  ofcgect-glass,  which  pro- 
trudes the  blue  foci,  BB,  as  much  beyond  the  red  fod,  RR^  as 
the  sum  of  the  ^Kstances  between  the  red  and  blue  foci  of  the 
field-lens  and  eye-lens ;  so  that  the  separation,  B  R,  is  exactly 
taken  up  in  passing  through  those  two  lenses,  and  the  whole 
oi  the  colours  ocnncide  as  to  focal  distance  as  soon  as  the  rays 
have  passed  the  eye-lens.  But  while  they  coincide  as  to  dis- 
tance, they  differ  in  another  respect ;  the  blue  images  are  ren- 
dered smaller  than  the  red  by  the  superior  refractive  power  of 
the  field-glass  upon  the  blue  rays.  In  tracing  the  pencil,  L, 
for  instance,  it  will  be  noticed  that  after  passing  the  field- 
glass,  two  sets  of  lines  are  drawn,  one  whole,  and  one  dotted, 
the  former  representing  the  red,  and  the  latter  the  blue  rays. 
This  is  the  accidental  effect  in  the  Huyghenian  eye-jnece 
pointed  out  by  Boscovich.  The  separation  into  colours  of 
the  field-glass,  is  like  the  over-correction  of  the  objectrglass ; 
it  leads  to  a  subsequent  complete  correction.  For  if  the  dif- 
ferently ocdoured  rays  were  kept  together  till  they  reached 
the  eye-glass,  they  would  then  become  coloured,  and  present 


170  PRACTICAL  TREATISE  ON  THE  MICROSCOPE. 

coloured  images  to  the  eye ;  but,  fortunately,  and  most  beauti- 
fully, the  separation  effected  by  the  field-glass  causes  the  blue 
rays  to  iall  so  much  nearer  the  centre  of  the  eye-glass,  (where, 
owin^  to  the  spherical  figure,  the  refiractiye  power  is  less  than 
at  the  margin,)  that  the  epherical  error  of  the  eye4ens  consti- 
tutes a  nearly  perfect  balance  to  the  chromatic  dispersion  of 
the  field-lens,  and  the  red  and  blue  rays,  L'  and  L",  emerge 
sensibly  parallel,  presenting,  in  consequence,  the  perfect  defi- 
nition of  a  single  point  to  the  eye.  The  same  reasoning  is 
true  of  the  intermediate  colours  and  of  the  other  pendls.^ 

From  what  has  been  stated,  it  b  obvious  that  we  mean,  by 
an  achromatic  objeclrglass,  one  in  which  the  usual  order  of 
dispersion  is  so  fitr  reversed,  that  the  light,  after  undergoing 
the  singularly  beautiM  series  of  changes  effected  by  the  eye- 
piece, shall  come  uncoloured  to  the  eye.  We  can  give  no 
specific  rules  for  producing  these  results.  Close  study  of  the 
formulse  for  achromatism,  given  by  the  celebrated  mathema- 
ticians we  have  quoted,  will  do  much,  but  the  principles  must 
be  brought  to  the  test  of  repeated  experiment.  Nor  will  the 
experiments  be  worth  anything,  unless  the  curves  be  most 
accurately  measured  and  worked,  and  the  lenses  centred  and 
adjusted  witii  a  degree  of  precision  which,  to  tiiose  who  are 
familiar  only  with  telescopes,  will  be  quite  unprecedented. 
When  objeclrglasses  of  high  power,  constructed  upon  the 
improved  plan  of  Mr.  Lister,  came  to  be  accurately  tested, 
Mr.  Boss  found  out  that  if  they  exhibited  well,  objects  that 
were  uncovered,  they  did  not  show  so  beautiftilly  those  that 
were  covered  with  thin  glass  or  mica,  ¥dth  or  without  being 
immersed  in  fluid.  He  speedily  found  a  remedy,  which,  in 
order  to  be  fully  understood,  must  be  described  in  his  own 
words,  taken  eitiier  from  the  original  paper  in  the  IVansae^ 
tians  of  ihe  Society  of  Arts,  or  from  the  article,  ^^  Microscope," 
in  the  Penny  Cycloptsdia,  which  has  been  already  so  often 
quoted. 

''Mr.  Lister^s  new  principles  were  applied  and  exhibited 
by  Mr.  Hugh  Powell  and  Mr.  Andrew  Boss,  with  a  degree 
of  success  that  had  never  been  anticipated ;  so  perfect,  indeed, 
were  tiie  corrections  given  to  the  achromatic  objeclrglass — 
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SO  oomjdetely  were  the  enon  of  ^heridty  ftnd  didpercdon 
balanced  or  destroyed — that  the  circuniBtaiioe  of  oovering  the 
object  with  a  plate  of  the  thinnest  ghiss  or  mica  disturbed  the 
correctionBy  if  they  had  been  adapted  to  an  uncovered  object, 
and  rendered  an  object-glass,  which  was  perfect  Under  one 
condition,  sensibly  defective  under  the  other.  This  defect, 
if  that  should  be  called  a  defect  which  arose  out  of  improve- 
ment, was  first  discovered  by  Mr.  Boas,  who  immediately 
suggested  the  means  of  correcting  it,  and  presented  to  the 
Society  of  Arts,  in  1837,  a  paper  on  the  subject,  which  wbb 
published  in  the  fifty-first  volume  of  their  TVcmaacHodu,  and 
which,  as  it  is,  like  Mr.  Lister^s,  essential  to  a  ftill  under- 
standing of  the  ultimate  refinements  of  the  instrument,  we 
shall  extract  nearly  in  full : — 

**  In  the  course  of  a  practical  investigation,"  says  Mr.  Boss^ 
^  with  a  view  of  constructing  a  combination  of  lenses  for  the 
object-glass  of  a  compound  microscope,  which  should  be  free 
book  the  effects  of  aberration,  both  for  central  and  oblique 
pendls  of  great  angle,  I  combined  the  condition  of  the  greatest 
posable  distance  between  the  object  and  object-glass;  for  in 
object-glasses  of  short  focal  length,  their  closeness  to  the 
object  has  been  an  obstacle  in  many  cases  to  the  use  of  high 
magnifying  powers,  and  is  a  constant  source  of  inconve- 
nience. 

« In  the  improved  combination,  the  diameter  is  only  suffi- 
cient to  admit  the  proper  pencil;  the  convex  lenses  are 
¥rrought  to  an  edge,  and  the  concave  have  only  suffident 
thickness  to  support  their  figure ;  consequentiy,  tiie  combina- 
tion is  the  thinnest  possible ;  and  it  follows  that  there  will  be 
the  greatest  distance  between  the  object  and  the  objedrglass. 
The  focal  length  is  one-eighth  of  an  inch,  having  an  angular 
aperture  of  60^,  with  a  distance  of  one-twenty-fifth  of  an 
inch  and  a  magnifying  power  of  970  times  linear,  witii  perfect 
definition  on  the  most  difficult  Podura  scalea  I  have  made 
object-glasses  of  one-sixteentii  of  an  inch  focal  length ;  but  as 
the  angular  aperture  cannot  be  advantageously  increased,  if 
the  greatest  distance  between  the  object  and  the  object-glass 
is  preserved,  their  use  will  be  very  limited.     The  quality  of 
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the  definition  produced  by  on  achromatic  compound  micro- 
ecope  will  depend  npim  the  aacamey  with  viiach  the  aberra- 
tions, both  chromatic  and  spherical,  are  balanced,  together 
with  the  general  perfection  of  the  worionanshipu  Now,  in 
Wollaaton'a  doublets  and  Holland's  triplets,  there  are  no 
means  (rf  prodndng  a  baUnce  of  the  aberrations,  as  they 
are  composed  of  convex  lenses  only ;  therefore  the  best  that 
can  be  done,  is  to  make  the  abemtions  a  minimum;  the 
remiuning  pomtire  aberration  in  these  forms,  produces  its 
peculiar  efiect  upon  objects  (particularly  the  detail  of  the  thin 
^ansparent  dasa)  which  may  lead  to  misapprehenrion  of  their 
trtie  structure;  but  with  the  achromatic  object^lass,  where 
the  aberrations  are  correcUy  balanced,  the  most  minute  parts 
of  an  object  are  accurately  displayed,  so  that  a  satisfactory 
judgment  of  their  character  may  be  formed.  It  will  be  seen 
by  fig.  1 19,  that  when  a  certun  angular  pencil,  A  O  A^  pro- 
ceeds frcHU  the  object,  O,  and  is  incident  on  the  plane  side  of 
the  first  lens,  if  tiie  combination  be  renwved  Irom  the  object, 
ae  in  fig.  120,  the  extreme  rays  of  the  pendl  impinge  on  the 


Fig.  119.  Fig.  120. 


more  marginal  parts  of  the  glass,  and  as  the  refractions  are 
greater  here,  the  aberrations  will  be  greater  also.  Now,  if 
two  oouq>oand  objectrglasses  have  their  aberrations  balanced, 
one  being  situated  as  in  fig.  1 19,  and  the  other  as  in  fig.  1 20, 
and  the  same  disturbing  power  iq^)lied  to  both,  that  in  which 
the  angles  of  incidence  and  the  aberrations  are  small,  will  not 
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be  to  mudi  diatorbed  aa  where  the  angles  are  great,  and 
where,  conaeqaently,  the  abermtioiiB  increaae  imjndljr. 

**Wheii  an  object-gUsa  has  its  abem^ns  baUnced  for 
newii^  an  opaque  object,  and  it  is  required  to  examine  that 
object  hy  transmitted  light,  the  correction  will  remain ;  bat 
if  it  be  necessary  to  immerse  the  object  in  a  fluid,  or  to  cover  it 
with  ^aae  or  mica,  an  aberration  will  arise  from  these  oiroum- 
stanoes  which  will  disturb  the  previous  correction,  and,  con- 
sequently, deteriorate  the  definition,  and  this  effect  will  be 
more  obvious  with  Qie  increase  of  the  distance  between  the 
object  and  the  object^lass.  The  aberraUtm  jmiduced  with 
diverging  rays  by  a  piece  of  flat  and  parallel  glass,  such  as 
would  be  used  for  covering  an  object,  is  represented  at  fig.  121, 


Fig.  131. 
where  G  O  G  G  ia  the  refracting  medium,  or  a  [nece  of  glass 
covering  the  object,  O,  and  O  P  the  axis  of  the  pencil,  perpen- 
dioalar  to  the  fiat  sur&ces,  O  T  a  ray  near  the  axis,  and 
O  T  the  extreme  ray  <^  the  pencil  inddent  on  the  under 
Bor&oa  of  the  glass:  then  T  B  T  R' will  be  the  directions  of 
the  rays  in  the  medium,  and  B  E  R  E'  those  of  the  emergent 
rays.  Now,  if  the  course  of  these  raya  is  continued  as  by  the 
dotted  lines,  th^  will  be  found  to  intersect  the  axis  at  dif- 
forent  ^stsoces,  X  and  Y,  from  the  Bur&oe  ctf  tiie  ^ass ;  and 
the  ^stance,  X  Y,  is  the  aberration  produced  by  the  medium 
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which,  aa  before  stated,  intefferea  with  the  previously  balanoed 
aberrations  of  the  several  lenses  oompoang  the  object-glaflBi 
There  asre  many  cases  of  this,  bat  the  one  here  selected  serves 
best  to  illustrate  the  principle.  If  an  objeet^hss  is  con- 
structed as  represented  by  fig.  ISO,  where  the  posterior  c<»n- 
bination,  P,  and  the  middle,  M^  have  together  an  excess  of 
negative  aberration,  and  if  lliis  be  corrected  by  the  anterior 
combination.  A,  having  an  exoess  of  positive  aberration,  then 
this  latter  combination  can  be  made  to  act  more  or  less  power- 
fully upon  F  and  M,  by  making  it  approach  to  or  recede 
firom  them;  for  when  the  three  ate  in  dose  contact,  the 
distance  of  the  object  firom  the  object-glaas  is  greatest,  a^d, 
consequently,  the  rays  firom  the  object  are  diverging  firom  a 
point  at  a  greater  distance  than  when  tiie  oomUnations  are 
separated,  and  as  a  lens  bends  the  rays  more,  or  acts  with 
greater  effect,  the  more  distant  the  object  is,  firom  which  the 
rays  divei^,  the  effect  of  the  anterior  combination  A,  upon 
the  other  two,  P  and  M,  will  vary  with  its  distance  fixxn 
thence.  When,  therefore,  the  correction  of  the  whole  is- 
effected  for  an  opaque  object,  with  a  certain  distance  between 
the  anterior  and  middle  combination,  if  they  are  then  put  in 
contact,  tiie  distance  between  the  object  and  the  object-glass 
will  be  increased ;  consequentiy  the  anterior  combination  will 
act  more  powerfiiUy,  and  the  whole  will  have  an  excess  of 
pontive  aberration.  Now,  the  effect  of  the  aberration  pro- 
duced by  a  piece  of  flat  and  parallel  glass  being  of  the  n^a- 
tive  character,  it  is  obvious  that  the 'above  considerations 
suggest  the  means  of  correction  by  moving  the  lenses  nearer 
together,  tiU  the  positive  aberration  thereby  produced  balances 
the  n^ative  aberration  caused  by  the  medium.  The  pre- 
ceding refers  only  to  the  spherical  aberration,  but  the  effect 
of  the  chromatic  is  also  seen  when  an  object  is  covered  with  a 
piece  of  glass ;  for  in  the  course  of  my  experiments,  I  observed 
that  it  produced  a  chromatic  thickening  of  the  outline  of  the 
Podura  and  other  delicate  scales,  and  if  diverging  rays  near 
the  axis  and  at  the  margin  are  projected  through  a  piece  of 
flat  parallel  glass,  with  the  various  indices  of  refinction  for 
the  different  colours,  it  mil  be  seen  that  each  ray  will  emerge 
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separated  into  a  beam  conmstJng  of  the  component  colours  of 
the  ray,  and  that  each  beam  is  widely  different  in  fomh  This 
difference  being  magnified  by  the  power  of  the  microscope, 
readily  accounts  for  the  chromatic  thickening  of  the  outline 
jnst  mentioned.  Therefore,  to  obtain  the  finest  definition 
oi  extremely  deUcate  and  minute  objects,  they  should  be 
yiewed  without  a  covering ;  if  it  be  deorable  to  immerse  them 
in  fluid,  they  should  be  covered  with  the  thinnest  posable 
film  of  nuca  or  glass,  as  from  the  character  of  the  chromatic 
aberration,  it  wiU  be  seen  that  varying  the  distances  of  the 
combinations  wiU  not  sensibly  affect  tiie  correction;  though 
object4enses  may  be  made  to  include  a  given  fluid  or  solid 
medium  in  their  correction  for  colour." 

The  mechanism  for  applying  these  principles  to  the  correc- 
tion of  an  object-glass  under  the  various  drcumstances,  has 
been  already  described  at  page  42,  where  also  was  shown,  by 
fig.  22,  a  vertical  section  of  an  achromatic  objeclrglass,  of  one* 
dghth  of  an  inch  focus;  the  mode  of  making  the  adjustments 
according  to  the  plan  of  Mr.  Boss,  as  well  as  that  of  Mr. 
Wenham,  which  has  only  lately  been  proposed,  will  be  fully 
described  in  the  chapter  devoted  to  test  objects. 

<<  It  is  hardly  necessary  to  observe,"  says  Mr.  Boss, ''  that 
the  neoesffity  for  this  correction  is  wholly  independent  of  any 
particular  construction  of  the  object-glass;  as  in  all  cases 
where  the  object-glass  is  corrected  for  an  object  uncovered, 
any  covering  of  glass  will  create  a  different  value  of  aberration 
to  the  first  lens  which  previously  balanced  the  aberration 
resulting  frwn  the  rest  of  the  lenses;  and  as  this  disturbance 
is  effected  at  the  first  refiraction,  it  is  independent  of  the  otiier 
part  of  the  combination.  The  visibility  of  the  effect  depends 
on  the  distance  of  tiie  object  from  the  object-glass,  the  angle 
of  the  pencil  transmitted,  the  focal  length  of  the  combination, 
the  thickness  of  the  glass  covering  the  object,  and  the  general 
perfection  of  the  corrections  for  chromatism  and  the  oblique 
pencils." 

The  object-glasses  that  are  supplied  with  the  adjustment, 
for  thickness  of  glass,  are  the  highest  powers,  viz.,  the  one* 
axteenth  of  an  inch  in  focal  length,  the  one-ei^th,  the  one^ 
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fourth,  and,  in  some  cases,  the  one-half;  in  all  the  powers  lower 
than  these,  the  adjustment  is  not  required,  as  the  thickness  o( 
the  glass  cover  does  not  materially  interfere  with  their  definition. 
The  eye-pieces  supplied  with  the  compound  microscopes 
are  of  the  Huyghenian  principle  before  described,  and  are 
generally  three  in  number;  they  may  be  designated  by  the 
letters,  A,  B,  and  C,  the  first  being  the  lowest  in  power,  the 
last  the  highest.  Those  of  Messrs.  Powell  and  Smith  are  so 
constructed,  that  with  the  one-inch  object-glasses  the  magni- 
fying power  with  A  will  be  about  30,  with  B  60,  and  C  100, 
or  in  the  proportion  of  1, 2, 3 ;  but  Mr.  Boss  varies  the  power 
of  the  second  or  B,  and  his  proportion  is  about  1,1^  and  2^. 
The  lowest,  or  that  marked  A,  is  the  one  more  commonly 
employed,  the  others,  especially  C,  are  not  so  frequently  used, 
in  consequence  of  the  loss  of  light,  and,  in  some  cases,  of  defi- 
nition also ;  but  all  are  extremely  necessary  when  we  wish 
to  gain  an  increase  in  the  magnifying  power  without  the 
employment  of  a  higher  object-glass.  Two  other  forms  of 
eye-piece  are  sometimes  employed,  one  of  which  was  invented 
by  Bamsden ;  it  consists  of  two  planoconvex  lenses  with  their 
convex  sides  towards  each  other,  and  is  used  with  the  micro- 
meter. If  a  divided  glass  scale  or  fine  wires  be  placed  exactly 
where  the  image  formed  by  the  object-glass  is  situated,  die 
scale  and  the  image  will  be  magnified  together,  and  every 
part  of  the  image  will  be,  as  it  were,  brought  in  contact  with 
a  scale,  the  value  of  each  of  the  divisions  of  which  can  be  accu- 
rately ascertained,  even  to  the  twenty-thousandth  of  an  inch. 
The  curvature  of  the  image  formed  by  this  eye-piece  is  not 
reversed  as  in  the  Huyghenian  form,  hence  it  has  received  the 
name  of  a  podtive  eye-piece,  in  contradistinction  to  that  of 
Huyghens,  which  is  termed  a  negative  one;  but  however 
accurately  such  an  eye-piece  may  be  made,  its  defining  powc  r 
is  not  so  good  as  that  of  Huyghens,  but  Mr.  Boss  states,  that  if 
the  glasses  were  made  up  of  two  achromatic  combinations,  this 
eye-piece  would  be  by  fiEur  the  most  perfect  of  all,  both  for 
telescopes  and  microscopes.  Some  persons  employ  either  two 
plano-convex  or  double  convex  lenses  as  a  substitute  for  the 
single  eye-lens  of  the  eye-piece,  in  order  that  the  field  of  view 
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may  be  considerably  increased  without  any  great  regard  to  cor- 
rectness of  the  detuls.  For  this  purpose^  Dr.  Carpenter  states,* 
^  That  he  has  been  in  the  habit  of  using  an  eye-piece  consisting 
of  a  meniscusy  having  the  concave  side  next  the  eye,  and  a  con- 
vex lens,  having  the  form  of  least  aberration  with  its  flattest 
fflde  next  the  object;  this  form  nearly  resembles  Herschell's 
aplanatic  doublet.  The  field-glass  also  is  a  double  convex  lens 
of  the  form  of  least  aberration.  TVlth  this  eye-piece  he  was 
enabled  to  obtain  a  field  of  fourteen  inches  in  diameter 
(measured  at  the  usual  distance — ^ten  inches),  equally  distinct 
and  well  illuminated  over  every  part,  and  admirably  adapted 
for  the  display  of  sections  of  wood,  wings  of  insects,  and 
objects  of  a  similar  description,  and  also  for  opaque  objects. 
When  employing  it  for  these  purposes,  he  prefers  using  a 
single  lens  as  an  object-glass  instead  of  an  achromatic  one,  as 
the  latter  are  adjusted  for  a  much  smaller  field  of  view,  and 
produce  an  image  whicl^s  distinct  only  in  the  centre." 

The  power  of  the  microscope  may  be  greatly  increased,  not 
only  by  using  different  eye-pieces  and  object-glasses,  but  also 
by  increasing  the  distance  between  them  by  the  draw-tube, 
described  in  page  69.  For  instance,  suppose  that  the  one 
inch  object-glass  and  the  lowest  eye-piece  are  employed,  and 
that  without  the  draw-tube  the  magnifying  power  was  thirty- 
five,  and  with  the  second  eye-piece  forty-five,  and  with  the 
third  eighty-five,  by  the  draw-tube  these  powers  may  not 
only  be  made  even  numbers,  as  forty,  fifty,  and  ninety,  but  all 
intermediate  numbers,  if  required,  may  be  obtained  without 
changing  either  the  eye-piece  or  the  object-glass.  Besides 
this,  it  is  often  required  to  make  a  particular  object  fill  the 
whole  or  nearly  the  whole  of  the  field  of  view ;  this  is  readily 
done  by  employing  the  eye-piece  and  object-glass  that  most 
nearly  effect  it,  and  then  accomplishing  the  remainder  by 
drawing  out  the  tube.  In  the  use  of  the  micrometer  eye- 
piece, the  draw-tube  will  also  be  found  of  essential  service  to 
make  the  divisions  come  out  whole  numbers,  a  point  that  will 
again  be  more  particularly  dwelt  on. 

•  Art.  "  Microscope,"  Cydoptsdia  of  Anatomy  and  Physiology,  p.  342. 
12 
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CHAPTER  L 

PRELIMINABT  DIRBCTIONS. 


All  the  moet  complete  formsy  both  of  simple  and  compound 
microecopesy  constmoted  by  our  principal  makers,  together 
with  the  optical  and  other  apparatus  supplied  with  them, 
having  now  been  fully  described  in  the  first  part  of  the  work, 
it  becomes  necessary  to  enter  in  detail  into  the  different  modes 
of  using  the  same ;  and  as  the  compound  instrument  is  of 
more  general  importance  and  more  difficult  to  use  than  the 
ample  form,  it  must  first  claim  our  attention.  For  the 
better  understanding  of  the  different  steps  in  the  proceeding, 
it  has  been  deemed  advisable,  however,  to  describe  them  imder 
separate  heads. 

Position. — ^If  day-light  is  to  be  employed  as  the  illuminating 
agent,  the  spot  selected  for  planting  the  microscope  on  should 
be  in  all  cases  a  firm  steady  table,  near  a  window  that  is  not 
at  the  time  exposed  to  the  direct  rays  of  the  sun ;  a  white 
doud  immediately  oppodte  to  the  sun  is  the  point  from  which 
the  most  intense  light  is  given  off,  and  a  blue  sky  in  the  same 
situation,  or  a  dark  doud,  is  that  from  which  the  fewest  rays 
proceed.  K  the  instrument  is  to  be  used  at  night,  it  matters 
not  where  the  table  is  placed,  but  the  choice  of  an  illuminator 
then  becomes  necessary ;  this  most  commonly  is  an  Argand 
oil  lamp,  but  a  wax  light  or  that  of  gas  or  camphine  may 
supply  its  place.  The  microscope  having  the  mirror  and  the 
rest  of  the  optical  part  firee  from  dust,  being  placed  upon  the 
table,  and  an  eye-piece  having  been  slid  into  one  end  of  the 
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compound  body,  and  an  object-glass  screwed  into  the  other, 
should  now  for  most  purposes  be  inclined  to  such  an  angle  as 
will  bring  the  top  of  the  eye-piece  opposite  the  eye  of  the  ob- 
server when  sitting  in  the  most  easy  posture.  The  next  step 
is  the  adjustment  of  the  light. 

Adjustment  of  the  Light, — ^If  it  be  required  to  examine  a 
transparent  object  by  day,  the  light  must  be  taken  from  a 
window  as  free  fix>m  bars  as  possible ;  but  if  at  night,  then 
one  of  the  illuminators,  previously  described,  must  be  brought 
within  a  moderate  distance  of  the  mirror;  this  last  is  to 
be  turned  about,  until  the  Ught  reflected  fix>m  its  surface  is 
seen  to  pass  through  the  hole  in  the  stage,  and  to  fall  in  the 
direction  of  the  axis  of  the  instrument  upon  the  end  of  the 
object-glass ;  then,  by  applying  the  eye  to  the  eye-piece,  and 
moving  the  mirror  very  slightly  one  way  or  the  other,  the 
maximum  of  light  will  be  obtained.  K  the  object  to  be  exa- 
mined be  opaque,  and  if  the  Lieberkuhn,  fig.  77,  is  to  be  em- 
ployed, the  lamp  may  be  placed  in  the  same  position  as  for  a 
transparent  object,  but  if  required  to  be  illuminated  by  either 
of  the  condensing  lenses  represented  at  page  122,  then  the 
lamp  must  be  brought  nearer  to  the  observer,  and  the  light 
thrown  upon  the  object  by  the  condenser,  in  the  manner  pre- 
sently to  be  shown  by  diagrams.  As  a  general  rule,  it  is  best 
to  use  the  low  powers  first,  as  a  good  light  and  greater  clear- 
ness of  definition,  together  with  a  large  field  of  view,  will  be 
obtained;  the  higher  powers  may  be  employed  when  the 
observer  has  a  good  general  idea  of  the  arrangement  of  the 
several  parts. 

Transparent  Objects.— These,  previous  to  being  examined, 
are  to  be  placed  either  with  or  without  water  upon  a  slip  of 
glass,  and  covered  with  a  piece  of  thin  glass  or  mica,  or,  if  re- 
quired, either  of  the  animalcule  cages  or  compressors,  described 
at  page  130,  may  be  employed  for  the  same  purpose.  Between 
which  ever  of  these  pieces  of  apparatus  the  object  is  con- 
tained, the  next  proceeding  is  to  place  it  upon  the  object-plate 
of  the  stage,  and  adjust  the  latter  (either  by  sliding  it  up  or 
down,  or  by  acting  on  it  by  the  stage  movements),  so  that  the 
object,  if  visible  to  the  naked  eye,  may  be  brought  as  near  to 
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the  axis  of  the  object-glass  as  possible.    We  now  come  to  the 
adjustment  of  the  focus. 

Adjujstment  of  the  Focui. — ^If  the  focal  distance  of  the  object- 
glass  be  known,  then,  without  looking  through  the  compound 
body,  it  may  be  brought  down  within  the  focus,  by  tunung 
the  huge  nulled  head  of  the  coarse  -adjustment,  and  the  eye 
being  applied  to  the  eye-*piece,  the  proper  focus  may  be  ob- 
tained, by  carefully  turning  the  milled  head  backwards,  until 
either  the  object  or  some  of  the  extraneous  bodies  generally 
found  upon  the  glass  or  in  the  fluid  come  into  view.     If  the 
power  employed  be  a  high  one,  it  is  always  best  to  bring  the 
object-^lass  as  near  as  possible  to  the  focus  with  the  coarse 
adjustment,  and  to  use  the  fine  afterwards,  when  the  eye  is 
applied  to  the  eye-piece. .  If  the  object  be  not  in  the  field  of 
view,  then  the  glass  or  other  apparatus  on  which  the  object  is 
placed  is  to  be  moved  about  by  the  stage  adjustments  until  it 
spears  there,  or,  in  the  absence  of  stage  movements,  the 
fingers  themselves  can  be  employed.    When  the  object  is  of 
any  thickness,  it  will  be  readily  found  that,  by  the  use  of  the 
fine  adjustment,  any  part,  whether  of  the  upper  or  of  the 
under  surface,  may  be  brought  into  focus ;  and  if  it  should  be 
transparent  and  cylindrical,  like  some  of  the  vascular  tissues 
of  plants,  the  markings  on  the  vessels  may  be  traced  all  round 
the  cylinder.    In  the  instruments  of  Messrs.  Smith  and  Beck, 
one  revolution  of  the  milled  head  wiU  either  raise  or  depress 
the  object-glass  about  the  t^  of  an  inch,  and  being  graduated 
into  ten  divisions,  the  value  of  one  division  will  be  the  -^-^^ 
of  an  inch,  so  that  the  thickness  of  any  object  can  be  very 
well  ascertained  to  this  minute  quantity ;  a  plan  of  measuring 
that  was  first  adopted  by  Mr.  Valentine  in  the  microscope, 
described  at  page  61.     By  this  contrivance,  also,  certain  pits 
or  depresdons  in  any  object  can  be  accurately  measured,  by 
bringing  first  the  upper  or  plane  surface  into  focus,  and  then 
noting  how  many  revolutions  or  parts  of  a  revolution  are  gone 
through  before  the  bottom  surface  is  equally  well  defined. 
The  graduation  of  the  milled  head  will  also  be  found  of  great 
service  for  properly  adjusting  the  front  lens  of  the  h^her 
power  object-glasses,  as  the  thickness  of  the  thin  glass  cover 
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can  be  accurately  measured^  and  the  objectrglass  corrected  by 
certain  rules  presently  to  be  laid  down.  When  any  object 
has  been  under  examination,  and  it  has  become  necessary 
either  to  remove  it  from  the  stage  for  some  alteration,  or  to 
substitute  another  in  its  stead,  it  will  be  found  the  best  plan, 
if  the  objectrglass  be  of  short  focus,  to  turn  it  back  from  the 
object  before  removing  it ;  by  this  means  all  contact  between 
it  and  the  object  will  be  prevented,  and  the  risk  of  injury 
avoided.  After  a  few  trials  the  custom  of  turning  back  the 
object-glass  by  the  coarse  adjustment  will  become  habituaL 

Various  re-agents,  such  as  the  acids  or  alkalies,  may  be 
applied  to  objects  when  they  are  being  viewed,  by  touch- 
ing the  edges  of  the  glass  cover  with  a  small  glass  rod  or  tube 
that  has  been  dipped  into  the  required  fluid.  A  small  quan- 
tity will  gradually  insinuate  itself  between  the  glasses,  and  its 
effects  can  be  easily  watched.  When  a  large  quantity  of  a 
corrosive  fluid  is  required,  or  if  the  object  in  fluid  be  not 
firmly  secured  between  the  two  glasses,  it  is  advisable  to 
place  the  microscope  upright,  that  the  danger  of  losing  the 
object,  or  of  having  the  fluid  escape  about  the  stage,  maj  be 
avoided.  The  glasses  between  which  objects  are  placed 
should  be  perfectly  free  fix>m  grease;  if  not  so,  when  the  water 
or  other  fluid  is  added,  it  will  not  run  equally  between  them, 
and  large  air  bubbles  will  be  formed,  all  of  whidi  should  be 
got  rid  of,  especially  if  they  are  in  the  neighbourhood  of  the 
object,  as  they  act  like  so  many  lenses,  and  occasion  a  disturb- 
ance in  the  rays  of  light  that  are  passing  either  through  or 
about  them. 

Small  living  insects  may  be  viewed  in  the  live  box  or  the 
animalcule  cages  by  transmitted  light,  and  those  that  are 
large,  such  as  flies,  may  even  be  held  in  the  forceps,  and  the 
circulation  in  their  legs  readily  seen,  no  glass  being  placed 
beneath  them. 

When  the  highest  powers  are  required,  the  light  of  day 
or  of  a  lamp  may  be  greatly  increased  by  the  use  of  the  achro- 
matic condenser,  deecribed  at  page  113.  In  order  to  get  the 
most  light,  the  lamp  should  be  brought  as  near  the  instrument 
as  possible,  and  the  achromatic  condenser  so  adjusted  that 
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the  image  of  the  flame  may  be  seen  co-incident  with  the 
object 

Opaque  OhjecU. — These  are  illuminated  either  by  the  bull's- 
eye  condensing  lens,  the  Lieberkuhn^  or  the  side  reflector^  and 
the  objectpglaases  employed  cannot  exceed  the  one-fourth  of 
an  inch^  as  no  higher  magnifier  is  provided  with  a  Liebeikuhn, 
and  the  light  from  the  condemdng  lens  or  nde  reflector  cannot 
weQ  be  thrown  upon  any  opaque  object  having  the  object-glass 
nearly  approaching  it.  Opaque  objects  are  generally  mounted, 
either  on  slips  of  glass  or  on  discs  of  card  or  other  material, 
having  a  pin  passed  through  them ;  these  require  to  be  held 
in  the  forceps,  described  at  page  129;  and  if  the  Lieberkuhn 
be  employed,  the  diaphragm  plate  under  the  stage  must  be 
removed,  and  the  light  thrown  upon  the  Lieberkuhn  by  the 
concave  mirror  in  the  same  manner  as  was  described  for  a 
transparent  object,  the  lamp  or  other  illuminating  agent  being 
I^aoed  either  in  front  or  on  one  side  of  the  mirror.  If  the 
microscope  be  inclined,  and  it  be  required  to  illuminate  an 
opaque  object  by  the  condensing  lens,  the  lamp  must  then  be 
brought  near  to  the  eye  of  the  observer,  and  the  condenser 
placed  between  it  and  the  object ;  the  distance  between  the 
lamp  and  the  condenser  being  in  all  cases  greater  than  that 
between  the  condenser  and  the  object,  otherwise  the  rays  of 
light  will  not  be  made  to  converge  upon  the  object.  IF  the 
disc  or  glass  on  which  the  object  is  mounted,  or  the  object 
itself,  be  not  laige  enough  to  cut  off  the  light  from  entering 
die  object-^lass,  then  a  dark  stop  or  well,  represented  by  fig. 
79,  must  be  employed  to  form  a  back  ground. 


186  VSJU  OF  THE  MICBOSCOP£. 


CHAPTER  IL 

ON  THE  ILLUMINATION  OF  OBJECTS. 

All  the  objects  required  to  be  examined  by  the  microscope 
belong  to  one  of  two  classes,  either  the  transparent  or  the 
opaque.  The  methods  of  illumination  differ  for  each  dass:  in 
the  former  the  light  is  generally  reflected  upon  them  by  means 
of  a  plane  or  convex  mirror,  whilst  in  the  latter  it  is  either 
condensed  upon  them  by  a  lens  or  else  by  some  modification 
of  the  silvered  cup,  termed,  from  its  inventor,  the  Lieberkuhn. 
As  the  perfect  illumination  of  objects  is  of  the  utmost  import- 
ance, nay,  almost  as  essential  as  a  good  glass  to  examine  them 
with,  we  will  enter  somewhat  in  detail  into  the  various  plans 
to  be  adopted,  in  order  that  all  the  characters  of  the  subject 
under  investigation  may  be  brought  out  and  rendered  per- 
fectly distinct  In  order  to  effect  this,  it  is  requiate  that  it 
be  viewed  alternately  under  every  description  of  light, 
whether  strong  or  faint,  oblique  or  direct;  or  whether  the 
light  be  reflected  through  it  from  a  mirror,  as  in  the  case  of  a 
transparent  object,  or  be  condensed  upon  it  by  a  lens  as 
for  an  opaque;  in  short,  every  new  subject  should  be 
viewed  under  all  the  various  conditions  subsequently  to  be 
enumerated. 

Transparent  Objects. — When  a  great  amount  of  light  is 
required,  the  plan  generally  adopted  is  to  use  the  concave 
mirror,  which  should  be  so  contrived  as  to  slide  up  and  down 
upon  a  stem,  so  that  it  may  be  brought  near  the  stage  or  be 
slid  away  from  it,  and,  by  means  of  a  universal  joint,  be  made 
capable  of  being  turned  in  every  direction ;  when  rays  of 
light  from  a  lamp  or  candle  placed  beyond  its  principal  focus, 
fall  upon  a  concave  mirror,  they  are  rendered  convergent,  and 
the  distance  of  the  mirror  from  the  stage  should,  therefore,  be 
so  regulated  that,  if  required,  the  whole  of  the  light  reflected 
from  the  mirror  may  be  brought  to  a  focus  upon  the  object, 
or  if  a  weaker  light  be  necessary,  then  by  sliding  the  mirror 
cither  ncai'er  the  stage  or  farther  away  from  it,  the  desired 


ON  THE  ILLUMINATION  OF  OBJECTS.  187 

light  will  be  obtainecL  In  both  these  latter  cases  there  will  be 
a  larger  field  of  Tiew  illuminated,  but  with  a  great  diminution 
of  its  brightness;  hence  the  use  of  the  mirror  being  made  to 
slide.  For  all  objects  of  large  mze,  such  as  sections  of  wood, 
mosses,  the  wings  of  insects,  &c.,  where  low  powers  only  are 
required,  the  illumination  may  be  effected  by  the  concave 
mirror,  which,  for  the  purpose,  should  not  be  less  than  two 
inches  in  diameter.  Nothing  is  more  simple  than  to  iUu* 
minate  a  large  object  under  a  low  power,  but  difficulties  will 
be  found  when  high  powers  are  used ;  and  it  is  important  that 
all  the  light  possible  should  be  made  available  for  Ihe  purpose; 
it  becomes  necessary,  therefore,  to  have  recourse  to  the  other 
optical  contrivances  presently  to  be  described. 

To  cut  off  all  superfluous  light,  an  apparatus  termed  the 
diaphragm,  described  at  page  111,  fig.  56,  is  generally  fitted 
to  the  under  side  of  the  stage ;  it  ia  supplied  with  a  moveable 
plate,  in  which  there  are  three  or  more  holes  of  different 
sizes;  each  of  these  in  succession  may  be  brought  between 
the  mirror  and  the  object,  and  it  will  be  found  advisable  to 
try  by  which  of  the  apertures  the  best  definition  is  effected. 

Some  persons  recommend  the  interposition  of  a  plate  of 
ground-glass  between  the  mirror  and  the  object,  to  diffuse  the 
light  equally  over  the  field,  and  to  destroy  all  the  glare  occa- 
doned  by  the  reflection  of  a  large  body  of  light;  but  this  is 
only  applicable  to  objects  of  large  size,  where  low  powers  are 
used.  When  applied  to  the  higher  powers,  and  to  objects 
which  require  to  be  well  defined,  the  field  of  view  is  then 
rendered  so  misty,  that  all  sharpness  of  outline  is  destroyed. 
In  this  case  a  great  improvement  is  effected  if  the  ground 
surface  of  the  glass  be  made  greasy,  which  allows  more  light 
to  be  transmitted.  Another  way  of  softening  the  glare  is  to 
supply  the  place  of  the  ground-glass  with  glass  of  a  neutral 
or  blue  colour ;  this  is  recommended  to  destroy  the  reddish- 
yellow  colour  given  off  from  all  lamps  or  candles,  and  to  make 
the  artificial  light  as  pleasant  to  use  as  that  of  the  natural  or 
daylight ;  but  none  of  these  appliances  should  be  used  with 
high  powers,  or  where  accurate  definition  is  necessary,  as  in 
the  case  of  test  objects. 
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The  plane  mirror,  with  some  form  of  condensiiig  apparatus, 
is  required  with  all  powers  above  that  of  a  hundred  linear, 
when  it  is  wished  to  examine  very  delicate  objects  hj  arti- 
fidal  light;  for  this  purpose  the  form  of  condenser  first 
recommended  by  Dr.  WoUaston  for  his  doublet  microscopes, 
and  described  in  pages  30  and  112,  will  be  found  useful; 
it  consists  of  a  tube,  in  which  a  plano-convex  lens,  of  three- 
quarters  of  an  inch  focus,  is  made  to  slide  up  and  down 
within  certain  limits.  This  tube  is  fitted  to  the  under  part  of 
the  stage,  and  at  its  lower  end  is  provided  with  a  plate  of 
metal,  perforated  with  a  hole  of  a  requisite  size,  termed  a 
stop ;  the  rays  of  light  reflected  from  the  mirror,  if  taken 
from  a  white  doud,  being  parallel,  will  be  thrown  upon  the 
lens  as  such,  and  by  it  be  brought  into  a  focus  upon  the 
object;  this  is  effected  by  sliding  the  lens  either  up  or  down. 
Most  objects  are  best  seen  when  the  image  of  the  aperture 
or  stop  is  also  best  seen. 

Dr.  Goring  effected  an  improvement  on  Dr.  WoUaston's 
condenser,  by  putting  the  stop  above  the  lens,  so  as  to  cut  off 
all  superfluous  rays  of  light;  but  if  the  original  tube  be  pre- 
served, the  stop  above  the  mirror  may  still  be  used,  the  one 
immediately  above  the  lens  being  in  no  way  interfered  with 
by  it.  Mr.  Yarley  has  recommended*  a  very  excellent  plan 
for  imitating  artificially  the  light  reflected  from  a  white  doud 
opporite  the  sun;  this  is  by  covering  the  sur&ce  of  the  mirror 
under  the  stage  with  the  effloresced  carbonate  of  soda  or  some 
other  white  material  On  the  surface  of  this  the  light  of  the 
sun  is  to  be  concentrated  by  means  of  a  huge  condensing  lens. 
The  light  so  reflected  is  very  intense,  and  forms  an  excellent 
substitute  for  the  white  doud,  which,  as  Mr.  Boss  states,t 
when  opposite  the  sun,  and  of  considerable  size,  is  the  best 
daylight,  as  the  pure  blue  sky,  in  the  same  dtuation,  is  the 
worst. 

Mr.  Handford  has  lately  described  a  very  excellent  substi- 
tute for  the  plaster  of  Paris  mirror.     He  employs  a  concave 

*  VoL  xliz.,  page  353,  of  Trantactiona  of(h/B  Society  of  Arts. 
f  Penny  Cydoptedia^  Art.,  Microscope. 
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plate  of  glass,  like  that  of  the  oxdinary  mirror^  but,  instead  of 
the  silvering,  he  coats  the  back  with  white  zinc  paint.  This 
mirror  is  set  in  a  frame,  and  when  required  can  be  placed 
over  the  silvered  one;  its  effect  on  certain  objects,  such  as 
sections  of  bone  and  teeth,  is  very  striking. 

Sir  David  Brewster^  to  whom  we  are  indebted  for  so  many 
valuable  suggestions  and  discoveries  in  optical  science,  states* 
that,  for  perfect  definition,  the  focus  of  the  illuminating  lens 
for  transparent  objects  should  fall  ezactiy  upon  the  object,  so 
that  there  shall  not  be  two  sets  of  rays  at  different  angles, 
one  proceeding  from  the  luminous  body,  and  the  other  firom 
the  object  to  be  magnified ;  and  adds, — ^'  That  the  illuminating 
lens  should  be  perfectiy  firee  from  chromatic  and  spherical 
aberration,  and  that  tiie  greatest  care  should  be  taken  to  ex- 
clude all  extraneous  light,  both  from  the  object  and  from  the 
eye  of  the  observer."  All  this  implies  that  the  condenser 
employed  should  be  in  itself  aduromatic,  for  an  ordinary  lens 
acting  more  or  less  as  a  prism  to  decompose  tiie  light,  it 
follows  that  in  most  cases  we  shall  have  the  object  illuminated 
with  tiie  prismatic  colours,  which  would  injure  the  sharpness 
of  outline.  Hence  the  necessity  of  employing  a  doublet  or 
some  kind  of  achromatic  lens  for  a  condenser. 

Achromatic  Omdenur  or  Eclairage. — This  instrument,  the 
invention  of  M.  Dujardin,  an  eminent  French  microscopist, 
has  been  previously  alluded  to ;  the  different  forms  of  it,  sup- 
plied witi^  our  best  microscopes,  are  represented  by  figs.  58, 
59, 60,  and  although  differing  slightiy  in  certain  points  of  their 
construction,  they  all,  nevertheless,  are  capable  of  being  so 
adjusted  for  use,  that  the  axes  of  the  illuminating  lens  and 
object-glass  may  accurately  coincide  with  each  other.  The 
means  provided  for  effecting  tiiese  adjustments  are  represented 
by  the  figures;  but,  in  order  to  facilitate  their  use,  Mr.  Boss 
has  drawn  up  a  series  of  directions,  which,  being  applicable  to 
other  microscopes  as  well  as  his  own,  I  here  quote  in  fuU : — 

''When  employing  this  apparatus,  the  general  practice  is 
to  insert  in  it,  as  an  illuminating  lens,  the  object-glass  next 

*  TreatiMe  on  Microscope^  p.  146. 
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lowest  in  power  to  that  whicli  is  intended  to  be  attached  to 
the  microecope;  so  that  when  the  one-eighth  is  used  on  the 
microecope,  the  one-fourth  is  screwed  into  the  illuminating 
apparatus,  and  so^  in  like  manner,  with  the  rest.  But  when 
economy  is  not  regarded,  a  system  of  three  achromatic  com- 
binations is  supplied,  adapted  for  the  illumination  of  the 
whole  range  of  the  powers  of  the  microecope,  the  whole 
system  being  employed  for  the  highest  powers,  two  of  such 
combinations  with  the  middle  powers,  and  the  laigest  combi- 
nation by  itself,  for  the  lowest  powers.  This  illumination  is 
not  required  for  objects  when  viewed  with  object-glasses 
transmitting  small  pencils  of  rays,  or  whose  angular  aperture 
is  less  than  thirty  degrees — ^that  is,  where  the  object-glass  is 
of  greater  focal  length  than  half  an  inch. 

**  The  apparatus  is  fixed  to  the  under  side  of  the  stage  of  the 
microscope,  in  the  place  of  the  diaphragm  plate ;  and  before 
fixing,  the  proper  object-glass,  as  an  iUuminating  lens,  must 
be  screwed  on  to  it  Place  the  object  to  be  viewed  upon  the 
stage  of  the  microscope,  and  when  the  instrument  is  not 
directed  at  once  (as  after  noticed)  to  the  source  of  light,  such 
as  the  flame  of  a  lamp  or  a  white  cloud,  arrange  the  reflector 
(having  the  plane  mirror  upwards)  so  as  to  throw  the  light  up 
the  tube  of  the  apparatus ;  which  may  be  ascertained  by 
turning  aside  the  microscope  tube,  and  observing  when  the 
spot  of  light  appears  on  the  object  placed  on  the  stage.  The 
microscope  tube  is  then  to  be  replaced,  as  nearly  over  the 
spot  of  light  as  possible,  and  vision  of  the  object  obtained, 
disregarding  the  precise  quality  of  the  light. 

<<  The  two  following  important  adjustments  must  next  be 
effected: — ^first,  make  the  image  of  the  source  of  light  (as 
flame  of  lamp  or  light  cloud)  distinctly  seen  at  the  same  time 
that  the  object  on  the  stage  is  seen;  and,  secondly,  make 
the  axis  of  the  tube  of  the  illuminating  apparatus  coincide 
with  that  of  the  tube  of  the  microscope.  The  fine  adjustment 
is  accomplished  by  turning  the  milled-head  screw  on  the  side 
of  the  tube  of  the  apparatus,  until  the  brightest  illumination 
is  seen  through  tiie  microscope;  then  move  the  microscope 
tube  from  its  central  position  sideways  across  the  spot  of 
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light  and  back  again,  to  ascertain  if  the  spot  of  light  paaaes 
across  the  centre  of  the  field  of  vision;  if  not,  it  may  be 
coirected  by  turning  the  miUed-head  screw  of  the  illuminating 
apparatus  which  presses  against  the  front  edge  of  the  stage, 
and  when,  by  adjustment,  it  is  found  that  the  spot  of  light 
posses  centrally  across  the  field,  then,  having  adjusted  the 
microscope  tube  so  as  to  bring  the  spot  of  light  to  the  centre 
of  the  field  of  vision,  screw  the  microscope  tube  &st  in  its 
plao&  To  effect  the  second  adjustment  mentioned  above,  the 
mirror  must  be  moved  about  imtil  an  image,  more  or  less 
distinct,  of  some  adjacent  object — such  as  a  window-bar  or 
chimney-pot — crosses  the  field  of  the  microscope ;  the  most 
distinct  virion  of  this  object  is  then  to  be  obtained  by  turning 
die  milled-Jiead  screw  on  the  side  of  the  illuminating  appa- 
ratus, the  microscope  tube  remaining  stationary  with  the  object 
in  its  focus.  When  these  general  adjustments  are  accom- 
plished, the  whole  may  require  correction,  which  must  be 
effected  by  a  repetition  of  the  process.  The  mirror  may  then 
be  turned  up  to  the  sky,  that  being  the  source  of  light,  and 
its  best  state  for  illuminating  microscopic  objects  is  by  means 
of  white  clouds  opposite  tiie  sun.  The  utmost  perfection  of 
viaon  is  generally  obtained  by  this  adjustment  for  day-light 
illumination  upon  delicate  objects;  but  by  lamp-light  these 
objects  are  sometimes  seen  best  by  placing  the  achromatic 
illuminating  lens  a  littie  nearer  the  object  than  the  distance 
which  produces  a  distinct  image  of  the  source  of  light,  at  the 
same  time  that  the  object  is  in  focus.  Objects  having  some 
littie  thickness  are  best  seen  when  the  lens  is  a  littie  farther 
off  than  the  distance  just  mentioned.  This  last  position  of 
the  illuminating  lens  diffuses  the  light  more  equally  over  the 
field 

**  When  lamp-light  is  used,  an  object-glass  of  lower  power 
than  that  whidi  it  is  intended  to  employ  for  observation, 
should  be  applied  to  the  microscope  tube,  and  the  adjustment 
performed  as  before  directed.  Attention  must  be  paid  to  this 
additional  circumstance,  namely,  that  the  image  of  the  lamp 
be  placed  in  the  middle  of  the  illuminated  disc  of  light,  by 
means  of  the  mirror;  the  mirror  and  lamp  are  then  to  remain 
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stationary.  But  if  the  mirror  should  not  be  employed,  and 
the  light  obtained  direct  from  the  lamp,  then,  in  order  to 
throw  the  image  of  the  lamp  in  the  middle  of  the  illmninated 
disc,  the  adjustment  must  be  made  by  a  lateral  movement 
of  the  whole  microscope,  and  by  varying  its  inclination ;  the 
image  being  thus  found,  the  lamp  and  microscope  must  remain 
stationary.  The  object-glass  used  in  this  preliminary  adjust- 
ment is  to  be  removed,  and  the  object-glass  to  be  employed 
for  observation  is  then  to  be  screwed  on  to  the  microscope 
tube  in  its  place,  and  the  object  brought  into  focus,  which 
will  also  bring  the  image  of  the  flame  of  the  lamp  distinct ; 
but  the  distinctness,  as  also  the  centricity  of  the  image  of  the 
flame,  may  have  been  in  a  degree  deranged  by  slight  difier- 
ences  in  the  screws  of  the  object-glass  and  other  minute 
circumstances.  This  deviation  is  to  be  rectified  by  moving  the 
microscope  tube  sideways  and  back  again  across  the  image  of  the 
flame,  and,  if  adjustment  be  necessary,  by  turning  the  milled- 
head  screw  which  presses  against  the  fnmt  edge  of  the  stage, 
as  before  described,  while  the  mirror  and  lamp  remain  sta- 
tionary. Slight  obliquity  of  the  illumination  subdues  the 
glare  attendant  upon  perfectly  central  and  full  illumination  by 
lamp-light;  and  this  obliquity  may  be  obtained  by  slightly 
altering  the  position  of  the  mirror ;  or  if  the  mirror  is  not 
employed,  but  light  is  obtained  by  pointing  the  microscope 
tube  directly  to  the  lamp,  then  the  obliquity  required  may  be 
obtained  by  a  small  variation  of  the  inclination  of  the  micro- 
scope." 

If  a  stop  with  a  small  aperture  be  placed  temporarily  in  the 
lower  end  of  the  condenser,  so  as  to  render  the  spot  of  light 
smaller  than  the  field  of  the  eye-piece,  it  will  not  be  necessary 
to  put  on  a  low  power  object-glass  to  make  the  adjust- 
ments. 

Some  achromatic  condensers  are  provided  with  a  prism  of 
the  form  represented  by  fig.  63,  as  a  substitute  for  the  plane 
mirror.  M.  Dujardin  employed  it  with  his  condenser,  and  the 
first  of  these  instruments  brought  to  this  country  was  supplied 
With  one*  The  method  of  using  it  differs  so  little  from  that 
of  the  ordinary  mirror,  that  no  especial  directions  need  be  given. 
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The  prism  certainly  has  some  advantages  over  a  mirror  in 
bringing  out  minute  markings,  and  also  in  reflecting  more 
light. 

Mr.  Yarley's  dark  chamber  has  been  already  described  at 
page  112:  it  is  very  useful  where  an  achromatic  condenser  is 
not  applied,  as  the  light,  having  no  lens  to  pass  through, 
is  not  decomposed  ;  in  this  consists  its  value.  The  method  of 
using  it  being  similar  to  that  of  the  achromatic  or  Wol- 
laston's  condenser,  a  separate  description  is  not  required  in 
this  place. 

Direct  Ught — Many  very  delicate  objects  may  be  seen  to 
the  greatest  advantage  by  what  is  termed  direct  liffht,  which 
is  obtained  readily  by  the  removal  of  the  mirror,  and  by 
placing  a  lamp  or  candle  behind  the  stage  in  its  stead :  for  this 
purpose  it  will  be  necessary  to  incline  the  microscope,  so  that 
the  rays  may  pass  through  the  stage,  and  in  order  that  the 
posture  in  which  the  observer  must  be  placed  be  not  ren- 
dered fatiguing,  it  is  the  best  plan  at  first  so  to  raise  the 
instrument  from  the  table,  that  the  eye-piece  may  be  on  a 
level  with  the  eye.  In  the  day  time,  the  light  taken  directly 
from  a  white  cloud  opposite  the  sun  will  serve  to  bring  out 
some  objects  very  beautifully,  but  it  is  impossible  to  give 
a  list  of  those  that  are  best  shown  by  direct  light,  this  can 
only  be  known  afler  very  extensive  practice,  as  the  effects 
will  vary  with  each  different  magnifying  power. 


Fig.  122. 

Fig.  122  represents  the  method  of  illuminating  by  direct 
light.       a  is  the  compound  body,   placed   in   a  horizontal 
13 
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position,  haying  the  stage  b  at  right  angles  to  it;  the  miiTor 
m  is  turned  on  one  side,  so'  that  the  diver^ng  mys  r  r' 
emanating  fix>m  the  lamp  /,  may  pass  through  llie  hole  in  the 
stage  in  nearly  straight  lines ;  the  same  position  of  the  instru- 
ment will  sometimes  answer  for  daylight,  but  it  will  be  gene- 
rally found  that,  to  get  the  brightest  light,  the  compound 
body  must  be  more  depressed.  J£  the  lamp  employed  as  the 
illuminator  can  be  slid  down  so  fiur,  that  the  end  of  the  burner 
nearly  touches  the  table,  or  if  a  short  piece  of  wax  candle  be 
used,  the  compound  body  may  be  inclined  at  an  angle  the 
most  easy  for  the  observed  to  work  at ;  the  inclination  in  all 
cases  must,  of  course,  depend  upon  the  height  of  the  illumin- 
ating body  from  the  table  on  which  the  microscope  is  placed. 

Oblique  Light, — ^For  the  perfect  definition  of  the  markings 
of  certain  animalcules  of  the  genus  Navicula,  very  oblique 
light  must  be  employed,  which  may  be  effected  by  placing  the 
microscope  in  the  inclined  position,  and  taking  away  all  the 
apparatus  from  the  under  surface  of  the  stage,  such  as  the 
diaphragm-plate,  or  achromatic  condenser,  and  by  turning  the 
mirror  so  fiur  on  one  side,  that  the  rays  of  light  may  be  thrown, 
as  it  were,  obliquely  across  the  object,  and  not  perpendicularly 
through  it.  When  the  mirror  cannot  be  turned  very  far  away 
from  the  centre  of  the  stage,  the  desired  effect  may  be  ob- 
tained by  mounting  the  object  upon  something  that  will  raise 
it  some  distance  above  the  general  level  of  the  stage.  Mr. 
Anthony  employed  two  of  tiie  boxes  which  contain  the  object- 
glasses  for  this  purpose. 

Background  IlluminatiorL — The  attention  of  microscopists 
was  first  drawn  to  a  method  of  illumination  by  the  Rev.  J. 
B.  Reade,  in  the  year  1838,  who  called  it  by  tiiis  name.  The 
method  consists  in  illuminating  the  object  by  a  very  powerful 
light,  placed  at  such  an  angle  with  the  axis  of  the  microscope 
that  none  of  the  rays  can  enter  it,  except  those  which  fall 
directly  upon  the  object,  and  are  so  far  bent  as  to  pass  through 
it  into  the  compound  body.  For  the  better  understanding 
of  the  mode  of  effecting  this  illumination,  fig.  123  has  been 
drawn  to  give  a  general  idea  how  the  microscope  and  the 
other  apparatus  are  to  be  placed  for  the  purpose:     a  &  re- 
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preaente  the  stage  of  the  microscope  in  an  inctiaed  poffltion ; 
e  s  otndeDBng  lens  placed  below  and  on  one  nde  of  the 
stage ;  d  a  lamp  also  placed  below  the  stage  and  at  some  dis- 
tance frtmi  it;  the  rays  of  I^^trrr' r' emanating  from  the  lamp, 


Elg.  123. 

are  thrown  obliquely  upon  the  object  «>  and  only  those  that 
are  refracted  by  the  gla^  or  by  the  object  under  examination, 
will  pass  through  the  compound  body  to  the  eye :  some  objects, 
when  viewed  in  this  way,  will  appear  beautifully  illuminated 
on  a  field  of  view  that  is  nearly,  if  not  quite,  dark.  This  is  a 
valuable  method  of  tDttmination  for  some  preparations,  but 
not  for  others ;  hence,  in  all  newly  investigated  structures,  it 
should  be  employed  to  see  what  effect  it  produces  on  them. 
It  is  also  capable  of  being  accomplished  by  daylight  by  elevat- 
ing the  condenser  e  above  the  stage,  and  then  allowing  the 
rays  from  a  white  cloud,  if  possible,  to  pass  through  it ;  but 
the  effect  is  not  quite  so  striking  as  when  a  lamp  is  employed, 
imleae  the  eyes  be  shielded  by  the  hood  or  bonnet,  described  at 
page  147,  &om  all  the  surrounding  light  These  different 
modes  of  illuminating  transparent  objects  will  be  again  alluded 
to  in  the  chapter  devoted  to  test  objects. 
13* 
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CHAPTER  m. 

OPAQUE  OBJECTS. 


Opaque  objecU  may  be  iUumiiiated  in,  at  least,  two  different 
ways ;  either  by  light  throwo  upon  tbem  obliquely  by  a  con- 
densing lene,  or  a  side  reflector,  or  elee  by  the  eilvered  cup  or 
liieburkuhn ;  in  the  latter  cose,  the  rays  &I1  upon  them  more 
or  less  perpendicularly.  In  the  firet  method,  and  when  the 
object  is  Iaif;e,  we  employ  eimply  the  condensing  lens  or 
bull's-eye,  as  it  is  sometimes  called,  which  has  been  Miy 
described  at  pages  122-3-4.  The  illuminating  body,  which 
nmy  be  ^tber  a  candle  or  an  aigand  lamp,  should  be  dtuated 
about  a  foot  or  eighteen  inches  distant  from  the  stage  of  the 
microscope,  and  the  condenung  lens,  with  its  convex  ^de 
towards  the  lamp,  placed  so  near  the  stage,  that  all  the  light 
falling  on  it  may  be  brought  into  a  focus  upon  the  object.  By 
turning  the  convex  side  of  the  lens  towards  the  lamp,  as 
shown  in  fig.  124,  in  which  A  B  represents  the  etage,  C  the 


Fig.  124. 
glass  plate  supporting  the  object  a,  D  K  the  condenmng  lens, 
L  the  lamp,  and  ti'  rr'  diverging  rays  of  light  felling  upon 
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the  lens,  D  E ;  these  rays,  aa  also  those  Aown  b;  fig.  1 1 1,  will 
be  brooght  into  a  focus,  F,  when  the  lens  iB  placed  aa  there 
represented;  but  if  the  flat  dde  occupy  the  same  position, 
then,  according  to  fig.  112,  it  will  be  in  the  worst  possible 
condition,  as  its  spherical  aberration  will  be  the  greatest 
Fig.  125  represents  this  arrangement,  the  same  letters  being 
used  as  in  the  preceding  figure.     Here  it  will  be  seen  that  the 


Fig.  lis. 

rays  nearest  the  mai^in  of  the  lens,  D  E,  will  be  brought  to 
a  focus  upon  the  object,  a,  but  those  nearer  the  centre  will 
pass  on  to  F,  so  that  a  will  be  only  illuminated  to  about  one* 
iialf  the  extent  of  a  in  the  preceding  figure.  When,  however, 
it  is  required  to  procure  either  parallel  or  divei^iiig  rays, 
so  aa  to  illuminate  a  large  surface,  such  as  the  mirror  or 
ride  refiector,  the  lens  must  then  be  placed  very  near  the 
lamp  with  its  flat  side  towards  the  light,  as  ^own  in  fig.  126, 
and,  according  to  the  distance  of  the  one  from  the  other, 
HO  will  the  rays  either  be  convergent,  diveigent,  or  even 
parallel  Should  it  be  required  to  iUuminate  a  large  portion 
of  an  object  for  dissection,  or  for  other  purposes,  then  we  may 
hare  recourse  to  the  following  plan:  the  targe  condenser 
must  be  placed  near  to  tlie  lamp,  so  that  diverging  rays  given 
off  from  it  may  be  so  convei^ed  as  to  fill  the  entire  di-cle  of 
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the  sinall  condenser^  before  described  at  page  123 ;  this,  gene- 
rally speaking,  is  a  double  convex  lens  of  two  or  three  inches 


focus,  either  supported  on  a  separate  foot,  or  else  attached 
to  some  immovable  part  of  the  stand  of  the  microscope,  and 
should  be  so  placed  that  the  rays  of  light  from  the  large 
condenser  may  fall  upon  it.  These  rays  being  slightly  con- 
vergent, and  falling  upon  a  plano-convex  lens,  will  be  ren- 
dered more  convergent,  and  brought  to  a  focus,  F,  upon  the 
object,  C,  as  seen  in  fig.  126,  where  L  represents  the  lamp, 
D  E  the  large  condenser,  and  A  B  the  smaller.  The  small 
condenser  answers  uncommonly  well  for  daylight,  for,  in  this 
case,  the  rays  being  parallel,  they  will  be  made  to  converge 
and  be  brought  into  focus  upon  the  object.  This  mode  of 
illiuninating  an  opaque  object  appears  to  have  been  first 
contrived  by  Hooke,  in  1675,  for,  in  his  Mtcrographia^ 
plate  1,  the  same  arrangement  is  represented  as  the  one 
above  described,  but,  instead  of  a  large  condenser,  a  globe 
of  glass  full  of  water  was  used  by  him. 

The  other  mode  of  illiuninating  an  opaque  object  by  oblique 
light  is  that  by  the  side  reflector,  the  invention  of  Mr.  Ross: 
it  consists  of  a  concave  oblong  silver  cup,  described  at  page 
127,  which  is  attached  to  some  immovable  part  of  the  stage  or 
stand  of  the  instrument,  and  is  supplied  with  a  diding  arm 
and  a  ball  and  socket  joint  for  adjustment,  so  that  it  may  be 
used  for  an  opaque  object  either  placed>  on  the  stage,  or  held 
by  the  forceps ;  the  mode  is  as  follows : — 
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The  condensing  lens,  being  placed. near  to  the  flame  of  the 
lamp,  must  be  arranged  to  throw  parallel  rays  upon  the  re- 
flector, which  should  be  so  adjusted  as  to  condense  them  upon 
an  object  placed  in  its  focus.  The  manner  of  doing  this  is 
shown  by  fig.  127,  where  A  B  represents  the  reflector,  C  a 


»/ 


Fig.  127. 


glass  slide,  supposed  to  be  on  the  stage  plate  of  the  microscope, 
with  an  object  a  upon  it,  L  the  lamp,  the  burner  of  which 
should  be  on  a  lower  level  than  the  reflector,  and  D  E  the 
condensing  lens  placed  at  a  short  distance  fix>m  the  flame  of 
the  lamp ;  the  diverging  rays  given  oS*  from  it  are  rendered 
nearly  parallel  by  the  lens,  and  the  five  rays,  r  r,  &c.,  falling  on 
the  reflector,  become  convergent  as  seen  at  ¥  r',  and,  as  such, 
meet  in  a  focal  point  on  the  object,  a.  The  reflector  being 
attached  to  some  inunovable  part  of  the  microscope  stand,  and 
the  lamp  and  condensing  lens  being  also  fixtures,  it  follows 
that  the  object,  if  large  and  flat,  may  be  moved  by  the  stage 
adjustments  into  any  position  that  may  be  required,  without 
the  least  alteration  of  the  reflector;  but,  should  the  object 
have  an  uneven  surface,  the  reflector  may  then  be  so  turned 
on  its  ball  and  socket  joint,  as  to  suit  every  inequality  the 
object  may  present  Mr.  Jackson  attaches  the  reflector  to  the 
compound  body,  so  that  the  focal  adjustment  for  obtaining 
distinct  vision,  at  the  same  time  adjusts  the  light,  as  in  the 
Lieberkuhn. 
Ueberkuhn. — The  mode  of  illuminating^  by  perpendicultur 
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light  is  effected  by  the  Lieberkuhn^  before  described  at 
page  127  :  this  consists,  as  there  stated,  of  a  concave  silvered 
cup,  adapted  to  a  short  tube  that  slides  over  the  outer  part  of 
the  setting  of  the  object-glass  with  which  it  is  intended  to  be 
used,  and  is  so  contrived  that,  when  converging  rays  of  light 
are  thrown  on  it  by  the  concave  mirror,  they  will  be  brought 
to  a  focus  on  an  object  placed  in  the  focus  of  the  object-glass. 
All  the  object-glasses,  fix>m  the  two  inch  to  the  one-fourth,  are 
provided  with  Lieberkuhns,  but  the  one-eighth  and  one-six- 
teenth approach  so  close  to  the  object,  that  it  would  be  useless 
to  apply  one  to  them.  The  older  microscopes  were  sometimes 
fitted  with  only  one  Lieberkuhn  for  all  the  magnifying  powers, 
and  this  was  made  to  slide  up  and  down  upon  the  end  of  the 
compound  body,  as  described  at  page  22,  so  as  to  condense 
the  light  upon  any  object  placed  in  the  focus  of  either  of 
the  magnifiers,  but  it  will  be  found  &r  preferable  to  have  a 
Lieberkuhn  adapted  to  each  object-glass:  the  old  way  was 
economical,  but,  as  microscopes  are  now  constructed,  the  plan 
cannot  well  be  adopted. 

When  it  is  required  to  use  a  Lieberkuhn,  the  diaphragm 
plate  should  be  removed  from  the  under  surface  of  the  stage, 
and  an  object-glass,  with  its  accompanying  Lieberkuhn, 
liaving  been  screwed  to  the  compound  body,  the  object  in^ 
tended  to  be  viewed  must  either  be  placed  on  the  stage-plate 
or  held  in  the  forceps ;  the  light  must  then  be  thrown  upon 
the  Lieberkuhn  by  the  concave  mirror,  as  shown  in  figs.  128 
and  129,  where  A  represents  the  end  of  the  compound  body, 
B  the  object-glass,  C  the  Lieberkuhn  in  section,  D  the 
concave  mirror,  and  E  an  object  in  the  focus  of  the  object^ 
glass.  The  converging  rays,  r  r,  &c.,  reflected  from  the  mirror, 
will  be  condensed  upon  the  object  E,  which,  if  perfectly  flat, 
will  be  well  exhibited,  but  if  the  surface  be  uneven,  no  part  of 
it  will  be  correctly  defined,  in  consequence  of  there  being  no 
shadows.  The  method  of  illuminating  then  to  be  employed  is 
shown  by  fig.  129,  where  it  will  be  seen  that  the  rays,  rr^  &c., 
from  the  mirror,  are  only  thrown  on  one  side  of  the  Lieber- 
kuhn, C ;  these  are  reflected  obliquely  upon  the  object,  E,  and 
no   part  of  it  being  illuminated  perpendicularly,  a  shadow 
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ia  therefore  foroduced,  and  a  correct  figure  obtained.  If  the 
object  be  a  transpareDt  one,  it  is  necessary  that  some  kind  of 
dark  ground  be  phiced  at  the  back  of  it,  to  prevent  the  central 


Fig.  129.  Fig.  129. 

tnys  of  light  from  passing  to  the  object-glass :  this  may  be 
effected  by  the  employment  of  one  or  other  of  the  dark  stopa 
or  chambers,  represented  by  fig.  130,  which  should  be  brought 
into  the  axis  of  the  instrument,  bo  as  to  cut  off  all  the  rays 
that  otherwise  would  pass  to  the  object>^la8e,  and  bo  inter- 
fere with  the  definition,  as  it  is  highly  necessary  that  no  rays 
should  pass  to  the  magnifier,  save  those  fix>m  the  object  itaelf. 
These  stops  are  made  of  different  sizes  for  the  different 
magnifying  powers ;  the  lower  the  power  the  larger  the  stop 
required.  When  the  stops  are  not  fitted  to  a  microscope, 
their  place  may  be  supplied  by  a  disc  of  black  paper  had 
behind  the  object ;  or  if  the  preparations  be  mounted  either 
on  discs  of  cork  or  in  cells,  as  hereafter  to  be  described,  the 
use  of  the  dark  stop  may  be  dispensed  with.  Many  persons 
prefer  mounting  their  opaque  objects  on  papers  of  different 
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cotoun,  such  as  green,  red,  and  even  white ;  but  it  will  be 
found  b^  tar  the  beet  plan  to  use  a  dead  black,  as  then  there 
ia  no  danger  of  the  definidon  being  interfered 
with  by  light  reflected  from  other  parts  thim 
from  the  object  itself.  When  the  subject  of 
investigation  is  in  fluid,  and  of  a  white  colour, 
a  portion  of  black  paper  may  be  placed  be- 
neath it,  to  form  a  background ;  if  the  paper 
be  made  with  lampblack,  there  is  no  fear  of 
the  colouring  matter  coming  off;  or  even  a 
piece  of  glass  which  has  been  bkckened  on 
one  side  with  sealing-wax,  dissolved  in  spirits 
of  wine,  will  form  an  excellent  background, 
and  such  a  thing  should  be  always  at  hand, 
it  will  often  be  found  convenient,  and  will 
answer  the  purpose  of  the  black  circular  disc 
with  which  all  the  old  microscopes  were  sup- 
plied. The  method  of  using  the  dark  stops 
is  shown  in  flg.  131,  where  a  represents  the 
end  of  the  compound  body,  b  the 
object-glass,  c  the  Lieberkuhn,  e  the 
dark  stop,  which  is  to  be  placed  in 
the  hole  of  a  small  arm,  that  is  capa- 
ble of  being  turned  under  the  stage 
afler  the  diaphragm  has  been  re- 
moved, f  a  pair  of  forceps,  in  which 
is  held  the  object,  d.  The  rays  re- 
flected in  nearly  parallel  lines  from 
the  mirror  are  by  the  Liebei^uhn 
concentrated  on  the  object,  and  those 
which  are  near  the  centre  are  pro- 
vented  from  passing  into  the  object- 
glass  by  the  dark  stop,  e:  it  little  matters  how  small  the 
object  IB,  or  whether  it  be  transparent  or  not,  as  the  dark 
stop  will  entirely  prevent  any  light  passing  either  through  or 
around  it 

When  the  side-reflector  and  the  Lieberkuhn  are  compared 
tt^ether,  it  will  be   seen    that,  with   the  latter,  all  opaque 


Fig.  131. 
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objects  must  be  under  a  certun  size,  otherwise  no  light  will 
pass  around  them  to  reach  the  Lieberkiihn;  but,  with  the 
former,  it  matters  not  how  large  they  may  be,  as  the  light  is 
thrown  down  obliquely  upon  them,  in  the  same  manner  as  if 
the  condensing  lens  were  employed.  As  a  general  rule  it 
may  be  stated,  that  the  *  side-refleotor  is  most  useful  with 
powers  up  to  the  half-inch,  the  Lieberkiihn  with  the  higher. 

It  must  be  borne  in  mind  that  those  objects  in  which  rich 
tints  of  colour  prevail,  or  others  whose  surfaces  in  any  way 
deccnnpose  the  light,  must  be  mounted  in  such  a  manner,  that 
they  may  be  turned  in  every  possible  direction,  in  order  that 
the  rays  of  light  may  fall  on  them  at  very  oblique  angles ;  a 
disc  of  card  or  cork,  with  a  pin  through  it,  will  be  the  best 
plan  to  adopt,  as  then  they  may  be  inclined  at  any  angle, 
either  by  turning  the  pin  or  ahifting  the  forceps  in  which  the 
pin  is  held.  The  mounting  on  flat  slips  of  glass,  as  shown  in 
figs.  124-5-6,  cannot  be  advantageously  employed  with  such 
objects. 

CondenuTM  or  lUuminatars  of  Recent  Constructioru — The 
two  following  Condensers  or  Illuminators,  like  that  of  Mr. 
Wenham,  before  described  in  page  116,  are  for  the  purpose 
of  illuminating  objects  by  oblique  light,  equal  on  all  sides,  so 
that  no  shadow  is  produced;  whilst  in  the  prism  of  Nachet, 
described  in  page  120,  one  side  only  is  illuminated.  This 
latter  plan,  however,  had  been  already  to  a  certain  extent 
accomplished  in  two  ways,  by  turning  the  mirror  very  far  to 
one  side,  and  by  the  background  illumination  of  the  Bev. 
J.  B.  Keade,  described  in  page  1 94. 

Noberts  Bluminator. — This,  as  shown  by  fig.  132,  consists 
of  a  thick  plano-convex  lens,  A  B,  in  the  centre  of  the  convex 
surface  of  which  a  deep  concavity  is  made:  when  in  use, 
the  ceU  in  whidi  the  lens  is  contsuned  is  fitted  to  the 
firamework  of  the  achromatic  condenser,  the  plane  surface 
being  turned  towards  the  object  All  the  rays,  b  b,  which  fall 
upon  the  concave  face  are  dispersed  in  the  manner  shown 
by  V  Vy  whilst  those,  a  a,  a  a,  falling  on  the  convex  surface 
are  brought  into  a  focus  at  C.  By  this  arrangement  a 
hollow  cone  of  light  is  obtained,  the  concave  surface  being 
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equivitleiit  to  a  dark  spot  or  disc  placed 
upon  the  convex  face,  and  it  Bn^eeted 
to  Mr.  Thomas  Roes  the  idea  of  employ- 
ing a  very  thick  or  neaily  epherical 
'  lens,  or  a  globe  of  glass  full  of  water, 
termed  a  candle  cracker,  and  stopping 
out  the  central  rays  by  means  of  discs 
"yj^  of  tin  foil  blackened  on  one  side,  and 
cemented  to  two  oppo^te  surfaces. 
Mr.  Topping  has  since  carried  out  Mr. 
Thomas  Boss's  plan  and  employed  both 
a  candle  cracker  and  an  artificial  white 
eye  of  a  bird  for  the  same  purpose, 
both  of  which  answer  exceedingly  well : 
a  stage  fitted  with  one  or  more  of  these 
illuminators,  for  object^lasses  of  different  focal  lengths,  is 
supplied  by  Mr.  Topping. 

Amici't  Illuminator. — This  illuminator  may  either  be  adapted 
beneath  the  stage  of  the  microscope  by  means  of  a  jointed  arm,  . 
or  be  mounted  on  a  separate  stand  in  the  manner  shown  by 
fig.  133.  a  plan  adopted  by  M.  Nachet,  for  which  the  author  is 
indebted  to  Mr.  Warren  De  la  Rue.    The  foot  is  of  brass,  of 


Fig.  isa. 


Pig.  133. 

the  shape  represented  by  A :  with  this  are  connected  three  thin 
jointed  rods,  B,  C,  D,  the  illuminator,  E,  being  readily  turned 
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on  the  last  one,  D,  by  means  of  the  lever,  F*  The  illuminator 
itself  consists  of  a  portion  of  a  large  thick  lens,  such  as  that 
represented  by  6,  as  being  cut  off  firom  H.  In  order  to 
explain  its  action  the  course  of  three  rays  of  light,  a  &  c,  is 
represented :  these  rays,  on  reaching  the  first  surface,  are  reI^• 
dered  slightly  convergent;  on  meeting  with  the  plane  sur&ce 
they  are  reflected  at  right  angles,  as  indicated  hja!V  di  and  on 
passing  through  the  convex  surfiEMse  6  they  are  conveiged  into 
a  focus  at  L  When  in  use  the  illuminator  is  placed  imme* 
diately  below  the  stage,  and  the  light  incident  on  one  convex 
surface  is  converged  on  the  object  by  the  other,  and  by 
turning  the  handle,  F,  various  degrees  of  obliquity  may  be 
obtained;  it  may  also  be  employed  as  a  substitute  for  the 
bull's  eye  condenser  to  illuminate  opaque  objects  on  the  stage : 
in  this  case  the  poution  of  the  reflecting  surfaces  must  be  the 
reverse  of  that  indicated  in  the  figure — ^in  other  words,  the 
plane  surface  must  be  uppermost. 

Annular  Condenser^ — ^In  order  to  take  advantage  of  the 
reflection  fit>m  the  internal  surfece  of  glass  Mr.  Shadbolt  has 
contrived  the  instrument  represented  by  fig.  134,  which  he 
terms  the  annular  condenser;  it  consists  of  an  annular  prism 


Fig.  134. 

or  ring  of  glass,  which,  if  divided  verticaUy,  would  be  repre-* 
sented  by  a  in  No.  1,  fig.  134,  the  two  upper  planes  being 
inclined  towards  each  other  according  to  the  obliquity  of  the 
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light  required ;  the  planes  are  about  i^j^  of  an  inch  in  width. 
The  condenser  is  set  in  a  frame  of  braw  as  shown  in  perspeeti ve 
in  No.  2,  or  in  section  in  No.  3,  and  is  applied  to  the  brassworic 
of  the  ordinaxy  achromatic  condenser,  the  central  part,  c,  being 
stofped  up  with  black  wax  or  other  dark  substance.  When 
lays  of  light  pass  through  the  under  part  of  the  ring  and 
impinge  on  the  surface,  b,  they  are  reflected  from  that  surfSace 
and  are  transmitted  through  that  of  a  upon  any  object  placed 
upon  the  stage,  the  angle  being  dependent  upon  the  inclination 
of  the  surface,  ft,  so  that  the  rays  fail  at  the  same  angle  and  in 
every  azimuth  of  the  circle. 

The  above  was  the  form  of  condenser  first  recommended  by 
Mr.  Shadbolt;  he  has,  however,  recently  effected  a  very 
material  improvement  in  its  construction,  whereby  its  illumin- 
ating powers  are  greatly  increased.  In  the  former  instrument 
all  three  surfaces  were  rectilinear;  but  in  the  present  form 
the  reflecting  and  emergent  surfaces  are  curves,  the  outer  one 
being  a  close  approximation  to  a  parabola.  This  new  illumin- 
ator is  represented  of  the  size  for  a  low  power  in  fig.  134 :  a  is 
the  outer  parabolic  surface;  ft,  the  brass-setting;  c,  the  dark 
spot  in  the  centre  of  the  concavity,  d.  As  thus  constructed, 
this  new  instrument  somewhat  resembles  a  cast  in  glass  of  the 
interior  of  the  illuminator  of  Mr.  Wenham,  but  is  more  easy 
to  use.  Mr.  Wenham's,  however,  is  capable  of  being  employed 
with  most  of  the  object-glasses  as  high  as  the  ^,  from  having 
an  adjustable  stop  in  the  centre ;  but  Mr.  Shadbolt^s  requires 
a  distinct  illuminator  for  each  object-glass.  There  are  some 
objects  that  are  beautifully  seen  by  this  illuminator  as  well  as 
by  that  of  Mr.  Wenham:  these,  however,  will  be  particularly 
pointed  out  in  the  classified  lists. 

Mr.  GiUetfs  Condenser, — This  very  valuable  instrument, 
contrived  by  Mr.  Gillett,  Is  constructed  by  Mr.  Boss;  it  is 
represented  of  the  full  size  in  fig.  135,  and  consists  of  an 
achromatic  combination.  A,  about  equal  in  power  to  j  of  an 
inch,  and  having  an  angular  aperture  of  80^,  beneath  which 
a  conical  diaphragm,  B,  provided  with  22  apertures  of  dif- 
ferent sizes  is  fixed,  and  each  aperture  in  succession  becomes 
the  limiting  aperture  of  the  illuminating  combination,  A. 
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The  bar,  C,  fbnns  the  centre  upon  which  the  dii^hragai 
turns ;  it  is  provided  with  a  spring  and  catch,  the  latter  of 
vhidi  not  only  shows  when  an  aperture  is  in  its  right  place, 
but  also  inchoates  the  number  of  the  same.  The  condenser 
fits  upon  a  square  bar  attached  to  the  under  surface  of  the 
stage  hy  the  screw  D ;  it  can  he  moved  up  and  down  and  he 
made  to  traverse  from  side  to  side  by  tJie  screw  E.  Beneath 
Uie  cone  of  diaphragms  are  two  milled  heads,  F  6 ;  the  one 
at  F  is  for  the  purpose  of  adjusting  the  front  combination 
for  thickness  of  glass  upon  which  the  object  is  placed,  and 
that  at  G  for  clamping  the  entire  condeuser  to  the  parts 
concerned  in  its  adjustment. 


Fig.  1S5. 
This  instrument  requires  some  considerable  practice  to 
bring  out  its  powers,  and  at  night  is  employed  with  a  cam- 
phine  lamp  and  reflector  of  peculiar  constructioQ ;  a  more 
detuled  description  of  it  will  therefore  he  given  in  the  chapter 
on  test  objects. 
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Before  leaving  the  subject  of  the  illumination  of.  micro- 
scopic objects,  it  may  be  as  well  here  to  lay  down  certain 
rules,  which,  for  the  accurate  display  of  minute  structures, 
should  be  fiilly  carried  out  Sir  David  Brewster,*  the  greatest 
living  authority  in  these  matters,  has  insisted  on  the  follow- 
ing; some  of  these,  with  a  few  alterations  suitable  to  oiu* 
modem  microscopes,  we  will  adopt : — 

1.  The  eye  should  be  protected  from  all  extraneous  light, 
except  that  which  is  transmitted  through  or  reflected  from  the 
object. 

2.  Delicate  microscopical  observations  should  not  be  made 
when  the  fluid  which  lubricates  the  cornea  of  the  observer's 
eye  happens  to  be  in  a  viscid  state,  which  is  frequently 
the  case. 

3.  The  figure  of  the  cornea  will  be  least  injured  by  the 
lubricating  fluid,  either  by  collecting  over  any  part  of  the 
cornea,  or  moving  over  it,  when  the  observer  is  lying  on  his 
back  or  standing  vertically.  When  looking  downwards,  as 
into  the  compound  microscope  arranged  vertically,  the  fluid 
has  a  tendency  to  flow  towards  the  pupil,  and  injure  the  dis- 
tinctness of  the  vision. 

4.  K  the  microscopic  object  is  longitudinal  like  a  fine  hair, 
or  consists  of  longitudinal  stripes,  the  direction  of  the  lines  or 
stripes  should  be  towards  the  observer's  body,  in  order  that 
their  form  may  be  the  least  injured  by  the  descent  of  the 
lubricating  fluid  over  the  cornea. 

5.  The  field  of  view  should  be  contracted,  so  as  to  exclude 
every  part  of  the  object,  excepting  that  which  is  under  imme- 
diate examination. 

6.  The  light  which  is  employed  for  the  purpose  of  illumin- 
ating the  object  should  have  as  small  a  diameter  as  possible. 
In  the  day  time  it  should  be  a  single  hole  in  the  window 
shutter  of  a  darkened  room,  and  at  night  it  should  be  an 
aperture  placed  before  an  argand  lamp.  To  effect  this  last 
desirable  object,  either  the  diaphragm  represented  by  fig.  63, 
or  the  chinmey  shade  described  at  page  153,  may  be 
employed. . 

*  Treatise  on  (he  Mieroscape^  p.  138. 
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OifE  of  the  most  valuable  adjuncts  to  a  good  microscope  is 
an  instrument  termed  the  micrometer,  which,  as  its  name 
implies,  is  for  the  purpose  of  ascertaining  the  measurement  of 
small  objects;  for  not  only  is  it  highly  desirable  in  micro- 
scopical investigations  to  have  a  means  of  estimating  the  exact 
aze  of  any  object  under  examination,  but  in  the  present 
advanced  state  of  science,  accurate  measurements  oftentimes 
form  the  most  valuable  points  of  distinction,  and  from  the  ear- 
liest period  of  microscopical  science,  the  want  of  some  common 
standard  for  comparison  has  been  greatly  felt.  Leeuwenhoek 
selected  minute  grains  of  sand,  as  nearly  alike  as  possible,  and 
arranging  them  in  a  line,  counted  the  number  which  occupied 
the  space  of  an  inch:  by  comparing  the  subjects  of  his  examina- 
tion with  these,  he  was  enabled  to  form  a  rough  estimate  of 
their  bulk.  More  modem  microscopists  have  employed  for 
the  same  purpose  the  sporules  of  the  Lycoperdon  bovista,  or 
fuff-^alL  These,  which  are  said  to  be  so  small  as  the  -^j^j^ 
part  of  an  inch,  will  only  answer  for  the  most  minute  structures, 
but  for  those  that  are  laiger,  the  sporules  of  the  Lycopodium 
may  be  used,  their  mean  diameter  being  about  7}^  of  an  inch. 
Dr.  Jurin*  introduced  into  the  field  of  view  small  pieces  of 
silver  or  brass  wire,  the  diameter  of  which  he  had  previously 
ascertained  by  coiling  it  round  a  cylinder,  and  observing  how 
many  breadths  of  the  wire  were  contained  in  a  ^ven  nmnber  of 
inches,  or  parts  of  an  inch.  Other  substances,  whose  dimen- 
rions  have  previously  been  made  known,  such  as  hair,  silk, 
and  human  blood,  have  all  been  suggested  as  applicable  to  the 
same  purpose.     As  long  ago  as  1750,t  Martin  Folkes,  then 

*  Physico  MathenuUical  DissertatiofUj  p.  45. 
t  Baker — On  the  Microscope^  vol.  iL»  p.  426. 
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President  of  the  Royal  Society,  described  a  plan  of  Cuff's,  ot 
placing  a  lattice  of  fine  silver,  or  other  wires,  in  the  focus  of 
the  eye-glass  of  the  compound  body,  the  individual  wires  being 
distant  from  each  other  3^^  of  an  inch,  these  were  crossed  at 
right  angles  by  others  at  the  same  distance  apart,  and  so 
contrived  as  to  divide  the  whole  area  of  the  field  of  view  into 
squares,  whose  sides  were  just  3*^  of  an  inch  in  length,  and 
as  the  image  of  any  object  under  examination  is  formed  where 
the  micrometer  is  placed,  it  follows  that  such  image  may  be 
readily  measured :  this  appears  to  have  been  the  first  applica- 
tion of  a  scale  to  a  magnified  image. 

Benjamin  Martin  also,  about  the  same  lame,*  contrived  a 
micrometer  for  his  compound  microscopes:  this  consisted  of 
a  screw  having  fifty  threads  in  the  inch,  and  made  to  revolve 
in  the  focus  of  the  eye-glass;  one  end  of  the  screw  was 
pointed,  and  the  other  was  provided  with  a  hand,  or  index, 
which  could  be  turned  upon  a  dial,  like  that  of  a  watch, 
whose  circumference  was  divided  into  twenty  parts,  the 
value  of  each  division  therefore  was  ■j^^'^jy  of  an  inch.  The 
object  to  be  measured  was  placed  on  the  stage  in  the  usual 
manner,  and  was  so  adjusted  that  the  image  of  one  of  its  sides 
should  be,  as  it  were,  applied  to  the  point  of  the  screw  when 
the  hand  of  the  index  was  at  zero ;  the  niunber  of  revolutions 
and  parts  of  the  same  that  may  be  made  during  the  passage 
of  the  point  of  the  screw  to  the  opposite  side  of  the  object 
would  give  its  dimensions. 

The  elder  Adams  employed  an  instrument  of  the  same 
kind,  which  was  clamped  by  a  screw  to  the  outside  of  the 
compound  body,  and  a  needle,  acted  on  by  a  screw  with  fifty 
threads  to  the  inch,  was  passed  through  a  small  hole  in  the 
side  of  the  body,  so  as  to  be  in  the  focus  of  the  eye-glass ; 
the  value  of  each  tiun  of  the  screw  was  known  by  an  index, 
which  pointed  to  a  series  of  divisions  on  a  circular  plate  fixed 
at  right  angles  to  the  axis  of  the  screw.  To  ascertain  with 
ease  a  small  part  of  an  inch,  a  sectoral  scale  was  contrived ; 
this  consisted  of  two  lines,  which  formed  with  each  other  an 

•  Micrographia  Nova,  p.  10. 
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isosceles  triangle,  each  of  whose  sides  was  two  inches  long 
and  the  base  one-tenth  of  an  inch ;  one  side  was  divided  into 
ten  parts,  and  the  transverse  measure  was  such  a  part  of  the 
tenth  of  an  inch  as  was  expressed  by  the  divisions,  so  that 
the  transverse  measure  of  the  first  division  would  be  the 
tenth  part  of  a  tenth  of  an  inch,  or  in  other  words,  the  xsv* 
If  the  divisions  were  twenty  in  number,  then  the  value  of  the 
same  measure  would  be  ^^^  of  an  inch.  Adams  also  con- 
trived a  micrometer  for  placing  on  the  stage ;  it  consisted  of 
a  few  small  silver  wires,  in  the  form  of  a  lattice,  the  distance 
of  one  from  the  other  being  exactly  equal  to  that  of  the 
diameter  of  the  wire  itself;  the  lattice  was  placed  between 
two  pieces  of  mica,  and  the  object  was  placed  upon  the  mica, 
and  both  it  and  the  lattice  were  magnified  equally.  Various 
other  contrivances  have  been  had  recourse  to  for  effecting  the 
same  object,  but  they  may  all  be  classed  under  two  heads : — 
first,  those  micrometers  that  are  applied  to  the  magnified 
image  of  an  object,  and  second,  those  that  are  magnified 
at  the  same  time  as  the  object  itself.  It  would,  however,  be 
useless  to  enter  further  in  detail  into  the  subject,  as  only  a  few 
of  the  old  forms  are  now  adopted,  these  being  the  stage  micro- 
meter, consisting  of  a  number  of  lines  accurately  ruled  on 
glass,  metal,  ivory,  or  mother-of-pearl,  after  the  plan  of  those  of 
the  late  Mr.  Coventry,  and  the  cobweb  micrometer  eye-piece 
of  Samsden:  the  divided  object-glass  micrometer,  and  many 
others  equally  good,  being  now  but  rarely  employed  with 
the  achromatic  compound  microscope.  The  micrometers  in 
general  use  at  the  present  day  are  of  three  kinds,  and  may  be 
designated  as  follows: — first,  the  stage  micrometer,  second, 
the  micrometer  eye-piece,  and  third,  the  cobweb  or  wire 
micrometer.  The  first,  or  stage  micrometer,  is  placed  in 
inunediate  contact  with  the  object,  and  botli  it  and  the  object 
are  magnified  together;  whereas  the  last  two  are  applied  to 
the  magnified  image  of  the  object,  which  in  practice  has  been 
foimd  the  most  available  plan. 

Stage  Micrometer. — This  instrument,  invented  by  the  late 
Mr.  Coventry,  consists  of  a  piece  or  slip  of  glass,  metal,  ivory, 
or  mother-of-pearl,  ruled  with  fine  lines,  by  moans  of  a  diamond 
14* 
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point,  at  some  known  distance  apart.  Bay  from  -|^  or  -rgVn  <^ 
an  inch,  as  shown  by  fig.  136:on  this  the  object  is  placed,  and  it 

Fig.  136. 

is  necessary  that  both  it  and  the  lines  be  seen  at  one  and  the 
same  time:  the  number  of  lines  which  the  object  occupies 
will  give  the  exact  measurement.  This  method,  however,  is 
very  inconvenient  and  can  only  be  effected  with  a  single 
lens,  or  with  a  compound  microscope  of  low  power,  for 
with  higher  powers  the  focal  point  is  so  precise,  that  the 
plane  in  which  objects  can  be  distinctly  defined  is  ahnoet  a 
mathematical  one,  and  the  lines  and  the  object,  therefore, 
cannot  be  in  focus,  or  be  distinctly  seen  tt^ther ;  besides,  if 
the  object  be  immersed  iu  a  fluid,  the  lines  will  become  india- 
tinct  from  being  filled  with  it,  and  thus  the  operation  of 
measuzing  will  be  rendered  almost,  if  not  quite,  imprac- 
ticable. It  is  also  inapplicable  \o  opaque  objects  of  any  thick- 
ness, and  even  to  transparent  ones  aA^r  they  are  mounted, 
but  is  of  great  use  for  other  purposes,  and  will  be  again 
alluded  to. 

Eye-jneee  Micrometer. — This  conasts  of  an  eye-piece,  having  a 
divided  glass  placed  in  its  focus:  if  the  positive  eye-piece  be  used, 
the  divided  ^ass  is  placed  below  the  field-lens ;  but  if  the  n^a- 
tive,  then  the  point  selected  is  between  the  two  lenses.  Th& 
po^tive  eye-piece  is  the  invention  of  Bamsden,  and  has  been 
before  alluded  to  in  pages  73 

B  and  176.    Mr.  Rosa,    who 

ill"''"*'  T^  employs  it  for  his  microme- 
H  I      ters,  adopts   the   form   re- 

B^— ^11  presented  by  figs.  137  and 
jr  ^  138.  Fig.  137  esthibits  the 
"  H     extemalappearance,andfig. 

Fig.  137.  Fig.  136.         138  a  section  of  the  same: 
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it  confflsts  of  two  tubeB>  sliding  one  within  the  other;  the 
external  one  has  the  divided  glass  screwed  into  its  lower  end^ 
and  the  internal  carries  the  two  lenses,  as  shown  in  fig.  13S. 
When  this  figure  is  compared  with  fig.  101,  it  will  be  seen 
that  the  field-lens  is  reversed ;  that  is,  its  convex  surface  is 
towards  the  eye.     The  divided  glasses  are  shown  by  fig.  139 ; 

the   lines    ruled   on   them 
may   vary  from   the  ^  to 

^^  tJv  ^^  *^  ^^^  apart ; 

they  are  set  in  brass  cells, 

by    which    they    may    be 
J,,     jgg  screwed  into  the  lower  end 

of  the  outer  tube,  so  as  to 
be  in  the  focus  of  the  eye-glass.  The  value  of  the  squares, 
with  the  different  eye-pieces,  is  obtained  by  a  stage  micro- 
meter. Mr.  Boss  now  employs  only  one  divided  glass,  and 
the  values  of  the  squares,  with  the  difierent  object-glasses, 
having  been  determined,  are  set  down  in  a  tabular  form. 
Mr.  Powell  and  Mr.  Smith,  following  Mr.  Tulley,  place  the 
micrometer  in  the  negative  eye-piece  in  the  situation  of  the 
stop.  Each  of  these  plans  has  its  peculiar  advantages.  The 
positive  eye-piece  gives  the  best  view  of  the  micrometer,  the 
n^ative  of  the  object.  The  former  is  quite  free  from  distor- 
tion, even  to  the  edges  of  the  field,  but  the  object  is  slightly 
coloured.  The  latter  is  free  from  colour,  but  is  slightly  dis- 
torted at  the  edges ;  in  the  centre  of  the  field,  however,  to 
the  extent  of  half  its  diameter,  there  is  no  perceptible  distor- 
tion, and  the  clearness  of  the  definition  ^ves  a  precision  to 
the  measurement  which  is  very  satisfactory.  The  plan  now 
generally  adopted  is  that  which  waa  first  recommended  by 
Mr.  George  Jackson,  in  a  paper  read  before  the  Microscopical 
Society,  in  1840 ;  since  that  time,  he  has  improved  upon  the 
method  of  mounting  the  divided  glass,  and  has  frunished  to 
the  society  a  more  lengthened  communication,  from  which,  by 
his  permission,  I  have  taken  my  description. 

Short  bold  lines  are  ruled  on  a  piece  of  glass ;  and,  to 
facilitate  counting,  the  fifth  is  drawn  longer,  and  the  tenth 
still  longer,  as  in  the  common  rule.     Very  finely  levigated 
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pliimbago  is  rubbed  into  the  lines  to  render  them  viuble  and 
they   are   covered   with  a  piece  of  thin  glass,  cemented  by 


Fig.  140. 

Canada  balsam,  to  secure  the  plumbago  from  being  wiped  out. 
The  slip  of  glass  thus  prepared  is  placed  in  a  thin  brasa  frame, 
as  shown  in  fig.  140,  so  that  it  may  slide  freely,  and  is  acted 


Fig.  ui. 


Fig   142 


on  at  one  end  by  a  pushing  screw,  and  at  the  other  by  a  slight 
spring.  Slita  are  cut  in  the  negative  eye-piece  on  each  side,  as 
shown  in  figs.  141  and  142,  so  that  the  brass  frame,  m,  maybe 
passed  across  the  field  in  the  focus  of  the  eye-glass,  the  cell 
of  which  should  have  a  longer  screw  than  usual,  to  admit  of 
adjustment  tor  diflTerent  eyes.  The  brass  frame  is  retained  in 
its  place  by  a  spring  within  the  tube  of  the  eye-fuece.  When 
the  frame  is  not  employed,  an  inner  piece  of  tube,  a,  may  be 
drawn  across  the  slits  so  as  to  prevent  duet  from  getting 
between  the  glasses.  The  method  of  u«ng  this  micrometer 
is  as  follows : — the  object  is  brought  to  the  centre  of  the  field 
by  the  stage  movement,  and  the  coincidence  between  one  mde 
of  it  and  one  of  the  long  lines  is  made  with  great  accuracy, 
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by  meauB  of  the  small  pushing  screw  that  moves  the  sUp  of 
glass ;  the  diviaona  are  then  read  off*  as  easily  as  the  inches 
and  tenths  on  a  commoti  rule.  The  operation,  indeed,  is 
nothing  more  than  laying  a  rule  across  the  body  to  .be 
measured ;  and  it  matters  not  whether  the  object  be  trans- 
purent  or  opaqae,  mounted  or  not  mounted,  if  its  edges  can 
be  distinctly  seen,  its  diameter  can  be  taken.  Freviously, 
however,  to  using  the  micrometer,  the  value  of  the  divisions 
should  be  ascertained  with  each  object-glass,  the  mode  of 
doing  which  will  be  subsequently  explained  more  luUy. 
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The  cobweb  micrometer,  the  inyention  of  Bamaden,  10 
represented  by  fig.  143;  it  is  composed  of  a  positive  eye- 
piece (fig.  138)y  in  the  focus  of  whidi  two  very  fine  parallel 
wires,  or  cobwebs,  are  stretched  across  the  field ;  one  of  these 
wires  can  be  separated  from  the  other  by  a*  screw,  commonly 
provided  with  a  hundred  threads  to  the  inch,  and  the  head  of 
of  which,  as  jshown  by  fig.  143,  is  also  divided  into  a  hundred 
parts.  The  field  of  view,  which  is  represented  by  fig.  144,  is 
made  flat  on  its  lower  border,  by  means  of  a  comb,  made  of 
a  thin  [nece  of  brass,  whose  edge  is  indented  with  notchesi, 
made  by  the  threads  of  the  same  screw;  every  fifth  notch  is 
loiter  than  the  others,  to  facilitate  counting,  and  each  notch 
corresponds  to  one  turn  of  the  milled  head,  so  that  the  num- 
ber of  turns  can  be  read  off  in  the  field  of  the  instrument,  and 
the  fraction  of  a  turn  on  the  divided  head. 

Thus,  by  this  simple  contrivance,  the  distance  of  the  wires 
can  be  ascertained  to  the  himdredth  of  the  turn  of  the  screw, 
and,  as  it  has  been  stated  that  the  screw  has  a  hundred 
threads  to  the  inch,  it  follows  that  the  magnified  image  of  an 
object  may  be  measured  to  the  ten-thousandth  of  an  inch ; 
but  with  an  object-glass  of  one-eighth  of  an  inch  focus,  the 
image  will  at  least  be  magnified  eighty  times,  without  the 
power  of  the  eye-piece ;  it  follows,  therefore,  that  a  quantity 
as  small  as  the  eight-hundred-thousandth  of  an  inch  should  be 
appreciable  by  such  an  instrument,  but  in  practice  this  has 
been  found  impossible,  as  no  achromatic  power  has  yet  been 
made,  capable  of  separating  lines  that  are  closer  together  than 
the  one  seventy-five-thousandth  of  an  inch.  This  micrometer, 
when  well  made,  is  rather  expensive,  and  requires  some  con- 
siderable care  in  using ;  and  as  its  accuracy  depends  entirely 
on  that  of  the  glass  micrometer  used  in  finding  the  value  of  its 
divisions,  the  measurements  made  by  it  are  by  no  means  so 
delicate  as  they  appear  to  be. 
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ON  THE  MEASUREMENT  OF  MICROSCOPIC  OBJECTS. 

FinL — With  the  Stage  Micrometer. — To  effect  this  it  ia 
necessary  to  be  provided  with  a  strip  of  glass,  mother-of- 
pearl,  or  ivory,  on  which  lines  are  accurately  ruled  at  a 
certun  fraction  of  an  inch  apart,  say  from  the  -^^^  to  the 
TsSiF  ^  ^^  inxAiy  as  was  done  by  the  late  Mr.  Coventry  and 
Sir  John  Barton.  The  most  convenient  form  of  micrometer, 
for  all  purposes,  will  be  one  divided  into  hundreds,  and  one  of 
these  divisions  into  ten  parts,  or  thousands.  Those  of  glass 
are  the  best  for  transparent  objects,  and  the  motherH>f-pearl, 
or  ivory,  for  opaques;  and,  to  make  the  lines  more  evident, 
finely  levigated  blacklead  should  be  rubbed  in  to  fill  them  up. 
The  object  to  be  measured  is  to  be  kid  on  the  glass,  or 
mother-of-pearl,  and  both  it  and  the  lines  must  be  viewed  at 
one  and  the  same  time,  with  the  lowest  power  that  can  con- 
veniently be  used ;  the  niunber  of  the  divisions  occupied  by 
the  object  will  give  the  measurement  required.  Example: — 
Thufli,  suppose  an  object  occupied  ten  of  the  large  divisions, 
its  linear  measurement  would  then  be  -^,  which  if  reduced 
to  its  lowest  terms,  would  be  the  -^^  of  an  inch;  if  fifty,  then 
it  would  measure  half  an  inch,  if  fifteen  divisions,  then  it 
would  be  y^ij,  or  nearly  4^  of  an  inch.  It  follows,  therefore, 
that  an  object  to  be  measured  in  this  way  must  be  very  thin 
and  the  power  low,  in  order  that  it  and  the  lines  may  be  in 
focus  at  the  same  time.  This  micrometer  answers  better  for 
the  simple  microscope  than  for  the  compound  achromatic 
instrument,  as  in  the  latter  the  focus  even  of  a  low  power 
object-glass  is  so  exact,  that  but  very  few  objects  are  thin 
enough  to  be  seen  at  the  same  time  as  the  lines.  Most  of  the 
objects  requiring  measurement  are  those  which  must  of 
necessity  be  examined  in  fluid;  this  will  render  the  lines 
on  the  glass  micrometer  all  but  invisible,  unless  they  are 
veiy  boldly  ruled  and  filled  up  with  some  opaque  matter. 
Mr.  Pritchard  suppUes  with  bis  microscopes  animalcule  cages, 
on  the  upper  surface  of  the  bottom  glass  of  which,  lines  are 
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ruled  from  the  ^J^  to  the  ^^^  of  an  inch  apart;. these  can 
hardly  be  seen  when  the  fluid  containing  animalcules  is 
present,  although  they  are  very  coarsely  ruled,  and,  with 
objects  of  any  thickness,  all  measurements  are  incorrect,  in 
consquence  of  the  rays  of  light  from  the  object  and  the 
micrometer  not  being  given  off  at  the  same  angle ;  so  that 
the  object  is  referred  to  a  point  of  the  micrometer  larger  than 
it  really  is. 

Second. — By  the  Micrometer  JSye-piece.—In.  the  description 
of  this  instrument,  given  previously  in  pp.  212-3,  it  was  stated 
to  connst  of  an  eye-piece  in  the  focus  of  which  a  piece  of 
glass,  having  short  bold  lines  ruled  upon  its  upper  surface, 
was  placed  generally  yi^  of  an  inch  apart,  with  every  fifth 
longer,  and  every  tenth  longer  still,  to  facilitate  counting ; 
but  it  is  not  necessary  that  the  number  of  lines  in  an  inch  be 
known,  as  long  as  they  are  equidistant;  and  let  us  take,  in 
the  first  place,  the  negative  eye-piece,  as  supplied  with  Mr. 
Powell  or  Mr.  Smith's  microscopes. 

To  find  the  Value  of  the  Lines  in  the  Negathoe  Eye-piece 
Micrometer. — The  micrometer  set  in  its  brass  frame,  as  seen 
in  fig.  140,  is  passed  so  far  through  the  slits  in  the  eye-piece, 
as  that  the  lines  may  be  seen  to  occupy  the  centre  of  the 
field  of  view,  and  to  be  in  the  focus  of  the  eye-glass.  The  eye- 
piece having  been  placed  in  the  end  of  the  compound  body, 
as  far  as  it  will  go,  the  next  step  is  to  determine  the  value  of 
the  divisions  of  this  eye-piece  micrometer  with  each  of  the 
object-glasses.  This  is  done  by  laying  on  the  stage  of  the 
microscope  a  glass  micrometer,  divided,  say  into  -^^  and  -^^^js 
of  an  inch,  and  the  lowest  object-glass  being  screwed  to  the 
compound  body,  the  lines  on  the  stage  micrometer  are  to  be 
brought  into  focus;  and  either  the  eye-piece  or  the  stage 
micrometer  having  been  so  turned  as  to  bring  the  lines  in 
both  micrometers  parallel,  we  must  then  observe  how  far  the 
lines  in  each  coincide,  whether  every  third,  fourth,  fifth,  and 
so  on ;  and,  for  the  sake  of  nmplicity,  let  us  suppose  the  one- 
inch  objectrglass  to  be  employed,  and  it  having  been  noticed 
that  every  division  of  a  hundredth  of  an  inch  in  the  stage 
micrometer  coincides   with  ten  in  that  of  the  eye-piece,  it 
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follows  that  the  divisions  or  lines,  in  the  eyerpiece  micro- 
meter, were  ^  ^^v  ^^  ^^  ^^^^  apart ;  the  stage  micrometer  may 
now  be  removed,  and  every  object  viewed  with  the  micro^ 
meter  eye-piece  and  the  one-inch  object-glass  can  be  measured 

to  the  Ti^QTr  ^  ^^  ^^^*  Should,  therefore,  one  of  the  T9V0  ^ 
the  eye-piece  micrometer  be  divided  into  four  parts,  then  every 
one  of  these  diviaons  would  be  the  xrhz'  ^^^&^  ^  ^th  an- 
other power  it  was  foimd  that  ^tiV?  ^^  ^^  ^^^  ^^  ^®  stage 
micrometer  coincided  with  ten  of  the  spaces  of  the  eye-piece 
micrometer,  then  the  value  of  each  of  the  eye-piece  micro- 
meter divisions  would  be  the  fz.ifih  ^^  *^  ^^^  ^^  ^^^  ^ 
found  in  practice,  when  high  numbers  are  being  observed,  that 
the  stage  movements  are  rather  too  coarse  to  bring  the  lines 
in  the  two  micrometers  accurately  over  each  other;  the  small 
screw  at  the  end  of  the  brass,  as  shown  in  fig.  140,  must  then 
be  employed.  We  have  hitherto  spoken  only  of  the  numbers 
in  the  eye-piece  micrometer  coming  out  even,  but  such  is 
rarely  the  case ;  the  chances  are,  that  there  will  be  a  very 
minute  variation  between  any  two  or  more  of  both  sets  of 
lines.  If  it  be  not  a  matter  of  much  moment  to  determine  the 
value  of  the  divisons  accurately,  and  if  no  two  lines  coincide, 
the  mean  of  a  number  of  observations  may  be  taken  as  an 
approximation  to  the  truth ;  but  by  far  the  most  desirable  way 
to  remedy  the  evil  is  to  employ  the  draw-tube,  before  described 
at  page  69 ;  this,  which  must  be  graduated  on  one  side,  as 
shown  in  fig.  42,  into  inches  and  tenths,  may  be  pulled  out  so 
as  to  make  some  of  the  lines  in  each  micrometer  agree. 

The  value  of  the  divisions  in  the  eye-piece  micrometer 
should  be  found  with  all  the  object-glasses,  and  be  put  down 
in  a  tabular  form,  as  follows;  and,  if  the  instrument  be  pro- 
vided with  a  draw-tube,  the  table  should  include  the  extent 
to  which  it  ought  to  be  drawn  out,  in  order  to  make  the 
value  of  the  micrometer  divisions  even  numbers: — 
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Object-glass. 

Draw-tube. 

Value  of  small  Divi- 
sions in  Parts  of 
an  Inch. 

1  Inch. 

i  » 

1    Inch, 
close. 
1  yV  Ii^ch. 

1,000  of  an  Inch. 
2,600 

6,000        „ 
10,000        „ 

It  should  be  borne  in  mind  that,  when  it  is  required  to 
ascertain  the  value  of  the  divisions  in  the  eye-piece  micro- 
meter with  the  highest  powers,  the  diviiuon  into  hundreds 
of  the  stage  micrometer  will  occupy  too  much  of  the  field  of 
view :  some  smaller  parts  of  an  inch,  such  as  the  two-hundredth 
or  five-hundredth,  should  then  be  used,  and  the  niunber  of  the 
divisions  corresponding  to  that  quantity  be  multiplied  by  two 
hundred  or  five  hundred,  as  the  case  may  be. 

To  find  the  Value  of  the  Divisions  in  the  Positive  Eye-piece 
Micrometer. — This  instrument,  before  described  at  page  212,  is 
used  in  the  same  manner  as  the  above-mentioned.  Mr.  Soss, 
who  always  adopts  this  form  in  preference  to  the  negative, 
does  not  employ  the  draw-tube  with  his  microscopes.  The 
micrometers,  as  shown  in  fig.  139,  are  ruled  in  squares,  and 
one  or  more  of  them,  of  different  degrees  of  minuteness  in 
their  ruling,  may  be  employed;  but  it  has  been  found  in 
practice  that  divisions  ruled  about  -^  of  an  inch  apart  will 
suit  nearly  all  the  powers.  The  method  of  finding  the  value 
of  the  divisions,  with  each  of  the  object-glasses,  is  performed 
by  means  of  a  stage  micrometer,  in  the  manner  previously 
described.  The  positive  eye-piece  gives  a  much  better  view 
of  the  micrometer  than  the  negative  one,  but  the  definition 
of  an  object  to  be  measured  is  not  quite  so  good.  Mr.  Ross 
generally  rules  his  micrometers  in  squares,  but  Mr.  Jackson 
prefers  lines,  on  accoimt  of  the  greater  facility  afforded  for 
counting.  As  with  the  negative  eye-piece  micromctx^r,  so  with 
tJiis,  it  becomes  necessary  to  put  down  in  a  tabular  form  the 
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Talue  of  the  ndes  of  the  squares,  with  the  different  object- 
glasses.  The  plan  adopted  by  Mr.  Boss  is  here  shown.  The 
upper  line  indicating  the  value  of  the  divisions  in  frac* 
tions  of  an  inch,  the  lower  line  the  same  value  in  a  decimal 
notation. 


Value  of  each 
space  in  the 
Micrometer  Eye- 
glass, with  tne 
various  Object- 
glasses. 

2  In. 

lln. 

if  In. 

iln. 

iln. 

•0025 

•001031 

•000526 

•0002325 

•0001111 

To  find  the  Valrie  of  each  Revolution  of  the  ScreWy  or  parts 
of  a  Revolution  of  the  samey  in  the  Cobu)eb  Micrometer. — ^When 
about  to  be  used,  the  cylindrical  portion  containing  the  eye 
and  field  lens  is  to  be  placed  in  the  end  of  the  compound 
body,  in  the  same  manner  as  an  ordinary. eye-piece,  and  a 
micrometer  divided  into  hundreds  and  thousands,  as  employed 
with  the  other  instruments,  placed  on  the  stage,  and  its  lines 
brought  into  the  focus  of  the  object-glass.  The  graduated 
head  of  the  micrometer  being  set  at  zero,  and  the  cobwebs 
exactly  coinciding  with  each  other,  the  milled  head  is  now  to 
be  turned,  and  notice  taken,  how  many  revolutions  or  parts 
of  a  revolution  have  been  made  when  the  cobwebs  are  opened 
sufficiently  wide,  to  cover  a  certain  number  of  the  divisions  of 
the  image  of  the  stage  micrometer.  It  having  been  previously 
stated,  diat  the  screw  employed  to  separate  the  cobwebs  is 
provided  with  a  graduated  circle  divided  into  a  hundred  parts; 
should  it  be  found  that  five  revolutions  of  the  screw  cause  the 
cobwebs  to  open,  so  as  to  cover  ten  divisions  in  that  part  of  tho 
stage  micrometer  divided  into  thousands,  it  follows  that  one 
revolution  of  the  screw  would  be  equal  to  the  -^j^  of  an  inch, 
and  one  division  of  the  graduated  head  would  be  -^j^  of  3^0 
or  xv.VoTT  ^f  <^  mxAi.  The  comb  at  the  bottom  of  the  field  of 
view,  as  shown  by  fig.  144,  will  indicate  the  number  of  the 
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revolutions,  as  the  teeth  commence  from  the  fixed  cobweb. 
In  those  microscopes  provided  with  a  draw-tube,  the  divinons 
may  always  be  brought  out  even  numbers,  but  such  will  not 
be  the  case  with  all  the  object-glasses  in  a  microscope  not  so 
provided,  and  the  determination  of  the  value  of  each  revolution 
will  then  become  a  rather  more  complicated  matter,  as  will 
presently  be  shown.  The  value  of  each  revolution  of  the 
screw,  with  the  difierent  object-glasses,  should  be  set  down  in 
a  tabular  form,  as  was  shown  in  the  case  of  the  eye-piece 
micrometers. 

Directions  for  the  Use  of  the  Eye-piece  Micrometer, — If  there 
be  a  draw-tube  to  the  compound  body,  it  should  be  adjusted 
according  to  the  table  shown  at  page  220,  the  object  having 
been  brought  into  the  centre  of  the  field,  and  the  micrometer 
properly  adjusted,  so  that  the  horizontal  line  be  in  the  direc- 
tion of  the  diameter  to  be  measured.  Read  the  measurement 
in  the  small  divisions,  and  suppose  that,  with  the  half-inch 
object-glass,  an  object  occupies  seventeen  of  these;  and  it 
having  been  shown  by  the  table  at  page  200,  that  the  value  of 
each  division  of  the  eye-piece  micrometer,  with  the  half-inch 
object-glass,  was  the  ^^Vzr  ^^  ^^  inxix^  this  number,  or  rather, 
the  denominator,  must  therefore  be  divided  by  seventeen, 
and  the  result  will  be  the  -pH  of  an  inch,  or  the  diameter 
required  to  be  found;  or,  should  it  be  preferred  to  set  down  the 
diameter  in  decimals,  then,  by  adding  ciphers  to  the  seventeen, 
and  making  it  the  dividend,  and  2,500  the  divisor,  it  may  be 
shown  that  the  diameter  is  .0068.  The  positive  eye-piece 
micrometer  supplied  by  Mr.  Ross  is  used  precisely  in  the  same 
way  as  the  above-mentioned  instrument ;  but,  there  being  no 
draw-tube,  the  value  of  the  numbers  of  the  glass  micrometer 
cannot  be  altered  in  any  way  from  those  mentioned  in  the 
table.  The  squares  must  be  counted  as  the  straight  lines  are 
in  Mr.  Jackson's  form,  and  the  dimensions  of  any  object 
ascertained  precisely  in  the  same  manner  as  before  described, 
viz.,  by  dividing  the  value  of  each  square,  as  given  in  the 
table,  by  the  number  of  squares  occupied  by  the  object ;  or, 
if  the  decimal  notation  be  preferred,  by  adding  ciphers  to  the 
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number  of  the  squares^  and  dividing  it  by  the  value  of  one* 
square,  and  the  quotient  will  be  the  dimensions  required. 

To  Use  the  CobwA  Micrometer. — ^Before  an  object  is  mea- 
sured, it  must  be  brought  to  the  middle  of  the  field,  and, 
after  the  table  has  been  consulted,  which  shows  the  value  of 
each  revdulion  of  the  screw,  and  of  each  division  of  the 
wheel  affixed  to  it,  the  cobwebs  must  be  examined,  in  order 
to  see  whether  they  both  accurately  coincide  when  the  zero 
point  of  the  graduated  wheel  is  opposite  the  index.  The 
screw  being  now  turned,  imtil  the  image  of  the  object  is,  as  it 
were,  enclosed  between  the  cobwebs,  the  number  of  turns 
and  parts  of  a  turn  are  both  shown  by  the  indices ;  the  former 
by  the  comb  at  the  lower  part  of  the  field  of  view,  the  latter  by 
the  division  opposite  to  which  the  index  points.  It  must,  how- 
ever, be  borne  in  mind,  that  both  with  this  micrometer  and 
with  those  of  ruled  glass  several  measurements  of  the  same 
object  ought  to  be  made ;  and  if  there  should  be  any  difference 
between  them,  the  mean  of  the  two  extremes  should  be  taken 
as  the  correct  one.  The  measurements  made  with  the  cobweb 
micrometer  are  said  to  excel  those  of  all  the  other  forms  of 
instruments ;  and  that,  with  an  object-glass  of  one-eighth  of  an 
inch  focus^  even  a  quantity  as  small  as  the  eight-hundred- 
thousandth  of  an  inch  can  be  appreciated.  This  is,  at  least,  ten 
times  as  delicate  as  is  required ;  for  Mr.  Ross,  in  his  experi- 
ments, preliminary  to  the  constructing  of  his  beautiful  divid- 
ing-engine, found  that,  with  the  highest  magniiying  powers,  it 
was  impossible  to  ascertain  the  position  of  a  line  nearer  than 
to  the  eighty-thousandth  of  an  inch. 

Measurements  of  an  Ohject  made  by  means  of  a  Stage  Micro^ 
meter  and  a  Camera  Lucida. — For  this  very  valuable  plan,  we 
are  indebted  to  Mr.  Lister.  By  means  of  the  camera  lucida, 
a  sketch  of  the  object  is  first  made ;  the  microscope  being 
fixed  in  the  horizontal  position,  the  object  is  then  removed 
and  a  stage  micrometer  placed  in  the  focus  of  the  object-glass 
instead;  a  sketch  of  its  divisions  is  also  to  be  made  on  the 
same  paper  as  the  object  itself  was  sketched  on,  with  all  the 
optical  arrangements  of  the  microscope  unaltered.  The  object, 
therefore,  and  the  micrometer  being  both  magnified  to  the 
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same  extent,  th^  images  will  consequently  bear  the  Bame 
relation  to  each  other  as  the  bodies  themselves.  The  method 
of  effecting  this  operation  is  exhibited  by  the  following  figure. 
In  fig.  145  ia  shown  bow  the  rays  of  %ht  coming  from  the 
eye-juece,  or  Irom  any  distant 
object,  are  refiected  by  the  prism, 
in  such  a  manner  as  to  enter  the 
eye,  at  right  angles  to  their 
ori^nal  direction;  and  as  the  i 
image  of  an  object  is  always  re- 
ferred by  the  eye  to  a  atuation 
in  the  same  Erection  as  that  &om 
wluch  the  rays  entering  the  eye 
proceed,  the  magnified  image  of 
the  object  will  be  seen  on  a 
paper  liud  on  a  table  beneath  the 
camera,  and  can  there  be  readily 
sketched.    Supposing,  in  the  pre-  Fig.l«. 

sent  case,  that  the  objects  under  examination  be  granules  of 
starch,  or  cTen  blood  discs,  these  can  ea«ly  be  sketched  in  out- 
line ;  when,  tlierefore,  the  micrometer  is  substituted  for  tlie 
starch,  its  divieaons  or  squares  can  be  drawn  over  the  starch 
gnmules,  as  shown  by  figs.  146  and  147,  the  former  bdng 
squares  of  ^7  of  an  inch,  the  latter,  ibW?  ^^''t  as  the  value 
of  the  sqnarea,  or  diviraons  of  the  micrometer,  is  known,  the 
objects  over  which  the  lines  are  not  drawn  can  also  be  readily 
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ascertamed  by  the  application  of  a  pair  of  compasses ;  and,  if 
necessary^  the  squares,  as  shown  in  figs.  146  and  147,  can  be 
further  subdivided  into  four,  so  that  the  diameter  of  an  object 
can  be  measured  even  to  the  fourth  part  of  the  quantity  given 
by  the  lines  on  the  micrometer.  The  whole  field  of  view  need 
not  be  covered  with  lines,  as  shown  by  the  figures;  but  a 
single  square,  or  even  the  exact  distance  of  any  two  or  more 
of  the  lines  of  the  micrometer,  together  with  a  pair  of  com- 
passes, will  be  all  that  is  required.  It  must,  however,  be 
borne  in  mind,  that  when  the  size  of  an  object  is  ascertained 
by  the  above  method,  the  distance  between  the  camera 
and  the  table  must  be  always  the  same ;  if  the  end  of  the 
compound  body  carrying  the  camera  were  ever  so  slightly 
raised  or  depressed,  there  would  be  either  an  increase  or 
diminution  of  the  value  of  the  squares  of  the  micrometer. 


CHAPTER  IV. 

ON  THE  METHODS  OF  OBTAINING  THE  MAGNIFTING  POWER 
OF  SINGLE  AND  COMPOUND  MICROSCOPES. 

The  method  of  estimating  the  magnifying  power,  either  of 
simple  or  compound  lenses,  is  to  compare  an  object  of  known 
size,  such  as  a  micrometer,  seen  through  them  with  the  nearest 
distance  that  another  object,  also  of  known  size,  can  be  dis* 
tinctly  seen  at:  this  latter  distance  is  termed  the  standard  of 
distinct  vision,  and  with  it  all  the  magnifying  powers  are  com- 
pared. All  opticians  of  the  present  day  adopt  ten  inches  as 
a  standard ;  Sir  David  Brewster  adopts  five  inches.  In  the 
old  optical  works,  eight  inches  were  generally  employed  as  the 
standard;  but  the  number  ten,  being  a  decimal,  will  be 
found  most  suitable  for  all  purposes.  With  this  decimal 
standard,  the  magnifying  power  of  lenses,  of  any  focal  length, 
can  be  readily  determined.  Thus,  for  instance,  if  the  lens 
under  examination  be  of  one  inch  focus,  we  have  merely  to 
15 
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add  a  cipher  to  the    denominator  of  the  fraction  which 
expresses  the  focal  length  of  the  lens,  and  the  result  will  be 
the  magnifying  power.     Thus,  if  the  lens  be  half  an  inch  in 
focal  length,  the  magnifying  power  will  be  twenty  diameters ; 
if  one  quarter,  than  forty  diameters ;  and  if  one  inch,  then  ten 
diameters,  and  so  on.     When,  however,  the  focal  length  of  a 
lens  is  very  small,  it  becomes  a  difficult  task  to  measure 
accurately  its  distance  of  focus.     In  such  cases,  says  Mr. 
Ross,*  ^^  the  best  plan  to  obtdn  the  focal  length  for  parallel 
or  nearly  parallel  rays  is  to  view  the  image  of  some  distant 
object,  formed  by  the  lens  in  question,  through  another  lens 
of  one  inch  solar  focal  length,  keeping  both  eyes  open,  and 
comparing  the  image  presented  through  the  two  lenses  with 
that  of  the  naked  eye.     The  proportion  between  the  two 
images  so  seen  will  be  the  focal  length  required.     Thus,  if  the 
image  seen  by  the  naked  eye  is  ten  times  as  large  as  that 
shown  by  the  lenses,  the  focal  length  of  the  lens  in  question 
is  one-tenth  of  an  inch.     The  panes  of  glass  in  a  window,  or 
courses  of  bricks  in  a  wall,  are  convenient  objects  for  this 
purpose.     In  which  ever  way  the  focal  length  of  the  lens  is 
ascertained,  the  rules  given  for  deducing  its  magnifying  power 
are  not  rigorously  correct,  though  they  are  sufficiently  so  for 
all  practical  purposes,  particularly  as  the  whole  rests  on  an 
assumption,  in  regard  to  the  focal  length  of  the  eye,  and  as 
it  does  not  in  any  way  affect  the  actual  measurement  of  the 
object." 

In  the  preceding  account,  we  have  estimated  the  magni- 
fying power  in  diameters,  or  according  to  the  measure  termed 
linear;  but  as  every  object  is  magnified  in  breadth  as  well 
as  in  length,  it  follows  that,  if  it  were  drawn  as  broad  as  it 
is  long,  a  very  different  idea  of  its  measure  would  result : — 
thus,  suppose  a,  in  fig.  148,  to  represent  an  object  of  its 
natural  size,  and  that  it  be  required  to  represent  the  same 
when  magnified  four  times  in  length  and  four  times  in  breadth, 
the  square  b  c  d  e  will  give  such  view;  and  if  this  be  compared 
with  the  original  object  a,  it  will  be  seen  that  there  are  sixteen 

Article  "Microscope,"  Penny  Cyclopedia, 


DETERMINATION  OP  THE  MAGNIFYING  POWER.        227 


J 


such  squares  contained  in  it.  This  mea- 
I  surement,  which  is  rarely  used,  except  to 
astonish  the  public,  is  called  the  super- 
ficial magnifying  power,  and  is  found 
by  squaring  the  linear,  or,  in  other 
words,  by  multiplying  the  linear  by 
itself.  The  magnifying  power  of  single 
lenses,  like  the  value  of  the  divisions  in 
the  diiferent  kinds  of  micrometer,  may 


Fig.  148. 

be  set  down  in  a  tabular  form,  thus : — 


Focal  lengths 

Linear 

Superficial 

in  inches. 

Magnifying  Power. 

Magnifying  Power. 

2 

5 

25 

n 

6.6 

43.5 

1 

10 

100 

i 

1.3.3 

176.8 

h 

20 

400 

i 

40 

1600 

1 

80 

6400 

tV 

100 

10000 

To  ascertain  the  magnifjring  power  of  the  compound  micro- 
scope, the  method  employed  is  the  same  as  that  proposed  by 
Hooke,  in  his  Micrographiay  as  long  ago  as  1667,  and  before 
described  at  page  4 ;  it  is  thus  accomplished : — Place  on  the 
stage  of  the  microscope  a  micrometer  either  of  glass,  ivory,  or 
mother-of-pearl,  divided  to  some  fraction  of  an  inch  (j^^  will 
answer  the  purpose  for  all  the  lower  powers),  and,  at  ten  inches 
distant  from  the  eye,  hold  a  rule,  divided  into  tenths  of  an  inch, 
in  a  line  parallel  with  the  micrometer;  a  magnifier  and  eye- 
piece being  adapted  to  the  compound  body,  the  lines  on  the 
stage  micrometer  are  to  be  brought  into  focus;  if  now  the 
eye  not  employed  in  looking  through  the  eye-piece  be  cast 
as  it  were  down  on  the  rule,  the  micrometer  divisions,  and 
15* 
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those  on  the  rule,  will  be  seen  at  one  and  the  same  tune; 
and,  after  a  little  practice,  it  will  be  found  a  very  easy  matter 
to  count  how  many  divisions  of  the  rule  are  covered  by  two 
or  more  of  the  micrometer.  Thus,  for  example,  suppose  that 
each  division  of  ^ j-y  of  an  inch  occupies  just  one  inch  of 
the  rule,  the  magnifying  power  will  then  be  one  hundred 
times,  as  r^t^  of  an  inch  is  made  as  large  as  one  inch ;  if  the 
same  divisions,  either  with  another  object-glass  or  eye-piece, 
correspond  to  one-and-a-half  inch  of  the  rule,  then  the  power 
will  be  one  hundred  and  fifty  diameters.  The  magnifjring 
powers  of  the  different  object-glasses,  with  each  of  the  eye- 
pieces, should,  also,  for  convenience  of  reference,  be  set  down 
in  a  tabular  form.  Mr.  Ross  supplies  with  his  microscopes 
a  table  of  the  following  construction,  having  appended  to 
it,  that  described  at  page  221,  with  the  value  of  the  divisions 
of  the  eye-piece  micrometer  with  each  of  the  object-glasses. 
For  the  use  of  those  who  have  draw-tubes  to  their  micro- 
scopes, another  column  might  be  added  to  denote  the  distances 
it  must  be  drawn  out,  in  order  that  the  value  of  the  micrometer 
divisions  and  the  magnifying  power  may  be  set  down  in  even 
numbers. 


Magnifying  Power  of  the  Object-glasses  with  the  Tarious 

Kje-glasses. 

Ejre-glasses. 

OBJECT-OLASSXS. 

1 

2  In. 

lln. 

iln. 

iln. 

iln. 

T*.  In- 

A 

20 

60 

100 

220 

420 

600 

B 

30 

80 

130 

350 

670 

870 

C 

40 

100 

180 

600 

900 

1400 

Several  other  methods,  besides  those  now  described,  have 
been  from  time  to  time  adopted,  to  ascertain  the  magnifying 
power  of  the  compound  microscope;  but  as  none  are  so  accurate 
as  that  of  Hooke,  it  has  been  thought  unnecessary  to  describe 
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theoL  The  value  of  the  divisions  in  the  micrometer  ecale 
and  the  magnifying  powers  of  the  different  object-glasses  are, 
in  most  cases,  supplied  by  the  maker  of  the  instrument — ^they 
should  be  always  so ;  but  for  those  who  are  anxious  to  work 
the  subjects  out  for  themselves,  it  is  hoped  that  the  preceding 
directions  will  not  be  deemed  out  of  place. 

The  late  Mr.  Coventry  and  Sir  John  Barton  were  cele- 
brated for  ruling  micrometers  of  extreme  delicacy ;  some  of 
these,  still  extant,  have  as  many  as  ten  thousand  lines  in  an 
inch ;  Mr.  George  Jackson,  a  gentleman  whose  name  has  been 
BO  frequently  mentioned  in  connection  with  the  improvements 
in  the  mechanical  arrangements  of  the  microscope,  has  also 
paid  considerable  attention  to  this  subject,  and  has  succeedec^ 
in  ruling  ten  thousand  lines  in  an  inch,  and  in  crossing  these 
at  right  angles  with  others  precisely  the  same  distance  apart, 
so  that  a  series  of  squares  are  formed,  each  having  a  super- 
ficial area  of  the  one  hundred  millionth  of  an  inch.  These 
are  very  remarkable  as  specimens  of  skill,  but  are  far  too 
mmutc,  either  for  measuring  the  magnifying  power  of  an 
instrument  or  the  value  of  an  eye -piece  micrometer. 

In  England,  microscopists  are  in  the  habit  of  setting  down 
the  measurements  made  by  micrometers  either  in  inches,  or 
in  fractional  or  decimal  parts  of  an  inch ;  but  in  France,  and 
some  other  parts  of  the  continent,  either  a  line  or  millimetre, 
and  fractional  divisions  of  the  same,  are  employed  for  a  like 
purpose.  For  the  convenience  of  those  who  may  wish  to 
compare  foreign  measures  of  length  with  our  own,  the  follow- 
ing tables  have  been  drawn  up,  together  with  directions  for 
converting  either  English  inches,  or  parts  of  an  inch,  into  lines 
or  millimetres,  or  these  last  into  English  measures. 

Parts  of  an  English  Inclu 

A  Paris  line  «»    .08881 A  or  ^  of  an  English  inch. 

A  metre         »  39.37100  inches  English,  or  3.281  feet 

A  centimetre  =      .39371      ,,      or  a  little  less  than  ^  of  an  inch. 

A  millimetre  ^s    .039371      „      or  a  little  less  than  ^  of  an  inch. 
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To  convert  Paris  Lines  into  English  Measure. 

Multiply  the  numerator  of  the  fraction  ^  by  the  number 

of  PaiiB  lines  stated,  or  divide  the  denominator  of  the  fraction 

by  the  same  nmnber,  or  multiply  the  nmnber  .088815  by  the 

number  of  lines  and  parts  of  the  same. 

To  convert  Millimetres  into  EngKsh  Measure. 

Multiply  the  number  .039371  by  the  number  of  milUmetrca 
and  parts  of  the  eame,  the  quotient  will  be  the  equivalent 
measure  in  decimal  parts  of  the  English  inch. 

The  line  is  often  made  use  of  in  scientific  works  in  this 
country ;  but  as  no  two  persons  are  agreed  as  to  whether  its 
value  is  the  one-tenth  or  one-twelfth  of  an  inch)  it  follows 
that,  in  all  measures  in  which  it  is  employed,  the  value 
attached  to  it  should  be  stated ;  if  the  Paris  line  be  the  one 
adopted,  neither  the  one-tenth  or  one-twelfth  of  an  Englisli 
inch  is  its  correct  value,  although  the  latter  number  comes 
nearest  the  truth. 


CHAPTER  V. 

CAMERA  LUCIDA. 

The  camera  lucida,  before  described  at  page  144,  was  invented 
by  Wollaston  in  1807.  It  consists  of  a  four^mded  prism  of 
glass,  as  represented  in  sec- 
I  tion  by  fig.  149,  the  sides  and 
I  angles  being  similar  to  those 
I  shown  by  A  B  C  D.  The  rays 
I  of  light  proceeding  fromanob- 
I  ject,MN,after  being  reflected 
1  by  the  faces,  D  C,  C  B  to  the 
I  eye  will  be  referred  by  an  ob- 
Fisr.  149.  server  to  m  n,  and  an  image 

of   the  object  wilt  be   there 


CAMERA  LUCIDA. 


231 


seen,  and  if  a  piece  of  white  paper  be  placed  there  the 
image  will  appear  to  be  on  it.  The  prism  is  generally  set  in 
a  fiame  of  braasy  in  the  manner  exhibited  by  fig.  99,  all 
parts  of  it  being  covered  over  except  the  side  next  the  eye- 
piece and  a  small  portion  of  the  edge  to  which  the  eye  is  to  be 
applied ;  the  frame  is  capable  of  being  adapted  to  either  of  the 
eye-pieces  by  a  short  tube.  The  prism  itself  has  two  slight 
adjustments,  one  to  bring  its  upper  face  horizontal,  and  the 
other  to  make  the  image  of  the  object  fall  flat  on  the  paper 
on  which  it  is  to  be  drawn.  A  lens  is  generally  placed  under 
the  camera,  in  order  that  the  rays  of  light  from  the  pencil 
employed  in  sketching  and  the  object  itself  may  be  seen  under 
the  same  angle.     Several  contrivances  have  been  had  recourse 

to,  in  order  to  simplify  certain  difficulties  that 
arise  in  the  use  of  this  instrument ;  one  of  these 
plans  is  shown  in  section  by  fig.  150,  and  con- 
sists of  a  mirror,  M,  composed  of  a  thin  piece 
of  dark  coloured  glass  cemented  to  a  piece  of 
plate  glass,  inclined  at  an  angle  of  45^,  in  front 
of  the  first  lens  of  the  eye-piece,  E.  The  light 
escaping  from  the  object,  through  the  lens,  E, 
is  assisted  in  its  reflection  upwards  to  the  eye 
by  the  dark  glass ;  and  this,  says  Mr.  Boss,* 
"  effects  a  further  useftil  purpose  of  rendering  the  paper  less 
brilliant;  and  thus  enabling  the  eye  better  to  see  the  reflected 

image."    If  required,  a  double  convex  lens, 

L,  may  be  placed  beneath  the  mirror,  as  in 

the  case  of  the  prism.     The  polished  steel 

disc,  the  invention  of  Soemmering,  before 

described  at  page  145,  may  be  employed  as  a 

substitute  for  the  camera,  over  which  it  is 

said  to  have  some  few  advantages. 

""^    I  ^*S       Mr.  Powell  supplies  with  some  of  his 

)    I  microscopes  an  apparatus  represented  in  fig. 

CT^  ^^   151 ;  it  conosts  of  a  plate  of  neutral  tint 

glass  fitted  in  a  frame,  and  so  mounted  as  to 
be  capable  of  being  applied  to  the  eye-piece; 

Article  ^*  Microscope,**  Penny  Cyclop<gdia, 


Fig.  150. 


Fig.  151. 
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with  this  instrument  there  is  no  difficulty  in  seeing  the  object 
and  pencil,  but  the  paper  must  be  shielded  from  the  light* 

M.  Nachet  has  contrived  an  excellent  camera  lucida,  in 
which  the  rays  undergo  one  reflection  only,  and  as  his  micro- 
scopes do  not  incline,  the  paper  on  which  the  drawing  is  to  be 
made  is  placed  on  a  small  desk  in  front  of  the  observer.  The 
camera,  and  mode  of  attaching  it  to  the  eye-piece,  are  repre- 
sented by  y  in  fig.  152,*  and  a  section  of  the  camera  by  p  v,  and 


Pig.  152. 

of  the  desk  c,  together  with  the  course  of  one  ray  of  light,  by 
X  o  T  a.  Where  this  camera  is  employed,  it  is  not  necessary 
to  keep  the  compound  body  in  a  vertical  position ;  the  camera 
aUowing  of  its  being  hiclined  at  an  angle  of  45**,  the  paper  can 
be  laid  on  the  table,  and  the  drawing  made  in  the  usuid  way  ; 
by  this  arrangement  the  field  of  view  will  be  of  much  larger 
dimensions  than  where  the  body  is  placed  horizontally. 

Method  of  usirkg  the  Camera  Lucida  with  the  Microscope. — 
The  first  step  to  be  taken  after  the  object  about  to  be  cbawn 
has  been  properly  illuminated,  adjusted,  and  brought  into  the 
centre  of  the  field  of  view,  is  to  place  the  compound  body  of 
the  microscope  in  a  horizontal  position,  and  to  fix  it  there. 

*  Robin — Sur  le  Microscope. 
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The  cap  of  the  eye-piece  having  been  removed^  the  camera  is 
to  be  sUd  on  in  its  stead ;  if  the  prism  be  properly  adjusted,  a 
circle  of  white  light,  with  the  object  within  it,  will  be  seen  on 
a  piece  of  white  paper  placed  on  the  table  immediately  under 
the  camera,  when  the  eye  of  the  observer  is  placed  over  the 
uncovered  edge  of  the  prism,  and  its  axis  directed  towards 
the  paper  on  the  table.     Should,  however,  the  field  of  view 
be  only  in  part  illuminated,  the  prism  must  either  be  turned 
round  on  the  eye-piece,  or  be  revolved  on  its  axis,  by  the 
screws  affixed  to  its  frame-work,  until  the  entire  field  is  illu- 
minated.    The  next  step  is  to  procure  a  hard,  sharp-pointed 
pencil^  which,  in  order  to  be  well  seen,  may  be  blackened 
with  ink  round  the  point,  the  observer  is  then  to  bring  his 
eye  so  near  the  edge  of  the  prism,  that  he  may  be  able  to  see 
on  the  paper,  at  one  and  the  same  time,  the  pencil  point 
and  the  image  of  the  object;  when  he  has  accomplished  this, 
the  pencil  may  be  moved  along  tiie  outline  of  the  image  so  as 
to  trace  it  on  the  paper;  however  easy  this  may  appear  in 
description,  it  will  be  found  very  difficult  in  practice,  and 
the  observer  must  not  be  foiled  in  his  first  attempts,  but  must 
persevere  imtil  he  accomplishes  his  purpose.     Sometimes  he 
will  find  that  he  can  see  the  pencil  point,  and  all  at  onice  it 
disappears;  this  happens  from  the  movement  of  the  axis  of 
the  eye ;  the  plan  then  is  to  keep  the  pencil  upon  the  paper, 
and  to  move  about  the  eye  until  the  pencil  is  again  seen, 
when  the  eye  is  to  be  kept  steadfastly  fixed  in  the  same 
position  until  the  entire  outline  is  traced.     It  will  be  found 
the  best  plan  for  the  beginner  to  employ,  at  first,  an  inch 
object-glass,  and  some  object,  such  as  a  piece  of  moss,  that 
has  a  well-defined  outline,  and  to  make  many  tracings,  and 
examine  how  nearly  they  agree  with  each  other,  and,  when 
he  has  succeeded  to  his  liking,  he  may  then  take  a  more 
complicated  subject.    If  the  operation  be  conducted  by  lamp- 
light, it  will  be  found  very  advantageous  not  to  illuminate 
the  object  too  much,  but  rather  to  illuminate  the  paper  on 
which  the  sketch  is  to  be  made,  either  by  means  of  the  lamp 
with  the  condensing  lens,  or  a  small  taper  placed  near  it. 
When  the  object  is  so  complicated  that  too  much  time  would 
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be  required  for  it  to  be  completed  at  one  sitting,  the  paper 
should  be  fixed  to  the  table  by  a  weight  or  on  a  board  by 
drawing-pins.  An  excellent  plan  to  adopt  is  to  fix  the 
microscope  on  a  piece  of  deal  about  two  feet  in  length  and 
one  foot  in  breadth,  and  to  pin  the  paper  to  the  same ;  there 
will  then  be  no  risk  of  the  shifting  of  the  paper,  as  when  the 
wood  is  moved,  both  microscope  and  paper  will  move  with  it. 

In  all  sketches  made  by  the  camera,  certain  things  must 
be  borne  in  mind ;  the  eye,  when  once  applied  to  it,  should  be 
kept  steadily  fixed  in  one  position,  and  if  the  sketches  are  to 
be  reserved  for  comparison  with  others^  the  distance  between 
the  paper  and  the  camera  should  be  always  the  same.  A 
short  rule  or  a  piece  of  wood  may  be  placed  between  the  paper 
and  the  under  sur&ce  either  of  the  compound  body  or  the  arm 
supporting  it,  in  order  to  regulate  the  distance,  unless  the  joint 
be  furnished  with  a  stop,  as  the  size  of  the  drawing  made  by 
the  camera  will  depend  upon  the  distance  between  it  and  the 
paper.  It  is  also  very  desirable,  before  the  camera  is  removed, 
to  make  a  tracing  in  some  part  of  the  paper  of  two  or  more  of 
the  divisions  of  the  stage  micrometer,  in  order  that  they  may 
form  a  guide  to  the  measurement  of  all  parts  of  the  object. 
Some  persons  cover  the  whole  of  the  drawing  over  with 
squares,  to  facilitate  not  only  the  measurement,  but  in  order 
that  a  larger  or  smaller  drawing  may  be  made  from  it  than 
that  given  by  the  camera.  It  must  be  recollected  that  an 
accurate  outline  is  the  only  thing  the  camera  will  ^ve,  the 
finishing  of  the  picture  will  depend  entirely  upon  the  skill  of 
the  artist^imself. 

Uses  to  which  the  Camera  Lucida  may  be  applied. — ^Besides 
the  valuable  assistance  rendered  to  the  draughtsman  by 
this  instrument,  its  application  to  micrometry  is  also  of  no 
small  utility ;  the  method  before  described  at  page  223,  will 
answer  for  aU  purposes.  If  it  be  required  to  make  a  very 
large  but  accurate  diagram  of  any  microscopic  object,  a  true 
outline  of  it  may  be  drawn  by  following  these  directions.  A 
lai^e  sheet  of  paper,  attached  by  pins  to  a  drawing-board^ 
having  been  laid  on  the  floor,  and  the  microscc^  placed  hori- 
zontally, with  its  compound  body  projecting  as  far  over  the 
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table  as  posnble,  and  th«  object  and  camera  having  been  pro- 
periy  adjoBted,  a  pencil  fastened  into  a  long  piece  of  light 
hollow  cane  must  then  be  provided,  and  the  artiat,  either  stand- 
ii^  or  sitting,  and  looking  down  through  the  camera,  will  see 
the  image  on  the  pi^r,  and  after  a  little  practice  will  be  able 
to  trace  its  outline  as  easily  as  when  the  paper  was  placed  on 
the  table  only  a  few  inches  below  it  Another  way  of  eflfecting 
the  same  end  b  shown  in  fig.  153,  which  is  that  of  placing  the 
tracing,  M  N,  made  Irom  the  miscroecope  by  the  camera  as  an 
object  for  another  camera,  c,  of  the  kind  employed  by  artists 
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for  making  aketches  of  landscapes:  this  being  fSnstened  to  the 
table,  D,  by  the  screw,  b,  and  the  object,  M  N,  set  up  in  front 
of  it,  an  accurate  outline  on  a  larger  scale,  M'  N',  can  then  be 
made  on  the  floor,  as  in  the  preceding  method ;  the  pencil,  P, 
with  a  long  handle,  F,  being  held  by  the  hand,  H,  the  artist 
standing  either  in  front  or  on  one  side  of  the  camera,  and 
applying  his  eye  to  it  as  at  E«  The  size  of  the  picture  will, 
like  all  others  made  by  the  camera,  depend  on  the  relative  dis- 
tance between  the  object  and  the  paper.  It  will,  however,  be 
found  in  practice,  that  about  four  feet  will  be  the  utmost  limit 
of  the  space  between  c  and  P  to  allow  of  the  pencil  being 
used  with  any  advantage.  In  this  case  a  lens  must  be  placed 
at  c,  before  the  prism,  suited  to  make  the  object  appear  just 
as  far  as  the  floor. 


CHAPTER  VL 

ON  THE  POLAIUZATION  OF  LIGHT. 

Origin  of  the  Term, — **  If,"  says  Sir  D.  Brewster,*  "  we 
transmit  a  beam  of  the  sun's  light  through  a  circular  aperture 
into  a  dark  room,  and  if  we  reflect  it  from  any  crystallized  or 
uncrystallized  body,  or  transmit  it  through  a  thin  plate  of 
either  of  them,  it  will  be  reflected  and  transmitted  in  the  very 
same  manner,  and  with  the  same  intensity,  whether  the  surface 
of  the  body  is  held  above  or  below  the  beam,  or  on  the  right 
side  or  left,  or  on  any  other  side  of  it,  provided  that  in  all 
these  cases  it  falls  upon  the  surface  in  the  same  manner,  or, 
what  amounts  to  the  same  thing,  the  beam  of  solar  light  has 
the  same  properties  on  aU  its  sides,  and  this  is  true  of  light 
emitted  from  candles  or  any  luminous  bodies,  and  all  such 
light  is  called  common  UghtJ*  But  if  the  same  light  be  allowed 
either  to  fall  upon  a  rhomb  of  Iceland  spar,  or  upon  a  plate  of 

•  Treaiise  an  Optia,  page  157. 
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glass  at  the  angle  of  incidence  of  56^,  as  was  first  discovered 
bj  Mains  in  1808,  the  two  rays  or  beams  into  which  it  is 
separated  will  have  different  properties  on  different  sides,  and 
in  the  case  of  the  glass,  supposing  we  hold  another  plate  of 
g^asB  over  the  first,  it  will  be  found  that  the  reflected  my  will 
pass  through  it  when  held  in  some  positions,  and  not  in  others : 
if  the  glass  be  turned  round  without  altering  its  angle  to  the 
horizon,  the  light  will  be  reflected  in  one  quarter,  transmitted 
in  a  second  quarter,  reflected  again  in  the  third,  and  when  the 
circle  is  completed  it  will  be  again  transmitted ;  that  is,  a  beam 
of  light  hUs  acquired  the  property  of  sides,  on  two  of  which  it 
can,  and  on  the  other  two  it  cannot  be  reflected ;  and  as  these 
properties  bear  some  analogy  to  the  poles  of  a  magnet,  a  ray 
of  light  so  modified  is  said  to  be  polarized.  In  the  case  of  the 
Iceland  spar  the  polarization  is  effected  by  double  refraction, 
but  in  that  of  glass  by  reflection  and  transmission.  In  order 
to  explain  the  polarization  by  reflection  from  glass,  the 
apparatus  represented  by  fig.   154  has  been  contrived:   it 


Fig.  154. 

consists  of  two  tubes  of  wood,  D  C ;  C  having  at  one  end  a 
plate  of  glass.  A,  capable  of  being  turned  round  an  axis,  so 
that  it  may  form  different  angles  with  the  axis  of  the  tube ; 
another  tube,  D,  a  little  larger  than  C,  carrying  a  similar 
piece  of  glass,  B,  is  made  to  fit  over  it,  so  that  by  turning 
either  of  the  tubes  the  two  plates  may  be  placed  in  any 
position  in  relation  to  one  another. 

If  a  beam  of  light,  r  «,  be  allowed  to  fall  upon  A  at  the 
polarizing  angle  of  56^  45',  it  will  be  reflected  through  the 
tubes  and  will  fall  upon  the  second  plate,  6 ;  if  this  plate  be 
also  placed  at  the  angle  of  56^  45',  and  the  tube  to  which  it  is 
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attached  be  turned  round  so  that  it  occupies  the  position 
represented  by  the  figure,  the  ray,  r  Sy  will  be  reflected  to  £ ; 
if  the  tube  be  again  turned  slowly  round,  the  light  will  be 
found  to  pass  through  the  plate  when  it  has  arrived  at  a 
distance  of  90^  from  the  starting  point ;  if  the  tube  be  turned 
again,  the  light  will  get  more  and  more  funt  until  another  90^ 
are  arrived  at,  when  the  ray  will  undergo  total  reflection ;  and 
so  will  the  changes  take  place  at  every  quadrant  until  the 
starting  point  is  again  reached,  the  ray,  r  Sy  being  alternately 
reflected  and  transmitted*  For  the  purpose  of  polarizing  light, 
various  substances  have,  from  time  to  time,  been  employed ; 
amongst  the  most  usefrd  for  the  microscope  will  be  found 
either  glass,  blackened  on  one  side,  or  a  bundle  of  thin  glass 
plates,  a  crystal  of  Iceland  spar,  or  a  crystalline  mineral 
termed  tourmaline.  It  would  be  foreign  to  our  purpose  here 
to  enter  into  any  of  the  numerous  theories  that  have  been 
broached,  to  account  for  the  above  described  phenomena;  for 
these  the  reader  is  referred  to  the  works  that  are  specially 
devoted  to  the  subject ;  but  as  one  of  the  principal  objects  of 
this  treatise  is  to  teach  those  who  are  uninitiated  in  micro- 
scopic science,  the  use  of  the  various  kinds  of  apparatus  sup- 
plied with  the  best  achromatic  microscopes,  we  will  only  take 
notice  of  those  polarizing  instruments  which,  when  applied  to 
the  microscope,  have  been  found  necessary,  in  order  to  aid  the 
observer  in  his  investigations  into  the  structure  of  organic  and 
inorganic  substances. 

The  polarizing  apparatus  most  useful  to  the  microscopist 
has  been  already  described  at  page  12] ;  it  consists,  as  shown 
in  figs.  67  and  68,  of  two  prisms  of  calcareous  spar,  constructed 
after  the  plan  of  Mr.  Nicol,  of  Edinburgh,  who  employed  for 
the  purpose  a  rhomb  of  the  spar  divided  into  two  equal  por- 
tions, in  a  plane  passing  through  the  acute  lateral  angles,  and 
nearly  touching  the  obtuse  solid  angles.  The  cut  surfaces, 
having  been  carefully  polished,  were  then  cemented  together 
with  Canada  balsam,  so  as  to  form  a  rhomb  of  nearly  the  same 
size  and  shape  as  it  was  before  the  cutting ;  by  this  arrange- 
ment only  one  of  the  two  rays  into  which  a  beam  of  ordinary 
light  passing  through  a  rhomb  of  this  s^^^^  would  be  separated 


ON  THE  POLARIZATION  OF  LIOHT.  239 

18  transmitted^  the  other  being  rendered  too  divergent ;  hence 
it  has  received  the  name  of  the  tingU  image  prism.  Two  of 
these  must  be  provided^  one  to  be  adapted  to  the  under 
surface  of  the  stage,  and  termed  the  polarizer^  as  shown  by 
fig.  66,  whilst  the  other,  called  the  analyzer^  is  placed  above 
the  eye-glass.  To  effect  the  same  purpose,  some  persons 
employ  a  bundle  of  glass  plates  as  a  polarizer,  and  a  tourma- 
line as  an  analyzer ;  but  the  colour  of  the  latter  is  often  ob- 
jectionable in  the  compound  microscope,  where  everything 
that  will  diminish  the  brightness  of  the  light  and  brilliancy  of 
the  colours  should  be  avoided.  It  will  be  found  that  a  tour- 
maline of  a  neutral  tint  forms  an  excellent  analyzer,  having 
one  great  advantage,  viz.,  that  when  placed  over  the  eye- 
piece, the  field  of  view  is  not  contracted  as  it  is  when  a  Nicol's 
prism  is  employed.  ''The  best  tourmaline  to  choose,"  says 
Mr.  Woodward,*  ''  is  the  one  that  stops  the  most  light  when 
its  axis  is  at  right  angles  to  that  of  the  polarizer,  and  yet 
admits  the  most  when  in  the  same  plane." 

In  order  to  illustrate  some  of  the  most  striking  phenomena 
of  polarized  light  in  a  very  simple  way,  by  the  achromatic 
compound  microscope,  the  apparatus  consisting  of  two  prisms 
and  a  film  of  selenite,  as  described  at  page  121,  will  be  nearly 
all  that  will  be  required  as  well  as  for  the  examination  of 
minute  animal,  vegetable,  and  mineral  structures;  we  will, 
therefore,  proceed  at  once  to  the  application  of  the  same. 

Method  of  using  the  Polarizing  Apparatus. — The  polarizing 
prism  represented  by  figs.  66,  67,  and  68,  having  been  adapted 
to  the  under  surfiice  of  the  stage,  either  another  prism  or  a 
plate  of  tourmaline  is  to  be  placed  over  the  eye-piece,  or  in 
the  end  of  the  draw-tube,  as  shown  by  fig.  75,  and  the  light 
having  been  reflected  through  them  by  the  mirror,  the  step 
that  next  becomes  necessary  is  to  make  the  axes  of  the  two 
prisms  coincide :  this  is  done  by  revolving  either  the  upper  or 
lower  one,  and  noticing  whether,  in  some  positions,  the  light 
is  completely  cut  off,  and  in  others  wholly  transmitted ;  if  the 
field  of  view  be  not  darkened  twice  during  one  revolution  of 

*  Familiar  Introduction  to  the  Study  of  Polarized  Light  Second 
Edition.    Page  3d. 
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the  prism,  the  axes  do  not  correspond ;  to  remedy  this,  the 
compound  body  (if  capable  of  being  turned  away  from  the 
stage,  as  in  Mr.  Koss's  and  Mr.  Powell's  instruments,)  must  be 
shifted  either  to  the   right  or  the  left  until  this  point  is 
attained.     If  now  a  thin  plate  of  selenite,  or  other  doubly 
refracting  crystal,  be  placed  on  the  stage,  and  be  brought  into 
the  focus  of  the  object-glass,   and  the  light  be  caused  to 
pass  through  the  prisms,  the  selenite  will  produce  a  colour 
according  to  its   thickness:   if  one  of  the  prisms  be  now 
revolved   slowly,  we   shall  find  that  more  and   more  light 
will  be  transmitted,  but  the  intensity  of  the  colour  will  be 
diminished,  and   when  a  quarter  of  a  revolution  has  been 
accomplished  the  brilliancy  of  the  colour  will  re-appear ;  but 
what  was  originally  red  will  become  green^  and  the  green  will 
again  become  red  at  a  second  quarter  of  a  revolution.     If  the 
selenite  be  removed,  and  some  very  thin  crystals  of  sulphate 
of  copper,   tartaric   acid,  or  one   of   the  other  substances 
presently  to  be  enumerated,  be  substituted  for  it,  a  most 
gorgeous  set  of  colours  will  be  seen ;   and  as  the  prism  is 
being  revolved,  the  same  alternations  of  reds  and  greens  will 
take  place  as  with  the  selenite.     If,  however,  a  piece  of  glass, 
with  some  perfect  crystals  of  iodide  of  potassium  or  common 
salt  upon  it,  be  placed  under  the  same  conditions,  neither  the 
light  nor  the  colours  will  be  seen:   hence  bodies  may  be 
divided  into  those  that  polarize  and  those  that  do  not  polarize ; 
to  the  latter  class  belong  the  iodide  of  potassium  and  common 
salt  just  named.    The  primitive  form  of  crystal  of  these 
substances  is  the  cube,  and  it  has  been  found,  by  experiment, 
that  these  crystals,   not  possessing  the  property  of  double 
refraction,  do  not  exhibit  colour  when  placed  between  the 
prisms;  but  by  far  the  greater  number  of  other  crystalline 
bodies  possess  this  property,  which  is  essential  to  the  production 
of  colour.     One  of  these  last  must,  therefore,  be  chosen  in 
order  to  exhibit  colours ;  but  it  happens  that  there  is  one  part 
or  axis  of  the  crystal  in  which  the  property  of  double  refraction 
does  not  exist ;  this  is  called  the  axis  of  [no]  double  refraction : 
in  some  crystals  there  are  two  such  axes*     In  other  bodies 
there  are  certain  planes  along  which,  if  the  refracted  ray 
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paaeesy  it  experiences  no  double  refraction ;  this  is  termed  the 
neutral  axis,  and  no  colour  will  be  produced  around  it  when 
polarised  light  passes  through  the  crystal  in  the  direction  of 
tins  axis» 

Some  persons,  at  the  suggestion  of  Sir  David  Brewster, 
employ  a  rhomb  of  Iceland  spar  for  an  analyzer,  instead  of  a 
tool's  prism ;  this  should  be  so  thick  (when  the  selenite  is 
placed  on  the  stage)  as  to  separate  the  complementary  colours 
by  double  refraction;  and  in  order  to  protect  the  rhomb 
from  scratches,  a  plate  of  thin  glass  should  be  cemented  to 
two  of  its  surfaces ;  with  this  prism  as  an  analyzer,  and  with 
one  of  Nicol's  as  a  polarizer,  a  film  of  selenite  of  imiform 
thickness^  and  with  a  brass  plate,  three  inches  by  one,  per- 
forated with  a  series  of  small  holes,  from  the  one-sixteenth  to 
the  one-fourth  of  an  inch  in  diameter,  a  variety  of  interesting 
phenomena  may  be  exhibited,  as  described  by  Mr.  M«  S.  L^g, 
in  the  Thxnsactians  of  the  Microscopical  Society*  If  the  brass 
plate  be  placed  on  tiie  stage,  with  the  smallest  hole  in  tiie  field 
of  view,  and  an  inch  object-glass  be  employed  as  the  magnifier, 
the  riiomb,  when  placed  over  the  eye-piece,  will  ^ve  two 

images  of  the  aper- 
ture, as  in  fig.  154, 
a.  If  the  eye-piece 
be  now  turned,  the 
images  vrill  describe  a 
circle;  and  if  a  lai^cr 
aperture  be  brought 
into  tiie  field  of  view, 
the  images  will  over- 
^«-  ^^^'  lap,  as  shown  in  fig. 

154,  i  and  c.  If  the  Nicol's  prism  be  now  adapted  to  the  under 
Bvaface  of  the  stage,  and  the  eye-piece  revolved,  it  will  be  found 
that  in  certain  parts  of  the  revolution  there  will  be  two  images, 
whilst  in  others  there  will  be  only  one,  fig.  155,  abed.  If  now 
a  film  of  selenite  of  a  certain  thickness  be  placed  underneath  the 
brass  plate,  the  apertures  will  be  coloured  red  and  green,  fig. 
154,  a'  y  c',  and  if  the  eye-piece  be  revolved,  at  every  quarter 

♦  Vol.  ii.,  part  ii. 
16 
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of  the  circle  the  colours  will  be  seen  to  change  alternately 
from  red  to  green,  and  from  green  to  red,  fig.  155,  afb'dtf. 
If  the  brass  be  slid  along  so  as  to  bring  the  two  lat^eet  aper- 
tures into  Focus,  the  images  will  overlap,  and  where  they  do 
BO  white  %ht  will  be  produced,  as  shown  in  fig.  154,  &  c'. 

Fig.  156. 

The  experiments  may  be  varied  by  employing  two  double 
refracting  ciyetala,  placed  one  over  the  other,  and  by  removing 
the  Nicol's  prism,  but  retiuning  the  brass  plate  on  the  stage ; 
two  distinct  images  will  then  be  seen,  but  at  twice  the  original 
distance  from  each  other,  as  in  fig.   156,  a.     If  the  crystal 

Fig.  IS6. 

nearest  the  eye  be  turned  from  lefr  to  right,  two  fmnt  images 
will  appear;  continuing  the  revolution,  the  foar  images  will 
be  equally  luminons,  and  when  the  crystal  has  been  turned 
round  90°,  there  will  be  only  two  images  of  equal  brightness ; 
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continuing  the  turn,  two  other  faint  images  will  appear ;  fur- 
ther on,  four  images  of  equal  brightness,  and  at  180^  they  will 
aU  coalesce  into  one  bright  image,  c. 

If  a  film  of  selenite  be  placed  between  the  two  crystals,  we 
shall  see  three  coloured  images  instead  of  two  colourless  ones, 
fig.  156,  £/;  of  the  three,  tiie  two  outer  may  be  green,  the 
middle  red.  By  turning  the  crystal  nearest  the  eye,  the 
middle  image  will  gradually  divide  until  the  completion  of  the 
quarter  of  a  revolution,  when  four  images  will  appear,  as  at  6', 
two  being  red,  the  other  two  green;  revolve  the  crystal 
another  quarter  of  a  circle,  the  three  images,  as  at  d^  will 
re-appear,  but  with  different  properties — ^the  two  outer  being 
now  red,  and  the  middle  green;  at  another  quarter  four 
images  will  be  seen,  also  with  their  colours  reversed,  as  at  d', 
and  at  the  completion  of  the  drcle  the  original  appearance 
will  again  occur. 

Whenever  polarized  light  passes  through  certain  crys- 
tals in  the  direction  of  the  optic  axis,  a  series  of  beau- 
tifully coloured  rings  will  be  seen.  Certain  angles  of 
any  given  crystal  must  be  ground  down  to  a  plane  sur- 
face and  be  polished,  in  order  to  exhibit  the  rings;  when 
this  is  accomplished,  there  will  be  found  in  some  positions 
of  the  analyzing  prism  a  black  cross,  with  a  series  of 
rings  around  it,  and  in  others  a  white  cross,  with  the 
colours  of  the  rings  reversed.  In  crystals  having  two  axes 
of  double  refraction,  a  double  system  of  rings  will  be  seen. 
Nitre  is  a  beautiful  instance  of  this  kind,  and  a  transverse 
section  of  a  prism  of  this  substance,  when  ground  down  and 
polished,  will,  with  polarized  light,  exhibit  the  double  system 
of  rings ;  but  if  the  prism  be  ground  in  some  other  directions, 
colour  will  be  produced ;  hence  it  becomes  necessary,  in  order 
to  exhibit  the  phenomena  of  colotu*,  to  have  crystals  cut  either 
in  the  direction  of  the  axis  of  double  refiractiou,  or  in  a  plane 
inclined  at  certain  angles  to  it.  But  when  the  same  sub- 
stances, in  a  state  of  solution,  are  crystallized  on  glass,  it 
frequently  happens  that  many  of  the  crystals  will  be  arranged 
witili  their  axes  of  double  refiraction  in  the  direction  of  the  beam 
of  polarized  light;  all  such,  therefore,  will  exhibit  colours,  as 
16» 
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will  those  also  In  which  the  thickness  of  the  crystal  is  not 
below  a  certain  standard,  this  for  the  selenite  is  the  -00046  of 
an  inch ;  the  red  colour  is  always  produced  by  the  thickest 
films,  the  violet  by  the  thinnest.  It  must,  however,  be  borne 
in  mind  that  the  red  and  green  are  always  complementary  to 
each  other,  or  together  make  white  light* 

The  exhibition  on  a  screen  of  the  coloured  rings  in  crystals 
cut  at  right  angles  to  their  crystallographical  axes,  was  first 
effected  by  Mr.  Woodward,  by  the  gas  polariscope;  the 
crystal  having  been  placed  within  the  focus  of  a  lens  of  low 
power,  and  a  tourmaline  used  as  an  analyzer.  Mr.  Legg 
has  successfully  effected  the  same  results  by  the  achromatic 
compound  microscope,  and  in  order  to  afford  an  additional 
means  of  investigating  these  phenomena,  he  recommends  the 
use  of  the  erector,  before  described  at  page  126,  by  which  the 
microscope  is  converted  into  a  telescope  of  low  power.  When 
the  Nicol's  prism  is  used  as  a  polarizer,  the  field  of  view  will 
be  too  much  limited  for  the  action  of  the  erector;  in  these 
cases  it  will  be  advisable  to  employ  a  bundle  of  thin  glass  plates, 
placed  in  such  a  manner  that  light  may  fall  on  them  at  an 
angle  of  56^  45',  when  the  light  reflected  will  be  polarized, 
and  a  large  field  illuminated,  but  not  with  so  much  brilliancy 
as  by  the  prism  and  concave  mirror. 

The  usual  mode  of  exhibiting  microscopic  objects  by  polar- 
ized light  is  to  place  them  on  the  stage  of  the  instrument 
with  a  Nicol's  prism  as  a  polarizer,  adapted  below  the  stage, 
and  a  rimilar  prism  above  the  eye-piece;  in  this  way  most 
crystalline  bodies  may  be  shown.  Some  few  vegetable  struc- 
tures may  also  be  exhibited  in  the  same  manner,  amongst  the 
latter  may  be  enumerated  the  hairs  on  the  leaf  of  the  Elceagnus, 
the  siliceous  cuticle  of  the  Equisetmn,  and  of  some  of  the 
grasses,  together  with  starch  of  various  kinds,  all  of  which 
are  beautiftil  objects  for  the  polarizing  microscope.  Many 
animal  structures,  such  as  feathers,  slices  of  quill,  horn,  hoof, 
and  other  cuticular  appendages,  are  best  shown  by  placing  a 
thin  film  of  selenite  or  mica  beneath  them,  by  which  they 
become  intensely  coloured ;  the  selenite  or  mica  should  be  of 
uniform  thickness,  in  order  to  develop  the  true  structure  of 
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the  object  as  indicated  by  the  various  colours  occasioned  bj 
the  different  densities  of  its  part&  A  list  of  those  objects  that 
will  exhibit  the  most  beautiful  series  of  colours  will  be  given 
in  another  part  of  the  work. 

It  may  be  here  stated,  that  the  film  of  selenite  employed  to 
give  colour  to  objects,  should  be  mounted  between  two  glasses 
for  protection ;  it  may  be  even  immersed  in  Canada  balsam,  in 
the  same  maimer  as  an  ordinary  object  Some  persons  employ 
a  large  film  mounted  in  this  way  between  plates  of  glass,  with 
a  ndsed  edge  to  act  as  a  stage  for  supporting  the  object  on,  it 
is  termed  the  '*  selenite  stage.^ 

Cause  of  the  Colours  of  Polarized  Light — ^In  fig.  153  it  was 
shown,  that  when  a  beam  of  light  reflected  from  a  plate  of 
glass,  at  the  angle  of  56^  45',  was  received  by  another  plate  of 
glass  at  the  same  angle,  it  would  be  found  (if  this  second  plate 
were  capable  of  being  revolved)  that  in  two  positions  in  one 
revolution  the  light  would  be  entirely  stopped,  whilst  in  two 
others  it  would  be  wholly  reflected;  in  the  microscope  the 
same  effect  can  be  shown  by  two  prisms,  one  either  above  the 
eye-piece  or  between  it  and  the  object-glass,  and  the  otiier 
between  the  object-glass  and  the  mirror.  It  has  been  stated 
before,  that  if  a  thin  plate  of  a  doubly  refracting  crystal  were 
placed  between  the  prisms  (when  in  the  situation  that  the 
transmitted  ray  of  polarized  light  from  the  lowest  prism  is 
stopped  by  the  upper  prism),  it  would  not  only  cause  the  light 
to  pass  tbrough  the  flrst  prism,  but,  according  to  the  thickness 
of  the  plate  of  the  crystal,  so  should  we  have  colours  comple- 
mentary of  each  other,  or  which,  together,  would  make  white 
light.  From  a  very  early  period,  philosophers  have  been 
employed  in  the  investigation  of  the  nature  of  light,  and  two 
principal  theories  have  been  advanced,  one  by  Newton,  who 
maintained  that  light  is  material,  and  is  emitted  by  all  self- 
luminous  bodies  in  minute  particles ;  the  other  by  Huyghens, 
who  supposed  that  an  elastic  medium,  called  ether,  fills  all 
space,  and  occupies  the  intervals  between  the  particles  of  all 
substances,  and  that  luminous  bodies  excite  vibrations  in  this 
ether,  which  spread  by  waves,  in  the  same  maimer  as  those 
formed  in  water  when  a  foreign  substance,  such  as  a  stone,  is 
dropped  into  it.    This  latter  theory  is  the  one  now  generally 
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adopted,  and  has  received  the  name  of  the  unduhtory  theory. 
Light,  as  is  well  known,  is  made  up  of  three  colours,  each 
colour  being  produced  by  a  wave  or  undulation  of  a  particular 
length ;  if  all  meet  together  in  the  same  state  of  vibration, 
white  light  is  formed,  but  if  they  meet  under  other  conditions, 
darkness  or  colour  may  result  &om  the  waves  interfering  with 
each  other.  If  the  difference  of  length  between  two  waves  be 
an  even  number  of  half  imdulations,  the  two  will  coincide  and 
produce  a  colour  equal  in  intensity  to  the  two  combined ;  but 
if  the  difference  be  an  odd  number,  darkness  will  result  Let 
us  now  apply  this  principle  to  the  selenite  between  the  two 
prisms,  and  let  us  suppose  the  prisms  to  be  arranged  so  that 
no  light  may  be  seen  when  the  eye  is  applied  to  the  eye-piece ; 
the  polarized  beam,  therefore,  firom  the  first  prism  not  being 
able  to  pass  through  the  analyzing  prism,  a  plate  of  a  double 
refracting  crystal  is  introduced;  this  has  the  property  of 
dividing  the  polarized  beam  into  two  rays,  which  are  polarized  at 
right  angles  to  each  other ;  but  at  angles  of  45^  to  the  ori^nal 
ray,  these  falling  on  the  analyzing  prism,  and  being  inclined 
somewhat  nearer  to  its  crystallographical  axis  than  the  polar- 
ized beam  originally  was,  some  of  its  vibrations  will  pass 
through,  and  colour  will  be  produced  by  interferences  in  the 
undulations ;  and  if,  in  the  first  case,  the  colour  be  red,  then, 
as  the  prism  is  turned,  it  will  become  green.  The  red  and 
green  colours  are,  as  has  been  before  stated,  complementary, 
or  the  one  is  what  the  other  wants  to  form  white  light ;  if  a 
double  refracting  crystal  of  Iceland  spar  be  used  instead  of  the 
Nicol's  prism,  it  can  be  shown  that  where  the  red  and  green 
are  super-posed,  white  light  results.  But  as  this  subject  will 
be  best  understood  by  reference  to  a  diagram,  the  author  has 
selected  the  following  firom  the  second  edition  of  the  valuable 
Introduction  to  the  Study  of  Polarized  LiylU,  lately  published 
by  his  friend,  Mr.  Woodward.  In  order  to  render  the 
diagram  more  intelligible,  it  may  be  as  well  here  to  state 
that  ordinary  light  is  represented  by  a  cross,  which  denotes 
that  its  vibrations  are  in  planes  at  right  angles  to  each  other, 
whereas,  when  one  set  of  such  vibrations  only  is  shown,  the 
light  is  said  to  be  polarized.  Mr.  Woodward's  description  of 
the  production  of  colour  by  polarized  light  being  in  itself 
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SO  comprehensive,  the  author  has  been  induced  to  copy  it 
verbatim. 


K 


M 


N 


Bo 


R« 


Bo 


yo 


T« 


•'4 


Fig.  157. 


'^  A  B,  C  Dy  represent  the  rectangular  vibrations  by  which 
a  ray  of  common  light  is  supposed  to  be  propagated 

'*  E,  a  plate  of  tourmaline,  called  in  this  situation  the 
polarizer,  and  so  turned  that  A  B  may  vibrate  in  the  plane  of 
its  crystallographical  axis. 

"  F,  light  polarized  by  £,  by  stopping  the  vibrations  C  D, 
and  transmitting  those  of  A  B. 

**  G,  a  piece  of  selenite  of  such  a  thickness  as  to  produce 
red  light  and  its  complementary  colour,  green* 

*'  H,  the  polarized  light  F  bifurcated,  or  divided  into  ordi- 
nary and  extraordinary  rays,  and  thus  said  to  be  dipolarized 
by  the  double  refractor  G,  and  forming  two  planes  of  polarized 
light  o  and  e,  vibrating  at  right  angles  to  each  other. 

**  I,  a  second  plate  of  tourmaline,  here  called  the  analyzer, 
with  its  axis  in  the  same  direction  as  that  of  E,  through  which 
the  several  systems  of  waves  of  the  ordinary  and  extraordinary 
rays  H,  not  being  inclined  at  a  greater  angle  to  the  axis  of  the 
analyzer  than  that  of  45^,  are  transmitted  and  brought  together 
under  conditions  that  may  produce  interferences. 

**  K,  the  waves  B°  and  B*  for  red  light  of  the  ordinary  and 
extraordinary  systems  meeting  in  the  same  state  of  vibration, 
occasioned  by  a  diiBference  of  an  even  number  of  half  undu- 
lations, and  thus  forming  a  wave  of  doubled  intensity  for 
red  light. 

"  L,  M,  the  waves  Y**  and  Y*  and  B®  and  B*  for  yellow  and 
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blue  of  the  ordinary  and  extraordinary  systems  req)ectively 
meeting  together^  with  a  difference  of  an  odd  number  of 
half  undulations,  and  thus  neutralizing  each  other  by  inter- 
ferences. 

<<  N,  red  light,  the  result  of  the  coincidence  of  the  waves  for 
red  light,  and  the  neutralization  by  interferences  of  those  for 
yellow  and  blue  respectively* 

«  H,  in  tiie  lower  part  of  fig.  157,  represents  dipolarized 
light 

<<  I,  the  analyzer  turned  one  quarter  of  a  cirde,  its  axis 
being  at  right  angles  to  that  of  I,  in  the  upper  part  of  the 
same  figure. 

*'  E,  the  waves  R^  and  R*  for  red  light  of  the  ordinary  and 
the  extraordinary  systems  meeting  tc^ther  with  a  difference  of 
an  odd  number  of  half  undidations,  and  thus  neutralizing  each 
other  by  interference. 

**  L,  M,  the  waves  Y<>  Y'and  B<>  B*  for  yellow  and  blue  of 
the  two  systems  severally  meeting  tc^ether  in  the  same  state 
of  vibration,  occasioned  by  the  difference  of  an  even  niunber 
of  half  undulations,  and  forming  by  their  coinddences  waves 
of  double  intensity  for  yellow  and  blue  light 

'^  N,  green  light,  the  result  of  tiie  coincidences  of  the  waves 
for  yellow  and  blue  light  respectively,  and  the  neutralization 
by  interference  of  those  for  red. 

*^  By  using  a  plate  of  selenite  of  uniform  thickness,  the 
colour  will  be  uniform,  whereas  a  plate  of  different  thicknesses 
will  produce  different  colours,  following  the  same  order  as 
those  of  Newton's  rings ;  red  being  produced  by  the  thickest, 
violet  by  tiie  thinnest,  and  intermediate  colours  by  intermediate 
thicknesses  of  the  plates  of  selenite.** 

By  substituting  Nicd's  prisms  for  the  two  plates  of  tour- 
maline, and  by  the  addition  of  an  object-glass  and  eye-piece,  the 
diagrams  would  tiien.  represent  the  passage  of  tiie  light  through 
an  achromatic  compound  microscope.  If,  instead  of  the  sde- 
nite,  other  crystals,  such  as  Iceland  spar,  quartz,  nitre,  &c., 
cut  in  the  manner  described  at  page  240,  be  placed  between 
the  tourmalineB,  coloured  rings  will  be  produced,  which,  in 
some  cases,  may  be  intersected  either  by  a  black  or  white 
cross,  according  as  the  light  is  stopped  or  transmitted.     All 
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substances,  whether  animal,  y^etable,  or  mineral,  wUch,  by 
the  unequal  arrangement  of  their  particles,  possess  the  property 
of  double  refraction,  will,  when  placed  between  the  prisms, 
exhibit  colours  varying  according  to  Hie  otherwise  unap- 
preciable  difference  of  density  of  their  various  parts,  and 
these  differences  may  thus  be  distinguished  and  traced  out 
much  more  satisfactorily  than  by  common  light.  '^  Should, 
however,**  says  Mr.  Woodward,*  "  the  doubly  re&acting 
properties  of  the  tissue  be  too  feeble  to  produce  a  sufficient 
difference  of  colour,  the  effect  may  be  considerably  increased 
by  placing  the  object  on  a  plate  of  selenite  of  uniform  thick- 
ness, for  which  purpose  a  thickness  capable  of  producing  a 
bright  purple  or  light  blue  colour  will  be  found  to  afford  the 
most  agreeable  contrast,  and,  as  a  angle  plate,  to  be  the  most 
generally  usefiiL** 

In  the  preceding  description  of  the  colours  produced  by 
polarized  light,  those  of  which  mention  has  been  chiefly  made 
are  the  red  and  the  green ;  it  must  not,  however,  be  imagined 
that  these  are  the  only  colours,  for,  in  practice,  it  will  be 
found  that  not  only  every  colour  of  the  spectrum,  but  every 
variety  of  tint  of  each  of  these  primary  colours,  will  be  pro- 
duced by  variations  in  the  thickness  of  the  doubly  refracting 
substance,  through  which  the  polarized  light  passes;  these 
tints  may  be  classified  into  seven  orders,  as  was  done  by 
Newton,  when  he  ascertained  the  thickness  of  coloured  plates, 
and  particles  of  air,  water,  and  glass.  Selenite,  fit)m  the  cir- 
cumstance of  its  splitting  easily  into  lamina^  may  be  obtained 
of  all  thicknesses,  and  films  of  intermediate  thicknesses  between 
-00124  and  -01818  will  give  all  tints  of  colour  between  the  white 
of  Newton's  first  order  and  the  white  arising  fit)m  the  mixture 
of  all  the  colours.  The  same  variety  of  tints  may  be  produced 
by  placing  the  films  one  over  the  other;  for  this  purpose, 
Mr.  Darker,  who  has  paid  considerable  attention  to  the  sub- 
ject of  polarized  light,  and  to  whose  ingenuity  we  are  indebted 
for  some  of  the  most  beautifid  of  our  apparatus  for  exhibiting 
certain  phenomena  in  connection  with  this  subject,  has  con- 
structed for  Dr.  Leeson  the  instrument  represented  by  fig.  158. 

Op.  Cii.,  p.  31. 
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It  consists  of  a  plate  of  brass,  four  inches  long,  an  inch-and  a- 
half  broad,  and  one-fifth  of  an  inch  thick,  having  a  piece  of 
raised  brass  screwed  to  it,  against  which  objects  may  rest 
when  the  microscope  is  inclined;  in  the  centre  of  the  brass 
plate  there  is  a  hole,  one  inch  in  diameter,  into  which  is  fitted 
a  ring  of  the  same  metal,  with  a  shoulder  on  its  under  side  to 
receive  certain  cells,  into  which  plates  of  selenite  are  fitted ; 
this  ring  is  capable  of  being  revolved  either  to  the  right  or 
the  left  of  a  central  index  or  dart,  by  means  of  an  endless 
screw,  turned  by  the  small  handle  seen  on  the  right  side  of  the 


Fig.  158. 

figiure.  P  A  |,  P  A  |,  P  A  |,  represent  three  brass  cells,  into 
each  of  which  are  burnished  two  plates  of  thin  glass,  having 
between  them  films  of  selenite  of  different  thiclmesses.  The 
dart  at  P  A  denotes  the  direction  of  the  positive  axis  of  the 
selenite,  and  the  figures  -J,  |,  &c.,  denote  the  parts  of  a  vibra- 
tion retarded  by  each  disc,  which,  by  their  super-position  and 
variation  in  position,  by  means  of  the  endless  screw  motion, 
produce  all  the  colours  of  the  spectrum. 

Advantoffes  of  Polarized  lAghi  to  the  MicroscopisL — The 
application  of  this  modification  of  light  to  the  illumination  of 
very  minute  structures  has  not  yet  been  fully  carried  out,  but 
still  there  is  no  test  of  differences  in  density  between  any  two 
or  more  parts  of  the  same  substance  that  can  at  all  approach 
it  in  delicacy.  All  structures,  therefore,  belon^ng  either  to 
the  animal,  vegetable,  or  mineral  kingdom,  in  which  the 
power  of  unequal  or  double  refraction  is  suspected  to  be 
present,  are  those  that  should  especially  be  investigated  by 
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polarized  light  Some  of  the  most  delicate  of  the  elementary 
tissues  of  animals,  such  as  the  tubes  of  nerves,  the  ultimate 
fibrillffi  of  muscle,  &c.,  are  amongst  some  of  the  most  striking 
subjects  that  may  be  studied  with  advantage  under  this 
method  of  illumination.  It  would  be  impossible,  in  a  work 
like  the  present,  to  give  a  long  list  of  objects  that  require  the 
aid  of  polarized  light  for  their  exhibition;  every  structure 
that  the  microscopist  is  investigating  should  be  examined  by 
this  light,  as  well  as  by  that  either  transmitted  or  reflected; 
objects  mounted  in  Canada  balsam,  that  are  £Eir  too  delicate  to 
exhibit  any  structure  under  ordinary  illumination,  will  often 
be  well  seen  under  polarized  light;  its  uses,  therefore,  are 
manifold.  Those  who  would  wish  to  enter  scientifically  into 
thb  subject,  should  consult  the  works  of  Biot,  Brewster, 
Herschel,  and  the  excellent  Lectures  of  Dr.  Pereira;  llie 
FamUiar  Introduction  to  the  Study  of  Polarized  lAghty  by  Mr. 
Woodward,  may  also  be  studied  with  very  great  advantage. 
The  object  of  the  author  in  the  present  chapter  has  been  to 
show  the  nature  of  the  apparatus  employed,  how  it  is  adapted 
to  the  microscope,  and  ^e  method  of  using  it,  together  with 
as  short  an  explanation  as  possible  of  some  of  its  most  important 
principles;  the  mode  of  preparing  such  objects  as  will  best 
exemplify  these  principles  will  be  fully  described  in  a  subse- 
quent chapter. 


CHAPTER  VIL 


GONIOM£T£B. 


Fob  the  purpose  of  measuring  the  angles  of  crystals,  whether 
microscopic  or  others,  a  very  beautiful  instrument  has  been 
invented  by  Dr.  Leeson,  and  has  been  termed  by  him,  a 
Double  Refracting  Goniometer.  A  full  description  of  it  has 
been  given  in  the  Proceedings  of  the  Chemical  Society, 
Part  XXIIL,  of  which  the  following  is  a  transcript : — 
"  The  goniometer,  invented  by  the  author  with  a  view  to 
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remove  many  of  the  diflSculties  incident  to  the  instruments 
heretofore  in  use,  is  represented  in  figs.  159  to  167.  Amongst 
the  peculiar  advantages  of  this  instrument  may  be  enumerated 
its  capability  of  measuring  opaque  and  imperfect  crystals,  also 
microscopic  crystals,  and  crystals  in  the  interior  of  transparent 
media.  It  is  equally  applicable  to  the  laigest  crystals^  and 
will  measure  angles  without  removing  the  crystal  from  a 
specimen,  provided  only  the  whole  is  placed  on  a  suitable 
adjusting  stage.  The  instrument  depends  on  the  application 
of  a  doubly  refracting  prism,  either  of  Iceland  spar  or  <^ 
quartz,  of  such  a  thickness  as  will  only  partially  separate  the 
two  images  of  the  angle  which  it  is  proposed  to  measure. 

*'  Premiang  that  the  goniometer  may  be  either  mounted  as 
a  separate  instrument  or  attached  to  a  microscope,  it  is  pro- 
posed to  describe  it  as  when  fitted  to  a  body  of  the  improved 
compound  microscopes  in  common  use.  The  same  letters 
will  be  used  for  the  corresponding  parts  in  figs.  159  to  164, 
which  represent  the  various  parts  of  the  goniometer  fitted  up 
as  the  eye^piece  of  a  microscope,  together  with  those  of  the 
adjusting  stage  to  support  the  crystal  which  is  intended  to  fix 
upon  the  traversing  stage  of  the  microscope. 

'<IHg.  169  is  a  perspective  view  of  the  goniometer,  and  fig. 
160  is  a  section  of  the  rame.     At  a  is  an  achromatic  prism  of 


Fig.  159. 


double  refiracting  Iceland  spar — a  Rochon's  prism  of  quartz 
may  be  substituted;  &  is  a  brass  tube  containing  the  prism, 
with  a  round  aperture  forming  the  cap  of  the  eye-piece,  and 
sliding  stiffly  on  the  tube  c  attached  to  the  arm  d  carrying  the 
vernier  of  the  graduated  circle  h.    At/ is  an  achromatic  eye- 
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piece,  either  Huyghenian  or  positive,  sliding  stiffly  or  screwing 
into  the  tube  g  which  fits  into  the  tubular  body  of  the  micro- 
scope. If  the  crystal  be  large,  and  no  magnifying  power  re- 
quired, this  eye-piece  may  be  dispensed  with ;  a  single  lens  of 
long  focus  may  occa^onally  be  substituted  with  advantage. 
The  vernier  has  a  clamping  screw  at  i  and  an  adjusting  screw 
at  A.  A  reading  microscope,  placed  at  ^,  is  attached  to  the 
vernier.  Fig.  161  is  the  adjusting  stage  to  support  the 
crystal  whose  angles  are  to  be  measured,  and  fig.  162  is  a 
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Fig.  161. 


Fig.  162. 


section  of  the  same.  The  crystal  may  either  be  attached  by 
Canada  balsam  or  wax  to  a  glass,  or  blackened  ivory  plate  / 
dropping  into  the  ring  m,  which  again  fits  into  the  ring  it,  or 
the  crystal  may  be  conveniently  held  by  the  clamping  arms 
in  fig.  163,  attached  to  a  ring,  also  fitting  into  the  plate  it. 


Fig.  163. 


Fig.  164. 


Two  of  these  arms  have  very  small  cups  at  their  extremity 
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fitted  with  a  piece  of  India  rubber  or  cork^  by  means  of  which 
they  can  be  pressed  against  a  crystal  without  bruising  it  The 
third  ann  has  a  small  fork  at  its  extremity,  which  turns  round 
on  the  end  of  the  arm  at  or  in  any  direction  to  suit  the  crystal 
The  arrangement  of  screws  and  guides  shown  in  the  drawing 
is  for  the  purpose  of  sliding  the  arms  to  and  from  the  centre 
where  the  crystal  is  to  be  fixed.  Fig.  164  is  another  ring 
fitting  into  n  with  two  light  springs  to  hold  a  slip  of  glass  on 
which  to  fix  a  crystal  when  desired,  or  to  carry  one  of  the 
ordinarily  mounted  microscopic  specimens. 

^^p,  figs.  161  and  162,  is  a  semicircle  attached  to  the  ring 
n,  which  is  centred  on  two  screws,  at  t  ty  passing  through 
two  uprights,  so  that  it  may  be  inclined  at  any  angle  and 
fixed  by  the  clamping  screw  r.  This  semicircle  may  be 
graduated,  in  which  case  it  can  also  be  employed  for  deter- 
mining the  inclination  of  the  optic  axes  by  polarized  light 
Not  only  can  the  plate  m  be  revolved  in  any  direction  within 
the  ring  n,  and  set  to  any  inclination  by  the  semicircle  /?,  but 
the  whole  ring  o  carrying  the  upright  supports  may  also  be 
revolved  around  the  short  tube  shown  in  the  section  at  u 
upon  the  plate  «,  which  fits  upon  the  traversing  stage  of  the 
microscope.  The  ring  o  may  also  be  graduated,  if  thought 
useful,  and  thus  rendered  convenient  for  investigations  by 
means  of  polarized  light. 

<<  When  a  crystal,  or  any  angle  of  the  same,  is  viewed  through 
the  prism  attached  to  the  goniometer,  two  images  thereof  are 
produced  by  revolving  the  prism,  which,  with  respect  to  each 
other,  may  be  made  to  occupy  various  relative  positions,  as 
shown,  for  example,  in  figs.   165,  166,  167.    Let  a  A  c,  fig. 


Fig.  165.  Fig.  166.  Fig.  167. 

165,  be  the  angle  to  be  measured,  the  crystal  being  adjusted 
properly,  as  hereinafter  explained.     Place  the  vernier  at  zero. 
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and  there  clamp  it  fast;  then  reyolve  the  tube  b  containing 
the  prism  until  the  lines  forming  one  ride  of  the  angle  to  be 
measured  coincide  in  both  images,  as,  for  instance,  the  lines 
a  b^af  l/y  fig.  166;  then  release  the  vernier  and  revolve  it  on 
the  graduated  circle,  until  the  two  lines  forming  the  other  side 
of  the  angle  b  c^V  d^  also  coincide,  fig.  1 67.  The  amount  of 
rotation  thus  obtained  is  the  measure  of  the  angle,  or  its  com- 
plement, according  to  the  direction  in  which  the  vernier  is 
moved.  Instead  of  starting  from  zero,  it  is  of  course  suffi- 
cient to  take  the  difference  of  the  readings  in  the  two 
positions. 

'*  There  are  two  descriptions  of  angles,  the  one  sort  being 
the  plane  angles  produced  by  the  lines  forming  the  edges  of 
the  planes,  the  other  sort  being  the  angles  representing  the 
inclination  of  the  planes  themselves  to  each  other. 

^'When  a  plane  angle  is  to  be  measured,  it  is  necessary 
that  the  two  lines  or  edges  forming  it  should  be  both  situated 
in  a  plane  perfectly  horizontal,  that  is  perpendicular  to  the 
axis  of  vision.  The  stage,  fig.  161,  furnishes  every  facility 
for  this  adjustment,  which  may  be  known  to  be  perfect  by 
using  a  suitable  object  glass  and  observing  that  every  portion 
of  both  lines  remains  exactly  in  focus  on  traversing  the  stage. 

^*  When  the  inclination  of  two  planes  is  to  be  measured, 
they  must  be  so  adjusted  that  their  line  of  junction  is  parallel 
to  the  axis  of  vision,  or,  to  use  a  familiar  expression,  they 
must  be  taken  out  of  winding,  as  it  is  termed.  A  very  little 
practice  will  satisfy  the  observer  that  these  adjustments  may 
be  readily  accomplished  by  the  stage  in  question. 

**  Similar  adjustments  may  be  effected,  although  somewhat 
more  difiicult,  by  using  the  forceps  commonly  sold  with  the 
compound  microscopes,  more  especially  the  three-pronged 
forceps  made  by  Smith. 

'^  The  author  cannot  too  strongly  insist  on  the  importance 
of  the  microscope  in  examining  the  surface  of  the  planes  of 
crystals  subjected  to  measurement,  convinced  as  he  is  that 
obliquity  in  many  cases  arises  not  only  from  conchoidal  frac- 
tures, but  also  from  imperfect  laminte  elevating  one  portion  of 
a  plane,  and  yet  allowing  a  very  tolerable  reflection  when 
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measured  by  the  reflective  goniometer.  Another  source  of 
error  sometimes  arises  from  not  observing  that  the  planes 
measured  are  those  of  macled  or  aggregated  crystals,  and  thus 
furnish  angles  which  would  not  exist  in  a  distinct  crystaL" 

Mr.  Boss  has  also  contrived  a  very  excellent  goniometer; 
it  is  constructed  somewhat  on  the  same  principle  as  the 
micrometer  eye-piece,  shown  at  fig.  134,  page  212,  by  placing 
a  cobweb  in  the  lower  part  of  the  outer  tube  in  the  focus  of 
the  eye-glass,  instead  of  a  divided  scale,  and  having  the  upper 
rim  of  the  same  tube  divided  into  360^.  By  turning  either 
the  crystal  or  the  cobweb,  so  that  one  of  the  sides  of  the 
former  may  lie  in  a  line  parallel  with  the  cobweb,  and  having 
set  the  index  at  zero,  or  observing  the  degree  it  points  to, 
and  then  bringing  the  cobweb  in  a  line  parallel  with  another 
side  of  the  crystal,  the  number  of  the  d^rees  passed  over 
will  give  the  angle  required. 


PART   III. 
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CHAPTER  I. 

The  microscope,  and  all  the  apparatus  necessary  for  the 
investigation  of  every  class  of  object,  having  been  fiilly 
described  in  the  preceding  pages,  it  remains  now  to  point 
out  the  different  methods  by  which  these  objects  may  be 
exhibited,  as  well  as  mounted  and  preserved  for  future 
examination.  As  this  work  is  chiefly  intended  to  afford 
information  to  those  who  are  young  in  microscopical  science, 
and  who,  therefore,  cannot  be  supposed  to  be  familiar  with 
many  of  the  methods  employed  in  the  preparation  of  the 
different  kinds  of  objects,  the  author  must  be  excused  for 
entering  somewhat  in  detail  into  a  few  of  the  most  important 
processes ;  as  it  is  requisite  that  the  directions  given  should  be 
sufficiently  plain  to  enable  even  the  most  inexperienced 
manipulator  to  carry  them  into  effect. 

All  structures  intended  to  be  viewed  by  transmitted  light 
requiring  glass  of  some  form  or  other,  either  for  their  support 
whilst  being  investigated,  or  when  permanently  mounted,  it 
becomes  necessary  first  to  aUude  to  the  best  mode  of  cutting 
such  glass  into  the  proper  shape  by  a  diamond. 

Diamonds  for  Cutting  Glass. — The  diamonds  required  by 
the  microscopist  are  two  in  number,  the  plough  or  glazier's 
diamond,  and  the  writing  diamond.  The  former  is  necessary 
for  cutting  the  thin  plate  or  crown  glass  for  slides,  and  for 
cells  and  boxes  to  mount  objects  in,  whilst  the  latter  is 
required  for  cutting  the  thin  glass  for  covers,  and  for  writing 
the  names  of  the  objects  on  the  end  of  the  slides.  The 
plough  or  glaader's  diamond  is  represented  by  fig.  168,  and 
consists  of  a  shaft  or  handle,  and  of  an  oblong  piece  either  of 
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steel  or  brasa,  in  which  the  diamond  ie  Bet;  this  piece  of 
metal  is  connected  to  the  handle  by  means  of  a  swivel-joint 
which  works  in  the  end  of  a  brass  ferrule  attached 
to  the  h&ndle  of  the  instrument.  The  handle  is 
generally  composed  of  wood  or  ivory,  the  upper 
part  is  round  and  slight,  whilat  the  lower  part  is 
much  larger  and  flattened  on  two  sides,  for  reasons 
presently  to  be  assigned.  The  amateur,  when 
taking  a  diamond  in  hand  for  the  first  time,  most 
not  be  disappointed  if  he  fail  to  cut  a  strip  from  a 
piece  of  glass :  he  may  even  persevere,  and  still 
some  time  elapse  before  he  is  certain  of  making  a 
good  cut — hence  it  has  been  thought  that  a  few 
words  of  instruction  on  this  point  wouM  not  here 
be  out  of  place.  The  diamond  should  be  held  in  the 
hand  thus ; — The  upper  part  of  the  shaft  or  handle 
should  be  placed  between  the  fore  and  middle 
finger,  and  one  of  the  square  wdes  of  the  lower 
end  pressed  upon  by  the  thumb,  and  the  oppomte 
square  side  by  the  middle  finger.  The  ade  of  the 
oblong  piece  of  metal  in  which  the  diamond  is  set 
should  now  be  brought  agiunst  the  edge  of  the 
ruler,  and  by  means  of  the  swivel-joint  it  will 
readily  accommodate  itself  to  it.  Su[^>omng  we 
wish  to  cut  a  strip  from  a  piece  of  glass,  we 
must  first  lay  the  ruler  on  the  glass,  in  the 
portion  in  which  we  wish  the  cut  to  be  made ; 
the  diamond  held  as  ah-eady  directed  must  be 
placed  i^ainst  the  edge  of  the  ruler,  at  the  spot 
Fig.  168.  ^here  we  wish  the  cut  to  commence,  and  should 
the  operator  have  never  cut  with  the  same  diamond 
before,  he  should  rest  it  on  its  point,  and  move  it  backwards 
and  forwards  upon  it,  making  ^e  upper  end  of  the  handle 
describe  a  curve,  until  the  diamond  marks  or  takes  readily  to 
the  glass.  When  the  right  portion  is  obtained,  the  diamond 
may  be  drawn  carefully  along  the  ruler  to  the  opposite  end  of 
the  glass,  care  being  always  taken  that  the  pressure  exerted  on 
it  be  not  great,  and  that  the  same  degree  of  inclination  of  its 
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handle  to  the  ruler  be  preserved  throughout,  else  in  parts  the 
glass  will  be  cut,  and  in  others  only  scratched.  A  true  cut  will 
be  known  by  being  very  faintly  visible,  and  by  a  particularly 
musical  sound  being  produced  by  the  cutting,  whereas  a  scratch 
is  known  by  its  jagged  edges,  and  by  the  rough  and  harsh  sound 
made  whilst  the  diamond  is  passing :  when  the  glass  is  held 
towards  the  light,  it  will  be  seen  that  the  scratch  is  merely 
superficial,  but  the  true  cut,  although  faintly  seen  on  the 
surface,  will  show  that  the  glass  is  cracked  for  some  con- 
siderable distance  below  it  When  we  try  to  separate  the 
slip  which  has  been  cut  with  the  diamond,  we  shall  find  that 
it  easily  breaks  off,  whilst  the  scratched  portion  will  be  with 
difficulty,  if  at  all,  removed.  The  operation  of  cutting, 
although  at  first  sight  very  simple,  will  be  found  not 
to  be  so  in  practice.  The  best  plan  for  the  tyro  is  to 
procure  a  piece  of  soft  glass,  and  make  a  number  of 
cuts  as  near  to  each  other  as  posable,  and  try  how 
thin  a  slip  can  be  broken  off. 

fFritinff  Diamond, — The  writing  diamond  is  repre- 
sented by  fig.  169;  it  is  not  provided  with  a  swivel, 
neither  is  the  handle  squared,  but  consists  for  the  most 
part  of  a  thin,  tapering  stem  of  ebony  or  ivory,  and  as 
it,  like  the  glazier's  diamond,  wiU  only  cut  or  scratch  in 
certain  positions,  it  is  requisite  that  the  operator  should 
ascertain  this  point,  and  when  once  fotmd,  a  mark 
should  be  made  on  the  handle,  in  order  to  show  which 
part  of  it  is  to  be  held  in  front  Those  diamondfl^ 
having  a  portion  of  the  handle  squared  on  which  to\ 
place  the  thumb  or  forefinger  will  be  found  to  be  by  far 
the  most  convenient ;  but  when  the  operator  has  once 
fixed  upon  the  best  writing  point  of  the  diamond,  he 
Fis,  169.  11^79  ^  ^^  chooses,  cut  out  a  place  in  the  handle  for 
the  reception  of  the  thumb  or  forefinger.  There  are 
two  descriptions  of  writing  diamonds,  one  in  which  an  irregu- 
lar stone  has  been  ground  or  turned  to  a  fine  point,  whilst  the 
other  is  formed  of  a  sharp-pointed  fragment  or  splinter.  The 
former  is  to  be  preferred,  although  its  cost  is  considerably 
greater. 
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CHAPTER  11. 


ON   CUTTING  GLASS. 


Glass. — The  best  kinds  of  glass  for  mounting  objects  upon, 
are  those  known  in  commerce  as  thin  plate  and  flatted  crawn^ 
both  may  be  purchased  either  in  sheets  or  cut  up  into  slides 
ready  for  use ;  if  the  former  be  preferred,  it  should  be  free 
from  holes  and  flaws,  whilst,  in  the  latter,  veins  and  air 
bubbles  must  be  avoided ;  should  the  operator  wish  to  cut  it 
himself,  he  must  be  provided  with  a  diamond  of  the  form 
represented  in  page  260,  and  a  piece  of  apparatus  termed  a 
cutting-board. 

Cutting-board, — This  is  represented  by  fig.  170,  it  consists 


Fig.  170. 

of  a  piece  of  mahogany  or  deal,  a  by  about  a  foot  or  eighteen 
inches  long  by  eight  or  nine  broad,  and  three  quarters  or  one 
inch  thick ;  upon  this,  and  close  to  one  of  the  sides,  is  screwed 
a  strip  of  similar  wood,  c,  about  an  inch  broad  and  one-fourth 
of  an  inch  thick,  but  not  so  long  as  the  bottom  piece  by  two 
inches ;  upon  it  may  be  marked  lines,  such  as  efffy  to  indicate 
the  width  of  the  more  conmion  sized  slides.  The  rulers  are 
generally  made  of  the  length  of  the  board,  and  as  broad  as 
the  sizes  of  the  glass-slides  required  to  be  cut,  minus  half  the 
thickness  of  the  setting  of  the  diamond ;  the  wood  most  suit- 
able for  them  is  from  one-eighth  to  one-fourth  of  an  inch 
thick ;  one  of  these  rulers  is  represented  by  d.  In  all,  the 
ends  should  be  cut  perfectly  square,  for  a  purj^osc  presently 
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to  be  named.  Now^  supposing  we  wish  to  cut  the  slides  of 
the  usual  size^  yiz,y  three  inches  long  by  one  inch  wide,  we 
must  be  provided  with  two  rulers,  the  one  not  quite  one 
inch  brood,  the  other  not  quite  three  inches,  as  no  diamond 
will  cut  close  to  the  edge  of  the  ruler,  in  consequence  of  its 
being  set  in  the  middle  of  a  piece  of  steel  or  brass,  therefore 
the  distance  of  the  cut,  made  by  the  diamond-point  from  the 
edge  of  the  ruler,  will  be  regulated  by  the  thickness  of  the 
setting,  and  as  no  two  are  of  the  same  thickness,  it  becomes 
necessary  to  have  the  rulers,  at  first,  of  the  respective 
breadths  of  one  inch  and  three  inches,  and  then  to  have 
one  edge  planed,  until  the  cut  made  by  the  diamond  is 
exactly  the  right  measure.  When  those  who  use  plate- 
glass  prefer  having  the  edges  of  their  slides  either  ground 
or  polished,  it  is  as  well  to  keep  the  rulers  of  the  exact  size 
of  the  slide,  viz.,  one  of  an  inch  and  the  other  of  three  inches 
broad,  by  these  the  slides  will  be  cut  laiger  than  is  required, 
but  the  loss  the  edges  sustain  in  the  grinding  will,  in  all 
probability,  bring  them  down  to  the  proper  size. 

Process  of  Cutting. — ^In  the  cutting  of  slides,  it  is  advisable 
first  to  cut  the  glass  into  strips  three  inches  broad,  this  is 
done  in  the  following  manner: — One  edge  of  the  glass,  if  not 
quite  straight,  is  to  be  made  so  by  cutting  a  thin  strip  ofi*; 
this  straight  side  is  to  be  placed  against  the  thin  raised  edge 
on  the  cutting-board,  and  pressed  firmly  towards  it,  the  broad 
ruler  is  then  to  be  kdd  upon  the  glass,  and  also  pressed 
against  the  raised  edge,  and  a  cut,  made  with  the  diamond  in 
the  manner  previously  described ;  we  shall  now  have  a  strip 
of  glass  three  inches  broad.  The  next  step  is  to  make  one  of 
its  ends  square,  this  may  be  done  by  laying  the  strip  against 
the  ndsed  edge  of  the  cutting-board,  with  one  extremity  ex- 
tending a  little  beyond  it,  the  broad  ruler,  being  perfectly 
square  at  both  ends,  is  now  to  be  placed  with  one  of  these 
agsdnst  the  raised  edge  and  a  cut  made,  this  will  render  the 
end  of  the  strip  of  the  glass  square ;  this  squared  end  is  then  to 
be  brought  against  the  edge  of  the  cutting-board,  and,  with 
the  narrow  ruler,  it  can  be  cut  up  into  as  many  slides  of  three 
inches  by  one  as  its  length  will  admit  of;  when  these  are 
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placed  in  a  bundle^  they  will  be  found  to  be  all  of  one  size, 
which  would  not  be  the  case  were  any  other  plan  adopted. 
The  small  strips  cut  off  &om  plate-glass^  which  are  not  large 
enough  for  slides^  should  not  be  thrown  away,  as  they  will 
be  found  very  usef  il  in  making  cells  or  boxes.  It  will  be 
noticed  that  slides  of  three  inches  by  one  have  only  been 
spoken  of  in  the  preceding  description^  of  course  any  other 
sizes  may  be  cut  by  the  same  process,  by  having  rulers  of  the 
requisite  breadth. 

Edging  the  Slides, — All  glass  that  has  been  cut  with  the 
diamond  will  present  a  rough  edge,  to  obviate  this,  and  at  the 
same  time  to  improve  the  appearance  of  the  slide,  the  edges 
must  be  ground  smooth,  this  is  done  by  rubbing  them  on  a 
perfectly  flat  plate  of  metal,  with  fine  emery  and  water.  As 
one  of  these  plates  will  be  found  of  great  use  for  other  pur^ 
poses  than  that  just  mentioned,  it  will  be  as  well  here  to  speak 
of  the  best  form  to  be  adopted.  Several  metals  will  answer 
the  purpose,  but  the  best  is  a  mixture  of  lead  and  pewter; 
cast-iron  and  brass,  especially  the  former,  will  answer  very 
well,  but  lead  is  rather  too  soft;  in  order  to  get  the  surfiice 
flat,  it  may  be  planed,  or,  if  the  plate  be  not  very  large,  three 
of  the  same  size  should  be  procured ;  they  may  aU  be  kept  per- 
fectly true  by  a  process  well  known  to  most  mechanics,  this  is 
nothing  more  than  grinding  one  alternately  against  the  two 
others,  and  these  two  against  each  other,  whereby  a  perfectly 
flat  surface  may  be  always  kept.  If  cast-iron  be  employed, 
three  plates,  about  seven  or  eight  inches  in  diameter,  will 
answer  the  purpose  exceedingly  welL  The  process  of  grinding 
the  edges  consbts  in  holding  the  slide  in  a  vertical  position  on 
die  plate,  and  rubbing  it  either  round  and  round,  or  else 
backwards  and  forwards,  until  perfectly  flat;  if  the  edges 
require  to  be  bevelled,  the  slide  must  then  be  inclined  at  an 
angle  of  45^  with  the  plate,  and  be  rubbed  in  the  same 
manner.  The  emery  should  be  fine,  and  the  slide  dipped  in 
clean  water  occasionally,  and  then  wiped  to  see  how  the  grind- 
ing proceeds.  To  receive  the  excess  of  emery  and  water, 
which  is  sure  to  escape  over  the  side  of  the  plate,  a  cloth  may 
be  placed  around  it,  or,  what  is  best,  is  to  have  the  plate 
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fixed  into  a  block  of  wood  in  the  same  manner  as  a  hone. 
If  the  edges  require  to  be  polished,  after  having  been  ground, 
they  may  be  rubbed  upon  a  flat  piece  of  wood  covered  with 
buff  leather  that  has  been  impregnated  with  putty  powder, 
water  being  used  in  the  same  manner  as  with  the  emery.  If 
a  large  quantity  of  slides  be  required,  the  process  of  grinding 
will  be  facilitated  by  employing  a  lapidary's  wheel  or  mill, 
charged  with  emery ;  the  polishing  may  also  be  done  in  the 
same  apparatus  by  using  a  wooden  wheel  charged  with  putty 
powder.  If  the  slides  be  intended  to  be  covered  with  paper, 
the  grinding  of  the  edges  may  be  dispensed  with,  as  the  paper 
will  hide  all  inequalities  of  surfEM^e. 

ON  CUTTING  THIN  GLASS  FOB  COVEBS,  ETC. 

The  thin  glass  employed  to  cover  microscopical  preparations 
is  manufactured  only  by  Messrs.  Chance,  of  Birmingham,  it 
may  be  procured  of  various  degrees  of  thickness,  from  the 
one-twentieth  to  less  than  the  one-hundredth  of  an  inch;  being 
unannealed,  it  must,  on  account  of  its  brittleness,  be  handled 
with  care.  For  cutting  it,  the  board  described  at  page  262 
for  the  thick  glass  may  be  used,  or  a  smaller  one,  consisting 
of  a  piece  of  mahogany  about  eight  inches  long,  three  broad, 
and  a  quarter  of  an  inch  thick,  with  a  raised  edge,  as  repre- 
sented at  c.  The  lines  e  f  g,  in.  front  of  the  raised  edge, 
should  also  be  present,  to  indicate  the  length  and  breadth  of 
two  slides  of  the  size  most  commonly  used,  and  to  form  a 
guide  for  cutting  the  covers.  As  it  matters  little  if  the  covers 
be  not  cut  exactly  of  the  same  size,  one  narrow  ruler  will 
generally  suffice  for  all  purposes. 

The  diamond  to  be  employed  must  be  the  writing  one, 
having  a  sharp  point,  but  the  pressure  exerted  ought  to  be 
slight,  as  the  thin  glass,  from  not  being  annealed,  is  apt  to 
break  with  the  slightest  touch ;  should  the  operator,  however, 
not  be  provided  with  a  writing-diamond,  the  glass  may  be  cut 
with  a  plough-diamond  by  laying  it  on  a  piece  of  plate-glass 
that  has  been  wetted,  a  plan  first  adopted  by  Mr.  Warington. 
This  will  fill  up  all  inequalities  and  cause  an  adhesion  between 
them,  and,  with  a  little  care,  the  diamond-point  wiU  cut  it, 
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but  if  the  first  stroke  fail,  the  operation  must  be  repeated 
until  a  scratch  is  made,  as  it  often  happens  that,  from  the 
hardness  of  the  surface  of  the  unannealed  glass,  a  plough - 
diamond  will  not  readily  mark  it. 

To  Cut  Circular  and  Oval  Cavers. — This  may  be  done 
either  by  a  machine  in  which  a  plane  surface  of  wood,  on 
which  the  glass  is  laid,  is  made  to  revolve  in  a  circle  or  oval 
underneath  a  diamond-point,  or  by  the  writing-diamond ; 
in  which  latter  case  a  model  of  the  size  of  the  cover  will  be 
required.  In  order  to  cut  circles,  the  following  plan  has 
been  adopted  with  great  success  by  the  author: — Six  or 
more  flat  pieces  of  brass,  each  about  1^  inch  square  and  -y^  of 
an  inch  thick,  are  to  be  provided,  each  having  a  hole  in 
its  centre,  the  smallest  hole  to  be  about  -^  an  inch  in  diameter, 
tliat  in  a  second  -^^  of  an  inch  larger,  and  so  on,  increasing  by 
the  same  amount  up  to  the  sixth;  each  piece  of  brass  should  be 
marked  with  a  number.  One  of  these  being  laid  upon  the  thin 
glass,  and  pressed  firmly  down  with  the  finger,  the  diamond 
is  to  be  passed  round  the  margin  of  the  disc,  care  being  taken 
that,  in  the  passing  round,  it  be  made  to  revolve  on  its  own 
axis,  otherwise  the  beginning  and  end  of  the  cut  will  not 
join,  a  little  practice  will  soon  overcome  this  obstacle.  By 
this  plan  any  odd  pieces  of  glass  may  be  cut  up  and  put  away 
in  boxes,  each  being  marked  with  the  number  of  the  brass  em- 
ployed in  the  cutting.  When  oval  covers  are  required, 
pieces  of  brass  with  oval  holes  may  be  used  in  the  same 
manner  as  the  others.  When  a  number  of  discs  of  the  same 
size  are  required,  it  is  advisable  to  have  the  thin  glass  cut  into 
strips  a  little  broader  than  the  circles  are  to  be,  the  circles 
when  cut  can  then  be  readily  separated  from  the  surrounding 
glass ;  but  should  any  difficulty  arise,  a  few  strokes  made  by 
the  diamond  through  the  largest  and  most  attached  parts,  will 
readily  cause  their  separation.  Much  of  the  thin  glass  used 
for  covers  is  slightly  curved,  care,  therefore,  is  required  to 
select  those  pieces  that  are  the  flattest,  especially  when  the 
covers  are  destined  for  cells  containing  fluid ;  if  they  be  not 
flat,  the  gold-size,  or  other  material  employed  to  cement  thc^r 
edges,  will  be  ccrtiun  to  run  uudciiicath  theiiL     When  the 
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edges  of  the  covers,  whether  circular  or  otherwise,  are  not  cut 
fliifficiently  well  to  allow  of  the  fragments  being  separated 
from  them  readily,  but  little  pieces  of  glass  are  left  behind, 
a  fine  file  rubbed  over  the  edges,  will  make  them  smooth, 
and  any  of  the  cements  will  adhere  more  firmly  to  them. 
For  this  purpose  the  cover  should  be  held  between  the  thumb 
and  first  finger,  and  only  a  small  portion  of  the  edge  aUowed 
to  project  above  the  fingers  for  the  file  to  act  on  at  a  time; 
by  these  means  there  will  be  but  very  little  risk  of  fracture. 

The  methods  above  described  are  very  usefiil  when  the 
operator  is  in  possession  of  a  writing  diamond  only ;  but  the 
following  very  ingenious  instruments  have  lately  been  con- 
c  trived  for  the  express  purpose  of  cutting 

^-^-^  circular  covers.     The  first  of  these  is  the 

^  invention  of  Mr.  Shadbolt,  and  is  repre- 

sented in  fig.  171.  It  consists  of  a  cen- 
tral stem  of  steel  wire,  a  a,  sliding  freely 
in  a  tube  of  brass,  b.  To  the  upper  end 
of  the  wire  is  attached  a  disc  of  ivory,  c, 
and  to  the  lower  a  small  cylinder  of  box- 
wood, d;  to  the  lower  end  of  the  tube,  b, 
is  fiistened  a  piece  of  brass,  e,  through 
which  is  made  to  slide  a  small  triangular 
bar,y^  carrying  at  one  end  a  semicircular 
piece  of  brass,  y,  through  which  slides  a 
steel  pin.  A,  armed  with  a  diamond  point; 
1/  the  pin  may  be  fixed  at  any  required 
height  by  the  screw,  t,  and  the  bar  also 
(when  regulated  for  the  size  of  circle  to 
be  cut)  by  the  screw,  y.  The  use  of  the 
instrument  is  obvious,  the  cylinder,  dy  being  placed  in  an 
upright  position  upon  the  piece  of  thin  glass,  and  the  arm,  f^ 
adjusted  to  the  required  size  of  the  cover  to  be  cut,  a  finger 
of  the  left  hand  is  to  be  placed  upon  the  disc,  c,  and  one  of  the 
right  upon  the  edge  of  the  larger  disc  of  wood,  k;  M  this  last 
be  revolved,  it  will  carry  with  it  the  arm,  bearing  the  diamond, 
and  a  little  practice  will  enable  the  operator  so  to  regulate  the 
pressure  of  the  latter  upon  the  glass,  as  to  make  a  jjerfectly 


Fig.  171. 
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even  cut  Mr.  Shadbolt  has  lately  done  away  with  the  disc 
of  woody  ky  and  made  the  tube,  b^  much  larger  at  that  part, 
and  given  it  an  hexagonal  figure,  like  that  of  D  in  fig.  172,  for 
the  fingers  to  act  upon.  This  plan  answers  as  well  as  the 
disc,  and  the  instrument  in  consequence  can  be  packed  in  a 
much  smaller  compass. 

An  instrument  somewhat  similar  to  the  above,  but  less 
costly,  has  for  a  long  time  been  furnished  by  Mr.  Darker, 
who  has  also  contrived  one  of  a  more  complete  kind, 
which  is  fitted  to  the  top  of  a  box,  and  the  central  stem 
is  supported  by  an  arm,  by  which  it  is  kept  in  a  vertical 
position.  The  diamond  is  connected  with  an  adjustable  hori- 
zontal arm,  and  is  made  to  revolve  by  means  of  two  pulleys 
and  a  connecting  band.  The  glass  to  be  cut  is  liud  upon  a 
piece  of  plate  glass,  blackened  on  its  under  surface,  which 
forms  part  of  the  cover  of  the  box,  and  the  diamond  is  kept 
away  from  the  thin  glass  by  means  of  a  spring ;  but  in  order 
to  render  the  instrument  more  effective,  an  extra  finger  and  a 
central  stem,  to  keep  the  thin  glass  in  place,  are  required. 
On  this  account,  the  apparatus  represented  by  fig.  172,  as 
contrived  by  Mr.  Thomas  Ross,  will  be  found  to  perform  more 
readily.  A  bent  arm  of  brass.  A,  is  supported  by  means  of  a 
square  block  of  wood  upon  a  base,  B.  Through  the  coUar, 
C,  passes  a  stem,  which  is  of  octagonal  figure  at  D  for  the 
fingers,  and  cylindrical  at  £.  Upon  this  latter  part  slides  a 
spring  box,  F,  having  a  piece  of  cork  or  india  rubber  at 
its  free  extremity.  An  horizontal  arm,  G,  supporting  the 
spring  box,  H,  through  which  sUdes  the  stem,  I,  carrying  the 
bar,  K,  of  the  diamond,  L,  is  capable  of  being  adjusted  for  the 
diameter  of  the  cover  by  means  of  a  screw.  The  use  of  the 
instrument  is  obvious ;  the  glass  is  laid  upon  the  foot,  B,  and 
the  proper  size  having  been  fixed  on  by  means  of  the  scale,  M, 
the  stem,  E,  is  pressed  down  upon  the  glass  firmly  by  the 
fingers  applied  at  D.  In  order,  however,  to  prevent  the 
pressure  from  cracking  the  glass,  the  spring  boxes,  F  and  H, 
have  been  employed,  so  that  however  much  force  be  applied 
at  D,  the  diamond  and  central  {»ece,  F,  only  press  upon  the 
glass  by  the  force  of  the  two  springs  contained  in  the  boxes. 
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Ab  aoon  as  a  complete  circle  is  marked  hj  the  diamond  point, 
the  fingers  are  removed,  and  the  stem  is  lifted  from  tlie  glass 
by  the  heliacal  qning.  By  this  instrument,  as  by  Mr.  Shad- 
bolt's,  the  glass  to  be  cut  is  firmly  fixed  in  the  centre,  and  on 
this  account  a  piece  a  little  laiger  than  the  drcle  to  be  cut  is 
only  required. 
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CHAPTER  III. 

METHODS  OP   CEMENTING  CELLS. 

There  are  three  principal  methods  of  mounting  microscopical 
preparations : — ^first,  in  the  dry  way ;  second,  in  some  kind  of 
preservative  fluid,  such  as  spirit  and  water,  or  Goadby's  or 
other  sohition ;  and  third,  in  Canada  balsam.  In  the  first 
method,  all  that  is  generally  required  is  a  slip  of  glass  or  a 
slide  (as  it  is  commonly  termed),  and  a  cover  of  thin  glass ; 
but,  in  the  second  method,  when  the  object  isof  any  thickness, 
the  fluid  requires  to  be  contained  in  some  kind  of  reservoir, 
which  is  most  frequently  made  of  glass,  and  is  called  by  micro- 
scopists  a  cell.  Of  these,  various  shapes  and  sizes  will  be  foimd 
necessary,  but  as  all  require  to  be  fastened  to  a  slide,  by  means 
of  some  kind  of  cement,  it  will  be  as  well  here  to  describe  the 
most  approved  methods  of  conducting  the  operation. 

Method  of  Cementing  Cells  toithout  Heat. — The  thin  glass, 
the  tubular,  the  drilled,  and  all  the  other  forms  of  cells  pre- 
sently to  be  described,  may  be  fastened  to  a  bottom  glass 
or  slide  by  means  of  one  or  other  of  the  following  cements, 
viz.,  a  mixture  of  gold-size  and  lamp  black,  or  gold^ize  and 
litharge  or  red-lead,  or  a  solution  of  asphaltum  in  turpentine ; 
in  all  these  cases,  the  parts  of  the  cell  that  are  to  be  cemented 
must  be  simply  painted  over  with  a  tolerably  thick  layer  of 
one  of  the  above  cements,  and  then  be  laid  on  the  slide,  and 
be  put  aside  until  the  cement  is  suflSciently  hard  for  the  cell 
to  be  used,  which  will  often  require  many  days. 

Cementing  Cells  by  Heat. — The  most  efficacious  plan,  how- 
over,  is  to  employ  one  of  two  substances  known  in  commerce 
as  Canada  balsam  or  marine-glue,  both  of  which  must  be 
liquefied  by  heat,  and,  to  eflect  this,  a  simple  apparatus,  such 
as  a  small  plate  of  sheet-iron,  supported  in  some  way  or  other 
over  a  lamp,  must  be  provided.  The  size  of  the  iron-plate 
should  be  large  enough  to  hold  slides  three  inches  long  by 
one  wide ;  it  can  be  supported  in  various  ways ;  if  the  plate  be 
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about  five  inches  square,  it  may  very  well  be  heated,  either 
upon  the  ring  over  a  chemical  argand  lamp,  or  upon  one  of 
the  rings  of  a  retort-stand,  and  a  spirit  lamp  used.  By  far 
the  best  plan  is  to  have  a  piece  of  wrought  iron  about  six 
inches  long,  two  and  a  Imlf  inches  broad,  and  one-eighth 
thick,  with  small  legs  to  support  it,  about  three  inches  from 


Fig.  173. 

the  table ;  the  legs  for  convenience  of  carriage  (as  shown  in 
fig.  1 73)  are  jointed,  and  under  the  table  a  spirit  lamp  is  placed 
to  heat  it. 

Whilst  the  plate  is  being  made  warm,  the  ceU  and  the 
slide  to  which  the  cell  is  to  be  cemented,  are  to  be  laid 
upon  it,  and  on  the  sides  of  the  cell  small  pieces  of  marine- 
glue,  cut  either  into  liunps  or  shavings,  are  to  be  placed ;  these 
must  be  watched,  and  as  soon  as  they  begin  to  melt,  they  may 
be  moved  one  towards  the  other  with  a  sharp-pointed  instru- 
ment, so  as  to  cover  the  whole  of  the  surface  which  is  to  be 
cemented ;  as  soon  as  this  is  done,  and  the  glue  is  seen  to  boil, 
the  cell  may  be  taken  up  with  a  pair  of  forceps  and  turned  over 
upon  the  slide,  and  when  it  has  been  adjusted  to  its  right  place, 
it  may  then  be  firmly  pressed  down  upon  the  slide  with 
a  piece  of  flat  wood,  so  that  all  the  superfluous  glue,  with  any 
air  bubbles  that  are  present,  may  be  squeezed  out.  The 
cell  may  now  be  removed  from  the  plate  and  placed  upon  a 
piece  of  wood ;  before  it  gets  cold  the  superfluous  glue  may  be 
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scraped  away  easily  with  a  small  cbiselj  such  as  represented 
by  fig.  174,  or  by  a  knife,  but  if  this  operation  be  left  until  the 


Fig.  174. 

cell  is  cold,  the  task  then  wiU  be  more  difficult  As  soon  as 
the  cell  is  cold,  a  small  quantity  either  of  a  weak  solution  of 
potash,  or  even  spirits  of  wine,  may  be  poured  into  it,  and  all 
the  small  particles  of  glue  removed  first  with  the  chisel,  and, 
secondly,  with  a  chisel-like  piece  of  wood,  having  a  thin 
piece  of  rag  over  it,  so  that  the  cell  may  be  freed  both  from 
the  cement  and  from  any  greasy  matter  that  may  be  present 
(care  being  always  taken  that  the  glass  be  not  scratched). 
The  cell  may  now  be  rinsed  out  with  dean  water  and  wiped 
dry,  first  with  a  cloth  or  an  old  cambric  handkerchief,  and 
finished  with  chamois  leather ;  it  is  now  ready  for  use. 

When  the  glue  has  been  heated  too  much,  it  turns  black, 
becomes  tough,  and  will  not  stick  to  the  glass ;  when  this  has 
happened,  it  is  better  always  to  take  away  the  cell,  scrape  oif 
all  the  old  glue,  and  begin  a&esh,  than  attempt  to  cement 
it  with  glue  that  has  been  over-heated  and  lost  its  fluidity. 
As  soon  as  the  glue  boik,  no  time  should  be  lost  in  laying 
down  the  cell  in  its  proper  place.  Sometimes  small  black 
gritty  masses  are  present  in  the  glue,  these  should  be  re- 
moved whikt  the  melting  is  going  on,  as  when  they  are  left, 
unless  they  can  be  crushed  by  pressure,  they  will  prevent 
the  cell  from  coming  down  flat  on  the  glass,  and  often  large 
air  bubbles  wiU  appear  when  the  pressure  is  taken  ofl*.  There 
are  many  kinds  of  marine-glue  in  use,  but  the  best  for 
cementing  cells  is  that  known  in  commerce  as  G.  K.  4,  this 
melts  at-  a  temperature  some  few  degrees  higher  than  that 
of  boiling  water,  the  harder  kinds  get  brittie  by  keeping,  and 
their  melting  point  is  much  higher.  While  the  plate  is 
warm,  and  all  the  materiab  are  at  hand,  it  is  best  to  cement 
a  number  of  cells,  all  of  which  may  be  cleaned  and  put  by 
ready  for  use,  as  it  will  be  found  in  practice  necessary  to 
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have  several  sizes  in  store,  that  an  object  may  be  mounted 
speedily,  for  many  valuable  things  are  laid  by  and  forgotten 
when  the  trouble  of  making  and  cleaning  a  cell  has  to  be  gone 
through  before  the  mounting  can  be  accomplished. 

To  Cement  Cells  with  Canada  Balsam. — The  iron  plate,  the 
spirit  lamp,  and  the  tools  mentioned  in  the  article  on  cement^ 
ing  cells  with  marine-glue,  will  all  be  as  requisite  for  the 
Canada  balsam  as  for  the  former  materiaL  The  plate  is  also 
to  be  warmed,  and  the  cells  laid  on  it,  as  there  described,  but 
upon  the  sides  of  the  cell  some  old  but  semifluid  Canada 
balsam  is  to  be  placed.  As  soon  as  it  shows  the  least  symptom 
of  boiling,  which  is  known  by  the  disappearance  of  all  air 
bubbles,  the  cell  may  be  taken  up  with  the  forceps  and  laid 
upon  the  slide,  pressed  to  get  rid  of  the  surperfluous  balsam, 
and  then  set  aside  to  cool;  the  superfluous  balsam  may  be 
removed  with  the  knife  or  chisel,  and  the  cell  may  be  cleaned 
with  a  rag,  dipped  either  into  turpentine  or  ether.  To  get  rid 
of  these,  the  potash  or  alcohol  may  be  substituted,  and  when 
the  cell  is  rinsed  out  with  clean  water,  and  wiped  dry  with  a 
rag  and  chamois  leather,  it  is  ready  for  use.  Canada  balsam 
is  not  so  good  for  the  cementing  of  cells  as  the  marine-glue, 
in  consequence  of  its  getting  brittle  by  age ;  some  consider-* 
able  care  even  is  required  in  handling  preparations  that  have 
been  mounted  only  a  few  years,  as  the  least  jar  or  bending  of 
the  slide  to  which  the  cell  is  cemented  is  oflen  attended  with 
a  separation  of  the  balsam. 

It  should  always  be  borne  in  mind  that  the  heated  slide  to 
which  the  cell  has  been  cemented  must  not  be  touched  with 
a  damp  hand,  neither  should  it  be  laid  on  metal  or  anything 
wet,  as  the  glass,  when  suddenly  cooled,  is  very  apt  to  crack. 
If  the  upper  part  of  the  cell  be  uneven,  it  should  be 
rubbed  on  the  metal  plate  described  at  page  264  until  it  is 
perfectly  level,  as  the  success  of  the  operation  of  cementing 
down  a  cover  will  materially  depend  upon  this  point* 
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CHAPTER  IV. 

ON  CEMENTS. 

The  cements  employed  to  fasten  down  the  covers  of  cells  and 
boxes  for  containing  microscopical  preparations  mounted  in 
fluids  are  of  many  kinds^  the  most  useful  of  them  being  as 
follows : — 

Japanners^  Gold-Size. — This  consists  of  a  mixture  of  boiled 
linseed-oily  dry  red-lead,  litharge,  copperas,  gum  animi,  and 
turpentine;  the  first  and  last  ingredients  being  its  principal 
constituents,  it  can  be  purchased  at  most  shops  where  varnishes 
are  sold,  but,  as  its  drying  properties  increase  with  its  age,  it 
is  necessary  that  it  be  two  or  three  years  old  before  it  is 
employed.  It  should  be  laid  on  with  a  camel  or  sable-hair 
pencil,  and  be  kept  in  a  wide-mouthed  or  other  vial,  closely 
corked.  A  thin  coating  should  be  laid  on  at  first,  and  when 
this  is  dry  another  rather  thicker.  If  the  gold-size  be  very 
thin,  a  small  quantity  of  lamp-black  or  litharge  may  be  mixed 
with  it  on  a  slab  by  means  of  a  palette  knife,  and  as  this 
mixture  very  soon  dries  it  should  be  used  quickly.  The  brush 
employed  with  either  of  the  above  cements  may  be  cleaned 
with  turpentine. 

Sedling-wajc  Varnish. — This  is  made  by  dissolving  sealing- 
wax  of  any  colour  in  alcohol,  it  having  previously  been  broken 
into  small  pieces.  This  cement  is  not  so  good  as  the  gold-size, 
in  consequence  of  not  sticking  readily  to  damp  surfaces,  but 
it  forms  an  exceUent  material  for  giving  a  shiny  coloured 
coating  as  a  finish  to  the  mounting  of  an  object.  It  is  laid  on 
with  a  smaU  brush,  and  should  be  tightly  corked  to  prevent 
the  spirit  firom  evaporating ;  the  brush  may  be  cleaned  with 
alcohoL  Some  persons  prefer  shell-lac  to  sealing-wax  for  a 
cement,  but  it  will  be  found  rather  too  brittle ;  the  method 
of  using  and  keeping  it  is  the  same  as  in  the  case  of  the  seal- 
ing-wax. 
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AspJialtum, — This,  which  forms  a  very  good  cement,  is  made 
by  dissolving  Egyptian  asphaltum  in  boiling  linseed-oil  or  in 
turpentine ;  it  answers  very  well  for  the  first  coating,  but  has 
not  sufficient  body,  unless  mixed  with  some  solid  material,  to 
form  the  entire  mass  of  cement  around  the  covers  of  objects ; 
it  is  of  a  fine  black  colour,  and  as  such  will  serve  for  the  last 
or  finishing  coating.  A  solution  of  this  substance  in  tur- 
pentine will  make  a  good  cement  for  fastening  cells  to  the 
glass  slides,  instesul  of  the  marine-glue  or  Canada  balsam, 
having  this  advantage,  that  spirit  may  be  employed  as  the 
preservative  fluid  without  injury  to  it. 

Canada  Balsam, — A  solution  of  this  substance,  either  in 
ether  or  turpentine,  evaporated  to  such  a  consistence  as  is 
sufficient  to  allow  of  its  being  hud  on  with  a  camd's-hair 
pencil,  has  been  recommended  by  Dr.  J.  W.  Griffith  as  a  very 
good  substitute  for  the  gold-size;  a  mixture  of  lamp-black 
and  white  hard  varnish,  when  laid  on  inmiediately,  he  also 
considers  a  good  cement. 

Marine-Glue. — This  most  useful  cement,  the  invention  of 
Mr.  Jeffery,  is  composed  of  a  mixture  of  shell-lac,  caoutchouc, 
and  naptha ;  many  kinds  are  made,  but  that  known  in  com- 
merce as  G  K  4  is  the  best  for  microscopic  purposes ;  a  solvent 
for  it  is  supplied  at  the  manufactory,*  and  will  be  found  of 
great  service  to  those  who  wish  to  construct  any  of  the  larger 
kinds  of  cells  or  boxes.  When  about  to  be  used,  the  glue 
must  be  cut  into  thin  slices,  laid  on  the  glass,  and  heated 
imtil  it  begins  to  boil,  or  a  hot  iron  may  be  placed  on  one  of 
the  surfaces  of  the  glass  until  the  same  effect  is  produced ;  if 
any  gritty  particles  be  present,  they  must  be  removed.  To 
ensure  a  firm  connection  between  two  surfaces  of  glass,  both 
must  be  well  warmed,  otherwise  the  glue  will  stick  to  one  and 
not  to  the  other.  The  excess  may  be  removed  readily  before 
it  is  quite  cold  by  means  of  the  chisel  described  at  page  272, 
and  all  trace  of  the  remainder  by  the  employment  of  caustic 
potash,  care  being  taken  that  none  of  the  latter  be  lefl  in 
contact  with  the  glue,  as  it  is  apt  to  insinuate  itself  between 

*  Commercial  Road,  Limehouse. 
18* 
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the  two  cemented  surfaces^  and  cause  their  separation  in  a 
short  space  of  time. 

Electrical  Cement. — A  very  useful  cement  for  some  purposes 
hereafter  to  be  described^  is  made  by  melting  together  ten 
ounces  of  resin  and  two  ounces  of  bees*-wax,  adding  two 
ounces  of  red  ochre  and  a  teaspoonfull  of  plaster  of  Paris ; 
this  cement  is  generally  employed  for  fastening  brass  or  wood 
to  glass  in  all  kinds  of  electrical  apparatus  ;  it  must  be  used 
when  hot,  and  can  readily  be  fisishioned  into  any  shape  before 
it  gets  quite  cold.  Another  very  excellent  but  less  brittle 
cement  is  made  by  melting  together  two  ounces  of  black  resin, 
one  ounce  of  bees'-wax,  and  one  ounce  of  vermilion ;  this  will 
be  useful  for  making  the  thin  flat  cells  described  at  page  2885 
as  well  as  for  many  other  purposes. 

Several  other  cements  will  be  required  occasionally  by  the 
microscopist,  viz.,  a  thick  solution  of  gum  arabic  in  water,  to 
which  a  small  quantity  of  essential  oil  has  been  added,  to 
prevent  it  from  fermenting  and  becoming  sour;  also,  the 
same  powdered  and  dissolved  in  acetic  acid  or  distilled  vine- 
gar; as  a  substitute  for  these,  the  liquid  sold  by  Messrs. 
Ackermann  as  diamond  cement  will  be  found  of  great  value, 
both  as  a  cement  and  as  a  fluid  for  mounting  some  kinds  of 
objects.  Mastich  varnish  is  also  very  useful  for  cementing 
opaque  objects  to  discs  of  cork  or  leather,  or  to  any  of  the  other 
kinds  of  surfaces  on  which  they  are  intended  to  be  mounted. 

For  covering  slides  with  paper,  common  paste  is  a  good 
cement,  but  as  it  soon  gets  mouldy  and  sour,  the  following 
mixture,  employed  by  Mr.  Jackson,  is  a  good  substitute : — 
Powdered  gum  tragacanth,  1  oz. ;  powdered  gum  arabic, 
2  oz. ;  white  sugar,  2  oz. ;  mixed  and  kept  in  a  dry  state. 
When  wanted,  mix  up  a  small  quantity  with  water  by  means 
of  a  brush,  called  by  painters  a  ^^ fitch  tool^  and  if  what  is  not 
used  be  kept  in  an  open  shallow  vessel,  it  will  dry  before  it 
becomes  mouldy,  and  may  readily  be  rubbed  up  again  with 
water. 

White-lead,  ground  in  linseed-oil,  will  be  required  for 
making  the  cells  described  at  page  286 ;  this  should  be  old, 


ON   GEBIENTS.  277 

but  free  from  all  rough  particles ;  it  may  be  mixed  up  on  a 
slab  with  a  small  quantity  of  gold-size,  and  if  a  little  litharge 
be  added,  it  will  dry  more  readily. 

Besides  the  above  described  cements  there  are  a  few  others 
so  useful  as  to  require  mention  here.  The  first  of  these  is 
known  in  conmierce  as  Suffffitt^s  Liquid  Jet;  it  is  said  to 
be  a  solution  of  bituminous  shale  in  naptha:  this  cement 
dries  in  a  few  minutes  and  is  admirably  suited  for  making 
thin  cells  as  well  as  for  securing  their  covers,  neither  spirit 
nor  turpentine  act  upon  it.  It  should  be  kept  tightly  corked, 
and  only  a  small  quantity  exposed  at  a  time. 

Coachmaker^  Black  Varnish  may  be  employed  as  a  substi- 
tute for  the  above,  but  it  does  not  dry  quite  so  quickly ;  this 
can  be  obtained  of  any  varnish  maker ;  but  that  sold  by  Mr. 
Penney,  251,  Tottenham  Court  Road,  is  very  excellent. 

Biack  Japan  is  a  good  cement  for  making  thin  cells  by 
Mr.  Shadbolt's  machine,  described  in  page  288 ;  it  possesses 
the  property  of  becoming  very  hard  and  tough  by  exposure  to 
a  gentle  heat  in  an  oven.  The  cells  of  Mr.  Topping,  also 
described  in  page  288,  are  prepared  of  this  material. 

In  all  cases  where  any  of  the  above  described  cements  are 
used,  it  must  be  borne  in  mind  that  too  much  should  not  be 
laid  on  at  once,  a  thin  coating  at  first,  and  a  thicker  when  the 
first  is  dry. 
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CHAPTER  V. 

ON    PRESERVATIVE   FLUIDS. 

The  preservative  fluids^  like  the  cexnents  before  described, 
require  to  be  varied  according  to  the  nature  of  the  structures 
they  may  be  employed  to  conserve ;  thus,  for  instance,  a  solu- 
tion of  salt,  alum,  and  corrosive  sublimate  in  water,  that  will 
keep  most  fleshy  substances,  will  destroy  others  that  contain 
bone;  hence  it  becomes  necessary  to  select  a  different  fluid 
for  each  of  these  structures,  and  of  all  the  various  kinds  that 
have  hitherto  been  employed,  with  the  single  exception  of 
spirit,  there  is  no  one  kind  that  is  universally 'applicable;  for 
large  preparations,  proof  spirit  will  answer  every  purpose ; 
but  as  this  is  rather  too  strong  for  most  of  the  cements  used 
by  the  microscopistj  it  has  been  ascertained  that  for  all  delicate 
structures  there  are  certain  proportions  of  alcohol  and  distilled 
water  that  will  be  sufficient  to  preserve  them,  and  vrill  not 
act  in  any  way  either  on  the  marine-glue,  gold-size,  or  asphal- 
tum.  The  following  fluids  will  be  found  the  most  generally 
useful. 

Spirit  and  Distilled  Water, — In  the  proportion  of  one  ounce 
of  alcohol  60®  above  proof,  to  five  of  distilled  water,  a  fluid 
may  be  made  that  is  capable  of  preserving  not  only  injections, 
but  the  elementary  tissues  both  of  animals  and  vegetables,  but 
all  the  colours  of  the  latter  will  be  destroyed. 

Acetate  of  Alumina. — This,  when  dissolved  in  distilled  water 
in  the  proportion  of  one  ounce  of  the  former  to  four  of  the 
latter,  will  preserve  even  very  delicate  colours,  and  when 
injected  into  the  blood  vessels  of  animals,  is  said  to  prevent 
decomposition,  and  forms  the  so  called  Gannal  process,  cm- 
ployed  very  much  on  the  Continent  for  the  preservation  of 
animal  structures  on  a  large  scale. 

Goadhfs  Fluids, — The  first  of  these,  and  the  one  for  which 
Mr.  Goadby  was  rewarded  by  the  Society  of  Arts,  consists  of 
four  ounces  of  bay  salt,  two  ounces  of  alum,  four  grains  of 
corrosive  sublimate,  and  two  quarts  of  boiling  water ;  these 
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ingredients  are  to  be  well  stirred,  and  the  solution  very  finely 
filtered.  These  proportions  form  a  strong  fluid,  but,  if  neces- 
sary, a  much  larger  quantity  of  water  may  be  added  without 
any  diminution  of  its  preservative  qualities.  Another  kind 
consists  of  three  pounds  and  a  half  of  bay  salt,  seven  grains  of 
corrosive  sublimate,  and  six  quarts  of  water ;  this  fluid,  from 
containing  no  alum,  is  not  so  liable  as  the  former  to  act  on 
Huch  structures  as  shell  and  bone.  Another  kind,  called  the 
arsenical  solution^  is  made  by  mixing  together  two  drachms  of 
arsenious  acid,  three  pounds  of  bay  salt,  and  six  quarts  of 
water;  to  dissolve  the  arsenic,  it  should  be  boiled  with  a 
portion  of  the  water  in  a  tin  saucepan.  All  the  above  fluids 
should  be  carefully  filtered  before  they  are  used. 

Solution  of  Creosote. — Creosote  does  not  readily  mix  wnth 
water,  but  if  in  a  very  minute  state  of  division  it  may  be 
suspended  in  it :  one  way  of  getting  a  solution  is  to  mix  it 
with  water  in  a  retort  and  distill,  the  water  will  come  over 
highly  chained  with  it.  One  objection,  however,  to  the  use  of 
this  solution  is  its  tendency  to  quit  the  water  and  adhere  as 
a  deposit  to  the  sides  of  the  vessel  in  which  it  is  contained. 
Mr.  Thwaites,  of  Bristol,*  recommends  a  fluid  into  which 
creosote  enters  as  an  ingredient  for  the  purpose  of  mounting 
preparations  of  algse ;  it  is  made  3S  follows : — 

Mr.  Thwaites^  Fluid, — To  sixteen  parts  of  distilled  water 
add  one  part  of  rectified  spirits  of  wine  and  a  few  drops  of 
creosote,  suflicient  to  saturate  it,  stir  in  a  small  quantity  of 
prepared  chalk,  and  then  filter :  with  this  fluid  mix  an  ^qual 
measure  of  camphor-water  (water  saturated  with  camphor), 
and,  before  using,  strain  ofl*  through  a  fine  piece  of  linen. 

For  the  same  purpose  Mr.  Balfs  recommends  the  following, 
viz.,  bay  salt  and  alum  of  each  one  grain,  to  be  dissolved  in  an 
ounce  of  distilled  water.  Mr.  Balfs  also  informs  us,t  that 
Mr.  Sidebotham  employs  distilled  water  alone  for  mounting 
delicate  specimens  of  algse,  and  when  the  last  coat  of  cement 
is  nearly  dry,  he  applies  a  fine  bronze  with  a  camel's-hair 
|)encil. 

*  Ralfs"  Desmidieoi,  page  40. 
t  Op,  City  page  42. 
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Glycerine, — This  fluid  (the  sweet  principle  of  fats  and  oils), 
lately  recommended  by  Mr.  Warington  for  preserving  delicate 
animal  and  vegetable  tissues^  has  many  advantages  over  other 
fluids,  not  only  in  keeping  the  green  colours  of  iniusoria,  but, 
as  it  evaporates  very  slowly,  it  may  be  employed  in  cells 
without  so  much  care  being  necessary  in  the  cementing  of 
their  covers.  It  is  miscible  with  water  in  all  proportions; 
the  most  convenient  strength  for  use  will  be  one  part  of 
glycerine  to  two  of  distilled  water ;  if  made  weaker  than  this, 
confervse  will  readily  grow  in  it  when  exposed  to  the  air,  but 
not  when  sealed  up  in  ceUs.  If  pure  glycerine  be  employed 
it  will  act  on  the  marine-glue,  and  from  its  highly  refracting 
properties,  many  delicate  structures  will  be  entirely  lost  in  it, 
as  in  Canada  balsam.  The  best  glycerine  is  procured  in  the 
manufacture  of  lead  plaster  (the  emplastrum  plumbi  of  the 
Pharmacopoeia);  it  also  remains  in  great  abimdance  after  the 
formation  of  soap ;  but  in  this  latter  case  it  always  is  mixed 
with  some  free  alkali,  which  renders  it  unfit  for  use. 

Castor  Oil  was  first  recommended  by  Mr.  Warington,  in 
1844,  as  a  medium  for  mounting  certain  classes  of  objects, 
especially  crystals;  he  has  also  found  that  it  answers  equally 
well  for  minute  fungi  and  parasitic  insects ;  before  being  em- 
ployed, it  should  be  carefully  examined,  to  see  that  it  be  per- 
fectly free  from  all  crystalline  deposit. 

Chromic  Acid  is  useful  for  mounting  some  very  delicate 
preparations;  it  was  first  used  by  Mr.  Warington,  in  1842, 
as  a  preservative  agent,  being  part  of  a  patent  for  a  new  mode 
of  tanning ;  it  has  since  been  employed  by  Mr.  Bowman  and 
M.  Briicke  to  harden  the  vitreous  humour  of  the  human  and 
other  eyes,  in  order  to  detect  its  real  structure.  Chromic 
acid  may  be  procured  in  the  crystalline  state,  and  should  be 
dissolved  in  so  much  water  as  will  render  the  tint  of  the 
solution  a  pale  straw  colour.  A  much  weaker  solution  than 
this  will  keep  most  animal  tissues. 

Salt  and  fVater. — A  solution  made  in  the  proportion  of  five 
gnuns  of  salt  to  an  ounce  of  distilled  water  will  answer  for 
keeping  very  many  animal  and  vegetable  structures ;  it  was 
first  recommended  by  Dr,  Cook,  more  than  twenty  years  ago. 
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We  are  told  that  Mr.  J.  T,  Cooper,*  in  the  course  of  a  series 
of  experiments  to  determine  the  best  fluid  for  preserving 
coloured  tissues,  also  found  that  salt  and  water,  to  which 
acetic  acid  had  been  added,  succeeded  extremely  well  for  this 
purpose;  such  a  mixture  will  also  answer  for  most  minute 
vegetable  tissues.  The  great  objection  to  the  use  of  all  saline 
fluids  is  the  growth  of  confervas  which  takes  place  in  them; 
this  may,  in  a  great  measure,  be  avoided  by  the  addition  of 
a  few  drops  of  creosote,  or  a  small  quantity  of  camphorated 
water. 

Napthcu — This,  when  mixed  in  the  proportion  of  one  part 
to  seven  or  eight  of  water,  will  make  a  good  preservative 
solution;  the  author,  by  accident,  having  placed  in  water 
some  portions  of  skin  to  macerate,  that  had  been  coarsely 
injected  with  a  material  into  which  naptha  entered  rather 
largely  as  an  ingredient,  was  surprised  to  find  them  perfectly 
free  from  decomposition  even  after  the  lapse  of  many  weeks;  the 
water  was  impregnated  with  naptha,  and  the  specimens  were  in 
excellent  condition,  having  imdergone  little  or  no  change. 

General  Directions. — It  may  here  be  stated,  that  for  all  large 
specimens,  such  as  injections,  the  spirit  and  water,  or 
Goadby's  first  solution,  may  be  used ;  and  for  others,  either 
the  creosote  or  glycerine  solutions,  as  those  containing  saline 
matter,  when  placed  either  between  glasses  simply,  or  in  the 
thin  glass  cells,  are  apt  to  crystallize  slowly,  and  interfere 
with  the  objects  that  are  mounted  in  them.  Goadby's  solu- 
tion, contiuning  salt,  alum,  and  corrosive  sublimate,  will  keep 
animal  structures  that  have  been  injected  with  size  and  ver- 
milion exceedingly  well ;  but  those  in  which  the  vessels  are 
filled  with  flake-white  will  have  that  substance  destroyed  in  a 
few  hours;  in  these  cases,  either  the  arsenical  or  the  spirit  and 
water  only  should  be  employed.  The  glycerine  fluid,  when 
kept  for  some  time,  is  apt  to  become  mouldy;  it  should,  there- 
fore, be  mixed  in  small  quantities,  and  then  only  a  few  hours 
before  it  is  required.  When  objects  are  to  be  mounted  in 
either  of  the  above  fluids,  it  must  be  laid  down  as  a  rule  that 
they  should  have  been  soaking  for  some  hours  in  the  same 

*  Microscopical  Jounmlj  vol.  i.,  page  184. 
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fluid,  or  in  a  fluid  of  a  similar  kind ;  this  should  be  more  par- 
ticularly attended  to  when  the  preparation  has  to  undergo 
dissection  in  water  previous  to  its  being  mounted.  It  has 
often  happened  to  the  author  to  find  a  preparation  that  had 
been  dissected  in  water,  and  mounted  in  a  cell  in  spirit  and 
water  immediately  after,  completely  covered  over  with  small 
air  bubbles  in  a  few  hours,  from  the  slow  admixture  of  the  two 
fluids.  With  Goadby's  solution  it  does  not  so  often  happen, 
but  with  this  a  white  sediment  will  be  sometimes  deposited  in 
the  bottom  of  the  cell  when  the  preparation  has  been  soaking 
in  spirit  for  some  time  previously.  When  the  operator  has 
more  than  one  specimen  of  a  rare  kind,  he  should  not  confine 
himself  to  moimting  them  all  in  one  fluid,  but  should  try  such 
others  as  in  liis  opinion  may  be  likely  to  succeed ;  a  note  of 
this  should  be  made  at  the  time  on  the  glass  slide,  and  the  date 
of  the  mounting  also  placed  thereon ;  such  records  will  be  of 
great  service  as  guides  to  future  operations. 

In  addition  to  the  fluids  employed  for  the  preservation  of 
objects,  there  are  certain  agents  now  coming  into  use  which 
are  solid  when  cold.  The  first  of  these  was  suggested  by  Mr. 
Wenham,  and  consisted  of  a  mixture  of  gelatine  and  treacle ; 
this  has  since  been  improved  upon  by  Mr.  H.  Deane,who,  in  a 
paper  lately  read  before  the  Microscopical  Society  of  London, 
recommends  the  following: — Gelatine,  1  oz. ;  water,  4  oz.; 
honey,  4  oz. ;  rectified  spirits  of  wine,  i  oz. ;  creosote,  6  drops. 
The  gelatine  is  to  be  soaked  in  water  until  soft ;  the  honey  is 
to  be  raised  to  the  boiling  heat  in  another  vessel  and  added 
to  the  moist  gelatine ;  the  whole  is  then  to  be  made  boiling 
hot;  when  it  has  somewhat  cooled,  but  is  still  perfectly 
fluid,  the  creosote  and  spirits  of  wine,  previously  mixed 
together,  are  to  be  added;  the  whole  is  then  to  be  filtered 
through  fine  flannel;  when  cold,  the  composition  is  in  the 
form  of  a  very  stiiF  jelly,  which,  on  being  slightly  warmed, 
becomes  perfectly  fluid.  A  mixture  of  gelatine  and  glycerine, 
afi  suggested  by  Mr.  De  la  Bue,  will  also  answer  the  same 
purpose.  The  mode  of  using  these  agents  will  be  described  in 
the  chapter  devoted  to  the  mounting  of  objects  in  Canada 
balsam. 
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CHAPTER  VL 

METHOD  OF  MOUNTING  OBJECTS  IN  FLUID. 

All  very  deUcate  animal  and  vegetable  tissues^  to  exhibit 
their  structure  clearly^  should  not  be  mounted  in  the  dry  way 
or  in  Canada  balsam^  but  in  some  preservative  fluid,  such  as 
spirit  and  water,  Goadby's  solution,  or  one  or  other  of  the 
fluids  which  have  already  been  enumerated* 

The  most  minute  structures,  such  as  the  vessels  of  plants, 
the  muscular  and  other  tissues  of  animals,  requiring  in  all 
cases  exceedingly  high  powers  for  their  due  exhibition,  must 
of  necessity  be  preserved  in  very  thin  cells,  with  a  small 
amount  of  fluid. 

The  best  method  is  as  follows : — Take  a  slip  of  thin  plate 
glass,  of  the  size  adopted  by  the  Microscopical  Society,  viz., 
three  inches  long  by  one  broad,  or  any  other  convenient  size, 
and  after  having  cleaned  it  thoroughly  by  washing  with  a 
dilute  solution  of  caustic  potash,  to  remove  all  grease,  let  it 
be  laid  flat,  and  a  drop  of  one  or  other  of  the  preservative 
fluids  presently  to  be  enumerated  placed  upon  it;  in  this  the 
object  is  laid,  and  after  having  been  properly  spread  out  with 
the  needle  point,  it  is  ready  to  receive  its  cover  of  thin 
glass.  This  cover  should  be  selected  with  care,  and  be  as 
thin  and  flat  as  possible;  when  freed  from  all  grease  by 
being  rubbed  with  caustic  potash,  it  should  be  wiped  with 
a  dean  cloth  or  chamois  leather,  and  when  finished  must 
be  held  in  the  middle,  not  with  the  fingers,  but  with  forceps. 
The  next  part  of  the  process  is  to  touch  its  edges  slightly 
with  one  or  other  of  the  cements  before  enumerated  (the 
simple  gold-size  will  be  found  to  be  the  best,  as  it  is  most 
free  fix>m  colour),  the  cover  being  held  with  the  forceps,  the 
brush  or  finger  with  a  very  small  quantity  of  the  gold-size, 
may  be  gently  passed  around  each  edge.  This  being  done 
the   next  step   is   to  lay  the  cover  upon  the  object,  which 
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is  eflFected  by  dropping  the  cover  gently  upon  the  fluid,  and 
pressing  it  lightly  to  exclude  all  the  excess,  and  to  leave  only 

a  thin  stratum  intervening  between  the  two 
glasses ;  the  excess  may  be  removed  either  by 
drawing  it  away  by  the  sucking  tube,  fig-  175, 
or  by  small  slips  of  blotting-paper.  After  this 
operation  is  finished,  a  thin  layer  of  cement  is  to 
be  placed  where  the  edges  of  the  cover  come  in 
contact  with  the  bottom  glass ;  when  this  is  dry, 
another  thin  layer  may  be  put  on,  until  the  angle 
between  the  two  glasses  is  nearly  filled  up.  The 
use  of  anointing  the  edges  of  the  cover  with  the 
cement  before  laying  it  on  the  fluid  is  to  prevent 
its  getting  wet,  and  by  that  means  hindering  the 
cement  &om  sticking.  Care  must  be  taken  to 
exclude  all  air  bubbles  from  between  the  cover 
and  bottom  glass,  otherwise  the  cement  will  run 
in,  especially  when  the  bubbles  are  near  the 
edge;  should  too  much  of  the  fluid  have  been 
drawn  out  from  between  the  glasses,  and  an  air 
bubble  be  left,  it  is  then  necessary  to  add  a  little 
more  of  the  fluid  at  the  edge  where  the  bubble 
is,  and  it  will  then  run  in  and  occupy  the  place 
of  the  bubble,  and  the  excess  of  fluid  may  be 
again  taken  away  in  the  maimer  before  described. 
Objects  mounted  in  this  way  seldom  keep  very 
long,  and  when  once  an  air  bubble  has  made  its 
appearance,  it  becomes  necessary  that  a  watch 
should  be  kept  upon  it,  lest  the  cement  also  run 
in  and  spoil  the  specimen.  When  an  object  possesses  any 
appreciable  thickness,  it  is  by  far  the  best  plan  not  to  mount 
it  in  this  manner,  but  to  adopt  one  or  other  of  the  following 
methods,  in  all  of  which  a  small  reservoir  is  employed  to 
contain  both  the  fluid  and  the  preparation ;  this  reservoir  is 
termed  a  cell;  various  forms  of  these,  which  will  be  particu- 
larized as  the  thin  glass  cell,  the  concave,  tubular,  and  drilled 
cells,  with  many  others,  here  require  separate  mention. 

In  order  to  prevent  the  cement  employed  in  the  flat  cell 


Fig.  175. 


METHOD  OF  MOUNTING  OBJECTS  IX  FLITID.  285 

from  ruDning  in  to  spoil  the  object,  the  author's  kte  brother, 
Mr.  Edwin  Quekett,  adopted  the  plan  represented  by  fig.  176, 
which  was  to  take  a  piece  of  writing  paper,  about  one-eighth 
of  an  inch  smaller 
each  way  than  the 
cover  to    be  em- 
ployed, and  from 
the  middle  of  this 
to  cut  a  square  or 
Fia.  176.  circular  hole   suf- 

ficiently large  to 
hold  the  object  After  tlie  fluid  had  been  placed  on  the  slide, 
and  the  object  depoated  in  it,  this  paper  cell  was  also  placed 
in  the  fluid,  and  when  adjusted  to  the  centre  of  the  slide,  the 
cover  was  laid  on  in  the  usual  manner,  the  paper  preventing 
the  cement  from  running  beyond  it  to  obscure  the  object 
Following  out  this  principle,  Mr.  Darker  baa  ingeniously  con- 
trived a  cell  of  the  form  represented  in  plan  by  A  B,  fig.  177, 
and  in  section  by  C.  These  cells  are  cast  in  glass  of  the  size 
j^  represented  by  A  B,  and, 

OC  in  order  to  prevent  the 

^Hi^^^^^^^a^     cement  from  running  in, 
^  the  sides  are  constructed 

Qj^j^  as  shown  by  G  D  B;  B 

C— ^  ^  being  the  outer  margin  of 

■  the  cell,  D  a  flat  surfece 

^'  for  the  cover  to  rest  on, 

and  G  a  groove  between  it  and  the  inner  margin.  These  cells 
are  cemented  to  the  slides  in  the  usual  manner,  either  with 
marine^lue  or  asphaltum  dissolved  in  turpentine,  the  method 
of  cementing  down  the  cover  is  the  same  as  in  the  other  forms, 
a  small  quantity  of  gold-dze  being  applied  around  its  edge 
eidier  with  a  brush  or  the  finger  before  it  is  placed  on  the  fluid 
within  the  cell ;  should  there  be  any  tendency  in  the  cement 
to  run  under  the  cover,  it  must  first  fill  up  the  groove  before 
it  can  get  into  the  cavity  where  the  object  is.  The  under 
surface  of  this  form  of  cell  can  be  ground  sufficiently  thin  to 
enable  a  quarter  of  an  inch  object-^lass  to  view  any  object 
contained  within  it 
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The  Concave  Cell. — This  consists  of  a  slide  of  plate-gla^, 
rather  thicker  than  ordinary,  in  the  centre  of  which  a  concave 
cell  or  pond  has  been  ground  out,  and  either  left  in  the  rough 
state  or  polished ;  it  may  be  either  of  the  form  represented  in 
fig.  178  or  fig.  179,  and  the  method  of  mounting  objects  in  it 

p.    .yg  is  the  same  as  in  the  flat 

cell;    a  thin  layer  of  the 

-^  <^r*~^  yO  gold-size  or  other  cement 

(^  — ^     is  to  be  placed  around  the 

margin  of  the  cover  as  in 
the  case  of  the  flat  cell,  and 
the  excess  wiped  off  with 
the  finger.  The  fluid  is  to 
*^'       '  be  placed  in  the  concavity, 

and  the  cover  dropped  on  as  in  the  preceding  descriptions,  but 
the  cover  should  be  so  much  larger  than  the  cell,  as  to  leave  a 
margin  of  one-eighth  of  an  inch  around  it.  This  form  of  cell, 
when  polished,  does  very  well  for  many  objects  where  accurate 
definition  of  the  surface  only  is  required ;  and,  when  unpol- 
ished, is  most  useful  for  thin  opaque  objects,  such  as  pieces 
of  injection,  leaves  of  plants,  &c,  &c.,  that  are  too  thick  to  be 
mounted  between  two  flat  pieces  of  glass. 

White  Lead  Cell. — A  very  convenient  and  durable  form  of 
cell  may  be  made  by  spreading  some  old  white  lead,  that  has 
been  ground  in  oil,  on  one  of  the  slides  that  measure  three 
inches  by  one,  taking  care  to  leave  an  aperture  or  pond  in 
the  centre  a  little  larger  than  the  object;  the  lead  may  be  laid 
on  of  a  thickness  equal  to  that  of  the  object.  Spirit  and  water, 
or  other  fluid,  is  to  be  placed  in  the  pond,  and  the  object  de- 
posited in  it ;  the  thin  glass  cover,  which  should  be  as  large  as 
convenient,  is  to  be  put  on  obliquely,  and  pressed  firmly  down 
into  the  white  lead,  taking  care  to  exclude  all  air  bubbles. 
The  author  has  objects  in  his  possession,  quite  perfect,  which 
were  mounted  eleven  years  ago.  Mr. William  Valentine,  who 
has  adopted  this  plan  for  many  years  with  complete  success, 
uses  a  little  trowel  of  box  or  other  hard  wood  of  the  shape 
represented  by  fig.  180  to  plaster  down  the  wliite  lead  and 
press  the  glass,  and  a  more  convenient  instrument  for  the 
purpose  cannot  be  devised.     Wlien  Mr.  Valentine  first  com- 
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menccd  this  plan  of  mounting,  thin  glass  was  not  to  be  met 
with,  he  was  therefore  obliged  to  use  a  stout  piece  of  mica ; 


Fig.  181. 


Fig.  180. 

with  this  his  objects  have  kept  perfect  for  many  years.  Mr. 
Holland,  whose  name  has  been  frequently  mentioned  as  the 
inventor  of  the  triplet  object-glass,  has  recommended*  a  cell 
of  the  form  represented  by  fig.  181,  as  useful  for  many  objects 

that  require  a  high  power,  a  h 
exhibits  a  glass  slide,  on  which  is 
painted,  with  white  lead  (worked  up 
with  one  part  linseed-oil  and  three  of 
spuit  of  turpentine),  a  pondor  cell,c  c, 
enclosing  a  space,  d.  Glasses  so  pre- 
pared with  cells  of  any  size  or  shape 
must  be  allowed  to  dry  before  they  are  used  The  method 
of  mounting  objects  within  this  form  of  cell  is  thus  described: 
— "  A  drop  of  fluid  containing  the  object  is  placed  within 
the  space  <f,  and  a  piece  of  mica  of  the  same  size  as  the 
part  painted  dropped  on  the  fluid;  but  care  must  be  taken 
that  the  drop  be  not  in  sufficient  quantity  to  touch  the  inner 
margin  of  the  cement.  That  being  accomplished,  take  some 
almond  oil  in  a  hair  pencil,  and  pass  it  lightly  and  slowly 
round  the  edges  of  the  mica:  the  oil  will  insinuate  itself 
under  it,  and  will  surround  the  object  without  mixing  with  it. 
When  the  oil  is  cleaned  ofl*,  a  coating  of  the  white  lead  may  be 
laid  round  the  edges  of  the  mica,  extending  about  one-tenth 
of  an  inch  within  and  without  it.'' 

The  two  following  methods  of  mounting  very  delicate  objects, 
such  as  DesmidieaB,  have  been  recommended  by  Mr.  Thwaites-f 
The  first  consists  in  marking  out  on  the  glass  slide  a  cell  of  the 
required  shape  with  gold-size,  thickened  either  with  litharge, 
red-lead,  or  lamp-black:   these  materials  are  to  be  mixed 


*  Vol.  xlviii.,  Transetctions  of  the  Society  of  ArU,  page  123. 

f  Rolfs*  DesmidiecBy  page  40. 
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together  on  a  slab  and  laid  on  the  slide  as  soon  as  possible^  as 
this  mixture  quickly  becomes  hard.  In  the  second,  where 
deeper  cells  are  necessary,  marine-glue  is  used :  this  must  be 
melted  and  dropped  upon  the  slip  of  glass,  and  flattened  when 
warm  with  a  piece  of  wet  glass,  and  what  is  superfluous  cut 
away  with  a  knife,  so  as  to  leave  only  the  walls  of  the  cell ; 
these,  if  they  have  become  loosened,  may  be  made  firm  again 
by  warming  the  under  surface  of  the  slip  of  glass.  The  sur- 
faces of  these  cells  may  be  made  flat  by  rubbing  them  on  the 
metal  plate  with  emery  and  water.  The  plan  of  laying  down 
and  of  cementing  the  thin  cover  is  the  same  as  that  for  the 
flat  and  other  ceUs  before  described. 

Mr.  Topping  prepares  cells  for  receiving  minute  prepara- 
tions in  the  following  manner : — He  takes  a  slip  of  glass  and 
lays  on  it  two  thin  pieces  of  mahogany  of  the  size  of  the  glass ; 
each  has  a  hole  of  the  required  figure  cut  in  the  centre ;  in 
one  piece  the  hole  is  the  size  of  the  outer  margin  of  the  cell, 
in  the  other  of  the  inner  margin.  These,  when  laid  over  the 
glass,  afford  the  means  of  marking  out  with  a  writing  diamond 
the  space  to  be  occupied  by  the  cell,  which  must  be  filled  up 
with  black  japan.  The  glass  is  now  to  be  transferred  to  an 
oven,  the  heat  of  which  should  be  raised  gradually  to  prevent 
the  japan  from  blistering,  and  if  care  be  taken  in  this  part  of 
the  process,  a  cell  so  made  will  resist  the  action  of  proof  spirits 
For  the  construction  of  cells  for  mounting  objects  in  fluid,  the 
following  very  simple  and  efficacious  method  is  adopted  by 
Mr.  G.  Shadbolt,  having  the  threefold  advantages  of  neatness, 
rapidity  of  execution,  and  great  economy. 

It  frequently  happens  that  it  is  desirable  to  preserve  in  fluid 
an  object  of  such  extreme  thinness,  that  even  the  thin  glass 
cell  is  too  thick,  such  as  the  cuticles  of  some  vegetable  pre- 
parations, desmidieaB,  &c.  To  make  cells  adapted  for  such  pur- 
poses, and  others  somewhat  thicker,  as  a  complete  substitute 
for  thin  glass  cells,  a  little  instrument  contrived  by  Mr.  Shad- 
bolt,  and  shown  at  fig.  182,  will  be  found  highly  usefiiL  It 
consists  of  a  piece  of  well  -seasoned  mahogany  or  other  wood, 
about  an  inch  in  thickness  and  of  about  9  inches  by  3^.  To 
this  are  attached  two  flat  mahogany  wheels,  a  a,  both  ^  inch 
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thicks  and  3|  inches  in  diameter,  which  are  made  to  turn 
together^  and  in  opposite  directions,  by  means  of  a  silken  cord 


Fig.  182. 

crossed.  A  handle,  6,  is  attached  to  one  wheel,  and  a  little 
spring,  c,  formed  like  the  letter  Y,  to  the  other ;  this  spring 
is  capable  of  being  raised  by  pressing  the  tail  of  the  Y.  An- 
other piece  of  mahc^any,  d,  is  attached  to  the  base,  so  as  to 
surround  about  one-third  of  the  wheel  carrying  the  spring, 
and  should  be  sufficiently  thick  to  be  slightly  elevated  above 
the  said  spring;  this  is  intended  as  a  support  to  the  hand.  The 
screws  or  centres  on  which  the  wheels  move,  e  e,  must  not 
project  in  the  dightest  degree  beyond  the  wood.  A  few  cir- 
cular lines,  from  an  inch,  as  the  extreme,  to  any  smaller  size, 
should  be  drawn  on  the  wheel  with  the  spring.  Having  raised 
the  Y  spring,  by  pressing  the  end,  e,  place  on  the  wheel  a  slip 
of  glass  of  the  usual  si^e,  and  adjust  it  so  that  none  of  the  cor- 
ners project ;  if  the  wheel  be  made  of  the  size  named  (3| 
inches),  it  will  then  be  centred  in  one  direction,  and  may  be 
readily  centred  perfectly  by  means  of  the  largest  ring  drawn 
on  the  wheeL  Having  dipped  a  camel's  hair  pencil  into  some 
appropriate  cement,  hold  it  to  the*  glass,  at  the  same  time 
causing  the  latter  to  revolve,  by  means  of  the  second  wheel 
with  the  handle,  a  very  neat  circular  cell  will  thus  be  formed. 
The  best  kinds  of  cement  for  this  purpose  are  either  the 
asphaUe  cement,  described  page  275  of  this  work,  or  the 
japanners'  gold  size,  or  a  mixture  of  the  two  in  equal  propor- 
tions. If  one  coating  be  not  thick  enough  for  the  purpose 
intended,  another  can  be  laid  on  as  soon  as  the  first  is  diy,  as 
there  is  no  difficulty  in  centering.  In  making  cells  with  the 
asphalte  cement,  a  coating  of  gold- size  should  always  be  laid 
on  at  last,  in  order  to  prevent  its  becoming  too  brittle,  and  the 
19 
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first  coating  is  always  best  of  aephalte  alonc^.as  it  adheres 
more  strongly  to  the  glass  than  the  gold-size,  which  is  apt  to 
peel  oflf  unless  it  is  hahed^  as  soon  as  the  first  coat  is  laid  on. 
This  apparatus  is  also  of  great  assistance  in  cementing  on  the 
covers,  both  of  the  ceUs  made  by  it  and  also  of  the  ordinary 
glass  cells,  as  they  are  not  only  cemented  on  much  more  neatly 
than  by  hand,  but  what  is  of  more  importance,  with  less  dan- 
ger of  disarranging  the  contents. 

Mr.  Shadbolt  has  also  a  method  of  making  cells  of  greater 
thickness,  of  marine-glue,  mentioned  at  page  275 ;  his  process 
is  as  follows : — Having  procured  two  piU  slabs  of  about  6  inches 
square,  of  marble,  glass,  or  earthenware,  as  flat  as  possible,  5 
gun  punches,  the  largest  being  J  of  an  inch  in  diameter,  and 
the  smallest  f  of  an  inch,  the  others  intermediate,  also  a  small 
pipkin ;  a  little  of  the  glue  is  gently  melted  in  the  pipkin,  the 
two  pill  slabs  are  then  wetted  with  cold  water,  and  some  of 
the  melted  glue  is  dropped  on  one  of  them,  and  the  other  is 
immediately  pressed  upon  it,  so  as  to  force  it  into  a  thin  sheet, 
the  thickness  depending  on  the  amount  of  pressure.  In  a  few 
moments  the  slabs  may  be  separated ;  sometimes  they  adhere 
so  strongly,  notwithstanding  the  water,  that  the  assistance  of 
a  large  dinner  knife  is  required  to  disunite  thenu 

When  a  sufficient  number  of  sheets  has  been  thus  formed, 
lay  one  on  a  piece  of  flat  wood  or  cardboard,  and  with  the  largest 
punch  pressed  on  it,  cut  it  into  a  number  of  discs ;  with  the 
second  sized  punch  cut  out  the  centre  of  these,  leaving  only 
rings  of  glue ;  the  third  sized  punch  may  be  used  on  the  smaller 
discs  cut  out  of  the  large  ones,  and  so  on  to  the  smallest ;  thus 
foureued  rings  will  be  formed.  It  is  now  necessary  to  harden 
the  rings  of  glue,  and  to  fix  them  to  the  glass  slides,  which  may 
be  both  done  at  one  operation.  Place  the  requisite  number 
of  glass  slips  on  a  tray  or  piece  of  wood,  and  make  them 
tolerably  hot  in  an  oven;  as  soon  as  they  are  taken  out, 
carefully  drop  a  ring  of  ^ue  on  each,  in  the  exact  place  where 
required,  the  rings  of  glue  will  immediately  melt,  and  by 
keeping  up  a  gentle  warmth  ttiay  be  made  as  liard  as  is 
desired ;  they  will  also  be  very  firmly  attached  to  the  glass  by 
this  process.     The  slides  must  be  kept  the  whole  time  in  a 


METHOD  OF  MOUNTING  OBJECTS  IN  FLUID.  291 

horizontal  portion,  to  prevent  more  of  the  glue  getting  on  one 
side  than  the  other.  When  allowed  to  cool,  but  before 
becoming  quite  hard,  a  piece  of  cold  glass  should  be  pressed  on 
the  top  of  each  ring,  and  left  there  till  cold ;  this  is  to  cause 
the  ring  to  be  quite  flat  at  top,  ready  for  the  reception  of  the 
cover.  On  pulling  the  glasses  apart,  it  will  be  found  that  the 
glue  will  readily  separate  from  the  glass  that  was  cold,  and 
remain  firmly  fixed  to  the  other.  The  covers  can  be  cemented 
on  when  the  cells  are  filled,  by  means  of  the  apparatus  pre- 
viously described. 

The  Thin  Glass  Cell — The  cell  represented  by  fig.  183  was 
first  employed  by  Mr.  Goadby,  and  consists,  as  its  name 

implies,  of  a  piece  of  thin  glass,  such  as  is 
used  for  covers,  about  three-quarters  of  an 

Oinch  square,  out  of  which  a  round  hole, 
varying  from  one-half  to  five-eighths  of  an 
inch,  has  been  drilled.  In  order  to  make 
this  usefrd,  it  is  to  be  cemented  to  one  of 


F*    183  ^^  slides  of  plate-glass  with  marine-glue, 

'°'       '  in  the  manner  previously  described  at  page 

271.  After  the  cell  has  been  properly  cleaned,  as  there 
directed,  it  is  ready  to  receive  the  intended  object,  which  is  to 
be  mounted  as  follows: — A  small  quantity  of  gold-size  is  to  be 
placed  upon  the  niargins  of  the  cell,  and  as  much  as  possible 
wiped  off  with  the  finger  (taking  care  that  the  size  is  wiped 
away  bota  the  hole  of  the  cell  and  not  towards  \t)^  the  fluid 
in  which  the  object  is  to  be  mounted  must  now  be  placed  in 
the  cell  (and  it  is  always  a  good  plan  to  put  in  rather  more 
than  is  used),  and  after  the  object  has  been  properly  arranged, 
the  cover  previously  cleaned  and  anointed  on  its  edges,  as  in 
the  case  of  the  flat  cell,  is  to  be  laid  on  the  fluid  and  pressed 
down,  and  the  excess  removed  from  its  edges  by  the  blottixig 
paper  or  sucking  tube,  and  the  cement  laid  on  in  the  manner 
before  described.  When  these  cells  are  not  sufficiently  thin, 
they  may  be  readily  made  so  by  rubbing  them  down  on  the 
metal  plate  described  in  page  264,  with  some  fine  emery  and 
water.  It  is  a  good  plan  always  to  give  them  a  rub  on  the 
metal,  not  only  in  order  that  they  may  be  rendered  flat, 
19* 
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which  they  rarely  are,  but  because  a  ground  surface  is  cal- 
culated to  give  firmer  hold  to  the  cement  than  one  which  is 
polished. 

The  author  prefers  this  form  of  cell  to  any  other,  even  for 
the  most  delicate  tissues,  and  both  cell  and  cover  can  be  made 
so  thin,  that  an  eighth  of  an  inch  object-glass  can  be  used. 
The  fiat  cell,  however  carefully  prepared,  is  almost  certain 
to  leak  after  a  time,  and,  from  its  contiuning  such  a  small 
amount  of  fiuid,  a  very  short  period  will  elapse  before  the 
object  within  it  is  found  perfecUy  dry ;  but  in  the  thin  glass 
cell  there  is  more  fiuid,  and  any  led^ing  is  made  evident  by 
the  formation  of  an  air  bubble;  when  the  bubble  gets  very 
large,  the  cover  can  easily  be  removed,  and  the  object  re- 
moimted  without  its  having  first  been'allowed  to  get  dry. 

When  thicker  objects,  such  as  injections  or  other  opaque 
animal  structures,  require  to  be  mounted,  it  is  necessary  to 
have  a  much  deeper  form  of  cell  than  any  of  the  preceding ; 
these  may  be  made  of  all  depths  and  diameters  by  having 
transverse  slices  cut  from  glass  tubes,  and  may  be  denominated 
the  tube  celb;  one  of  them  is  shown  in  fig.  184,  and  when 
cemented  to  a  slide  in  fig.  185.    The  tube  should  be  rather 


Fig.  184.  Fig.  185. 

thick,  at  least  one-eighth  of  an  inch,  in  order  that  the  cells 
may  hold  firmly  to  the  bottom  glass.  These  cells  may  be 
made  of  all  diameters  between  the  one-fourth  of  an  inch  and 
an  inch-and-a-half — they  may  be  even  made  larger,  if  required ; 
the  author  has  had  some  cut  from  stout  bottles  and  from  the 
necks  of  decanters,  that  are  as  much  as  two  inches-and-a-half 
in  diameter. 

Some  exceedingly  good  and  useful  cells  may  be  made  from 
glass  which  has  been  moulded  or  cast  into  rectangular  tubes ; 
slices  cut  transversely  from  these,  of  the  shapes  and  sizes 
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shown  hj  the  following  figures,  will  be  found  the  most  con- 
yenient,  figs.  I865  IS?,  188,  being  for  the  glass  slides  of  one 


Fig.  186. 


Fig.  187. 


Fig.  188. 


inch  in  width,  whilst  fig.  189  is  intended  for  the  slides,  which 


Fig.  189. 

are  one  inch-and-a-half  or  more  in  width.  These  cells  are 
cheaper  than  those  which  are  drilled  in  plate-glass,  and  are 
quite  as  neat  in  appearance.  Fig.  190  represents  one  of  this 
form  cemented  to  a  slide  and  ready  for  use. 


Fig.  190. 

DriUed  Cells. — These  are  composed  of  pieces  of  plate-glass 
of  any  convenient  size,  out  of  the  middle  of  which  either  a 
circular  or  oval  hole  has  been  drilled,  the  depth  of  the  cell 
depending  in  all  cases  on  the  thickness  of  glass  used;  when 
required  to  be  very  thick,  two  or  more  cells  of  equal  size  may 


be  cemented  together, 
balsam;  figs.  191, 192, 


n 

Fig.  191. 

a 


Pig.  193. 
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either  with  the  marine^lue  or  Canada 
1 93,  represent  three  convenient  shapes, 
and  figs.  194,  195,  196,  one  of  each 
cemented  to  a  slide  or  bottom  plate 
of  glass ;  these  cells  have  many  advan- 
t^CB  over  others,  ae  any  number  may 
be  made  of  one  thickness,  they  may 
also  be  made  perfectly  square  outade, 
and  yet  the  cavity  or  cell  within  may 
be  either  oval  or  circular,  which  is 
oflen  desirable. 

The  method  of  cementing  them  to 
the  bottom  glass  is  the  same  as  that  for 


^ 


Fig.  196. 


other  forms  of  cells.  Being  made  of  plate^lass  they  are  very 
fiat,  and  from  not  being  ground  their  surfaces  will  allow  light 
to  pass  through  when  Canada  balsam  or  very  thin  marine- 
glue  is  the  cement,  hence  they  may  be  employed  with  the 
Lieberkuhn.  This  and  the  succeeding  form  of  cell  were  first 
suggested  and  used  by  Mr.  Goadby. 

Built-up  CeUg, — These  consist  of  four  pieces  of  glass  of  con- 
venient size,  which  are  cemented  to  form  an  oblong  or  square 
celL     The   simplest   form,  and   one  which  will  answer  the 
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purpose  of  either  the  thin  glass  cell  or  the  tubular  or  drilled 
cell,  when  these  are  not  at  hand,  may  be  thus  made :  Take  a 
piece  of  glass  of  the  required  shape  and  thickness,  say  one 
inch  long  and  three-fourths  wide,  and  mark  out  on  it,  with  a 
writing-diamond  or  ink,  the  size  of  the  cell  you  wish  to  make, 
as  e  in  fig.  197,  continue  the  lines  to  the  edge  of  the  glass  as 
shown  by  dots  at  a  b  c  d.  Now,  with  a  cutting-diamond, 
make  four  cuts  in  the  direction  of  the  lines  aby  a  c;  b  dy  c  d; 
reject  the  middle  piece,  e;  and  cemen^  the  four  outside 
pieces  to  the  slide  in  the  same  manner  as  one  of  the  other 
forms  of  cell,  taking  care  always  to  put  the  pieces  in  the  order 
in  which  they  were  before  they  were  cut  off;  this  is  known 

by  making  little  marks  or  lines  in 
each  comer,  so  that,  when  the 
pieces  are  separated,  one  half  of  the 
mark  may  be  on  one  side  and  the 
other  half  on  the  opposite,  as  seen 
in  the  above  figure;  this  will  serve 
Fig.  197.  as  a  guide  to  fit  the  pieces  pro- 

perly together,  and  when  a  little 
marine-glue  is  placed  between  the  joints,  the  four  pieces  will 
be  held  as  firmly  together  as  if  they  were  a  solid  mass.  Should, 
however,  the  pieces  not  be  brought  down  to  a  uniform  level, 
the  cell  may  be  rubbed  on  the  metal-plate  with  emery,  and  be 
thus  reduced  to  any  convenient  thinness.  Cells  made  in  this 
way  of  the  thin  glass  answer  exceedingly  well,  and,  when 
properly  cemented,  will  form  an  excellent  substitute  for  any 
of  the  other  kinds ;  they  may  be  made  of  all  thicknesses  of 
glass,  from  that  used  for  covers  up  to  the  thickest  plate  that 
the  operator  can  cut  slips  from  with  the  diamond. 

Thicker  cells,  as  represented  by  fig.  198,  may  be  made  of 
four  narrow  strips  of  stout  plate-glass,  cemented  together  as  in 
the  preceding  specimen,  upon  a  bottom  piece  of  thinner  plate; 
but  care  must  be  taken  that  the  ends  of  the  sides,  cdj  and  the 
edges  of  a  6  be  ground  flat,  and  that  the  joints  be  firmly 
cemented.  Strips  of  plate-glass,  from  one-eighth  to  half-an- 
inch,  may  be  obtained  at  the  looking-glass  makers,  or  may 
even  be  cut  by  the  diamond,  which  will  answer  verj^  well  for 
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this  purpose,  as  all  inequalitiee  of  eur&ce  ma.j  be  ground 
down  on  the  metal>plate. 


When  much  deeper  cells  than  these  are  required,  we  must 
employ  the  glaaa  box,  also  the  inTCution  of  Mr.  Goadby. 

This  coDsiBte  of  four  pieces  of  thick  plate^laas,  abed, 
cemented  togetherupon  a  bottom  piece  or  slide  by  their  edges, 
as  seen  in  fig.  199.     The  edges  are  ground  flat,  and  the  ddes. 


Fig.  199. 

c  d,  made  rectangular;  this  form  of  cell  is  not  so  easily 
cemented  as  any  of  the  preceding,  and  when  the  marine-glue 
is  once  melted  upon  the  edges,  the  pieces  should  all  be  put 
together  as  speedily  as  poeuble,  so  that  one  part  otay  not  be 
made  much  hotter  than  the  other,  otherwise  the  glue,  when 
over-heated,  is  apt  to  get  thick  and  dry  up. 

These  cells  or  boxes  may  be  made  of  any  size  to  suit  pai^ 
ticular  preparations,  but  in  proportion  to  the  dimenaions  so 
ought  the  tUckness  of  the  plate-glass  to  increase ;  it  must, 
however,  be  borne  in  mind,  titat  the  box  should  not  be  deeper 
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thao  18  necesBaiy  to  hold  the  preparation,  otherwise  the  Istter 
could  only  be  examined  with  a  m^nifier  of  low  power. 

Method  of  Mounting  O^eettinDeep  Cells. — For  this  purpose 
it  will  he  requisite  to  be  provided  with  a  bottle  and  glass  tubes 
of  the  shapes  represented  by  fig.  200  and  fig.  201.  The  bot- 
tle is  required  to  contain  the  spirit  or  other  fluid  about  to  be 
used  for  mounting  the  preparation,  it  should  be  of  the  shape 
represented  by  a,  fig.  200,  having  a  wide  mouth,  into  which 
b  fitted  loosely  a  cork,  b,  with  a  tube,  c,  passed  through  its 


Fig.  200.  Fig.  201. 

centre ;  the  tube  should  not  touch  the  bottom  of  the  bottle. 
The  cell  and  thin  glass  cover  having  been  properly  cleaned, 
and  the  object  prepared  for  mounting,  the  edges  of  the  former 
are  to  be  anointed  with  a  small  quantity  of  gold-uzc,  the 
cell  is  then  to  be  filled  with  the  preservative  fluid  by  means 
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of  the  tube,  c ;  if  any  air  bubbles  be  seen  at  the  bottom  of  the 
cell,  they  should  be  touched  with  a  sharp  pointed  instrument, 
and  be  conducted  by  it  to  the  top,  where  they  will  burst,  and 
00  disappear.  The  preparation  (which  we  will  suppose  to  be 
a  piece  of  injected  mucous  membrane)  having  been  cleaned 
and  soaked  for  a  little  time  in  a  similar  fluid  to  that  in  which 
it  is  about  to  be  mounted,  must  be  placed  in  the  cell,  and 
moved  about  in  the  fluid,  so  that  all  air  bubbles  may  be  got 
rid  of,  the  thin  glass  cover  is  then  to  be  placed  on,  and  all  the 
superfluous  fluid  either  drawn  away  by  the  sucking- tube, 
fig,  201,  or  by  the  blotting-paper,  as  previously  described,  the 
use  of  the  bulb  in  the  tube  being  to  prevent  the  fluid  from 
rushing  suddenly  to  the  mouth.  When  both  the  edges  of  the 
cell  and  cover  are  dry,  a  thin  layer  of  one  of  the  cements  must 
be  applied  to  them,  this  layer  should  be  allowed  to  get  hard 
before  another  is  laid  on ;  when  much  of  the  cement  is  used 
at  first,  it  is  apt  to  run  into  the  cell,  which  may  be  avoided  by 
keeping  the  first  layer  very  thin,  and  adopting  the  precaution 
of  letting  it  harden  before  the  application  of  the  second.  In 
order  to  ^ve  neatness  to  the  appearance  of  the  mounting,  the 
last  coating  may  consist  of  black  or  red  sealing-wax  varnish, 
or  the  edges  may  be  covered  with  bronze  powder,  or  even 
with  gold  leaf,  both  of  which  will  adhere  if  applied  before  the 
last  layer  of  cement  is  quite  dry.  The  object  to  be  mounted 
and  the  preservative  fluid  should  be  kept  as  free  from  particles 
of  dust  as  possible,  and  to  prevent  the  admission  of  these  into 
the  fluid,  the  employment  of  the  bottle  shown  by  fig:  200  is 
recommended ;  should,  however,  some  foreign  particles  have 
gained  entrance,  they,  in  all  probability,  after  a  little  time, 
will  sink  to  the  bottom  of  the  bottle,  where  they  will  be  out 
of  the  reach  of  the  end  of  the  tube,  if  adjusted  as  represented 
in  the  figure. 

To  prevent  the  cement  ftom  running  into  the  cell,  or  the 
marine-glue  from  covering  more  than  certain  portions  of  the 
bottom  of  the  same  when  fastened  to  a  slide,  Mr.  Rainey  has 
contrived  the  following  forms.  One  of  these,  consisting  of  a 
plate  of  glass  about  one-eighth  of  an  inch  in  thickness,  and 
one  inch  square,  with  a  hole  through  the  centre,  is  shown  by 
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Fig.  202. 


Fig.  203. 


fig.  202 ;  around  the  hole  a  channel  or 
groove  is  made,  the  object  of  which,  as 
in  Mr.  Barker's,  shown  by  fig.  177,  is 
the  prevention  of  the  entrance  of  the 
cementing  material  within  it.  Another 
form  calculated  to  answer  a  similar  pur- 
pose, is  shown  by  fig.  203 ;  in  this  the 
hole  does  not  extend  through  the  glass, 
and  the  bottom  of  it  may  be  either 
polished  or  rough ;  on  the  under  surface 
of  the  cell  there  is  a  groove  as  in  fig. 
202,  so  that  when  marine-glue  is  em- 
ployed to  fasten  it  to  a  slide,  the  glue 
will  be  all  kept  outside  the  groove,  and 
an  object  contained  in  a  cell  of  this 
kind  can,  if  required,  be  examined  by 
transmitted  light 
Whilst  treating  of  the  different  forms  of  cells  and  boxes  for 
containing  large  preparations  that  require  the  aid  of  the 
microscope  for  their  due  exhibition,  it  may  be  as  well  here  to 
allude  to  the  method  employed  by  Mr.  Dennis,  the  manufac- 
turer of  these  boxes  for  Mr.  Goadby  and  others,  to  render 
them  better  fitted  to  withstand  the  expansive  power  of  the 
fluid  they  contain ;  for  this  piupose  he  has  found  it  necessary 
to  strengthen  the  joinings  of  the  sides  and  ends  by  what  he 
terms  angle-pieces ;  these  are  slips  of  plate-glass,  ground  into 
a  three-sided  prismatic  shape,  which  are  cemented  to  the  inside 
of  the  box,  so  as  to  fill  up  all  the  angles  made  by  the  sides 
and  bottom,  and  the  ends  and  sides,  and  likewise  to  strengthen 
the  joints  on  the  outside,  by  cementing  strips  of  plate-glass 
over  them,  in  order  to  prevent  the  sides  from  bursting 
outwards.  Although  this  is  a  tedious  process,  the  operator, 
nevertheless,  will  be  well  repaid  for  his  trouble  by  the  greater 
durability  of  the  work. 

The  method  of  cleaning  the  inside  of  the  box,  and  the 
putting  on  of  the  cover,  is  the  same  as  has  been  described  in 
the  smaller  cells;  to  get  rid  of  air  bubbles,  it  is  advisable  to 
pour  into  it  much   more  fluid  than   is  required  to  fill  it. 
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the  excess  will  escape  at  the  sides,  and  if  the  pouring  be  kept 
up  for  a  few  minutes,  all  the  bubbles  and  foreign  bodies  in  the 
liquid  which  may  have  been  washed  from  the  preparation 
will  be  removed.  The  cement  employed  for  the  cover  by 
Mr.  Qoadby  was  gold-size  and  lamp-black,  but  Mr.  Dennis 
adopts  the  following  plan: — In  the  covers  of  large  boxes  he 
drills  a  small  hole,  and  fits  a  cork  into  it,  and  places  the  pre- 
paration in  the  cell  with  sufficient  fluid  to  cover  it,  but  not 
enough  to  reach  within  half-an-inch  of  the  top.  He  then 
cements  on  the  cover  with  marine-glue  by  means  of  a  hot 
iron,  and  fills  up  the  box  with  the  preservative  solution 
through  the  hole ;  by  a  little  shaking,  all  air  bubbles  can  be 
got  out,  the  box  should  be  allowed  to  remain  a  few  days,  and 
when  no  more  bubbles  make  their  appearance,  the  cork  is 
put  in  and  cut  off  level  with  the  top  of  the  cover,  and  a  thin 
piece  of  glass  is  cemented  over  it  to  keep  it  in  its  place.  All 
the  joints  of  the  box  are  now  cemented  with  marine-glue,  and 
the  cover,  being  fastened  on  with  the  glue,  is  held  much  more 
firmly  than  by  any  of  the  other  more  liquid  cements. 

A  small  box,  a  by  with  mitred  sides,  c  c,  and  strengthened 
both  with  angle  pieces  in  the  inside  and  strips  on  the  outside, 
dy  is  represented  by  fig.  204 ;  this  will  be  found  to  be  a  much 


Fig.  204. 

more  durable  kind  than  that  shown  by  fig.  199.  If  the  pre- 
paration to  be  mounted  in  one  of  these  boxes  be  required 
to  be  kept  in  the  middle  of  the  box,  or  if  it  be  necessary  that 
any  part  of  it  should  be  spread  out  for  its  better  display,  the 
plan  adopted  by  Mr.  Qoadby  is  to  secure  it  with  fine  pieces  of 
silk  or  China  twist;  for  this  purpose  he  employs  loops  of 
strong  silk,  which  are  fastened  to  the  bottom  or  sides  of  the 
box  either  with  marine-glue  or  Canada  balsam,  to  these  the  fine 
pieces  of  silk  attached  to  the  preparation  may  be  tied ;  short 
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loops  may  be  cemented  to  any  part  of  the  inside  of  the  box  by 
means  of  a  piece  of  glass  and  a  loop^  of  the  size  shown  in 

fig.  205.  A  smaQ  quantity  of  marine-glue 
placed  under  the  glass  when  it  and  the  loop 
have  been  properly  adjusted,  can  be  readily 
Fie.  205  &^ed  by  the  application  of  a  hot  iron ;  to  make 
the  glass  lie  more  evenly^  a  groove  may  be  filed 
in  it  sufficiently  large  to  contain  the  end  of  the  loop,  and  to 
prevent  the  silk  fix)m  being  scorched  during  the  operation  of 
cementing,  it  may  be  covered  by  another  piece  of  glass,  on 
which  the  heated  iron  should  not  be  placed. 


CHAPTER  VU. 

METHOD  OF  MOUNTING  OBJECTS  IN  CANADA  BALSAM. 

Preliminary  Directions, — Before  any  object  is  mounted  in 
Canada  balsam,  it  is  necessary  to  see  that  it  be  perfectly  clean 
and  free  from  all  traces  of  moisture.  Those  specimens  that 
are  likely  to  be  moist  should  be  carefully  dried,  or  if  they 
be  of  such  a  nature  that  neither  water  nor  spirit  will  injure 
them  the  best  plan  is  to  give  them  a  good  wash  in  water, 
and  then  to  put  them  into  proof  spirit.  After  this  they 
may  be  taken  out  and  laid  in  a  proper  position  for  drying, 
which  wiU  take  place  much  more  speedily  and  effectually 
with  the  spirit  than  with  water.  Other  structures  that  are 
greasy  may  be  cleaned  in  the  same  way  by  the  employment 
of  sulphuric  aether;  this  latter  plan  is  especially  applicable  to 
the  cleaning  of  h^rs  of  animals  that  are  to  be  mounted  either 
in  the  dry  way  or  in  Canada  balsam.  Entire  insects,  or 
parts  of  the  same,  may  be  cleansed  by  putting  them  to  sos^k 
in  warm  water,  and  by  agitating  them  in  it,  by  which  means 
most,  if  not  all,  of  the  dust  and  dirt  will  be  washed  off;  they 
may  then  be  pkiced  in  spirits  of  wine,  and  at  any  convenient 


302  MANIPULATION. 

time  laid  between  glasses  to  dry.  A  more  common  plan  before 
mounting  them  in  the  balsam,  especiallj  if  they  should  be 
very  opaque,  is  to  allow  them  to  soak  for  a  time  in  turpentine, 
and  as  this  is  perfectly  miscible  with  the  balsam,  they  may  be 
taken  from  one  and  put  into  the  other,  at  the  convenience  of 
the  operator,  without  the  trouble  of  drying.  The  turpentine 
renders  every  part  of  them  more  transparent  in  two  ways; 
in  the  first  by  lessening  refraction,  and  in  the  second  by 
dissolving  fluids  and  substances  of  a  greasy  nature  and  taking 
their  phiccs. 

When  very  thin  and  transparent  objects  are  required  to  be 
mounted  in  balsam,  they  become  so  indistinct  that  their  true 
structure  cannot  be  made  out,  hence  some  mode  of  giving 
them  a  dark  colour  becomes  necessary,  which  may  be  effected 
either  by  charring  or  dyeing.  In  the  case  of  vegetable 
matter,  the  charring  is  readily  done  by  placing  the  specimen 
between  two  plates  of  glass,  and  holding  them  over  the 
flame  of  an  argand  or  spirit  lamp  until  the  specimen  assumes 
the  proper  tinge;  it  may  then  be  taken  out,  placed  in 
balsam  and  mounted  in  the  usual  manner.  Some  structures, 
especially  those  of  an  animal  nature,  will  not  bear  the 
charring  process ;  to  these  the  dyeing  only  is  applicable,  and 
may  be  effected  by  soaking  them  for  a  time  in  a  decoction 
of  fustic  or  logwood,  after  which  they  may  be  taken  out  and 
dried.  A  weak  tincture  of  iodine  may  be  employed  for  the 
same  purpose. 

Necessary  Apparatus. — The  things  necessary  for  mounting 
preparations  in  Canada  balsam  are  as  follows: — 

Some  dear  and  tolerably  fluid  balsam,  the  whiter  the  better ; 
also,  some  that  is  older  and  thicker. 

A  pair  of  wooden  forceps  to  hold  the  glass  slides. 

A  pair  of  fine-pointed  forceps. 

A  pointed  instrument,  or,  what  will. answer  the  purpose,  a 
needle  fastened  into  a  wooden  handle. 

Glass  slides,  with  covers  of  thin  glass  of  the  required  size. 

A  small  solar  oil  or  a  spirit  lamp. 

Canada  Balsam, — This  excellent  material,  first  suggested 
by  Mr.  J.  T.  Cooper,  was  employed  about  the  year  1832,  by 
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Mefisrs.  New  and  Bond,  ingenious  preparers  of  microscopic  ob- 
jectSy  a  notice  of  it  in  print  appears  in  a  small  book  published 
by  Mr.  Pritchard,  in  1835,  entitled  A  Ust  of  Two  Thousand 
Microscopic  Objects.  The  older  anatomists  were  in  the  habit 
of  using  varnishes  of  different  kin^s  to  cover  their  injected 
preparations,  which,  in  course  of  time,  became  hard  and  trans- 
parent; the  objects  belonging  to  the  microscopes  described  in 
page  16  arc  thus  coated*  Mr.  Pritchard*  gives  the  first 
account  of  mounting  objects  in  a  fluid  which  subsequently 
became  hard  and  rendered  the  mounting  permanent;  this  is 
said  to  have  led  to  the  employment  of  Canada  balsam  for  the 
same  purpose.  It  will  be  found  convenient  to  have  two  kinds 
of  balsam,  one  in  a  very  fluid  state,  the  other  much  older  and 
thicker;  these  should  be  kept  in  wide-mouthed  bottles  that 
can  be  sufficiently  closed  to  prevent  all  dust  from  getting  in. 
The  best  vessels  for  the  purpose  are  small  glass  jars  with  laige 
tops  similar  to  that  represented  in  fig.  209.  The  balsam  is 
taken  out  of  these  by  a  small  glass  rod,  which  should  be  of 
a  sufficient  length  to  project  above  the  neck  of  the  jar,  so  as 
to  be  covered  up  with  the  balsam ;  the  jar  should  not  be  more 
than  half  full,  the  rod  will  then  be  sufficiently  uncovered  to 
allow  of  its  being  handled  vdthout  soiling  the  fingers,  a  point 
that  should  be  particularly  attended  to. 


Fig.  206. 

Wooden  Forceps. — ^For  this  very  useful  instrument  we  are 
indebted  to  the  ingenuity  of  Mr.  Julius  Page :  in  the  upper 
part  of  fig.  206  is  shown  its  application  to  the  holding  of  a 

Microscopic  Cabinet y  p.  230. 
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slide^  whilst  in  the  lower  part  of  the  figure  it  is  seen  in  section. 
The  entire  instrument  is  composed  of  wood,  with  the  ex- 
ception of  the  end  piece,  a,  which  should  be  of  brass.  For 
holding  small  slides,  it  may  be  of  the  same  size  and  shape  as 
that  shown  in  the  figure,  but  for  the  larger  slides,  viz.,  those 
three  inches  long  and  one  inch-and-a-half  broad,  it  should  be 
much  stronger ;  the  two  flat  plates  or  blades  consist  of  any 
elastic  wood,  and  are  of  equal  dimensions,  a  represents  a  piece 
of  brass,  bent  at  right  angles,  the  inner  part  is  wedgenshaped, 
and  the  two  pieces  of  wood  are  firmly  rivetted  to  it,  and  by 
this  wedge  the  ends  of  the  blades  are  brought  more  accu- 
rately together.  The  opposite  ends  of  the  blades  are  cut  in 
the  manner  shown  in  the  lower  figure,  in  order  to  hold  the 
slide  firmly,  whilst  two  wooden  studs,  b  c,  serve  to  separate 
the  blades  one  from  the  other.  When  these  studs  are  pressed, 
the  blades  open,  and 'a  slide  can  then  be  placed  between  them. 
The  method  of  using  the  forceps  is  as  follows : — After  a  slide 
has  been  cleaned  and  made  ready  to  receive  the  Canada  bal- 
sam, it  is  to  be  placed  in  the  forceps,  and  after  the  balsam  has 
been  dropped  on,  the  slide  may  be  warmed  over  the  spirit 
lamp,  and  should  it  then  require  cooling,  the  forceps  may  be 
placed  on  the  table  for  the  purpose;  the  piece  of  brass,  a,  and 
the  stud,  c,  form  the  supports  by  which  the  slide  is  kept  per- 
fectly horizontal,  and  at  the  same  time  raised  some  little  dis- 
tance above  the  table  itself. 

Metal  Forceps. — ^For  the  purpose  of  handling  delicate  ob- 
jects that  are  to  be  mounted  in  balsam,  the  metal  forceps 
figured  at  page  135  will  be  foimd  very  convenient,  or  any 
of  the  others  presently  to  be  described  with  the  dissecting  in- 
struments ;  in  use  they  are  certain  to  get  balsam  about  their 
points,  this  should  be  cleaned  oiT  by  allowing  the  points  to 
soak  for  a  short  time  in  turpentine.  No  forceps  employed 
for  taking  up  delicate  structures  should  have  teeth  at  their 
extremities,  but  should  be  ground  to  as  fine  points  as  possible, 
as  the  teeth  are  apt  to  mark  the  specimens  that  are  held 
by  them. 

Needle  Point. — ^For  the  purpose  of  destroying  air  bubbles, 
or  moving  about  the  preparations  after  they  have  been  placed 
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in  the  balBam,  and  for  various  other  uses,  a  needle  fi»tened 
into  a  handle  of  wood  will  answer;  but  an  instrument  con- 
structed after  the  plan  of  that  shown  in  fig.  207  is  much 


Fig.  207. 

better  slilL  This,  like  the  forceps,  is  certain  of  being  coated 
with  balsam,  which  may  be  removed  either  by  heat  or  tur- 
pentine ;  the  broad  end  of  the  handle  will  serve  for  pressing 
down  the  glass  cover.  By  this  instrument  preparations  are 
adjusted  to  their  proper  situations  in  the  balsam,  air  bub- 
bles are  drawn  away  from  the  neighbourhood  of  the  object ; 
or,  if  necessary,  they  may  be  burst  by  touching  them  with  the 
point  when  slightly  warmed. 

Spirit  or  Solar  Oil  Lamp. — For  heating  the  balsam  a  small 
lamp  is  required ;  this  may  be  either  of  tin  or  glass ;  such  a 
one  as  is  represented  by  fig.  208,  to  bum  spirit,  is  very  con- 


Fig.  208. 

venient,  or  one  constructed  on  the  solar  principle  to  bum  oil. 
The  former  is  better  than  a  common  oil  lamp,  as  there  is  no 
fear  of  blackening  the  balsam,  which  sometimes  happens  with 
oil ;  but  the  chance  of  this  is  diminished  by  the  employment 
of  a  solar  lamp,  supplied  with  a  glass  chimney  that  extends 
20 
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three  inches  or  more  above  the  flame.  In  some  cases,  the 
iron  plate  described  at  page  271  for  cementing  cells  will  be 
useful  for  melting  the  balsam ;  but  care  must  be  taken  in  the 
application  of  the  heat,  lest  the  balsam  be  made  to  boil  after 
the  specimen  is  placed  in  it,  especially  if  it  be  a  portion  of  a 
soft  animal  tissue ;  if,  however,  it  be  some  hard  structure  that 
heat  will  not  injure,  a  little  boiling  will  be  of  no  consequence. 
A  metal  vessel  filled  with  boiling  water  (as  a  common  water^ 
plate)  answers  very  well. 

An  old  knife,  with  a  tolerably  flat  edge,  that  may  be  warmed 
in  the  spirit  lamp,  will  be  very  useful  for  scraping  away  super- 
fluous balsam.  A  small  bottle  of  turpentine,  and  a  still  smaller 
quantity  of  sulphuric  ether,  are  also  necessary ;  the  former  will 
be  in  constant  requisition. 

To  Mount  Sections  of  Wood. — These  must  be  well  dried 
before  they  are  put  into  balsam,  especially  such  as  have  been 
cut  from  green  wood;  very  tran^mrent  sections  should  be 
charred  or  dyed  brown  by  one  of  the  methods  before  de- 
scribed ;  we  must  then  proceed  as  follows  : — 

The  glass  slide  having  been  wiped  perfectly  clean  with  a 
linen  rag  or  chamois  leather,  may  be  taken  hold  of  at  one 
end  by  the  wooden  forceps,  and  slightly  warmed  over  the 
lamp,  and  a  small  but  sufficient  quantity  of  Canada  balsam 
placed  upon  it ;  the  glass  is  to  be  slowly  warmed  again,  until 
all  trace  of  air  bubbles  in  the  balsam  has  entirely  disappeared; 
it  may  now  be  put  aside  for  a  moment  or  two,  and  when  the 
balsam  is  sufficiently  cool,  the  section  may  be  deposited  in 
it,  and  be  adjusted  to  its  proper  place  by  the  needle  point.  If 
there  be  no  air  bubbles,  the  cover  previously  warmed  on  its 
under  surface  may  be  laid  upon  the  balsam  and  carefully 
pressed  flat  with  the  end  of  the  handle  of  the  needle-holder,  to 
squeeze  out  all  the  superfluous  balsam,  care  being  taken  to 
preserve  the  section,  if  possible,  in  the  middle  of  the  slide; 
it  will  be  seen  whether,  in  pressing  the  cover,  the  section 
keeps  in  its  place,  or  shifts  from  one  side  to  the  other,  the 
pressure  must  then  be  so  contrived  as  to  keep  it  in  the  middle; 
this  may  often  be  managed  by  moving  the  cover  first  to  one 
side,  then  to  the  other,  until  the  section  is  brought  to  the 
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centre  of  the  cover,  and  the  cover  to  the  middle  of  the  slide ; 
when  this  is  accomplished,  the  slide  may  be  put  aside  to  cool 
in  a  horizontal  position.  But  supposing  that  numbers  of  air 
InriMea  are  present,  the  balsam  must  be  made  to  boil,  the  air 
bubbles  wffl  then  be  seen  to  go  from  the  centre  to  the  circum- 
ference, where  they  mostly  burst;  if  not,  the  slide  may  be 
turned  over  (with  ^  balsam  downwards)  upon  the  flame  of 
the  lamp,  and  the  heat  then  being  applied  directly  to  them, 
they  will  speedily  disappear.  When  the  balsam  is  too  fluid 
for  the  slide  to  be  turned  over  and  heated,  the  bubbles  maybe 
got  rid  of  by  drawing  them  with  a  olean  needle-point  away 
from  the  centre  towards  the  circumference,  that  they  may  be 
out  of  the  field  which  the  thin  glass  will  cover ;  the  needle- 
point is  then  to  be  made  warm  in  the  lamp,  and  the  bubbles 
touched  with  it,  when  they  will  burst  and  disappear  as  in  the 
former  methods. 

Should  the  balsam  be  too  hot  when  the  section  is  put  into 
it,  the  latter  will  probably  curl  up  and  numbers  of  small  air 
bubbles  arise;  when  this  is  the  case,  time  will  be  saved  if 
the  section  be  removed  and  placed  either  in  turpentine  or 
ether,  and  a  firesh  slide  taken,  new  balsam  put  on  it,  and  the 
process  gone  over  again,  instead  of  using  balsam  with  an 
infinity  of  small  bubbles  in  it.  Should  the  slide  on  which  the 
balsam  has  been  boiled  not  be  wanted  again  immediately,  it 
may  be  placed  in  a  convenient  vessel  with  some  turpentine, 
which  will  dissolve  all  the  hard  balsam,  and  the  slide  will  be 
perfectly  cleaned  and  ready  for  use  again  in  a  few  days. 

Some  persons  keep  their  Canada  balsam  in  a  tin  vessel  that 
can  be  warmed  so  as  to  melt  the  balsam ;  a  small  quantity  of 
this  may  be  taken  out  when  fluid  and  dropped  upon  the  object 
previously  arranged  upon  the  slide,  this  plan  is  attended  with 
little  or  no  risk  of  air  bubbles.  The  cover  should  be  warmed 
on  its  under  surface  before  it  is  laid  on  the  balsam,  and,  if 
necessary,  a  small  amount  of  heat  may  be  applied  to  the 
under  side  of  the  slide  to  make  the  balsam  flow  more  readily. 

Animal  Structures, — When  animal  structures,  such  as  parts 
of  insects  or  injections,  have  to  be  mounted,  the  heating  of  the 
balsam  must  be  carefully  managed,  and  the  balsam  itself  be 
20* 


,  n...-i ,, 


'■■•■'■-— noT. 


»■(.', 


■  •'■■ I . 


""■ ;;;.;,:.■■■"■'■->-.  -TT-j"^  ■ 

" "•'  ■"''"-^.=  i^n,J,'"'°  -^  ■n-'!^: 

"  •■"■ ..  i.'!i""::. "'  """^  ■"~™-' -"a ""  ■' ■' 

,,    "'■■ '  ""'I  ,,;-„.  .,■    "  ""-='  ■<».-«  „  ,^^ 

.,  „„,„       ' "»>'-'  III  III,.  W^'^^*"  ""'"aflv,,.. 

'• "": -^'^n^s^i*.-.: 

II  imitoi  oo.„„  L_r^  •  -«.■ 


...i.i 


iiii.i, 


.1.1 


ill.. 


1..11 

.n..ii„ 


» „l,j„.,,  .,  "^  "^  -^"^    aa^.. 

^-:t:i::::'"r'^""":t'::iit;fc^ 
"", ':' I,:  : ,::i'  ;;• ;»' ^"o  „^^-»- 

"""""•".or  „.;::,„ 


:-ii 


MOUNTING  OBJECTS  IN  CANADA  BALSAM.  309 

disappear  entirely;  but  when  winter  approaches  they  will 
reappear,  and  according  to  the  amount  of  cold,  so  will  the 
vacuities  increase  in  size. 

Fossil  Infusoria^  Sfc, — These,  together  with  spicula  of 
sponges  and  objects  of  a  siliceous  nature,  which  have  been 
dissolved  out  by  acid  from  a  calcareous  or  other  matrix, 
may  be  very  easily  mounted  in  balsam  without  air  bubbles  by 
pursuing  the  following  plan : — If  the  objects  be  in  fluid,  a 
small  quantity  of  the  sediment  in  which  they  are  contained 
may  be  taken  up  by  one  of  the  tubes  shown  at  fig.  86,  and 
placed  upon  a  number  of  slides,  and  each  slide  examined  by 
the  microscope ;  those  containing  good  specimens  should  be 
laid  aside  for  mounting,  whilst  the  others  may  be  cleaned  off. 
If  one  of  the  slides  fixed  upon  for  mounting  be  held  over  the 
lamp,  the  fluid  will  speedily  evaporate  and  leave  the  objects 
behind;  whilst  this  is  going  on,  the  needle-point  may  be 
used  to  stir  and  keep  them  from  collecting  together,  and  so 
large  a  place  should  be  made  on  the  glass  as  not  to  exceed 
the  size  of  the  thin  glass  cover;  the  objects  must  be  all  kept 
as  nearly  as  possible  within  this  space,  and  not  allowed  to 
get  near  the  outer  margin.  Should  many  impurities  be 
present  with  the  infusoria,  they  will  be  almost  certain  to  col- 
lect at  the  margin  of  the  fluid  as  it  evaporates,  the  cover  in 
these  cases  should  be  only  so  large  as  to  reach  nearly  to  the 
margin,  and  the  ring  of  impurities  may  be  scraped  away 
after  the  cover  is  fixed  on,  the  whole  field  being  then  left 
perfectly  clean. 

When  all  the  fluid  has  evaporated,  the  balsam  may  be  used 
as  follows : — A  small  drop  having  been  placed  upon  the  slide 
on  one  side  of  the  spot  where  the  objects  are,  this  is  to  be 
heated  until  all  air  bubbles  have  disappeared;  the  slide  is 
then  to  be  tilted  to  allow  the  balsam  to  run  down  over  the 
infusoria,  the  cover  previously  warmed  is  to  be  laid  upon  it 
and  pressed,  and  the  object  finished  in  the  usual  manner. 

When  objects  of  a  cellular  nature  have  to  be  mounted,  if 
they  be  such  that  heat  will  not  much  injure,  they  may  be 
boiled  in  the  balsam,  otherwise  numbers  of  air  bubbles  will  be 
left  in  the  cells,  and  the  true  structure  cannot  be  satisfactorily 
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very  fluid  to  commence  with;  it  should  be  sufficiently  warmed 
to  expel  all  air  bubbles,  and,  when  nearly  cold,  the  object 
may  be  placed  in  it,  and  covered  over  in  the  usual  way;  if 
the  heat  be  great,  the  object  is  sure  to  curl  up,  and  bubbles 
appear  in  all  parts;  it  will  most  likely  be  rendered  useless,  as 
no  manipulation,  however  carefully  applied,  will  restore  an 
overheated  specimen  of  animal  structure  to  its  former  beauty. 

It  often  happens  that  opaque  objects,  such  as  the  elytra  of 
beetles,  and  thick  pieces  of  injection,  require  to  be  mounted 
in  one  or  other  of  the  cells  described  in  page  294;  when  this 
is  the  case,  it  becomes  necessary  to  use  very  fluid  balsam  for 
the  purpose ;  but  not  such  as  has  been  thinned  previously 
with  turpentine,  as  the  author  has  found  by  experience 
that  although  the  cells  be  carefully  covered  over,  without  any 
trace  of  air  bubbles,  these  will,  nevertheless,  appear  in  a 
few  days,  and  he  has  ascertained  that  they  are  caused  by 
mixing  turpentine  with  the  Canada  balsam  to  make  it  more 
fluid ;  for  although  they  have  all  the  appearance  of  bubbles  of 
air,  which  have  either  gained  entrance  from  without  or  have 
escaped  from  the  preparation  itself,  they  are  not  really  such, 
but  are  little  vacuities  in  the  balsam,  occasioned  by  the  tur- 
pentine not  freely  mixing  with  it  at  first,  but  after  a  time 
doing  so;  and  as  the  two  when  united  occupy  less  space  than 
when  separate,  these  little  vacuities  are  the  result.  Hence  it 
becomes  necessary,  when  objects  are  mounted  in  cells  with 
Canada  balsam,  that  the  balsam  should  be  new  and  very 
fluid,  and  before  the  cover  is  put  on,  the  balsam  should  be 
allowed  to  remain  in  the  cell  with  the  object  for  some  hours, 
or  even  days,  if  necessary,  so  thkt  all  air  bubbles  may  rise  to 
the  surface  and  burst ;  when  this  has  taken  place,  the  cover 
having  been  warmed  on  its  under  surface,  may  be  laid  upon 
the  balsam  and  pressed  in  the  usual  manner,  in  order  to 
exclude  all  that  is  superfluous.  If  the  balsam,  however,  have 
been  thinned  with  turpentine,  the  chances  are  that  the  vacui- 
ties will  appear,  and  to  remove  them  it  becomes  necessary  to 
take  ofl"  the  cover  and  fill  up  the  cell  with  fresh  balsam,  which 
may  be  avoided  if  attention  be  paid  to  the  above  directions. 

In  warm  weather  the  vacuities  become  small,  or  may  even 
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disappear  entirely;  but  when  winter  approaches  they  will 
reappear,  and  according  to  the  amount  of  cold,  so  will  the 
vacuities  increase  in  size. 

Fossil  InfusoriUy  8fc. — These,  together  with  spicula  of 
sponges  and  objects  of  a  siliceous  nature,  which  have  been 
dissolved  out  by  acid  from  a  calcareous  or  other  matrix, 
may  be  very  easily  mounted  in  balsam  without  air  bubbles  by 
pursuing  the  following  plan : — If  the  objects  be  in  fluid,  a 
small  quantity  of  the  sediment  in  which  they  are  contained 
may  be  taken  up  by  one  of  the  tubes  shown  at  fig.  86,  and 
placed  upon  a  number  of  slides,  and  each  slide  examined  by 
the  microscope ;  those  containing  good  specimens  should  be 
laid  aside  for  mountiog,  whilst  the  others  may  be  cleaned  off. 
If  one  of  the  slides  fixed  upon  for  mounting  be  held  over  the 
lamp,  the  fluid  will  speedily  evaporate  and  leave  the  objects 
behind;  whilst  this  is  going  on,  the  needle-point  may  be 
used  to  stir  and  keep  them  from  collecting  together,  and  so 
large  a  place  should  be  made  on  the  glass  as  not  to  exceed 
the  size  of  the  thin  glass  cover;  the  objects  must  be  all  kept 
as  nearly  as  possible  within  this  space,  and  not  allowed  to 
get  near  the  outer  margin.  Should  many  impurities  be 
present  with  the  inAisoria,  they  will  be  almost  certain  to  col- 
lect at  the  margin  of  the  fluid  as  it  evaporates,  the  cover  in 
these  cases  should  be  only  so  large  as  to  reach  nearly  to  the 
margin,  and  the  ring  of  impurities  may  be  scraped  away 
after  the  cover  is  fixed  on,  the  whole  field  being  then  left 
perfectly  clean. 

When  all  the  fluid  has  evaporated,  the  balsam  may  be  used 
as  follows : — ^A  small  drop  having  been  placed  upon  the  slide 
on  one  side  of  the  spot  where  the  objects  are,  this  is  to  be 
heated  until  all  air  bubbles  have  disappeared;  the  slide  is 
then  to  be  tilted  to  allow  the  balsam  to  run  down  over  the 
infusoria,  the  cover  previously  warmed  is  to  be  laid  upon  it 
and  pressed,  and  the  object  finished  in  the  usual  manner. 

When  objects  of  a  cellular  nature  have  to  be  mounted,  if 
they  be  such  that  heat  will  not  much  injure,  they  may  be 
boiled  in  the  balsam,  otherwise  numbers  of  air  bubbles  will  be 
left  in  the  cells,  and  the  true  structure  cannot  be  satisfactorily 
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made  out;  the  extra  degree  of  heat  will  expand  the  air, 
and  cause  it  to  make  its  escape,  whilst  the  balsam  will  occupy 
its  place.  Some  objects  of  a  tubular  nature,  such  as  the 
trachea)  of  insects,  are  much  better  seen  if  air  be  contained 
in  the  tubes ;  they  will  then  exhibit  the  spiral  fibre  in  their 
interior,  but  a  tracheal  tube  filled  with  balsam  does  not  show 
the  fibre  at  all,  in  consequence  of  the  balsam  rendering  all 
the  parts  transparent  Small  insects,  such  as  fleas  and 
parasites  of  animals  generally,  when  not  over  heated  in  the 
balsam,  show  remarkably  well  the  ramifications  of  the  tra- 
cheae; but  those  which  have  been  soaked  for  a  long  time 
in  turpentine,  or  have  had  the  air  expelled  from  the  tubes  by 
heat,  do  not  exhibit  the  spiral  markings  at  all,  unless  under 
polarised  light,  when  they  may  again  be  rendered  visible. 
These  points  show  the  necessity  of  attending  to  the  manage- 
ment of  the  heating  of  the  balsam ;  when  air  is  to  be  got  rid 
of,  the  heat  must  be  high,  and  when  the  air  is  necessary  to  be 
preserved,  the  use  of  turpentine  must  be  avoided,  the  heat  of 
the  balsam  must  be  as  low  as  possible,  and  the  mounting 
accomplished  quickly,  in  order  that  the  air  may  not  have  time 
to  expand  very  much. 

Faranttnifera^  Sfc. — Certain  chambered  cells,  of  the  order  Fo- 
raminifera,  and  many  of  the  siliceous  loricte  of  infusoria,  which 
also  have  cavities  in  their  interior,  are  very  difiScult  to  mount 
in  balsam,  so  as  to  get  rid  of  all  the  air  from  their  interior, 
even  boiling  will  not  always  answer ;  for  this  purpose  the  aid 
of  an  air  pump  or  exhausting  syringe  will  be  necessary.  Mr. 
Matthew  Marshall,  who  has  pidd  considerable  attention  to  this 
mibject,  employe  a  very  strong  square  copper  yessel,  provided 
with  a  stop-cock ;  into  this,  boiling  water  is  poured,  and  it  is 
then  placed  upon  the  plate  of  an  air-pump,  the  slides  containing 
the  objects  from  which  the  air  is  to  be  abstracted  are  laid  upon 
the  copper  vessel^  the  heat  of  which  is  sufiScient  to  keep  the 
balsam  very  fluid ;  the  receiver  is  then  to  be  placed  upon  the 
])ump  plate  and  exhausted,  lur  will  soon  be  seen  to  make  its 
escape  in  bubbles  from  the  objects  and  from  the  balsam, 
and  when  again  admitted  into  the  receiver,  the  bubbles  will 
disappear,  and  the  balsam  be  found  to  have  run  into  all  the 
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cellular  parts  of  the  objects,  and  to  occupy  the  place  the  air 
originally  did.  Should  all  the  air  not  be  got  rid  of  by  the 
first  exhaustion  of  the  receiver,  the  operation  may  be  repeated 
until  the  desired  effect  is  produced.  The  air-pump  is  also 
extremely  useful  for  mounting  objects  on  a  large  scale  without 
air  bubbles;  several  of  these  being  placed  between  glasses,  and 
secured  in  their  proper  places  by  string  or  fine  wire,  may  be 
placed  upright  in  a  tin  vessel  containing  balsam  liquefied  by 
heat ;  the  vessel  (as  soon  as  the  objects  are  adjusted)  is  to  be 
placed  under  the  receiver  and  exhausted,  the  air  confined 
between  the  glasses,  as  well  as  that  irom  all  parts  of  the  object, 
will  escape,  and  the  hot  balsam  occupy  its  place.  When  the 
balsam  has  penetrated  every  part,  the  slides  may  be  taken  out 
and  laid  in  a  horizontal  position,  and  when  cold  are  ready  to 
be  cleaned  off  as  follows : — 

Ckamng  Balsam  from  the  Slides, — For  this  purpose  an  old 
knife,  some  rags,  t(^ether  with  turpentine  or  alcohol,  and  a 
smaU  quantity  of  ether,  will  be  required.  If  the  balsam  be 
very  fluid,  it  may  be  wiped  off  with  a  rag  dipped  occasionally 
in  turpentine;  but  if  rather  hard,  the  flat-bladed  knife, warmed 
in  the  spirit-lamp,  will  readily  remove  the  greater  portion, 
whilst  the  turpentine  rag  and  a  thin  sharp  knife  will  clean  off 
the  remainder.  Some  persons  scrape  away  every  particle  of 
balsam  from  the  edges  of  the  cover;  the  author,  however, 
prefers  leaving  a  little  there,  which  he  cuts  in  a  sloping  direc- 
tion, at  an  angle  of  about  45^  as  he  considers  that  a  little  em- 
bankment of  this  material  tends  to  secure  the  cover  more 
firmly  to  the  slide,  and  prevent  the  ingress  of  air.  Objects 
that  have  been  mounted  for  some  time  in  balsam  should  be 
handled  with  care,  as  they  are  very  easily  damaged,  even  in 
being  wiped,  and  a  sudden  blow  or  jar  is  nearly  always 
attended  with  a  partial  separation  of  the  balsam  ;^this  is  known 
by  the  appearance  of  coloured  bands  or  rings  fix)m  the  thin 
film  of  air  which  has  gained  entrance  between  the  glasses. 
When  this  has  happened,  heat  should  be  applied  both  to  the 
cover  and  slide,  and  as  soon  as  the  balsam  is  melted,  the  cover 
should  be  firmly  pressed  down  until  the  rings  have  entirely 
disappeared.     The  risk  of  this  accident  will  be  materially 
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lessened  if  the  slides  be  coated  with  paper.  Ether  is  the  best 
solvent  of  Canada  balsam,  but  the  cost  of  it  prevents  its  fre- 
quent use ;  in  some  delicate  operations,  however,  it  is  indis- 
pensable. 

a  The  best  form  of  vessel  for  keeping 

Canada  balsam  in,  is  the  one  represented 
in  fig.  209;  the  glass  cover  should  be 
sufficiently  tall  to  enclose  the  rod  for 
taking  out  the  balsam,  and  should  fit  over 
the  neck  of  the  bottle,  its  upper  surface 
may  be  ground  flat,  as  shown  at  a,  so  that 
it  may  stand  steadily  when  taken  o£ 

Other  points  to  be  particularly  at- 
tended to  in  the  moimting  of  different 
classes  of  objects  will  be  mentioned  in 
the  part  of  the  work  devoted  to  the  de- 
scription of  the  mode  of  preparing  them; 
the  rules  above  laid  down  will,  however, 
be  applicable  to  by  far  the  greatest  ma- 
jority of  objects,  and  only  certain  modi- 
fications of  these  will  require  separate 
mention. 

Method  of  Mounting  Obfects  in  Media 
containing  Gelatine, — The  various  plans 
recommended  for  mounting  objects  in 
Canada  balsam,  will  apply  equally  well  to  the  media  de- 
scribed in  page  282,  but  the  chief  difficulty  consists  in  getting 
rid  of  the  air  bubbles,  or  the  vacuities  that  occur  in  conse- 
quence of  the  evaporation  of  the  water.  The  specimen  to  be 
mounted,  if  in  a  moist  state,  should  be  placed  in  a  little  of 
the  medium  dissolved  in  a  watch  glass  or  small  cell  by  the  aid 
of  a  gentle  heat  before  it  is  placed  on  the  slide,  and  care  taken 
to  exclude  any  bubbles  that  may  be  present  before  the  cover 
is  put  on.  The  cover  should  not  be  pressed  down  haid,  as 
many  objects  have  a  tendency  to  curl,  and  will  lift  it  up, 
and  air  will  rush  in.  The  copper  vessel  described  in  page 
310,  and  the  air  pump  will  be  generally  found  requisite  for 
the  perfect  exclusion  of  all  the  bubbles. 


Fig.  209. 
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CHAPTER  VIIL 

METHOD  OF  MOUNTING  OBJECTS  IN  THE  DRY  WAY. 

Many  very  delicate  structureB,  when  placed  either  in  fluid  or 
in  Canada  balsam^  loee  several  of  their  most  striking  charac* 
ters;  these  should  be  mounted  dry.  Amongst  them  may  be 
mentioned  sections  of  teeth  and  bone,  and  of  some  kinds  of 
wood,  hairs  of  animals,  scales  of  butterflies,  and  other  insects, 
all  of  which  may  be  best  examined  in  this  condition.  Various 
methods  have  been  practised  from  time  to  time ;  one  of  the 
oldest,  perhaps,  was  that  of  enclosing  the  object  between  two 
circular  pieces  of  talc,  which  fitted  into  a  hole  cut  out  of  wood 
or  ivory,  and  were  kept  there  by  a  ring  of  brass  wire,  four  or 
more  of  these  holes  were  made  in  one  strip  of  ivory,  and  the 
name  given  to  it  was  a  slider;  this  plan  is  now  only  adopted 
with  the  inferior  microscopes,  and  has  given  place  to  others 
more  generally  useful. 

First  Method. — A  thin  plate-glass  slide  having  been  selected 
and  cleaned,  the  object  is  to  be  laid  upon  it,  and  over  this  is 
placed  a  cover  of  very  thin  glass,  a  little  larger  each  way  than 
the  object ;  the  plan  of  securing  the  cover  is  as  follows : — If  a 
very  liquid  cement  were  used,  it  would  immediately  run 
between  the  glasses  and  obscure  the  object;  therefore  if  gold- 
size  be  selected,  it  should  be  the  oldest  and  toughest  Thick 
sealing-wax  varnish  has  less  tendency  to  run  in,  but  the  best 
cement  of  all  will  be  found  to  be  that  described  at  page  276, 
as  being  used  for  electrical  purposes;  this,  when  melted  in 
a  ladle,  can  be  laid  on  with  a  brush,  and  afterwards  made 
very  smooth  with  a  piece  of  iron  wire  heated  in  the  spirit 
lamp,  and  when  cold  can  be  trimmed  ofi^  in  any  way  by  a 
knife;  as  soon  as  the  angle  between  the  cover  and  slide  is 
filled  up,  the  cover  may  be  more  securely  fastened  down  by 
employing  the  gold-size  or  one  of  the  liquid  cements ;  either 
of  these,  besides  adding  to  the  strength  of  the  first  coat,  may 
be  employed  as  the  colouring  agent,  and  so  improve  the 
appearance  of  the  mounting  as  welL 
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Second  Method. — Many  persons  adopt  the  plan  of  fixing  the 
cover  to  the  slide  by  means  of  paper  pasted  over  both,  a  small 
hole  is  cut  out  of  the  centre  of  the  paper  for  the  object  to  be 
examined;  it  has,  however,  been  found  in  practice  that  all 
preparations  so  mounted  are  very  liable  to  the  growth  of 
confervaB  about  them,  occasioned  by  the  moistening  of  the 
paper  by  the  employment  of  jmste  -  or  other  cement.  A 
preparation  mounted  after  the  manner  of  that  first  described, 
with  cement  round  the  edges  of  the  cover,  will  look  very  neat, 
and  be  rendered  much  stronger  by  the  addition  of  paper, 
especially  such  as  that  employed  by  Mr.  Topping  and  others 
for  the  purpose,  or  that  of  which  a  specimen  is  given  at  the 
end  of  a  recent  publication,  entitled  Microscopic  Objects. 

Test  objects  are  generally  mounted  with  a  very  thin  glass 
cover,  which  is  kept  on  with  paper ;  a  much  better  plan,  how- 
ever, has  been  lately  contrived  by  Mr.  W.  S.  Gillett,  whose 
skill  in  these  matters  is  so  well  known.  In  mounting  the 
siliceous  lories  of  Navicula  hippocampus  and  anffiilata,  the 
scales  of  the  podura  and  other  insects  for  test  objects,  he  has 
found  it  necessary  to  employ,  not  only  the  thinnest  kind  of 
glass  for  covers,  but  for  the  bottom  plates  also,  as  it  be- 
comes of  the  greatest  importance  that  the  powers  employed 
with  the  achromatic  condenser  should  be  high,  and  be  brought, 
therefore,  as  near  the  object  as  possible,  the  two  best  plans 
adopted  by  Mr.  Gillett  may  be  here  described.  In  the 
first,  two  square  pieces  of  the  thinnest  glass,  of  unequal  size, 
having  been  provided,  the  object  is  to  be  placed  upon  the 
under  surface  of  the  smaller  square,  which  is  intended  to  form 
the  top  or  cover,  a  small  piece  of  wax  is  now  to  be  applied  to 
each  comer,  and  the  top  may  then  be  laid  upon  the  bottom 
piece,  the  wax  serving  to  keep  the  two  glasses  together. 
Two  thin  pieces  of  some  kind  of  close-drained  wood,  three 
inches  long,  one  wide,  and  about  one-tenth  thick,  as  shown  at 
figs.  210  and  211,  are  also  to  be  provided.  Fig.  210,  a  b, 
represents  the  outer  surface  of  one  of  these ;  in  the  middle 
there  is  an  aperture,  half-an-inch  or  more  in  diameter,  whose 
margin  is  bevelled  ofi*,  as  shown  at  c.  Fig.  211,  d  e,  exhibits 
the  inner  surface  of  the  corresponding  piece,  and  SLt  ff  are 
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Fig.  210. 
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Fig.  211. 


seen  five  cuts  made  in  it 
with  a  saw,  which  do 
not  quite  go  through  the 
wood;  between  these  two 
slices  the  thin  glasses  con- 
taining the  object  are 
placed,  and  the  two  pieces 
of  wood  are  firmly  fast- 
ened together  by  four 
very  short  brass  screws, 
the  saw  cuttings  allow- 
ing the  two  opposed  sur- 
faces of  the  wood  to  be 


brought  into  close  apjK)8ition  at  the  ends;   a  section  of  an 
object  so  mounted  is  represented  by  fig.  212,  in  which  a  b 
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Fig.  212. 

exhibits  the  pieces  of  wood,  c  tho  squares  of  thin  glass 
having  the  object  between  them,  and  f  f  the  saw  cuts 
which  allow  the  ends  of  the  wood  to  be  brought  into  close 
approximation  by  the  screws.  The  other  plan  of  mounting 
is  shown  in  fig.  213;  g  h  represents  a  wooden  slide  similar 


e 

Fig.  213. 


to  that  shown  by  fig.  210,  having  a  hole  about  half-an-Inch  in 
diameter  cut  out  of  the  middle ;  the  upper  surface  of  this  hole 
is  flat,  but  the  under  surface  is  very  much  bevelled  away  at 
e  e;  upon  the  flat  surface  the  two  plates  of  thin  glass,  with 
the  object  between  them,  are  laid,  these  are  kept  in  proper 
position  by  a  layer  of  paper,  i  i,  which  covers  the  whole  of  the 
upper  surface  of  the  wood,  and  as  much  of  the  thin  glass  as 
may  be  required.  Mr.  Gillett  has  improved  upon  tlie  first 
plan  of  mountings  by  introducing  between  the  two  plates  of 
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wood  at  each  end  a  strip  of  metal  a  very  little  thicker  than 
the  two  thin  glasses ;  the  saw  cuts  are  present,  but  the  screws 
are  applied  between  the  strips  of  metal  and  the  thin  glass,  and 
not  near  the  ends,  as  seen  in  fig.  212.  The  strips  of  metal 
keep  the  ends  of  the  wood  open,  and  the  screws  pinch  the 
middle  more  firmlj  down  on  the  thin  glasses,  which  are  there- 
fore more  securely  fixed  than  by  the  former  method.  The 
wood  employed  for  the  purpose  of  making  these  slides  should 
not  be  either  cedar,  wainscot,  or  any  other  of  the  kinds  that 
are  continually  giving  off  volatile  matter,  but  should  be  some 
close-grained  wood  that  has  no  smell  whatever ;  a  piece  of 
zinc  is  perhaps  the  best  thing  that  can  be  used.  In  the 
preceding  description  it  was  stated  that  the  thin  glasses  were 
kept  together  by  a  little  piece  of  wax  at  each  comer;  if 
necessary,  however,  Canada  balsam  may  be  employed  to 
mount  many  of  the  specimens,  such  as  several  of  the  species 
of  navicular  that  are  used  as  tests,  the  balsam  having  the  great 
advantage  of  rendering  the  risk  of  fracture  much  less  frequent. 
When  thicker  objects,  such  as  sections  of  bone,  teeth,  or 
wood,  require  to  be  mounted  dry,  some  thin  form  of  cell 
should  be  employed ;  this  may  be  made  out  of  writing-paper 
or  cardboard,  by  selecting  a  piece  of  the  same  size  as  the 
cover  about  to  be  used,  and  cutting  out  a  hole  in  it  of  the 
shape  required,  and  cementing  this  to  a  slide  by  sealing- 
wax  varnish ;  when  the  spirit  has  evaporated  and  the  cell  is 
firmly  fixed  to  the  glass,  a  coating  of  the  same  cement  may 
be  employed  to  cover  the  entire  upper  surface  of  the  cell,  and 
to  thoroughly  saturate  the  paper.  When  this  coating  is  dry, 
the  cell  is  fit  for  use;  the  object  being  laid  in  it,  the  thin 
glass  cover  may  be  put  on  by  first  touching  the  edges  of  the 
cell  with  some  very  thick  sealing-wax  cement,  and  then 
dropping  the  cover  on  it ;  the  cover  will  be  held  in  its  place 
by  the  varnish,  and  the  slide  should  be  put  away  until  the 
varnish  is  dry,  when  another  small  quantity  of  the  same  ma- 
terial is  to  be  applied  round  the  edges  of  the  cover,  but  not 
enough  to  run  far  under  it ;  as  soon  as  the  last  coat  is  dry, 
another  may  be  laid  on  until  the  cover  is  firmly  fixed. 
Cells  may  also  be  made  of  the  electrical  cement,  described  at 
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page  2769  for  the  reception  of  thin  objects^  by  painting  it  on  the 
alide  in  the  shape  required.  The  object  being  placed  within  a 
cell  so  formed,  may  be  fixed  down  by  making  the  edges  of  the 
cover  sufficiently  hot  in  a  spirit  lamp  to  melt  the  cement 
when  it  is  laid  upon  it.  Should  this  be  ineffectually  per- 
formed, a  small  heated  wire  applied  to  the  glass  or  to  the 
cement  will  readily  accomplish  it.  If  such  a  cell  as  this  does 
not  look  neat,  the  slide  may  be  covered  with  paper,  with  a 
hole  in  it  sufficiently  small  to  hide  all  appearance  of  the 
cement.  Gutta  percha  or  marine-^lue,  as  described  by  Mr. 
Shadbolt  in  page  290,  rolled  out  into  sheets,  and  cut  out  with 
a  knife  or  with  punches  of  the  required  size,  may  also  be 
employed  as  a  substitute  for  the  paper,  but  it  is  difficult  to 
make  the  former  stick  to  glass  unless  some  solvent  of  it  be 
used  as  the  cement.  Even  the  small  elastic  bands  made  of 
vulcanized  India-rubber  will  answer  for  thicker  objects,  or  the 
glass  rings  or  cells  that  have  previously  been  described  to 
contain  objects  mounted  in  fluid,  will  do  equally  well  for  such 
as  require  to  be  mounted  dry. 

Mr.  Darker^s  Method. — Objects,  such  as  sections  of  wood, 
that  do  not  require  a  high  power  for  their  examination,  may 
be  mounted  in  a  very  neat  way  after  an  excellent  plan  first 
practised  by  Mr.  Darker.  The  following  description,  abridged 
slightly  from  that  given  in  a  recent  work,  entitled  Microscopic 
Objects^  will  convey  a  good  idea  of  the  method  to  be  adopted 
for  this  purpose : — **  Two  slides  of  equal  size  being  selected, 
the  edges  of  each  should  be  bevelled  off  on  the  metal  plate, 
as  represented  by  fig.  214,  so  that  when  they  are  put  together. 


Fig.  214. 

a  groove  or  channel  is  formed,  as  shown  at  ft  in  the  figure. 
The  surfaces  having  been  cleaned,  the  bevelled  parts  are  to  be 
coated  with  a  thin  layer  of  sealing-wax  varnish,  when  this  is 
dry,  a  label,  if  required,  may  be  gummed  to  the  bottom  slide, 
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and  then  the  objects  laid  on  it ;  if  it  be  necessary  to 
them  in  place,  the  smallest  possible  quantity  of  gum  may  be 
applied  to  one  corner ;  the  top  plate  is  now  to  be  laid  on  the 
specimens,  one  of  the  edges  is  then  to  be  heated  in  the  flame 
of  a  spirit  lamp,  and  the  groove  filled  with  sealing-wax,  as 
shown  at  a;  when  one  edge  is  done,  the  others  are  to  be 
heated  in  the  same  manner,  until  the  entire  groove  is  filled 
with  the  wax,  which  thus  acts  two  purposes,  one  to  keep  the 
slides  together,  and  the  other  to  prevent  the  access  of  air. 
The  excess  of  wax  may  be  cleaned  off  from  the  edges  by 
rubbing  them  upon  sand-paper  laid  on  a  flat  board,  until  they 
are  smooth ;  if  bright  edges  be  required,  they  may  be  passed 
quickly  through  the  flame  of  the  spirit  lamp.  It  must,  of 
course,  be  borne  in  mind,  that  all  objects  mounted  in  this  way 
should  be  made  perfectly  dry  before  they  are  sealed  up."  The 
author,  some  years  ago,  was  presented  with  a  collection  of 
sections  of  wood  by  Mr.  Darker,  which  have  not  only  kept  in 
their  places,  but  are  as  perfect  and  as  free  from  confervse  as 
when  they  were  first  received.  They  are  all  labelled  after  a 
very  excellent  plan,  viz.,  by  having  the  generic  and  specific 
name  on  one  side  of  the  label,  and  the  popular  on  the  other. 


CHAPTER  IX. 

MOUNTING  OPAQUE  OBJECTS. 

Opaque  objects  may  be  mounted  in  various  ways: on  discs, 

on  cylinders,  on  glass  slides,  or  in  cells. 

On  Discs, — The  discs  consist  of  circular  pieces  of  some  soft 
material,  through  which  a  pin  is  passed,  they  may  vary  in 
diameter  from  a  quarter  to  one  inch :  one  kind  may  be  con- 
vcnientiy  made  by  glueing  together  two  pieces  of  caid-board, 
with  a  piece  of  rather  thick  chamois  leather  between  them, 
and  then  cutting  out  with  a  punch  discs  of  any  required  size! 
Through  the  chamois  leather  a  long  but  strong  pin  is  to  be 
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passed  in  the  direction  shown  hj  fig.  215 ;  the  discs  may 
be  made  black  with  lamp-black  (that  sold  in 

i     shops  in  the  moist  state  in  little  oblong  saucers 
will  be  found  the  best)  or  with  lacker  in  which 
lamp-black  has  been  mixed;  in  this  latter  case 
they  should  be  warmed  either  before  the  lacker 
is  s^yplied  or  afterwards,  to  dry   it     The   felt 
which  is  used  as  gun-wadding,  or  the  pellets  that 
are  sold  already  cut  out  for  guns,  may  be  substi- 
tuted for  the  card-board  and  chamois  leather,  or 
even  leather  itself  may  be  used  with  advantage. 
Fig.  215.     Transverse  slices  of  small  phial  corks  are  very 
good,  but  to  make  them  look  well,  they  should  have  their  cut 
surfaces  covered  with  black  paper,  which  renders  their  manu- 
facture rather  more  troublesome. 

Upon  these  discs  the  objects  are  to  be  cemented ;  this  may 
be  readily  done  either  with  some  thick  lamp-black  or  with  the 
lacker  and  lamp-black,  both  these  cements  having 
the  advantage  of  being  a  dull  black,  and  not  of  a 
shiny  aspect  as  gum  or  sealing-wax  dissolved  in 
spirits  of  wine,  which,  on  this  account,  are  objec- 
—       tionable;  the  darker  an  object  is,  the  more  dark 
ought  the   disc  to    be;    white   discs   should   be 
avoided,  as  they  reflect  the  Ught  and  interfere  with 
correct  definition.     Objects  may  be  placed  upon 
both  sides  of  the   discs,  or  one  side  may  be  oc- 
cupied  by  a  number  for  the   sake  of  reference,   and  this 
side  may  be  either  left  white  or  black ;  if  black,  the  number 
may  be  put  on  in  white,  or  a  printed  one  with  a  white  margin 
may  be  used.     Five  different  ways  of  mounting  objects  on  these 
discs  are  shown  by  figs.  215-16-17.     In  the  first,  where  the 
objects  are  thick,  they  may  be  simply  cemented  to  the  disc. 
In  the  second  is  seen  a  plan  which  answers  very  well  for  the 
capsules  of  mosses,  viz.,  to  glue  a  small  piece  of  cork  to  the 
lower  surface  of  the  disc,  and  to  attach  the  little  stems  of  the 
capsules  to  this ;  they  can  then  be  arranged  in  the  best  way 
for  viewing  their  mouths.     In  the  third  and  fourth  ways  the 
same  thing  is  shown,  but  a  small  circle  of  cork  is  employed 
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Fig.  217. 


instead  of  a  larger  piece.  In  the  fifUi  is  ex- 
hibited the  method  of  mounting,  so  that  the 
side  of  the  object  as  well  as  the  front  may  be 
examined. 

When  it  is  necessary  that  both  mdes  of  an 
object  should  be  viewed,  a  disc,  an  inch  or 
more  in  diameter,  may  be  used,  out  of  which 
a  small  disc  has  been  punched,  as  shown  by 
fig.  218,  but  not  exactly  in  the  centre;  through 
the  broad  part  the  pin  is  passed,  and  the  ob- 
ject may  be  cemented  to  one  of  the  sides,  or 
what  is  better,  if  it  can  be  managed,  is  to 
separate,  by  means  of  a  penknife,  the  chamois 
leather  from  one  of  the  cards,  and  into  this 
fissure  to  place  the  object,  the  application  of  a 
little  cement  being  required  to  keep  it  there. 
Supposing  the  object  to  be  a  portion  of  fern,  this 
plan  will  enable  an  observer  to  view  both  sides 
of  it,  or  even  look  through  it,  and  if  at  any  time  the  disc  were 
laid  flat  on  the  table,  the  object  would   be  preserved  from 

injury  by  being  situated  in  a  plane  inter- 
mediate between  the  two  outer  sides.  Sup- 
posing very  small  discs  are  required,  Mr. 
George  Jackson  has  devised  an  excellent 
method,  whereby  with  pins  and  black  seal- 
ing-wax some  usefril  ones  may  be  made  in 
the  following  way : — Take  a  long  pin  and 
slightly  warm  it  in  the  middle,  then  take  a 
stick  of  black  sealing-wax  and  melt  it  in 
the  flame  of  a  candle  or  spirit  lamp;  having 
put  a  small  quantity  upon  the  middle  of 
Fig  218.  the  pin,  hold  the  latter  either  in  the  flame 

of  the  lamp  or  near  it,  and  as  the  wax  melts,  revolve  the  pin 
on  its  axis ;  if  this  be  done  rather  quickly,  the  sealing-wax 
will  be  equally  distributed  about  the  pin,  the  pin  then  should 
be  immediately  removed  from  the  flame,  and  placed  upon 
a  piece  of  glass,  and  the  wax  pressed  upon  by  another  piece  of 
glass,  so  as  to  convert  the  globule  into  a  flat  disc.     Upon 


MOUNTING  OPAQUE  OBJECTS.  321 

these  discs  the  objects  may  be  mounted  in  the  usual  way. 
A  little  practice  will  enable  a  person  to  make  them  easily, 
and  of  a  circular  figure ;  they  may  be  also  made  of  an  oval 
shape  by  spreading  out  the  wax  on  the  pin,  being  careful 
that  the  thicker  part  of  It  occupies  the  centre  of  the  pin,  and 
not  one  of  the  ends,  otherwise  irregular  shapes^  and  not  ovals, 
wiU  be  the  result  The  ground  upon  which  the  object  is  to 
be  placed  is  necessarily  shiny,  but  it  can  easily  be  made  to 
assume  a  dead  black  hue  by  scraping  it  with  a  knife.  Discs 
so  made  are  very  durable,  and  have  a  neat  appearance. 

On  Cylinders. — These  may  be  made  of  cork,  wax,  or  ivory, 
of  the  shape  represented  by  fig.  219;  the  pin  may  be  passed 

either  through  the  long  or  the  short  axis 
Y  Y  ^f  ^^^  cylinder,  so  that  an  object  may  be 
I  I        mounted  on  the  ends  of  the  latter,  or  on  the 

I  I        side  of  the  former.     Gutta  percha,  which  is 

flBRk    I       now  coming  into  use  for  lathe  bands,  and 

may  be  obtained  of  nearly  any  size,  can  be 
cut  into  lengths  of  half-an-inch  or  more,  and 
a  pin  heated  to  a  temperature  a  little  above 
that  of  boiling  water  may  be  readily  passed 
through  them,  and  when  cold  will  be  fixed 

Fig.  219.        very  tightly. 

On  Slides. — This  is  most  easily  done  by 
punching  out  from  black  paper  little  circles  from  the  one- 
fourth  to  one  inch  in  diameter;  these  may  be  stuck  either 
with  gum  or  paste  upon  the  ordinary  sized  glass  slide,  as 
shown  by  fig.  220 ;  upon  these  black  discs  the  objects  may  be 


Fig.  220. 

fixed  with  any  of  the  cements  before  alluded  to,  in  the  same 
manner  as  on  those  of  cardboard  or  leather.  They  possess  this 
great  advantage,  that  they  may  be  arranged  in  a  cabinet  with 
other  objects,  which  cannot  be  done  with  those  on  the  pins ;  but 
they  are  very  liable  to  be  injured  materially  by  dust  and  dirt,  and 
2L 
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only  small  shells  or  objects  that  cannot  be  damaged  by  wiping 
with  a  camelVhair  pencil,  ought  to  be  mounted  in  this  way. 

In  Cells. — ^For  this  purpose  it  will  be  found  convenient  to 
use  cells  not  exceeding  half-^n-inch  in  diameter,  or  the  size  of 
the  largest  dark  stop ;  they  may  be  cut  firom  large  barometer 
tubes  of  any  required  thickness,  and  are  to  be  cemented  to 
the  slides  with  marine-glue  in  the  usual  manner.  After  the 
cell  has  been  cleaned  and  the  cover  and  object  selected,  some 
black  sealing-wax  varnish,  rather  thick,  may  be  dropped  into 
the  bottom  of  the  cell,  upon  this  the  object  is  to  be  laid ;  the 
varnish  will  serve  a  two-fold  purpose — ^first,  as  a  cement  to 
keep  the  object  in  its  place,  and,  secondly,  as  a  stop  to  prevent 
the  transmission  of  light.  When  the  sealing-wax  has  become 
hard  the  cover  may  be  laid  on ;  this  can  be  eifected  in  one  of 
two  ways,  either  by  the  plan  recommended  for  the  thin  dry 
cells,  or  by  putting  a  layer  of  old  gold-size  upon  the  walls  of 
the  cell,  and  allowing  it  to  get  nearly  dry,  then  laying  on  the 
cover,  and  after  the  lapse  of  a  day  or  two,  when  the  size  has 
become  hard,  filling  up  the  angle  between  the  cover  and 
cell  with  gold-size  laid  on  in  several  thin  coatings,  so  that  it 
may  not  run  in  and  interfere  with  the  object.  This  plan 
will  be  found  highly  advantageous  for  most  objects ;  they  may 
be  well  seen  with  the  Licberkuhn,  the  black  cement  acts  as  a 
stop  or  dark  well,  and  the  small  size  of  the  cell  allows  of  the 
light  being  readily  transmitted  on  all  sides  of  it,  so  that  no 
stop  under  the  stage  will  be  required.  The  glass  cover  does 
not  at  all  interfere  with  correct  definition  unless  the  light 
be  thrown  upon  it  very  obliquely,  when  some  pencils  must 
necessarily  be  reflected;  but  with  the  vertical  light  from 
the  Lieberkuhn,  nearly  as  much  will  pass  through  as  if  the 
cover  were  not  present.  The  elytra  of  the  diamond  and  other 
beetles  which  still  exhibit  their  nunbow  hues  when  placed 
in  Canada  balsam,  can  be  well  seen  when  mounted  in  this 
manner;  but  those  objects  which  require  the  light  to  fall 
upon  them  at  very  oblique  angles  to  show  their  play  of 
colours,  must  be  mounted  on  discs  with  the  pin,  by  which 
means  they  can  with  facility  be  turned  in  every  direction,  and 
so  display  their  resplendent  tints. 
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When  Canada  balsam  is  used  for  mounting  the  specimens, 
the  precautions  mentioned  in  page  308  must  be  attended  to ; 
the  balsam  must  be  very  fluid,  but  not  made  so  with  turpen- 
tine, and  the  cover  must  not  be  put  on  till  all  the  air  bubbles 
have  disappeared,  otherwise  the  little  vacuities  there  alluded  to 
will  occur  after  the  lapse  of  a  few  weeks  or  months. 

A  very  convenient  mode  of  mounting  opaque  objects  in 
cells  in  the  dry  way  is  shown  in  section  by  fig.  221,  where  b 


Fig.  221. 

represents  a  thin  piece  of  mahogany  or  other  hard  wood, 
having  a  cell,  c,  bored  out  in  its  middle  by  means  of  a  centre- 
bit  ;  ^e  hole  should  not  extend  through  the  entire  thickness 
of  the  wood,  but  about  half  way,  as  shown  at  c;  the  objects 
fastened  to  a  disc  of  paper  or  card  may  be  secured  to  the 
bottom  of  the  cell  by  means  of  one  or  other  of  the  cements 
previously  described,  and  a  cover  of  thin  glass,  dy  having  been 
placed  over  the  hole,  may  be  firmly  fixed  there  by  one  of  the 
cements  or  by  a  layer  of  paper,  e,  gummed  to  it  and  the 
mahogany  in  the  manner  described  at  page  314. 

Mr.  Julius  Page  has  made  some  very  excellent  cells  of  the 
flattened  tin  wire  employed  by  cabinet-makers  for  inlaying, 
by  bending  it  into  a  square  or  round  shape  upon  a  bar  or 
cylinder  of  wood;  these  he  fixes  to  the  slide  by  marine-glue 
or  other  cement,  using  a  large  quantity  on  the  outside  of  the 
cell  to  form  an  embankment,  and  to  prevent  the  goldnsize 
employed  in  the  fastening  down  of  the  cover  from  entering 
the  cell  where  the  two  ends  of  the  wire  are  brought  into  con- 
tact. Cells  so  made  will  answer  as  well  for  preparations 
mounted  in  fluid  as  for  those  that  are  dry,  tin  being  a  metal  on 
which  few  of  the  preservative  solutions  will  act 

In  Pill  Boxes. — The  author's  late  brother,  Mr.  Edwin 
Quekett,  adopted  a  plan  for  mounting  opaque  objects,  which 
<answercd  exceedingly  well ;  this  was  to  select  some  small  but 
21* 
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well-4nade  pill  boxes,  and  to  glue  to  tbe  bottom,  or  to  the  «de 
or  cover,  a  piece  of  cork,  of  one  or  other  of  the  shtipeB  repre- 
sented by  fig.  222.     In  the  first  three  are  seen  cylindrical 


#■■ 


pieces  glued  to  the  cover,  in  the  fourth  is 
shown  a  semicircular  piece  fixed  to  tbe 
side,  and-  in  the  fifth  and  sixth  a  cone  tuid 
a  cylinder  attached  to  tJie  bottom  of  the 
box,  all  of  which  plans  will  be  found  useful 
for  different  kinds  of  objects. 

In  order  to  hold  these  boxes,  he  em- 
ployed a  pair  of  forceps  of  tbe  shape  repre- 
sented by  fig.  223.  a  is  a  piece  of  steel 
wire,  having  at  each  end  two  pieces  of 
main-spring,  J  J",  those  at  b  have  two  semi- 
circular pieces  of  brass  riyetted  to  them  to 
embrace  the  box,  as  shown  at  d,  whilst  at 
t/  the  springs  are  bent  as  there  represented, 
in  order  to  hold  the  cover  or  the  bottom  of 
the  box  in  a  horizontal  position.  The  wira, 
a,  slides  through  a  short  piece  of  spring 
tube  attached  to  a  joint,  c,  below  which  is 
Fig.  S33.  ^  P'°  f<>r  connecting  the  instrument  to  the 

stage  of  the  microscope,  as  in  the  case  of 
llie  other  forceps  described  at  page  129.  Mr,  Jackson  has 
a'so  adopted  the  plan  of  mounting  opaque  objects  in  pill 
boxes,  but  he  makes  a  hole  in  the  bottom  of  each,  by  means 
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of  which  he  fits  them  on  a  Bharp-pointed  pia  attached  ta  the 
ordinary  forceps.  Objects  so  mounted  possess  many  advan- 
tages :  they  are  preserved  from  dust  and  injury,  and  the  names 
of  each  being  written  on  the  cover,  they  may  be  packed  away 
in  drawers  and  easily  recognised  when  required. 

Our  attention  must  now  be  directed  to  the  preparation  of 
particular  classes  of  objects. 


CHAPTER  X. 

TO  MAKE  SECTIONS  OF  BOKS  AND  TEETH. 

The  apparatus  required  to  make  sections  of  bone  and  teeth 
will  be  as  follows: — A  fine  saw,  such  as  is  used  for  cutting 
metal ;  two  or  three  flat,  safe-edged  fiksy  one  of  them  very 
finely  cut ;  a  small  hand-vice ;  two  honea  of  the  water  of  Ayr 
stone ;  strips  of  glass,  two  inches-and-a-half  long,  and  half-an- 
inch  broad ;  some  old  Canada  balsam ;  a  small  bottle  of  sul- 
phuric ether ;  and  a  strop  of  buff  leather,  or  a  cake  of  resinous 
matter,  charged  with  putty  powder. 

The  first  thing  to  attend  to  in  making  a  section  of  recent 
bone,  is  to  select  a  part  perfectly  free  from  grease ;  as  thin  a 
section  as  possible  is  to  be  cut  from  it  by  the  fine  saw,  and  be 
made  flat,  and  at  the  same  time  further  reduced  by  means 
of  the  file.  If  the  section  be  not  very  brittie,  it  may  be  held 
by  the  hand-vice,  and  being  supported  upon  a  flat  piece  of  wood 
or  cork,  may  be  brought  by  the  file  nearly  to  its  proper  degree 
of  thinness.  If  one  hone  only  is  at  hand,  the  section  may  be 
laid  upon  it  with  some  water,  and  be  rubbed  backwards  and 
forwards  by  a  finger  pressed  upon  it,  until  both  its  surfaces 
have  acquired  a  certain  amount  of  polish;  it  may  be  examined 
from  time  to  time  by  the  microscope  to  see  when  it  is  thin 
enough,  and  when  this  point  is  arrived  at,  we  may  proceed  to 
polish  it;  if  the  section  be  intended  to  be  mounted  in  Canada 
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balsam^  a  great  amount  of  polish  is  not  necessary ;  it  may 
then  be  siinply  rubbed  upon  a  strop  of  buff  or  chamois  leatber, 
imtil  the  desired  effect  is  obtained ;  if,  on  the  contrary,  the 
section    is    to    be   mounted    dry,  the  polishing  should    be 
carefully  attended  to,  a  buff  leather  strop,  with  putty  powder 
and  water,  must  be  employed^  and  the  section  rubbed  upon 
it  until  a  perfect  polish  is  procured     The  excess  of  putty 
powder  about  the  specimen  may  be  removed  by  repeated 
washing.     If  the  operator  be  provided  with  two  hones,  the 
section  may  be  quickly  made  very  thin  by  rubbing  them 
one  upon  the  other  with  the  section  between  them;  when 
sufficiently  thin,  it  may  be  polished  in  the  above  described 
manner.     Should,  however,  the  section  be  brittle,  we  must 
have  recourse  to  a  different  method,  to  effect  its  being  ground 
on  the  hone  without  fracture.    For  this  purpose,  as  thin  a 
section  as  possible  having  been  removed  by  the  saw,  it  is  first 
to  be  filed  and  then  rubbed  down  on  the  hone,  and  polished 
on  one  side  only.    The  section  is  next  to  be  dried,  and  then 
cemented  to  one  of  the  narrow  strips  of  plate-glass  with 
Canada  balsam ;  in  order  to  effect  this,  some  old  balsam  should 
be  procured,  and  a  small  portion  laid  upon  the  centre  of  one  of 
the  flat  surfaces  of  a  strip  of  plate-glass,  which  is  then  to  be 
heated  until  the  balsam  is  melted  and  many  of  the  air  bubbles 
have  disappeared ;  the  glass  may  then  be  removed  from  the 
flame,  and  when  it  has  become  slightly  cool,  the  section,  with 
its  polished  surface  downwards,  is  to  be  placed  upon  the 
balsam,  and  pressed  firmly  down  until  the  balsam  is  quite 
cold,  care  being-taken  that  the  entire  surface  of  the  section  be 
in  contact  with  the  glass.     A  good  deal  of  the  superfluous 
balsam  may  now  be  cut  away  from  the  sides  of  the  section, 
sufficient  being  left  to  hold  it  firmly  to  the  glass;  if  it  be  very 
thick,  the  file  may  be  used  to  reduce  it  at  first,  and  then  it 
may  be  brought  down  to  a  proper  degree  of  thinness  by  the 
hone ;  as  the  grinding  is  being  proceeded  with,  the  section 
may  be  from  time  to  time  examined  by  the  microscope,  and 
when  it  has  been  found  to  be  thin  enough,  this  surface  also 
may  be  polished  on  the  buff  leather  in  the  same  way  as  the 
one  first  described.     The  next  step  is  the  removal  of  the 
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section  from  the  glass;  this  is  readily  effected  by  dropping  the 
slip  of  glass  into  the  stoppered  bottle  containing  ether,  which, 
in  a  very  short  space  of  time,  will  dissolve  all  the  balsam,  when 
the  section  will  drop  off;  it  may  then  be  removed  from  the 
ether,  and  when  dried  is  ready  for  being  permanently  mounted. 
It  will  now  be  seen  why  a  slip  of  glass  of  a  particular  length 
and  breadth  was  recommended  at  the  commencement,  it  has 
many  advantages  over  either  longer  or  shorter  strips;  in  the  first 
place,  if  the  section  should  be  thicker  on  one  side  than  the 
other,  the  glass  can  be  tilted  a  little,  so  that  the  side  which  is 
the  thickest  may  be  rubbed  the  most,  and  in  a  short  time  an 
uniform  degree  of  thinness  will  be  obtained ;  secondly,  it  is  by 
far  the  best  plan  to  keep  ether  in  a  bottle  with  a  stopper  not 
much  exceeding  half-an-inch  in  diameter,  as  in  larger  bottles 
the  stoppers  seldom  fit  so  nicely  as  to  prevent  evaporation ; 
into  the  small  bottles  the  slips  of  glass  previously  described 
will  readily  drop,  and  the  ether  need  not  more  than  half  fill 
the  bottle,  for  so  long  as  it  reaches  as  high  as  the  section, 
the  desired  object  will  be  obtained ;  when,  however,  the  stock 
is  reduced  so  low  that  it  will  not  reach  the  section,  one  end  of 
the  slip  of  glass  may  be  cut  off  with  a  diamond,  and  only  a 
small  quantity  of  ether  will  then  be  necessary. 

If  it  be  required  to  make  sections  of  fossil  bones  that  are 
too  hard  to  be  cut  with  a  saw,  the  apparatus  employed  by  the 
lapidary  must  be  had  recourse  to ;  this  consists  of  a  thin  iron 
wheel,  the  edge  of  which  is  charged  with  emery,  or  with 
diamond  dust ;  after  the  section  has  been  made,  it  is  then  to  be 
cemented  to  a  piece  of  glass  and  polished  on  both  surfaces, 
the  material  used  for  the  cutting  being  a  fluid  known  as  oil 
of  brick.  The  ordinary  wheel  employed  by  the  lapidary  runs 
horizontally,  and  is  turned  by  the  hfuid ;  an  apparatus  of  the 
same  kind,  but  used  by  the  jeweller,  consists  of  a  small  steel 
or  copper  disc,  turned  by  a  foot-wheel ;  one  or  both  of  these 
will  be  required  by  those  who  wish  to  devote  much  attention 
to  the  structure  of  fossil  bones  and  teeth.  It  is  usual  to  mount 
such  sections  on  pieces  of  plate-glass,  without  any  covering  of 
Canada  balsam  or  thin  glass  over  them ;  if  they  have  a  polished 
surface,  their  structure  can  be  admirably  made  out. 
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When  it  is  necessary  to  examine  the  bone  cells  of  frag- 
ments of  fossil  bone,  chippings  only  are  requir^ ;  these  may 
be  produced  by  striking  the  bone  with  the  edge  of  a  small 
hammer,  then  carefully  selecting  the  thinnest  of  the  chips,  and 
placing  them  at  once  without  any  grinding  in  Canada  balsam. 

Mounting  Sections  of  Bone. — The  next  process  is  that  of 
mounting  the  sections ;  this  may  be  done  either  in  the  dry 
way,  as  described  in  page  316,  in  a  thin  cell  in  fluid,  or  in 
Canada  balsam.  If  the  section  be  very  thin,  transparent, 
and  well  polished,  it  ought  to  be  mounted  either  in  fluid  or 
dry ;  if  not,  the  Canada  balsam  may  be  had  recourse  to. 
The  method  of  doing  which  is  as  follows: — After  haying 
placed  some  thin  Canada  balsam  on  a  slide  of  the  required 
size,  it  must  be  heated  until  it  boils;  it  may  then  be  laid 
aside  for  a  moment  to  cool,  when  the  section,  having  been 
previously  made  dry,  is  to  be  placed  in  it ;  if  the  balsam  be 
too  cold  for  the  section  to  sink  into  it,  a  little  more  heat 
must  be  applied,  and  as  soon  as  the  balsam  is  again  fluid 
enough,  the  section  may  be  embedded  in  it ;  should  the  heat 
be  such  as  to  cause  air  bubbles  to  appear,  it  will  then  be 
desirable  to  remove  them  before  the  thin  glass  cover  is  laid 
on ;  this  may  be  done  in  two  ways,  either  by  dravring  them 
from  the  field  in  the  neighbourhood  of  the  object  with  the 
pointed  instrument,  or  by  heating  the  balsam  again,  so  as  to 
make  it  boil;  when  the  bubbles  are  all  removed,  the  thin 
glass  cover,  with  its  under  surface  warmed,  may  be  laid 
upon  the  balsam,  and  pressed  down  so  as  to  exclude  at  the 
same  time  all  the  air  bubbles  and  all  the  superfluous  balsam. 
In  some  cases  the  author  has  found  that  sections  of  bone,  which 
have  been  laid  in  balsam  and  heated  until  the  balsam  has 
boiled,  exhibit  their  intimate  structure  more  beautifully  than 
they  did  before  the  extra  heat  had  been  applied.  When 
a  section  is  put  into  very  liquid  balsam,  the  bone  cells 
soon  become  filled,  which  makes  the  structure  indistinct; 
hence  it  is  better  to  mount  all  bones  in  the  dry  way  or  in 
fluid,  except  those  which  are  of  a  very  dark  colour,  and  have 
their  bone  cells  and  canals  filled  with  earthy  matter.  All 
sections  of  recent  and  greasy  bones  should  be  soaked  in  ether 
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for  some  little  time  before  they  are  mounted ;  this  dissolves 
the  grease,  and  makes  the  bone  cells  and  their  canaliculi  much 
more  distinct. 

Fragments  or  chippings  of  fossil  bones  may  be  put  into 
balsam  without  any  grinding;  and  as  it  generally  happens 
that  in  such  bones  all  the  cells  and  canals  are  fiill  of  earthy 
substance,  it  does  not  matter  if  the  balsam  have  been  made  to 
boil ;  it  is,  perhaps,  the  better  plan  that  this  should  be  done, 
as  it  makes  the  intercellidar  tissue  more  transparent^  and  the 
bone  cells,  therefore,  can  be  seen  more  distinctly. 

It  may  be  as  well  here  to  state,  that  the  sections  should,  if 
possible,  be  made  in  two  or  more  directions;  thus,  for  instance, 
if  the  specimen  about  to  be  examined  be  a  portion  of  the 
shaft  of  a  long  bone,  we  should  cut  the  first  transversely  and 
the  other  two  longitudinally ;  one  of  the  latter  may  extend 
through  the  medullary  cavity,  and  the  other  merely  through 
the  outer  or  periosteal  surface.  The  scales  and  thin  plates  of 
bone  of  fishes  will  rarely  require  more  than  grinding  down  on 
the  hone ;  if  the  surface  of  the  scale  be  enamelled,  as  in  the 
LepidosteuB,  the  inner  surface  only  may  be  rubbed  down  on 

■ 

the  hone,  and  the  outer  left  with  its  natural  polish  of  enamel 
on  it,  the  ground  ewcEace  may  be  cemented  to  a  slide  by 
Canada  balsam,  and  the  enamelled  will  then  require  no 
covering  either  of  thin  glass  or  of  balsam,  but  be  kept  in  the 
same  manner  as  the  fosffll  woods  before  described.  In  order 
to  obtain  a  perfect  notion  of  the  structure  of  bone,  one  or 
more  sections  should  be  soaked  in  dilute  muriatic  acid  to  get 
rid  of  the  earthy  matter,  and  others  in  caustic  potash  to  destroy 
the  animal  matter ;  these  should  be  mounted  in  fluid,  and  will 
be  found  very  instructive. 

To  make  Sections  of  Teeth, — The  teeth  of  fishes  not  being 
supplied  with  a  layer  of  dense  enamel,  may  be  cut  in  the  same 
way  as  ordinary  bone,  with  a  fine  saw,  and  then  be  rubbed 
down  between  the  hones,  and  polished  in  the  usual  manner; 
but  those  of  nearly  all  the  higher  mammalia  being  coated  more 
or  less  with  enamel  of  flinty  hardness,  will  require  a  much 
greater  amount  of  labour  to  be  expended  on  them. 

The  saw  best  adapted  for  cutting  through  the  enamel  is 
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that  used  for  iron  and  brass;  even  this  will  often  become 
blunt  before  the  cutting  is  completed.  It  will  be  almost 
vain  to  indulge  in  the  hope  of  making  more  than  two  longi- 
tudinal sections  of  one  tooth ;  this  can  only  be  effected  by 
cutting  it  down  through  the  middle,  and  after  cementing  the 
cut  surfaces  to  a  plate  of  glass,  to  reduce  them  to  the  proper 
degree  of  thinness  by  the  file,  and  finish  them  on  the  hones. 
The  lapidary's  wheel  will  be  found  much  more  useM  for  teeth 
than  for  bone,  as  a  wheel  charged  with  diamond  dust  wiU 
speedily  cut  through  a  thick  layer  of  the  hardest  enameL 
The  operation  of  laying  sections  of  teeth  in  the  thick  balaam 
should  be  carefiilly  performed,  as  the  enamel  Tery  really 
separates  from  the  dentine  or  ivory;  the  grinding  and  polishing 
should  also  be  carried  on  with  care  to  prevent  the  separation. 
The  sections,  like  those  of  bone,  should  be  made  in  two 
directions,  one  transverse,  and  the  other  longitudinal,  and  if 
the  structure  of  the  enamel  require  to  be  examined,  an  oblique 
section  will  be  found  very  instructive,  although  very  difficult 
to  make. 

To  Mount  Sections  of  Teeth, — These  may  be  mounted  in 
the  same  way  as  the  sections  of  bone ;  an  examination  by  the 
microscope  will  serve  to  determine  whether  any  particular 
specimen  should  be  placed  either  in  fluid  or  balsam,  or  be 
preserved  dry ;  the  latter  plan  will,  however,  be  found  on  the 
whole  to  be  the  most  satisftictory,  but  in  this  case  the  section 
should  be  well  polished.  Dark  coloured  fossil  teeth  will  be 
well  exhibited  in  balsam,  and  may  even  be  boiled  in  it  if 
necessary,  as  the  tubes  of  the  dentine  are  in  most  cases  filled 
with  earthy  matter. 
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CHAPTER  XL 

TO  MAKE  SECTIONS  OF  SHELL  AND  OTHER  HARD  TISSUES. 

For  this  purpose  neaily  all  the  apparatus  described  for 
making  sections  of  bone  and  teeih  will  be  required.  By 
far  the  most  important  instruments,  howeTer,  will  be  found  to 
be  the  file  and  the  hone.  Shell,  although  generally  much 
softer  than  bone  or  tooth,  is,  nevertheless,  very  brittle,  and 
thin  sections  require  to  be  handled  with  very  great  care. 
The  best  plan  of  proceeding  is  to  make  a  portion  fiat  on  one 
surface,  and  polish  it  first  on  the  hone  and  then  with  putty 
powder,  and  to  cement  this  surface  to  the  slide  on  which  the 
section  is  intended  to  be  mounted  by  means  of  Canada  balsam, 
the  file  may  then  be  employed  to  reduce  its  thickness,  and  the 
hone  to  finish  it;  the  section  should  be  examined  from  time  to 
time  by  the  microscope,  to  see  when  it  is  thin  enough,  and,  if 
required,  the  slide  may  be  placed  either  in  ether  or  turpentine 
to  dissolve  away  the  old  balsam  without  separating  it  from  the 
slide ;  but  should  the  specimen  be  very  brittle,  it  should  be 
allowed  to  remain  on  the  slide  on  which  it  was  ground,  and 
after  having  been  made  as  dean  as  possible,  some  new  balsam 
may  dropped  upon  it,  and  a  cover  of  thin  glass  laid  over  it 
in  the  usual  way ;  but  if  the  section  be  sufficiently  strong,  it 
may  be  removed  by  ether  from  the  slide,  and  be  mounted  in 
balsam  as  a  fresh  object;  the  latter  plan  will  be  found  the 
neatest  and  best,  provided  it  can  be  accomplished  without 
injury  to  the  specimen.  When  it  is  required  to  investigate 
the  arrangement  of  the  animal  matter  in  any  section,  it  should 
be  subjected  to  the  action  of  dilute  muriatic  acid,  this  is 
termed  by  Dr.  Carpenter  the  decalcifying  process ;  such  speci- 
mens, after  soaking  in  water  to  get  rid  of  the  acid,  may  be 
mounted  with  fiuid  in  the  thin  glass  cell.  Tlie  structure  of 
many  shells  of  the  oyster  kind  can  be  very  well  made  out  by 
selecting  some  of  the  thinnest  of  the  flakes  or  laminse  found 
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near  the  outer  margin  of  the  yalves  of  the  shell ;  these,  after 
having  been  washed  and  dried,  may  be  mounted  in  Canada 
balsam  in  the  usual  manner.  Some  shells  of  the  genus 
IHnna,  that  exhibit  a  prismatic  structure,  will  separate  readily 
into  prisms ;  these  may  also  be  mounted  either  in  fluid  or  in 
balsam  without  any  further  preparation.  The  most  difficult 
shells  to  cut  are  those  whose  structure  is  nacreous  or  pearly — 
the  ear  shell,  Haliotis,  is  the  best  example  of  this  kind;  these, 
however,  will  yield  to  the  file  and  hone ;  sections  of  them 
should  be  decalcified,  and  it  will  then  be  seen  (as  was  dis- 
covered by  Dr.  Carpenter)  that  the  splendid  hues  which  this 
tribe  of  shells  presents  are  due  to  the  plication  of  the  animal 
membrane.  Amongst  the  shelly  tissues  may  be  mentioned 
the  spines  of  the  Echinodermata,  the  tegument  of  the  Cms- 
tacea,  and  the  bone  of  the  Cuttle  fish.  All  these  may  be 
prepared  in  the  same  manner  as  shells,  by  the  file  and  the 
hone,  with  the  exception  of  the  lafit,  which  may  be  cut  suf- 
ficiently thin  with  a  very  sharp  knife.  The  spines  of  the 
Echini,  after  having  been  cut  transversely  with  a  saw,  and 
then  ground  down  and  mounted  in  Canada  balsam,  form  some 
of  the  most  beautiful  objects  for  a  microscope  of  low  power; 
considerable  difficulty  will,  however,  be  found  in  getting  a 
section  perfect  and  at  the  same  time  very  thin.  A  portion  of 
the  shell  of  a  crab,  taken'  from  one  of  the  large  claws,  also 
forms  a  most  interesting  object ;  but  the  author  would  refer 
those  who  wish  to  obtain  a  knowledge  of  these  beautiful 
structures  to  the  very  valuable  papers  of  Dr.  Carpenter  in  the 
Reports  of  the  British  Association  for  the  Advancement  of 
Science,  where  he  will  also  find  accurate  representations  of 
the  most  remarkable  kinds. 

To  make  Sections  of  hard  Vegetable  Tissues. — The  dense 
structures  which  compose  the  stones  of  some  of  the  pulpy 
fruits,  such  as  the  peach,  apricot,  plum,  and  cherry,  are 
beautiftd  objects  for  microscopic  investigation;  they  resemble 
in  a  very  striking  manner  the  osseous  tissues  of  animals,  and 
like  them  require  to  be  cut  into  thin  slices  in  order  to  exhibit 
their  true  charaeters.  The  principal  instruments  necessary  for 
this  purpose  will  be  the  saw,  the  file,  and  the  hone;  tiiose 
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stones  that  are  tough,  such  as  the  cheny  and  plum,  can  be 
easalj  made  thin ;  others  that  are  more  brittle  will  demand 
some'  care  in  their  preparation,  whilst  some  few,  as,  for  in- 
stance, the  ivoiy  nnt,  are  so  hard  as  even  to  require  the  aid  of 
the  cutting-machine  or  the  lapidary's  wheel,  for  their  reduction 
to  a  proper  degree  of  thinness.  The  method  generally  em- 
ployed to  make  sections  of  these  hard  tissues  for  the  micro- 
scope is  very  dmilar  to  that  of  bone  before  described,  viz.,  to 
cut  as  thin  a  slice  as  possible  with  the  saw,  then  to  reduce 
this  nearly  to  the  requisite  thinness  by  the  file,  and  finish  it 
with  the  hones ;  as  all  these  tissues  are  more  or  less  of  a  dark 
colour,  they  will  be  best  displayed  in  balsam,  therefore  the 
process  of  polishing  on  the  buff  leather  with  putty  powder 
may  be  dispensed  with.  The  development  of  some  of  the  hard 
tissues  may  be  very  well  seen  in  the  scales  of  the  cone  of  firs ; 
these  may  be  readily  cut  in  the  machine  employed  to  make 
sections  of  wood  presently  to  be  described,  and  may  be 
mounted  in  balsam  in  the  usual  manner.  Another  form  of 
hard  tissue  may  be  procured  by  maceration  firom  the  pear 
tribe ;  this  is  known  to  botanists  as  ff^ritty  tissue^  and  should  be 
mounted  in  fluid,  as  the  balsam  makes  it  too  transparent. 

To  prepare  Siliceous  Skeletons  of  Vegetables. — ^In  all  plants 
known  as  grasses,  silica  or  flint  is  more  or  less  abundant ;  its 
presence  may  be  recognised  in  many  ways,  but  heat  and  nitric 
acid  are  the  agents  generally  employed  to  separate  it  from 
the  other  less  durable  substances  with  which  it  is  intimately 
connected.  Silica  forms  a  coating  to  the  stems  of  grasses;  it 
is  even  found  in  small  masses  or  concretions  in  the  joints  of 
the  bamboo,  and  is  then  known  by  the  name  of  tabasheer. 
The  attention  of  microscopists  was  first  directed  to  the  eiliceous 
skeletons  of  certain  parts  of  grasses  by  the  Rev.  J.  B.  Reade, 
in  the  year  1835 ;  the  specimens  first  examined  by  him  con- 
sisted of  the  husks  and  parts  of  the  stem  of  the  wheat  and 
oat;  they  were  prepared  by  subjecting  these  parts  to  a  very 
high  temperature  in  a  platinum  crucible,  whereby  all  the 
carbonaceous  matter  was  burnt  off,  and  an  ash  of  silica  was 
left;  this  was  removed  and  mounted  in  Canada  balsam,  when 
a  perfect  cast  even  of  the  most  minute  vegetable  structure  in 
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flint  was  found  on  microscopical  examination.  One  of  the 
most  beautiful  specimens  for  exhibiting  the  arrangement  of 
silica  in  its  stem  is  an  Equisetum,  sold  in  the  oil  and  <5oloar 
shops  under  the  name  of  the  Dutch  rush ;  it  is  used  by  the  ^ 

cabinet-makers  as  a  substitute  for  sand  or  glass  paper,  for 
rubbing  down  the  inequalities  in  the  surface  of  wood ;  this  is 
best  prepared  by  cutting  the  stems  into  short  pieces,  and 
boiling  them  in  strong  nitric  acid  in  a  tall  vessel;  copious 
fumes  of  gas  will  be  given  off  ajs  the  carbon  is  being  removed, 
the  vessel  should  then  be  laid  aside  for  a  time,  and  more  add 
added  when  the  effervescence  has  ceased;  if  the  specimen 
be  not  immediately  wanted,  it  may  be  kept  in  the  acid 
until  the  perfect  removal  of  all  the  other  constituents  has 
been  effected.  A  portion  of  this  plant,  when  well  prepared, 
should  be  perfectiy  free  from  all  foreign  matter,  and  after  being 
thoroughly  washed,  may  be  mounted  either  in  fluid,  in  balsam, 
or  even  dry.  In  balsam  it  forms  a  beautiful  object  for  polarized 
light,  but  in  fluid,  its  true  nature  is  best  exhibited.  The 
pale(B  or  bracts  of  a  grass,  known  as  the  Festuca  pratensis, 
exhibit  a  beautiful  arrangement  of  silica  without  any  pre- 
paration by  acid ;  they  can  be  shown  dry  as  opaque  objects, 
and  for  the  purpose  may  be  cemented  to  one  of  the  discs 
described  at  page  319;  or,  if  prepared,  may  be  mounted  in 
fluid,  and  then  examined  by  transmitted  light.  But  the 
palesc  of  the  wheat  and  oat,  which  are  known  as  chaffy 
from  being  more  opaque  and  less  abounding  in  silica,  will 
require  either  the  aid  of  acid  or  of  heat  for  its  exhibition. 
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CHAPTER  Xn. 

ON  MAKING  SECTIONS  OF  WOOD. 

Fob  this  purpose  we  must  be  provided  with  an  instrument 
termed  the  Cutting  machine,  which  consists  of  a  plate  of  metal, 
on  which  a  knife  or  razor  is  made  to  slide,  and  the  wood  to  be 
cut  is  firmly  wedged  into  a  triangular  or  other  tube,  and  is 
raised  above  the  surface  of  the  tube  by  a  very  fine  screw,  as 
high  as  the  thickness  of  the  section  required.  The  first  instru- 
ment of  this  kind  was  invented  by  Adams,  about  the  year  1770, 
and  was  subsequently  improved  by  Mr.  Gumming ;  it  is  de- 
scribed and  figured  in  the  microscopical  essays  of  the  younger 
Adams,  and  is  of  the  same  kind  as  that  employed  by  Mr.  Cus- 
tance,  *^  who  was  unrivalled,"  says  Adams,  **  in  his  dexterity  in 
preparing  and  accuracy  in  cutting  thin  transverse  sections  of 
wood."  In  subsequent  times  other  instruments  have  been 
contrived  for  the  same  purpose,  some  provided  with  knives 
which  move  circularly,  others  with  knives  fixed  in  a  strong 
frame-work  of  metal,  whilst,  in  not  a  few,  the  cutting  is 
performed  by  a  razor  of  the  ordinary  kind,  or  one  ground 
perfectly  flat  on  one  side.  A  very  excellent  machine  for  this 
purpose,  which  the  author  has  been  in  the  habit  of  using  for 
many  years,  and  can,  therefore,  strongly  recommend,  is  shown 
in  fig.  224 ;  it  consists  of  a  block  of  Spanish  mahogany,  into 
which  are  fastened  four  strong  brass  pillars  that  support  a  flat 
table  of  the  same  metal,  eight  inches  long,  three  wide,  and 
three-tenths  of  an  inch  thick,  having  a  raised  edge  screwed  to 
one  of  its  sides;  to  the  under  surface  of  the  middle  of  this  table, 
and  nearly  close  to  the  side  opposite  to  that  having  the  raised 
edge,  is  screwed  a  stout  tubular  piece  of  brass,  c,  which  passes 
through  the  table  and  projects  about  a  quarter  of  an  inch 
above  its  upper  surface ;  into  this  tube  is  fitted  accurately  a 
cylindrical  piece  of  brass,  y^  having  a  hole,  ff,  about  five-eighths 
of  an  inch  square,  extending  throughout  its  entire  length. 
This  cylinder  is  capable  of  being  raised  by  a  screw  with  forty 
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threada  in  the  inch,  the  head  of  which,  b,  is  divided  into  twenty- 
five  parta ;  the  divimone  are  cut  so  deep,  that  a  thin  wedge- 


Fig.  224. 

shaped  piece  of  Bteel  may  be  pressed  firmly  into  any  of  them 
by  the  spring,  a,  with  which  it  is  coimecled ;  this  contrivance 
answers  two  purposes,  one  as  a  micrometer  for  determining 
how  high  the  cylinder  must  he  raised  to  cut  the  finest  section, 
and  the  other  for  preventing  the  screw  from  being  moved. 
A  strong  brass  frame,  of  the  shape  shown  in  the  upper  part 
of  the  figure,  and  of  nearly  the  same  thickness  as  the  table, 
has  a  knife,  e,  ground  perfectly  flat  on  its  under  surface,  firmly 
fixed  to  it  by  two  strong  screws,  tf  if,-  this  frame,  with  its  knife 
arranged  in  the  manner  seen  in  the  figure,  is  made  to  elide 
backwards  and  forwards  smoothly  upon  the  upper  surface  of 
the  table.  The  wood  about  to  be  cut  is  driven  very  tightly 
into  the  square  hole,^,  in  the  cylinder,_/J  and  should  be  allowed 
to  project  about  an  eighth  of  an  inch  above  it.  The  cylinder 
being  replaced  within  the  tube,  c,  it  will  he  found  that  when 
the  frame  is  pushed  forwards  the  edge  of  the  knife  will  pass 
obliquely  over  every  part  of  the  surface  of  the  wood,  and  as 
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the  screw  has  forty  threads  in  the  inch,  and  its  head  is  divided 
into  twenty-five  parts,  it  follows  that  each  turn  of  the  screw 
will  raise  the  cylinder  one-fortieth  of  an  inch,  and  each  frac- 
tion of  a  turn  the  one-thousandth  of  the  same  quantity.  This 
machine  has  very  many  advantages ;  these  consist  principally 
in  the  mode  in  which  the  knife  is  fixed,  and  also  in  the  plan 
of  the  wood  about  to  be  cut  being  firmly  supported  on  all 
sides  by  metal,  but  in  such  a  manner  as  to  keep  the  latter 
without  the  reach  of  the  knife,  the  screw  being  so  short  as  not 
to  be  able  to  raise  the  cylinder  quite  as  high  as  its  edge.  In 
most  machines  of  this  kind  the  knife  rubs  upon  the  brass,  by 
which  the  cutting  edge  is  liable  to  injury,  and  the  wood  is  not 
driven  tightly  into  a  cylinder,  but  is  raised  out  of  it  by  the 
screw,  consequently  it  cannot  be  kept  so  firmly  against  the 
cutting  edge,  which  will  be  found  very  inconvenient  for  hair 
and  such  other  soft  structures  as  require  to  be  securely  wedged 
up  before  sections  of  them  can  be  made. 

Mr.  Topping  has  contrived  a  very  convenient  and  useful 
form  of  cutting-machine  on  a  plan  represented  in  section  in 
fig.  225.     A  B  is  a  flat  piece  of  mahogany,  seven  inches  long. 


22 


Fig.  225. 
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and  four  wide^  to  the  under  surface  of  which  is  attached,  at 
right  angles,  a  piece,  6,  of  the  same  size  as  A  B.  D  represents 
a  flat  plate  of  brass,  four  inches  long,  and  three  wide,  screwed 
to  the  upper  surface  of  A  B ;  to  the  middle  of  this  plate  is 
attached  a  tube  of  the  same  metal,  E  I,  three  inches  long  and 
half-an-inch  in  diameter,  and  provided  at  its  lower  end  with  a 
screw,  F,  working  in  a  nut,  and  having  a  disc,  K,  exactly 
adapted  to  the  bore  of  the  tube ;  this  disc  is  connected  with 
the  upper  end  of  the  screw,  by  which  it  is  moved  up  or  down, 
C  is  another  screw  connected  with  a  curved  piece  of  brass,  H, 
which  is  thus  capable  of  being  carried  to  the  opposite  side  of 
the  tube.  The  piece  of  wood  about  to  be  cut  is  put  into  the 
tube,  E,  and  is  raised  or  depressed  by  the  screw  F,  whilst, 
before  cutting,  the  curved  piece  of  metal,  H,  should  be  firmly 
pressed  against  it  by  the  screw,  C.  This  instrument  is  to  be 
fastened  to  the  edge  of  a  bench  or  table,  where  it  may  be 
always  kept  ready  for  use.  The  knife  *  to  be  employed  may 
be  one  constructed  for  the  purpose,  or  a  razor  ground  flat  on 
one  side  will  be  found  to  answer  very  welL 

Metlwd  of  making  Sections, — If  the  wood  be  green,  it  should 
be  cut  to  the  required  length,  and  immersed  for  a  few  days 
in  strong  alcohol  to  get  rid  of  all  resinous  matter;  when 
this  is  accomplished,  it  may  be  soaked  in  water  for  a  week  or 
ten  days,  it  will  then  be  ready  for  cutting.  If  the  wood  be  dry 
it  should  be  first  soaked  in  water  and  afterwards  immersed  in 
spirit,  and  before  cutting  be  placed  in  water  again,  as  in 
the  case  of  the  green  wood.  If  the  machine  to  be  employed 
be  such  as  described  in  page  336,  the  wood  (if  suflSciently 
large)  should  be  cut  so  as  to  fit  tightly  into  the  square  hole, 
and  be  driven  into  it  by  a  wooden  mallet;  if,  on  the  contrary, 
it  be  round,  and  at  the  same  time  too  small  for  the  hole, 
wedges  of  deal  or  other  soft  wood  may  be  employed  to  fix  it 
firmly ;  these  will  have  the  advantage  of  affording  support, 
and,  if  necessary,  may  be  cut  with  the  specimen,  from  which 
they  may  afterwards  be  easily  separated.  The  process  of 
cutting  consists  in  raising  the  wood  by  the  micrometer  screw, 

*  The  machine,  together  with  a  knife,  can  be  obtained  of  Mr.  Topping 
at  the  low  price  of  sixteen  shillings. 
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SO  that  the  thinneat  possible  slice  may  be  taken  off  by  the 
knife ;  after  a  few  thick  alicea  have  been  remoTed  to  make  the 
surface  level,  a  small  quantity  of  water  or  spirit  may  be  placed 
upon  it,  the  screw  is  thea  to  be  turned  one  or  more  divisions, 
and  the  knife  passed  over  the  wood,  until  a  slice  is  cut  off; 
this,  if  well  wetted,  will  not  curl  up,  but  will  adhere  to  the 
knife,  from  which  it  may  he  removed  by  pressing  blotting 
paper  upon  it,  or  by  sliding  it  off  upon  a  piece  of  glass  by 
means  of  a  wetted  finger;  the  plan  the  author  generally 
adopts,  is  to  have  a  vessel  of  water  by  the  side  of  the  machine, 
and  to  place  every  section  in  it ;  those  that  are  thin  can  then 
be  eaoOiy  separated  from  the  thick  by  their  floating  more 
readily  in  the  water,  and  all  that  are  good,  and  not  inune- 
diately  wanted,  may  be  put  away  in  bottles  with  spirit 
and  water,  and  preserved  for  future  examination.  If  the 
entire  structure  of  any  exogenous  wood  is  required  to  be 
examined,  the  sections  must  be  made  in  at  least  three 
different  ways;  these  may  be  termed  the  transverse,  the 
longitudinal,  and  the  tangental,  or,  as  they  are  sometimes 
called,  the  horizontal,  vertical,  and  tangental ;  each  of  these 
will  exhibit  different  appearances,  as  may  be  seen  by  D  £  F 
in  fig.  226.     At  A  is  shown  part  of  the  stem  of  a  couiferoua 


Fig.  226. 
plant,  and  a  transverse  section  of  a  portion  of  the  same  mug- 
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nified  at  D ;  in  this  are  exhibited  the  zones,  a  a,  indicating  the 
annual  growth  of  the  stem  and  the  radiating  lines,  b  by  termed 
the  medullary  rays.  A  vertical  section,  B,  through  the  pith, 
will  exhibit  the  medullary  rays;  these  are  known  to  the  cabinet- 
maker as  the  silver  grcdn^  and  at  E,  which  is  a  magnified 
view  of  a  part  of  the  same,  may  be  seen  the  woody  fibres,  c  c, 
with  their  dots,  d  d,  and  the  horizontal  lines  indicating  the 
medullary  rays  cut  lengthwise;  whilst  at  C,  which  is  the 
tangental  section,  and  F  a  portion  of  the  same  magnified,  the 
openings  of  the  medullary  rays,  ffy  and  the  woody  fibres  with 
vertical  slices  of  the  dots,  are  exhibited.  Very  instructive 
preparations  may  be  made  by  cutting  oblique  sections  of  the 
stem,  especially  when  large  vessels  are  present,  as  then  the 
internal  structure  of  the  walls  of  some  of  them  may  often- 
times be  examined.  The  diagram  above  given  refers  only  to 
sections  of  a  pine ;  all  exogenous  stems,  however,  will  exhibit 
three  different  appearances,  according  to  the  direction  in 
which  the  cut  is  made,  but  in  order  to  arrive  at  a  true 
understanding  of  the  arrangement  of  the  woody  and  vascular 
bundles  in  endogens^  horizontal  and  vertical  sections  only  will 
be  required.  Many  specimens  of  wood  that  are  very  hard 
and  brittle  may  be  much  softened  by  boiling  in  water,  and  as 
the  cutting-machine  will  answer  for  other  structures  besides 
wood,  it  may  here  be  stated,  that  all  homy  tissues  may  also 
be  considerably  softened  by  boiling,  and  can  then  be  cut 
very  easily. 

Method  of  Mounting  Sections  of  Wood, — The  thinnest  and 
most  perfect  sections  having  been  selected,  they  may  be 
mounted  either  in  fluid,  in  Canada  balsam,  or  dry,  the 
former  plan  being  by  far  the  best,  especially  for  the  vertical 
and  tangental  sections ;  the  transverse,  when  mounted  either 
in  balsam  or  dry,  do  not  lose  so  many  of  their  striking 
characters  as  the  others,  and  this  is  the  more  to  be  remarked 
when  the  wood  has  been  kept  for  some  considerable  time 
previously  in  a  dry  state.  Vegetable  sections  will  keep  very 
well  in  almost  all  the  preservative  solutions ;  on  the  whole, 
perhaps,  the  weak  spirit  and  water  and  the  gelatinous  medium, 
page  312,  will  be  the  best;  they  may  be  mounted  either  in 
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the  thin  glass  cell,  page  291,  or  in  that  shown  at  fig.  176, 
page  285,  and  in  the  manner  described  at  page  284.  If  the 
sections  be  dark,  they  may  be  mounted  in  Canada  balsam  in 
the  manner  described  at  page  306 ;  but  if  they  become  too 
transparent  when  immersed  in  it,  they  should  be  first  charred 
by  being  placed  between  two  plates  of  glass,  and  subjected  to 
the  heat  of  an  argand  lamp  until  they  turn  brown,  or  they 
may  be  dyed  with  tincture  of  iodine,  or  in  a  decoction  of 
fustic  or  logwood.  Transverse  sections  may  be  mounted  in 
this  way,  as  they  will  stand  the  process  of  charring  very  well, 
but  all  the  other  kinds,  especially  those  that  exhibit  large 
spiral  vessels  and  dotted  ducts,  are  best  mounted  in  fluid.  If 
the  sections  are  to  be  mounted  dry,  they  may  be  prepared  in 
the  manner  before  described  at  page  313,  or  they  may  be 
placed  between  two  glasses,  with  bevelled  edges,  that  are 
filled  up  with  sealing-wax  after  the  plan  of  Mr.  Darker,  before 
described  in  page  317 ;  in  all  these  cases,  particular  attention 
should  be  paid,  so  that  the  sections  be  properly  dried  before 
they  are  placed  between  the  glasses,  otherwise  fungi  are  apt 
to  grow  from  them. 

Chxppings  of  Wood. — An  excellent  method  of  exhibiting  the 
medullary  rays,  and  some  of  the  larger  vessels  of  the  harder 
woods,  is  by  making  small  chippings  of  them,  or  by  tearing 
short  pieces  of  wood  in  halves  lengthways  of  the  grain, 
after  the  beginning  of  a  split  has  been  made  by  a  chisel  or  a 
knife;  these  should  be  mounted  on  discs  as  opaque  t>bject8, 
and  examined  with  a  magnifying  power  from  one  hundred  to 
two  himdred  diameters,  the  Lieberkuhn  being  employed  as 
the  illuminator. 

Sectitms  of  Horns,  Hairs,  Sfc. — These  may  be  made  with  the 
cutting-machine  in  the  same  manner  as  those  of  wood;  all  the 
very  tough  kinds,  such  as  the  horn  of  the  rhinoceros,  will  be 
easily  cut  after  having  been  boiled  for  a  short  time  in  water; 
they  should  be  placed  in  the  machine  and  cut  whilst  warm, 
otherwise  the  boiling  will  have  no  beneficial  effect.  If  the 
specimens  be  too  small  to  be  cut  to  fit  the  hole  in  the  cutting- 
machine,  they  may  be  firmly  wedged  up  by  pieces  of  wood. 
For  the  purpose  of  making  sections  of  the  porcupine's  quill, 
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the  spines  of  the  hedgehog,  those  of  certain  fiah,  and  some  of 
the  larger  kinds  of  whiskers  and  hairs,  the  author  has  adopted 
with  success  the  plan  of  making  holes  in  a  block  of  soft  wood^ 
and  of  driving  short  pieces  of  them  into  the  holes,  as  if  they 
were  so  many  nails ;  the  block  is  then  placed  in  the  machine, 
and  slices  cut  from  it  in  the  usual  manner;  the  hairs,  from 
being  well  supported  on  all  sides,  will  not  shrink  from  the 
edge  of  the  knife,  but  will  be  as  easily  cut  as  the  wood  itself. 
The  sections  of  the  hairs  may  be  readily  separated  from  the . 
wood  by  laying  the  wood  on  a  piece  of  glass  with  water,  and 
pressing  them  with  a  blunt  pointed  instrument,  or  tearing 
the  section  from  around   them.     The   substance  known  as 
whalebone  may  also  be  readily  cut  in  the  machine ;  in  order  to 
exhibit  its  structure  in  the  best  manner,  the  sections  should  be 
transverse  like  those  of  hair.     The  upper  and  solid  parts  of 
the  horns  of  the  antelope,  ox,  and  other  ruminants  may  also 
be  cut  in  a  similar  way.     Human  and  other  hairs  that  are  far 
too  slender  to  be  sliced  separately,  may  be  cut  in  a  mass  in 
the  following  manner : — If  the  hairs  be  made  into  a  bundle, 
and  all  dipped  together  into  some  thick  glue  and  dried,  the 
bundle  will  become  as  solid  as  a  piece  of  wood;  this  may 
be  cut  into  lengths,  wedged  firmly  in  the  machine,  and  trans- 
verse sections  of  the  same  may  then  be  very  easily  made; 
these  should  be  removed  from  the  knife  and  mounted  in 
Canada  balsam  with  as  little  separation  as  possible.     Tendons, 
portions  of  elastic  tissue,  and  other  firm  animal  structures, 
when  dried,  may  also  be  cut  in  the  same  manner  as  the 
specimens  of  wood  and  horn,  but,  unlike  them,  they  will  be 
found  to  exhibit  no  important  internal  arrangement,  except 
when  examined  by  polarized  light 

All  sections  of  homy  tissues,  if  of  a  dark  colour,  should  be 
mounted  in  balsam;  they  form,  with  very  few  exceptions, 
beautiful  subjects  for  polarized  light,  besides  exhibiting,  in 
some  instances,  a  remarkable  disposition  of  their  pigment ; 
in  the  case  of  human  hair,  transverse  sections  are  valuable, 
as  proving  the  cellular  arrangement  of  the  interior,  which  haa 
been  a  matter  of  dispute  with  microscopists  from  the  earliest 
times. 
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CHAPTER  XIII. 

« 

ON  THE  DISSECTION  AND  PREPARATION  OF  VEGETABLE 

AND  ANIMAL  STRUCTURES. 

By  far  the  greater  number  of  the  wonderful  and  highly 
interesting  structures  which  it  may  fall  to  the  lot  of  the 
microscopist  to  examine,  are  not  presented  to  him  in  a  simple 
and  isolated  form,  but  are  more  or  less  combined  with  other 
tissues  from  which  they  require  to  be  extracted  or  separated 
by  a  process  termed  dissection  ;  this  may  be  divided  into  two 
branches,  one  in  which  the  subject  is  laige  and  all  its  parts 
perfectly  tan^ble  and  visible  to  the  unassisted  eye,  whilst  in 
the  other  the  aid  of  the  microscope  and  of  very  delicate 
instruments  is  requisite  for  its  due  performance,  the  first  is 
called  coarse  or  roughy  the  second  minute  anatomy;  in  both, 
certain  cutting  and  other  implements  are  necessary,  which  here 
demand  our  attention. 

Dissecting  Forceps. — ^In  addition  to  the  forceps  abeady 
described  at  page  135,  two  or  three  other  kinds  will  be 
required  for  ^^  purposes  of  dissection;  of  these  the  most 
useful  are  represented  at  A  in  fig.  227  ;  they  should  be  com- 
posed entirely  of  steel,  and  be  at  least  five  inches  in  length. 
They  may  be  denominated  the  straight  and  the  curved;  of  the 
first  kind,  or  that  shown  at  A,  two  pairs  will  be  requisite,  one 
having  the  extremities  broad,  and  the  other  sharp  pointed ;  if 
large  dissections  be  undertaken,  a  still  stronger  pair,  with  the 
extremities  broad,  and  made  rough  like  a  file,  will  also  be 
necessary.  In  dissecting  under  die  microscope,  the  curved 
I>ointed  pair  shown  at  F  will  be  found  most  convenient  In 
all  these  instruments  the  points  should  fit  accurately  together, 
sometimes  those  that  are  very  sharp  are  apt  to  cross,  this  may 
in  a  great  measure  be  prevented  by  having  the  branches  wide 
at  the  base  where  they  are  rivetted.     The  points  may  be 
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Fig.  227. 

ebarpened  on  a  hone,  and  a  magnifier  employed  to  examine  if 
they  fit  closely  together.  Those  that  are  provided  with 
notches  at  the  end  should  have  them  alternate,  that  is,  the 
hollow  of  one  should  be  filled  up  by  the  elevation  of  the  other, 
without  which,  bodies  will  slip  from  between  them. 

Scissors, — The  scissors  required  by  the  microscopist  are 
similar  to  those  used  by  the  surgeon,  the  handles  should  be 
straight,  and  the  ends  of  both  blades  either  sharp  pointed,  as 
shown  at  B  in  fig.  227,  or  one  may  be  blunt  and  truncated; 
these  last  should  be  bent  as  in  fig.  228 ;  they  will  be  found 
exceedingly  useful  for  cutting  open  tubular  parts,  such  as  the 


Fig.  228. 

alimentary  canal  of  animals,  when  they  are  laid  in  a  horizontal 
position  in  one  or  other  of  the  troughs  presently  to  be 
described;  the  blunt  end  serving  to  move  aside  or  gradually 
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wedge  open  certiun  closed  parts  without  the  risk  of  cutting 
them.  Scissors  in  which  the  bkdes  are  curved,  as  shown  at 
D  or  at  E  in  fig.  227,  are  also  very  necessary. 

Cutting  Forceps. — This  instrument,  the  invention  of  Mr. 
William  Valentine,  is  represented  by  C,  fig.  227;  the  sides  are 
rivetted  at  the  end,  as  those  of  the  ordinary  forceps,  but  the 
cutting  part  consists  of  two  scissor-shaped  blades,  which  over- 
lap each  other,  and  are  prevented  irom  crossing  over  too  far 
by  a  small  steel  pin,  the  blades  are  bent  at  an  angle  with  the 
sides,  and  by  this  means  the  instrument  can  be  very  conve- 
niently employed  for  dissecting  under  a  lens  of  half-an-inch 
focus.  An  instrument  constructed  somewhat  after  the  same 
principle  as  the  above,  is  known  as  the  Microtome,  the  inven- 
tion of  M.  Straus  Durckheim ;  it  consists  of  two  ^des,  like 
a  pair  of  dissecting  forceps,  but  each  terminated  by  a  scissor- 
shaped  blade,  arranged  so  that  its  cutting  edge  is  perpendicular 
to  the  broad  surface  of  the  side;  in  order  to  prevent  the  blades 
irom  opening  too  wide,  a  screw  with  a  fly  nut  is  attached  to 
one  blade,  and  the  other  moves  freely  upon  it ;  the  screw  is 
also  provided  with  another  nut  situated  between  the  blades, 
the  latter  may  be  adjusted  so  as  to  prevent  the  blades  from 
being  closed  beyond  a  certain  point,  whilst  the  former  serves 
to  regulate  the  space  that  the  blades  may  be  kept  open  by  the 
spring.  The  sides  are  not  rivetted  together  as  in  the  dissect- 
ing forceps,  but  are  united  by  a  hinge-joint,  in  order  that  they 
may  be  separated  for  the  purpose  of  sharpening  the  blades. 

Spring  Scissors. — These  are  represented  by  fig.  229,  and 


Fig.  229. 

consist  of  a  pair  of  very  small  sdssors,  the  blades  of  which  are 
kept  open  by  a  spring,  a.     One  of  the  handles  is  attached  to  a 
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slender  shaft  of  wood,  by  whilst  the  other  is  curved  as  at  c,  in 
order  to  be  pressed  upon  by  the  thiunb  or  fore-finger  in  the 
act  of  cutting.  With  an  instrument  of  this  kind,  Swammer- 
dam  is  said  to  have  made  all  his  finest  dissectiona 

Method  of  Sharpening  Scissors. — This  may  be  effected  by 
opening  the  blades  and  noticing  the  angle  at  which  the  edges 
have  been  previously  groimd,  and  placing  them  on  the  hone 
at  the  same  angle,  and  rubbing  them  backwards  and  forwards, 
always  keeping  them  at  the  same  inclination ;  a  few  strokes 
will  generally  suffice  for  the  purpose,  and  the  blades  need  not 
be  separated  one  from  the  other,  provided  the  hone  employed 
(which  should  be  that  known  as  Turkey  stone)  have  a  flat  side 
that  will  allow  of  the  whole  of  the  cutting  part  of  the  blade  to 
be  rubbed  upon  it 

Scalpels. — The  name  of  scalpel  is  generally  given  to  the 
small  knives  employed  in  dissections,  each  consists  of  a  blade 
firmly  rivetted,  as  shown  in  fig.  230,  into  a  flattened  handle  of 
ebony  or  ivory,  which  is  made  thin  and  spatula-like  at  its 
extremity.  The  blade  may  be  of  various  shapes;  those  shown 
by  A  B  C  D  E  F  in  fig.  230,  will  be  found  most  generally 
useful,  some  of  them,  such  as  B  D  E,  being  formed  for 


Fig.  230. 


dissecting  small  animals,  where  the  point  of  the  blade  is  almost 
llie  only  part  employed,  whilst  A  and  F  are  more  fitted  for 
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making  long  incisions  in  larger  animals,  and  C  for  both 
purposes,  and  for  transverse  sections  of  soft  parts  as  welL  In 
the  absence  of  these,  the  scalpels  employed  in  the  medical 
schools  may  be  used;  generally  speaking,  however,  they  are 
far  too  large  for  microscopical  dissection;  the  small  instru- 
ments contrived  for  operations  on  the  eye  will  be  found  much 
more  suitable,  and  a  case  of  the  latter  will  be  a  good  substi- 
tute for  the  greater  part  of  the  instruments  above  described. 

Valentines  Knife. — One  of  the  most  frequent  operations  in 
microscopical  investigations  is  the  Tnalcing  of  fine  sections;  for 

this  purpose,  the  scalpels  before  noticed,  or  a 
razor,  may  be  employed ;  but  for  large  sub- 
stances that  are  soft,  like  the  liver,  spleen,  and 
kidney,  the  dauble-bladed  knife^  the  invention 
of  Professor  Valentin,  may  be  used  with  ad- 
vantage.   This,  as  represented  by  A,  fig.  231, 
consists  of  two  double-edged  blades,  one  of 
which  is  prolonged  by  a  flat  piece  of  steel  to 
form  a  handle,  and  has  two  pieces  of  wood 
rivetted  to  it  for  the  purpose  of  its  being 
held  more  steadily  to  this  blade ;  another  is 
attached  by  a  screw ;  this  last  is  also  length- 
ened by  a  shorter  piece  of  steel,  and  both  it 
and  the  preceding  have  slits  cut  out  in  them 
exactly  opposite  to  each  other,  up  and  down 
which  a  rivet,  a,  with  two  heads,  is  made  to 
slide,  for  the  purpose  either  of  allowing  the 
blades  to  be  widely  separated  or  brought  so 
close  together  as  to  touch ;  one  head  of  this 
rivet  is  smaller  than  the  hole  in  the  end  of  the 
slit,  and  can  be  drawn  through  it  so  that  the 
blade  seen  in  the  front  of  the  figure  may  be 
turned  away  from  the  other  in  order  to  be 
Fig.  231.        sharpened  or  to  allow  of  the  section  made  by 
it  being  taken  away  fit)m  between  the  blades.     The  blades 
are  constructed  after  the  plan  of  a  double-edged  scalpel,  but 
their  opposed  surfSEM^es  are  either  flat  or  very  dightly  concave, 
so  that  they  may  fit  accurately  to  each  other,  which  is  eflected 
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more  completely  by  a  steady  pin  seen  at  the  base  of  tlie  front 
blade.  The  author^  however^  has  found  that  if  the  blades  be  of 
the  shape  represented  by  fig.  231,  B,  they  will  cut  much  better 
than  those  having  the  edges  roimded.  When  this  instrument 
is  required  to  be  used,  the  thickness  of  the  section  about  to  be 
made  will  depend  upon  the  distance  the  blades  are  apart ;  this 
is  regulated  by  sliding  up  or  down  the  rivet,  a,  as  the  blades, 
by  their  own  elasticity,  will  always  spring  open  and  keep  the 
rivet  in  place ;  a  cut  is  then  to  be  made  by  it,  as  with  an 
ordinary  knife,  and  the  part  cut  will  be  found  between  the 
blades,  from  which  it  may  be  separated  either  by  opening 
them  as  wide  as  possible  by  the  rivet,  or  by  turning  them 
apart  in  the  manner  before  described,  and  floating  the  section 
out  in  water. 

DissecUng  Needks, — These  instruments  differ  but  slightly 
in  shape  irom  scalpels;  they  are  of  two  kinds,  the  straight 
pointed  and  the  curved^  one  of  the  former  is  shown  at  fig.  207, 
page  305,  and  one  of  the  latter  by  fig.  232.     Both  of  these 


Fig.  232. 

forms  can  be  made  sharp  on  a  hone,  and  with  either  of  them, 
and  a  delicate  pair  of  forceps,  very  excellent  dissections  of 
small  subjects,  such  as  insects,  may  be  made ;  when  used  in 
pairs,  they  will  be  found  very  serviceable  in  separating  or 
tearing  asunder  delicate  animal  and  vegetable  tissues  under 
the  microscope;  for  this  purpose  a  pair  of  the  curved  form 
will  be  found  most  convenient  As  substitutes  for  the  instru- 
ments just  described,  various  kinds  of  needk-holders  have  been 
contrived,  three  of  the  best  of  these  arc  shown  in  fig.  233 ; 
in  all,  needles  of  various  shapes  and  sizes  can  be  held  firmly — 
in  the  first  and  third  the  needle  is  secured  by  a  sliding  ring, 
and  in  the  second  by  two  screws ;  in  the  first  and  third  also 
the  handle  is  hollow  to  contain  needles,  but  in  the  second  it  is 
solid.     When  needles  are  employed,  they  may  be  curved  by 
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making  them  red  hot  in  the  flame  of  a  spirit  lamp,  and  after 
they  have   been   bent  to  the   proper  shape,   they  may  be 


Fig.  233. 


hardened  again  by  heating  them  a  second  time,  and  dipping 
them  into  cold  water  or  tallow.  The  needles  selected  should 
not  be  very  long,  as  they  are  apt  to  be  too  springy;  to  prevent 
this,  they  should  not  be  allowed  to  project  far  beyond  the 
holder;  their  points  may  be  ground  very  sharp,  or  be  made 
with  a  cutting  edge  like  a  scalpel,  by  means  of  a  Turkey 
stone.  These  instruments  are  sometimes  employed  for  mount- 
ing objects  in  balsam,  as  described  at  page  305 ;  but  a  more 
common  kind  will  on  the  whole  be  quite  as  convenient,  and 
less  trouble  will  be  required  in  keeping  them  clean.* 

Non-cutting  Instruments, — Besides  the  instruments  above 
mentioned,  many  others  will  be  found  necessary  for  the  pur- 
poses of  dissection;  these  consist  principally  of  troughs  or 
vessels  for  holding  the  subjects  to  be  dissected,  of  blocks  of 
wood  for  supporting  the  same,  of  corks  loaded  with  lead,  and 
of  supports  for  the  arms  and  wrists,  termed  rests;  pins  of 
various  kinds,  braces,  a  pair  of  pliers,  an  old  scalpel  or  two, 
and  a  small  syringe  will  all  be  occasionally  required. 

Troughs. — As  most  delicate  dissections  are  conducted  under 
water,  some  form  of  vessel,  made  either  of  metal,  earthenware, 
or  glass,  should  be  employed.  These  may  be  of  various  sizes, 
from  a  foot  to  two  feet  in  length,  and  of  a  proportionate 
breadth  and  depth,  if  made  of  metal,  tin  or  zinc,  well  japanned, 
may  be  used;  the  shape  should  be  such  that  the  bottom  may 

*  All  the  yarious  kinds  of  cutting  instruments  employed  for  dissecting 
may  be  obtained  of  Mr.  Thomas  Weedon,  surgical  instrument-maker, 
No.  41,  Hart-street,  Bloomsburj,  whose  ingenuity,  as  displayed  in  their 
construction,  is  so  very  well  known. 
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give  firm  support  to  a  loaded  cork.  Various  descriptions  of 
earthenware  troughs  are  kept  on  sale  in  shops^  that  will  answer 
very  well  for  many  purposes;  these  are  certain  kinds  of 
square  soap  dishes,  some  provided  with  covers,  others  not. 
Saucers  of  various  sizes,  small  covered  jars  in  which  potted 
meats,  pomatum,  and  substances  of  a  like  kind  are  kept,  will 
be  foimd  very  useful  occasionally.  Convenient  troughs  may 
also  be  made  of  pieces  of  stout  plate-glass,  cemented  together 
by  marine-glue;  their  edges  should  be  groimd  flat,  so  that 
another  piece  of  plate-glass  may  be  laid  on  to  form  a  cover. 
Those  troughs  that  are  white  in  the  inside  may  be  made 
black  with  sealing-wax  varnish,  but  in  these  spirit  cannot  be 
employed.  The  most  convenient  sizes  for  troughs  in  which 
injections  are  to  be  examined  under  the  compound  microscope, 
are  three  inches  square  and  one  inch  deep,  or  three  inches 
long,  two  inches  wide,  and  one  inch  deep ;  much  larger  sizes 
than  these  cannot  well  be  supported  on  the  stage-plate. 
When  small  objects  are  necessary  to  be  dissected  by  trans- 
mitted light,  some  of  the  cells  described  at  page  294,  may  be 
employed,  the  plate-glass  allowing  the  light  to  pass  through 
readily.  Mr.  Pritchard  supplies  with  his  microscopes  some 
little  brass  troughs,  with  glass  bottoms ;  these  can  be  fixed  to 
the  stage-plate  by  a  bayonet  catch,  and  will  be  found  exceed- 
ingly usefiiL 

Loaded  Corks. — These  consist  of  flat  pieces  of  cork,  of 
various  degrees  of  thickness,  that  are  covered  over  on  their 
under  surfaces  with  sheet-lead  of  sufficient  weight  to  make 
them  sink  in  fluid.  The  lead  may  either  be  cemented  to  the 
cork,  or  it  may  be  cut  a  little  larger  than  it,  and  folded  over 
the  edges  rather  loosely,  so  that  when  the  cork  is  expanded 
by  the  fluid,  it  may  not  rise  up  in  the  middle.  If  a  loaded 
cork  is  not  at  hand,  its  place  may  be  supplied  by  a  plate  of 
the  required  size,  kept  steady  by  flat  weights  of  lead.  Some 
persons  employ  plates  of  wax,  or  a  little  of  the  same  substance 
melted  into  the  bottom  of  the  trough,  as  a  substitute  for  the 
loaded  cork,  but  the  pins  do  not  hold  in  it  very  weU.  Mr. 
Goadby  has  described  a  plan*^  of  securing  insects  about  to  be 

•  Transactions  of  the  Society  o/ArtSy  vol.  1.,  part  ii.,  page  111. 
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dissected  by  a  mixture  of  white  wax,  flake  white,  Venice 
turpentine,  and  hog's-lard;  into  this,  when  melted  in  the 
bottom  of  the  trough,  the  insect  is  to  be  placed,  and  when 
the  mixture  becomes  cold  the  insect  is  fixed  in  the  position 
required.  The  subject  about  to  be  dissected  may  be  attached 
to  the  cork  by  pins,  or  some  thin  braces  of  cork,  with  a  pin  at 
each  end,  may  serve  to  confine  any  part  too  tender  either  to 
receive  a  pin  or  that  would  be  injured  by  it.  Small  hooks, 
made  out  of  pins,  needles  of  various  sizes,  and  spines  of  Cacti, 
will  all  be  found  of  essential  service  for  the  purpose  of  securing 
delicate  animals  to  the  cork. 

Rests. — These,  which  were  much  used  by  Mr.  Goadby, 
consist  of  two  inclined  planes  of  wood,  as  shown  at  a  6,  in  fig. 
234,  for  the  purpose  of  supporting  the  arms  and  wrists  of  the 
dissector.  They  may  be  made  of  the  following  dimensions, 
viz.,  eighteen  inches  long,  six  inches  wide,  and  one  inch  thick ; 
the  upright  piece  to  support  the  ndsed  end  should  be  about 
six  inches  high.  If  the  trough  in  which  the  dissection  is 
placed  be  hrge  and  steady,  the  uprights  may  be  dispensed 
with,  and  then  two  plsun  pieces  of  wood  resting  on  the  sides 
of  the  trough  will  answer  equally  well.  Blocks  of  wood,  of 
various  sizes,  will  be  required  to  elevate  the  troughs  to  a  par- 
ticular height  for  dissection.  The  pliers  will  be  useful  for 
bending  the  pins  and  pressing  them  firmly  into  the  cork,  and 
the  small  syringe  will  be  necessary  for  washing  away  particles 
of  fat  or  other  loose  kinds  of  tissue  that  may  be  foimd  in  the 
interior  of  small  animals. 
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CHAPTER  XIV. 

METHOD  OF  DISSECTING  VEGETABLE  AND  ANIMAL  TISSUES. 

Vegetables. — The  process  of  dissecting  vegetable  tissues  is 
much  more  easy  and  less  complicated  than  that  of  animals, 
the  chief  operation  in  the  former  being  the  separation  of  the 
woody  and  vascular  parts  from  the  investing  cellular  ones; 
this  is  effected  by  the  combined  operations  of  macerating  and 
tearing,  little  (if  any)  absolute  cutting  being  required. 

For  the  purpose  of  dissecting  spiral  vessels,  and  particular 
kinds  of  woody  fibres,  either  of  the  simple  microscopes  before 
mentioned  will  suffice ;  of  these,  perhaps,  that  of  Mr.  Slack, 
described  at  page  57,  will  be  the  best ;  but  that  of  Mr.  Powell, 
figured  at  page  52,  or  those  of  Mr.  Koss,  at  pages  59  and  61, 
when  provided  with  the  arm  rests,  will  be  found  nearly  as 
convenient.  A  good  idea  of  the  structure  of  a  plant  may  be 
known  by  sections  made  in  various  parts  and  directions  by 
the  machine  described  at  page  336 ;  but  the  individual  cells 
or  vessels  must  be  dissected  away  from  the  enveloping  tissues 
before  their  true  nature  can  be  properly  understood.  The 
process  consists  of  making  these  tissues  very  sof);  by  macera- 
tion, in  order  that  they  may  easily  be  separated  from  others 
that  are  more  durable ;  the  maceration  should  be  carried  on  in 
water,  which,  for  the  purpose,  should  not  be  changed  (however 
offensive  it  may  become)  until  the  parts  dissected  are  clean 
enough  to  be  mounted,  as  the  addition  of  fresh  water  will 
retard  the  macerating  process.  Supposing  the  objects  to  be 
dissected  out  to  be  spiral  or  other  vessels,  and  that  by  mace- 
ration the  surroimding  parts  are  soft,  a  portion  containing 
the  vessels  must  be  laid  either  in  a  glass  trough,  or  on  a  glass 
with  some  water,  and  placed  upon  the  stage  of  the  microscope, 
one  part  being  held  with  the  forceps,  whilst  another  pair  of 
forceps,  or  a  dissecting  needle,  is  employed  to  separate  all  the 
cellular  tissue  from  the  vessels ;  sometimes  two  of  the  needles 
may  be  used  for  the  purpose  instead  of  the  forceps.     Ad  soon 
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as  the  whole  or  any  of  the  vessels  have  been  suiEciently 
cleaned^  they  may  be  placed  in  some  fresh  water^  and  the 
process  of  dissection  repeated  until  they  are  fit  for  mounting, 
which  should  be  done  in  fluid  in  a  thin  glass  or  other  suitable 
celL  When  the  vegetable  matter  is  very  tough^  and  the 
vessels  firmly  aggregated  together  in  bundles,  as  in  the  edible 
rhubarb  and  asparagus,  they  may  be  easily  separated  after 
boiling ;  this  plan  will  also  answer  very  well  for  leaves  that 
are  very  thick,  and  from  which  the  cuticle  can  only  be  dissected 
with  difficulty.  Dilute  muriatic  acid  may  also  sometimes  be 
employed  as  a  macerating  fluid,  but  if  the  parts  are  subse- 
quently to  be  dissected,  the  vegetable  matter  should  be  well 
washed  before  the  steel  instruments  are  used,  otherwise  they 
will  be  liable  to  become  rusty.  In  such  plants  as  the  rhubarb, 
and  various  species  of  cactus,  in  which  oxalate  of  lime  abounds 
in  stellate  crystals,  termed  raphides,  caustic  potash  may  be 
employed  to  decompose  the  vegetable  tissue;  and,  to  save 
time,  the  potash  may  be  heated,  and,  after  sundry  washings  in 
boiling  water,  the  crystals  may  be  obtained  perfectly  clean. 
The  cuticle  of  the  leaves  of  many  plants  may  be  very  easily 
removed  after  a  little  maceration,  a  small  portion  being 
seized  by  the  forceps  and  torn  off*;  much  larger  pieces  may  be 
frequently  stripped  off*  by  means  of  a  scalpel  and  the  thumb, 
the  cuticle  being  first  raised  by  the  former,  then  firmly  kept 
upon  the  blade  by  the  latter,  and  torn  in  the  direction  in 
which  it  is  most  abundant.  The  cuticle  of  the  Pelargonium 
tribe  will  be  found  amongst  the  most  beautiful. 

Animal  Tissues. — For  this  purpose  all  the  apparatus  described 
under  the  head  of  dissecting  instruments  will  be  required. 
In  the  invertebrate  series,  the  process  resembles  very  much 
that  of  vegetables;  after  having  laid  open  the  body,  the  various 
parts  may  be  separated  or  unravelled  by  means  of  the  forceps 
and  the  dissecting  needles,  but  in  the  higher  or  vertebrate 
series,  the  scissors,  scalpels,  and  the  other  cutting  instruments, 
will  be  in  frequent  demand.  It  would  be  impossible  in  a 
treatise  like  the  present  to  give  a  code  of  rules  applicable  to 
all  kinds  of  animals,  but  our  remarks  must  be  confined  to  those 
most  generally  useful  to  the  microscopist,  as  full  directions  for 
23 
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coarser  dissections  will  be  found  in  works  devoted  especially 
to  the  subject 

The  dissections  in  which  the  microscope  is  most  frequently 
employed,  are  those  of  the  nervous  system,  either  in  small 
animals  or  in  minute  parts  of  the  larger  ones;  for  this  purpose 
either  of  the  simple  forms,  especially  that  of  Messrs.  Powell 
and  Lealand,  described  at  page  52,  will  be  found  useful.  The 
subject  to  be  dissected  may  be  securely  fixed  to  a  loaded  cork, 
and  placed  in  a  trough  containing  water,  as  shown  at  c  in 
fig.  234;  where  also  are  represented,  at  a  A,  the  two  inclined 


Fig.  234. 

supports  for  the  arms,  termed  rests ;  these,  as  described  at 
page  35 1,  consist  of  two  inclined  planes  of  wood,  placed  one  on 
each  side  of  the  trough  in  which  the  subject  to  be  dissected 
is  contained,  and  giving  firm  support  to  the  arms  and  wrists 
of  the  operator.  If  the  trough  be  a  shallow  one,  it  may  be 
raised  on  a  level  with  the  rests  by  means  of  a  block,  as  shown 
at  d.  The  microscope  is  to  be  brought  over  the  trough,  and 
the  subject  adjusted  to  the  focus,  an  inch  or  a  two-inch  mag- 
nifier may  be  employed,  or  even  higher,  acccording  to  the 
delicacy  of  the  dissection ;  if  the  subject  be  very  minute,  it 
may  be  placed  in  a  small  trough  and  dissected  upon  the  stage 
of  such  microscopes  as  those  represented  by  figs.  36,  37,  38, 
and  39.  These  instruments  will  be  found  particularly  useful 
in  the  preparation  of  muscular  and  nervous  fibres,  and  objects 
of  a  similar  kind,  previous  to  their  examination  under  higher 
powers.  The  compound  microscope,  when  provided  with  the 
erector,  described  at  page  125,  will  answer  very  well  for  many 
kinds  of  dissection,  as  both  the  object  and  the  dissecting  instru- 
ments are  not  inverted,  but  seen  in  their  natui*al  position; 
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the  magnifying  power  of  the  microscope  can  also  be  greatly 
reduced  by  the  employment  of  the  erector.  M.  Oberhauser, 
of  Paris,  has  constructed  a  microscope  on  this  principle,  for 
the  purposes  of  dissection,  in  which  only  one  object-glass  is 
required  for  all  variations  in  the  magnifying  power,  from 
eight  to  one  hundred  and  thirty -five  diameters.  This  instru- 
ment is  represented  by  fig.  235,  and  consists  of  a  circular  foot 

or  base,  a  i,  four  inches  in 
diameter,  with  which  is  con- 
nected a  stout  tube,  c,  two  inches 
high,  supporting  a  stage,  e,  the 
internal  part  of  this,  F,  being  of 
black  glass  unpolished ;  the  tube, 
c,  is  capable  of  being  turned 
on  the  foot,  a  d,  and  the  stage, 
e,  together  with  the  compound 
body  and  its  support,  g  A,  can  be 
turned  upon  it.  The  tube  has 
an  oblong  opening  in  front,  one 
inch  and  a  half  broad,  to  allow 
the  light  to  fall  on  the  mirror,  iti, 
and  by  the  motion  of  the  tube 
on  the  foot,  this  opening  can  be 
placed  in  any  position  to  receive 
the  light  without  turning  either 
\a  the  compound  body  or  the  foot 
in  the  same  direction.  The 
mirror  is  inclined  at  any  angle 
by  means  of  the  milled  head,  d. 
The  stage  is  somewhat  like  a  battledoor  in  shape,  and  to  the 
narrow  part,  forming  the  handle,  a  strong  support,  y,  for  the 
compound  body,  A,  is  firmly  attached.  The  compound  body 
itself  is  composed  of  three  tubes,  A  1  K,  sliding  one  within  the 
other,  the  outer  one.  A,  serving  for  the  attachment  of  all  three 
to  the  support,  g.  The  next  tube,  I,  carries  the  object-glass, 
Oy  and  is  moved  up  and  down  by  rack  and  pinion,  the  latter 
being  connected  with  the  milled  head,  L ;  by  means  of  this 
the  focal  adjustment  is  made.  The  third  tube,  K,  carrying  the 
23* 
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eye-piece^  n^  at  its  upper  and  an  erector  at  its  lower  end, 
is  also  moved  up  and  down  by  rack  and  pinion^  by  tumii^ 
the  milled  head,  L'.  By  the  employment  of  an  erector  at 
the  lower  end  of  the  tube,  K,  this  microscope  becomes,  in 
every  respect,  similar  to  the  compound  instrument  described 
at  page  69,  and  objects  are  not  seen  by  it  in  an  inverted 
position,  therefore  it  can  be  employed  in  dissecting.  When 
the  tube,  £[,  is  turned  down  closely  upon  I,  the  object-glass, 
o,  is  farthest  from  the  object,  and  a  magnifying  power  of  eight 
diameters  is  obtained ;  but  if  this  tube  be  turned  out  as  far  as 
it  will  go,  the  object-glass  must  then  be  brought  nearer  the 
object,  and  the  magnifying  power  will  be  as  much  as  one 
hundred  and  thirty-five  diameters.  This  microscope  will  be 
found  very  convenient  for  many  purposes  where  a  great 
amount  of  defining  power  is  not  required;  and  as  any  vari- 
ation in  its  magnifying  between  eight  and  one  himdred  and 
thirty-five  diameters  can  be  readily  obtsuned  by  turning  the 
milled  heads,  L  and  L',  without  the  trouble  of  shifting  the 
object-glass,  this  point  alone  is  sufiicient  to  entitle  it  to  a  fair 
share  of  praise.  The  author's  attention  was  first  directed  to 
this  microscope  by  Dr.  John  Hughes  Bennett,  but  the  descrip- 
tion was  taken  from  a  similar  instrument  in  the  possession  of 
Ml-.  C.  H.  Hallett. 

Another  very  excellent  form  of  dissecting  microscope  is 
that  made  by  M.  Nachet,  and  represented  in  fig.  236,  1 ;  it  is 
moimted  on  a  tripod  stand,  and,  like  the  instrument  of  Powell, 
before  described  in  page  52,  can  be  brought  over  the  vessel  in 
which  the  dissection  is  being  carried  on.  If,  however,  it  be 
required  to  examine  transparent  objects,  a  pliun  stage,  sup- 
ported on  legs,  with  a  mirror  underneath,  or  a  box  like  that 
mentioned  in  page  53,  will  be  all  that  is  necessary.  This 
microscope  has  one  principal  advantage  over  that  of  any  other 
form  of  dissecting  microscope  yet  contrived,  viz.,  in  the  incli- 
nation of  the  upper  part  of  the  eye-piece,  so  that  the  observer 
is  not  required  to  bend  his  head,  but  to  look  straight  forward, 
whilst  at  the  same  time  the  object  is  seen  in  its  natural 
position.  In  fig.  236,  2,  is  shown  a  section  of  the  compound 
body,  by  which  it  may  be  easily  seen  how  these  two  important 
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points  are  accomplished;  at  the  lower  end  of  the  compound 
body^  immediately  above  the  object-glass^  Xy  a  prism^  a,  is 
introduced  to  erect  the  image  of  the  object,  ff  ;  the  lower  lens> 
c  c,  of  the  eye-piece  is  of  the  ordinary  construction,  but  that 
of  &  r/  is  a  prism  haying  its  lower  surface  convex  and  its  upper 
one,  0,  plane ;  by  these  means  the  rays  of  light  from  the  object 
are  bent  at  an  angle  of  about  45^,  and  the  image  is  seen  in  the 
direction  of  the  line  o  cL  This  microscope  is  fully  described  by 
M.  Bobin  in  his  work  Du  Microscope  et  des  Irgections;  from 
which  the  representations  ^ven  in  the  preceding  page  have 
been  copied ;  the  compoimd  body  can  also  be  adapted  to  the 
upright  form  of  instrument  before  described  in  page  108. 

If  the  subject  to  be  dissected  be  a  portion  of  injected 
mucous  membrane,  it  may  be  pinned  out  on  one  of  the 
loaded  corks,  and  placed  in  a  trough  with  water ;  and  if  it 
have  previously  been  kept  in  spirit,  it  should  be  well  washed 
in  the  water  before  examination  by  the  microscope ;  for  this 
purpose  the  small  syringe  alluded  to  in  page  351,  will  be 
required.  The  subject  may  either  be  dissected  under  a  lens, 
or  may  be  from  time  to  time  examined  by  a  compound 
microscope  as  the  dissection  is  being  proceeded  with ;  for  this 
purpose  the  instrument  described  at  page  52  may  be  employed, 
or  one  of  the  kind  represented  by  fig.  237,  which  the  author 
has  found  very  convenient,  and  is  in  the  habit  of  keeping 
always  on  the  table  whilst  dissections  are  being  carried  on. 
It  consists  simply  of  a  tube,  a  b,  forming  a  compomid  body, 
which  is  capable  of  being  moved  up  or  down  in  an  outer  tube, 
supported  on  a  curved  arm,  cf,  by  a  rack  and  pinion  connected 
with  two  milled  heads,  one  of  which  is  seen  at  c;  the  end  of 
the  support,  dy  is  made  conical  at  e,  so  that  it  may  be  fitted 
into  a  hole  in  a  block  of  wood,  ff ;  this  forms  the  stage,  and 
on  it  all  the  smaller  troughs  may  be  placed.  The  compound 
body  so  mounted  will  also  answer  for  transparent  objects 
when  adapted  to  a  stand  supplied  with  a  mirror.  Such 
an  instrument  will  be  found  exceedingly  useful,  and,  without 
the  object-glass  and  the  eye-piece,  fy  may  be  procured  at  a 
trifling  cost. 
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DISSECTION  OF  PARTICULAR  TISSUES. 

Nerve.-^The  more  delicate  the  structure  of  any  tissue,  the 
sooner  after  death  should  its  dissection  take  place ;  thus  nervous 
matter,  the  peculiar  characters  of  which  are  the  least  perma- 
nent of  all,  should  be  examined  with  as  little  delay  as  possible. 
If  the  ultimate  fibrilhe  be  required  for  inspection,  a  small 
nerve  should  be  selected  and  placed  on  a  slide,  with  a  little 
serum  of  the  blood  of  the  animal,  or,  in  the  absence  of  this, 
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a  small  quantity  of  the  white  of  an  egg,  and  be  torn  as  gently 
as  possible  with  the  dissecting  needles ;  a  thin  cover  may  be 
laid  over  it  previous  to  its  being  viewed.  As  soon  as  the  true 
structure  has  been  well  seen,  water,  ether,  and  other  fluids 
may  be  added,  to  show  how  much  they  change  its  original 
appearance. 

Muscle. — This  may  be  selected  from  an  animal  at  a  later 
period  after  death  than  nerve  (unless  the  changes  it  undergoes 
in  contracting  require  to  be  examined),  as  its  peculiar  charac- 
ters are  much  more  permanent.  A  small  portion,  freed  from 
all  cellular  tissue,  may  be  removed  from  the  mass,  and 
placed  on  a  slide  with  some  kind  of  fluid ;  the  slide  may  then 
be  laid  on  the  stage  plate  of  the  dissecting  microscope,  and  the 
fibres  torn  asunder  by  the  needles,  as  in  the  case  of  nerve ; 
if  the  parts  require  to  be  preserved  in  fluid  as  an  object  for 
future  examination,  the  fibres  may  be  laid  on  the  slide  without 
any  moisture  being  present,  and  after  the  separation  has  been 
carried  as  far  as  necessary,  then  the  preservative  fluid  may  be 
added,  and  the  cover  laid  on  and  sealed  down  with  the  gold- 
size  in  the  usual  way ;  when  this  is  done  there  will  be  very 
little  risk  of  the  preparation  shifting  its  place,  which  would 
happen  if  it  were  removed  to  another  slide.  The  nerves  of 
muscle  may  be  displayed  in  a  thin  layer  of  delicate  fibres, 
which  form  a  portion  of  the  abdominal  wall  of  a  frog;  by 
employing  the  compressor,  they  may  also  be  seen  with  the 
capillary  blood  vessels  as  well  in  some  of  the  very  thin  recti- 
muscles  of  the  eyes  of  small  birds ;  for  this  purpose  the  eye 
should  be  removed  as  soon  after  death  as  possible,  and  the 
most  transparent  of  these  muscles  dissected  away,  and  laid 
between  glasses,  or  in  one  of  the  forms  of  compressors  described 
in  page  137  ;  if  this  be  managed  carefully,  the  blood  will  be 
seen  in  the  vessels,  and  a  good  view  will  be  obtained  of  the 
comparative  sizes  of  the  nervous  and  muscular  fibres  of  the 
capillaries,  and  even  of  the  blood  particles  themselves.  The 
mode  of  connection  of  the  muscular  fibres  with  those  of  ten- 
don, may  also  be  very  well  studied  in  a  preparation  of  this 
kind.     The  largest  muscular  fibres  will  be  found  in  fishes  and 
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reptiles,  the  smallest  in  birds.  The  fibrillse  may  be  well  dis- 
played in  the  muscle  of  some  of  the  Crustacea,  even  the  shrimp 
and  the  lobster  will  show  them  after  they  have  been  boiled ; 
but  the  best  specimens  of  all  may  be  obtained  irom  the  muscle 
of  the  pig,  the  very  exquisite  specimens,  for  the  preparation 
of  which  Mr.  Lealand  has  become  so  justly  celebrated,  are  said 
to  be  procured  from  this  animal.  The  voluntary  muscular 
fibres  of  all  the  vertebrate  animals  have  transverse  strise ;  but 
the  involuntary,  with  the  exception  of  those  from  the  heart, 
are  without  them.  In  the  invertebrate  series,  according  to 
Mr.  Busk,  the  articulate  animals,  such  as  insects,  have  striae ; 
but  the  other  classes,  such  as  the  mollusca  and  cephalopoda, 
although  higher  in  the  scale,  rarely  have  markings  at  all.  The 
involuntary  fibres  are  best  procured  by  being  dissected  from 
the  muscular  coat  of  some  part  of  the  intestine  or  the  stomach 
of  animals :  they  are  more  difficult  of  separation  than  those  of 
the  voluntary  class,  and  much  sooner  lose  their  characteristic 
structure.  The  fibres  of  old  animals,  and  even  of  young  ones, 
irom  want  of  use,  sometimes  undergo  a  fatty  degeneration; 
this  is  shown  by  a  nearly  total  absence  of  the  striae,  and  by 
the  presence  of  numbers  of  oil  globules  instead;  these  last 
may  be  known  (as  will  be  again  pointed  out)  by  their  ready 
solution  in  sulphuric  ether. 

Trachem, — These  may  be  beautifully  seen  in  some  of  the 
small  parasitic  insects,  when  mounted  either  in  fluid  or  in 
Canada  balsam  (provided  the  latter  has  not  gained  entrance 
into  them,  as  then  they  will  be  more  or  less  indistinct).  The 
arrangement  of  the  large  branches,  and  their  communication 
with  the  external  orifices,  termed  spiracles,  may  be  well 
displayed  in  the  perfect  insect ;  but  for  their  minute  distri- 
bution upon  the  coats  of  the  various  viscera,  as  well  as  for 
their  examination  with  high  powers,  the  dissection  of  each 
part  separately  will  be  required.  For  this  purpose  the  insect 
should  be  placed  in  one  of  the  small  troughs  with  water,  and 
securely  fixed  to  a  loaded  cork,  or  to  a  plate  of  wax  by 
pins ;  the  body  being  laid  open,  next  to  the  large  viscera  the 
tracheae  will  become  visible.    The  stomach  or  intestinal  canal. 
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if  large  and  transparent,  will  exhibit  the  minute  ramifications 
the  best;  for  this  purpose,  after  being  slit  open  and  well 
washed,  they  should  either  be  mounted  in  fluid,  or  placed 
upon  a  slide  to  dry ;  if  care  be  taken  in  the  mounting,  they 
will  show  very  well  in  balsam.  The  best  plan  to  pursue  in 
these  cases,  in  order  to  prevent  the  balsam  irom  entering  the 
tube,  is  to  drop  a  little  of  it  when  warm  upon  the  preparation, 
and  before  it  gets  quite  cold,  to  lay  on  the  cover  (with  its 
under  surface  heated),  and  to  press  it  to  exclude  all  the  air 
bubbles  and  the  excess  of  balsam.  When  the  entire  tracheal 
system  b  required  to  be  dissected  from  the  larva  of  an  insect, 
all  the  viscera  should  be  taken  oat,  the  main  trunks,  with  their 
tufts  of  branches,  will  be  then  seen  running  down  on  either 
side  of  the  body ;  and  if  care  be  taken  in  the  dissection,  the 
whole  system  may  be  removed  from  the  visceral  cavity,  and 
laid  out  on  a  slide  to  dry  previous  to  being  mounted  in 
balsam.  By  &r  the  most  simple  method  of  procuring  a  perfect 
system  of  tracheal  tubes  from  the  larva  of  an  insect,  is  to 
make  a  small  opening  in  its  body,  and  then  to  place  it  in 
strong  acetic  acid;  this  will  soft^en  or  decompose  all  the  viscera, 
and  the  trachese  may  then  be  well  washed  with  the  syringe, 
and  removed  from  the  body  with  the  greatest  facility,  by 
cutting  away  the  connections  of  the  main  tubes  with  the 
spiracles,  by  means  of  the  fine-pointed  scissors;  in  order  to 
get  them  upon  the  slide,  this  must  be  put  into  the  fluid  and 
the  trachese  floated  upon  it,  after  which  they  may  be  laid  out 
in  their  proper  position,  then  dried  and  mounted  in  balsam. 

The  Spiracles  require  very  little  dissection,  they  may  be 
cut  from  the  body  with  a  scalpel  or  a  pair  of  scissors,  and 
mounted  either  in  fluid  or  in  balsam;  very  beautiful  examples 
may  be  seen  in  the  Dyticus  marginalisy  in  the  larvae  of  the 
Blcfuy-fy^  and  the  Cockchafer y  and  other  equally  common  insects. 
Large  tracheal  vessels,  when  cut  across  transversely,  will 
sometimes  exhibit  the  fibre  unrolling,  as  is  oft;en  seen  in  the 
spiral  vessels  of  plants ;  but  the  two  differ  in  this  respect,  in 
plants  the  spiral  fibre  is  situated  within  a  membrane,  whilst  in 
insects  it  is  between  two  membranes. 
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Having  now  ^ven  some  preliminary  directionB  that  may  be 
required  by  the  microscopist  for  the  dissection  of  important 
parts  of  animals  generally,  it  only  remains  to  describe  the 
best  method  of  proceeding  to  procure  certain  well-known 
preparations  from  particular  individuals ;  these  will  be  referred 
to  separately  in  that  part  of  the  work  devoted  to  the  prepara- 
tion of  objects  of  great  interest. 


CHAPTER  XV. 

METHODS  OF  EXHIBITING  OBJECTS  OF  INTEBEST. 

The  Circitlation  of  the  Blood, — This  wonderful  phenomenon, 
although  insisted  on  by  the  immortal  Harvey,  was  never 
witnessed  by  him :  it  appears  to  have  been  first  discovered  in 
the  water  newt,  by  Mr.  William  Molyneux,  in  the  year 
1683.*  Leeuwenhoek,  the  father  of  microscopical  discoveries, 
was  cognizant  of  it,  and  in  his  works  are  given  both  illustra- 
tions and  descriptions  of  the  method  of  examining  it  in  a 
little  fish  and  in  an  eel ;  it  was  also  the  most  favourite  object 
for  exhibition  with  the  older  microscopists,  and  every  instru- 
ment was  provided  with  its^A  pan  and  its  tube  for  small  eels. 
In  more  modem  times  the  frog  has  been  principally  used  for 
the  purpose;  and  by  the  achromatic  compound  microscope 
the  circulation  has  been  witnessed  in  some  of  the  smaller 
mammalia,  in  insects,  in  Crustacea,  and  even  in  animals  as  low 
in  the. scale  as  the  polypiferous  zoophytes. 

In  certain  spiders  and  insects  the  circulation  may  be  shown 
by  placing  them,  without  water,  in  an  animalcule  cage  (which 
will  be  found  to  answer  the  purpose  of  the  live  box  of  the 
older  microscopists),  or  they  may  be  held  by  the  forceps ;  in 
some  spiders  it  may  be  seen  in  the  legs;  in  insects  in  the 
transparent  wings  and  antennae,  and  sometimes  in  the  legs : 
•  Philosophical  Transactions^  voL  xv.,  p.  1236. 
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according  to  Mr.  Pritchard,  it  may  be  witnessed  in  the  Perla 
viridis  and  Semblis  bilineata,  when  thej  have  just  emerged 
from  the  chrysalis.  The  most  favourable  subjects  for  its  e^i- 
bition  are  those  found  in  water^  viz.,  certain  larvss,  together 
with  small  Crustacea  and  annelides;  these  may  be  placed  for 
examination  either  in  the  animalcule  cages  described  at 
page  I3O5  or  in  the  water  trough  shown  at  fig.  93,  or  even 
in  any  suitable  tubular  or  drilled  cell,  and  covered  over 
with  thin  glass.  Amongst  the  most  beautiful  are  the  larvse 
of  the  following  insects,  viz.,  the  Ephemera  or  day-fly,  the 
Plumed  gnat,  the  Hydrophilus  caraboides,  and  a  Dragon  fly 
named  Agrion  puella;  and  amongst  the  Crustacea  may  be 
mentioned  the  ordinary  Water-flea,  or  Monoculus,  the  Daphnia 
pulex,  or  Arborescent  water^flea,  both  of  which  are  very  com- 
mon in  stagnant  pools,  together  with  the  fresh-wat^r  shrimp, 
and  various  species  of  Oniscus  or  Water-hog,  all  of  which  may 
be  examined  in  the  water  trough  or  in  a  large  animalcule  cage. 
The  circulation  in  the  larva  of  the  Ephemera  maiginata  has 
been  accurately  described  in  the  first  volume  of  the  Entamo* 
logical  Magazine^  by  Mr.  Bowerbank;  where  also  may  be 
seen  a  well-executed  figure  of  the  larva,  as  shown  by  the 
microscope.  The  blood  is  colourless,  and  consists  of  numerous 
oat-shaped  ceUs  or  particles  not  contained  in  vessels,  but  which 
are  sent  to  all  parts  of  the  body  by  the  pulsation  of  a  large 
dorsal  vessel  or  heart,  extending  nearly  the  whole  length  of 
the  trunk,  and  furnished  with  valves  of  a  peculiar  construc- 
tion, about  equal  in  number  to  the  segments  of  the  body. 
Besides  the  circulation  of  the  blood  in  this  animal,  there  are 
many  other  points  of  interest  which  may  be  seen  with  the 
half-inch  object-glass.  The  structure  of  the  valves  can  only 
be  well  seen  when  they  move  slowly,  and  then  only  in  the 
three  or  four  last  segments  of  the  body,  when  the  vital  powers 
are  nearly  exhausted.  In  the  Daphnia  pulex,  the  oval  dorsal 
vessel  or  heart  may  be  seen  pulsating  rapidly  on  its  least 
convex  side  or  back,  and  the  corpuscles  of  blood  may  be 
noticed  in  its  immediate  neighbourhood  in  an  active  state  of 
movement  by  a  magnifying  power  of  two  hundred,  or  the 
quarter-of-an-inch  object-glass,  when  the  animal  is  confined 
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in  a  large  animalcule  cage.  In  page  41  of  the  second  edition 
of  the  Micrographia  lUttstrata  of  the  elder  Adams,  published 
in  17475  it  is  stated  that  the  circulation  could  be  seen  in  the 
legs  and  feet  of  small  spiders  and  in  the  legs  of  bugs ;  and  the 
movement  of  a  greenish  fluid  was  also  to  be  observed  in  the 
wings  of  grasshoppers.  Leeuwenhoek,  he  tells  us,  discovered 
the  circulation  in  the  shrimp  and  even  in  the  farthest  joints 
of  the  legs  of  little  crabs,  which  animab  ^^  may  be  found  under 
brickbats  and  stones  on  the  shores  of  the  river  Thames,  when 
the  tide  is  out ;"  unfortunately  for  the  microscopist,  these  last 
are  no  longer  to  be  seen  in  such  localities.  The  circulation 
of  the  blood  may  be  readily  viewed  in  many  small  fishes ;  the 
older  microscopists  employed  the  eel,  the  carp,  the  gudgeon, 
and  the  flounder,  for  the  purpose  of  exhibiting  it ;  these  were 
either  confined  in  the  fish-pan,  or  placed  with  water  in  small 
glass  tubes;  but  the  fish  now  commonly  used  is  the  Stickle- 
back, Gasterosteus.  Flounders,  when  sufficiently  small,  form 
very  beautiftil  objects,  but  are  much  more  rarely  met  with 
than  the  stickleback,  which  is  abundant  in  most  ponds  and 
ditches.  Amongst  the  reptiles,  the  newt  and  frog,  and  the 
tadpoles  of  each,  are  generally  employed;  in  the  former  the 
circulation  may  be  viewed  in  the  tail,  in  the  feet,  and  in 
the  branchise,  whilst  in  the  latter  the  web  of  the  foot,  the 
tongue,  and  the  branchias  and  tail  in  the  tadpole,  are  the  parts 
which  exhibit  it  to  the  best  advantage.  In  the  mammalian 
class,  it  can  be  seen  in  the  wing  of  the  bat  and  ear  of  the 
mouse,  and  in  other  parts  not  too  opaque.  In  some  of  the 
invertebrate  animals,  it  wiU  be  noticed  that,  although  the 
blood  itself  is  of  a  red  colour,  still  its  discs  or  corpuscles 
are  white,  the  colour,  unlike  that  in  the  vertebrate  series, 
being  due  to  the  fluid  in  which  the  corpuscles  float,  and  not 
to  the  corpuscles  themselves. 

Method  of  Viewing  the  Circulation  in  the  Vertebratcu — The 
tadpoles  of  the  newt,  frog,  and  toad,  when  about  to  be 
examined,  must  be  placed  either  in  a  large  animalcule  cage, 
or  in  the  trough  described  at  page  142,  where  they  may  be 
subjected,  if  necessary,  to  slight  pressure.  The  larva  of  the 
newt,  when   about  an   inch  in   length,  with   the   branchise 
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external,  is,  perhaps,  one  of  the  most  wonderful  objects  that 
can  be  seen  by  the  microscope;  the  large  blood  corpueclea 
may  even  be  traced  as  fiir  aa  the  extremities  of  the  toes,  but 
the  circulation  in  the  branchiie  is  the  most  striking,  as  there 
the  large  capillary  vessels  are  directly  under  the  iaflnence  of 
the  heart's  action,  and  the  movement  of  the  corpuscles  is  not 
continuous  but  synchronous  with  that  of  the  pulsation  of  the 
ventricle.  In  large  newts,  the  circulation  can  only  be 
examined  in  the  tail ;  for  this  purpose,  it  will  be  necessary  to 
confine  them  to  a  piece  of  glass  or  a  long  cell,  by  means  of  a 
bandage  of  tape ;  but  the  t^  being  vertical,  instead  of  hori- 
zontal, the  body  must  be  kept  firmly  fixed,  otherwise  the  tail 
cannot  well  be  secured.  Some  persons  place  the  animal  in  a 
glass  tube  with  water,  but  unless  there  is  some  contrivance 
under  it  like  Mr.  Varley's  dark  chamber,  the  vessels  cannot  be 
seen  distinctly.  With  fish,  the  plan  the  author  has  found 
most  convenient  is  exhibited  by  figs.  238  and  239 ;  in  fig.  238, 


a  b  represents  a  plate  of  glass  about  three  inches  long,  and  an 
inch-and-a-half  wide,  upon  which  is  cemented  a  glass  cell  d 
having  a  long  oval  cavity,  c,  deep  enough  to  contain  an  ordinary 
sized  stickleback ;  to  the  under  surface  of  the  bottom  plate  of 
glass,  at  the  comers,  are  cemented,  as  shown  by  fig.  239,  four 
strips    of   plate-glass, 


Fig.  239. 


about  a  quarter-of- 
an-inch  wide,  after 
the  plan  shown  at  c ; 
these  serve  to  raise 
the   bottom    plate    in 


such  a  manner  that  when  the  trough  is  laid  on  the  stage  of 
the  microscope,  tlie  bandage,  d,  will  not  interfere  witfi  its 
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standing  perfectly  flat.  The  bandage  should  be  irom  eight 
inches  to  a  foot  in  length,  and  half-an-inch  or  more  in  width ; 
a  small  piece  of  it  should  be  laid  in  the  bottom  of  the 
trough,  and  upon  this  the  fish  is  to  be  placed  horizontally, 
the  bandage  may  then  be  wound  round  the  cell  and  the 
body  of  the  fish,  to  secure  it  from  kicking  very  much, 
but  not  so  tight  as  to  stop  the  circulation,  taking  care 
that  all  the  turns  are  within  the  recess  left  between  the 
strips  of  glass,  as  shown  by  d  in  fig.  239.  Some  water  is 
now  to  be  added,  so  as  nearly  to  fiU  the  cell,  and  the  tail  of 
the  fish  is  to  be  spread  out  as  shown  at  fin  fig.  238.  In 
order  to  prevent  the  tail  from  being  flapped  up  against  the 
object-glass,  a  thin  piece  of  brass  or  other  metal  of  either 
of  the  shapes  represented  by  a  or  &  in  fig.  240,  is  to  be 

placed  over  the  body  of  the  fish,  the 
large  end  being  turned  towards  the 
head,  and  the  small  so  arranged  as  to 
cover  the  commencement  of  the  tail, 
as  shown  in  fig.  238  at  ff,  and  in  fig. 
239  at  e.  The  metal  may  be  secured 
Fig.  240.  by  the  bandage,  but  it  should  not  be 

so  long  as  to  cover  the  entire  length 
of  the  fish,  but  only  about  half-an-inch  of  the  caudal 
extremity,  otherwise  the  movements  of  the  body  cannot 
be  entirely  controlled.  In  order  to  prevent  any  of  the 
water  from  being  splashed  out  of  the  cell,  and  also  to  secure 
the  object-glass  from  having  any  moisture  condensed  upon 
it,  that  part  of  the  cell  immediately  over  the  tail  may  be 
covered  with  a  piece  of  thin  glass,  which  will  answer  both 
purposes ;  the  cell  must  be  nearly  full  when  the  glass  is  laid 
on,  otherwise  if  a  stratum  of  air  intervene  between  the  water 
and  the  thin  glass,  correct  definition  cannot  be  obtained. 

Circulation  of  Blood  in  the  Frog, — The  part  most  commonly 
employed  for  this  purpose  is  the  transparent  web  of  the  hind 
foot;  and  in  order  to  secure  the  animal,  and  keep  its  web 
open,  various  contrivances  have  been  had  recourse  to.  The 
older  microscopists,  as  seen  in  the  works  of  Baker  and  Adams, 
were  in  the  habit  of  tying  the  frog  to  a  frame  of  brass  with 
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some  fine  cord ;  but  now,  as  first  practised  by  Mr.  Groadby,  the 
entire  body,  with  the  exception  of  the  foot  to  be  examined^  is 
secured  in  a  linen  bag,  which  is  fastened  to  a  plate  of  brass^ 
termed  the  frog^plate,  as  shown  at  a  a  in  fig,  241,  and  fully 


Fig.  241. 

described  at  page  141 ;  this  is  so  contrived  as  to  be  held 
firmly  by  some  part  of  the  stage  of  the  microscope,  and 
moved  about  with  it.  Although  the  shape  of  the  plate,  as 
constructed  by  our  principal  instrument-makers,  may  vary 
considerably,  the  mode  of  using  it,  nevertheless,  is  nearly  the 
same  in  alL  A  linen  bag  should  be  provided,  about  three  or 
four  inches  in  length,  and  two-and-a-half  inches  broad,  as 
shown  at  &  &  in  fig.  241,  having  a  piece  of  tape,  c  c,  sewed  to 
each  side  about  midway  between  the  mouth  and  the  bottom, 
and  the  mouth  itself  should  be  capable  of  being  closed  by  a 
drawing  string,  d  d.  Into  this  bag  the  frog  is  placed,  and 
only  the  leg  in  which  the  circulation  is  about  to  be  examined 
kept  out  of  the  mouth,  the  string,  d  </,  is  then  to  be  drawn  so 
tight  around  the  small  part  of  the  leg  as  to  prevent  the  foot 
from  being  pulled  into  the  bag,  but  not  to  stop  the  circulation ; 
three  short  pieces  of  thread,//^  are  now  to  be  passed  round 
the  three  principal  toes,  and  the  bag  with  the  frog  is  to  be 
fastened  to  the  plate,  a  a,  by  means  of  the  tapes,  c  c.  When 
this  is  accomplished,  the  threads,  fff,  are  to  be  passed  either 
through  some  of  the  holes  in  the  edge  of  the  plate,  three  of 
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which  are  shown  by  ^  g  g^  in  order  to  keep  the  web  open,  or 
what  answers  better  is  a  series  of  pegs  of  the  shape  repre- 
sented by  A,  each  having  a  slit,  4  extending  more  than  half 
way  down  it ;  the  threads  are  wound  round  these  two  or  three 
times,  and  then  the  end  is  secured  by  putting  it  into  the  slit,  t. 
The  plate  b  now  ready  to  be  adapted  to  the  stage  of  the 
microscope;  the  square  hole  over  which  the  foot  is  placed 
must  be  brought  over  the  hole  in  the  stage  through  which 
the  light  passes  to  the  object-glass,  so  that  the  web  can  be 
strongly  illuminated  by  the  mirror.  The  magnifying  power 
employed  should  be  from  fifty  to  a  hundred  diameters,  or 
the  one-inch  or  the  half-inch  object-glass.  If  the  individual 
corpuscles  of  the  blood  and  lymph  are  required  to  be  seen,  the 
quarter-of-an-inch  object-glass  should  be  used.  Those  who 
are  not  in  possession  of  a  brass  frog-plate  may  employ  a  piece 
of  soft  wood  or  a  layer  of  cork,  about  six  inches  long  and  two- 
and-a-half  wide,  for  the  purpose ;  a  hole  about  an  inch  long 
and  three-quarters-of-an-inch  broad,  as  shown  at  h  in  fig.  242, 

being  cut  through  it  near 
to  one  end.  The  frog 
secured  in  the  bag,  and 
tied  to  the  cork  in  the 
same  way  as  to  the  brass 
plate,  is  to  have  the  web 
brought  over  the  hole,  b  ; 
small  pins,  d  d  d^  may 
then  be  passed  through 
the  web  into  the  cork 
close  to  the  toes,  c  c  ^ ,  to 
keep  it  open.  This  plan,  although  more  easily  managed  and 
attended  with  much  less  trouble  than  that  represented  by 
fig.  241,  is,  nevertheless,  generally  looked  upon  by  the  fiur 
sex  as  a  much  more  cruel  act  than  where  the  threads  are 
employed.  Some  persons  adopt  the  plan  of  tying  the  bag 
containing  the  frog  to  the  plate,  in  the  manner  shown  by 
fig.  241 ;  but,  instead  of  employing  either  strings  or  pins, 
they  spread  out  the  web  of  the  foot  upon  the  glass  at  the  end 
of  the  plate ;  the  animal  will  generally  keep  its  foot  steady 
24 
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upon  this  afler  a  few  trials,  especially  if  the  glass  has  been 
previously  wetted.     A  frog  so  mounted  b  capable  of  exhibit- 
ing many  of  the  effects  of  inflammation ;  if,  for  instance,  a 
spot  in  the  web  be  touched  with  the  point  of  a  needle,  or  a 
small  drop  of  alcohol  or  other  stimulating  fluid  be  placed  upon 
it,  the  circulation  will  stop  in  that  part  for  a  longer  or  shorter 
period,  according  to  the  amount  of  injury  inflicted,  the  yessels 
in  the  neighbourhood  will  soon  become   turgid,  and  eyen 
sometimes  be  entirely  closed  up  with  blood;  if  nofiirther 
stimulus  be  applied,  they  will  be  seen  to  rid  themselves  of 
their  contents  as  easily  as  they  became  full,  and,  after  a  time, 
the  circulation  will  be  restored  in  every  part     For  those  who 
are  unacquainted  with  the  parts  which  may  be  observed  by 
the  microscope  in  the  foot  of  the  frog,  it  may  be  as  well  here 
to  state  that  the  majority  of  vessels  in  which  the  blood  is  seen 
to  circulate  are  veins  and  capillaries;  the  former  may  be 
known  by  their  large  size  and  by  the  blood  moving  in  them 
from  the  free  edge  of  the  web  towards  the  leg,  also  by  their 
increase  in  diameter  in  the  direction  of  the  current ;  the  latter 
are  much  smaller  than  the  veins,  and  their  size  is  nearly 
uniform,  the  blood  also  circulates  in  them  more  quickly ;  the 
arteries  are  known  by  their  small  size,  and  by  the  great 
rapidity  with  which  the  blood  flows  in  them,  they  are  far 
less  numerous  than  either  of  the  other  vessels,  and,  generally 
speaking,  only  one  can  be  recognised  in  the  field  of  view  at  a 
time ;  in  consequence  of  their  being  imbedded  deeper  in  the 
tissues  of  the  web  than  the  other  vessels,  the  circulation 
cannot  be  so  well  defined  as  in  the  latter.    The  black  spots  of 
peculiar  shapes  that  occur  ih  all  parts  of  the  web  are  cells  of 
pigment,  and  the  delicate  hexagonal  nucleated  layer,  which, 
with  a  power  of  one  hundred  diameters,  can  be  seen  investing 
the  upper  siurface  of  the  web,  is  tesselated  epithelium. 

Method  of  Viewing  the  CircuhUion  in  the  Tonpue  of  the  Frog* — 
The  organ  which,  on  account  of  the  complexity  of  its  structure, 
is  the  best  adapted  for  examining  the  circulation  of  the  blood, 
is  the  tongue  of  the  frog,  for  into  this  enter  nearly  all  the 
anatomical  elements,  viz.,  arteries,  veins,  capillaries,  muscles, 
nerves,  glands,  membranes,  &c.,  representing,  in  fact,  almost 
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every  kind  of  organization  in  a  small  compass.  The  following 
method  of  preparing  this  organ  for  examination  under  the 
microscope,  without  endangering  the  life  of  the  animal,  and 
which  can  be  repeated  a  great  number  of  times  in  the 
same  frog,  has  been  extracted  from  the  London  Physiological 
Jourtud,  page  125,  being  a  modification  of  that  recommended 
by  Dr.  Waller: — "  A  piece  of  cork,  from  two  to  three  inches 
in  breadth,  and  six  to  eight  inches  in  length,  is  to  be  procured, 
in  which  b  to  be  bored  a  hole  of  about  half-an-inch  in 
diameter  midway  between  the  sides,  and  about  an  inch-and- 
a-Judf  to  two  inches  fit)m  one  of  its  ends.  In  this  part  the 
piece  of  cork  should  be  of  double  thickness,  which  is  effected 
by  joining,  by  means  of  marine-glue,  a  small  piece  of  cork 
upon  the  first  piece.  Upon  this  is  laid  the  frog,  previously 
enveloped  in  a  linen  band,  or  fixed  to  the  cork  by  pins 
thrust  through  the  foyr  extremities,  so  as  to  prevent  any 
great  movements  of  its  body  or  its  feet ;  it  is  placed 
upon  the  back,  the  end  of  the  nose  abutting  on  tbe  border 
of  the  hole.  The  tongue,  the  free  end  of  which  is  directed 
backwards,  is  then  to  be  drawn  out  of  the  mouth  gently  with 
a  forceps,  and  slightly  stretched  and  elongated  until  it  reaches 
a  little  beyond  the  opposite  edge  of  the  hole,  where  it  is  to  be 
fastened  by  two  pins ;  the  ndes  are  to  be  &stened  over  the 
hole  in  a  similar  way.  In  this  state,  the  tongue  presents  the 
appearance  of  a  semi-transparent  membrane,  which  permits  us 
to  see  through  its  substance ;  and  when  placed  between  the 
light  and  the  object-glass  of  the  microscope,  offers  one  of  the 
most  beautifrd  and  marvellous  spectacles  which  can  possibly 
be  witnessed."  The  other  parts  of  the  frog  in  which  the 
circulation  can  be  viewed,  are  the  lungs  and  the  mesentery ; 
but  for  both  these  the  abdominal  cavity  must  be  opened.  In 
many  of  the  works  of  the  old  microscopists,  especially  Adams 
and  Ledermuller,  are  shown  various  contrivances  for  exhibit- 
ing the  circulation  in  the  mesentery;  the  microscope  of 
Lieberkuhn,  described  at  page  17,  was  contrived  for  this 
purpose,  and  for  such  was  employed  by  Ledermuller.  The 
plan  now  generally  adopted  is  to  dip  the  frog  into  water  at 
the  temperature  of  120%  whereby  all  muscular  action  ia 
24* 
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stopped,  but  the  circulation  still  continues,  the  animal  can 
then  be  very  easily  managed ;  as  soon  as  the  body  is  opened, 
the  lungs,  from  being  full  of  air,  will  protrude ;  one  of  these 
is  to  be  taken  and  bent  over  on  a  piece  of  glass  placed  on  the 
stage  of  the  microscope,  and,  viewed  in  the  ordinary  way, 
the  magnificent  sight  then  disclosed  will  baffle  all  powers 
of  description.  If  the  mesentery  be  required  for  the  same 
purpose,  it  may,  like  the  lung,  be  spread  upon  a  plate  of  glass 
and  examined  in  a  similar  manner. 

The  circulation  in  the  mammalia  is  to  be  seen,  but  not  so 
distinctly  as  in  the  reptiles,  the  parts  generally  selected  being 
the  wing  of  a  bat  and  the  thin  ear  of  a  small  mouse;  for 
this  purpose  the  body  of  each  animal  must  be  firmly  secured, 
and  in  the  case  of  the  former  the  wing  may  be  held  down 
by  braces  of  cardboard ;  the  largest  vessels  will  be  found  in 
the  neighbourhood  of  the  bones  of  the  wing,  from  which  they 
may  be  traced  into  the  more  transparent  parts.  The  ear  of 
the  mouse  is  more  difficult  to  manage;  after  securing  the 
body,  one  of  the  ears,  slightly  compressed  by  a  brace,  may 
then  be  examined ;  the  circulation  will  be  most  clearly  seen 
near  the  edge,  but  at  the  best  of  times  the  management 
of  this  active  little  animal  will  be  found  very  troublesome. 
Luckily,  however,  anasthsetic  agents  have  the  same  power 
over  these  creatures  as  over  tiie  human  subject,  and  the 
administration  of  chloroform  may  be  adopted  with  the  greatest 
success  to  keep  both  the  bat  and  the  mouse  perfectly  quiet 
without  stopping  the  circulation  of  their  blood. 
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CHAPTER  XVI. 

ON  THE  CIRCULATION  IN  PLANTS. 

"  As  long  ago  as  the  year  1774  it  was  known  to  botanists," 
says  Dr.  Lindley,*  "that  a  certain  Abb€  Corti,  of  Lucca, 
had  published  some  remarkable  observations  upon  the  circu- 
lation of  fluid  in  some  aquatic  plants,  and  that  the  accuracy 
of  this  statement  had  been  confirmed  by  Treviranus  so  far 
back  as  the  year  1817;  nevertheless,  the  fact  does  not  seem 
to  have  attracted  general  attention  until  the  publication  by 
Amid,  the  celebrated  professor,  at  Modena,  of  a  memoir 
in  the  eighteenth  volume  of  the  Trartsactions  of  the  Italian 
Society^  which  was  succeeded  by  another  in  the  nineteenth." 
The  plant  employed  by  all  these  observers  appears  to  have 
been  a  species  of  Chara,  of  which  genus  every  species,  whether 
opaque  or  transparent,  vrill  readily  exhibit  it ;  the  transparent 
kinds  without  any  previous  preparation,  whilst  the  opaque, 
from  being  coated  with  carbonate  of  lime^  require  to  have 
this  removed.  Since  the  publication  of  Amici's  papers,  the 
circulation  of  the  sap  in  various  plants,  now  termed  by 
botanists  Cycbsis,  has  occupied  the  attention  of  many  indi- 
viduals in  this  metropolis ;  amongst  the  most  noted  may  be 
mentioned  the  names  of  Mr.  R.  H.  Solly,  the  late  Mr.  Slack, 
and  Mr.  Yarley ;  to  the  latter  gentleman  we  are  also  indebted 
for  many  valuable  discoveries  lately  published  in  the  second 
volume  of  the  Transactions  of  the  Microscopical  Society ^  as  well 
as  for  important  apparatus  for  viewing  the  circulation,  all  of 
which  will  here  demand  our  attention. 

Chara, — The  plant  which  Mr.  Varley  has  examined  so 
carefully  is  the  Chara  vulgaris^  an  aquatic  plants  found  either 
in  stagnant,  salt,  or  fresh  water,  always  submerged,  and  giving 
out  a  most  disagreeable  fetid  odour ;  its  colour  is  green,  the 
stem  is  branched  and  surrounded  here  and  there  with  whorls 
of  smaller  branches,  generally  nine  in  number;  a  portion  of 
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a  stem,  with  its  whorls,  is  seen  of  the  natural  uze  in  fig.  243, 
and  magnified  in  fig.  244 ;  from  the  centre  of  each  whorl  a 


Fig.  243. 


Fig.  244. 


smaller  branch  is  given  ofi",  and  wherever  this  takes  place  some 
veiy  delicate  filaments,  called  roots,  are  found  to  grow  from 
the  opposite  side.  The  main  tube,  as  shown  in  fig.  244,  is 
covered  throughout  its  entire  length  with  eighteen  smaller 
tubes,  and  is  coated  very  thickly  in  some  parts  with  carbonate 
of  lime,  which  renders  the  stem  both  opaque  and  very  brittle. 
Belonging  to  the  same  family  as  the  Chara  is  a  genus  termed 
Nitelia,  in  which  there  are  several  species  that  exhibit  the 
circulation,  amongst  them  may  be  named  the  N.  hyalina  and 
flexilis ;  the  stem  of  these  plants  consists  of  a  single  transpa- 
rent glassy  tube  of  a  delicate  green  colour,  with  transverse 
joints.  In  these  the  circulation  can  be  viewed  without  any 
preparation,  but  in  the  Chara  vulgaris  the  stem  will  often 
require  to  be  freed  from  its  carbonate  of  lime  before  any  trace 
of  it  will  be  visible.  A  portion  of  the  stem  of  NiteUa  ^fiexiHs 
is  shown  of  its  natural  size  by  fig.  245 ;  when  this  is  compared 
with  the  Chara  vulgaris  the  difierence  is  manifest,  as  the  joints 
are  not  only  more  delicate,  but  there  is  no  outer  coating  of 
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Bmall  tnbes,  and  the  incrustation  of  carbonate  of  lime  ie  a 
rare  occurrence.  A  portion  of  the  upper  part  of  one  of  the 
stems  highly  magnified  is  represented  hy  fig.  246 ;  in  this  the 


Fig.  345. 


Fig.  246. 


arrows  denote  the  direction  of  the  movement,  and  the  letters 
a  a  the  colourless  diviBion  of  the  joints  which  separate  the 
aacending  and  descending  currents ;  the  circulation  may  even 
be  witnessed  in  the  whorl  of  young  leaves  at  the  top,  a,  and  in 
all  the  other  parta  indicated  hy  the  arrows. 

Method  of  Viewing  the  Circulation. — If  the  Chara  or  Nitella 
be  in  abundance,  a  new  piece  may  be  selected  each  time  for 
examination,  but  if  it  be  scarce,  and  especially  if  it  be  wished 
to  watch  its  development,  then  the  plan  adopted  by  Mr.Varley 
will  be  found  necessary.  For  this  purpose  some  cylindrical 
wide-mouthed  phials  will  be  required ;  into  each  one  a  small 
branch  of  the  plant  must  be  put,  then  a  thin  slip  of  glaaa  ia  to 
be  laid  over  it,  and  kept  in  place  by  two  wedges  of  cork,  in 
the  manner  shown  in  fig.  247  ;  water  may  now  be  added  to 
fill  up  the  phial,  and  the  plant  ia  then  ready  to  be  examined. 
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In  order  to  do  tliis,  the  phiul  bolder  previously  described  at 
pnge  143  will  be  necesear}' ;  into  the  tube, 
aa  there  shown,  the  phial,  previonaly  well 
corked,  must  be  placed  with  the  plant  oppo- 
site the  hole,  the  holder  is  now  to  be  fixed 
to  the  stage  of  the  microscope,  and  the  light 
reflected  through  the  bottom  tube,  when  the 
Chara  may  be  viewed  in  the  same  manner  as 
any  other  object.  In  order  to  get  any  part 
in  particuliu'  into  the  field  of  view,  the  phial 
may  be  either  turned  round  or  elid  in  and 
out,  the  spring  in  the  dark  'chamber  wiU 
always  keep  it  firmly  pressed  against  the 
Fig.  S47.  upper  part  of  the  tube  through  which  it  is 

passed.  This  mode  of  treating  the  Chara 
has  many  advantages,  not  only  is  it  always  ready  at  hand, 
but  the  growth  of  any  particular  part  can  be  watched  from 
day  to  day,  as  the  small  specimens  will  frequently  keep  alive 
for  many  months  when  not  exposed  to  too  mnch  light,  and 
the  water  changed  occa^onally.  Mr.  Varley  has  contrived  a 
microscope  for  the  express  purpose  of  holding  the  phial ;  this 
instrument  is  fully  described  in  the  fiftieth  volume  of  the 
Transactions  of  the  Society  of  Arts,  and  will  be  found  exceed- 
ingly ueefiil  to  those  about  to  investigate  this  very  interesting 
subject. 

Soon  after  the  circulation  in  the  Chara  and  the  Nitella  had 
become  generally  known,  the  attention  of  microscopists  was 
directed  to  discover  the  same  phenomenon  in  other  plants ; 
amongst  the  first  that  yielded  to  a  careful  scrutiny  was  the 
Hydrocharia  morms  rana,  or  Froff-bit,  an  aquatic  plant  very 
common  in  ditches  and  streams.  Mr.  Slack  has  given  an 
excellent  account  of  it  in  the  forty-ninth  volume  of  the  TVans- 
aetions  of  the  Society  of  Arts,  from  which  figs.  248  and  249  are 
taken.  Fig.  248,  a,  represents  a  portion  of  the  plant  of  tlie 
natural  size ;  surrounding  the  leaf-buds,  b,  are  very  transpa- 
rent scales,  as  seen  at  c,  in  these  the  circulation  may  -be 
observed  by  placing  them  upon  a  glass  slide  with  water,  and 
laying  a  thin  glass  cover  over  them ;   when  viewed  with  a 
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tnagnifyiiig  power  from  one  hundred  to  two  hundred  diameters, 
an  appearance  auch  ae  that  shown  in  fig.  249  will  present 


Fig.  248. 


Fig.  249. 


itself;  a  few  flattened  cells  of  the  cuticle,  d  ef,  will  then  be 
seen  with  a  spiral  vessel,  a  b,  beneath  tbem.  In  each  cell 
uiay  be  observed  a  motion  of  oblong  green  globules  creeping 
round  and  round  in  the  direction  of  the  arrows  j  in  some  cells 
a  large  transparent  globule  or  nucleus  is  seen,  as  at  f;  this 
also  will  sometimes  be  found  circulating  with  the  smaller 
globules.  The  circulatjoa  may  also  be  noticed  in  sections  of  the 
eteois  of  the  same  plant ;  after  the  section  has  been  made,  the 
circulation  is  deadened  or  stopped  for  a  time,  but  on  being 
allowed  to  remain  quiet  for  a  short  time  in  the  water,  it  will 
recover  its  former  velocity. 

Tradescantia  virginica — Spidencort. — The  drculation  in  the 
jointed  hair  of  the  filament  of  the  anther  of  this  plant  was 
first  discovered  by  Dr.  Robert  Brown,  in  1828,  and  has  ednce 
that  time  been  seen  and  described  by  other  botanists,  and 
amongst  them  Mr.  Slack,  from  whose  paper  the  magnified 
drawing  of  the  hiur  represented  by  fig.  250  has  been  taken. 
It  is  composed  of  three  dehcate  elongated  cells,  as  shown  at 
bed,  which  rest  upon  a  broader  and  shorter  cell,  a,  having,  in 
the  present  case,  a  few  flattened  cells  of  the  cuticle  of  the 
calyx  attached  to  it  In  all  the  elongated  cells,  a  b  c,  except 
d,  the  circulation  can  be  easily  seen  with  a  power  from  two 
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hundred  to  four  hundred  diameters^  but  iadit  can  only  now 
and  then  be  shown.  Each  cell  has  its  lai^  nucleus  and  its 
accompanying  small  globules,  as  in  the  other  plants,  some- 
times even  many  currents  are  seen  in  the  same  cell. 
<' Throughout  the  plant,"  says  Mr.  Slack,  ^'the  circulation 
may  be  shown,  in  the  petal  even  when  entire,  and  in  all 
sections  made  of  the  stem  and  leaves." 

Pentstemon. — Mr.  Slack  has  also  described  the  circulation  in 
a  species  of  Pentstemon  in  the  hairs  taken  from  the  throat  of 
the  corolla.     One  of  these  is  shown  by  fig.  251 ';  when  highly 


Fig.  250. 


Fig.  251. 


magnified,  it  is  one  continuous  cell  projecting  firom  the  cuticle. 
In  this  hair  the  currents  move  in  various  directions,  as  shown 
by  the  arrows — some  pass  to  the  top,  whilst  others  do  not 
extend  half  way  before  they  return,  and  very  often  two 
currents  unite  to  form  one.  Mr.  Slack  states  that  he  never 
observed  a  nucleus  in  any  of  these  hairs. 

Groundsel — The  circulation  in  the  delicate  hiurs  found 
upon  the  leaf  stalks  of  the  common  groundsel,  Senecio  vulgaris^ 
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was  first  discovered  by  Mr.  Holland  with  his  triplet  micro- 
scope in  1832.  The  movement  of  the  globules  is  the  same, 
but  much  more  delicate  than  in  the  Tradescantiay  the  mutau 
also  being  present;  a  magnifying  power  of  four  hundred 
diameters,  at  least,  should  be  enqrioyed  to  examine  this  delicate 
object;  it  may  be  seen  dry  or  in  water  between  glasses. 

VaUisneria  spiralis, — This  plant  is  a  native  of  various  parts 
of  the  world,  but  in  the  south  of  Europe,  the  East  Indies,  and 
America,  it  appears  to  grow  most  abundantly.  The  name 
spiralis  was  given  to  it  by  Linnaeus,  but  in  order  to  distin- 
guish it  from  an  Italian  plant  of  the  same  genus,  it  has  been 
termed  by  Sprengel  V.  Jacquiniana,  Its  natural  habitat  is 
the  stiU  portions  of  rivers  and  lakes,  and  for  the  beautiful 
contrivance,  displayed  in  the  mechanism  for  keeping  its 
flowers  above  the  water,  it  has  been  the  theme  of  the  poet's 
song.  When  growing,  its  appearance  is  not  at  all  inviting,  as 
it  very  much  resembles  so  much  grass  in  the  water,  the  long 
thin  leaves  being  secured  to  the  mud  by  numerous  white  hair- 
like roots.  But  to  compensate  for  its  uninteresting  appearance, 
the  phenomenon  of  the  circulation  disclosed  by  the  microscope 
is,  without  doubt,  the  grandest  that  has  as  yet  been  seen  in  the 
whole  vegetable  kingdom.  If  one  of  the  leaves  be  laid  on  a 
glass  slide,  and  a  sharp  knife  passed  along  it  with  its  back 
slightly  elevated,  so  that  its  edge  may  come  in  contact  with 
the  leaf,  a  thin  slice  may  be  cut  off;  this,  when  placed  under 
a  power  of  two  hundred  diameters,  will  exhibit  a  number  of 
oblong  cells,  more  or  less  fiill  of  green  granules,  which, 
generally  speaking,  will  be  found  to  be  in  continued  circulation 
round  the  walls  of  each  cell.  If  the  section  should  chiefly 
consist  of  the  outer  part  or  cuticle  of  the  leaf,  the  cells  will  be 
small,  and  the  green  globules,  termed  chhrophylle^  in  the 
greatest  abundance,  but  rarely  circulating;  if  the  section 
should  extend  through  the  middle  of  the  plant,  numerous  elon- 
gated colourless  cells  will  then  be  seen  with  green  particles 
only  present  on  the  margins,  and  these  in  active  circulation, 
and  accompanying  them  a  large,  more  or  less  transparent, 
nucleus ;  the  movement  of  the  granules  is  more  plainly  seen 
than  in  the  Chara  and  Nitella,  on  account  of  the  transparency 
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of  the  cells,  and  also  by  reason  of  the  great  contrast  between 
the  colour  of  the  cell  wall  and  that  of  the  granules.  Thef 
circulation  also  will  be  frequently  found  to  vary  in  its  (Erection 
in  two  cells  lying  side  by  side,  which  is  another  mi^terial  point  in 
which  it  differs  from  all  the  tribe  either  of  Chara  or  Nitella. 

Best  Method  of  Viewing  the  Circulation. — For  this  purpose^ 
in  the  summer  months,  when  the  plant  is  in  its  most  vigorous 
state,  any  one  of  the  leaves  may  be  taken,  and  after  having 
been  cut  in  the  manner  previously  described,  laid  upon  a 
slide  with  water,  and  covered  with  a  piece  of  thin  glass,  or 
placed  in  an  animalcule  cage,  the  chances  are  that  it  will 
exhibit  the  circulation;  if  not,  a  little  heat  applied  to  it,  either 
by  adding  some  warm  water,  or  by  placing  the  slide  for  a  few 
seconds  over  an  aigand  lamp,  will  often  start  it  off.  In  the 
winter,  the  leaves  that  are  turned  a  little  yellow,  or  even  those 
which  appear  dead,  will  often  show  it  the  best ;  these  should 
be  cut  some  little  time  before  they  are  wanted,  and  placed 
in  warm  water  immediately,  or  what  has  often  succeeded 
with  the  author  is  to  place  them  in  a  small  bottle  with  water, 
and  carry  this  in  one  of  the  pockets  of  the  dress  in  which  there 
is  the  greatest  amount  of  heat.  Whenever  the  leaf  has  been 
cut,  the  circulation  will  be  deadened  for  a  time;  but  heat 
applied  in  one  of  the  ways  above  directed,  will  generally  be 
the  means  of  restoring  it  to  its  former  state  of  activity. 

Method  of  Cultivating  CharOy  VaUisnerioy  ^c. — Mr.  Varley, 
who  has  had  great  experience  in  these  matters,  addressed,  in 
1840,  a  letter  to  the  editor  of  the  Microscopical  Journal  on 
the  subject,  and,  as  no  better  description  than  this  can  be 
given,  the  author  has  thought  proper  to  transcribe  it  nearly 
verbatim : — 

**  In  cultivating  these  plants,"  says  Mr.  Varley,  "  it  is  only 
requisite  to  take  notice  of  the  circumstances  under  which 
Chara  naturally  thrives,  and  to  imitate  them  as  nearly  as 
practicable. 

*'  Firstly.  The  Chara  tribe  is  most  abimdant  in  still  waters 
or  ponds  that  never  become  quite  dry ;  if  found  in  running 
water,  it  is  mostly  met  with  out  of  the  current,  in  holes  or 
side  bays,  where  the  stream  has  little  effect,  and  never  on  any 
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prominence  exposed  to  the  current.  If  the  Chara  could  bear 
a  current,  its  fruit  would  mostly  be  carried  on  and  be  deposited 
in  holes;  but  it  sends  out  from  its  various  joints  very  fine  long 
roots  into  the  .water,  and  these  would  by  agitation  be  destroyed, 
and  then  the  plant  decays;  for  although  it  may  grow  long 
before  roots  are  formed,  yet,  when  they  are  produced,  their 
destruction  involves  the  death  of  the  plant.  In  order,  there- 
fore, to  preserve  Chara,  every  care  must  be  taken  to  imitate 
the  stillness  of  the  water,  by  never  shaking  or  suddenly  turn- 
ing the  vessel.  It  is  also  important  that  the  Chara  shoyld  be 
disturbed  as  little  as  possible,  and,  if  requisite,  it  must  be  done 
in  the  most  gentle  manner,  as,  for  instance,  in  cutting  off  a 
specimen,  or  causing  it  to  descend  in  order  to  keep  the  summit 
of  the  plant  below  the  surface  of  the  water. 

'^  Secondly.  Imitate  the  freshness  of  the  water,  by  having 
an  extent  of  surface,  which  it  is  requisite  to  skim  frequently, 
or  suffer  it  to  overflow  by  the  addition  of  more  water.  These 
precautions  being  attended  to,  a  dear  bright  surface  is  kept. 
It  is  aUo  desirable  to  change  a  small  portion  of  the  water,  but 
this  should  be  done  without  agitation.  The  best  vessels  for 
cultivating  this  plant  in,  are  either  wide  pans,  holding  three 
or  four  gallons,  or  glass  jars  a  foot  or  more  high ;  into  these 
the  Chara  may  be  placed,  either  with  dean  water  alone,  or  a 
little  earth  may  be  sprinkled  over  it,  so  as  to  keep  it  at  the 
bottom,  or  the  bottom  may  be  covered  one  inch  with  closdy 
pressed  mould,  in  order  that  the  water  may  be  put  in  without 
disturbing  it ;  on  this  lay  the  Chara,  with  a  little  earth  over 
the  lower  ends,  to  fix  it.  Causing  the  water  to  overflow  is 
the  readiest  way  to  skim  the  surface,  though  dipping  out  gently 
will  do ;  but  in  all  cases  of  pouring  in  water,  hold  something, 
such  as  a  saucer  or  flat  piece  of  wood,  to  receive  the  pouring, 
and  make  it  spread  instead  of  allowing  it  to  descend  at  once  on 
the  surface.  Pans  in  the  open  air,  nearly  full  of  water,  will 
be  kept  in  order  by  the  wind  and  run,  only  taking  care  to 
supply  the  deficiency  (the  effect  of  evaporation),  and  to  change 
some  of  the  water,  if  it  be  considered  necessary.  The  vessels 
kept  in-doors  have  a  film  which  is  always  forming  on  the  water, 
and  which  requite  to  be  frequently  removed. 
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"Thirdly.  Imitate  the  equal  temperature  of  its  native 
holes,  by  sinking  the  pan  a  little  within  the  earth,  but,  during 
frosty  weather,  keep  the  pan  in-doors,  and  at  the  lower  part  of 
the  house,  as  this  situation  is  generally  the  most  uniform  in  its 
temperature. 

"  The  Chara  will  live  in  any  temperature  above  freeziiig, 
and  grows  quicker  as  the  warmth  increases,  but  above  the 
earth,  as  outside  of  a  first-floor  window,  it  will  not  bear  the 
daily  difference  between  the  mid-day  sun  and  the  cold  of  sun- 
rising. 

"  The  glass  jars  I  keep  within  the  house,  as  nearly  uniform 
in  warmth  as  convenient. 

"  Similar  care  is  requisite  for  Vallisneria,  but  the  warmest 
and  most  equal  temperature  is  better  suited  to  this  plant.  It 
siiould  be  planted  in  the  middle  of  the  jar,  in  about  two  inches 
deep  of  mould,  which  has  been  closely  pressed ;  over  this, 
place  two  or  three  handdftd  of  leaves,  then  gently  fill  the  jar 
with  water.  When  the  water  requires  to  be  changed,  a  small 
portion  is  sufficient  to  change  at  a  time.  It  appears  to  thrive 
in  proportion  to  the  frequency  of  the  changing  of  the  water, 
taking  care  that  the  water  added  rather  increases  the  tempe- 
rature than  lowers  it. 

"  The  natural  habitat  of  the  Frog-bit  is  on  the  surface  of 
ponds  and  ditches ;  in  the  autumn  its  seeds  fall,  and  become 
buried  in  the  mud  at  the  bottom  during  the  winter;  in  the 
spring  these  plants  rise  to  the  surface,  produce  flowers,  and 
grow  to  their  full  size  during  summer.  In  order  to  keep 
them  for  microscopic  purposes,  lai^e  pans,  with  earth  at  the 
bottom,  will  preserve  them  through  the  winter,  and  if  left 
out  of  doors  during  the  cold  months,  the  pans  should  be  sunk 
into  the  ground  to  preserve  the  buds  from  the  extreme  cold." 

The  author  has  found  the  following  a  very  convenient  way 
of  changing  the  water  in  the  Chara  and  Vallisneria  jars,  viz., 
to  place  the  jar  occasionally  under  the  tap  of  a  water  tank,  and 
allow  a  very  gentle  stream  to  flow  into  it  for  several  Jiours ; 
by  this  means,  all  the  impure  water  and  conferva  growing 
on  the  sides  of  the  vessel  may  be  got  rid  of. 

Habitat. — In  the   neighbourhood  of  London,   the   Chara 
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vulgaris  may  be  found  abundantly  in  the  Isle  of  Dogs,  in 
ditches  near  the  bank  of  the  Thames,  also  in  some  of  the 
ponds  on  the  Hippodrome,  at  Notting-hilL  The  Nitella  grows 
in  ponds  at  Totteridge  and  Hendon,  whilst  the  Hydrocharis 
occurs  in  ahnost  every  ditch,  and  may  be  known  by  its  flat 
leaf,  somewhat  like  that  of  a  large  species  of  duckweed,  floating 
on  the  surface  of  the  water.  The  Tradescantia  and  Pentstenum^ 
as  well  as  the  groundsel,  are  common  in  flower  gardens,  but 
the  VaUuneria  is  principally  cultivated  by  the  microscopist ; 
small  roots  of  this  plant  may,  however,  be  obtained  of  Mr. 
Topping,  and  of  some  nurserjrmen. 


CHAPTER  XVII. 

METHODS  OF  PROCURING  INFUSORY  AND  OTHER 

ANIMALCULES. 

The  term  Infusoria  was  given  by  the  older  microscopists  to 
beings  which,  previous  to  their  discovery  by  magnifying 
powers,  had  been  concealed  from  observation  by  the  minute- 
ness of  their  size.  They  were  first  detected  in  water  contain- 
ing vegetable  matter,  such  as  hay  and  grass  in  a  state  of 
decomposition ;  it  was  then  supposed  that  they  were  peculiar 
to  infusions  of  a  certain  kind,  hence  their  name.  The  cele- 
brated Ehrenberg,  who  has  devoted  himself  so  entirely  to 
their  structure  and  clasmfication,  has  divided  them  into  two 
orders,  Polygastria  and  Rotifera  ;  the  first  being  named  from 
their  having  many  stomachs,  and  the  last  from  their  being 
provided  with  vibratile  organs  resembling  wheels.  Amongst 
the  most  remarkable  of  the  Polygastria  may  be  included 
the  following  genera,  viz.,  Monas,  Gonium,  Yolvox,  Vibrio, 
Navicula,  Stentor,  and  Yorticella;  whilst  amongst  the  latter 
may  be  named  the  Floscularia,  Stephanoceros,  Brachionus, 
and  Kotifer. 

Localities. — The  ordinary  forms  of  Infusoria  are  to  be  met 
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with  in  all  kinds  of  etagoant  and  jnitrid  water,  whilst  the  incff« 
highly  oi^amzed  are  only  to  be  fouod  in  clear  ponds  and  in 
streams  where  they  attach  themselves  to  the  stems  and  under 
Ndes  of  the  leaves  of  aquatic  plants,  or  even  to  small  pieces 
of  wood  or  other  vegetable  matters  that  are  either  floating  or 
kept  beneath  the  surface  of  the  water.  Some  kinds  are 
found  near  the  siur&ee,  others  in  the  mud  at  the  bottom,  all  of 
which  localities  should  be  carefully  searched. 

Apparatus. — For  the  purpose  of  collecting  these  interesting 
creatures,  the  following  simple  apparatus  will  be  required, 
viz.,  some  clear  wide-mouthed  phiale  or  tubes  capable  of  being 
well  corked,  a  walking-stick  or  jointed  rod,  provided  with  a 
ring  at  the  end  for  holding  the  phiale,  a  small  aquatic  net  of 
muslin  str^ned  upon  a  hoop  of  wire,  and  a  pocket  magnifier. 
Fig.  252  represents  the  various  instruments  that  will  be  found 
necessary ;  at  a  two  joints  of  a  fish- 
ing-rod of  cane  are  shown,  the  Utp 
joint,  for  convenience  of  package, 
being  made  to  slide  within  the  lower 
one ;  to  the  upper  end,  h,  is  screwed 
a  steel  ring  of  the  shape  represented 
by  'b,  for  the  purpose  of  holding  the 
phial  as  seen  at  c;  into  the  same 
handle  may  be  fitted  the  hoop,  d, 
having  a  bag  of  fine  muslin  attached 
to  it ;  this  may  be  of  the  shape  there 
showD,  or  brought  to  a  fine  point 
In  the  absence  of  this  apparatus,  a 
stick,  as  exhibited  at  e,  having  a  split 
at  one  end,  may  be  employed ;  into 
this  the  neck  of  the  phial,  ^  is  to  be 
placed  and  kept  firmly  fixed  by  wind- 
ing a  string  round  it,  as  shown  at  y. 
Mr.  George  Shadbolt,  who  has  pud 
some  conuderable  attention  to  these 
matters,  has  lately  recommended  to 
the  author  the  following  plan  oS 
Fig.  302.  securing  the  phial  to  the  stick,  which 
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Fig.  253. 


will  be  found  worthy  of  a  trial.     A,  fig.  253,  is  a  piece  of 

brafls  about  three-eighths-of- 
an-inch  square,  with  two  pro- 
jecting  pieces,  a  a,  through 
1^  one  of  which  a  screw  with  a 
flat  head  works.  One  end 
of  the  brass  piece,  c,  is  cylin- 
drical, about  half-an-inch  in 
diaineter,with  afemale  screw, 
d,  into  which  a  male  screw 
on  the  stick  is  made  to  work. 
In  one  side  of  the  brass.  A,  two  screw-holes,  e  e,  are  made, 
in  order  to  attach  permanently  to  it  by  screws  the  spring,  B, 
having  two  holes,  ff^  in  it  for  the  purpose.  The  phial  being 
placed  in  the  loop,  ^,  and  the  spring  drawn  close  by  pulling 
the  end,  A,  between  the  cheeks,  a  a,  the  flat-headed  screw  is 
turned,  and  the  phial  firmly  held. 

The  spring  may  be  made  of  steel,  or  of  moderately  thin 
whalebone,  which  can  be  used  in  preference,  as  it  will  not 
spoil  by  being  wetted,  and  for  the  same  reason  the  other  part 
may  be  made  of  brass. 

Since,  however,  Mr.  Shadbolt  obligingly  furnished  the 
author  with  the  above  description,  he  has  much  simplified 
the  arrangement;  the  handle  employed  consists  of  two 
joints  of  a  fishing-rod,  as  shown  at  a,  fig.  252;  but, 
instead  of  the  upper  ferrule  being  provided  with  a  screw  to 
receive  the  ring,  b,  a  piece  of  brass,  having  an  oblong  square 
hole,  o,  cut  in  it,  is  fastened  into  the  ferrule,  as  shown  in 
fig.  254,  A  C ;  through  this  the  ends  of  a  strip  of  whalebone 

are  passed,  and,  according  to  the 
length  inserted,  the  loop,  r,  may 
be  made  larger  or  smaller  to  re- 
ceive the  neck  of  any  kind  of 
phial,  the  screw,  B,  serving  to 
keep  the  whalebone  firm,  so  that 
the  weight  of  water  in  the  phial 
may  not  draw  the  ends  out  of  the 
brass.  For  convenience  of  package,  the  whalebone  is  with- 
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drawn  from  the  ferrule,  and,  when   made   etraight,  ia   slid 

within  the  hollow  top-joint,  and  this  last  placed  within  the 

larger  joint;  the  whole  may  then  be  used  as  a  walking-elick, 

the  screw,  B,  having  first  been  properly  securad 

in  the  lower  end  of  the  laige  joint. 

Mr.  Spencer,  of  filackheath,  has  communi- 
cated to  the  author  a  plan  which  he  adopts 
for  securing  the  bottle  to  the  end  of  a  rod 
or  walking-stick.  He  takes  a  piece  of  gutta 
percha  tubing,  about  fire  or  six  inches  in 
length,  and  cuts  it  in  such  a  manner,  both 
Tertically  and  horizontally,  as  to  leave  one 
portion  of  the  tube,  about  an  inch  in  length, 
untouched,  the  cut  end,  as  shown  in  %.  255, 
being  passed  through  the  tubular  part  so  as  to 
form  a  loop.  This  loop  is  placed  round  the 
neck  of  the  bottle  and  drawn  tight;  the  end 
of  the  walking-stick  ia  then  passed  into  the 
tube,  and  should  be  of  Bu£S(uent  size  to  fill  it 
up  and  keep  the  end  of  the  loop  secure.  This 
little  instrument  is  most  convenient;  it  does 
Fig,  2S5.  °°*  ^°^  *"  become  soft  by  the  action  of  water, 
and  its  cost  is  very  trifling. 

Mr.  John  Williams  has  recom- 
mended an  exceedingly  simple  modi- 
fication of  the  above  described  appa- 
ratus for  collecting  Infusoria.  It 
consists  merely  of  a  strip  of  thin 
whalebone,  a  quarter  of  an  inch  wide 
and  about  eighteen  inches  long,  and 
three  brass  curtain  rings ;  the  manner 
in  which  these  are  applied  will  be 
eanly  understood  by  referring  to 
figs.  256  and  257,  the  one  repre- 
senting the  application  to  a  walk- 
ing-«tick,  the  other  to  an  umbrella. 
Fi^.  SSh  and  367.  The  loops  d,  and  k,  are  for  the  re- 
ception of  the  neck  of  the  phial. 
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A  tin  box,  A,  fig.  252,  containing  six  or  twelve  short  glass 
tubes,  provided  either  with  plain  corks,  or  with  corks  through 
which  a  piece  of  glass  tube  or  quill  has  been  passed  in  t^e 
manner  shown  at  i^  will  be  found  very  convenient  for  all  the 
smaller  kinds  of  infusoria. 

The  fishing  tubes  have  already  been  described  at  page  133 ; 
these  will  be  usefiil  for  separating  the  large  voracious  animals 
from  the  more  delicate  ones. 

The  pocket  magnifier  may  be  of  either  of  the  forms  shown 
by  figs.  23  and  24,  or  the  Coddington  lens,  represented  by 
fig.  26,  when  the  infusoria  are  very  minute.  Dr.  Arthur  Farre 
has  lately  shown  the  author  a  convenient  form  of  lens,  winch 
he  finds  very  useful  for  most  of  the  marine  Polypes;  this 
consists  of  two  double-convex  lenses  of  different  focal  lengths, 
placed  in  a  setting  with  an  ebony  stop  between  them,  some- 
what in  shape  like  an  hour-glass.  This  lens  performs  like  a 
doublet  or  Coddington,  and,  although  of  long  focus,  magnifies 
considerably. 

Method  of  Obtaining  Infusoria, — In  order  to  be  successful 
in  the  capture  of  these  minute  creatures,  a  knowledge  of  their 
habits  must  be  first  acquired,  and  upon  this  matter,  as  well 
as  upon  the  method  of  cultivating  Chara,  Yallisneria,  &c., 
the  author  is  indebted  to  Mr.  Varley  for  many  valuable 
instructions. 

"  The  tendency  of  all  infiisoria,"  says  Mr.  Varley,  in  a  letter 
to  the  author,  ^^  is  towards  the  Hght,  and  also  to  the  surface ;  a 
fihny  surface  will  hold  many.  On  arriving  at  a  pond,  it  will 
be  noticed  that  the  ^  off*  side,'  or  that  towards  which  the  wind 
is  blowing,  will  be  coated  with  sciun,  whilst  the  *  near  side'  will 
be  bright;  these  sides  will  differ  materially  in  the  quantity  of 
animalcules  they  may  contain,  the  bright  side  being  oflten 
without  any ;  if  the  wind  blows  towards  the  sunny  side,  that 
ade  will  be  especially  prolific.  Shallow  parts  being  warmer 
than  deep,  will  also  yield  a  more  abundant  supply." 

'^  The  rod  with  the  phial  attached,  as  shown  in  fig.  252,  is 

to  be  carried  into  the  water  in  such  a  manner  that  the  phial 

may  be  kept  in  an  inverted  position,  and  when  arrived  at  the 

proper  depth  the  rod  is  to  be  turned,  and  the  mouth  of  the 
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phial  will  then  be  in  the  position  to  receive  the  water,  which 
will  run  in  rapidly  and  carry  both  animalcules  and  weeds 
with  it.  The  contents  of  the  phial  may  be  either  viewed 
with  a  pocket  lens,  or  poured  into  another  phial  and  then 
examined ;  if  any  animalcules  be  present,  and  worth  keeping, 
they  may  be  corked  up  for  further  inspection.  Dips  should 
be  made  both  among  confervse  and  duck-weed,  and  portions  of 
the  weed  allowed  to  enter  the  phial;  a  dip  also  among  rushes 
is  frequently  very  rich ;  the  phial  should  be  shaken  about  as 
it  is  being  turned  up  to  receive  the  water.  If  the  phial  be  a 
very  wide-mouthed  one,  a  sudden  dip  amongst  large  weeds 
will  afford  very  many  species;  these,  after  examination,  may 
be  placed  in  smaller  phials,  and  corked  up  for  further  inspec- 
tion at  home.  If  any  larvas  or  other  voracious  kinds  are 
present,  they  should  be  removed  with  one  of  the  fishing-tubes, 
otherwise  they  will  destroy  nearly  all  that  come  in  their  way 
before  the  collector  reaches  home.  For  all  the  larger  specimens, 
such  as  the  Monoculus  and  Cyclops,  the  net  shown  at  d  in 
fig.  252  will  be  required;  if  this  be  dipped  very  suddenly 
under  weeds  and  be  as  suddenly  lifted  up,  they  will  be  caught; 
by  holding  the  bottom  of  the  net  in  the  water,  and  the  ring 
out,  all  weeds  that  are  in  the  way  may  be  removed,  and  the 
produce  then  poured  into  a  phial  with  a  small  quantity  of 
water,  and  the  voracious  ones  taken  out  by  the  fishing-tubes 
in  the  manner  before  described.  If  the  Water-fleas  and 
Daphnise  be  very  abundant,  they  may  be  got  rid  of  in  the 
following  maimer : — As  soon  as  they  are  placed  in  the  phial 
they  go  very  quickly  to  the  bottom ;  if,  therefore,  the  upper 
water  be  poured  into  another  phial,  the  bottom  contuning 
them  may  be  thrown  away;  if,  also,  the  phial  be  shaken 
about  in  the  water  before  it  be  turned  over  to  be  filled,  they 
will  generally  have  darted  away.  Small  newts,  and  many 
larvae,  should  be  taken  great  care  of,  the  former  especially, 
as,  when  young,  their  branchisB  are  present;  in  these  and 
in  their  feet  the  circulation  of  the  blood  is  most  beautifully 
seen ;  they  will  also  be  found  of  essential  service  for  eating  up 
the  Daphnise,  Monoculi,  and  the  various  larvae  that  destroy 
the  different  kinds  of  vorticellas.    The  inverted  phial  should 
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be  carried  to  the  bottom  of  shallow  ponds,  and,  whilst  laid 
horizontally,  the  surface  of  the  mud  should  be  scraped ;  the 
phial,  when  quite  full,  maj  be  corked  to  prevent  shaking ;  at 
home  the  mud  may  be  put  into  a  large  jar,  and  filled  up  with 
water,  in  a  daj  or  two  the  animalcules  will  have  come  to  the 
surface  of  the  subsided  mud,  from  which  thej  may  be  taken 
away  quite  clean  by  means  of  a  fishing-tube.  When  water 
has  quite  left  a  pond,  a  box  or  phial  full  of  the  surface  mud 
should  be  taken  home  and  treated  in  the  same  way  as  the 
more  liquid  kind  above  described.  In  order  to  preserve  the 
infusoria  and  other  large  animalcules  at  home,  the  conditions 
under  which  they  have  been  found  should,  in  all  cases,  be 
closely  imitated.  Such  plants  as  will  live  in  water  without 
much  mould  and  not  speedily  decay  should  be  selected,  these 
will  all  tend  to  keep  the  water  healthy  for  the  animalcules,  and 
also  serve  as  food  for  them ;  the  plan  adopted  for  preserving 
the  plants  should  be  the  same  as  that  already  alluded  to  in 
page  380,  the  larvsB  of  the  Ephemera  and  small  snails  being 
employed  to  firee  them  from  confervae,  which  will  be  found  to 
interfere  with  the  growth  of  most  aquatic  plants." 

Method  of  Obtaining  and  of  Keeping  Hydras. — One  of  the 
most  extraordinary  aquatic  animals  that  the  microscopist  is 
likely  to  procure  in  his  searchings  in  pools  and  ditches,  is  that 
known  as  the  Hydra,  or  fresh-water  Polype ;  it  appears  to 
have  been  first  noticed  by  Leeuwenhoek,  in  1703,  but  it  was 
reserved  for  the  inquiring  genius  of  M.  Trembley,  then 
residing  at  the  Hague,  in  1739,  to  discover  its  wonderful 
powers  of  reproduction.  In  England  there  are  as  many  as 
fbur  or  five  varieties,  one  of  them  is  of  a  delicate  green 
colour,  whilst  the  others  are  more  or  less  yellow  or  brown ; 
each,  when  in  an  expanded  state,  consists  of  a  long  semi- 
transparent  tubular  body,  from  one  end  of  which  protrude 
several  long  delicate  arms  or  tentacula,  varying  in  number 
in  the  different  species,  six  or  twelve  generally  being  the  two 
extremes.  Within  these  arms  is  a  mouth  capable  of  being 
dilated,  so  as  to  receive  animals  nearly  as  large  in  size 
as  the  Polype  itself.  In  the  contracted  state,  the  animal 
appears  like  a  small  round  ball,  the  arms  being  drawn  in  so 


390  MANIPULATION* 

far  that  they  only  resemble  small  papilla.    M.  Trembley 
thought  they  were  very  analc^ous  to  vegetables,  and,  to  satisfy 
himself  upon  this  point,  he  cut  several  of  them  in  pieces^ 
when,  to  his  great  astonishment,  he  found  that  each  cut  portion 
became  a  perfect  animaL     Some  of  these  Polypes  having  been 
sent  to  England,  the  experiments  oi  M.  Trembley  were  tried 
with  entire  success  by  many  of  the  learned,  but  more  eq>ecially 
by  Mr.  Henry  Baker,  who  published  a  book  on  the  subject 
in  1743,  which  will  well  repay  an  attentive  perusal     The 
Hydrae  are  generally  found  in  ponds  and  rivulets,  adhering 
either  to  portions  of  weed  or  sticks ;  they  may  be  readily  seen 
by  the  naked  eye  when  placed  in  a  clear  glass  jar.    In  order 
to  take  them  home  safely,  they  should  be  put  into  clean  phialst, 
with  a  small  portion  of  some  aquatic  plant,  and  the  phial  filled 
with  water ;   it  should  be  carefully  corked,  both  to  prevent 
the  water  from  being  spilt  and  the  Hydrse  from  being  injured. 
At  home  they  should  be  kept  in  tolerably  large  glass  jars,  in 
clear  river  water,  with  a  small  plant  growing  in  it ;  being  very 
voracious,  they  will  require  to  be  often  fed,  the  best  animals 
to  give  them  are  the  small  red-blooded  worms  (Naiides)  that 
are  so  common  on  the  banks  of  the  Thames,  to  the  mud  of 
which  they  impart  a  red  colour,  these  should  be  well  wadied 
in  clean  water  before  the  Polypes  are  fed  with  them,  and 
the   Polypes  themselves  placed  in  pure  water  ailer  every 
meal;   the  common  water-fleas,  in  the  absence  of  Naiides, 
will  also  serve  them  as  wholesome  food*     The  mode  of  gene- 
ration of  Polypes  is  by  gemmation  or  budding,  and  takes  place 
very  rapidly,  as  many  as  four  or  five  young  ones  in  a  week  ^ 
having  been  known  to  be  produced ;  as  soon  as  a  young  one 
is  provided  with  arms,  it  will  devour  the  worms  with  as  much 
eagerness  as  the  older  ones.     When  placed  in  great  numbers 
in  one  phial,  they  do  not  thrive  so  well  as  when  they  are  in 
small  quantities,  hence  they  should  be  occasionally  moved 
from  one  jar  to  another ;  this  may  be  readily  managed  by  the 
end  of  a  quill,  or  a  fine  camel's-hair  penciL     They  are  best 
examined  either  in  one  of  the  troughs  shown  by  figs.  93-4,  or 
in  a  large  animalcule  cage,  and  can  be  easily  divided  by  a  pair 
of  sharp-pointed  scissors,  like  those  exhibited  at  B  in  fig.  227. 
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Those  who  would  wish  to  know  the  results  of  the  various 
operations,  should  consult  the  excellent  works  of  M.  Trembley 
and  Mr.  Baker,  which  will  give  them  full  particulars** 

Detmidie(B. — Another  most  interesting  class  of  objects  for 
the  microscope,  but  now  generallj  considered  as  belonging  to 
the  vegetable  kingdom,  are  the  DesmidiesB,  a  tribe  of  lowly 
oiganized  plants,  remarkable  for  the  elegance  of  their  form 
and  for  being  found  exclusively  in  fresh  water.  They  have 
lately  been  classified  and  arranged  by  Mr.  Kalfs  in  an  admi- 
rable work  on  the  subject,  which  should  be  in  the  possession  of 
every  microscopist.  As  the  mode  of  collecting  them  differs 
somewhat  from  that  of  the  Infusoria,  the  author  haa  thought 
proper  to  borrow  Mr.  Balfs'  description : — 

'^  As  the  Desmidiese  are  unattached  and  very  minute,  they 
are  rarely  gathered  in  streams;  nevertheless,  interesting 
species  may  occasionally  be  obtained  where  the  current  is  so 
sluggish  as  to  permit  the  thin  retaining  mucus  to  elude  its 
force.  In  small  shallow  pools,  that  do  not  dry  up  in  summer, 
they  are  most  abundant;  hence  pools  in  boggy  places  are 
generally  productive.  The  Desmidiese  prefer  an  open  country. 
They  abound  on  moors  and  in  exposed  places,  but  are  rarely 
foimd  in  shady  woods  or  in  deep  ditches.  To  search  for  them 
in  turbid  waters  is  useless ;  such  situations  are  the  haunts  of 
animals,  not  the  habitats  of  the  Desmidieae,  and  the  waters  in 
which  the  latter  are  present  are  always  clear  to  the  very 
bottom.  In  the  water,  the  filamentous  species  resemble  the 
Zygnemata,  but  their  green  colour  is  generally  paler  and 
more  opaque.  They  often  occur  in  considerable  quantity, 
and,  notwithstanding  their  fragility,  can  generally  be  removed 
by  the  hand  in  the  usual  manner.  When  they  are  much 
difiused  in  the  water,  I  take  a  piece  of  linen,  about  the  size 
of  a  pocket-handkerchief,  lay  it  on  the  ground  in  the  form 
of  a  bag,  and  then,  by  the  aid  of  a  tin  box,  scoop  up  the  water 
and  strain  it  through  the  bag,  repeating  the  process  as  often 

•  Memoires  pour  servir  a  VHistoire  (Tun  Genre  de  Polypes  (TJEau  douce. 
Par  A.  Trembley,  de  la  Society  Royale.  A  Lcide,  1784. — An  Attempt 
towards  the  Natural  History  of  the  Polype.  By  Henry  Baker,  F.R.S. 
London,  1743. 
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as  may  be  required.    The  larger  species  of  Euastrum,  Micias- 

teriasy  Closterium,  &a,  are  generallj  situated  at  the  bottom 

of  the  pool,  either  spread  out  as  a  thin  gelatinous  stratum,  or 

collected  into  finger-like  tufts.     J£  the  finger  be  gently  passed 

beneath  them,  they  will  rise  to  the  surface  in  little  massefif, 

and  with  care  may  be  removed  and  strained  through  the  linen, 

leaving  only  a  mere  stain  or  a  little  dirt;  but  by  repeated 

fillings  up  and  strainings  a  considerable   quantity  will  be 

obtained.     If  not  very  gelatinous,  the  water  passes  freely 

through  the  linen,  from  which  the  specimen  can  be  scraped 

with  a  knife  and  transferred  to  a  smaller  piece ;  but  in  many 

species  the  fluid  at  length  does  not  admit  of  being  strained  off 

without  the  employment  of  such  force  as  would  cause  the 

fronds  also  to  pass  through,  and  in  this  case  it  should  be 

poured  into  bottles  until  they  are  quite  fulL     But  many 

species  of    Staurastrum,   Pediastrum,   &c,  usually  form  a 

greenish  or  dirty  doud  upon  the  stems  and  leaves  of  the 

filiform  aquatic  plants,  and  to  collect  them  requires  more  care 

than  is  necessary  in  the  former  instances.    In  thb  state,  the 

slightest  touch  will  break  up  the  whole  mass  and  disperse  it 

through  the  water.     I  would  recommend  the  following  method 

as  the  best  adapted  for  securing  them: — ^Let  the  hand  be 

passed  very  gently  into  the  water  and  beneath  the  cloud,  the 

palm  upwards  and  the  fingers  apart,  so  that  the  leaves  or  stem 

of  the  invested  plant  may  lie  between  them  and  as  near  the 

palm  as  possible ;  then  close  the  fingers,  and,  keeping  the  hand 

in  the  same  position,  but  concave,  draw  it  cautiously  towards 

the  surface,  when,  if  the  plant  has  been  allowed  to  slip  easily 

and  with  an  equable   movement  through  the  fingers,  the 

Desmidieae,  in  this  way  brushed  ofi^  will  be  foimd  lying  in  the 

palm.    The  greatest  difiSculty  is  in  withdrawing  the  hand 

from  the  surface  of  the  water,  and  probably  but  little  will  be 

retained  at  first;  practice,   however,  will  soon  render  the 

operation  easy  and  successfuL    The  contents  of  the  hand 

should  be  transferred  at  once  either  to  a  bottle,  or,  in  case 

much  water  has  been  taken  up,  into  the  box,  which  must  be 

close  at  hand,  and  when  this  is  full  it  can  be  emptied  on  the 

linen  as  before.     But  in  this  case  the  linen  should  be  pressed 
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gently  and  a  portion  only  of  the  water  expelled,  the  remainder 
being  poured  into  the  bottle,  and  the  process  repeated  as  often 
as  necessary.  Sporangia  are  collected  more  frequently  by  the 
last  than  the  preceding  methods.  When  carried  home,  the 
bottles  will  apparently  contain  only  foul  water;  but  if  it 
remain  undisturbed  for  a  few  hours,  the  Desmidiese  will  sink 
to  the  bottom,  and  most  of  the  water  may  then  be  poured  off. 
J£  a  little  fresh  water  be  added  occasionally  to  replace  what 
has  been  drawn  off,  and  the  bottle  be  exposed  to  the  light  of 
the  sun,  the  Desmidiese  will  remain  unaltered  for  a  long  time. 
I  have  now  before  me  some  specimens  of  JSuastrum  insiffue, 
the  fronds  of  which  are  in  as  good  condition  as  when  I  gathered 
them  at  Dolgelly  five  months  ago." 

Localities  for  Infusoria. — All  the  smaller  kinds  are  found  in 
vegetable  infusions,  or  in  fluids  where  either  vegetable  or 
animal  matter  is  decomposing,  but  the  larger  are  only 
to  be  met  with  in  clear  pools  and  streams,  where  they  are 
either  found  swimming  about,  or  else  congregated  around,  or 
attached  to  the  under  surfaces  of  the  leaves  or  to  the  stems 
of  aquatic  plants.  The  ordinary  ditches  and  ponds  in  the 
neighbourhood  of  the  metropolis  will  yield  the  more  common 
forms,  but  there  are  certain  localities  in  which  some  of  the 
more  highly  organized  can  only  be  collected.  A  pond  near 
*'  Jack  Straw's  Castle,"  on  Hiunpstead  Heath,  is  very  famous 
for  the  Yolvox  globator,  the  Arborescent  Yorticella,  and  for 
many  species  of  Rotifer.  According  to  Dr.  Mantell,*  in  a 
lake  behind  Grove  House,  on  Clapham  Common,  in  which  the 
white  water-lily  grows,  the  splendid  Stephanoceros,  or  crowned 
animalcule,  waa  found  by  Mr.  Hamlin  Lee ;  it  has  since  been 
met  with  in  other  ponds,  but  most  abundantly  in  that  called 
the  Black  Sea,  on  Wandsworth  Common,  near  the  railway 
station.  A  small  pond  in  the  garden  of  IVir.  B.  Edwards,  in 
Shoreditch,  has  been  long  noted  as  having  supplied  micro- 
scopists,  at  one  time  or  other,  with  almost  every  variety  of 
the  more  highly  organized  Infusoria. 

The  Alcyonella,  and  several  species  of  fresh  water  sponge, 

*  Thoughts  on  Animalcules^  by  G.  A.  Mantell,  Esq.,  LL.D.,  London, 
1846,  page  63. 
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^are  to  be  met  with  in  the  Commercial  Docks.  The  Stentor 
casruleus  has  been  found  abundantly  by  the  author  in  ditches 
which  communicate  with  a  small  stream  in  the  Isle  of  Dogs, 
close  to  the  timber  dock  that  opens  into  the  West  India 
South  Dock.  The  Daphnise  are  very  abundant  in  the  sum- 
mer months  in  the  dock  waters,  to  the  surface  of  which,  in 
the  evening,  they  communicate  a  red  colour,  known  to  the 
common  people  as  spawn.  The  Branchipus  stagnalis,  a  highly 
interesting  crustacean,  is  found  in  small  pools  of  soft  water  on 
Blackheath :  care  must  be  taken  in  managing  it,  as  it  rarely 
liyes  more  than  a  day  or  two.  In  the  mud  of  many  ponds 
may  be  obtained  very  interesting  forms  of  Navicula  and 
Diatomea ;  in  the  mud  of  the  Thames,  at  various  localities, 
such  as  Lambeth,  Woolwich,  Tilbury,  and  Grreenhithe,  have 
been  discovered  Xanthidia,  and  a  very  beautiful  genus  termed 
Triceratium.  In  the  mud  of  the  Humber,  near  HuU,  have 
been  found  two  beautiful  species  of  Navicula,  termed  hippo- 
campus and  angulata,  the  former  being  an  excellent  test  of 
a  quarter-of-an-inch  object  glass,  the  latter  of  an  eighth  or 
twelfth ;  both  these  will  be  shown  highly  magnified  with  the 
other  test  objects  at  the  end  of  this  work.  In  the  white  pearly 
matter  often  seen  in  peat  bogs,  and  in  the  neighbourhood  of 
swampy  pools,  wiU  be  found  an  abundance  of  loricae  or  shells 
of  Infusoria ;  the  most  favourite  localities  being  the  bogs  of 
Ireland,  Scotland,  and  Yorkshire.  The  sea  shore  and  marine 
plants  yield  a  variety  of  beautiful  forms;  the  guano,  fix>m 
different  parts  of  the  world  (as  wiU  be  again  noticed),  the 
stomachs  of  oysters,  scallops,  and  other  Mollusca,  all  aboimd 
in  some  of  the  most  elegant  species  of  a  genus  named  Cos- 
cinodiscus,  these  being  often  associated  with  others  in  a 
fossilized  state. 

The  Locality  of  the  Wheel  Animalcule. — Microscopists,  from 
the  time  of  Baker,  have  nearly  all  stated  that  the  wheel 
animalcule  is  to  be  found  in  a  reddish  kind  of  slime  deposited 
from  water  that  has  been  standing  in  leaden  gutters,  or  even 
in  the  dust  that  remains  after  all  the  water  has  been  dried  up, 
which,  when  again  moistened,  will  seldom  fail  to  exhibit  them. 
Capt.  Ford,  afler  having  sought  in  vain  to  procure  them  from 
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the  localities  above  described,  tried  several  other  plans  for  the 
purpose ;  but  the  following  he  recommends  as  the  best  :* — 
*^  Earlj  in  the  spring  he  fills  a  three-gallon  jug  with  pure 
rain-water  (not  butt-water,  because  it  contains  the  larvae  of 
gnats),  from  this  he  takes  a  sufficient  quantity,  nearly  to 
fill  a  half-pint  jug,  he  then  ties  up  a  small  portion  of  hay 
or  green  sage  leaves  into  a  bundle,  and  places  the  same 
in  the  mug;  about  every  ten  days  he  removes  all  the 
decayed  portions  with  a  piece  of  wire,  and  substitutes  a 
fresh  supply ;  a  little  of  tiie  deposit  scraped  firom  the  side 
of  the  mug  near  the  surface,  when  placed  under  the  micro- 
scope, will  be  certain  to  exhibit  them.  As  the  water  evapo- 
rates from  the  mug,  the  excess  of  rain-water  in  the  large  vessel 
will  supply  the  deficiency.  The  sage  leaves  were  found 
to  produce  the  largest  numbers.  The  same  mug,"  Capt.  Ford 
also  states,  "  for  the  seven  years  preceding  the  date  of  his  note 
(in  1841),  had  never  failed  to  yield  an  abundance."  If  the 
animalcules  be  kept  in  glass  bottles,  they  should  not  be 
exposed  to  a  direct  light ;  in  a  room  they  may  be  placed  in  a 
dark  corner,  or  upon  a  table  between  two  windows,  so  long  as 
the  light  that  is  allowed  to  fall  on  them  is  difiused ;  they  will 
then  thrive  very  rapidly. 

Method  of  Feeding  InfiLsoria  with  Carmine, — In  order  to 
display  the  currents  made  by  the  cilia  of  these  minute  animals, 
as  well  as  to  exhibit  the  form  of  the  digestive  system,  a  certain 
amount  of  colouring  matter  introduced  into  the  water  con- 
taining them  will  render  both  more  evident.  This  plan  was 
first  employed  by  M.  Trembley,  without  any  important 
result,  but  Ehrenberg  followed  it  up  more  carefully,  and  was 
led  to  the  discovery  of  the  internal  structture  of  those  infusoria 
which  he  subsequently  termed  Polygastria. 

The  method  of  proceeding  is  to  rub  some  pure  sap-green, 
indigo,  or  carmine  upon  a  palette  or  a  plate  of  glass,  and  add 
to  this  a  few  drops  of  water ;  if  the  glass  be  now  held  on  one 
side,  a  portion  of  the  water  containing  a  certain  amount  of  the 
colouring  matter  may  be  dropped  upon  the  tablet  of  an 
animalcule  cage,  or  into  the  water  in  which  the  animalcules 

*  MicroscopicalJownaly  vol.  i.,  p.  96. 
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are  contained ;  if  they  be  vorticellse  or  rotiferse,  the  particles  of 
colouring  matter  will  show  the  vibratile  actions  of  the  dlia, 
whilst  other  particles,  when  swallowed  by  the  animacules, 
will  give  a  rich  tint  to  the  various  compartments  of  their 
alimentary  canal.  If  the  animalcule  cage  be  a  lai^  one,  a 
very  small  quantity  of  the  carmine  may  be  rubbed  upon  one 
part  of  the  tablet,  and  the  water  containing  the  animalcules 
being  placed  upon  it  may  be  mixed  up  with  the  carmine  in 
the  usual  manner*  Of  the  three  colours,  the  sap-green  will  be 
most  easily  swallowed  by  the  insects,  although  the  carmine 
shows  best  in  the  water,  whilst  the  indigo  is  not  so  easily 
managed  as  the  other  two.  The  colours  when  employed 
should  be  of  the  purest  kinds,  otherwise  the  animalcules  will 
not  easily  swallow  them,  or,  if  swallowed,  the  death  of  the 
creature  will  speedily  result. 

FOSSIL  INFUSOBIA. 

An  endless  variety  of  Infusoria  are  met  with  in  the  fossil 
state,  the  siliceous  skeletons  of  which  have  become  aggregated 
together  in  such  immense  masses,  that  not  only  are  vast 
tracts  of  country  and  chains  of  mountains  formed  of  them, 
but  even  strata,  several  yards  in  thickness,  upon  which 
cities  are  built  Amongst  the  first  discovered  of  the  infusorial 
strata  were  the  polishing  slates  of  Bilin  and  Tripoli,  then  the 
Berg-mehl  or  Mountfdn  meal,  of  which  almost  the  entire  mass 
is  composed  of  the  siliceous  skeletons  of  different  species  of 
Navicula  and  Bacillaria.  In  more  modem  times,  the  Ameri- 
can Continent  has,  through  the  researches  of  Professor  Rogers, 
furnished  remarkable  examples  of  infusorial  sand-stone ;  one 
of  these,  at  Richmond,  in  Virginia,  is  many  miles  in  length, 
and,  in  some  places,  as  much  as  fifteen  feet  in  thickness.  The 
great  mass  of  chalk,  as  seen  in  the  cliffs  and  rocks  of  our  coasts, 
is  made  up  principally  of  minute  foraminiferous  shells ;  the 
flints  also,  which  are  so  abundant  in  the  chalk,  are  now  gene- 
rally considered  to  be  composed  of  animal  remains,  and  in 
them  may  be  found  fish  scales,  bones,  spicula  of  sponges, 
Xanthidia,  shells  of  various  kinds,  and  numerous  small 
Zoophytes. 
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One  remarkable  fact,  in  connection  with  fossil  Infusoria,  is 
that  most  of  the  forms  may  be  stUl  found  in  the  recent  state. 
The  beautiful  engine-turned  discs  (Coscinodisci),  so  abundant 
in  the  Richmond  earth,  may  be  met  with  in  our  own  seas,  also 
in  great  profusion  in  the  deposits  of  Guano  on  the  African 
and  American  coasts,  and  even  in  the  stomachs  of  the  oyster, 
scallop,  and  other  molluscous  animals  so  conunon  on  all  our 
shores. 

Method  of  Preparing  Fossil  Infusoria, — A  great  number  of 
the  infusorial  earths  may  be  mounted  up  as  objects  without 
any  previous  washing  or  other  preparation,  by  the  method 
described  at  page  309,  but  some,  such  as  chalk,  must  be 
repeatedly  washed  to  deprive  the  infosoria  of  all  impurities ; 
whilst  others,  and  these  by  far  the  most  numerous,  require 
either  to  be  digested  for  a  long  time,  or  even  boiled  in  strong 
nitric  or  hydrochloric  acids  for  the  same  purpose.  Supposing 
the  earth  about  to  be  prepared  be  some  of  that  from  Richmond, 
in  America,  a  small  portion  having  been  placed  in  a  test 
tube  (or  other  convenient  vessel  capable  of  bearing  the  heat 
of  a  lamp),  enough  diluted  hydrochloric  acid  is  to  be  poured 
upon  it  to  fill  about  half  the  tube,  brisk  effervescence  will 
now  take  place,  which  may  be  assisted  by  the  application  of  a 
small  amount  of  heat,  either  firom  a  sand-bath  or  from  a  lamp ; 
as  soon  as  the  action  of  the  acid  has  ceased,  another  supply 
may  be  added,  and  the  same  continued  imtil  no  further  effect 
is  produced ;  strong  nitric  acid  should  now  be  substituted  for 
the  hydrochloric,  when  a  further  effervescence  will  take  place, 
which  also  may  be  greatly  aided  by  heat;  after  two  or  three 
fresh  supplies  of  this  acid,  distilled  water  should  be  employed  to 
dilute  the  remains  of  the  acid  in  the  tube,  and  this  repeated 
until  the  water  comes  away  perfectly  dear  and  without  any 
trace  of  acidity;  the  residue  of  the  earth,  which  consists  of 
mlica,  will  contain  all  the  infusorial  forms,  some  of  this 
may  be  taken  up  by  a  fishing-tube,  laid  on  a  slide,  and  ex- 
amined in  the  usual  way ;  should  perfect  specimens  be  present, 
they  may  be  moimted  in  Canada  balsam  in  the  maimer 
described  in  page  309 ;  if  not,  the  slide  may  be  wiped  dean, 
and  another  portion  of  the  sediment  taken,  and  dealt  with  in 
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the  same  way.  The  guanoy  from  contaming  a  large  amount 
of  animal  matter,  requires  a  rather  different  mode  of 
treatment  Mr.  Heniy  Deane,  of  Clapham,  who  has  paid 
considerable  attention  to  these  matters,  has  recommended 
the  following  as  the  best  method  of  proceeding:* — ^^  Take 
any  convenient  quantity  of  pure  Ichaboe  guano,  and  wash  it 
by  repeated  ablutions  of  distilled  water,  until  the  water  is  no 
longer  coloured,  observing,  after  each  addition  of  water,  that 
it  must  be  well  stirred  two  or  three  times,  and  then  allowed 
to  settle  for  some  hours.  When  sufficiently  washed,  a  small 
quantity  of  hydrochloric  acid  is  to  be  added  to  the  water  last 
used:  this  dissolves  some  portion  of  it  with  effervescence,  and 
causes  a  more  perfect  subsidence  of  that  portion  which  it  does 
not  act  upon.  After  this,  allow  sufficient  time  for  the  deposit 
to  become  well  settled  down ;  then,  the  dear  liquor  being 
poured  off  as  clearly  as  possible  without  loss  of  the  sediment, 
a  quantity  of  strong  nitric  acid,  in  the  proportion  of  about 
two  fluid  ounces  to  every  oimce  by  weight  of  guano  employed, 
is  to  be  added.  A  strong  effervescence  takes  place,  which  is 
to  be  assisted  by  setting  the  mixture  in  a  warm  place,  at  the 
temperature  of  about  200^,  for  six  hours,  during  which  time 
the  greater  part  of  the  guano  is  dissolved.  After  allowing  it 
to  stand  in  a  cold  place  for  twenty-four  hours,  pour  off  the 
acid  liquor  as  closely  as  possible,  and  wash  the  sediment  with 
an  abundance  of  distilled  water.  The  finer  portions  of  this 
sediment  will  contain  all  the  siliceous  shells  of  the  guano, 
perfectly  freed  from  extraneous  matter."  It  should  be  borne 
in  mind,  in  all  these  cases,  that  some  time  should  elapse  before 
the  acids  or  the  distilled  water  are  poured  off  from  the 
sediment,  in  order  that  the  solid  matters  may  subside, 
as  it  has  often  happened  that  the  most  beautifril  of  the 
infusoria  have  been  thrown  away  with  the  water  employed  to 
wash  them. 

•  Transactions  of  the  Microscopical  Society^  vol.  ii. 
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CHAPTER  XVni. 

classification  of  the  most  important  microscopical 

objects- 
Fob  the  advantage  of  those  who  are  resident  in  the  country, 
as  well  as  for  those  who  maj  be  desirous  of  investigating  anj 
of  the  various  branches  of  natural  history,  whether  for  amuse- 
ment or  otherwise,  it  has  been  deemed  advisable  to  divide 
vegetable  and  animal  structures  into  different  classes.  Mr. 
Topping,  of  Na  4,  New  Winchester  Street,  Pentonville 
Hill,  one  of  our  most  ingenious  preparers  of  microscopic 
objects — Mr.  Darker,  of  No.  9,  Paradise  Street,  Lambeth — 
Mr,  J.  T.  Norman,  of  No.  10,  Fountain  Place,  City  Road — 
Mr.  J.  W.  Bond,  of  No.  1,  Emma  Street,  Ann's  Place, 
Hackney  Road — ^and  Mr.  C.  H.  Poulton,  of  Southern  Hill, 
Reading — ^have  obligingly  ftimished  the  author  with  lists  of 
the  most  important  specimens  of  the  various  classes  which 
they  are  in  the  habit  of  supplying  to  their  customers ;  from 
these  as  well  as  from  one  which  has  been  derived  from 
a  variety  of  other  sources,  including  the  author's  own 
experience,  the  following  collection  of  the  most  interesting 
subjects  for  examination  has  been  drawn  up.  Those  who  may 
require  a  more  extended  list,  may  consult  a  work  published  in 
1847,  entitled  Microscopic  Objects,  also  A  List  of  Two 
Tlumsand  Microscopic  Objects,  by  A.  Pritchard,  London, 
1835.  A  full  description  of  the  vegetable  and  animal  tissues 
is  also  given  in  the  Histological  Catalogue,  published  by  the 
Royal  College  of  Surgeons,  one  volume  of  which  is  now 
ready.  As  the  structure  of  vegetables  is  more  easily  made 
out  than  that  of  animals,  and  much  less  dissection  and 
preparation  required  in  the  former  than  in  the  latter,  the 
author  has  thought  it  proper  to  commence  the  classification 
with  a  few  of  the  most  characteristic  objects  that  can  be 
procured  from  the  vegetable  kingdom,  as  illustrations  of  struc- 
tural botany. 
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PreparationB  of  vegetable  tissues  are  principally  obtained 
either  by  tearing,  by  making  sections,  by  maceration,  or  by 
dissection,  whilst  others  can  be  examined  in  the  natural  state. 

CuHcks. — The  cuticle  of  the  stem,  flower,  or  leaves,  may  be 
removed  in  the  manner  described  at  page  353,  by  taking  a 
small  portion  between  the  blade  of  the  knife  and  the  thumb, 
and  tearing  it  away  in  the  direction  in  which  the  separation 
]s  most  easily  effected.  Cuticles  should  be  mounted  either 
dry  or  in  fluid ;  when  much  colouring  matter  is  present,  the 
former  method,  or  that  in  balsam,  should  be  adopted.  A  few 
of  the  most  illustrative  specimens  may  be  obtained  &om  the 
foUowing  plants :— 

Agave  Americana,  Geraoium,  Oncidium, 

AnagalliB,  Nepenthes,  Opuntia  Txilgaris, 

Deutzia,  Oleander,  Pelargonium. 

SiUceaus  Cuticles. — These,  obtained  from  the  following  steins 
and  parts  of  grasses  in  the  manner  before  described  at  page  333, 
by  the  action  of  acid,  will  exhibit  the  beautiful  arrangement  of 
silica  so  constant '  in  this  tribe  of  plants,  which  forms  so 
splendid  an  object  for  polarized  light: — 


Equisetom, 

Oat, 

Malacca-cane, 

Wheat-straw, 

Canary-straw, 

Manilla-cane, 

Wheat, 

Canary-seed, 

Dragon-cane, 

Barley-straw, 

Rice-husk, 

Wanghs-cane, 

Barley, 

Rye-straw, 

Bamboo-cane, 

Oat-straw, 

Rye, 

Rattan-cane. 

A^ith  the  above  list  may  be  included  the  following  one, 
which  consists  of  the  hairs  from  the  leaves  of  certain  plants ; 
these,  like  the  cuticles  above  described^  are  provided  with  a 
protecting  coat  of  silica : — 

Deutzia,  Durio  Elseagnus,  OUve. 

Hears, — These  are  found  principally  upon  the  under  surfaces 
of  leaves,  upon  stems,  or  upon  some  part  of  the  flower ;  they 
are  generally  viewed  as  opaque  objects;  some  of  the  larger 
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kinds  may  be  detached  and  then  mounted  either  in  fluid  or  in 
Canada  balsam.  The  following  list  will  exhibit  a  few  of  the 
most  interesting  varieties : — 

Acanthodium,  Borago  officinalis,  Durio  cebethinus, 

Althaea,  Deutzia  scabra,  Elsagnus  angustifolia, 

Anchiua  tinctoria,  Dolichos  prurieiifl,  Nepenthes, 

-^—    angnstifolia,  Dorstenia,  Verbascum. 

Cellular  Tissue* — This  tissue  enters  more  largely  than  any 
other  into  the  composition  of  vegetable  structures;  perfect 
ceUs  may  be  obtained  very  readily  from  ripe  pulpy  fruits, 
such  as  the  strawberry,  raspberry,  and  peach;  from  other 
plants  they  may  be  procured  by  maceration,  or  the  shape  of 
the  individual  ceUs  may  be  shown  by  vertical  and  horizontal 
sections.  The  following  list  will  embrace  some  of  the  most 
interesting  varieties:— 

Pulp  of  Orange,  Sections  of  Liliom  candidum  (1^*^)? 

Peach,  Nuphar  lutea, 

Raspbeiry,  Pine, 

Strawberry,  Rice-paper  plant. 

Sections  of  Pith  of  Elder,  Rush, 

Filiz  mas,  Spaiganium  ramosum. 

FtbriMxUular  Tissue. — This  very  elegant  tissue,  consisting 
of  a  cell,  in  the  interior  of  which  a  spiral  fibre  is  coiled  up,  is 
found  readily  in  every  species  of  moss  of  the  genus  Sphag- 
num. In  some  of  the  orchidaceous  plants,  the  leaves  are 
almost  entirely  made  up  of  it,  from  these  the  ceUs  may  be 
obtained  either  by  maceration  or  by  section ;  the  best  examples 
are  afforded  by  the  following  plants : — 

Onddiom  Bonplandianum,  Pleurothallis  angnstifolia, 

Carthaginense,  ruscifolia, 

'       divaricatum,  Saccolabrium  guttatum, 

pumilum.  Sphagnum. 

A  modification  of  this  form  of  tissue  is  found  in  the  testa 
of  some  seeds;  a  portion  of  it  from  the  following,  when 
wetted,  will  exhibit  both  the  cell  and  the  fibre  in  a  very  beau- 
tiful manner: — 

Salvia,  Collomia  grandifulin,  CuUumia  linearis,  Acanthodium. 
26 
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In  the  Elaters  of  Jungermanniag  a  similar  kind  of  tissue  may 
also  be  seen. 

Contents  of  Cells. — These  consist  principally  of  colouiing 
matter,  starch,  raphides,  liquid  and  concrete  oils,  &c.,  &c. 

Colouring  Matter, — ^Examples  occur  in  the  following  plants : 

Cuticle  of  Balsam,                  Cuticle  of  Rhubarb, 
Pelargonium,  Salvia. 

Starch. — The  granules  of  starch  are  obtained  from  a  variety 
of  plants  by  repeated  washing  in  cold  water ;  many  kinds  are 
sold,  but  those  from  wheat,  rice,  arrow-root,  potato,  and  tous 
les  mois  (Canna),  are  amongst  the  most  common ;  the  speci- 
mens should  be  mounted  dry,  in  a  very  thin  glass  ceU,  or  in 
one  made  of  paper,  so  as  to  keep  the  cover  from  pressing  too 
much  on  the  granules.  A  knowledge  of  the  appearance  of 
the  different  kinds  of  starch,  when  examined  by  the  micro- 
scope, is  of  great  importance  in  detecting  the  frauds  often  prac- 
tised on  the  public  by  introducing  granules  of  our  common 
plants,  and  puffing  them  off  as  belonging  to  the  more 
nutritious  and  expensive  kinds ;  they  are  also  very  beautiful 
objects  when  viewed  by  polarized  light.  The  following  list 
will  give  the  most  interesting  varieties : — 

Arrow-root,  Indian  Bean,  Sago, 

—        East  Indian,  Indian  Com,  Tapioca, 

— —        West  Indian,  Potato,  Tons  les  mois  (Canna), 

Iceland  Moss,  Rice,  Wheat. 

Raphides. — These  are  crystalline  bodies  found  in  the  in- 
terior of  the  cells  of  plants;  sometimes  they  resemble  needles 
in  shape  (hence  their  name),  at  other  times  they  occur  in 
octohedrons,  or  in  stellate  bundles.  Several  varieties  will  be 
found  in  the  following  list : — 

Aloe,  Elm  (testa),  Onion, 

Apple-tree,  Grape-vine,  Rhubarb,  Turkey, 

Cactus  opuntia,  Hickory,  English, 

enneagonus,  Hyacinth,  Squill, 

senilis,  Lime  bark,  Tulip. 

Spiral  Vessels. — These  may  be  procured  either  by  macera- 
tion and  subsequent  dissection,  or  by  vertical  sections  of  the 
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stems  of  plants;  in  some  transparent  leaves  they  may  be  seen 
in  situ,  or  may  be  accidentally  separated  with  the  cuticle. 
Very  good  examples  will  be  found  in  the  following  plants : — 

Amadou,  Canna  bicolor,  Lycopodium, 
Asparagus,  Hyacinth,  Nepenthes, 
Cactus  opuntia,  Lilj,  Mexican,  Palm, 
qpediosa,  Long  leek,  Rhubarb. 

Ducts  of  various  hinds, — These,  like  spiral  vessels,  may  be 
dissected  out  of  soft  stems  or  roots  after  maceration,  or  may 
be  examined  by  vertical  and  horizontal  sections  of  more  dense 
structures^  the  following  plants  will  exhibit  some  of  the  most 
interesting  specimens : — 

Dahlia,  Opuntia  Txdgaris,  Pteris  aquilina, 

Elaterium,  Phoenix  dactjlifera,       Rhubarb. 

Woody  Fibre. — This,  although  strictly  cellular,  is  much  more 
firm  and  elastic  than  the  usual  forms  of  that  tissue ;  the  walls 
of  the  cells  are  for  the  most  part  structureless,  whilst  others 
are  covered  with  minute  markings,  or  with  glands,  as,  for 
example,  those  of  the  coniferous  tribe.  The  cells  of  woody 
fibre  may  be  examined  in  vertical  and  horizontal  sections ;  and 
after  long  maceration,  or  by  a  process  termed  hacUingy  as  in 
the  case  of  flax  and  hemp,  may  be  separated  irom  other 
investing  tissues.  In  the  latter  plants  it  may  be  seen  in 
its  most  simple  condition,  whilst,  in  sections,  all  its  peculiar 
modifications  can  be  examined ;  the  subjoined  list  will  afford 
some  of  the  most  characteristic  examples : — 

China-grass,  Sections  of  Date-palm, 

Flax,  Drimys  Winteri, 

Flax,  New  Zealand,  Ephedra, 

Hemp,  Nepaul  wood. 

Sections  of  Araucaria,  Pine, 

Cedar,  Yew. 

Mr.  Darker  has  long  been  known  to  microscopists  for  his 
skill  in  making  sections  of  wood.  From  the  time  the 
achromatic  microscope  was  first  employed,  he  mounted  sets  of 
sections  made  in  three  different  directions,  between  glasses, 
in  the  dry  way,  described  in  page  317.  These  served  to 
26* 
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illustrate  the  structure  of  the  principal  families  of  plants,  and 
the  popular  as  well  as  generic  and  spedfic  names  are  printed 
on  small  labels,  and  introduced  between  the  glasses ;  the  list 
is  as  follows : — 


•  •  •        ■  ■  • 


• ••        • •• 


Quercus  pedunculata    ... 

Ulmus  campestris 

Swietenia  Mahagoni 
Diplazium  SeramporenBe 
Balantiam  culdta  ... 
Bipogonum  panriflorum 
Phcenix  dactylifera 
Zamia  horrida 
Saccharum  officinarum. . . 
DesmanthuB  natans 
^schjnomene 
Testudinaria  elephantipes 

Banksia  spedosa    

Cereus  Royeni 
Carica  Papaya 
Araucaria  excelsa 

imbricata 

Dammara  AustraliB 
Cupressiu  horizontalis 
Cedrus  Lebani 
Larix  Europea 

Pinua  Bylyestris     

Strobufl 


.. .     ... 


•••     ... 


. **     • «• 


••-•     ... 


a*.  . • • 


. ..  ... 


.*•  ...  ...  ...  ... 


...  • .. 


•  •  .  ... 


...  *  •  • 


*  *•  •  •• 


...  *.•  ...  •••  .•• 


picea 

Abies  alba 

Tazodium  BempervirenB 

Juniperus  yirginiana    ... 

TaxuB  baccata       

Thuya  orientaliB    

Gnetum  ... 

Ephedra  alata        

ChiliensiB 

Dacrydium  plumosum  ... 
Saluburia  adiantifolia  ... 
Casuarina  equbetifolia  ... 
Cycas  revoluta 
Atrophila  auBtralis 

Santalum  album    

Tectona  gran^    

FraxinuB  exceUior  .. 


...  Oak, 

...  Elm, 

...  Mahogany, 

...  Fern, 
Fern, 

...  Cane, 

...  Date  Palm, 

...  Leaf-stem, 

...  Sugar  Cane, 

...  Indian  Rice-paper, 

...  Chinese  Rice-paper, 


...     ... 


...     ... 


...     ...     ...     ... 


...     ...     ...     ... 


...     ... 


...     ...     ...     ... 


...     ...     ...     ... 


...     ... 


...     ...     ...     ... 


...     ..■     ...     ...     ... 


...     ... 


...     • •• 


...     ... 


•..     ...     •••     ... 


...     ... 


...     . .• 


...     ... 


• . .     ... 


Cactus, 

Papaw, 

Norfolk  Island  Pine, 

ChiU  Pine, 

Cowdie-tree, 

Cypress, 

Cedar  of  Lebanon, 

Larch, 

Scotch  Fir, 

American  Pine, 

Silver  Fir, 

White  Spruce, 

Red  Cedar, 
Yew, 

Arbor*  vitas, 
Pine, 
Pine, 

New  Zealand  Spruce, 

Maidenhair-tree, 

Horse-tail^ 

Tree  fern. 
Sandalwood, 
Teak  wood. 
Ash, 
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)••  •••  ••! 


Pisonia    ... 
Dichorizandra  thyniflora 
Fopulas  dilatata    ... 
Tilia  platjphilla    ... 
Magnolia  grandiflora 
Bambusa  arundinacea 
Coffea  arabica 


Spiderwort, 
Poplar,  Lombardy, 
Lime-tree, 
Magnolia, 
Bamboo  Cane, 
Coffee-tree. 


Fossil  Woods, — Sections  of  these,  made  by  the  lapidary  in 
the  same  direction  as  the  woods  last  described,  will  exhibit  very 
remarkable  structures,  the  woody  fibres,  and  sometimes  the 
vessels,  being  as  perfect  in  them  as  in  any  recent  stems. 
Spedmens  obtained  from  the  following  localities  will  be  found 
amongst  the  most  striking  of  tfais  class  of  objects : — 


Endogens — ^East  Indies, 

Exogens — Harwich, 

Antigua. 

Honduras, 

Exogens — ^Antigua, 

Isle  of  Portland, 

Allen  Bank, 

Sheppey, 

Australia, 

Wight, 

Craigleith, 

Lend  Braes, 

Claycross,  Derbyshire, 

New  Holland, 

Cromer, 

Oldburg, 

Dudley, 

Tweed  MiU, 

—      Darleston, 

Warwick, 

Egypt, 

Van  Dieman^s  Land. 

Hard  Tissues. — ^These  require  to  be  prepared  like  sections 
of  bone  and  shell,  sometimes  by  the  cutting-machine,  but 
more  frequently  by  grinding  down  on  a  hone  thin  slices  that 
have  been  cut  by  a  saw;  a  peculiar  kind  of  gritty  tissue 
is  found  in  the  pear  tribe — ^this  can  be  obtained  either  by 
sections  or  by  maceration*  The  following  list  will  embrace 
the  names  of  some  of  the  most  interesting  kinds : — 


Pear, 

Seed  of  Croton  tiglium, 

Star  Anise, 

Stone  of  Apricot, 

Cherry, 

Damson, 

Date, 

Ivory-nut, 

Peach, 


Stone  of  Plum, 

Tanuirind, 

Shells  of  Brazil-nut, 

Cocoa-nut, 

-  Hazel-nut, 

Ivory-nut, 

Sago-palm, 

Walnut, 

Cone  of  Pine. 
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AlgfB. — These  are  found  abundantly  both  in  salt  and  fresh 

water;    many  of  them  form  most  interesting  subjects  for 

microscopic  examination^  the   marine   species  in  particular^ 

being  so  often  covered  with  Zoophytes  of  various  kinds,  the 

ciliated  arms  and  internal  structure  of  whose   polyps   are 

objects  of  such  extreme  interest.     In  a  work  like  the  present, 

it  would  be  impossible  to  point  out  all  the  principal  varieties 

in  either  class;    the  author  would,  therefore,  beg  to  refer 

those  who  may  be  anxious  to  obtain  correct  information  on 

these  subjects,  to  the  excellent  work  of  the  Hon.   W.   H. 

Harvey,  termed  Phycologia  Britannica^  or  a  History  of  British 

Sea-weeds ;  and  to  the  British  Freshr-water  Alg(B  of  Dr.  A-  H. 

HassalL      Amongst    the   algae,  however,    are    now    classed 

an  extensive  family  of  microscopic  plants,  termed  Desmidie®, 

for  our  knowledge  of  the  British  species  of  which  we  are 

mainly  indebted  to  the  labours  of  Mr.  Balfs ;   they  have  a 

homy  covering,  and  starch  is  a  universal  constituent  of  them. 

Their  principal  genera  are  as  follows : — 

Pentasterias,  Closterium,  Scenedesmusf 

Xanthidium,  Titmemorus,  Echinella, 

Euastruro,  Micrasterias,  Desmidium. 

Mosses, — The  structure  of  mosses  is  one  of  ex^me 
interest;  the  parts  most  frequently  examined  are  the  leaves 
and  the  theca,  or  seed  vessel,  with  its  various  appendages, 
viz.,  teeth,  caljrptra,  and  operculum.  Some  specimens  may 
be  mounted  in  Canada  balsam  after  having  been  moistened 
and  then  properly  laid  out  between  sheets  of  blotting  paper, 
to  dry  the  thecse ;  others,  from  which  the  operculum  has  been 
removed,  may  be  mounted  on  discs  in  the  manner  shown  by 
figs.  215-16-17,  and  one  specimen  in  particular,  named  the 
Funaria  hygrometrica,  when  so  mounted,  will  exhibit  the  move- 
ment of  the  teeth,  if  the  moist  breath  be  allowed  to  come  in 
contact  with  them.  The  leaves  of  Sphagnum,  or  the  bog-moss, 
exhibit  a  cellular  structure,  with  a  spiral  fibre  wound  round  the 
interior  of  each  cell  The  leaves  of  some  species  of  Splachnum 
and  Hookeria  are  also  remarkable  for  the  elegance  of  their 
appearance.  The  following  genera  will  be  found  to  include 
the  most  interesting  varieties : — 
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Brjum,  Hookeria,  Spha^um, 

Dicranum,  Hypnum,  Tortula, 

Funaria,  Orthotrichum,  Trichostomum, 

Gjmnostomum,  Poljtrichum,  Weissia. 

Ferns. — The  parts  of  this  curious  tribe  of  plants  most  in- 
teresting for  microscopic  examination,  are  the  reproductive 
organs  or  sporangia  which  are  situated  on  the  under  surface  of 
the  fronds,  and  consist  of  yellowish  brown  masses  of  capsules, 
in  which  the  seeds  or  spores  are  contained.  Ferns  should  be 
gathered  before  the  capsules  are  quite  ripe,  otherwise,  in 
drying,  these  delicate  structures  are  apt  to  burst,  and  the 
contained  spores  are  scattered  to  some  distance  by  the  action 
of  an  elastic  spiral  spring,  which  forms  a  band  or  zone  on  the 
upper  part  of  each  capsule.  Afler  having  been  carefully 
dried,  small  portions  of  the  frond  containing  the  sporules 
should  be  fastened  by  some  cement  to  any  of  the  large  discs 
before  described  at  page  319,  or  the  veiy  flat  kinds  may  be 
mounted  between  glasses  with  Canada  balsam.  The  capsules 
are  best  examined  as  opaque  objects,  with  a  power  vaiying 
from  forty  to  one  hundred  diameters,  when  illuminated  by  a 
Lieberkuhn,  or  by  the  side  reflector.  As  almost  every  kind  of 
fern,  whether  British  or  foreign,  is  more  or  less  beautiful,  it 
would  be  needless  to  particularize  any  individual  specimens; 
those,  however,  presently  to  be  enumerated  under  the  head 
of  spores,  will  serve  to  show  both  the  capsules  and  their 
contents. 

Spores, — These,  which  are  analogous  to  seeds  in  other 
plants,  should  be  examined  either  as  opaque  or  as  transparent 
objects,  with  a  magnifying  power  from  two  to  three  hundred 
diameters ;  the  list  might  well  include  the  whole  of  the  fern 
tribe,  as  all  are  more  or  less  beautiful,  but  the  following  may 
serve  as  a  guide  to  some  of  the  most  interesting  specimens : — 
Adiantum  nigrum,  Lomaria  spicant, 


capillas  Teneris,  Ljcopodium, 


Aspidium  aculeatum,  Fteris  elegans, 

Davallia  Canariensis,  hastata, 

Grammitis  ceterach,  Folypodium  vulgare, 
Hjmenophyllum  Tunbridgense,  Scolopendrium  vulgare, 
Wilsoni,  Todea  Africana. 
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Pollen. — All  the  darker  kinds  may  be 
balsam,  the  more  transparent  either  in 
remarkable  examples  will  be  found  in  the 

Acacia  annata,  Fuchsia  globosa, 

Anagallis  arvensis,  Geranium  Robertianum, 

Calla  ^thiopica,  Guernsey-lily, 

Campanula,  Iris  fsetidissima, 

Conyolyulus  major,  Jasmine, 

minor,  Lychnis,  scarlet. 

Seeds. — These  are  generally  examined  as  opaque  objects, 
with  a  low  magnifying  power ;  some  from  the  orchis  tribe,  and 
those  that  are  termed  by  botanists  ^'  winged^  may  be  mounted 
in  Canada  balsam,  and  viewed  as  transparent  objects.  The 
following  list  will  contidn  the  names  of  the  most  striking 
specimens: — 


mounted  in  Canada 
fluid  or  dry;  some 
subjoined  list: — 

Marvel  of  Peru, 

Polygonum  orientale, 

Fentstemon, 

Sedum  acre, 

Tiger-lfly, 

Tulip, 


Anagallis, 

Anethum  graveolens, 

Bignonia  radicans, 

Carraway, 

Carrot, 

Collomia  grandiflora. 


Dandelion, 
Eremocarpus, 
Groundsel, 

Lophospermum  erubesoens, 
Manethia  coccinea, 
Mignionette, 


Orchis  maculata, 

bifolia. 

Poppy, 
Sorrel, 
Sycamore, 
Verbena. 


Miscellaneous  Structures  qfajibrous  character. — For  the  sake 
of  comparison  of  known  with  unknown  vegetable  and  animal 
fabrics,  certain  specimens  of  woody  fibre,  in  the  shape  of  flax, 
hemp,  or  cotton,  and  of  animal  structures,  such  as  silk,  hair, 
and  wool,  should  be  provided ;  some  of  them  may  be  examined 
as  opaque  objects  upon  a  dark  ground,  whilst  others  will  require 
to  be  viewed  by  transmitted  light  Mummy  cloths  of  diflerent 
kinds  have  often  been  matters  of  dispute  with  various  micro- 
scopists,  as  to  the  true  nature  of  the  material  of  which  they 
were  composed.  The  late  Mr.  James  Thomson,  of  Clitheroe, 
first  directed  attention  to  the  value  of  the  microscope  in  these 
researches,  and  demonstrated  clearly  that  the  material 
employed  by  the  Egyptians  was  linen,  and  by  the  Peruvians 
cotton ;  the  former  being  known  by  its  solid  and  cylindrical 
character,  the  latter  by  being  a  more  or  less  flattened  band. 
The  structure  of  silk  and  hair  is  widely  diflerent  from  that 
of  cotton  or  linen ;  hence,  in  woven  fabrics,  a  knowledge  of 
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each  beoomes  of  the  greatest  importance,  as  it  can  be 
unequivocally  demonstrated,  by  the  microscope,  whether  any 
of  the  Tegetable  matters  have  been  firaudulently  introduced 
with  those  of  an  animal  nature*  The  most  instructive  speci- 
mens will  be  found  in  the  following  list : — 

Flax,  Cotton-grass,  Mummj  cloth,  Egyptian, 

New  Zealand  flax,         China-grass,  Peruvian, 

Hemp,  Cotton,  raw,  Cloth,  Tahitan, 

Indian  hemp,  Cotton,  carded,        Sandwich  Islands, 

Cambric,                         Gun-cotton,             Beavers'  hair  and  wool. 
Raw  silk.                        Muslin,                    Rabbits*  hair  and  wool. 
Spun  silk.                      Wool,  sheep,            Croats*  hair  and  wool, 
Silk  ribbon.                    Cloth,                       Bjssus  of  a  Pinna, 
Lace-tree-bark,  Felt,  Mussel. 

Method  of  Viewing  the  Spired  Fibres  in  the  Testa  of  the 
Seeds  of  Salvia^  CoHomiOj  Sfc, — For  this  purpose  a  fuUnsized 
seed  of  any  of  the  species  of  the  subjoined  genera  should  be 
taken,  and  a  very  thin  slice  of  the  outer  brown  part  or  testa 
cut  off  with  a  sharp  knife,  place  this  on  a  glass  slide,  or  on 
the  tablet  of  an  animalcule  cage,  and  subject  it  to  the  micro- 
scope, which  for  the  purpose  should  be  provided  with  a  mag* 
nifying  power  of  about  fifty  diameters,  bring  the  object  into 
focus,  and  then  lay  over  it  a  cover  of  thin  glass ;  a  drop 
of  water  being  brought  near  to  either  of  the  edges  of  the 
cover,  it  will  immediately  run  underneath  and  spread  itself 
over  as  much  space  on  the  slide  as  the  thin  glass  occupies;  if 
the  testa  be  now  carefully  watched,  numbers  of  transparent 
tubes  containing  spiral  fibres  will  be  found  to  grow,  as  it  were, 
from  all  parts  of  it;  this  operation  will  last  for  the  space  of 
two  or  three  minutes,  when  it  will  stop.  When  the  animalcule 
cage  is  used,  a  drop  of  water  may  be  placed  on  one  part  of  the 
tablet,  and  the  portion  of  testa  at  some  little  distance  from  it ; 
the  cover  should  then  be  slid  on,  but  not  so  far  down  as  to  reach 
the  water,  the  testa  having  been  adjusted  to  the  focus,  and 
all  being  ready,  the  cover  may  be  slid  so  far  down  as  to 
press  the  water  all  over  the  tablet,  and  the  giving  off  of  the 
cells  will  take  place  as  before. 

The  seeds  in  which  this  property   resides  had  been  long 
known  to  become  covered  with  a  white  flocculent  matter  like 
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mould,  after  having  been  placed  but  a  very  short  tiine  in 
water,  and  the  appearance  was  geiierally  attributed  to  the 
first  act  of  growth  of  the  seed,  but  the  microscope  shows  that 
it  is  due  to  the  elongation  of  membranous  cells,  by  the 
uncoiling  of  an  elastic  spiral  fibre  contained  within  them. 
The  same  phenomenon  has  been  observed  by  Mr.  Kippist  in 
the  seeds  of  the  Acanthadium  spicatum^  a  plant  brought  from 
Upper  Egypt  by  Mr.  Holroyd ;  also  in  other  plants  of  the 
family  AcanthacecBy  but  the  presence  of  spiral  cells  is  not  con- 
stant throughout  the  whole  family.  The  entire  surface  of  the 
seed  of  the  Acanthodium  is  covered  with  whitish  hairs,  which 
are  so  compressed  as  to  adhere  closely  to  it  in  the  dry  state, 
being  apparently  glued  together  at  their  extremities.  On 
being  placed  in  water,  these  hairs  are  set  free,  and  spread  out 
on  all  sides,  they  are  then  seen  to  be  clusters  of  from  five  to 
twenty  spiral  cells,  which  adhere  firmly  together  in  their 
lower  portions,  while  their  upper  parts  are  free,  separating 
from  the  cluster  at  difierent  heights,  and  expanding  in  all 
directions  like  plumes,  forming  a  very  beautiful  microscopic 
object.  The  free  portions  of  the  cells  readily  unroll,  exhibit- 
ing the  spire,  formed  of  one,  two,  or  occasionally  of  three 
fibres,  which  may  sometimes  be  seen  to  branch,  and  not  un- 
frequently  break  up  into  rings.  Throughout  the  whole  length 
of  the  cell,  the  coils  are  nearly  contiguous ;  in  the  lower  part 
they  are  united  by  connecting  fibrils,  and  towards  the  base 
of  the  adherent  portion  become  completely  reticulated.  The 
testa  is  a  semi-transparent  membrane,  formed  of  nearly  regular 
hexagonal  cells,  whose  centres  are  occupied  by  an  opaque  mass 
of  grumous  matter.  Those  cells  which  surround  the  bases  of 
the  hairs  are  considerably  elongated,  and,  gradually  tapering 
into  transparent  tubes,  appear  to  occupy  the  interior  of  the 
spiral  clusters. 

Two  species  of  Bkphaiis  are  mentioned  as  possessing  a 
structure  very  similar  to  that  of  Acanthodium  spicatumy  differ- 
ing chiefly  in  the  smaller  and  more  uniform  diameter  of  the 
spiral  cells,  and  in  their  thicker  fibre,  which  is  always  single 
and  loosely  coiled. 

The  seed  of  Riiellia  formosay  on  being  placed  in  water. 
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develops  from  every  part  of  its  surface  single,  short,  thick 
tapering  tubes,  within  which,  in  some  cases,  a  spiral  fibre  is 
loosely  coiled,  whilst  in  others  the  place  of  the  spiral  fibre 
is  supplied  by  distant  rings.  The  seeds  of  the  following 
plants  should  be  selected  and  treated  in  the  manner  above 
described : — 

Acanthodium  spicatum,     Collomia  grandifolia,      Ruellia  formosa, 

Blepharis linearis,  Salvia  pratensis, 

Casuarina,  Phaylopsia  glutinosa,      Salvia 


ANIMAL  TISSUES. 

Preparations  of  animal  structures  are  obtained  in  a  variety 
of  ways ;  but,  more  or  less,  dissection  will  be  found  necessary 
in  almost  every  case.  The  subjoined  lists  will  afford  a  few  of 
the  best  examples  of  the  different  kinds  that  may  be  procured 
from  the  various  classes  of  animals. 

Siliceous  Skeletons  of  recent  arid  fossil  Infusoria. — These  may 
be  obtained  from  a  variety  of  sources,  and  as  they  are  capable 
of  resisting  the  action  of  strong  acids,  the  method  described  at 
page  397  will  be  found  necessary  in  all  cases.  They  may  be 
mounted  in  balsam  or  in  fluid;  the  very  delicate  kinds  for 
test  objects  are,  however,  generally  mounted  dry,  between  two 
pieces  of  thin  glass.  The  following  are  the  localities  in  which 
the  most  remarkable  species  have  been  found : — 


Recent 

Infusoria, 

America,  seven  localities, 
Algoa  Bay, 
Thames,  at  Tilbury, 
Woolwich, 

Rivers- 

-Mersey, 
Orwell, 
Indus, 
Lea,  Essex, 

Lambeth, 

New  River,  Enfield. 

Southampton. 

Ponds  at  Blackheath, 

Rivers — Tyne, 
Clyde, 

Humber, 

Tagus, 

NUe, 

Wandsworth, 

Totteridge, 

Hampstead, 

Highgate, 

Spring  Dyke,  Hull, 
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Ponds  at  St.  Jolm*s,  New  Brunsvrick 

.,        Guano  from  Ichaboe* 

St.  Vincent's, 

— ^      Peru, 

Petersberg. 

Patagonia, 

—      Saldanha  Baj. 

Charleston  Harbour, 

m 

Ipswich  Harbour. 

Fossil  Infusoria. 

Localities : — 

Localities : — 

Barbadoes,  Mount  Hilloughbj, 

Kritchelberg, 

Springfield, 

Holdemess,  Yorkshire^ 

Bermuda, 

Lunenberg, 

Franzenbad,  Bohemia, 

Leicestershire, 

Eger,  Bohemia, 

Germany  (five  varieties). 

Cartel  del  Piano, 

DolgeUj,  North  Wales, 

Bilin  (six  varietieR), 

Sedgemoor,  Somersetshire, 

Upper  Bann,  Ireland, 

Bridgewater,  America, 

Ireland,  Mom-mountain, 

West  Point,  New  York, 

Lapland, 

Tuscany  (two  varieties). 

Eisen  (three  varieties). 

Jutland  State, 

Richmond,  North  America, 

St.  Flora, 

Blue-hill-pond,  Maine, 

New  Zealand, 

Petersberg,  Virginia, 

Tripoli  (two  varieties). 

Piscataway,  Maryland, 

Tuscany, 

HoUis-cliff,  Vuginia, 

Nova  Scotia, 

Rappenhanock-cliff,  America, 

Stockholm. 

Oregon, 

Cumberland,  Rhode  Island, 

Mountain  Meal, 

Wreatham, 

Milk. 

From  these  localities  will  be  found  several  genera,  for 
splendid  specimens  of  which  English  microscopists  are  in- 
debted to  a  few  fellow-labourers  in  America,  but  more 
especially  to  Professor  Bailey,  of  West  Point. 

Many  other  kinds  of  infusoria  may  be  preserved  as  micro- 
scopic objects,  whose  bodies  are  either  soft  or  contain  only  a 
small  trace  of  silica ;  they  may  be  mounted  in  one  of  the 
preservative  fluids  before  described  at  page  278,  but  of  these 
the  Glycerine  appears  to  preserve  the  colour  best,  although 
the  fluids  recommended  by  Mr.  Thwaites  and  Mr.  Ralfs  will 
answer  for  most  purposes.  The  cell  to  be  employed  should 
be  very  thin,  either  made  of  the  6nest  glass  or  of  gold-size. 
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in  the  manner  recommended  by  Mr.  Topping,  in  page  288 ; 
the  cover  also  should  be  very  thin,  as  high  powers  will  often 
be  required  for  their  examination*  Many  species  of  the 
following  genera  may  be  preserved  in  fluid,  and  some  of  them 
even  in  Canada  balsam : — 


Achnanthes, 

Enchdjs, 

Meridion, 

Actinocyclufl, 

Euastrum, 

Navicula, 

Amphitras, 

Euglena, 

Paramecium, 

ArtlirodesmuB, 

Eunotia, 

Pyzidicula, 

Bacillaria, 

Fragillaria, 

Stauroneu, 

Biddulphia, 

Frostidia, 

Stentor, 

Brachionus, 

Grallionella, 

Synedra, 

Closterium, 

Gromphonema, 

TahellRria, 

Cocconejna, 

Groniunif 

Trichoda, 

Coflcinodiscus, 

Isthmia, 

Triceratium, 

Diatoma, 

Hjdatina, 

ITibrio, 

DOXOOOOCUB, 

Meloflira, 

Volvox. 

Sponges, — These  lowly  organized  animals  are  found  both  in 
salt  and  fiesh  water  in  all  parts  of  the  globe,  many  of  them 
are  very  minute,  and  may  be  examined  without  much 
previous  preparation,  whilst  others  require  either  to  be  burnt 
or  acted  on  by  acid,  in  order  to  display  the  small  masses  of 
flint  termed  spiculoy  which  form  their  rudimentary  skeleton, 
as  well  as  other  masses  of  the  same  material,  which  enter  largely 
into  the  frame-work  of  the  young  sponges  or  gemmules.  The 
British  fresh  water  sponges  abound  frequently  in  gemmules, 
but  the  spicula  are  mostly  needle-shaped,  like  the  raphides 
in  the  hyacinth  and  squill,  but  they  are  not  crystalline ;  in 
some  of  the  marine  species,  especially  those  from  Australia, 
New  Zealand,  and  Algoa-bay,  most  remarkable  specimens  of 
both  may  be  obtained.  Mr.  Bowerbank,  who  has  paid 
considerable  attention  to  their  microscopic  structure,  has 
discovered  a  variety  of  new  and  interesting  forms;  but  as  an 
immense  number  of  foreign  species,  which  possess  beautifrd 
spicula  and  gemmules,  are  still  undescribed,  it  would  be 
imposffiible,  at  present,  to  give  the  names  of  more  than  a  few 
of  the  well-known  genera: — 
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Dictyochaliz  pumiceus,  Pachymatiama  Johnstonia, 

Dysidea,  Spongilla  flaviatilb, 

Geodia  Mulleri,  lacustris, 

Grantia  compressa,  Tethea  -cranium, 

Halichondria  panicea,  Ijncurium. 

Alcyonium, — Nearly  allied  to  sponges  is  a  family  of 
Zoophytes,  termed  Alcyonidae,  which  are  oflen  lobed  in  a 
peculiar  manner,  the  outer  skin  being  tough  and  studded  all 
over  with  stellate  figures,  each  of  which  is  divided  into  eight 
rays ;  from  these  the  tentacula  of  the  polypes,  also  eight  in 
number,  may  often  be  seen  to  issue.  The  cells  for  the  polypes 
are  situated  immediately  under  the  skin,  and  are  the  termina- 
tions of  long  aquiferous  canals,  which  run  through  the  whole 
polypidom;  the  space  between  the  tubes  is  occupied  by  a 
loose,  fibrous  net-work,  the  fibres  of  which,  in  some  places, 
are  more  crowded  than  in  others,  and  there  form  small  com- 
partments. All  the  interspaces  are  filled  up  with  a  transpa- 
rent gelatine,  in  which  numerous  irregular  spicula  lie 
immersed.  These  spicula  are  calcareous,  and  are  mostly  in 
the  form  of  a  cross,  and  toothed  on  the  sides.*  They  may  be 
obtained  from  thin  slices  by  maceration,  or  by  burning  a  small 
portion  of  the  animal  in  a  spirit  lamp,  or  more  simply 
by  boiling  the  gelatinous  matter  in  caustic  potash.  Three 
kinds  found  on  the  British  coasts  are  admirably  described  in 
the  work  just  quoted;  these  will  all  exhibit  remarkable 
spicula,  and  are  named  as  follows : — 

Alcyonium  digitatum,  A.  glomeratum,  Sarcodictyon  catenata. 

Many  other  kinds  are  met  with  on  foreign  shores,  in  which 
spicula  of  very  peculiar  shapes  are  abimdant ;  the  author  has 
in  his  possession  some  sea-sand  from  Java,  of  which  full  one- 
third  of  the  bulk  is  composed  of  the  spicula  of  different  species 
of  Alcyonium,  Gorgonia,  and  sponges,  and  one-third  of  the 
remainder  of  foraminiferous  shells. 

*  A  History  ofBriiUh  Zoophytes^  by  G.  Johnston,  M.D.,  LL.D.   Lon- 
don, 1847. 
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Gorganicu — Allied  to  Alcyonium  is  another  family  of 
Zoophytes,  termed  Gorgoniadfle,  which,  like  the  preceding, 
abound  in  spicula  of  various  shapes ;  these  may  be  obtained 
in  a  similar  manner,  either  by  sections,  by  maceration,  by 
burning,  or  by  boiling  in  caustic  potash.  The  British  species, 
according  to  Dr.  Johnston,  are  five  or  six  in  number ;  but  in 
other  parts  of  the  globe  they  are  very  abundant.  Mr. 
Topping,  and  the  other  preparers  of  microscopic  objects, 
supply  a  lai^e  number  of  varieties  of  spicula,  almost  all  of 
which  are  obtained  from  foreign  specimens.  They  are  often 
of  a  beautiful  pink  colour,  and,  when  mounted  in  Canada 
balsam,  are  objects  of  great  interest  The  following  species 
are  inhabitants  of  the  British  seas : — 

Grorgonia  verrucosa ;  6.  pinnata ;  G.  Flaconius ;   G.  anceps ; 

Primnoa  lepadlfera. 

Corals. — These  are  best  examined  by  horizontal  and  vertical 
sections ;  if  the  animal  matter  only  is  required,  the  sections 
may  be  macerated  in  hydrochloric  acid,  to  which  five  or  six 
times  its  bulk  of  water  has  been  added.  Air.  Bowerbank  has 
paid  considerable  attention  to  the  structure  of  the  Corallidae, 
and  to  his  published  paper  in  the  volume  of  the  PMlosophical 
Transactions  for  1842,  the  author  would  refer  those  who  are 
anxious  for  information  on  these  points. 

Zoophytes, — Residents  or  occasional  visitors  at  the  seanside, 
when  provided  with  a  microscope,  will  have  abimdant  oppor- 
tunities of  examining  some  of  these  most  elegant  of  animal 
forms.  Scarcely  a  piece  of  sea-weed  or  fragment  of  shell  will 
be  found,  that  does  not  afford  a  habitation  for  some  member 
of  this  interesting  family.  Some  choose  for  their  dwelling- 
place  the  depths  of  the  ocean,  whilst  others  are  found  in 
localities  that  are  left  high  and  dry  at  every  ebb  tide.  The 
inhabitants  of  the  deep  water  are  procured  by  an  operation 
termed  dredgingy  whilst  the  others  can  be  very  well  collected 
at  low  water,  as  they  are  generally  adherent  to  sea-weeds,  or 
to  old  shells  or  pebbles ;  amongst  the  most  common  are  the 
various  species  of  Plumularia,  Sertularia,  Tubularia,  and 
Bowerbankia,  all  of  which  are  most  beautiful  objects  for 
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microscopic  observation;  the  latter  genus  was  especially 
abundant  at  Heme  Bay,  in  September,  1848,  where  it 
might  be  picked  up  in  profusion  on  the  beach,  being 
attached  to  a  variety  of  sea-weeds.  For  a  full  description  of 
the  various  British  species  of  Zoophytes  which  may  be  met 
with  either  in  fresh  or  salt  water,  the  excellent  work  of 
Dr.  Johnston,  before  quoted,  should  be  consulted. 

Insects. — This  division  of  the  animal  kingdom  affords  to  the 
microscopist  the  most  numerous  and,  perhaps,  the  most  beau- 
tiful class  of  objects  for  examination,  as  there  is  scarcely  a  part 
of  the  body  of  an  insect  that  does  not  exhibit  some  remark- 
able structure.  In  the  following  classified  list  are  enumerated 
some  of  the  inaecte  in  which  certain  parts  and  oigans  may 
best  be  viewed : — 


Cockchafer, 

Cockroach, 

Gnat, 


AntemuB* 

Plumed  Gnat, 
Midge-fly, 
Poplar-hawk  Moth, 


Blow-fly, 

Cabbage-butterfly, 
Cockroach, 
Field  Cricket, 


Buprestis, 
Cockchafer, 
Cicindela  germanica, 
maritima, 


Eggs, 

Ichneumon, 
Lacquey-moth, 
Magpie-moth, 
Privet-moth, 


Privet-hawk  Moth, 

Staphylinus, 

Tiger-moth. 


Red  underwing-moth. 

Silkworm, 

Spider, 

Water-scorpion. 


Elytra. 

Dermestes, 
Diamond-beetlct 
Dyticus, 
Mantis, 


Musk-beetle, 
Notonecta, 
Rose-beetle, 
Unicorn-beetle. 


The  elytra  of  the  various  kinds  of  diamond  beetles  are 
amongst  the  most  brilliant  of  all  opaque  objects;  some  of 
them  are  much  improved  by  being  mounted  in  a  thick  cell 
with  Canada  balsam,  in  the  manner  described  at  page  308, 
whilst  others  lose  much  of  their  splendour  by  being  so  treated. 
In  order  to  ascertain  whether  an  elytron  will  be  improved  by 
the  balsam,  one  of  the  legs,  or  some  part  supplied  with  a  few 
of  the  iridescent  scales,  should  be  touched  with  turpentine ;  if 
tlie  brilliancy  be  increased,  the  mounting  in  balsam  should  be 
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adopted ;  if,  on  the  contrary,  the  colours  be  at  all  deadened, 
it  should  be  mounted  dry,  either  on  a  disc  or  in  a  cell,  as 
described  at  page  322.  The  elytra  of  some  beetles,  after 
having  been  softened  in  caustic  potash,  may  be  mounted 
between  flat  glasses,  as  ordinary  objects,  and  in  them  the 
arrangement  of  the  tracheae,  the  pits,  and  elevations  on  the 
surface,  and  the  short  spiny  or  branched  hairs,  may  be  well 
examined. 

Eyes  of  InsectSy  Crustacea^  and  Arachnidcu — In  the  first 
two  the  eyes  differ  in  very  many  points  from  the  same  oi^ns 
in  the  higher  classes  of  animals,  each  being  composed  of  an 
aggregation  of  many  hundreds  of  minute  lenses.  In  the 
Arachnida  or  spiders  each  eye  has  only  a  single  lens,  and,  in 
order  to  compensate  for  this  seeming  want,  the  number  of 
eyes  is  increased  from  four  to  twelve  in  some  species ;  a  few 
genera  of  Insects  are  provided  with  two  or  three  single  eyes 
in  the  frt>nt  of  their  heads.  The  shape  of  the  lenses  is  always 
such  as  to  admit  of  being  adapted  to  each  other  without  loss 
of  space ;  the  more  common  form  is  hexagonal,  but  in  some 
Crustacea  they  are  square.  The  external  form  of  the  eye 
may  be  seen  in  situ  in  all  insects  when  viewed  as  opaque 
objects,  but  the  layer  of  lenses  requires  the  aid  of  maceration 
and  dissection  to  free  them  from  a  considerable  amount  of 
pigment;  these  may  be  mounted  either  dry,  in  fluid,  or  in 
balsam ;  in  the  latter  way  the  collection  of  lenses,  if  required 
to  be  flat,  must  be  made  so  whilst  soft,  by  pressure,  otherwise 
they  are  liable  to  split 

The  subjoined  list  will  serve  to  point  out  some  of  the  insects 
from  which  the  most  striking  specimens  of  eyes  may  be  taken : 

Bee,  Cray-fish,  Shrimp, 

Boat-fly,  Cricket,  Sphiox  ligustri, 

Butterfly,  Dragon-fly,  Spider, 

Cicindela,  Drone-fly,  Stag-beetle, 

Crab,  House-fly,  Tabanus, 

Crane-fly,  Lobster,  Water-scorpion. 

Feet  of  Insects,  Sfc. — These  may  be  examined  as  opaque 
objects  when  mounted  on  discs,  or  by  transmitted  light  when 
placed  in  fluid  or  in  Canada  balsam;  the  latter  method  is, 
27 
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perhaps,  on  the  whole,  the  most  satisfactory.  Kemarkable 
examples  of  adaptation  of  structure  to  particular  purposes 
will  be  found  in  the  insects  named  in  the  following  list: — 

Blow-flj,  Bee,  Chrysis  ignita. 

Hornet,  Wasp,  Tabanas  boyinizsy 

House-fly,  Spider,  tropcos. 

Drone-fly,  Diamond-beetle,  Ophion  Intens, 

Saw-fly,  Dyticns  marginalis,  male.  Ichneumon, 

Asilos,  Acilius  sulcatus,  male.  Case-fly. 

Hairs  of  InsectSy  8fc, — These  may  be  mounted  either  in  fluid 
or  in  the  dry  way ;  in  some  spiders  the  hairs  are  branched, 
in  the  larvsB  of  many  insects  they  are  covered  with  spines,  and 
in  the  Crustacea  they  are  provided  either  with  spines,  or  are 
plumed  very  like  a  feather;  some  of  the  most  interesting 
specimens  of  the  latter  kind  will  be  foimd  upon  the  body  and 
legs  of  all  the  crab  tribe,  but  upon  the  flabella  or  sweeping 
oigans,  which  are  situated  within  the  branchial  chamber,  the 
hairs  present  the  greatest  number  of  peculiarities ;  they  are 
mostly  scimetar  shaped,  and  provided  with  teeth-like  pro- 
jections from  the  convex  side,  for  the  purpose  of  separating 
the  laminse  of  the  branchise  one  from  the  other,  in  order  to 
admit  water  between  them.*  The  remarkable  ^structure 
exhibited  in  the  minute  hairs  of  the  larva  of  the  Dermestes  is 
shown  at  C,  figs.  1,  2,  3,  in  plate  6 ;  in  the  early  days  of  achro- 
matic microscopes  it  was  considered  as  a  ^^  test  object,"  and 
on  this  account  has  been  retained  and  accurately  represented. 
The  most  interesting  specimens  are  mentioned  in  the  sub- 
joined list : — 


Acilius  snlcatus, 

Dermestes  larva, 

Lobster,  flabella, 

Bee, 

Diamond-beetle,  leg. 

tail. 

Crab,  claws, 

Gnat,  wing. 

Sea-mouse, 

flabella, 

Hercules-beetle, 

Shrimp, 

(small  edible). 

Larva,  Tiger-moth, 

Spider, 

flabella. 

Tusflock-motb, 

Stag-beetle. 

Parts  about  the  Mouth  of  Insects,  Sfc. — Some  of  these,  such 
as  the  jaws  of  beetles  and  spiders,  and  the  probosces  of  the 

♦  Vide  a  paper  by  the  author,  "  On  the  Structure  and  Use  of  the 
Flabella,"  in  vol.  ii.  of  the  Transactiofu  of  the  Microscopical  Society, 


CLASSIFICATION  OF  ANIMAL  PREPARATIONS. 


419 


CurculionidaB,  require  little  or  no  preparation^  and  may  be 
mounted  on  discs  and  examined  as  opaque  objects^  whilst 
others,  such  as  the  probosces  and  lancets  of  flies  and  bees,  will 
demand  no  small  amount  of  skill,  in  order  to  display  them  to 
the  best  advantage ;  when  thin  and  transparent  they  should 
be  mounted  in  fluid,  but  in  balsam  when  they  are  thick  and 
opaque.  Previous  to  being  mounted  in  the  latter  way,  all 
specimens  of  the  probosces  or  lancets  should  be  dissected 
whilst  soft,  and  then  laid  out  in  a  proper  position  upon  a  slide 
to  dry;  as  those  that  are  taken  from  recent  insects  and  placed 
in  balsam  immediately,  generally  make  it  appear  milky.  The 
list  given  below  will  contain  the  names  of  some  of  those  in 
which  the  most  important  varieties  will  be  found : — 


Ant, 

Aailufi-fly, 

Bee, 

-fly. 

Beetle, 

Blow-fly, 

Breeze-fly  (larva), 

Boat-fly, 

Bug, 

Chameleoii-fly, 


Cicada, 

Cricket, 

Empis-fly, 

Flea, 

Gnat, 

Hornet, 

House-fly, 

Ixodes, 

Mason  Wasp, 

Proboscis  of  Moth, 


Proboscis  of  Butterfly, 

Rhingia, 

Sand-bee, 

Saw-fly, 

Scorpion-fly, 

Spider, 

water, 

Tabanus, 

Tick, 

Wasp. 


Parasitic  Insects. — These,  when  caught,  should  be  placed  in 
spirit  and  water,  in  order  to  kill  them ;  those  that  are  very 
transparent  may  be  mounted  in  fluid,  the  glycerine  or 
Groadby's  solution  will  answer  well ;  some  persons,  however, 
prefer  castor-oil,  as  recommended  by  Mr.  Warington.  K  the 
specimens  be  very  opaque,  they  may  be  dried  and  mounted  in 
Canada  balsam ;  some  of  the  large  kinds,  such  as  the  various 
species  of  Ixodes,  with  peculiar  instruments  for  adhering  to  the 
skin,  may  be  mounted  on  discs  and  examined  as  opaque  objects. 
The  term  Epizoa  has  been  applied  to  this  class  of  insects,  in 
consequence  of  their  being  found  on  the  exterior  of  animaU, 
and  in  contradistinction  to  those  occurring  within,  which  are 
called  Entozocu  The  species  of  the  former  are  exceedingly 
numerous,  and  but  few  hitherto  have  been  described;  scarcely 
any  animal  of  the  higher  classes  is  free  from  them  during 
27* 
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some  part  or  other  of  its  existence.  The  subjoined  list  could 
be  carried  on  almost  ad  injinitumy  but  it  has  been  deemed 
necessary  only  to  include  in  it  such  specimens  as  exhibit  some 
interesting  points  of  structure.  Those  who  would  wbh  to  see 
figures  and  descriptions  of  a  great  number  of  species,  should 
consult  the  Anoplurorum  of  Mr.  Denny,  a  work  devoted 
especially  to  the  subject.*  Some  of  the  parasites  are  claimed 
by  the  entomologist  as  belonging  to  the  class  Insecta,  which 
includes  all  that  have  six  legs,  whilst  others,  having  eight, 
and  commonly  called  Acari,  are  included  in  another  class 
termed  Arachnida.  In  the  present  case  such  a  distinction  is 
not  necessary;  they  will,  therefore,  all  be  termed  Parasites 
or  Epizoa^  and  the  animals  from  which  they  are  taken  placed 
in  alphabetical  order: — 


Albatross, 
Ass, 
Bat, 
Boa, 

exuTia  of, 

Cariama, 
Cat, 
I>og, 
Eagle, 
Flea,  Bat, 

Bed, 

Cat, 

Dog, 


Flea,  Hedgehog, 

Mole, 

Guinea-pig, 

fowl, 

Horse, 

Harvest-bug, 

Omithorhynchus, 

Partridge, 

Peacock, 

Pediculi  humani. 

Kg, 

Pigeon, 

Pheasant, 

Babbit, 


Rat, 
Rook, 
Snail, 
Snake, 
Sparrow,  • 
Stork, 
Swallow, 
Tick  of  Dog, 

Ox, 

Polecat, 

Sheep, 

Tortoise, 
Vulture, 
Water-rat. 


Some  very  minute  insects,  termed  Aphides^  are  abundant 
on  most  plants,  the  leaves  of  which  they  speedily  injure  and 
destroy;  others  again,  to  which  the  term  Cynips  has  been 
assigned,  are  the  catise  of  certain  excrescences  on  the  leaves 
of  plants  and  trees  termed  galls.  The  well-known  oak-apple 
is  produced  by  an  insect  termed  the  Cynips  quercus,  a  most 
exquisite  object  when  examined  by  reflected  light ;  the  same 
also  may  be  said  of  the  insect  from  the  gall  of  the  rose.  In 
order  to  collect  the  Cynips  from  these  structures,  they  should 
be  gathered  when  ripe,  and  placed  in  a  box  covered  with 

•  Manographia  Anoplurorum  BritannitPy  by  H.  Denny.     London,  1842. 
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gauze ;  in  a  few  days  or  weeks  numbers  of  insects  will  escape 
from  the  gall,  from  a  single  oak-apple  hundreds  have  been 
known  to  make  their  appearance,  and,  perhaps,  only  one  in 
every  six  will  exhibit  beautiful  colours,  the  others  being 
black,  these  may  be  rejected,  as  they  exhibit  no  remarkable 
structure.  The  coloured  flies  from  galls  of  the  following 
trees  may  be  procured  very  readily,  and  are  amongst  the  most 
beautiful  of  their  kind : — 

Cynips  of  the  Ash,  Aphis  of  the  Geranium, 

Oak,  Hop, 

Rose,  Potato, 

Sjcamore,  Rose. 

Another  tribe  of  minute  insects  is  known  by  the  name  of 
Acari,  of  these  the  cheese-mite,  with  its  eight  legs,  is  the 
most  familiar  example ;  generally  speaking,  these  burrow  into 
the  soft  parts,  and  are  only  occasionally  found  on  the  surface. 
One  species,  A.  scabiei,  is  peculiar  to  the  human  subject,  and 
others  to  particular  animals.  With  the  Acari  may  be  noticed 
another  parasite  occurring  in  the  sebaceous  follicles,  that  in 
man  being  called  the  Entozoon  fMiculorum,  The  subjoined 
list  will  give  the  names  of  a  few  specimens  of  both  kinds : — 

Acarus  autumnalis  (Harvest-bug),      Entozoon  folliculorum  (Man), 

domesticus  (Cheese-mite),  (Horse), 

scabiei  (Itch-msect),  (Dog). 

Method  of  obtaining  the  Acarus  scabiei  or  Itch-insect. — 
Many  persons  having  so  often  failed  in  procuring  the  Acari 
from  the  disease  called  itchy  and  those  from  the  little  black 
spots  about  the  face,  termed  acne,  have  been  led  to  doubt  the 
existence  of  these  minute  creatures,  on  which  account  it  has 
been  deemed  necessary  to  give  a  few  hints  how  they  may  be 
best  obtained.  In  the  case  of  the  itch-insect,  Acarus  scabiei, 
the  operator  must  examine  carefully  the  parts  surrounding 

each  pustule,  and  he  will  generally  find  in  the  early  stage  of 
the  disease  a  red  spot  or  line  communicating  with  it;  this 
part,  and  not  the  pustule,  must  be  probed  with  a  pointed 
instrument,  and  the  insect,  if  present,  turned  out  of  its 
lurking-place;   the   operator  must  not  be  disappointed  by 


422  MANIPULATION. 

repeated  failures^  as,  in  the  best  marked  cases,  it  is  often  diffi- 
cult to  detect  the  haunts  of  the  creature ;  when  found,  it  may 
be  mounted  in  some  of  the  preservative  fluids — ^the  glycerine, 
perhaps,  will  answer  the  best. 

To  obtain  the  Entozoon  follicularum,  it  is  necessary  to 
choose  some  spot  where  the  sebaceous  follicles  are  yery 
abundant — ^the  forehead,  the  nose,  and  the  angles  between 
the  nose  and  lips,  being  the  regions  that  should  be  selected  ; 
if  a  part  where  a  little  black  spot  or  pustule  is  seen,  be 
squeezed  rather  hard,  the  sebaceous  or  oily  matter  accumu- 
lated unnaturally  will  be  forced  out ;  if  this  be  laid  on  a  slide, 
and  a  small  quantity  of  oil  added  to  it,  so  as  to  separate 
the  harder  portions,  the  insects,  in  all  probability,  will  be 
floated  out;  after  the  addition  of  more  oil,  they  may  be 
taken  away  from  the  sebaceous  matter  by  means  of  a  fine- 
pointed  sable  pencil-brush,  and  transferred  to  a  clean  slide, 
where  they  may  be  covered  over  with  thin  glass,  and 
mounted  in  the  usual  manner.  The  Entozoa  are  more 
abundant  in  the  skin  of  some  persons  than  of  others,  but  there 
is  rarely  an  instance  where  many  black  spots  are  seen  about 
the  face  or  forehead  from  which  they  may  not  be  obtained 
after  a  careful  search. 

Another  species  of  Acarus,  termed  the  A.  autumnaUs,  or 
harvest-bug,  is  very  common  in  the  autumn;  these  insects 
crawl  on  the  skin,  and  insinuate  themselves  into  it  at  the 
roots  of  the  hairs,  where  they  occasion  a  very  painful 
irritation;  if  these  parts  be  examined,  a  number  of  minute 
red  spots  will  be  seen,  from  each  of  which  a  reddish  acarus 
of  small  size  may  be  dislodged  by  means  of  a  needle  or  other 
sharp-pointed  instrument;  this  can  be  best  seen  in  fluid,  but 
the  structure  of  the  darker  kinds  may  even  be  satisfiMstorily 
made  out  when  mounted  in  Canada  balsam. 

Another  Acarus,  and  one  which  for  very  many  years  has 
been  the  great  source  of  delight  to  young  observers,  is  the 
A.  damesticus,  or  cheese-mite ;  this  may  be  well  shown  either 
as  an  opaque  or  a  transparent  object.  As  mites  can  be  so 
readily  met  with  alive,   it  is  hardly  necessary  to  mount  a 
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specimen ;  if,  howeyer,  it  be  required  to  do  so>  the  glycerine 
will  be  found  the  best  fluid  for  the  purpose. 

Scales  of  Insects. — These  minute  bodies,  fluniliarly  known 
as  down,  were  first  discovered  and  described  by  Leeuwenhoek; 
in  more  modem  times,  the  lines  on  their  sur&ces  have  served 
as  objects  for  testing  the  defining  powers  of  single  lenses, 
doublets,  and  achromatic  combinations.  The  scales  having 
the  greatest  number  of  lines  in  a  given  space,  and,  therefore^ 
the  most  difficult  to  define,  are  accurately  represented 
in  plates  7  and  8,  and  a  full  description  of  the  same  will  be 
found  under  the  head  of  test  objects.  In  order  to  examine 
them  to  the  greatest  advantage,  they  should  be  mounted  dry, 
after  the  plans  described  at  page  314,  and  exhibited  by 
figs.  212-13 ;  the  scales  are  readily  removed  firom  the  wing  by 
merely  pressing  the  ktter  very  gently  upon  an  ordinary  sUde, 
or  upon  a  piece  of  thin  glass,  to  which  they  will  adhere  firmly; 
they  may  then  be  covered  up  and  cemented  in  the  manner 
previously  recommended  for  dry  objects,  or  as  shown  by 
figs.  212-13.  The  scales  from  the  wings  and  bodies  of  the 
following  insects  will  exhibit  many  varieties  of  markings,  all 
of  which  may  be  employed  as  tests: — 

Aladta  hexadactyla,  Podura  plombea, 

Curculio  imperialis,  Polyommatus  Arion, 


Gnat, 

Acis, 

Hipparohia  janira, 

^—         Adonis, 

Lasiocampa  quercus, 

Alexis, 

Lepisma  saccharina. 

Argus, 

Morpho  Menelaufl, 

Argiolus, 

Papilio  Paris, 

Tinea  yesdanella. 

Spiracles  attd  Trachea  of  Insects. — The  method  of  preparing 
the  tracheal  and  spiracles  of  insects  has  already  been  described 
at  pages  361-2;  they  may  be  examined  in  situ  in  many  of 
the  parasitic  insects,  in  others  the  aid  of  dissection  is  neces- 
sary for  their  due  display.  It  must  be  borne  in  mind,  that  if 
they  be  mounted  in  balsam  they  show  best  when  full  of  air. 
The  following  larvae  and  perfect  insects  will  exhibit  the 
tracheae  and  spiracles  in  a  very  beautiful  manner: — 
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Spimrles,  Trackete. 

Bee,  Blow-fly, 

Blow-fly,  Centipede, 

Centipede,  Chameleon-fly, 

Cockchafer,  Larva  of  Cockchafer, 

Dyticus,  Dyticus, 

Larva  of  Blow -fly,  Goat-moth, 

Wasp.  Silkworm. 

Stings. — All  the  apparatus  by  which  the  poisonous  matter 
is  secreted,  and  the  ducts  by  which  it  is  conveyed  to  the 
sting,  as  well  as  the  sting  itself,  are  best  shown  in  fluid,  but 
as  the  dissection  of  these  delicate  parts  requires  very  con- 
siderable care,  the  plan  of  drying,  and  then  mounting  them  iu 
balsam,  is  more  commonly  practised ;  the  subjoined  list  will 
point  out  the  best  insects  for  the  purpose : — 

Bee,  Ichnemnon  fly, 

Hornet,  Wasp. 

Stomachs. — In  some  insects,  such  as  the  bee,  the  ramifica- 
tions and  anastomoses  of  delicate  tracheae  may  be  shown  upon 
the  thin  walls  of  this  viscus;  in  others,  the  glandular 
structure  of  the  organ  is  well  seen,  whilst,  in  a  few,  the  tritu- 
rating apparatus,  or  gizzard,  situated  at  that  part  of  the 
junction  of  the  stomach  with  the  intestine,  called  the  pylorus, 
may  be  well  exliibited.  The  insects  named  below  will  show 
all  these  parts  to  advantage,  and  are,  therefore,  the  best  for 
dissection : — 


Bee, 

Cricket  (common). 

Staphylinus, 

Blow-fly, 

Mole-cricket, 

Stag-beetle, 

Cockroach, 

Dyticus  marginalis, 

Wasp. 

Besides  the  parts  of  insects  already  alluded  to,  there  are 
other  important  organs  that  require  a  separate  mention,  such 
as  the  ovipositors  of  various  flies,  the  spinnerets  of  spiders,  the 
jaws  of  the  locust,  and  other  orthoptera,  together  with  many 
remarkable  structures  that  will  fall  in  the  way  of  the  minute 
dissector.  The  insects  in  which  the  ovipositor  can  be  well 
seen  will  be  here  enumerated,  as  well  as  some  other  parts  of 
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the  same  interesting  class  of  animals,  that  will  amply  repay  a 
careiiil  examination  and  dissection : — 

Ovipositor  of  Cicada,  Web  of  Clubiona  atrox, 

Cynips  quercus,  Jaw  of  Locust, 

Drone-fly,  Ilouse-cricket, 


Field-cricket,  Mantis, 

Ichneumon,  Drum  of  Cicada, 

Saw-fly,  File  of  Cricket, 


Spinneret  of  Spider,  Grasshopper. 


PREPARATIONS  FROM  THE  HIGHER  ANIMALS. 

Blood.* — To  examine  this  vital  fluid,  it  is  necessary  to  place 
upon  a  glass  slide  a  small  drop  recently  taken  from  the 
animal ;  a  cover  of  mica,  or  of  the  thinnest  glass,  should  be 
laid  over  the  drop,  which  is  then  ready  to  be  viewed  with  the 
highest  powers.  If  it  be  required  to  reserve  a  specimen  for 
jRiture  examination,  a  very  small  quantity  should  be  spread  in 
the  thinnest  possible  layer  upon  a  glass  slide,  which  is  then 
to  be  passed  rapidly  backwards  and  forwards  through  the  air, 
so  as  to  dry  the  blood  as  quickly  as  possible,  when  the  discs 
or  corpuscles  will  be  found  to  liave  altered  but  little  in  shape ; 
in  order  to  prevent  the  preparation  from  being  injured,  or 
even  rubbed  off,  a  cover  of  the  finest  glass  should  be  laid  over 
it,  and  cemented  down  in  the  manner  described  at  page  313 ; 
a  specimen  so  mounted  may  be  kept  for  years.  The  following 
vertebrate  animals  will  exhibit  the  most  marked  peculiarities, 
the  corpuscles  being  largest  in  reptiles  and  fishes,  and  smallest 
in  birds  and  manunals : — 


Fishs. 

Birds, 

Reptiles, 

Eel, 

Common  fowl, 

Crocodile, 

Perch, 

Goose, 

Frog, 

Salmon, 

Ostrich, 

Green  lizard. 

Skate. 

Swallow. 

Newt. 

*  Those  who  may  wish  to  learn  the  comparative  sizes  of  the  blood 
corpuscles  in  the  vertebrate  animals,  should  consult  the  vahial)lc  table  of 
]VIr.  Gulliver,  published  in  the  clii.  number  of  the  Proceedings  of  the 
Zoological  Society. 
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Reptiles. 

Mammals, 

Siren, 

Camel, 

Man, 

Slow-worm, 

Dromedary, 

Mouse, 

Snake, 

Elephant, 

Napu  musk-deer, 

Toad, 

Goat, 

Sheep, 

Tortoise, 

Hedgehog, 

Sloth  (two-toed). 

Turtle, 

}one, — The  sin 

iictiire  of  the  osseous 

skeleton  of  animaTw 

can  only  be  satisfactorily  examined  by  thin  sections^  made  in 
different  directions^  and  ground  down,  polished,  and  mounted, 
according  to  the  directions  given  at  page  328 ;  if,  however,  it 
be  merely  required  to  view  the  shape  of  the  bone  cells  in 
fossil  bones,  small  thin  chippings,  mounted  in  balsam,  will 
suffice.  In  order  to  obtain  a  good  general  idea  of  the  stnic- 
ture  of  bone  in  the  vertebrate  classes,  specimens,  cut  hori- 
zontally and  vertically,  should  be  obtained  firom  the  following 
animals: — 


Fishes. 
Cod, 

Conger-eel, 
Eel,  common. 
Flying-fish, 
Lepidosteus, 

scale, 

Ray  (spine), 
Shark  (yertebra), 
Silurus  (spine). 
Sturgeon, 

Sword-fish  (sword), 
Turbot  (spine). 

Birds. 
Albatross, 
Common  fowl. 
Ostrich,  adult, 

young, 

Penguin, 
Swallow. 


Reptiles. 
Boa  (yertebra), 

-  (rib), 
Crocodile, 
Frog, 

Menopomc, 
Newt, 
Siren, 
Snake, 
Toad, 
Tortoise, 
Turtle, 

Carapace. 


Mammals. 
Bat, 
Camel, 
Elephant, 
Horse, 

Human,  adult, 
foetal. 


Lion, 

Mouse, 

Ox, 

Rhinoceros, 

Sta^, 

Whale. 


Specimens  may  be  taken  from  the  crania  of  small  animals 
80  thin,  that  they  will  require  no  grinding  at  all ;  these  may 
either  be  mounted  dry  or  in  fluid;   even  in  larger  animals 
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portions  of  the  ethmoid  bone  will  often  require  no  prepara- 
tion, being  sufficiently  transparent  for  all  purposes  of  exami- 
nation. 

Besides  the  above  described  specimens  of  recent  bones, 
there  are  others  found  in  the  fossil  state  that,  when  cut  and 
polished,  will  exhibit  their  intimate  structure  as  well  as  the 
fresh  specimens;  they  are  generally  prepared  in  the  same 
manner  as  the  fossil  woods  before  noticed ;  others,  when  very 
opaque,  may  be  entirely  mounted  in  balsam.  The  subjoined 
list  will  afford  the  names  of  a  few  animals  in  which  the  most 
interesting  structures  may  be  found : — 

Bear,  Icthyosaurus, 

Dinomis,  Iguanodon, 

Elk,  Mammoth, 

Hippopotamus,  Mastodon, 

Hyaena,  Man, 


Flesiosaums, 
Pterodactjle, 
Rhinoceros, 
Whale — ^rib, 
ear-bone. 


Teeth. — ^Like  bone,  these  require  to  be  made  thin  and 
polished,  in  the  manner  described  at  page  329;  but  the 
operation  is  yery  difficult,  as  the  majority  of  teeth  are  sup- 
plied with  a  coating  of  enamel  of  ffinty  hardness.  As  there 
are  three  distinct  elements,  viz.,  the  cement,  the  iyory,  and 
the  enamel  entering  into  the  formation  of  most  teeth,  it  will 
be  necessary  tiiat  the  sections  be  made  in  many  directions,  in 
order  to  arrive  at  a  true  knowledge  of  the  formation  of  each. 
In  the  following  list  will  be  given  the  names  of  a  few  of  the 
animals  whose  teeth  exhibit  some  well-marked  points  of 
structure : — 


Fishes. 

Shark,  Carcharias, 

Mammals 

Cat-fish, 

Lamna, 

Armadillo, 

Cod-fish, 

Saw-fish, 

Ass, 

Conger-eel, 

Wolf-fish. 

Bear, 

Common  eel, 

Beaver, 

Halibut, 

Reptiles, 

Boar, 

Lepidosteus, 

Alligator, 

Cat, 

Myliobated, 

Boa, 

Deer, 

Parrot-fish, 

Crocodile^ 

Dog, 

Pike, 

Iguana. 

Dugong, 

Pike*Barracuda, 

Elephant, 
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Mammals. 

Hjsena, 

Rat, 

Fox, 

Kangaroo, 

Sheep, 

Horse, 

Lion, 

Tiger, 

Uuman,  adult. 

Mouse, 

Whale. 

fcetal. 

Ox, 

Fossil  Teeth. — These,  like  the  fossil  woods  and  bones  before 
named,  may  be  mounted  on  slides,  with  or  without  being 
covered  with  Canada  balsam ;  many  of  them,  however,  differ 
but  little  £rom  the  recent  specimens,  but  those  of  extinct 
races  of  animals  exhibit  some  very  remarkable  peculiarities, 
and  should,  in  all  cases,  be  carefully  examined,  as  from  the 
structure  of  a  tooth  alone  the  class  of  an  animal  has  more 
than  once  been  determined.  Those  who  would  wish  to  enter 
minutely  into  the  examination  of  recent  and  fossil  teeth, 
should  consult  the  admirable  Odontography  of  Professor 
Owen.  A  few  interesting  specimens  of  the  teeth  of  different 
animals  are  here  enumerated : — 


Bear, 

Icthjrosaurus, 

Myliobates, 

Dendrodus, 

Labyrinthodon, 

Plesiosaurus, 

Hysena, 

Mastodon, 

Shark  (many  species). 

Sluill — The  structure  of  shell  has  only  lately  attracted  the 
attention  of  microscopists,  but  since  the  year  1842  the  subject 
has  been  scientifically  investigated  by  Mr.  Bowerbank  and 
Dr.  Carpenter ;  to  the  latter  gentleman,  more  especially,  we 
are  indebted  for  several  valuable  papers  in  the  Transactions  of 
the  British  Association^  to  which  the  author  begs  to  refer 
those  who  may  wish  to  enter  fuUy  into  the  subject  The 
method  of  preparing  these  interesting  structures  for  examina- 
tion has  already  been  detailed  at  page  331,  it  only  remains 
to  give  a  list  of  the  genera  and  species  that  should  be  selected, 
in  order  to  exhibit  the  principal  peculiarities  in  structure,  as 
described  by  Dr.  Carpenter;  these  are  as  follows: — 


Anatina  oleu, 

Lima  scabra, 

Fiona  marina, 

Anomia  ephippium, 

Lingula  anatina, 

nigrina, 

Avicula  margaritHcea, 

Malleus  albus, 

fibres  of, 

Etheria, 

Mya  arenaria. 

Pleurorhynchus, 

Gervillia, 

Ostrea  edulis, 

Terebratula, 

Haliotis  splcndens, 

I'erna  ephippium, 

Trigonia, 

Ilippurite, 

Piuna  squamosa, 

Uuio  occidens. 
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Besides  the  structure  of  the  shells  of  the  molluscous  animals 
before  enumerated,  there  are  others  belonging  to  the  classes 
of  Echinodermata,  Crustacea,  and  Cephalopoda^  that  require  a 
separate  mention ;  thin  sections  of  these,  in  different  directions, 
are  prepared  in  the  same  manner  as  those  of  shell,  which  they 
have  been  said  somewhat  to  resemble  in  their  minute  struc- 
tural arrangements.  The  most  interesting  varieties  are  men- 
tioned in  the  following  list : — 

BclemDite,  Cuttle-bone,  Pentacrinite, 

Cidaris,  spine,  Echinus,  spine,  Prawn, 

Crab,  red  part,  shell,  Shrimp, 

—    black  part,  Encrinite,  Spatangus, 

Cray-fish,  Lobster,  Star-fish. 

The  structure  of  the  spines  of  the  Cidaris,  and  many  other 
species  of  Echinodermata,  form  some  of  the  most  beautiful 
objects  that  have  yet  been  exhibited  by  the  microscope ;  they 
are  so  very  brittle,  that  the  greatest  care  is  required  in  grinding 
them  down ;  the  method  described  in  page  332  for  delicate 
specimens  of  bone  and  teeth,  should  be  the  one  adopted,  and 
to  preserve  them  from  injury,  and  at  the  same  time  to  display 
all  the  peculiarities  in  their  arrangement,  they  should  be 
mounted  in  Canada  balsam;  some  of  the  very  minute  coloured 
spines  from  small  species  of  Echini  are  interesting  subjects 
for  examination  when  laid  flat  in  balsam,  without  any 
previous  preparation.  Transverse  sections  are  the  best  for 
exhibiting  the  cellular  arrangement ;  the  longitudinal  do  not 
show  much  more  by  the  microscope  than  can  be  seen  by  the 
naked  eye. 

In  all  the  shell  structures,  in  order  to  understand  the 
arrangement  of  the  animal  matter,  one  or  more  sections  in  each 
direction  should  be  subjected  to  the  decalcifying  process,  as 
described  in  page  332,  the  acid  employed  being  the  hydro- 
chloric, diluted  with  forty  times  its  bulk  of  water. 

Scales  of  Fish. — These  dermal  appendages  may  be  divided 
into  two  classes;  first,  those  that  are  made  up  of  a  homy 
material,  such  as  in  the  salmon  and  carp;  and,  secondly, 
those  whose  structure  is  true  bone.  The  scales  of  the  majority 
of  fishes  belong  to  the  first  class,  but  very  few  species  now 
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remain  of  the  second  dass,  almost  all  being  extinct ;  the  Lepi- 
dosteuSy  or  Bony-pike,  of  North  America,  the  Storgeon,  and 
Paddle-fish,  are  the  most  familiar  examples.     A  knowledge 
of  the  form  and  structure  of  scales,  like  that  of  teeth,  has,  by 
the  labours  of  M.  Agassiz,  been  shown  to  afibrd  an  unerring 
indication  of  the  particular  class  to  which  any  fish  may  belong; 
in  fossil  fish,  the  application  of  this  principle  has  been  attended 
with  extraordinary  results.    By  Agassiz,  the  scales  have  been 
divided  into  four  orders,  named  Placoidy  Ganoidy  Ctenoid,  and 
Cycloid;  in  the  first  two,  the  scales  are  more  or  less  coated 
with  enamel,  whilst  in  the  others  they  are  of  a  homy  nature. 
To  the  Placoid  order  belong  the  cartilaginous  fishes,  whose 
skins  are  either  entirely  or  partially  covered  with  small  prickly 
or  flattened  spines,  as  in  the  skates,  dog-fish,  and  sharks.     Of 
the  Ganoid  order,  once  the  most  numerous,  only  a  few  living 
representatives,  such  as  the  Lepidosteus,  Polypterus,   and 
Sturgeon  remain;    the   others  are  found  in  the  fossil  state 
alone;    their  scales  present  a  true  bony  structure.      The 
Ctenoid  scales  are  notched  like  the  teeth  of  a  comb  on  their 
posterior  or  attached  borders,  the  perch  and  basse  are  excellent 
examples;  whilst  to  the  Cycloid  belong  those  fish  whose  scales 
are  more  or  less  laminated  and  circular — ^the  majority  of  our 
edible  fish,  such  as  the  carp,  roach,  salmon,  herring,   &c, 
afibrd  fiuniliar  illustrations  of  this  order.     The  meUiod   of 
mounting  scales  of  various  kinds  for  microscopic  examination, 
is  generally  in  the  dry  way,  either  on  discs  or  between  glasses; 
the  former  method  is  the  best  for  those  to  be  viewed  as 
opaque  objects,  the  latter  for  transparent  ones.    Their  struc- 
ture, however,  is  best  seen  in  fluid,  when  many  of  them  will 
form  splendid  objects  for  polarized  light;  for  this  purpose  they 
may  even  be  mounted  in  balsam.     Fragments  of  fossil  scales 
of  fish  are  best  prepared  in  the  latter  way;    these  may 
generally  be  obtained  firom  nodules  of  flint,  found  in  particular 
localities.     According  to  the  author  of  the  work  entitled 
Microscopic  Objects^  "  those  from  the  gravel  drifts  at  Gilling- 
ham,  in  Kent,  and  the  flint  nodules  in  the  chalk  between 
Gravesend  and  Bochester,"  seldom  fail,  when  broken  into  flat 
pieces,  to  yield  an  abundant  supply.      A  few  of  the  most 
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striking  examples  of  the  four  orders  will  be  found  in  the  sub- 

joined list: — 

Placoid. 

Oanoid. 

Dog-fish, 

Hassar-fish, 

Ray  (spine). 

Lepidosteud, 

—  (shagreen). 

Polypterus, 

Shark,  Squalus  galeus, 

Sturgeon. 

Hammer-headed, 

Port  Jackson. 

Cycloid. 

Blejiny, 

Ctenoid. 

Carp, 

Basse, 

Conger-eel, 

Perch, 

Eel,  conunon. 

Pike — ^Barracuda, 

Herring, 

Pope, 

Roach, 

Weaver-fish. 

Salmon. 

The  scales  of  the  eel  tribe  are  amongst  the  most  remark- 
able that  can  be  selected  for  microscopic  examination ;   many 
persons  consider  that  these  fish  are  without  scales,  in  conse- 
quence of  their  being  firmly  imbedded  in  a  thick  epidermal 
mucus ;  in  order,  therefore,  to  procure  them,  a  sharp  knife 
must  be  passed  underneath  the  epidermal  layer,  and  a  portion 
of  this  raised  in  the  same  manner  as  was  described  for  tearing 
off  the  cuticle  of  plants,  after  some  trials  a  few  will  be 
detached;    they  are  of  an  oval  figure,  rather  softer  than 
the  scales  of  otiier  fishes,  and  in  some  parts  of  the  skin  do  not 
form  a  continuous  layer.     When  the  skin  has  been  stripped 
off,  previous  to  the  fish  being  cooked,  the  scales  may  be 
obtained  from  the  under  surface,  by  tearing  them  away  either 
with  a  knife  or  pair  of  forceps.    The  scales  of  the  Viviparous 
Blenny  are  of  a  circular  figure,  and  situated  under  the 
epidermal  layer ;  they  have  been  described  by  Mr.  Yarrell  as 
mucous  glands,  in  consequence  of  their  figure  and  the  small- 
ness  of  their  numbers.     The  surface  of  the  skin  of  this  fish, 
when  fresh,  appears  covered  with  follicles;    if,  however,  a 
knife  be  passed  underneath  one  of  these,  a  delicate  circular 
scale  will  be  removed.     A  portion  of  the  skin,  when  dried, 
will  exhibit  the  scales  to  great  advantage,  and,  like  those  of 
the  eel,  they  form  beautiful  objects  for  polarized  light. 
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Hairs. — These  are  very  readily  obtained  from  all  the  higher 
animals,  their  presence  may  even  be  detected  in  the  whale 
tribe  when  young.    The  smaller  kind  of  hairs  may  be  mounted 
either  dry  or  in  fluid,  when  of  a  dark  colour,  Canada  balsam 
is  to  be  preferred ;  to  obtain  a  satisfactory  view  of  the  struc- 
ture of  large  hairs  and  spines,  horizontal  and  vertical  sections 
should  be  made  by  the  machine  described  at  page  336.     Pre- 
vious to  being  mounted,  the  hairs  should  be  perfectly  cleaned, 
as  more  or  less  greasy  matter  is  always  present  about  them ; 
ether  should  be  employed  as  the  cleansing  fluid,  the  hairs 
being  made  dry  by  pressing  them  between  folds  of  blotting- 
paper.     Care  should  be  taken  to  select  both  the  hair  and  the 
wool  from  each   animal,   as  they  differ  materially  in   their 
structure,  the  finer  kind,  or  what  is  known  as  wool,  being 
endued  with  the  property  tGrmeA  felting,  which  property  varies 
in  different  species  of  animals,  that  of  the  beaver  and  nutria 
possessing  it  in  the  highest  degree.     All  hairs  are  composed 
of  an  aggregation  of  epithelium  cells,  and  the  colour  depends 
upon  the  quantity  of  pigment  deposited  in  or  about  each  cell ; 
on  this  account,  some  of  the  most  delicate  have  been  used  as 
test  objects,  specimens  of  which  are  figured  in  plate  6,  and  a 
description  of  each  given   in  the  chapter  devoted  to  that 
subject      Hair  is  employed  in  most  cases   as   a  protective 
coating,  in  others  as  an  organ  of  touch,  whilst  in  a  still  fewer 
number,  when  occurring  in  the  shape  of  spines,  it  serves  the 
purpose  of  a  weapon  of  defence ;  of  this  latter,  the  horn  of  the 
rhinoceros,  the  quills  of  the  porcupine,  the  spines  of  tbe 
Diodons,  are  familiar  examples,  they,  like  scales  and  feathers, 
being  modifications  of  the   dermal  skeleton.     The   minute 
structure  of  the  hairs  of  diflferent  species  of  the  same  genus 
or  family  is  so  constant,  that  a  practised  eye  can  readily 
discriminate  between  them ;    several  valuable  papers  on  this 
subject  have  been  published  by  Mr.  Busk,  in  vols.  i.  and  ii. 
of  TTie  Microscopic  Journal.    A  list  of  many  remarkable  hairs 
of  insects  and  Crustacea  has  already  been  given  at  page  418. 
The   following  animals  will  exhibit  the   most  characteristic 
specimens  that  can  be  obtained  from  the  vertebrate  classes : — 
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Ant-eater, 

Human, 

Omithorhynchus, 

Bat  (various  species), 

(foetal), 

Otter, 

Bat,  Indian, 

Negro, 

Porcupine  (quill). 

Beaver, 

Mole, 

Rabbit, 

Dormouse, 

Mouse,  common. 

Rein-deer, 

Echidna, 

shrew. 

Seal, 

Elephant, 

white. 

Squirrel, 

Elk, 

l^Iusk-deer, 

Tiger  (whisker), 

Hare, 

Nutria, 

Walrus  (whisker). 

Hedgehog  (spine). 

Opossum, 

Water-rat. 

In  addition  to  the  cuticular  appendages  above  noticed,  there 
are  others  that,  although  not  strictly  belonging  to  the  series 
of  hairs,  are,  nevertheless,  composed  like  them  of  a  homy 
material ;  in  this  list  may  be  included  the  various  kinds  of 
horns,  hoofs,  scales,  quills,  and  whalebone;  all  these  will 
require  to  be  cut  into  thin  transverse  and  longitudinal  sections 
by  the  machine ;  the  darker  specimens  should  be  mounted  in 
balsam — ^the  transparent  ones,  dry ;  they  all  exhibit  more  or 
less  of  a  cellular  structure,  and  are  objects  of  great  beauty 
when  examined  under  polarized  light : — 


Horn — Antelope, 

—  Ibex, 

—  Ox, 

—  Rhinoceros,  African, 

—  Indian, 

—  Sheep. 
jBToo/-— Ass, 

—  Camel, 

—  Elephant, 

—  Horse, 

—  Ox, 


/Too/*— Rhinoceros, 

—  Sheep. 
Qmll — Cassowary, 

—  Duck, 

—  Eagle, 

—  Goose, 

—  Turkey. 
Whalebone — Great  whale, 

Piked  whale. 

Scales — Pangolin, 

—  Turtle. 


Skin. — In  order  to  imderstand  fully  the  parts  which  hair 
and  feathers  play  in  the  economy  of  vertebrate  animals,  it  is 
necessary  to  become  acquainted  with  the  structure  termed 
shin,  in  which  they  grow.  Their  purpose,  in  the  majority  of 
cases,  is  evidently  protective ;  in  birds,  however,  many  of  the 
feathers,  especially  those  of  the  wings  and  tail^  are  employed 
in  flight,  whilst  the  spines  of  the  porcupine  and  hedgehog  are 
weapons  of  defence,  and  the  whiskers  of  the  tiger,  cat,  and 
28 
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other  camivora  are  organs  of  touch,  and  as  such  are  endoed 
with  both  blood-vessels  and  nerves,  which  are  distributed  upon 
a  highly  organized  pulp,  like  that  of  the  teetL  In  some 
animals,  such  as  fish,  the  skin  is  not  very  vascular,  whilst  in 
the  mammalia,  and,  perhaps,  in  the  human  subject,  it  attains 
the  highest  state  of  organization.  The  hurs  which  grow  finom 
the  skin  are  developed  from  the  cuticular  layer,  and  are 
clothed  with  a  homy  epidermis;  in  those  skins  where  the 
sense  of  touch  is  very  acute,  the  hairs  are  absent,  their  place 
being  supplied  by  highly  vascular  papillae,  which,  in  some 
instances,  are  covered  with  homy  matter,  in  the  shape  of  nails 
and  hoofs,  or  are  merely  invested  with  a  delicate  epithelial 
layer,  as  in  the  case  of  the  lips  and  mouth.  The  skin 
performs  a  function  in  the  animal  economy  second  only  in 
importance  to  that  of  the  lungs,  and  for  the  purpose  is 
supplied  with  a  very  rich  capillary  net-work,  and  also  provided 
with  two  or  more  sets  of  glands,  one  for  secreting  the  perspi* 
ratory  fluid,  the  other  an  unctuous  or  sebaceous  matter,  for 
lubricating  the  skin  itself,  which  last  is  poured  out  generally 
at  the  roots  of  the  hairs,  hence  the  anatomy  of  the  skin 
presents  to  the  microscopist  an  immense  field  for  diligent 
investigation.  Taking  the  human  skin  as  an  example,  we 
should  commence  the  study  with  vertical  sections,  made 
through  parts  supplied  both  with  hair  and  papillae ;  the  perspi- 
ratory glands  are  best  seen  in  that  of  the  soles  of  the  feet  and 
palms  of  the  hand ;  the  sebaceous  glands,  on  the  contrary, 
should  be  examined  in  parts  about  the  face  or  chest,  where 
hairs  are  numerous ;  these  latter  sections  will  also  suffice  for 
showing  the  roots  of  the  hairs,  and  the  hair  follides^as  welL 
The  capillary  net-work  of  the  true  skin  may  be  seen  in 
injected  specimens  when  the  cuticle  has  been  removed,  which 
will  often  require  the  aid  of  maceration  for  the  purpose ;  if 
the  skin  be  that  of  a  black  man,  care  should  be  taken  in  the 
removal  of  the  cuticle,  as  in  it  may  be  examined  the  rete 
mticosum,  or  last  formed  layer,  which  consists  of  a  series  of 
minute  hexagonal  cells,  containing  pigment.  The  same 
structiure  may  be  seen  in  the  skins  of  animals  whose  hairs  are 
black;    for  this  purpose  the  lips  of  a  black  kitten,  when 
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injected,  should  be  selected,  as  in  them  the  mode  of  growth  of 
the  young  whiskers,  their  copious  supply  of  blood-vessels  and 
nerves,  and  various  other  points  of  interest,  may  be  observed. 
In  fishes,  the  only  parts  of  the  skin  generally  prepared  as 
microscopic  objects  are  those  more  or  less  covered  with  scales, 
hence  may  be  seen,  in  various  lists  of  preparations,  the  skin  of 
the  sole  and  shark ;  in  reptiles,  also,  we  have  the  skin  of  the 
snake,  boa,  and  some  lizards,  whilst  in  birds,  except  when 
injected,  the  skin  offers  but  few  points  worthy  of  examination 
besides  the  feathers.  In  man  and  the  higher  mammalia,  the 
complicated  apparatus  of  glands  and  papillae  are  best  examined 
by  vertical  sections ;  but  in  order  to  render  the  skin  sufficiently 
firm  for  the  purpose,  it  should  have  been  previously  hardened 
in  a  saturated  solution  of  carbonate  of  potash,  or  in  strong 
nitric  acid.  The  hair  follicles  and  sebaceous  glands  are 
easily  shown,  but  to  display  the  sudoriferous  glands  is  no  easy 
matter,  as  rarely  will  a  specimen  of  skin  be  found  that  will 
exhibit  them  and  their  spiral  duct  in  the  whole  of  its  course 
through  the  dermal  and  epidermal  layers ;  it  is  by  far  better 
to  try  the  skins  of  a  number  of  persons,  and  select  the  one 
that  shows  them  the  best,  than  to  waste  time  by  cutting 
a  series  of  slices  from  any  one  specimen.  The  papillsa  are 
best  shown  in  the  extremities  of  the  fingers  and  toes,  when 
injected;  the  cuticle  which  invests  them  should  also  be 
mounted  up  as  an  object  with  its  attached  or  papillary  surface 
uppermost,  as  in  this  the  grooves  for  their  lodgment,  together 
with  the  openings  of  the  sudoriferous  glands,  can  be  well  seen. 
The  following  list  will  include  a  few  of  the  most  important 
specimens : — 

Vertical  Sections.  Free  Surface. 

Ass  (com),  Man  (axilla),  Man  (face). 

Bear  (sole  of  foot),  Negro,  —    (lip8)» 

Cat  (upper  lip).  Pig,  —    (tips  of  finger), 

Dog  (upper  lip),  —  (snout),  —    (cuticle  of  finger), 

Kitten  (upper  lip),       —  (ungual  phalanx),  —    (back  of  finger), 

Man  (sole  of  foot).  Porpoise  (with  cuticle),  —    (nose), 

—  (palm  of  hand),      (without  cuticle).  Newt, 

—  (scalp).  Tiger  (upper  lip),  (cuticle), 

—  (face),  (whisker  injected),  Porpoise. 

28* 
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Eyes. — There  are  many  objects  of  great  interest  that  may 
be  obtained  from  the  eyes  of  various  animals^  especially  when 
injected ;  amongst  these  may  be  enmnerated  the  stractuie  of 
the  crystalline  lens,  the  pigment,  the  ciUary  processes,   the 
retina,  and  the  membrane  of  Jacob ;  but  as  the  greater  num- 
ber of  specimens  cannot  be  well  preserved,  so  as  to  show  their 
characteristic  peculiarities,  the  present  list  will  only  include 
those  which  do  not  alter  by  any  of  the  different  modes  of 
mounting.   The  structure  of  the  crystalline  lens  in  fish  is  best 
seen  after  the  lens  itself  has  been  hardened  either  by  drying, 
by  boiling,  or  by  long  maceration  in  spirit;    after  having 
peeled  off  the  outside,  the  more  dense  interior  will  be  found 
to  split  up  into  concentric  laminae,  and  each  lamina  ^ill  also 
be  found  to  be  composed  of  an  aggregation  of  toothed  fibres ; 
these  are  best  seen  when  mounted  in  fluid,  but  if  dyed,  they 
will  show   very  well  in  balsam.      The  pigment  is  easily 
obtained  by  opening  a  fresh  eye  imder  water,  it  may  then  be 
detached  as  a  separate  layer,  and  portions  of  it  floated  on 
glasses  to  dry,  after  which  they  may  be  mounted  in  balsam. 
The  ciliary  processes  are  best  seen  when  injected :  they  should 
be  mounted  in  a  convenient  form  of  cell,  with  fluid,  and 
viewed  as  opaque   objects,  with  a  power  from  thirty  to 
forty  diameters.     The  retina  should  be  examined  in  a  very 
fresh  eye  between  glasses,  and  a  little  serum  or  aqueous 
humour  added,  to  allow  the  parts  to  be  well  displayed;   but 
water  must  be  avoided,  as  the  nervous  matter  will  be  foimd  to 
be  considerably  altered  by  it ;  the  membrane  of  Jacob  will 
also  require  the  same  precautions  to  be  adopted,  but  the 
vascular  layer  of  the  retina,  when  injected,  may  be  well  seen 
after  having  been  dried.     The  following  list  will  give  the 
names  of  a  few  of  the  eyes  from  which  the  moat  striking  speci* 
mens  may  be  obtained : — 


iry  processes. 

Crystalline  Lent 

r.        Pigment, 

Retina, 

Cat, 

Cod, 

Eel, 

Eel, 

Dog, 

Eel, 

Frog, 

Frog, 

Horse, 

Herring, 

Horse, 

Horse, 

Ox, 

Gold-fish, 

Man, 

Ox, 

Seal, 

Sole, 

Ox, 

Rabbit, 

Tiger. 

Turbot. 

Sheep. 

Sheep. 
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Muscular  Fibre. — ^The  mode  of  preparing  this  highly  in- 
teresting tissue  has  abeady  been  given  at  page  36O5  it  only 
remains  in  this  place  to  add  a  list  of  the  animals  from  which 
the  most  instructive  preparations  may  be  procured.  The 
capillary  vessels  of  muscle^  as  stated  at  page  360^  may  be  seen 
in  the  thin  muscles  of  the  eyes  of  birds  and  small  mammalia^ 
but  they  are  best  studied  after  injection : — 

Blow-fly,  Cod,  Fowl, 

Cricket,  Eel,  Ostrich, 

Dyticus,  Salmon,  Swallow, 

Lobster,  Skate,  Napu  Mask  Deer, 

Shrimp,  Frog,  Elephant, 

Oyster,  Newt,  Man, 

Snail,  Siren,  Pig, 

Terebratula,  Snake,  Whale. 

The  above  list  includes  only  muscular  fibres  of  the  striped 
kind,  or  what  are  termed  voluntary,  in  contradistinction  to 
others  which  are  unstriped  or  involuntary;  amongst  the  latter 
class,  however,  are  generally  mentioned  the  fibres  of  the 
heart  of  different  animals;  although  these  have  transverse 
striffi,  the  organ  itself,  nevertheless,  is  an  involuntary  one. 
The  muscular  coat  of  the  entire  alimentary  canal,  with  the 
exception  of  the  upper  part  of  the  aesophagus,  is  wholly  sup- 
plied with  involuntary  fibres,  and  from  any  part  of  the  tract 
specimens  may  be  taken.  The  fibres,  with  the  exceptions 
above  noticed,  difier  from  those  of  voluntary  muscle,  in  being 
much  smaller,  and  also  in  the  absence  of  strise.  The  subjoined 
list  will  give  the  localities  of  both  kinds : — 

iEsophagus,  upper  part,  Ileum, 

middle,  Csecum, 

cardiac  end.  Rectum, 

Stomach,  great  end.  Heart,  Human, 

pylorus,  Ox, 

Duodenum,  Turtle. 

Nearly  allied  to  involuntary  muscular  fibre,  is  a  fibrous 
tissue  termed  the  yellow  or  elastic ;  this  is  oflen  found  in 
connection  with  another  finer  and  less  elastic,  and  called,  from 
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its  colour,  the  white  fibrous  tissue ;  a  mixture  of  the  two  is 
known  to  anatomists  as  the  areolar  tissue,  and  is  largeljr  iiaed 
in  the  animal  economy ;  it  forms  a  support  for  all  the  vesselsy 
nerves,  and  muscles,  from  either  of  which  it  may  be  easily 
procured;  the  yellow  tissue  is  found  nearly  in  an  isolated 
condition  in  the  ligamentum  nuchse  of  the  necks  of  some 
animals,  especially  those  of  the  ruminating  tribe ;  it  also  enters 
largely  into  the  formation  of  the  intervertebral  discs;  a 
portion  of  the  ligament  from  the  neck  of  the  sheep  or  calf, 
even  after  boiling,  will  exhibit  the  elastic  fibres  exceedingly 
well ;  they  are  of  nearly  uniform  size,  generally  curled  at 
their  extremities,  and  of  a  yellowish  colour.  The  following 
animals  will  show  both  these  tissues  to  the  best  advantage : — 

Areolar  tissue.  Yellow  Elastic  tissue. 

Cat,  Lig.  nucbae  of  Giraffe, 

Dog,  Ox, 

Man,  Sheep, 

Rabbit,  Rings  of  trachea,  Man, 

Sbeep,  Elastic  coat  of  arteries. 

The  elastic  coat  of  arteries  is  composed  of  a  tissue  very 
like  the  yellow  fibrous  above  described ;  it  may  be  very  easily 
procured  if  an  artery  be  cut  across  transversely,  and  the  cen- 
tral or  thickest  part  selected  and  separated  into  as  fine  fibres 
as  possible  by  means  of  the  needle-points.  If  any  of  the  above 
tissues  are  required  to  be  kept,  they  should  be  mounted  in 
fluid;  the  spirit  and  water,  or  the  creosote  liquid,  will  be  found 
to  be  the  most  useful  for  the  purpose. 

Mucous  Membrane. — Continuous  with  the  skin,  or  outer 
tegument  of  the  body,  is  the  membrane  termed  mucous,  which 
forms  the  investment  of  all  the  internal  parts,  as  the  skin 
does  of  all  the  external,  and  is  even  continued  through  the 
ducts  of  all  glands,  however  complicated,  that  open  upon  any 
part  of  the  surface.  This  membrane  has  two  surfaces,  one 
free  and  superficial,  the  other  attached  or  parenchymal;  the 
former  is  covered  with  a  layer  of  particles  or  cells  termed 
epitheliumy  which,  according  to  their  situation,  and  to  the 
office  they  perform,  are  divided  into  three  varieties,  the  scaly, 
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iiie  prismatic,  and  the  spheroidal ;  of  these,  the  last  two  kinds 
are  sometimes  provided  with  vibratile  cilia;  the  latter,  or 
under  surface,  is  supported  upon  a  submucous  areolar  tissue, 
in  which  both  the  blood-vessels  and  nerves  ramify,  but  do  not 
in  any  case  enter  the  mucous  membrane.  Of  all  the  valuable 
discoveries  made  by  the  microscope  in  minute  anatomy,  none 
can  equal  in  importance  that  by  which  a  true  knowledge 
of  the  structure  of  the  mucous  membranes  has  been  obtained, 
for  these  very  important  results  we  are  mainly  indebted  to  the 
labours  of  Henle  and  Bowman;  the  latter  gentleman  has 
divided  them  into  two  parts,  viz.,  the  basement  membrane  and 
epithelium ;  the  name  of  basement  membrane  has  been  given 
to  the  tissue  upon  which  the  epithelium  rests,  and  which 
forms  the  basis  of  the  strength  and  cohesive  power  that 
mucous  membrane  possesses;  in  itself  it  is  structureless,  but 
of  various  degrees  of  thickness  in  different  parts,  and  either 
it  or  the  epithelium  is  always  present  where  mucous  mem- 
brane may  be  said  to  exist.  When  the  skin  is  compared 
accurately  with  mucous  tissue,  they  will  both  be  found  to  be 
parts  of  one  expanded  membrane,  with  certain  modifications, 
according  to  the  office  which  each  is  destined  to  perform ;  the 
epithelium  of  skin  is  the  cuticle  or  epidermis,  but  the  base- 
ment membrane,  though  present,  is  not  easily  shown,  except 
where  the  surface  is  raised  into  papillae.  The  mucous 
membrane,  and  its  three  kinds  of  epithelium,  form  by  far  the 
largest  proportion  of  the  preparations  which  the  anatomist 
will  find  necessary  to  examine,  and  the  same,  when  its 
capillary  system  is  injected,  becomes  one  of  the  most  beautiful 
of  any  of  the  classes  of  microscopic  objects. 

The  Epithelium,  as  has  been  already  stated,  consists  of  three 
varieties,  viz.,  the  scaly,  the  prismatic,  and  the  spheroidaL 
The  first  kind  is  seen  most  largely  developed  in  the  skin, 
where  it  forms  the  cuticular  layer ;  detached  scales  may  be 
obtained  from  the  inner  side  of  the  mouth,  or  viewed  in 
situ  on  the  transparent  web  of  the  frog's  foot ;  and  the  entire 
structure  of  horns,  hairs,  hoofs,  feathers,  and  other  cuticular 
appendages  is  made  up  of  it.  The  prismatic,  or,  according 
to  Dr.   Todd,   the  columnar,  is  abundant  throughout  the 
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stomach  and  intestines,  and  even  the  lungs;  each  prism  is 
attached  end-wavs  to  the  basement  membrane,  and  is  united 
to  its  fellows  by  the  sides,  so  that  they  form  a  single  layer, 
the  thickness  of  which  depends  upon  the  length  of  each  prism; 
the  attached  extremity  is  generally  pointed,  the  free  one  wide 
and  flat ;  this  latter,  in  some  parts,  is  provided  with  vibratile 
cilia ;  the  best  situation  for  the  examination  of  these  is  the 
villous  surface  of  the  small  intestine  of  animals ;  if  the  ciliary 
movement  is  desired  to  be  viewed,  the  upper  and  back  part  of 
the  Schneiderian  membrane,  or  some  portion  of  the  respira- 
tory tract,  may  be  selected,  as  in  these  spots  the  prisms  are 
clothed  with  cilia,  and  may  be  observed  in  rapid  movement 
some  little  time  even  after  the  death  of  the  animal  The  third 
variety,  or  spheroidal,  is  to  be  met  with  in  all  glandular 
structures ;  and  so  constant  is  its  presence  in  them,  that  the 
name  of  glandular  has  often  been  applied  to  it.  The  parts  in 
which  it  may  be  readily  examined  are  the  tubes  of  the  stomach 
and  kidney ;  the  secreting  structure  of  the  liver  is  also  made 
up  of  it.  In  the  two  former  situations,  the  basement  mem- 
brane, upon  which  the  epithelium  rests,  can  be  very  well  seen; 
but  in  the  liver,  where  the  cells  are  most  abundant,  it  cannot 
be  detected. 

The  movement  of  the  cilia  was  known  to  the  old  microsco- 
pists,  even  as  far  back  as  the  days  of  Leeuwenhoek,  and  from 
that  time  up  to  the  present  has  always  been  viewed  with 
wonder  and  amazement;  it  was  first  discovered  in  the 
infusoria,  and  afterwards  in  some  of  the  small  molluscous 
animals ;  in  more  modem  times  it  has  been  detected  in  all  the 
higher  classes,  up  to  man  himself.  Those  who  would  wish  to 
obtain  accurate  information  upon  the  subject  of  cilia,  should^ 
consult  the  articles  "  Cilia"  and  **  Mucous  Membrane,"  in  the 
CydoptBdia  of  Anatomy  and  Physiology. 

Method  of  Vietoing  the  Ciliary  Movement, — ^If  the  roof  of  the 
mouth  of  a  living  frog  be  scraped  with  the  end  of  a  scalpel, 
and  the  detached  mucous  matter  placed  on  a  glass  slide,  and 
examined  with  a  power  of  two  hundred  diameters,  the  ciliated 
epithelium  cells  may  be  well  seen ;  when  a  number  of  these 
are  collected  together,  the  movement  is  effected  with  apparent 


CLASSIFICATION  OF  ANIMAL  PREPARATIONS.  441 

regularity ;  but  in  detached  scales,  it  is  often  so  violent,  that 
the  scale  itself  is  whirled  about  in  a  similar  manner  to  an 
animalcule  provided  with  a  locomotive  apparatus  of  the  same 
description,  and  has  frequently  been  mistaken  for  such.  The 
animals  more  commonly  employed  for  the  examination  of  the 
cilia  are  the  oyster  and  the  mussel,  but  the  latter  is  generally 
preferred.  To  exhibit  the  movement  to  the  best  advantage, 
the  following  method  must  be  adopted : — Open  carefully  the 
shells  of  one  of  these  moUusks,  spilling  as  little  as  possible  of 
the  contained  fluid ;  then,  with  a  pair  of  fine  scissors,  remove 
a  small  portion  of  one  of  the  gills  (branchiae),  lay  this  on  a 
slide  or  the  tablet  of  an  animalcule  cage,  and  add  to  it  a  drop 
or  two  of  the  fluid  from  the  shell,  and,  by  means!  of  the 
needle-points,  separate  the  filaments  one  from  the  other,  cover 
it  lightly  with  a  thin  piece  of  glass,  and  it  is  ready  for  exami- 
nation. The  cilia  may  then  be  seen  in  several  rows  beating 
and  lashing  the  water,  and  producing  an  infinity  of  currents 
in  it.  If  fresh  water,  instead  of  that  from  the  sheU,  be  added, 
the  movement  will  speedily  stop,  hence  the  necessity  of  the 
caution  of  preserving  the  liquid  contained  in  the  shell.  To 
observe  the  action  of  any  one  of  the  cilia,  and  its  form  and  struc- 
ture, some  hours  should  be  allowed  to  elapse  after  the  prepara- 
tion of  the  filaments  above  given,  the  movement  then  will  have 
become  sluggish ;  if  a  power  of  four  hundred  linear  be  used, 
and  that  part  of  the  cilia  attached  to  the  epithelium  scale 
carefully  watched,  each  one  will  be  found  to  revolve  a  quarter 
of  a  circle,  whereby  a  "feathering  movement"  is  effected,* 
and  a  current  in  one  direction  constantly  produced.  In  the 
higher  animals,  the  action  of  the  cilia  can  only  be  observed  a 
short  time  after  death.  In  a  nasal  polypus,  when  situated  at 
the  upper  and  back  part  of  the  Schneiderian  membrane,  the 
cilia  may  be  beautifully  seen  in  rapid  action  some  few  hours 
after  its  removal;  but  in  the  respiratory  and  other  tracts 
where  ciliated  epithelium  is  found,  it  would  be  almost 
impossible  ever  to  see  it  in  action,  unless  the  body  were 
opened  immediately  after  death.     In  some  animals,  it  may  be 

•  See   a  paper   by  the   author,  in   vol.  ii.  of    Traruactions    of  the 
Microscopical  Society. 
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seen  in  the  interior  of  the  kidney,  as  was  first  discovered  by 
Mr.  Bowman,  in  the  expanded  extremity  of  a  tabule 
surrounding  the  plexus  of  blood-vessels  forming  the  so-called 
Malpighian  body ;  in  order  to  exhibit  the  ciliary  action,  the 
kidney  is  to  have  a  few  very  thin  slices  cut  from  it,  and  these 
are  to  be  moistened  with  the  serum  of  the  blood  of  the  same 
animal,  the  vascular  and  secreting  portions  of  the  organ  may 
then  be  seen  with  a  power  of  two  hundred  diameters,  and  also 
the  cilia  in  the  expanded  extremity  of  each  tube,  as  it  passes 
over  to  surround  the  vessels;  the  epithelium  of  the  tubes 
themselves  is  of  the  spheroidal  or  glandular  character.  Since 
Mr.  Bowman's  discovery,  the  phenomenon  has  been  witnessed 
in  other  animals  in  the  same  situation. 

The  Basement  Membrane^  as  before  described,  is  structure- 
less, and  not  supplied  in  any  way  with  vessels ;  the  best  places 
for  viewing  it  are  the  tubes  of  the  kidney  and  stomach, 
and  the  villi  of  the  small  intestine ;  in  the  skin  and  other 
smooth  surfaces,  its  presence  cannot  be  so  satisfactorily  made 
out.  The  examination  of  mucous  surfaces  and  glands, 
although  conducted  with  great  care  by  some  of  the  earliest 
microscopists,  did  not  much  advance  the  knowledge  of  their 
minute  structure,  as  the  instruments  employed  for  die  purpose 
were  not  suited  for  very  accurate  or  minute  investigation. 
The  principal  point  arrived  at  by  them  was  the  arrangement 
of  the  capillaries,  and  as  long  ago  as  1736  the  art  of  injecting 
the  minute  blood-vessels,  which  was  discovered  by  De  Graaf, 
in  the  year  1688,  had  been  brought  to  such  a  high  state  of 
perfection  by  Buysch  and  Lieberkuhn,  that  the  fame  of 
their  productions  already  extended  throughout  Europe ;  but 
however  much  anatomists  had  made  out  by  rough  dissection 
and  maceration,  it  might  be  said  with  truth,  that  nothing 
beyond  the  arrangement  of  the  vessels  was  satisfactorily 
known  until  the  time  of  Boehm,  Boyd,  and  Henle ;  to  the 
latter  distinguished  anatomist  we  are  chiefly  indebted  for  our 
knowledge  of  the  structure  known  as  epithelium.  By  new 
modes  of  examination  and  dissection,  as  well  as  by  submitting 
very  thin  vertical  and  other  sections  to  the  high  powers  of  the 
uchroniatic  compound  microscope,  has  our  present  accurate 
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understanding  of  the  structure  of  mucous  membranes  and 
glands  been  obtained.  The  methods  to  be  adopted  for  the 
examination  of  mucous  membranes  in  general  by  the  micro- 
scope ^ill  here  be  given. 

Method  of  JExamininff  ttte  Surface  of  Mucous  Membranes. — 
Supposing,  for  example^  the  specimen  to  be  examined  be  a 
portion  of  the  mucous  membrane  of  the  stomach  of  an  animal 
recently  killed,  the  surface  will  be  found  to  be  covered  over 
by  a  thick  layer  of  more  or  less  viscid  mucus ;  this  should  be 
got  rid  of  by  as  gentle  means  as  possible ;  the  best  plan,  on 
the  whole,  perhaps,  is  that  of  allowing  a  small  stream  of  water 
to  flow  on  it ;  or,  if  the  specimen  be  small,  it  may  be  pinned 
out  upon  one  of  the  loaded  corks  described  at  page  350,  and 
well  washed  by  means  of  the  small  syringe  also  described  at 
page  351 ;  if  the  epithelium  be  required  for  examination,  a 
small  portion  of  it  may  be  detached  from  the  surface  by  a 
scalpel,  placed  on  a  glass  slide,  and  viewed  as  a  transparent 
object  with  a  power  of  two  hundred  diameters.  But  if  the 
mucous  membrane  itself  be  required  to  be  examined,  it  should 
be  done  under  water,  the  specimen  being  pinned  out  on  a 
loaded  cork,  and  placed  in  a  tin  trough  with  a  sufficient 
quantity  of  that  fluid  to  cover  its  entire  surface ;  if  necessary, 
the  light  of  an  argand  lamp  may  be  condensed  upon  it ;  the 
microscope  to  be  employed  for  the  examination  may  be  one  of 
the  kinds  shown  by  figs.  32  and  37 ;  and  if  the  trough  be  too 
large  to  be  admitted  upon  the  stage  of  an  ordinary  compound 
instrument,  that  represented  by  fig.  237  will  be  found  the 
most  convenient ;  this  method  of  examination  will  answer  for 
specimens  either  injected  or  not,  and  should  be  the  one  first 
adopted.  In  order  to  obtain  a  correct  idea  of  the  external 
surface,  sections,  both  horizontal  and  vertical,  should  after- 
wards be  taken  and  submitted  to  high  powers,  and  when  the 
membrane  cannot  be  well  cut  into  thin  slices,  it  may  be 
separated  by  the  needles,  or  by  moderate  pressure  in  the 
compressorium.  The  plan  of  separation  by  needles  will 
succeed  very  well  when  the  tubular  portion  of  the  stomach  is 
very  thick,  as  in  the  case  of  the  porpoise ;  many  tubes  may 
then  be  detached  that  could  not  have  been  so  easily  separated 
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by  thin  sections  made  with  the  scalpeL     The  above  described 
method  of  examining  a  mucous  membrane,  although  applied 
to  the  stomach,  will  be  found  to  answer  equally  well  for  that 
of  all  other  parts,  not  only  of  the  alimentary  canal,  but  all 
tracts  except  those  in  which  the  epithelium  is  so  abundant,  as 
to  form  a  perfect  layer  of  cuticle ;  in  all  these  latter  cases,  it 
must  be  needless  to  mention,  that  in  order  to  examine  the 
mucous  surface,  the  layer  of  cuticle  must  have  first   been 
removed;    this  cannot  often  be    done  in  the  fresh   state, 
the  operation  of  maceration  must  then  be  had  recourse  to  for 
the  purpose.     If  the  suriace  be  villous,  and  have  been  kept 
in  spirit  for  some  time,  it  should  be  pinned  out  and  well 
washed,  either  by  a  stream  of  water,  allowed  to  run  on  it,  or 
by  a  syringe ;  if  the  preparation  be  then  allowed  to  remain  in 
water  for  a  short  time,  all  the  villi  will  float  up,  and  their 
shape  be  ascertained.     In  modem  times  the  art  of  injection, 
which,  in  this  country,  had  for  a  long  period  been  neglected, 
began  to  be  again  revived,   with  the  employment   of   the 
achromatic  microscope ;    and,  by  its  agency,  within  the  last 
few  years,  numerous  most  interesting  discoveries  have  been 
made,  especially  since  the  invention  of  thin  glass,  and  the 
mounting  of  objects  in  cells  as  first  practised  by  Mr.  Groadby, 
have  been  adopted.    The  different  methods  of  injecting  will 
be  given  in  a  subsequent  work,  in  this  place  it  will  be  merely 
necessary  to  enumerate  some  of  the  objects  of  the  greatest 
interest  that  may  be  selected  from  the  mucous  membranes^ 
either  injected  or  not,  that  may  serve  as  a  guide  to  the  under- 
standing of  the  different  elements  of  which  it  is  composed 
In  addition  to  the  names  of  preparers  of  microscopic  objects 
mentioned  at  page  399,  the  author  would  beg  here  to  intro- 
duce that  of  Mr.  Hett,  of  No.  24,  Bridge  Street,  Southwark, 
whose    preparations   in    this    department  are  so  well  and 
deservedly  known. 

Epithelium.  Scaly — Mesentery,  Mouse, 

Scaly — Skin  of  Newt,  —     Mouth,  Human, 

—  Web  of  Frog's  foot,  —     Cuticle, 

—  Mesentery,  Rabbit,  —     Cornea  of  eye. 
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epithelium. 

Sudoriferous  duct,  Man, 

Prismatic— Villi  of  small  intestine. 

Tubuli  of  Testis,  Guinea-pig. 

Gall  bladder. 

Septum  nasi, 

Ciliated  Epithelium. 

Spheroidal — Tubuli  of  Kidney,  Dog, 

Frog's  mouth. 

Man, 

Infusoria — Leucophrys, 

Stomach,  Dog, 

Rotifer, 

Porpoise, 

Polyps, 

Liver,  Man, 

BranchisB — Oyster, 

Pig, 

Mussel, 

Back  part  of  Nose, 

Basement  Membrane, 

Bronchial  tubes. 

Tubuli  of  Stomach, 

Dog, 

Ventricles  of  Brain, 

Porpoise, 

TubuK  of  Kidnev. 

Mucous  Membrane, 

GaU'bhdder. 

Mouse, 

Human, 

Bear, 

Newt, 

Otter, 

Cat, 

Osprey, 

Porpoise, 

Human, 

Ostrich, 

Rabbit, 

Kangaroo, 

Pheasant, 

Rat, 

Ox, 

Pig. 

Sheep. 

Sheep. 

Pigeon, 

Rabbit, 

Lung. 

Intestine. 

Rat, 

Adder, 

Alligator, 

Rhinoceros, 

Boa  Constrictor, 

Adder, 

Rook, 

Baboon, 

AdjutAnt^ 

Sheep, 

Bear, 

Boa  Constrictor, 

Snake, 

Cat, 

Cassowary, 

Toad, 

Dog, 

Cat, 

Tortoise, 

Dolphin, 

Cod, 

Turtle. 

Duck, 

Crocodile, 

Eel, 

Dog, 

Kidney. 

Fowl  (domestic), 

Duck, 

Alligator, 

Frog, 

Eel, 

Bear, 

€rolden  Eagle, 

Fowl  (domestic), 

Boa  Constrictor,             Guinea-pig, 

Frog, 

Cassowary, 

Hedge-hog, 

Goose, 

Cat, 

Horse, 

Guinea-pig, 

Dog, 

Human,  adult. 

Hedge-hog, 

Dolphin, 

fcetal. 

Horse, 

Fowl, 

Ichneumon, 

Human, 

Frog, 

Kangaroo, 

foetal, 

Hedge-hog, 

Kitten, 

Lizard, 

Horse, 

Mouse, 

t 
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Monkey, 

Pheasant, 

Ostrich, 

Pigeon, 

Puppy, 

Rabbit, 

Saknon, 

Sheep, 

Toad, 

Tortoise, 

Turtle. 

Liver. 
Boa-Constrictor, 
Cat, 

Eel, 
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Fowl, 

Frog, 

Guinea-pig, 

Osprey, 

Porpoise, 

Rabbit, 

Rat, 

Sheep, 

Wolf-fish. 

Oviduct 
Frog, 
Fowl  (domeatic). 


Siofnaek, 
Boa  Constrictor, 
Cat, 
I>og, 
Eel, 
Frog, 

Guinea-pig, 
Hedge-hog, 
Hunuui,  adnlt, 

foetal, 

Newt, 


Snake, 

Toad, 
Tortoise. 


Rat, 

Sheep, 
Snake, 
Tortoise. 


Since  the  discovery  of  epithelium  upon  mucous  membranes, 
the  same  thing  has  been  found  upon  serous  and  synovial 
membranes,  which  are  supposed  now  to  be  only  peculiar 
modifications  of  the  former ;  the  layer  is  a  single  one,  and  is 
best  seen  in  the  mesentery  of  small  animals,  and  in  the 
synovial  frmges  of  joints.  These  synovial  fringes,  when 
injected,  are  remarkably  beautiful  objects;  by  some  persons 
they  have  been  looked  on  as  small  masses  of  fat,  but  on 
microscopic  examination,  the  notion  of  their  being  of  a 
glandular  nature,  as  was  described  by  some  of  the  older 
anatomists,  will  be  found  to  be  correct.  To  examine  the 
epithelium  from  these  parts,  the  mesentery  of  a  small  animal, 
such  as  a  mouse,  guinea-pig,  or  rabbit,  should  be  taken  as 
soon  after  death  as  possible ;  the  epithelium  may  be  best  seen 
on  the  parts  that  are  slightly  folded,  with  a  power  of  two 
hundred  diameters. 

In  addition  to  the  membranes  last  described,  the  arrange- 
ment of  the  capillaries  in  certain  of  the  elementary  tissues 
will  also  form  very  beautiful  objects  for  examination.  The 
following  is  a  list  of  the  most  important : — 

Areolar  Tissue,  Human,  Areolar  Tissue,  Fowl, 

Horse,  Ostrich, 

—  Rat,  I'^rog, 
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Muscle,  Frog, 

Pig, 

Humim, 

Musk-deer, 

Mouse, 

Newt, 

Snake, 

Pigeon, 

Tendon,  Cat, 

Frog, 

Ostrich, 

Pigeon, 

Snake, 

Human, 

Cartilage  Auricle,  Human, 

Rabbit, 

Cartilage  Rib,  Human,  adult, 

fcetal. 

Cartilage  Articular,  Human, 

Kg, 

Calf, 

Periosteum,  Human, 

Kg, 

Bone,  Calf, 

Lamb, 

Sucking-pig, 

Pulp  of  Tooth,  Hunum, 

■  ■     •         Kitten, 

Pig, 

Calf, 

Enamel  Membrane,  Fig, 


Enamel  Membrane,  Human, 
Adipose  Tissue,  Cat, 

Dog, 

Human,  adult, 

foetal. 


Nerve,  Human, 

Kg, 

Kitten, 

Nervous  matter, 


Rook, 
Pigeon, 


white.  Human, 

Kitten, 

grey.  Human, 
Kitten, 


Eye  (Choroid),  Cat, 

Eel, 

Fowl, 

Human, 

Ostrich, 

Sheep, 

—  Postr.  Capsule  of  Lens,  Kitten, 

Pig, 

^      f «PP>', 

—  Membrana  PnpiUaria,  Kitten, 

■  Human  foetus, 
Puppy, 


—  Cornea, 


Cat, 

Dog, 

Kitten. 


Objects  for  Polarized  Light — ^The  application  of  the  polar- 
izing apparatus  to  the  compound  microscope  was  first  made 
by  Henry  Fox  Talbot,  Esq.,  since  which  it  has  been  much 
employed  by  Sir  David  Brewster,  Sir  John  Herschell,  and 
other  great  authorities ;  and  as  it  now  forms  so  important  an 
instrument  for  the  determination  of  the  8%htest  differences 
of  density  in  the  most  delicate  structures,  its  use  to  the 
anatomist  and  chemist  is  indispensable ;  but  for  those  who  may 
only  wish  to  know  the  kinds  of  objects  that  show  the  richest 
tints  of  colour  when  viewed  by  polarized  light,  the  follow- 
ing is  a  list  of  such  as  are  usually  sold  by  the  preparers  of 
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microscopic  objects  for  this  purpose.  Many  of  the  subjects 
contained  therein,  it  will  be  noticed,  have  already  been  given 
under  different  heads ;  but,  notwithstanding  this,  it  has  been 
deemed  the  best  plan  to  repeat  them,  that  they  may  all  be 
arranged  as  objects  for  the  polarizing  microscope.  They  are 
here,  however,  for  the  sake  of  convenience,  divided  into  three 
classes,  viz.,  the  animal,  vegetable,  and  mineral : — 


Animal 
Bone  of  Cuttle-fish, 
Fibres  of  Sponge, 
Hoof  of  Ass, 

Camel, 

Horse, 

Ox, 

Sheep, 

Horn  of  African  Rhinoceros, 

transverse  section, 

vertical  section, 

Indian  Rhinoceros, 

Antelope, 

Ox, 

Sheep, 

Quill  of  Porcupine, 

Echidna, 

Condor, 

Tendon,  Human, 

Ostrich, 

Grey  Human  Hair, 
Raw  Silk, 

Scale  of  Eel, 

Sole, 

Skin,  Elephant, 

-  Crocodile, 

-  Human, 

-  Rhinoceros, 
Spicules  of  Gorgonia, 
Whalebone, 
Palate  of  Whelk, 

Limpet, 

Nassa, 

Paludina, 

Cyclostoma, 


Wing  cases  of  Beetles,  Animal 

matter  of. 

VegeUdtle. 
Starch,  Potato, 
— -^—    Arrowroot, 

Custard-powder, 

Indian-corn, 

Tons  les  Mois, 

Gun-cotton, 

Hairs  from  Leaf  of  Deutzia, 

Elseagnus, 

Olive, 

Raw  Cotton, 

-  Flax, 

l^iliceous  Cuticle  Bamboo, 
Equisetum, 

Rice, 

Wheat 

Mineral, 
Agate, 

Brighton  Pebble, 
Crystals  of  Acetate  of  Copper, 

Bichromate  of  Potash, 

Borax, 

Boracic  Acid, 

Borate  of  Ammonia, 

Borax  &  Phosphoric  Acid, 

Carbonate  of  Lime, 

Chromatc  of  Potash, 

Chlorate  of  Potash, 

Cholesterine, 

Citric  Acid, 

Epsom  Salts, 
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Crystals  of  Marexide, 

Crystals  of  Sulphate  of  Nickel, 

Oxalate  of  Ammonia, 

Tartrate  of  Lime, 

Chromium, 

Triple  Phosphate, 

Lime, 

Uric  Add, 

Soda, 

Aragonite, 

Nitrate  of  Ammonia, 

Asbestos, 

Avanturine, 

Lead, 

Granite, 

Potash, 

Marble, 

Soda, 

Kaphides  Hyacinth, 

Oxalic  Acid, 

Onion, 

Phosphate  of  Soda, 

Rhubarb, 

Satin  Spar, 

Sea-sand, 

Sugar, 

Tremolite, 

of  Milk, 

Wavelite, 

Sulphate  of  Cadmium, 

Zeolite, 

Copper, 

Selenite  of  different  thicknesses. 

Magnesia, 

Salidne. 

Selenite. — As  before  stated,  at  page  240,  laminse  of  this 
mineral,  or  of  mica,  will  be  required  of  different  thicknesses ; 
these  may  readily  be  split  off  from  a  large  crystal  by  a  pen- 
knife or  other  sharp  instrument;  for  the  purpose  of  being 
used,  the  laminae  should  be  placed  between  two  plates  of  thin 
glass,  either  with  or  without  Canada  balsam.  A  piece  of 
plate-glass,  three  or  more  inches  long,  and  an  inch-and-a-half 
wide,  with  a  raised  edge,  and  having  a  thin  lamina  of  selenite 
cemented  upon  it,  and  covered  by  a  piece  of  thin  glass  with 
Canada  balsam,  is  employed  by  some  persons  as  a  selenite 
stage,  and  upon  this  the  object  that  is  intended  to  be  examined 
is  placed. 

Crystals  of  Salts. — These  may  be  easily  prepared  by  crys- 
tallizing slowly  a  boiling  saturated  solution  of  the  salt  upon  a 
cold  glass  slide ;  the  crystallization  can  be  effected  very  rapidly 
by  warming  the  under  surface  of  the  glass  over  a  lamp.  To 
get  the  finest  crystals,  the  more  slowly  the  solution  is  allowed 
to  evaporate  the  better;  the  unciystallizable  part,  or  mother- 
liquor,  as  it  is  termed,  should  be  removed  either  with  blotting- 
paper  or  a  glass  tube.  Several  specimens  of  each  sort  should 
be  crystallized  on  slides,  and  those  selected  that  show  best; 
the  others  may  easily  be  cleaned  off.  If  any  of  the  specimens 
29 
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are  required  to  be  kept,  they  should  be  mounted  either  in  the 
dry  way  or  in  Canada  balsam ;  in  order  to  preserve  them  from 
being  injured  by  the  pressure  of  the  cover,  a  cell  of  paper, 
cardboard,  or  glass,  should  be  placed  round  them,  and  the 
cover  cemented,  as  before  described,  at  page  313.     According 
to  Mr.  Fox  Talbot,  a  solution  of  sulphate  of  copper,  to  which 
a  small  portion  of  nitric  ether  has  been  added,  will  crystallize 
in  the  form  of  rhomboids ;  these,  when  viewed  under  polarized 
light,  resemble  brilliant  rubies,  emeralds,  and  other  gems; 
according  to  the  same  gentleman,  the  oxalate  of  chromium 
and  potash,  dissolved  in  water,  and  rapidly  crystallized,  is  a 
splendid  object.     Sir  David  Brewster  recommends  the  Faro 
Apophyllite,  when  the  prisms  are  complete,  as  exhibiting 
most  gorgeous  colours.     If  it  be  wished  to  examine   the 
crystals  of  any  salts  during  their  formation,  the  crystallization 
should  be  carried  on  in  a  glass  that  is  slightly  concave ;  one 
of  the  cells  represented  by  figs.  178-9  will  be  found  to  answer 
the  purpose,  but  the  best  apparatus  of  all  will  be  the  small 
concave  discs  of  glass  about  a  quarte]M)f-an-inch  in  diameter, 
three  or  more  of  which,  set  in  a  frame  of  metal,  were  generally 
supplied  with  all  the  old  microscopes,  and  were  employed  for 
contidning  infusoria,  as  well  as  for  viewing  the  crystallization 
of  salts.    All  those  crystals  that  are  so  thin  as  not  to  appear 
light,  or  to  exhibit  colours  when  the  field  of  view  is  made 
dark  by  the  position  of  the  prisms,  may  have  colour  given 
them  when  placed  upon  the  selenite  stage  or  when  a  film  of 
the  same  material  is  laid  under  them.     Many  organic  sub- 
stances also,  though  they  do  to  a  certain  extent  appear 
luminous  upon  a  dark  ground,  may  be  made  to  exhibit  colours 
when  placed  over  selenite.    If  colour  only  be  required  to  be 
shown  by  any  given  object,  a  double  image  prism  placed 
over  the  eyepiece  will  be  found  the  best  to  be  adopted, 
as  then  any  preparation,  whatever  its  structure,  will  exhibit 
the  effects  of  polarized  light.     The  plan  of  preparing  the 
sections  of  whalebone,  horns,  hoofs,  hairs,  &c,  has  already 
been  given  at  page  341 ;  and  at  page  333,  the  best  method  of 
procuring  the  siliceous  skeletons  of  grasses ;   whilst  at  page 
400,  the  names  of  the  finest  specimens  to  select  for  the  pur- 
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pose  are  mentioned.  So  little  being  yet  known  as  to  what 
e£fect  is  produced  by  polarized  light  upon  many  of  the  most 
delicate  oi^ganic  structures,  it  should  be  laid  down  as  a  rule 
that  every  new  variety  of  tissue  be  submitted  to  its  action, 
and  doubtless  many  important  results  would  follow. 

CurrerUs  m  Fluids  observed  during  their  Uvaparation. — Mr. 
Varley,  in  the  fiftieth  volume  of  the  Transactions  of  the  Society 
ofArtSy  first  introduced  a  series  of  experiments  on  this  subject 
to  the  attention  of  microscopists.  The  plan  recommended  is  as 
fdlows : — Take  an  animalcule  cage  of  moderate  size,  and  upon 
the  tablet  place  a  drop  of  turpentine  or  spirits  of  wine,  &c., 
then  slide  over  it  the  thin  glass  cover,  but  do  not  compress 
the  fiuid  very  much;  the  microscope  being  placed  in  the 
vertical  position,  and  provided  with  a  magnifying  power  from 
forty  to  one  hundred  diameters,  the  contents  of  the  cage  are 
to  be  examined  in  the  same  way  as  if  animalcules  were 
contained  in  it;  as  the  evaporation  of  either  of  these  fluids 
takes  place,  numerous  currents  and  vortices  will  be  seen, 
especially  if  a  small  quantity  of  finely  powdered  coal  be 
ground  into  them ;  the  particles  of  coal  being  very  Ught,  are 
held  in  suspension  whilst  the  evaporation  is  going  on,  and  by 
the  currents  are  whirled  about  in  different  directions.  The 
following  fluids  Mr.Varley  has  given  as  tiie  best  for  the  illus- 
tration of  the  currents : — 

''  1.  A  drop  of  spirit  of  wine,  or  of  naptha,  exhibits  two, 
three,  or  four  vortices  or  centres  of  circulation,  according  to 
the  size  of  the  drop ;  and  if  these  vortices  are  viewed  laterally, 
the  lines  of  particles  will  be  seen  forming  oblique  curves  from 
top  to  bottom  of  the  drop. 

^  2.  Oil  of  turpentine  shows  a  rapid  circulation  in  two  con- 
tinuous spirals,  one  to  the  right,  tiie  other  to  the  left,  around 
the  drop.  These  meet  in  the  opposite  diameter,  from  which 
the  particles  are  carried  slowly  across  the  diameter  to  the  place 
of  starting,  and  this  continues  while  there  is  fluid  enough  to 
let  it  be  seen. 

^'  3.  If,  however,  the  drop  does  not  exceed  one- tenth  of  an 
inch  in  diameter,  it  presents  the  appearance  of  particles  con- 
29* 
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tinually  rising  up  in  the  middle,  and  radiating  in  gentle  curees 
to  the  circumference. 

'^  4.  If  the  liquid  be  put  into  a  very  small  phial,  mmilar 
motions  are  perceived,  the  particles  when  thej  have  reached 
the  side  of  the  phial,  going  down  to  rise  up  afterwards  in  the 
centre  or  axis. 

"  5.  If  a  bubble  of  air  be  enclosed  in  the  liquid,  motions, 
similar  to  those  described  in  No.  2,  are  observed  in  the  part 
immediately  in  contact  with  the  bubble. 

'^  6.  In  a  flat  drop  of  new  wine  laid  on  the  tablet  or  disc  of 
the  aquatic  live  box,  but  not  compressed  by  the  cover,  the 
motion  was  a  regular  uniform  circulation,  the  particles  rising 
from  below  at  one  end  of  the  drop,  then  passing  straight  across 
on  the  surface,  and  descending  at  the  other  end." 

Besides  the  objects  belonging  to  the  animal  and  v^etable 
kingdom  previously  described,  there  are  others  which,  though 
mineral  in  their  nature,  are  nevertheless  composed  largely  of 
the  remains  of  organized  beings;  they  may  be  classed,  first, 
into  those  that  are  of  animal  origin,  or  contain  the  remains  of 
animated  beings ;  and,  secondly,  into  those  that  are  entirely 
of  a  mineral  formation ;  the  former  require  to  be  viewed 
either  when  in  a  state  of  minute  division,  or  when  cut  into 
very  thin  slices,  whilst  the  latter  may  generally  be  examined 
as  opaque  objects,  with  a  low  magniiying  power,  and  without 
any  previous  preparation.  The  sand  found  laigely  upon  the 
sea-shore  in  some  parts  of  the  world,  and  that  met  with  in  the 
interior  of  shells  and  sponges,  is  exceedingly  rich  in  minute 
foraminifera,  and  spicules  of  gorgonia  and  sponges ;  the  bins  in 
the  shops  of  merchants  who  prepare  and  deal  in  West  Indian 
and  Turkey  sponges,  will  afford  a  rich  harvest  to  the  micro- 
scopist.  The  sand  from  the  Calcaire  grossiere^  of  Grignon, 
near  Paris,  is  exceedingly  rich  in  very  beautiful  forms;  so 
also  is  that  from  the  island  of  Delos.  The  shells  may  be 
picked  out  from  either  of  these  by  the  employment  of  a  black 
card,  a  sharp-pointed  sable  pencil,  and  one  of  the  single  micro- 
scopes represented  by  figs.  27,  33,  and  34;  they  should  be 
mounted  either  on  black  discs  or  in  cells;  being  of  a  white 
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colour^  they  will  appear  to  the  best  advantage  upon  a  black 
ground.  The  following  list  of  names  will  include  some  speci- 
mens that  are  remarkable  for  the  abundance  and  elegance  of 
form  of  the  animal  remains  found  in  them,  and  others  strictly 
mineral,  whose  gorgeous  colours  are  only  rivalled  by  the  bril- 
liant plumage  of  the  humming-bird,  or  by  the  splendid  hues 
sometimes  displayed  by  polarized  light: — 


SectioM. 
Granite, 
Limestone, 

foliated, 

magnesian, 

Moss  Agate. 

MineraU, 
Antimony  Sulphuret, 
Avanturine, 

artificial, 


Bismuth, 
Copper,  Pyrites, 

Peacock, 

native, 

Ruby, 

Iron,  Elba, 

Pyrites, 

Tabasheer, 
Tin,  crystallized. 
Tourmaline, 
Zinc,  crytallized. 


Oolites. 
Bath, 

Caen, 

Doulting, 

Portland. 

Sand. 
Grignon, 
Delos, 
Java, 

Turkey  Sponge, 
West  Indian  Sponge. 


Biniodide  of  Mercury. — A  very  interesting  object  for  the 
microscope  is  the  recently  sublimed  deuto-ioduret  or  bin- 
iodide  of  mercury.  '^  This  salt,  when  first  sublimed,"  says 
Mr.  Varley,*  "  is  of  a  bright  yellow  colour,  which  rapidly 
changes  to  red ;  the  manner  in  which  this  change  takes  place 
being  the  subject  for  investigation,  and  it  is  well  worthy  of 
further  attention,  as  indicating,  very  probably,  the  structure 
of  the  crystals.  To  examine  them,  place  a  few  grains  of  the 
deuto-ioduret  of  mercury  in  a  watch-glass,  and  invert  over  it 
another  glass  of  the  same  size ;  apply  the  heat  of  a  spirit-lamp, 
and  when  fumes  issue  from  between  the  glasses,  remove  the 
lamp,  and  suffer  the  glasses  to  cool  a  little;  on  removing  the 
upper  glass,  it  will  be  found  lined  with  yellow  crystals,  one  of 
which  should  be  rapidly  transferred  to  the  stage  of  the  micro- 
scope for  examination  as  a  transparent  object;  lines  of  a 
beautiful  red  will  be  seen  shooting  through  the  crystal,  until 
it  has  entirely  changed  colour :  during  the  time  it  is  changing 
colour,  it  will  also  be  seen  to  change  its  form.  If  it  be  placed 
on  the  stage  of  the  microscope  very  carefully  and  gently,  the 
*  Vol.  xlix.  of  the  Tratuactums  of  the  Society  of  Arts,  page  194. 
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eryBtal  will  sometiineB  remain  a  conaideiable  time  before  it 
begins  to  change  colour ;  in  that  case,  if  it  be  touched  with 
the  point  of  a  pin,  the  red  lines  will  be  seen  shooting  very 
beautifully  from  the  point  of  contact.  For  a  knowledge  of 
this  beautiful  microscopic  object,  Mr.Varley  states  that  he 
was  indebted  to  Mr.  Morson." 

More  recently  the  changes  of  colour  in  the  biniodide  have 
been  investigated  with  great  care  by  Mr.  Warington,  and  an 
account  of  his  experiments  published  in  the  first  volume  of 
the  Memoirs  of  the  Chemical  Society^  to  which  the  author 
would  beg  to  refer  the  reader,  as  the  method  of  viewing  the 
crystals,  both  by  ordinary  and  polarized  light,  is  rather  diffe- 
rent from  that  described  by  Mr.  Varley.  The  paper  is  also 
furnished  with  illustrative  diagrams,  and  with  an  account  of 
the  apparatus  employed  for  the  due  display  of  the  crystals. 

Tongues  of  the  Whelk  and  Limpet — In  the  several  lists 
of  animal  structures  before  described,  the  tongue  of  the 
Buccinum  or  whelk,  and  that  of  the  Patella  or  limpet,  and 
other  Gasteropods,  have  been  briefly  mentioned ;  and  as  this 
organ  in  these  animals  is  of  great  interest  to  the  microscopist, 
a  few  hints  on  the  dissecting  and  mounting  of  the  same  may 
not  be  out  of  place  here.  The  tongue  of  the  whelk  is  con- 
tained within  a  proboscis  of  large  size,  which  is  capable  of 
being  protruded,  and  of  being  again  quickly  retracted  within 
itself,  in  the  same  manner  as  the  finger  of  a  glove ;  the  tongue 
is  of  a  homy  structure,  covered  with  spines  and  hooks  of  silica, 
which  are  arranged  in  parallel  rows ;  it  is  sustained  by  two 
long  cartilages,  whose  extremities  form  two  lips  that  can  be 
separated  or  approximated ;  or  the  cartilages  can  be  made  to 
move  upon  each  other  by  the  mass  of  muscles  in  which  they 
are  imbedded.  When  the  cartilages  move,  the  spines  are 
elevated  and  depressed  alternately;  and  by  a  repetition  of 
similar  movements  the  hardest  shells  are  speedily  perforated.* 
The  proboscis  is  easily  found  when  the  animal  is  taken  out 
of  the  shell ;  it  should  be  slit  up  with  a  pair  of  scissors  or  a 
scalpel,  and  as  soon  as  the  tongue  is  reached  it  may  be  easily 

*  Oeneral  Outline  of  the  Animal  Kingdom.    By  T.  Ry  mer  Jones,  F.Z.S. 
London,  1841. 
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separated  firom  the  cartilage  to  which  it  is  attached ;  after  a 
slight  washing,  or  even  maceration  in  water,  it  should  be  laid 
on  a  slide,  with  its  spiny  side  uppermost,  and  pressed  quite 
flat,  so  that  in  drying  it  may  adhere  to  the  glass ;  it  should 
then  be  surrounded,  with  a  cell  of  paper  or  card-board,  and 
the  cover  cemented  down  either  with  sealing-wax  or  the 
electrical  cement;  if  required  for  polarized  light,  a  specimen 
mounted  in  balsam  will  answer.  A  power  of  forty  diameters 
is  sufficient  for  examining  this  remarkable  organ,  which  can 
be  viewed  either  as  a  transparent  or  as  an  opaque  object 

The  tongue  of  the  Patella  or  limpet,  though  not  so  beau- 
tiful a  structure  as  that  of  the  whelk,  is,  nevertheless,  a  very 
interesting  object;  it  is  remarkable,  also,  for  its  length,  being 
often  three  times  that  of  the  body ;.  it  is  supported  on  two 
cartilaginous  pieces,  placed  on  each  side  of  its  root;  from 
these  arise  strong  and  short  muscular  bands,  which  move  the 
oigan.  The  surface,  like  that  of  the  whelk,  is  covered  with 
spines,  or  teeth,  placed  in  transverse  rows,  and  arranged  in 
three  series;  each  central  group  has  three  or  four  spines, 
but  those  on  the  sides  contain  only  two;  the  anterior  part 
should  be  selected  for  examination,  as  there  the  teeth  are  the 
firmest  On  opening  the  body  of  the  animal,  the  tongue  is 
seen  doubled  up  upon  itself,  firom  which  situation  it  can 
readily  be  detached.*  In  consequence  of  its  length,  this 
tongue  cannot  be  mounted  in  the  same  manner  as  that  of  the 
whelk;  the  best  plan  to  adopt  is  to  coil  it  up  in  a  tubular  cell 
and  mount  it  in  fluid;  short  lengths  may  be  dried,  in  order  to 
display  the  structure  of  the  teeth.  The  tongues  of  the  peri- 
winkle, nassa,  &c,  require  similar  treatment 

Some  of  the  Gasteropods  are  provided  with  a  muscular 
gizzard,  armed  with  gastric  teeth  of  stony  hardness;  these 
are  also  interesting  subjects  for  examination ;  the  larger  kinds 
may  be  ground  down  thin  and  viewed  as  transparent  objects, 
whilst  the  smaller  can  be  mounted  as  opaque  objects  and 
examined  in  situ.  The  principal  genera  in  which  the  gastric 
teeth  may  be  seen,  are  Bulla,  Scyllaea,  and  Aplysia;  but  the 
most  remarkable  forms  occur  in  the  last  mentioned  genus. 
*  Cydopadia  of  Anatomy  and  Physiology ^  voL  iL ;  article,  Gasteropoda. 
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CHAPTER  XIX. 

METHODS  OF  EXAMINING  MORBID  STRUCTORES,  ETC. 

Methods  of  Examining  Specimens  of  Morbid  and  other  Siruc^ 
tures, — Those  who  devote  their  attention  to  the  examination 
of  morbid  structures,  viz.,  members  of  the  medical  profession, 
are,  perhaps,  by  far  the  most  numerous  class  of  microscopic 
observers,  and  certainly  the  advancement  of  the  healing  art 
is  the  noblest  of  all  uses  to  which  so  powerful  an  auxiliary 
as  the  microscope  can  ever  be  applied.  It  has,  therefore, 
been  thought  advisable  to  give  a  few  practical  hints  on  the 
best  methods  that  are  now  usually  adopted  of  examining  any 
fluids  or  solids,  whether  morbid  or  otherwise.  For  the  purpose 
of  making  a  correct  microscopic  analysis  of  many  fluids,  certain 
chemicals  will  be  required ;  these  should  consist  of  liq.  potassse, 
ammonia,  aether,  and  alcohol,  acetic,  nitric,  hydrochloric,  and 
sulphuric  acids,  both  in  the  concentrated  form  and  diluted, 
together  with  a  few  test  tubes  and  watch  glasses,  and  other 
equally  simple  apparatus,  in  addition  to  the  curved  and 
straight  tubes  represented  by  fig.  86.  In  the  case  of  solids, 
the  various  kinds  of  scalpels,  dissecting  needles,  and  the 
Valentin's  knife,  will  all  be  required. 

If  the  subject  for  examination  be  of  a  fluid  nature,  such  as 
blood,  pus,  mucus,  &c,  the  plan  generally  adopted  is  to  take 
out  of  the  containing  vessel  a  very  small  quantity  of  the  fluid 
by  means  of  one  of  the  tubes  shown  at  fig.  86,  or  any  other 
convenient  instrument,  and  to  lay  the  same  upon  a  slide 
wiped  perfectly  clean,  and  to  cover  it  with  a  piece  of  thin 
glass;  if  there  be  any  sediment  in  the  fluid,  it  should  be 
allowed  to  subside  before  the  examination  takes  place,  and  the 
tube  diould  then  be  carried  to  the  bottom  of  the  vessel  before 
the  finger,  as  shown  in  fig.  86,  is  taken  off  the  end ;  the  sedi- 
ment can  then  be  transferred  to  the  slide.  If  it  should  be 
necessary  to  apply  any  re-agent  to  the  fluid  or  solid  under 
examination,  a  small  quantity  may  be  brought  in  contact  with 
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one  of  the  sides  of  the  cover,  when  it  will  gradually  insinuate 
itself  between  the  glasses,  and  act  slowly  on  what  is  contained 
there ;  in  other  cases,  the  cover  may  be  lifted  up,  and  a  small 
quantity  of  the  re-agent  added,  and  the  cover  quickly  replaced, 
care  being  always  taken  that  no  foreign  matters  gain  entrance 
into  the  fluid  from  without.  In  the  case  of  blood,  the  fluids 
that  require  to  be  added  are  generally  ordinary  water,  serum, 
and  sugar  or  salt  dissolved  in  water ;  but  in  the  case  of  pus 
and  mucus,  which  approach  each  other  so  closely  in  many  of 
their  characters,  it  becomes  of  great  importance  to  have  some 
test  whereby  they  may  be  distinguished  one  from  the  other ; 
the  fluid  employed  for  this  purpose  is  acetic  acid ;  when  this 
is  added  to  a  fluid  where  pus  is  present,  the  globules  swell  up, 
and  several  large  transparent  nuclei  make  their  appearance ; 
but  when  the  same  acid  is  added  to  a  fluid  where  mucus  is 
present,  the  globules  enlarge  and  show  their  nuclei,  but  not 
so  plainly  as  the  pus ;  and  the  liquid  termed  liquor  muci,  in 
which  the  globules  float,  is  instantly  coagulated  into  a  semi- 
opaque  corrugated  membrane.  The  presence  of  fatty  matter 
is  ascertained  by  sulphuric  ether,  which  readily  dissolves  the 
oily  part,  and  if  it  be  contained  in  cells,  as  in  adipose  tissue, 
the  cell  walls  remain  untouched.  Earthy  matters  require  the 
aid  of  the  acids  for  their  solution ;  these  should  not  be  added 
in  too  concentrated  a  form,  in  order  that  their  solvent  action 
may  be  the  more  easily  witnessed.  Solid  parts,  such  as 
tumours,  that  are  to  be  examined  as  transparent  objects,  with 
high  powers,  require  for  the  purpose  to  be  cut  into  exceed- 
ingly thin  slices,  and  separated,  if  necessary,  by  the  needle- 
points; the  sections  are  to  be  placed  upon  a  glass  slide,  and  a 
little  serum,  or,  in  the  absence  of  it,  white  of  egg,  in  water, 
should  be  added,  in  order  to  float  out  certain  of  the  parts,  and 
to  lessen  the  refraction  of  the  light  at  the  edges  of  the  object ; 
water  will  answer  the  purpose  for  some  of  the  hard  tissues, 
but  where  nucleated  or  other  cells  and  nervous  matter  are 
present,  its  use  is  inadmissible,  as  it  is  so  liable  to  alter  the 
true  appearance  of  these  structures.  The  sections  may  be 
made  with  a  razor  or  scalpel;  for  solid  organs,  such  as  the 
liver  and  kidney^  Valentin's  knife,  described  and  figiu^  at 
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page  347^  will  be  found  exceedingly  ufiefiiL  It  is,  peifaaps, 
as  well  here  to  state,  that  the  examination  of  all  morlnd 
structures  should  be  made  as  soon  as  convenient  after  their 
removal  from  the  body,  as  changes  of  form  in  the  softer 
substances  speedily  take  place ;  but  if  some  time  has  elapsed, 
the  part  from  which  the  sections  are  taken  shotdd  be  at  some 
little  distance  from  the  surface,  in  order  that  they  may  be  as 
slightly  altered  as  possible  by  the  action  of  the  air. 


CHAPTER  XX. 

TEST  OBJECTS. 

Fob  this  important  class  of  objects,  to  which,  in  a  great 
measure,  must  be  ascribed  the  rapid  advancement  towards 
perfection  of  the  achromatic  compound  microscope,  we  are 
indebted  to  the  late  Dr.  Goring,  who,  it  is  said,*  was  led  to 
adopt  them  by  reading  a  passage  in  the  works  of  Leeuwenhoek, 
relating  to  the  examination  of  the  scales  frx)m  the  wing  of  the 
silkworm  moth,  the  lines  on  which  could  not  be  seen  by  the 
draftsman  with  so  low  a  power  as  that  used  by  the  great 
microscopist  himself.  At  the  time  of  Dr.  Goring's  first 
employment  of  these  objects,  he  ascertained  that  the  structure 
of  certain  of  them  could  be  readily  made  out  by  some  micro- 
scopes, and  not  by  others;  and,  inferring  that  there  were 
some  peculiar  properties  in  the  lines  on  the  feathers  and 
scales  of  certidn  insects  which  rendered  them  more  difficult  of 
definition  than  others,  he  was  induced  to  view  them  through 
an  achromatic  microscope,  and  was  led  to  the  discovery 
that  in  it  there  were  two  distinct  powers,  viz.,  defining  and 
penetrating,  and  that  an  object-glass  might  possess  the  one 
almost  to  perfection,  and  yet  be  totally  devoid  of  the  other, 
or  might  be  perfect  in  both.  He  subsequently  made  the 
important  discovery,  that  the  penetrating  power  depended  on 
*  Mieroicopic  Cabinet^  by  Andrew  Pritchard.    London,  lSd2,  p.  137. 
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the  angle  of  aperture  of  the  object-glass;  Dr.  Goring  com- 
municated the  result  of  his  labours  to  the  scientific  public  in 
the  journal  of  the  Boyal  Institution,  and,  in  1829,  gave  a 
more  practical  account  of  the  same  in  the  Microscopic  lUus^ 
trations  of  Mr.  Andrew  Pritchard,  to  which  the  reader  is 
referred.  Dr.  Goring  divided  test  objects  into  two  classes. 
In  the  first  he  placed  those  which  it  was  necessary  to  examine 
out  of  focus,  such  as  minute  globules  of  mercury,  called 
*^  artificial  stars,"  by  these  the  aberrations,  achromatism, 
centering,  &c,  were  ascertained ;  and  in  the  second  the  lined 
or  other  objects  which,  according  as  they  were  well  or  ill 
defined,  afforded  sufiScient  evidence  of  the  merits  of  the 
instrument. 

Mr.  Pritchard,  following  Dr.  Goring,  divides  test  objects 
into  two  classes,  viz.,  into  those  that  are  tests  of  the  pene- 
trating and  those  of  the  defining  power  of  the  instrument ; 
the  words  defining  power,  according  to  Dr.  Goring,  meaning 
nothing  more  than  a  destitution  of  both  kinds  of  aberration, 
considered  independently  of  the  aperture  of  the  microscope, 
and  that  of  penetrating  power  merely  a  large  angle  of  aper- 
ture.* Although  this  distinction  of  tests  was  necessary  at  the 
time  when  Dr.  Goring  wrote,  such  is  not  the  case  now ;  the 
wonderftd  improvements  that  have  taken  place  in  the  con- 
struction of  achromatic  object-glasses  within  the  last  fifteen 
years,  whereby  a|ji  the  errors  of  aberration,  centering,  and 
achromatism  have  been  so  correctly  balanced,  have  rendered 
the  microscope  the  most  perfect  and  efiScient  instrument 
<<  ever  yet  bestowed  by  art  upon  the  investigator  of  nature." 
The  division  of  tests,  therefore,  into  those  of  penetration  and 
definition  is  no  longer  needed,  and  the  words  defining  power 
and  definition  will  be  the  only  expressions  employed  to  denote 
the  good  or  bad  qualities  of  any  microscope,  for  in  order 
that  an  object-glass  may  show  the  tests  enumerated  by  Mr. 
Pritchard,  under  the  head  of  ^' Penetration,"  in  a  perfect 
manner,  its  definition  or  defining  power  must  be  of  the  first 
order,  and  these  terms  are,  therefore,  suflidently  explanatory 
of  the  principal  point  to  be  attended  to  in  testing  two  or  more 

*  Microscopic  Cabinet,  p.  173. 
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glasses.    The  objects  which  have  been  chosen  by  the  author, 
as  illustrations  of  the  definition  of  microscopes  as  now  con- 
structed, are,  with  few  additions,  of  the  same  nature  as  those 
employed  by  Mr.  Pritchard,  in  1832,  and  published  by  him  in 
the  Microscopic  Cabinet     Plate  12  of  that  work,  although  at 
the  date  of  its  publication  one  of  the  finest  specimens  of  the 
kind  that  had  ever  been  executed,  when  contrasted  with 
plates  6,  7,  8  of  the  present  work,  will  show,  better  than 
words  can  express,  the  rapid  improvements  that  have  been 
made  in  the  construction  of  the  object-glass ;  it  will,  however, 
be  readily  seen  that  the  magnifying  powers  employed  in  the 
latter  instance  were  much  greater  than  those  used  by  Mr. 
Pritchard,  consequently  a  greater  amount  of  detail  ought  to 
be  shown  by  the  one  than  by  the  other;  this  remark  would 
more  especially  relate  to  fig.  4a  in  plate  6,  and  figs.  5,  6,  7, 
in  plate  7,  where  the  linear  magnifying  power  used  was  1,200. 
Before  enumerating  the  test  objects,  of  which  a  full  explanation 
will  be  presently  given,  it  will  be  as  well,  in  this  place,  to 
allude  to  the  means  employed  to  ascertain  the  defects  that  may 
be  present  in  any  achromatic  object-glass;  these  defects,  as 
before  stated^  are  chiefly  spherical  and  chromatic  aberration, 
caused  by  bad  centering,  or  adjustment,  achromatism,  and 
want  of  angular  aperture.     AU  these,  with  the  exception  of 
the  last,  are  so  difficult  of  detection,  that  very  few  persons, 
except  those  constantly  engaged  in  the  manu&cture  and 
testing  of  object-glasses,  can  be  said  to  be  capable  of  discover- 
ing them.     The  method  usually  adopted  to  ascertain  the 
presence  of  these  defects,  is  a  minute  globule  of  mercury, 
spread  upon  a  black  ground ;  this  is  known  by  the  name  of 
'*  artificial  star,"  and  presents  a  minute  point  of  light.    Dr. 
Goring  alludes  to  the  employment  of  an  enamel  dial-plate  and 
wire  gauze  for  the  same  purpose,  but  only  the  mercury  is  now 
used.     Very  minute  globules  of  this  metal,  spread  upon  a 
blackened   surface,    are  viewed   as    opaque  objects,   being 
illuminated  by  ordinary  day-light  from  a  window,  or  fay  the 
light  of  an  argand  lamp,  thrown  on  them  by  a  condensing 
lens ;  when  one  of  the  globules  is  in  focus  of  a  single  lens 
object-glass,  a  strong  mistiness  surrounds  the  miniature  image 
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of  the  window  seen  in  the  globule;  when  the  globule  is  within 
the  focus  of  the  object-glass,  the  light  of  the  window  will  be 
seen  to  swell  out  into  a  circular  disc ;  these  appearances  are 
more  or  less  accompanied  by  prismatic  colours.  It  would  be 
in  vain  to  attempt  a  description  of  all  the  changes  that  take 
place,  as  the  globule  is  brought  either  within  or  without  the 
focus ;  these  have,  in  some  measure,  been  illustrated  in  one  of 
Dr.  Goring's  papers,  published  in  the  Microscopic  Illustrations 
of  Mr.  Pritchard,  to  which  the  author  would  beg  to  refer  his 
readers ;  suffice  it  here  to  say,  that  when  an  achromatic  com- 
bination, that  is  perfectly  corrected  for  spherical  and  chro- 
matic aberrations,  is  employed,  the  globule  should  exhibit 
similar  appearances,  both  within  and  without  the  best  focus; 
and  that  when  at  the  best  focus,  the  point  of  light  should  be 
seen  as  a  minute  disc,  free  from  irradiations  and  colour,  except 
a  general  blueness,  which  results  from  the  irrationality  of  the 
spectra  of  the  different  glasses  of  which  the  object-glass  is 
composed. 

It  would  be  needless  to  enter  farther  into  this  complicated 
subject,  as  rarely,  if  ever,  will  the  microscopist  find  it  neces- 
sary to  have  recourse  to  such  delicate  manipulation  to  try  the 
quality  of  hia  nM-gnilying  powers,  more  eepeciaUy  as  the 
subjects  now  employed  as  tests  of  their  definition  are  of  such 
value  and  so  manageable,  that  in  some  cases  a  simple  inspec- 
tion, by  a  practised  eye,  will  at  once  determine  the  respective 
merits  of  any  achromatic  combinations,  as  well  as  the  amount 
of  skill  and  care  displayed  in  their  construction. 

Power  of  definition  depends,  in  a  great  measure,  upon  the 
angle  of  aperture  of  the  object-^lass,  and  correctness  of  defi- 
nition upon  the  balance  of  the  aberrations  and  the  perfection 
of  the  workmanship.  As  it  is  of  the  greatest  importance  that 
the  meaning  of  the  term  angular  aperture  should  be  well 
understood,  it  has  been  deemed  right  in  this  place  to  enter  into 
an  explanation  of  the  same,  as  many  persons  unacquainted 
with  the  subject  are  at  a  loss  to  conceive  how  more  light  can 
pass  through  a  combination  of  three  pairs  of  lenses,  than 
through  a  single  lens  of  equal  magnifying  power. 

Angle  of  Aperture. — The  following  description  of  this  sub- 
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ject,  copied  from  the  Microscopic  lUustratians  of  Mr.  Pritchaid, 
will  be  found  to  conTey  an  excellent  idea  of  its  nature  and 
value.  "  Let  me  premise,"  says  he,  **  that  in  order  to  render 
any  object  visible,  it  is  necessary  that  rays  of  light  should 
proceed  from  it,  either  by  reflection  from  its  surface,  or  by 
transmission  through  it,  to  the  eye.  Again^  if  the  number  of 
rays  be  insufficient,  the  object  cannot  be  seen,  notwithstanding 
we  employ  a  microscope  for  the  purpose.  Bearing  this  in 
mind,  I  will  endeavour  to  explain  how  an  increase  in  angular 
aperture  in  an  object-glass,  independent  of  any  decrease  of  its 
magnifying  power,  wiU  admit  a  greater  quantity  of  light  from 
Bjij  given  point  on  the  surfiu^e  of  an  object  to  pass  through 
the  lens  so  as  to  render  the  structure  of  the  object  viable. 

'^  Let  A  and  a  represent  two  objects,  in  all  respects  alike, 
and  let  us  employ  two  microscopes,  of  equal  magnifying 
powers,  for  the  purpose  of  viewing  them.  Suppose  that  we 
are  going  to  look  at  some  spot  on  the  surface  of  A  or  a, 
which  we  will  imagine  to  be  a  delicate  tissue.  By  a  well- 
known  law  of  light,  the  rays  proceed  in  right  lines,  in  all 
directions  from  this  spot,  in  the  manner  shown  by  the  lines  in 
figs.  258-9.  Suppose  B  B  and  b  b  to  he  two  object-glasses, 
of  equal  focal  lengths ;  the  former  a  single  lens,  of  the  best 
construction,  such  as  was  used  in  the  old  compound  micro- 
scope, and  the  latter  a  lens  of  the  newest  form,  termed  an 
achromatic.  Now,  these  object-glasses  will  form  their  respec- 
tive images  at  I  and  t,  and  they  will  be  of  equal  dimensions. 
But  if  the  number  of  rays  proceeding  from  A,  and  falling 
upon  the  single  lens,  B  B,  is  not  enough,  when  collected  at  I, 
sufficiently  to  stimulate  the  eye,  any  minute  pore,  stria,  or 
other  marking  at  A,  wiU  not  be  rendered  visible ;  whilst,  from 
the  increase  of  aperture  in  the  achromatic  lens,  b  i,  allowing 
much  more  light  from  a  to  fall  upon  it,  and  to  be  transmitted 
through  it  and  collected  at  t,  every  marking,  &c,  at  a  will  be 
clearly  represented  at  t,  and  the  eye,  being  powerfrdly  acted 
upon  by  this  increase  of  light,  will  become  highly  sensible 
of  it 

^*  The  angles  BAB  and  bob  are  the  angles  of  aperture  of 
the  respective  object-glasses;  and  the  quantity  of  light  col- 
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lected  and  tranamitted  by  each  will  be  aa  the  squares  of  B  B 
and  b  b,  the  focal  leogths  being  equal.  Hence  it  is  that  the 
power  of  a  nucroecope,  or  that  facult;  it  possesses  to  render 


Fig.  258.  Fig.  259. 

the  structure  of  an  object  visible,  depends  upon  the  angle  of 
aperture  of  its  object-glass,  and  not  upon  its  magnifying 
power  alone. 

"  But  it  may  be  supposed,  perhaps,  from  this  reasoning,  that 
if  we  throw  a  greater  quantity  of  light  upon  an  object,  so  that 
more  may  be  collected  by  the  object-ghisB,  we  shall  be  the 
better  able  to  define  its  structure,  which  would  probably  be 
the  case  if  the  additional  light  could  be  &rown  only  upon 
those  minute  parts  which  we  wish  to  examine,  and  not  upon 
the  whole  object.  But  as  we  cannot  do  this,  as  the  increase  of 
illumination  cannot  be  made  to  increase  the  relative  proportions 
of  li^t  which  proceed  from  these  minute  pmi«,  the  intended 
advantage  will  not  be  derived." 

Having  now  pomted  out  the  importance  of  angular  aperture 
to  an  object-^;^e,   when  all  its  aberratioDS  are  correctly 
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balanced,  it   becomes   necessary  to  explain  how  this  angle 
may  be  measured  with  accuracy. 

Method  of  measuring  the  Angle  of  Aperture  of  Obfect-glasses. — 
Various  plans  have  been  adopted  from  time  to  time  to  ascertain 
this  important  point ;  but  by  far  the  best  of  all  is  that  proposed 
by  Mr.  Lister,  in  his  paper  in  the  121st  volume  of  the  PhUo- 
sophical  Transactions,  p.  191,  which  is  as  follows: — "  Fix  a 
piece  of  paper  on  a  table,  and  on  it  place  the  microscope,  with 
its  body  horizontal,  and  one  of  the  eye-pieces  on ;  set  a  candle 
on  a  level  with  it,  a  few  yards  distant ;  then  having  directed 
the  body  of  the  instrument  so  far  on  one  side  of  the  candle  as 
that  the  light  from  it  shall  bisect  the  field  vertically,  leaving 
half  of  it  dark,  trace  on  the  paper  a  line  corresponding  to  the 
side  of  one  of  the  legs ;  now,  taking  the  focus  of  the  object- 
glass  as  a  pivot,  turn  the  microscope  horizontally  to  the  other 
side  of  the  candle  till  the  opposite  half  of  the  field  only  is 
illuminated,  and  mark  again  on  the  paper  the  position  of  the 
side  of  the  leg.  The  measure  of  the  angle  traversed,  shown 
by  the  two  lines,  is  that  of  the  pencil  of  light"  The  makers 
of  the  object-glasses  do  not  usually  employ  a  microscope  for 
the  purpose  of  measuring  the  angles,  but  an  instrument  of  the 
form  represented  by  fig  260,  for  the  copy  of  which  the  author 


Fig.  260. 

is  indebted  to  Mr.  Ross ;  it  consists  of  a  piece  oF  mahogany, 
or  other  hard  wood,  of  a  semicircular  figure,  about  half-an- 
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inch  thick,  and  of  sufBcient  radius  to  suit  the  length  of  an 
ordinary  compound  body,  the  curved  edge  is  graduated  into 
180^  upon  the  flat  surface  of  the  semicircle  a  strip  of  wood  or 
index,  an  inch  or  more  in  breadth,  is  made  to  turn  upon  a  pin, 
as  seen  in  the  figure ;  on  the  upper  surface  of  this  index  two 
crutches  are  fastened  to  receive  a  compound  body,  provided 
with  an  eye-piece  of  the  usual  Huyghenian  construction ;  the 
object-glass,  whose  angle  of  aperture  is  about  to  be  measured, 
is  screwed  to  the  opposite  end  of  the  body  to  that  of  the  eye- 
piece, as  in  the  ordinary  compound  microscopes.  The  method 
of  using  this  instrument  is  the  same  as  that  of  the  microscope 
described  by  Mr.  Lister;  a  candle  is  placed  a  few  yards  off, 
and  the  instrument  is  so  arranged  that  when  the  index  points 
to  zero  the  field  of  view  should  be  vertically  bisected ;  if  now 
the  index  be  turned  so  far  that  the  opposite  half  of  the  field  is 
illuminated,  the  number  of  degrees  passed  over  will  give  the 
measiu*ement  of  the  angle  of  aperture  of  the  object-glass 
required. 

In  the  early  days  of  achromatic  combinations,  the  angle  of 
aperture  was  small,  and  it  is  very  interesting  to  observe  how 
steadily  our  first-rate  opticians  have  been  progressing  towards 
the  utmost  limit  of  conceivable  perfection.  As  the  subject  is 
so  important,  the  author  has  thought  proper  to  introduce  in 
this  place  an  account  of  the  progress  Mr.  Boss  has  made  in 
transmitting  angular  pencils  in  object-glasses  of  different  foci 
since  the  year  1832,  for  which  valuable  information  he  is 
indebted  to  Mr.  Ross  himself,  who  has  kept  an  accurate 
account  of  the  same.  ^^In  the  year  1832  he  made  for  R.  H. 
Solly,  Esq.,  an  object-glass,  consisting  of  two  double  achro- 
matic combinations,  which  was  of  an  inch  focus,  and  transmitted 
a  pencil  of  14^  In  1833  he  constructed  triples  after  the  plan 
of  Tulley,  having  an  angular  i^rture  of  18^.  In  1834  he 
made  an  object-glass  of  one-fourth  of  an  inch  focus,  which 
transmitted  an  angular  pencil  of  55°;  this  glass  is  now  in  the 
author's  possession.  In  the  beginning  of  the  year  1836  he 
constructed  a  triple  inch  glass,  with  an  angular  aperture  of 
15°,  with  cemented  surfaces ;  and  towards  the  end  of  the  same 
year  he  made  glasses  of  one-eighth  and  one-tenth  of  an  inch 
30 
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focal  length,  which  transmitted  angular  pencils  of  60^  and  72<». 
About  this  time,  in  conjunction  with  Mr.  Lister,  he  con- 
structed an  inch  object-glass  of  two  combinations,  the  form  of 
the  front  lens  being  suggested  hj  Mr.  Lister  himself;  this 
glass  was  capable  of  transmitting  an  angular  pencil  of  22^. 
At  this  time  he  also  constructed  one-eighths,  the  front  glasses 
of  which  were  also  of  the  form  suggested  by  Mr.  Lister ; 
these  had  an  aperture  of  63^  and  64^;  he  continued  making 
these  last  until  the  year  1842,  when  he  increased  the  angle  of 
aperture  of  the  half-inch  to  44^,  of  the  quarter  to  63^,  and  the 
one-eighth  to  74o.  In  the  year  1844  Professor  Amici  Waited 
this  country,  and  brought  with  him  an  object-glass  of  one- 
seventh  of  an  inch  focal  length,  with  an  aperture  of  112^;  this 
combination  was  in  part  composed  of  Dr.  Faraday's  dense  glass. 
Mr.  Koss  copied  Amici's  construction;  but  found  the  dense 
glass  so  exceedingly  soft  and  fragile,  as  to  render  it  unfit  to 
receive  the  high  polish  so  essential  to  the  correct  performance 
of  any  object-glass :  he  also  noticed  that  Amici's  glasses  were 
much  tarnished ;  he  then  devised  a  new  construction,  whereby, 
with  the  ordinary  dense  glass,  he  obtained  an  aperture  for 
pencils  in  the  one-eighth  of  85^,  and  in  one-twelfrh  as  high  as 
135^  the  largest  angular  pencil  that  can  be  passed  through  a 
microscopic  object-glass."  As  now  constructed,  the  angular 
apertures,  with  the  greatest  separating  magnifying  power  of 
object-glasses  of  different  focal  lengths,  are  represented  in  the 
following  table: — 


Focal  length. 


2  inches, 
1 

i 
i      „ 

1 

1  n 


Greatest  leparating  mag. 
power. 


Angular  aperture. 


40  diameters, 
100 
300 
500 
650 
720 


99 
5> 


>5 
99 


Extreme  ipace 
•eparated. 


12idgs. 
22 
43 
63 
80 
120 


1 

»flad 
I 

1 

1 

lOOjOOO 

1 

mm 

1 

U&flOO 


The  test  objects  now  generally  employed  for  ascertaining 
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the  merits  of  any  achromatic  combination  may  be  divided  into 
three  kinds ;  viz.,  hairs  of  animals,  scales  from  the  wings  and 
bodies  of  insects,  and  the  siliceous  coatings  of  recent  and  fossil 
infiisoria,  those  of  the  latter  kind  being  the  most  difficult  of  all 
to  define.  The  following  list  contuns  some  of  those  that  Mr. 
Topping  and  others  are  in  the  habit  of  Aimishing  to  their  cus- 
tomers as  test  objects,  they  being  covered  with  the  thinnest 
glass,  in  order  that  object-glasses  of  the  highest  power  may 
be  employed  upon  them : — 

Hairs.  Tinea  vestianolla, 

Bat,  Lepisma  saccharina, 

Larva  of  Dermestes,  Podura  plumbea, 

Mole,  aquatica, 

Mouse,  Hipparchia  janira. 

Rabbit,  Flamed  Gnat. 
Squirrel. 

Scales.  Infiuoria, 

Azure  blue,  P.  ar^olus,  Navicula  hippocampus, 

P.  argus,  Spenceri, 

Fontia  brassica,  angulata  (Humber), 

Vanessa  lo,  Grammatophora  (America), 

Morpho  Menelaus,  Tripoli  from  Kritchelberg. 
Alucita  pentadactyla,  ■ 

Catocala  nupta,  Muscular  fibre. 

From  this  list  the  author  has  selected  a  certain  number  of 
each  class,  and  highly  magnified  representations  of  them  are 
given  in  plates  vL,  viL,  viii.,  and  ix.,  which  may  be  looked  upon 
as  the  finest  engraved  specimens  of  these  minute  structures  that 
have  yet  been  executed,  and  reflect  the  greatest  credit  both 
on  the  artist  and  the  engraver,  the  original  drawings  having 
been  accurately  traced  with  Mr.  Leonard's  well-known  skill 
by  means  of  the  Camera  Lucida  applied  to  the  microscope, 
the  power  employed  with  some  of  them  being  as  high  as  2,000 
diameters. 

Bafs  Hair. — This  beautiful  structure,  represented  by  A, 
figs.  I,  2,  and  3,  plate  vL,  is  obtained  from  a  species  of  bat  in- 
habiting some  parts  of  India;  it  is  remarkable  as  presenting  a 
series  of  scale-like  projections,  arranged  in  the  form  of  a  whorl 
30* 
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around  the  central  part  or  shaft ;  these  are  least  numerous  at 
the  base  of  the  hidr,  as  shown  at  fig.  2,  but  gradually  increase 
in  number  and  size  towards  the  apex,  as  seen  in  fig.  1,  near 
which  they  are  very  abundant,  but  do  not  project  so  far 
beyond  the  shaft;  this  may  readily  be  seen  by  contrasting 
fig.  3  with  fig.  1.  In  some  hairs  the  succession  of  whorls 
resembles  very  much  a  series  of  conical  bags  placed  one  within 
the  other;  the  principal  parts  of  the  hair  that  form  a  test  of 
the  defining  power  of  a  half-inch  object-glass,  are  the  delicate 
points  that  surround  the  upper  edge  of  each  whorl;  these, 
with  a  well-constructed  combination,  should  be  shown  exceed- 
ingly sharp,  and  the  whorls  themselves  made  to  stand  boldly 
out  from  the  shaft ;  in  some  of  the  small  species  of  EngUsh 
bats,  the  whork  are  arranged  in  a  spiral  form;  but  in  this 
specimen  there  is  plainly  no  such  disposition. 

Mouse  Hair, — The  hair  of  this  common  littie  animal  differs 
materially  both  in  structure  and  in  size  firom  that  of  the  bat 
above  noticed ;  at  B,  in  plate  vi.,  are  shown  four  parts  of  a 
large  dark  hair,  whilst  at  D,  in  the  same  plate,  corresponding 
portions  have  been  selected  firom  a  small  flat  hair.  At  B  1  is 
shown  the  base  of  one  of  the  large  hairs,  on  which  are  certain 
markings,  whilst  in  2  and  3  the  internal  structure  is  seen  to 
be  cellular,  there  being  three  or  more  cells  in  each  row,  the 
colour  of  the  hair  depending  upon  the  greater  or  less  amount 
of  the  black  pigment  contained  in  the  cells.  When  viewed 
with  a  power  of  100  or  200  diameters,  all  the  light  parts 
should  be  shown  distinctly  firom  the  dark,  and  the  line  of  sepa- 
ration of  the  two  correctiy  defined.  The  apex  of  the  laige 
hair  is  seen  at  4 ;  it  is  of  very  small  size  as  compared  with  the 
central  portion,  and  exhibits  no  trace  of  cell  in  its  interior. 

At  D  are  shown  four  parts  of  one  of  tiie  small  flat  hidrs 
firom  the  same  animal ;  the  structure  of  the  base  and  apex,  as 
seen  at  1  and  4,  is  similar  to  that  of  the  larger  hair;  but  the 
internal  structure  of  the  intermediate  portions,  as  exhibited  at 
2  and  3,  is  very  different;  in  3,  the  dark  cells  extend  entirely 
across  the  hair,  and  are  arranged  at  equal  distances,  whilst  at 
2  a  rudimentary  form  of  cell,  containing  a  small  quantity  of 
pigment,  is  seen  to  occupy  the  central  portion  of  the  shafiL 
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The  figures  represented  by  B  and  D  were  drawn  hj  a  mag- 
nifying power  of  500  diameters ;  but  as  a  test  of  the  defining 
power  of  a  half-inch  object-glass  they  should  be  chiefly 
employed.  When  viewed  as  an  opaque  object^  this  hair  is 
yery  beautiful,  the  dark  parts  will  then  appear  very  much 
more  light  than  those  that  are  transparent,  and  the  structure 
will  be  imagined  to  be  quite  the  opposite  of  that  seen  by 
transmitted  light 

Hair  of  tfie  Dermestes. — This  very  remarkable  hair  is  ob- 
tained from  the  larva  of  a  small  beetle,  commonly  met  with  in 
bacon  and  hams  and  other  dried  animal  substances;  it  is 
covered  over  with  brownish  hairs,  the  longest  specimens  of 
which  should  be  selected.  When  one  of  these  is  viewed  with 
a  magnifying  power  of  200  diameters,  the  upper  part  presents 
the  appearance  shown  at  C  1,  and  may  be  said  to  consist  of  a 
shaft  and  expanded  extremity  or  head ;  the  shaft,  like  that  of 
the  hairs  of  some  other  larvse,  is  covered  with  whorls  of  large 
close-set  spines  four  or  five  in  number  in  each  whorl;  these 
are  closely  arranged  one  above  the  other,  as  seen  at  2 ;  the 
upper  part  of  the  shaft;,  near  the  head,  is  provided  with  several 
larger  and  more  obtuse  spines,  forming  a  knob  above  this,  as 
seen  in  1  and  3 ;  the  shaft  is  naked  for  a  very  short  distance ; 
it  then  becomes  invested  with  six  or  seven  large  filaments  or 
spines,  which  are  pointed  at  their  distal  extremities,  and  pro- 
vided with  a  small  protuberance  at  their  proximal  ends,  where, 
by  slight  pressure,  they  may  be  separated  one  from  the  other, 
as  seen  at  3,  or  they  may  sometimes  be  detached  at  the  apex, 
as  seen  at  1.  In  the  early  days  of  testing  microscopes,  these 
ludrs  were  found  rather  difficult  of  definition,  and  no  one 
would  imagine  that  fig.  20,  in  Mr.  Pritchard's  twelfth  plate, 
before  quoted,  was  of  the  same  nature  as  C  1,  2,  3,  in  plate  vL 
of  the  present  work.  This  very  beautiful  hair  now  forms  a 
good  test  of  the  defining  power  of  a  half-inch  object-glass. 

We  next  come  to  a  class  of  objects  much  more  difficult  to 
exhibit  than  any  of  the  preceding;  these  will  form  excellent 
tests  of  the  good  qualities  of  the  quarter  and  one-eighth  of 
an  inch  object-glasses,  and  consist  of  scales  removed  either 
from  the  wings  or  the  body  of  insects. 
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Hipparchia  Janira  (Common  meadow  brown  butterfly. — 
This  test  was  first  shown  in  this  country  by  Amici,  in  1844, 
by  his  object-glass  of  large  angular  aperture,  before  described 
at  page  466.  Fig.  1,  plate  vii.,  exhibits  one  of  these  scales 
magnified  500  diameters ;  on  it  may  be  seen  longitudinal  strise, 
with  a  number  of  brown  spots  of  irregular  shape ;  when  the 
magnifying  power  is  increased  to  1,200  diameters,  the  brown 
cells  are  made  more  evident;  but  the  striae  are,  in  a  great 
measure,  obsciu*ed  by  them,  as  shown  in  plate  viiL,  fig.  7. 

Pontia  Brassica  (Common  cabbage  butterfly). — This  scale, 
like  that  of  the  H.  janira  above  noticed,  is  provided  at  its  free 
extremity  with  a  brush-like  appendage ;  when  magnified  500 
diameters,  it  presents  the  appearance  shown  by  plate  viL,  fig.  2 ; 
the  stria)  seen  on  it  are  longitudinal,  which,  with  this  power, 
appear  to  be  composed  of  rows  of  little  squares  or  beads ; 
when  a  power  of  1,200  is  employed  upon  them,  the  striae  have 
between  them  elongated  dots  or  cells,  probably  of  pigment. 
Fig.  5,  plate  viii.,  represents  a  portion  of  fig.  2  magnified 
1,200  diameters;  and  fig.  6,  in  plate  viii.,  a  portion  of  one 
of  the  coarse  scales  from  the  same  insect  viewed  under  similar 
circumstances. 

Polyommatus  Argiolus  (Azure  blue). — One  of  the  delicate 
scales  from  this  beautiful  insect  is  shown  at  fig.  3,  plate  vii., 
magnified  500  diameters ;  it  exhibits  under  this  power  both 
longitudinal  and  transverse  strise,  the  latter  being  much  more 
delicate  and  difficult  to  detect  than  the  former.  This  scale 
forms  a  very  good  test  of  the  defining  power  of  a  quarter  of 
an  inch  object-glass. 

Scales  of  Podura  (Common  springtail). — The  body  and  legs 
of  these  tiny  creatures  are  covered  with  scales  of  great  deli- 
cacy ;  according  to  Mr.  Pritchard,*  their  value  as  test  objects, 
for  the  high  powers  of  the  microscope,  was  discovered  by  the 
late  Mr.  Thomas  Carpenter,  of  Tottenham,  whilst  making 
some  experiments  with  a  plano-convex  jewel  lens,  adapted 
as  an  object-glass  to  a  microscope,  provided  with  a  Huyghe- 
nian  eye-piece;  since  his  time  they  have  been  employed, 
even  up  to  the  present  period,  as  tests  for  the  higher  powers ; 

*  Microscopic  Cabinet^  p.  150. 
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but  many  persons  now  use  specimens  of  infusoria  of^the 
genus  Navicula  for  the  same  purpose.     Two  of  the  scales 
from  the  body  are  represented  by  figs.  4  and  5,  as  seen  under 
a  magnifying  power  of  500  diameters ;  that  shown  at  fig.  4  is 
one  of  the  liurgest  that  could  be  procured ;  whilst  that  at  fig. 
5  is  very  small,  and  its  markings  exceedingly  delicate.     The 
surface  of  each  appears  covered  with  immense  numbers  of 
delicate  wedge-shaped  dots  or  scales,  arranged  so  as  to  form 
both  longitudinal  and  transverse  wavy  markings ;  but  when  a 
portion  of  fig.  4  is  magnified  1,250  diameters,  it  presents  the 
appearance  shown  at  fig.  4a ;  the  scales  may  then  be  seen  to 
stand  out  boldly  from  the  surface ;  at  the  upper  part  of  the 
specimen  they  also  project  beyond  the  edg^.   It  would  appear 
from  Mr.  Pritchard's  figure,  that  at  the  lime  of  the  publication 
of  the  work  above  quoted,  nothing  but  longitudinal  and  ob- 
lique lines  could  be  made  out,  the  powers  then  employed  not 
being  able  to  separate  the  lon^tudinal  ones  into  a  number  of 
very  minute  elongated  dots  or  scales,  and  the  transverse  ones 
into  rows  of  the  same,  arranged  somewhat  in  a  wavy  manner. 
The  smaller  scale,  fig.  5,  is  very  much  more  difficult  to  exhibit 
than  the  larger  one,  and  forms  a  good  test  of  the  defining 
power  of  a  one-twelfth  or  one-mxteenth ;  the  markings  are  of 
precisely  the  same  nature  as  those  of  the  larger  scale,  but  are 
much  more  difficult  to  bring  out 

These  insects  abound  in  damp  cellars,  where  they  may  be 
seen  running  or  skipping  upon  the  waUs.  Mr.  Pritchard 
recommends  the  following  method  of  collecting  them,  viz.: — 
^^  To  sprinkle  a  little  oatmeal  or  flour  on  a  piece  of  black 
paper,  and  lay  it  near  their  haunts;  after  a  short  time 
the  paper  may  be  removed  and  careftdly  placed  in  a  glazed 
bason,  so  that  when  they  leap  from  the  paper,  on  being 
brought  into  the  light,  they  may  fall  into  the  bason,  and  thus 
separate  themselves  from  the  bait  They  should  be  cautiously 
handled,  and  placed  either  in  littie  tubes  or  boxes,  with  cam- 
phor to  preserve  them  from  the  ravages  of  other  insects.* 

*  It  is  said  that  tho  French  opticians  employ  as  a  test  the  scales  of  a 
species  of  Podura,  named  PetrohUu  maritimus,  which  is  very  abundant  on 
the  sea-coast;  the  markings  on  these  scales  are  very  strong  and  easily 
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Scales  of  Lepisma  Saccharincu — These  are  bo  earily  made 
out  by  the  lowest  powers,  that  they  can  hardly  be  called 
by  the  name  of  tests.  Figs.  8  and  9,  in  plate  iz.,  represent 
two  of  the  scales  magnified  500  diiimeters ;  the  longitudinal 
striae  appear  to  stand  out  in  bold  relief,  like  the  ribs  on  a  shell ; 
they  are  smallest  at  the  lower  part  of  the  scale,  and  increase 
in  breadth,  and  become  more  prominent  as  they  proceed  to- 
wards the  outer  margin ;  a  good  glass  should  define  well  the 
contrast  between  the  striae  and  the  interspaces. 

Scales  from  the  Gna£s  Wing. — Two  of  these  are  represented 
by  figs.  1  and  2,  in  plate  viii.;  when  magnified  500  diameters, 
they  exhibit  very  bold  longitudinal  bands  or  striae,  which  pro- 
ject  beyond  the  end  in  the  form  of  spines;  in  the  membrane, 
between  the  longitudinal  striae,  there  is  sometimes  an  appear- 
ance like  the  watering  of  silk;  if  one  of  these  scales  be  viewed 
with  a  ^^  of  90®  aperture,  numerous  striae  will  be  seen;  but  if 
on  the  same  scale  one  of  130®  be  employed,  half  of  the  lines 
will  disappear,  which  proves  that  the  first  effect  was  due  to 
interference. 

Battledoor  Scale  of  Polyommatus  Argiolus  (Azure  blue). — 
One  of  these  elegant  scales  is  represented  at  fig.  3,  plate  viii., 
as  seen  under  a  magnifying  power  of  500  diameters;  when 
badly  defined,  its  surface  appears  covered  with  coarse  longi- 
tudinal striae ;  but  under  a  good  object-glass,  the  striae  are  in- 
terrupted by  small  rings  having  a  hidr-like  projection  irom  the 
centre  of  each ;  the  rings  are  at  some  little  distance  apart,  and 
are  joined  together  by  minute  longitudinal  striae ;  in  the  lower 
part  of  the  scale  there  is  a  curved  band  with  its  convexity  to- 
wards the  point  of  attachment  of  the  scale,  which  consists  en- 
tirely of  minute  black  dots  of  pigment ;  the  striae  between  this 
band,  and  what  may  be  termed  the  quill  of  the  feather,  are  not 
interrupted  by  rings,  but  consist  of  continuous  lines,  having 
black  dots  upon  them.  A  good  defining  power  should  show 
the  dots  in  the  rings  and  the  connecting  striae  between  each 
very  distinctly. 

made  out  by  second-rate  instrumentB,  hence  some  caution  is  necessary 
that  proper  scales  be  selected  for  examination,  the  best  of  all  being  thoso 
of  the  kind  shown  by  tig.  5. 
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Scale  of  Morpho  Metielaus. — A  scale  of  this  splendid  butter- 
fly is  shown  at  fig.  4,  plate  viiL^  magnified  500  diameters ;  it 
exhibits  strongly  marked  longitudinal  and  very  delicate  trans- 
verse strise^  the  former  frequently  bifurcating.  In  former  times 
it  required  a  good  quarter  to  exhibit  the  transverse  strise; 
but  the  half-inch,  as  now  constructed,  will  show  them  readily. 
In  taking  the  scales  from  the  upper  surface  of  the  wing  of 
this  beautiful  insect,  the  pale  blue  specimens  should  be  se- 
lected ;  many  of  these  have  a  thick  coating  of  colouring  matter, 
and  in  examining  a  series  of  them,  it  wiU  often  happen  that 
scales  win  be  seen  having  certain  spaces  or  parts  of  their 
surfaces  more  transparent  than  the  rest,  and  without  any 
trace  of  strias  ,*  this  is  due  to  the  removal  of  the  pigment,  and 
with  it  the  striated  layer.  This  object  forms  a  good  test  for 
the  half-inch  object-glass,  which  should  show  clearly  the 
transverse  strise ;  and  if  the  scale  be  perfectly  flat,  the  strise 
should  be  seen  over  the  whole  of  its  surface ;  but  it  generally 
happens  that  they  are  only  well  defined  in  certain  situations. 
The  pigment  under  very  high  powers  exhibits  a  dotted  ap- 
pearance between  the  striae. 

For  many  years  several  species  of  siliceous  infusoria  of  the 
genus  Navicula  have  been  employed  as  tests ;  but  with  im- 
proved object-glasses  the  lines  or  dots  on  their  surfisu^es  can  be 
so  easily  made  out,  that  they  are  no  longer  used;  but  in 
more  modem  times,  several  new  species  have  been  discovered, 
which  even  now  require  the  aid  of  the  highest  powers  and 
most  careful  manipulation  to  show  their  true  characters;  the 
first  of  these,  and  the  one  most  easily  exhibited,  is  the  Navicula 
Hippocampus.  This  beautiful  species  was  first  brought  under 
the  notice  of  the  microscopists  in  this  metropolis,  by  Mr. 
Robert  Harrison,  of  Hull,  in  June,  1841,  the  longitudinal 
striae,  on  the  surface  of  which,  he  was  the  first  to  discover. 
After  a  careful  examination  of  the  same  infusoria  at  a  sub- 
sequent period,  Mr.  Harrison  also  detected  transverse  striae  as 
well;  but  these  he  found  more  diflScult  to  exhibit  than  the 
longitudinal  series.  A  representation  of  this  animalcule  is 
^ven  in  plate  ix.,  fig.  1,  as  seen  under  a  magnifying  power  of 
500  diameters,  and  at  fig.  2,  under  one  of  1,200. 
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It  wiU  be  noticed  that  Ae  so-caUed  longitudiiial  and  tmn«- 
verse  6tri»  are  resolved  into  dota^  which  are  so  arranged  as  to 
present  under  object-glasses  of  low  power  the  appearance  of 
longitudinal  and  transverse  lines.  Wben  viewed  by  a  power 
of  500  diameters,  it  is  readily  seen  that  its  surface  is  convex, 
and  that  the  dots  are  projections  from  the  surface ;  a  curved 
structureless  line  runs  down  the  middle  of  the  shell  in  the 
centre,  and  at  each  end  the  line  is  expanded  into  an  oval  spot ; 
on  the  edges,  near  the  central  spot,  the  dots  are  elongated 
transversely,  and  appear  as  so  many  short  bands.  This  specieB 
of  navicula  is  an  excellent  test  for  a  quarter  of  an  inch  object- 
glass,  which  should  show  distinctly  both  sets  of  lines  or  dots 
by  oblique  illuminalion. 

Navicula  Angulata, — This  exceedingly  beautiful  species  waa 
first  found  upon  conferva  in  the  Humber  at  Hull,  and  three 
sets  of  lines  discovered  on  it,  by  some  microscopists  residing 
there.  Since  then,  its  structure  has  been  careiully  worked 
out  by  Mr.  Gillett  by  an  approved  method  of  illumination 
and  of  mounting  between  thin  glass,  and  these  supposed 
lines  have  been  resolved  by  him  into  minute  dots  or  eleva- 
tions from  the  surface,  which  are  so  arranged  as  to  present 
longitudinal,  transverse,  and  obUque  markings,  under  certain 
conditions  of  illumination.  Fig.  4,  plate  ix.,  is  an  entire 
specimen  seen  under  a  magnifying  power  of  500  diameters ; 
and  fig.  5,  a  portion  of  the  same  magnified  1,200  diameters; 
whilst  at  fig.  6  is  represented  a  still  more  highly  magnified 
view  of  a  portion  of  anotiier  specimen,  for  which  tiie  author 
is  indebted  to  Mr.  Gillett,  from  whose  microscope  it  was 
sketched  by  Mr.  Leonard ;  the  angle  of  inclination  of  the  dots 
to  the  sides  of  the  shell  was  found  on  measurement  to  be  51^- 
in  some  specimens^  and  nearly  60^  in  others.  Whenever 
these  infusoria  are  viewed  by  means  of  very  obUque  light, 
the  appearances  presented  are  those  shown  in  figs.  4,  5,  6; 
but  under  the  most  favourable  illumination,  either  from  a 
white  cloud,  or  a  lamp  with  direct  light,  and  a  magnifying 
power  of  at  least  1,200  diameters,  the  lines  are  all  shown  to 
be  dots  or  elevations  from  the  surface,  being  exhibited  as  they 
occur  on  a  small  portion  of  the  shell  by  fig.  7.    Figs.  1, 2, 4,  5, 
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6,  are  all  exceedinglj  useAil  in  their  way,  to  show  how  by 
very  oblique  pencils  of  Ught,  with  glasses  of  small  aperture, 
dots  closely  approximated  may  be  converted  into  lines. 

Another  very  good  test  of  the  defining  power  of  a  micro- 
scope is  the  ultimate  structure  of  voluntary  muscular  fibre, 
about  which  many  differences  of  opinion  have  been  raised. 
The  most  excellent  specimens  of  this  beautiful  structure  that 
have  yet  been  shown,  are  those  prepared  by  Mr.  Lealand, 
from  one  of  which,  with  his  kind  assistance,  figs.  10,  11,  12, 
have  been  been  drawn  by  Mr.  Leonard.  Fig.  10  represents 
a  portion  of  a  muscular  fibre  or  &sciculus  of  a  pig,  magnified 
600  diameters,  which  has  been  so  far  separated  as  to  exhibit 
the  structure  of  the  ultimate  fibres  or  fibrilks.  Fig.  11  is  a 
specimen  taken  from  another  part  of  the  same  preparation, 
but  magnified  1,200  diameters;  in  this  it  will  be  seen  that 
each  fibril  is  composed  of  alternate  bands  or  stripes  of  two 
distinct  structures ;  but  on  more  careful  examination,  a  trans- 
verse line  will  be  found  between  each  dark  band,  which  gives 
to  the  fibril  an  appearance  of  being  composed  of  a  linear  series 
of  more  or  less  oblong  or  square  cells,  with  a  dark  substance 
in  the  centre  of  each,  as  shown  in  fig.  12,  in  some  cases  as  in 
fig.  11;  the  transparent  cell  wall  cannot  be  easily  seen,  the 
dark  substance  extending  as  far  as  the  sides  of  the  celL 

Nciberfs  Tests. — M.  Nobert,  of  Griefswald,  having  occupied 
himself  for  some  years  in  the  manufacture  and  the  testing  of 
a  large  compound  microscope,  discovered  that  the  productions 
of  nature,  which  had  been  almost  exclusively  used  as  test 
objects,  were  more  or  less  different  in  the  nature  and  arrange- 
ment of  their  markings,  hence  he  was  led  to  the  employment 
of  such  objects  for  comparison  as  can  be  reduced  to  number 
and  measurement,  as  modem  philosophy  requires  in  all  its 
parts.  The  plan  adopted  by  M.  Nobert,  is  to  etch  on  glass 
ten  separate  bands  at  equal  distances ;  each  band  is  composed 
of  parallel  lines  of  some  known  fraction  of  the  old  Paris  line ; 

in  the  first  band  they  are  7x>Vo'  ^"^  ^  ^^  ^^  '^'^hjsis  ^^  ^^ 
same  quantity,  whilst  the  intermediate  groups,  with  regard 
to  the  distance  of  their  parallel  lines,  form  parts  of  a  geo- 
metric series;  these  liave  been  kindly  furnished  by  Mr.  Do 
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La  Rue^  in  a  test  plate  received  &om  M.  Nobert  in  January, 
1850:— 


Lines  in 
each  band. 

Faitt  of  a  PuU  line. 

Parti  of  an  Engliah  inch. 

1 

2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 

16 
17 
18 
19 
20 
22 
23 
25 
27 
29 
32 
35 
39 

0-000250       J^ 
0-000235       s^ 
0-000222      tj^ 
0-000211       J„ 
0-000200       j2^ 
0-000182       ,;„, 
0-000174       .> 

f,7A> 

0-000160         1 
0-000148         1 
0-000138       ^^ 
0-000125       eJoo- 
0-000114       m- 
0-000100      Jsm 

0-00002220    ^ 
0-00002087     „;,„ 
0-00001971     «'„ 
0-00001874    ^ 
0-00001776    ^ 
0-00001616    ii^ 
0-00001545    ^ 
0-00001421      ' 
0-00001314     ,,^ 
0-00001225    g^ 
0-00001110    gflk 
0-00001012     96^7» 
0-00000888   TiOT 

On  examining  this  plate  with  a  -^  object-glass  of  140^ 
aperture,  Mr.  De  La  Rue  found  that  the  lines  are  seen  on  all 
the  bands ;  but  the  lines  seen  on  some  of  them  are  spectral, 
and  not  the  real  lines ;  an  effect  which  may  be  demonstrated 
on  observing  the  plate  of  fifteen  series,  say  with  a  half-inch 
object-glass  at  first,  and  then  one-fourth ;  the  half-inch  object- 
glass  will  show  many  of  the  series  to  be  lined  which  it  iails  to 
develop  clearly,  but  which  are  readily  resolved  on  using  the 
one-fourth.  Having  observed  this,  Mr.  De  La  Rue  requested 
M.  Nobert  to  take  note  of  and  ^ve  him  the  number  of  the  lines 
of  each  series  in  all  future  plates  he  might  make  for  him,  which 
he  accordingly  did.  Jn  this  way  he  was  able  to  control  the 
observation,  and  pronounced  the  eighth  series  to  be  perfectly 
and  clearly  separated  with  Ross's  ^  of  140^;  and  he 
thinks  that  even  the  -j^  has  yielded  to  its  defining  power ; 
but  it  is  so  difficult  to  count  the  fine  lines,  that  he  cannot 
speak  with  absolute  certainty^  but  he  has  no  doubt  in  his  own 
mind  respecting  it.     M.  Nobert  has  since  fiimished  Mr.  De 
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La  Rue  with  another  test-plate  of  fifteen  series  of  lines,  which 
has  been  resolved  as  follows : — 

Noberfs  recent  Test  Hate  of  15  series  of  lines. 


lines  in 
OAclitNmd. 

Pari*  of  a  Pub  line. 

Parti  of  an  EngUsh  inch; 

1 

2 
3 

4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

7 
8 
9 

10 
11 
13 
15 
17 
19 
21 
23 
24 
26 
27 
29 

0-001000 
0-000850 
0-000730 
0-000620 
0-000560 
0-000480 
0-000400 
0-000350 
0-000300 
0-000275 
0-000250 
0-000238 
0-000225 
0-000213 
0-000200 

0-00008880      -j^, 
0-00007659       ,^ 
0-00006482       ,;^ 
0-00005506       j,^ 

18,i<» 

0-00004884      ^\„ 
0-00004262      .i 

23^481 

0-00003552        >„ 
0-00003108      jjijj 
0-00002664      .1 
0-00002442      "^ 

40JMO 

0-00002220        1 
0-00002134      "^ 

47387 

0-00001998      ^^ 
0-00001891       ^ 
0-00001776       «U 

All  the  foregoing  were  seen  with  a  quarter  inch  object- 
glass  of  Ross's  make,  and  having  an  aperture  of  80^,  the  slide 
being  illuminated  in  an  oblique  direction  with  a  common  bull's 
eye. 

In  order  to  render  the  subject  more  intelligible,  the  author, 
through  the  kindness  of  his  friend,  Dr.  J.  Hughes  Bennett, 
has  been  enabled  to  ^ve  the  following  representations  of 
M.  Nobert's  truly  wonderful  productions.     Fig.  261  exhibits 

*  piece  of  glass  of  the  same  size 

as  the  original,  on  which  in  the 
centre  are  ruled  the  ten  bands 
or  clusters  of  lines  before  al- 
luded to,  the  entire  number 
occupying  so  small  a  space  as 
the  one-fourth  of  a  line ;  when 


r 


Fig.  261. 
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this  glass  is  placed  under  a  magnifying  power  of  about  100 
diameters,  the  bands  containing  the  fewest  number  of  lines 
in  them  will  present  the  appearance  shown  by  fig.  262,  in 
which  are  exhibited  the  lines  as  seen  in  four  of  the  coarsest, 
the  other  six  with  bo  low  a  power  not  being  visible,  and  even 
those  in  the  fourth  band  requiring  eome  care  in  the  illumina- 
tion to  define  them  satia- 


^  -        ^-i   factorily.    In  order  to  use 

\  V,  ,.._'■,  -      ^  ■    -  : ^   this  test,  the  bands  are 

viewed  by  glasses  of  dif^ 


~ ~— ^-  """^ 


ferent   focal   lengths^   in 
the  same  manner  as  any 
^^•^^2-  other  lined  objects,  and 

the  number  of  the  bands  with  their  lines  clearly  defined,  will 
form  a  good  criterion  of  the  merits  of  any  magnifying  power 
from  100  to  2,000  diameters.  Thus,  for  instance,  if  a  quarter 
of  an  inch  object-glass  be  employed  with  the  best  illumination, 
nine  of  the  bands  may  be  seen,  and  the  lines  in  seven  of  them 
clearly  defined,  but  stiU  no  trace  of  the  tenth  band  visible ;  if, 
however,  a  twelfth  is  used,  the  lines  in  the  tenth  may  be 
shown ;  and  these,  although  the  ~^  of  an  inch  apart,  are  as 
perfectly  etched  as  those  in  the  first  band,  which  are  seventy 
times  as  coarse  as  those  in  the  tenth.  Of  all  the  tests  yet 
found  for  object-glasses  of  high  power,  this  would  appear  to 
be  the  most  valuable,  and  one  which  comes  the  nearest  to  the 
utmost  limit  at  which  the  position  of  a  line  can  be  accurately 
ascertained.  M.  Nobert's  paper  is  published  in  Poggen- 
dorf*8  Annakn  for  1846 ;  but  as  it  would  be  foreign  to  the 
object  of  this  work  to  enter  so  scientifically  into  the  explanation 
of  the  reasons  for  adopting  this  valuable  form  of  test  glass  as 
M,  Nobert  has  done,  the  reader  is  referred  to  the  paper  itself, 
which  will  well  repay  an  attentive  perusal,  as  the  information 
it  contains  is  of  the  highest  practical  importance.  Accompa- 
nying the  test  kindly  lent  to  the  author  by  Dr.  Bennett,  was 
another  glass,  on  which  were  etched  in  a  similar  manner  a 
series  of  lines,  the  ^^^  of  a  millimetre  apart ;  these  were,  like- 
wise, beautifully  ruled,  and  the  surface  of  the  glass  presented 
a  rich  play  of  iridescent  colours. 


i 
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Method  of  Examining  Test  Objects. — For  the  purpose  of 
examining  these  most  delicate  of  all  structures,  considerable 
care  and  skill  are  required^  the  more  so  if  two  object-glasses 
of  equal  power  are  to  be  tried  one  against  the  other.  The 
usual  modes  of  illuminating  transparent  objects  have  already 
been  given  at  page  186,  where  also  will  be  found  the  descrip- 
tion of  the  different  kinds  of  apparatus  which  are  placed  beneath 
the  stage,  in  order  to  increase  the  brightness,  and  cut  off  the 
outer  rays  of  the  illuminating  pencil  The  objects  for  exami- 
nation should  be  perfect  specimens,  and  mounted  either  in  the 
manner  represented  by  figs.  210-11-12-13,  or  on  a  slide  of  the 
usual  size,  and  covered  with  the  thinnest  films  of  glass;  some 
of  the  most  opaque  specimens  may  be  put  up  in  balsam,  but 
the  majority  are  far  better  seen  when  mounted  in  the  dry 
way  between  pieces  of  thin  glass.  Day-light  will  be  found  to 
be  the  best  for  all  examinations,  and  the  light  reflected  from 
a  white  cloud,  save  that  of  the  sun,  the  brightest  that  can  be 
obtained.  The  microscope  having  been  placed  on  a  firm  table, 
in  a  suitable  situation  to  get  a  good  light  on  the  mirror,  and 
everything  ready,  the  object-glass,  if  of  high  power,  must  next 
be  corrected  for  the  thickness  of  the  glass  cover;  as  the 
method  of  doing  this  was  not  described  at  page  175,  it  will 
be  proper  to  mention  it  here. 

Method  of  Using  the  Adjusting  Object-gkiss. — As  the  high 
powers  of  Messrs.  Powell  and  Boss  have  the  same  kind  of 
adjustment,  the  following  directions,  drawn  up  by  Mr.  Boss,  will 
answer  for  both;  but  those  of  Mr.  Smith,  being  of  a  different 
construction,  will  require  a  separate  mention: — 

''  When  an  achromatic  object-glass  for  a  microscope  has  its 
aberrations  corrected  for  viewing  an  uncovered  object,  the  cor- 
rection will  be  nearly  the  same,  whether  the  object  is  seen  by 
the  light  reflected  from  its  surface  as  an  opaque,  or  by  its  inter- 
cepting transmitted  light  as  a  transparent  one,  if  these  objects 
are  properly  prepared  and  illuminated.  But  if  it  be  necessary 
to  cover  the  object  with  glass  or  talc,  or  to  immerse  it  in  a  fluid, 
the  aberration  caused  by  the  refractive  and  dispersive  power 
of  the  interposed  medium  deteriorates  the  performance  of  the 
object-glass. 
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"  The  adjustment  which  is  given  to  object-glasses  of  high 
magnifying  power,  and  transmitting  large  angular  pencils  of 
light,  is  for  the  purpose  of  compensating  the  aberration  result- 
ing from  the  various  states  in  which  an  object  may  be  placed 
To  effect  this  there  are  two  lines  on  the  external  part  of  the 

object-glass;  against  the  upper  line  is  engraved 
uncovered,  and  against  the  lower,  covered;  there 
is  also  a  small  square  piece  of  brass,  or  tongue, 
screwed  into  a  morticed  hole,  with  a  single  line 
upon  it,  as  shown  in  fig.  263.  Immediately  above 
the  lines  is  a  projecting  milled  edge,  which  may 
Fig.  263.  jj^  moved  independently  of  the  other  part  of  the 
object-glass,  giving  motion  to  the  part  marked  Uncovered  and 
Covered;  so  that  either  of  the  lines  may  be  made  to  coincide  with 
that  on  the  tongue.  This  motion  has  the  effect  of  separating  or 
bringing  nearer  together  the  lenses  which  compose  the  object- 
glass.  When  the  line  against  which  uncovered  is  engraved  coin- 
cides with  that  on  the  tongue,  the  adjustment  is  perfect  for  view- 
ing an  opaque  or  uncovered  object;  but  when  the  line  against 
which  covered  is  marked  coincides  with  that  on  the  tongue, 
the  object-glass  is  in  adjustment  for  viewing  an  object  covered 
with  glass  or  talc  one-hundredth  of  an  inch  thick.  If  the  glass 
or  talc  is  less  than  one-hundredth  of  an  inch  thick,  then  the 
mark  on  the  tongue  should  be  between  the  marks  Covered  and 
Uncovered;  and  if  it  exceed  one-hundredth,  then  the  mark  on 
the  tongue  should  be  without  the  mark  against  which  covered 
is  engraved.  This  adjustment  must  be  tested  experimentally 
by  moving  the  milled  edge,  so  as  to  separate  or  close  together 
the  combinations,  and  then  bringing  the  object  to  distinct 
vision  by  the  screw  adjustment  of  the  microscope.  In  this  pro- 
cess the  milled  edge  of  the  object-glass  will  be  employed  to 
adjust  for  character  of  definition,  and  the  fine  screw  movement 
of  the  nucroscope  for  correct  focus." 

The  earlier  object-glasses  of  high  power,  made  by  Messrs. 
Smith  and  Beck,  have  the  tube  of  their  front  lens  moveable, 
and  furnished  with  a  screw  collar,  the  circumference  of  which 
is  engraved  with  ten  divisions,  numbered  from  0  to  9;  this, 
and  tiiie  graduation  on  the  milled  head  for  slow  motion,  give 
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a  means  of  obtaining  the  finest  performance  under  various 
circumstances.  The  following  directions  are  thus  given  for 
their  use: — 

1st  When  the  tube  in  the  body  of  the  microscope  is  not  at 
all  drawn  out. 

If  the  object  is  uncovered^  screw  up  the  collar  of  the  object* 
glass,  till  0  stands  opposite  to  the  vertical  mark  on  the  tube, 
its  two  or  more  horizontal  marks,  each  of  which  indicates  one 
revolution  of  the  collar,  being  all  fully  exposed.  (This  is  nearly 
as  &r  as  the  screw  will  go  without  strain.) 

If  the  object  is  covered  with  glass  or  talc,  measure  the  thick- 
ness of  this,  taking  advantage  of  dust  or  spots  on  the  surfaces, 
by  the  milled  head  for  slow  motion:  it  has  its  circle  divided 
like  the  collar  of  the  object-glass  irom  0  to  9;  every  revolution 
being  ten  divisions. 

Multiply  the  number  of  divisions  indicating  the  thickness 
by  0.7,  if  the  -/g  inch  object-glass  is  used;  by  0.9  if  the  i  inch. 
Then  set  the  collar  to  the  number  that  is  the  product,  screw- 
ing it  daum  from  its  former  position,  and  pressing  up  the  tube 
of  the  front  lens;  and  the  adjustment  is  made. 

2nd.  When  the  tube  in  the  body  is  drawn  out 

Increase  the  number  to  which  the  collar  is  set,  with  the 
JL  inch  glass,  as  under: — 

For  1  inch  drawn  out  add  2.5  divisions. 

2  inches  .         .     4      ditto. 

3  ditto  .         .     5       ditto. 
5  ditto  .         .     6      ditto. 

The  \  inch  glass  is  littie  changed  by  lengthening  the  tube, 
but  one  divimon  may  be  added  for  each  of  the  first  four  inches 
drawn  out 

*^*  The  milled  head  for  slow  motion  gives  for  the  depth  of 
i^jf  of  an  inch  in  air  fifteen  divisions,  in  glass  ten  nearly. 

In  order  to  test  the  merits  of  an  object-glass,  an  object 
suitable  to  its  powers  should  be  employed;  if  below  the  half- 
inch  BO  achromatic  condenser  need  be  used  by  day;  the  light 
from  a  white  cloud  may  be  reflected  by  the  mirror,  or  that 
31 
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from  an  argand  lamp  at  night;  direct  rays  should  be  first 
employed,  and  the  object  brought  well  into  focus;  if  it  be  a 
lined  one,  the  concave  mirror  should  be  turned  in  various  di- 
rections, in  order  that  the  lines  may  be  distinctly  seen;  but 
the  light  should  not  be  too  oblique,  as  then  fallacious  appear- 
ances may  be  produced ;  if  the  achromatic  condenser  be  re- 
quired, the  plane  mirror  should  be  used ;  and  when  the  object 
is  in  focus,  the  illuminating  lens  should  be  moved  up  or  down 
gently,  to  see  at  what  point  the  definition  is  the  best.  If  the 
power  to  be  tested  be  an  eighth  or  a  twelfth,  and  the  object  a 
very  minute  one,  a  half-inch  should  be  first  used  to  find  it  out 
and  bring  it  into  the  centre  of  the  field;  the  high  power  may 
then  be  substituted  for  the  lower  one,  and  if  the  axes  of  the 
two  glasses  coincide,  the  object  will  be  found  in  the  centre  of 
the  field,  or  very  near  it.  It  is  always  a  tedious  matter  to  find 
a  minute  object  in  a  slide  with  a  high  power,  unless  a  small 
circle  be  marked  around  it;  but  in  practice  it  will  be  found 
most  convenient  first  to  examine  the  slide  with  a  half-inch  or 
inch,  and  to  bring  into  the  centre  of  the  field  of  view  the  ob- 
ject required.  Mr.  Gillett  adopts  a  very  excellent  method;  he 
searches  over  all  the  objects  contained  in  a  slide,  and  paints  a 
circle  around  the  best  specimens,  and  makes  an  enlarged  draw- 
ing or  chart  of  the  slide  on  paper  with  all  the  circles,  and  within 
each  circle  a  magnified  representation  of  the  objects  contmned 
in  it;  if  the  slide  and  the  chart  be  compared,  the  circle  within 
which  the  best  specimens  are  contained  can  be  placed  in  the 
field  of  view  without  much  diflSculty. 

In  testing  the  merits  of  any  two  glasses  of  equal  power,  the 
same  illumination  and  object  should  be  employed  with  each, 
and  the  only  way  of  getting  a  measure  of  their  relative  value 
is  to  select  a  test  that  can  be  resolved  by  both;  and  that  glass 
which  shows  the  lines  darkest,  and  all  elevations  the  most 
prominent,  and  the  spaces  between  them  the  clearest,  may  be 
considered  to  perform  the  best  Particular  care  should  be 
taken  in  the  management  of  the  illumination,  so  that  the  rays 
be  not  too  oblique,  as  it  often  happens  that  projections  are 
shown  as  depressions,  and  depressions  as  projections.  Objects 
the  intimate  structure  of  which  it  is  difficult  to  define,  should 
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be  examined  by  two  or  more  observers,  especially  such  as  the 
Navicula  hippocampus  and  angulata,  in  which  an  appearance 
of  lines  is  given  by  dots  or  projections,  arranged  in  parallel 
rows,  or  in  rows  alternating  with  each  other;  nothing  can 
more  plainly  illustrate  the  importance  of  this  proceeding  than 
figs.  2,  4,  5y  in  plate  ix. ;  a  number  of  persons  have  carefully 
examined  these  under  the  power  by  which  they  were  drawn, 
and  have  set  down  on  paper  what  they  believed  the  markings 
to  be  produced  by;  some  have  declared  them  to  be  lines, 
whilst  others,  whose  eyes  were  more  practised,  could  resolve 
each  line  into  a  series  of  dots  or  elevations,  as  shown  in  figs. 
3  and  7.  The  representations  of  the  several  test  objects 
given  in  plates  vi.,  vii.,  viiL  and  ix.,  will  form  an  excellent 
guide  to  the  amateur,  as  to  the  amount  of  definition  that  a 
good  object-glass  of  equal  magnifying  power  to  that  employed 
in  any  given  drawing  should  exhibit,  as  every  specimen  has 
been  carefully  sketched  by  the  camera  lucida,  and  all  the 
markings  put  in  as  they  were  best  seen,  with  glasses  of  great 
or  small  angles  of  aperture;  the  former  exhibiting  them  as 
dots,  the  latter  as  lines. 


CHAPTER  XXI. 

MISCEI/LANEOUS  HINTS  ON   THE   MANAGEMENT   OP   THE 
MICROSCOPE  AND   MICROSCOPIC   PREPARATIONS. 

Apartment — ^In  the  choice  of  a  room  for  microscopic  observa- 
tion, one  on  the  ground-floor  should  be  selected  in  which 
there  is  a  window  having  a  northern  aspect,  and  not  over- 
shadowed by  trees  or  buildings;  a  firm  table  is  required  for 
placing  the  microscope  on,  and  in  order  that  the  latter  may 
be  at  all  times  ready  for  use,  it  should  be  covered  over  either 
with  a  glass  or  other  shade  when  not  employed;  many  valu- 
31» 


484  MANIPULATION. 

able  observations  will  be  lost  if  the  labour  of  packing  and  un- 
packing the  instrument  ami  apparatus  have  to  be  frequently 
repeated.     A  glass  shade,  especially  a  stout  one  of  the  old 
make,  with  a  knob  at  the  top,  will  be  found  to  keep  off  the 
dust  as  effectually   as  any   well-constructed  box    or    case. 
Drawers  and  cupboards,  for  containing  preparations  in  bottles 
and  boxes,  will  be  found  very  convenient.     A  small  nest  of 
drawers,  fitted  up  under  the  table,  will  be  useful  for  keeping 
thin  glass  covers,  spare  slides,  cutting  instruments,  &c.     In 
the  winter,  when  fires  are  in  use,  it  will  be  necessary  to  cover 
over  any  preparations  that  are  about  to  be  dried  before  being 
mounted,  as  minute  particles  of  carbon  are  continually  being 
deposited  in  all  situations;  for  this  purpose  small  shades,  such 
as  are  employed  for  raising  young  plants,  will  be  found  par- 
ticularly convenient. 

To  Chan  the  Optical  Part  of  the  Microscope, — In  order  to 
dean  the  glasses  of  the  eye-piece,  they  should  be  unscrewed, 
and  wiped  either  with  a  piece  of  clean  lawn  or  wash  leather; 
an  old  soft  cambric  handkerchief  will  be  an  excellent  substi- 
tute for  either.  In  the  case  of  the  object-glasses,  the  wiping 
should  be  conducted  with  great  care;  in  the  majority  of 
instances,  a  camel's-hair  pencil  will  remove  any  dust,  but  for 
all  other  purposes  the  leather  or  linen  wUl  be  required.  Some 
persons  recommend  that  the  wash-leather  should  be  impreg- 
nated with  putty  or  crocus  powder;  both  this  and  the  linen 
should  be  kept  perfectly  ^free  from  dust,  in  a  box,  and  em- 
ployed for  no  other  purpose. 

Glass  Slides  may  be  freed  from  all  grease  by  washing  them 
with  potash;  the  Kev.  J.  B.  Beade  has  recommended  an 
infusion  of  nut-galls  (which  contains  a  quantity  of  tannic 
acid)  for  the  same  purpose.  In  wiping  the  slides  and  the 
covers  as  well,  be  careful  not  to  employ  a  substance  likely  to 
leave  any  nap  or  down  behind,  as  coloured  filaments,  derived 
from  table-covers,  pocket-handkerchiefs,  &c,  have  more  than 
once  been  mistaken  for  highly  organized  structures. 

Cabinets  and  Boxes  far  holding  Microscopic  Objects. — The 
slides  generally  employed  by  microscopists  are  one  of  the 
sizes  recommended  by  the  Microscopical  Society,  viz.,  three 
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inches  by  one,  or  three  inches  by  one-and-a-half;  the  former 
is  most  commonly  used.  Any  number  of  these  may  be  cut  of 
the  required  dimensions  by  the  board  and  ruler  described  at 
page  262.  Objects  mounted  on  slides  are  often  required  to 
be  carried  about;  for  this  purpose  small  boxes  are  used,  the 
sides  of  which  are  provided  with  strips  of  wood,  termed  racksy 
having  a  series  of  grooves  cut  in  them,  at  equal  distances 
apart,  to  receive  the  ends  of  the  slides;  when  the  slides  are 
placed  in  the  grooves^  they  may  be  kept  either  in  a  horizontal 
or  in  a  vertical  position;  some  persons  prefer  the  former, 
others  the  latter  method.  Boxes  capable  of  containing  one  or 
two  dozen  objects  can  very  well  be  carried  in  the  pocket 
without  injury,  provided  the  cover  be  well  padded  and  pressed 
firmly  against  the  sides  of  the  slides;  others,  made  in  the 
shape  of  books,  and  fitted  up  with  racks,  look  very  neat  when 
arranged  on  shelves;  the  objects  contained  in  them  should  be 
kept  in  the  horizontal  position,  which  can  be  readily  done  by 
having  the  box  made  of  sufficient  breadth  to  contain  one  or 
two  slides  when  placed  horizontally.  The  chief  inconvenience 
in  this  mode  of  arrangement  is  the  difiSculty  of  finding  any 
required  object  quickly,  hence  it  will  be  found  in  practice, 
where  stowage-room  is  not  of  much  consequence,  that  the 
plan  of  keeping  them  in  drawers  perfectly  flat  will  be  by  far 
the  most  advantageous;  some  persons  prefer  having  the  drawers 
divided  into  compartments,  each  one  of  which  is  only  capable 
of  holding  a  single  slide;  this,  besides  being  an  expensive  plan, 
is  not  always  necessary;  if  the  cabinet  be  large,  and  not  often 
moved,  the  divisions  may  be  dispensed  with;  the  author  has 
kept  for  years  a  collection  of  anatomical  preparations  in 
shallow  drawers,  each  being  capable  of  holding  nearly  one 
hundred  slides;  no  compartment  of  any  kind  is  employed,  and 
in  no  single  instance  has  any  injury  befallen  the  specimens. 
Cabinets  are  now  furnished  by  our  principal  opticians  and 
preparers  of  objects,  to  hold  any  given  number  of  slides,  of 
three  inches  by  one.  A  cabinet  of  twenty-four  drawers,  each 
drawer  being  12^  inches  by  9^  inside  measure,  will  hold 
upwards  of  eight  hundred  and  fifty  slides  in  three  rows  of 
twelve  in  a  row ;  or  twenty-four  drawers  of  the  same  dimen- 
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sions  but  turned  a  different  way,  and  so  arranged  as  to  have 
four  rows  of  nine  in  a  row,  will  contain  an  equal  number  of 
slides  with  the  last  The  rows  may  be  separated  from  each 
other  by  a  narrow  strip  of  wood  placed  across  the  drawers  at 
right  angles  to  the  direction  in  which  it  draws  out,  by  which 
means  the  objects  are  prevented  from  sliding  one  over  the 
other.  The  following  plan  of  securing  the  slides  in  the 
drawers  of  small  moveable  cabinets,  recommended  in  a  work 
entitled  Microscopic  Objects^  is  worthy  of  mention.  "  The  slides 
containing  the  objects  are  laid  flat  in  double  or  treble  rows; 
the  outer  ends  of  the  slides  are  made  to  fit  into  a  ledge  in 
tiie  front  and  back  of  each  drawer;  the  inner  ends  of  the 
slides,  meeting  in  the  middle  of  the  drawer,  are  kept  down  by 
a  very  thin  slip  of  wood  covered  with  velvet.  In  this  way 
the  slides  do  not  shake  when  the  cabinet  is  moved  from  place 
to  place;  every  object  is  seen  without  removal,  and  thus  no 
time  is  lost  in  making  a  selection." 

Opaque  objects  mounted  on  discs  should  be  kept  in  drawers 
or  boxes  lined  with  cork,  and  well  protected  from  dust;  each 
disc  should  have  either  a  number  or  the  name  of  the  object 
written  on  it. 

Labelling  Slides^  8fc, — The  methods  of  cutting  and  edging 
glass  sUdes  has  already  been  given  at  pages  263-4.  Those 
who  employ  plate-glass  generally  have  the  edges  of  their 
slides  either  ground  or  polished;  but  others,  who  prefer  flatted 
crown,  usually  cover  them  with  paper,  which  gives  them  a 
neat  appearance.  The  slides  that  are  protected  with  paper 
are  generally  those  having  objects  on  them  mounted  either  in 
the  dry  way  or  in  balsam ;  and  when  the  paper  is  thin,  like 
the  common  blue,  it  may  often  be  laid  on  at  one  operation,  a 
hole  having  been  previously  punched  out  of  the  centre  of  the 
top  and  bottom  piece  of  the  object  Mr.  Topping  and  others 
employ  green  or  blue  coloured  papers,  on  which  some  kind  of 
pattern  is  printed  in  gold.  These  should  be  cut  of  the  size  of 
the  slide,  and  a  bole  punched  out  of  the  centre  of  each  for  the 
object ;  strips  of  thin  paper  are  then  to  be  pasted  around  the 
edges,  and  the  upper  and  under  surfaces  afterwards  covered 
with  the  figured  paper.     Some   persons   stick   white   labels 
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upon  the  coloured  paper;  but  the  most  8atifl£Eu;tory  method  of 
proceeding,  is  to  paste  a  piece  of  white  paper  upon  one  end  of 
the  slide,  and  to  punch  out  a  circular  or  other  hole  in  the 
coloured  paper  that  is  pasted  over  it;  by  these  means  there  is 
less  risk  of  the  label  being  lost,  as  it  is  doubly  protected. 
When  the  slides  are  not  papered,  the  name  should  be  written 
on  them  by  the  diamond  described  at  page  261 ;  it  will  be 
often  advisable,  when  fluid  is  used,  to  put  down  the  name  of 
it,  and  the  date  when  the  preparation  was  mounted.  For  the 
sake  of  cataloguing  the  slides,  the  opposite  end  to  that  having 
the  name  should  be  employed  for  the  purpose. 

Mr,  C.  Brookes  Method  of  Viewing  Opaqve  Objects  under  the 
High  Powers. — A  truncated  parabolic  mirror,  now  known  as 
Wenham's  reflector,  with  a  dark  well  in  the  centre,  is  placed 
under  the  object,  and  illuminated  by  a  parallel  pencil  of  rays, 
obtained  by  placing  a  combination  of  two  plano-convex  lenses 
underneath,  and  concentric  with  the  mirror,  the  lamp  being 
in  the  principal  focus  of  the  combination. 

A  small  plane  mirror  is  attached  to  the  object-glass,  the 
surface  of  which  is  level  with  or  very  little  below  the  external 
surfiEuse  of  the  object-glass.  The  rays  of  light  converging  to 
the  focus  of  the  parabolic  mirror,  being  received  on  the  plane 
mirror,  are  thrown  on  the  object.  By  this  arrangement,  all 
the  rays  that  subtend  any  angle  from  that  of  the  object-glass 
up  to  about  170^  are  made  available  for  the  illumination  of 
the  object  When  the  one-eighth  and  one-twelfth  object- 
glasses  are  used,  it  is  necessary  that  the  object  should  be 
mounted  on  a  small  surface,  without  any  pits  or  depressions;  a 
truncated  cone  of  cork,  wood,  or  ivory,  with  an  appropriate 
holder,  may  be  used. 

For  a  finder  it  is  convenient  to  have  a  plane  mirror  attached 
to  a  cap  fitting  over  the  one-inch  object-glass,  so  that  the 
surface  of  the  mirror  may  be  about  one-tenth  of  an  inch  above 
the  focus,  the  hole  in  the  centre  being  just  large  enough 
to  admit  all  the  rays  that  can  enter  the  object-glass. 

In  order  to  obtain  the  best  definition  of  minute  objects  in 
fluid  under  the  high  powers,  it  is  necessary  to  have  thin  glass 
under  the  cell,  as  well  as  over  it.     For  this  purpose,  Mr. 
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Brooke  cements  the  cell  to  a  slide  of  slate  with  a  hole  in  the 
centre. 

Thin  Glass  Cells. — These  may  be  very  expeditiously  made, 
by  compressing  a  piece  of  thin  glass  between  two  surfaces  of 
wood  or  brass,  having  a  hole  in  them,  the  intended  size  of  the 
cell.  When  the  thin  glass  is  fixed  between  these,  it  should 
be  scratched  round  the  interior  of  the  hole  on  both  sides  with 
a  diamond,  and  then  the  centre  may  be  pushed  out. 

Opaque  Objects  in  Fluids  such  as  injected  preparations, 
which  require  to  be  looked  at  on  both  sides:  the  ceUs  are  best 
made  by  drilling  a  round  hole  in  the  slide  itself,  and  cement- 
ing a  piece  of  thin  glass  on  one  side  of  it  with  marine  glue  ; 
when  the  object  is  introduced,  another  piece  of  thin  glass  is  to 
be  cemented  on  the  other  side  with  gold  size  or  liquid  jet  in 
the  usual  way. 

New  Method  of  Cemeviting  Cells. — Cells  for  containing  dried 
injections  or  other  preparations  in  turpentine,  may  be  cemented 
with  common  carpenter's  glue,  which  will  effectually  prevent 
the  escape  of  the  turpentine. 

Mr.  Brookes  Arrangement  for  Erecting  the  Obfect  for  Dis^ 
section  and  for  Drawing. — For  this  purpose  a  rectangular 
prism  is  interposed  between  two  pieces  of  tube,  meeting  at  an 
angle  of  100®,  one  of  which  enters  the  body  of  the  microscope, 
and  the  other  receives  the  eye-piece.  By  this  arrangement 
the  object  is  inverted  in  the  plane  in  which  the  angle  of  the 
tubes  lies;  but  in  order  to  erect  the  object,  it  is  necessary  also 
to  invert  it  in  a  plane  at  right  angles  to  the  former — this  is 
effected  by  placing  a  small  rectangular  prism  edgewise  in 
iront  of  the  eye-piece. 

For  drawing  the  object,  a  small  prism,  having  two  parallel 
polished  sides,  is  placed  in  front  of  the  eye-piece  in  place 
of  the  rectangular  prism,  so  that  while  the  object  is  seen  by 
reflection  at  an  angle  of  45°  from  the  surface  of  the  prism, 
the  paper  placed  on  the  table  is  seen  directly  through  the  two 
parallel  sides.  By  this  second  reflection  the  object  is  rein- 
verted  in  the  same  plane,  and  is  therefore  seen  and  drawn 
correctly. 
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ACHBOMATIC  GAS  LAMP. 

Gas,  now  bo  generally  introduced  into  our  dwellings,  present* 
many  advantages  over  oil  and  other  lamps  requiring  wicks,  on 
account  of  its  cleanliness, 
being  ever  ready  for  imme- 
diate use,  never  requiring  to 
be  trimmed,  and  a  perfect 
control  of  the  flame.  When 
employed  in  the  oidinary 
way  for  microac<^ical  inves- 
tigations, it,  however,  pre- 
sents the  defect  of  a  glaring 
yellow  flame,  the  reflected 
rays  from  which  are  exceed- 
ingly trying  and  Injurious  to 
the  eyes,  and  likewise  ren- 
der the  definition  obscure. 

To  remedy  these  evils, 
Mr.  S.  Highley,  junr.,  of 
Fleet  Street,  haa  construct- 
ed a  lamp  of  the  following 
description,  represented  in 
section  by  fig.  264 :  a,  the 
base;  i,  a  socket,  carrying 
the  stopcock,  by  which  the 
flame  is  regulated ;  into 
this  screws  a  stem,  c,  4^ 
inches  long,  in  which  slides,  through  a  stuffing-box,  an  inner 
tube,  r^;  by  this  arrangement  the  stem  may  be  heightened 
when  it  is  required  to  throw  the  rays  on  the  stage   of  the 


Fig.  264. 
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microscope ;  on  the  other  hand,  when  it  is  desirable  to  have 
the  light  near  the  base  of  the  instrument,  the  stem,  c  d, 
unscrews,  and  the  gallery,  /,  screws  into  the  socket,  b; 
a  shallow  argand  burner,  e,  screws  into  the  gallery,  /;  this 
gallery  carries  an  inner  rim,  into  which  fits  a  Leblond's 
patent  achromatic  blue  lamp  glass,  h ;  a  piece  of  coarse  wire 
gauze,  represented  by  the  arched  dotted  lines,  ^,  fiUs  up  the 
central  aperture,  so  as  to  prevent  irregular  currents  of  air 
affecting  the  steadiness  of  the  flame;  the  outer  rim  of  the 
gallery  supports  a  copper  cylinder,  t,  8  inches  high,  and  3^ 
inches  in  diameter;  in  this,  and  opposite  the  burner,  a  circular 
aperture,  2  inches  in  diameter,  is  cut;  outside  this  cylinder  is  a 
rim.  A,  on  which  an  outer  cylinder,  /,  rests  and  rotates  round 
the  inner  one,  t ;  this  has  a  corresponding  aperture,  into  which 
is  fitted  a  disc  of  neutral  tint  glass,  m ;  the  inner  blue  glass,  A, 
absorbs  the  yellow  rays  of  the  flame  to  a  great  extent,  but  it 
still  gives  a  glaring  objectionable  light,  which  the  glass,  fn,  cor- 
rects, and  the  combination  of  the  two  tints  affords  a  soft  white 
Ught,  that  renders  the  definition  very  distinct  A^Vlien  it  is 
desirable  to  diminish  the  beam  of  light,  it  is  effected  by 
rotating  the  cylinders,  and  as  the  two  circles  cut  each  other 
the  aperture  may  be  contracted  to  any  extent;  to  fitcilitate 
the  rotation,  an  ivory  knob,  ti,  is  attached  to  the  outer  cylin- 
der, Z,  and  another,  o,  to  the  inner  one,  t. 

This  lamp  would  likewise  be  of  service  when  making 
minute  dissections;  also,  for  fine  mechanical  work,  aa  in 
watchmaking,  &c.  The  lamp  may  be  obtained  of  Messrs. 
Smith  and  Beck. 

M.  nachet's  microscope  for  chemical  observations. 

This  very  valuable  instrument  is  represented  in  fig.  265,  and 
is  composed  of  a  solid  foot,  X,  in  which  ia  fixed  the  piece,  O, 
for  the  reception  of  the  small  plate,  P,  on  which  the  objects  to 
be  examined  are  placed ;  as  in  this  instrument  we  view  the 
imder  surface  of  objects,  the  illumination  must  be  on  their 
upper  surface;  for  this  purpose  we  fix  at  pleasure  to  the  piece 
O  the  rod  T,  which  holds  the  mirror,  M,  and  the  piece,  D,  for 
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holding  the  diaphragms,  polariziDg  aparatus,  &c.    To  the  foot, 
Xy  is  attached  a  dovetailed  slide,  Y,  in  which  is  contained  a 


Fig  265. 


prism,  R,  supporting  the  tube,  A,  and  the  body,  C.  Supposing 
that  a  particular  object  is  to  be  viewed,  by  means  of  the  two 
milled  heads,  B,  we  draw  the  prism,  R,  out  of  the  axis  of 
the  instrument,  as  shown  in  fig.  266,  we  screw  the  object-glass 
to  the  piece  F,  we  replace  the  prism  under  the  small  plate, 
and  then  adjust  the  focus  by  means  of  the  tube  A  and  the 
fine  adjustment,  F.  There  are  in  G,  fig.  266,  two  screws, 
which,  coming  in  contact,  prevent  R  from  coming  out  com- 
pletely.   The  office  of  the  prism,  R,  is  to  receive  the  image  in 
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a  vertical  direction,  and  reflect  it  to  the  axis  of  the  body,  C, 
which  carries  the  eye -pieces  without  any  perceptible  loss  of 


Fig.  266. 

light  When  an  object  is  required  to  be  very  much  heated,  a 
larger  plate,  the  edges  of  which  are  heated  by  small  spirit- 
lamps,  is  laid  upon  the  small  plate,  P.  The  magnifying 
powers  to  be  obtained  in  this  microscope  vary  from  25  to  500 
diameters,  and  all  the  apparatus  necessary  for  the  study  of 
mineralogy  can  be  applied  to  it,  such  as  the  goniometer, 
micrometer,  &c.  In  short,  in  the  general  use  of  acids, 
reagents,  &c.,  no  injury  can  happen  to  the  lenses  of  the 
object-glasses,  as,  being  placed  underneath,  they  are  pro- 
tected irom  the  oxidizing  vapours. 


MR.  HETT'S  microscopes  FOR  INJECTIONS,  ETC. 

The  first  of  these  instruments,  represented  at  fig.  267,  con- 
sists of  a  slab  of  polished  mahogany,  of  the  form  shown  at  a,  a! 
a\  into  which,  beneath  i,  is  fixed  a  metal  pin,  on  which  a  brass 
wheel  revolves,  carrying  forty  cells  with  their  enclosed  objects; 
these  are  protected  from  dust,  and  the  action  of  light  by  the 
cover,  by  V  &',  which  is  fastened  to  the  slab,  a,  in  such  a  manner 
as  to  admit  of  being  readily  removed,  a  portion  of  the  slab  be- 
tween a'  and  a'  is  cut  away,  as  is  also  part  of  the  cover  between 
h'  and  b\  so  as  to  admit  the  finger,  for  the  purpose  of  moving 
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the  wheel,  the  milled  edge  of  which  is  shown  at  e.     A  circular 
opening  is  made  through  the  cover  at  d^  immediately  under 


Fig.  267. 


the  object-glass,  and  through  which  the  preparations  [may  be 
examined  as  they  alternately  present  themselves  at  this  point; 
this  opening  is  covered  with  a  circular  piece  of  thin  glass,  to 
protect  the  cells  beneath  from  dust;  A  A  is  a  bullWye, 
mounted  on  a  dove-tailed  sliding  piece,  t,  seen  on  a  larger 
scale  at  fig.  267,  i  showing  the  sliding  piece.  The  body,  y, 
and  the  limb,  A,  are  made  in  the  usual  way,  the  latter  being 
attached  to  a  stage,  /,  with  right  angled  rack-work  fittings, 
and  so  constructed  that  by  means  of  the  milled-head  pinions, 
m  Uj  the  object-glass  may  be  made  to  traverse  the  entire  space 
formed  by  the  opening,  J,  and  thus  to  bring  the  whole  of  the 
object  beneath  it  into  view. 

Fig.  268  shows  another  form  of  Mr.  Hett's  instrument; 
the  body,  jy  limb,  A,  and  rack-work  fittings,  /,  m,  n,  are 
similarly  arranged  to   those  in  the   instrument  previously 
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Fig.  268. 


described;  but  the  mahogany  slab,  a,  is  of  a  different  form, 
haying  a  brass  pin  fitted  into  its  upper  surface,  the  free  end  of 
which  is  seen  at  & ;  on  this  pin  a  small  brass  disc,  «,  turns, 
carrying  12  objects.  Through  the  disc,  c,  near  to  its  margin 
and  at  regular  distances,  twelve  small  holes  are  drilled  and 
tapped,  one  of  which  is  shown  at  cf ;  a  cell  having  been  removed 
for  the  purpose,  a  larger  hole  is  drilled  through  the  boss,  «,  at 
its  centre,  through  which  the  pin,  &,  passes. 

The  glass  cells  employed  are  made  in  a  mould,  the  bottom 
and  sides  being  of  one  piece;  each  cell  is  moimted  with 
marine  glue  on  a  small  disc  or  button  of  brass,  furnished  with 
a  solid  shank,  which  is  tapped  to  form  a  screw,  so  as  to  admit 
of  its  being  fastened  into  the  small  hole,  dj  in  the  disc,  c. 


APPENDIX.  495 

One  of  these  cells,  mounted  as  just  described,  is  shown'at  /, 
the  cell  being  represented  at  g^  and  the  brass  disc  or  button, 
with  its  shank,  at  A. 

This  is  an  exceedingly  elegant  and  most  convenient  method 
of  mounting  injected  and  other  opaque  objects,  and  will  be 
found  very  useful  whenever  it  is  required  to  demonstrate  to 
classes  any  particular  set  of  organs,  as  cells  mounted  in  this 
way  can  easily  be  removed,  thus  enabling  the  teacher  to  ar- 
range the  objects  on  the  disc  in  the  order  in  which  he  may 
wish  to  present  them,  and  the  rapidity  with  which  any  one  of 
them  can  be  brought  under  the  object-glass,  will  assist  the 
student  in  ascertaining  the  distinctive  differences  existing 
between  them. 

When  not  in  use  the  discs  may  be  kept  in  drawers,  each 
drawer  having  a  number  of  pins,  similar  to  that  fixed  on  the 
slab,  screwed  on  the  bottom  of  it,  to  receive  them.  Mr.  Hett 
employs  mahogany  boxes,  about  the  size  of  those  used  to  hold 
twelve  slides,  but  shallower,  a  brass  pin  being  fixed  into  the 
centre  of  the  bottom  of  each  box :  this  pin  is  somewhat  longer 
than  that  fastened  to  the  microscope,  so  that  it  projects  beyond 
the  boss  on  the  disc,  the  projecting  portion  is  ftimished  with  a 
thread,  the  disc  being  dropped  into  the  box  is  secured  by  means 
of  a  nut 

These  discs  may  be  used  with  a  microscope  of  the  usual 
form,  the  only  additional  apparatus  required  being  a  brass  clip, 
furnished  with  a  pin  to  receive  them;  this  dip  should  befitted 
to  the  stage  in  the  same  manner  as  an  ordinary  object-plate, 
or  the  object-plate  itself  may  have  a  pin  attached  to  it  for  the 
reception  of  the  discs. 

MB.   boss's  improved  ACHROMATIC   MICROSCOPE. 

This  instrument  is  represented  in  plate  xi. ;  it  differs[[in 
many  respects  from  that  shown  in  plate  i. ;  firstly,  in  having 
a  flattened  bar,  C,  instead  of  a  triangular  one ;  secondly,  in 
the  stage  being  thin  and  of  a  new  /orm,  with  rectangular 
movements,  and  capable  of  being  revolved  one-third  part. 
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of  a  circle,  by  turning  the   milled  head,  c;  thirdly,  in  the 
addition  of  the  apparatus  for  illumination  placed  beneath 


Fig.  269. 

the  stage,  all  of  which  is  fitted  into  the  bar,  b,  and  may  be 
moved  up  and  down  by  a  rack  and  pinion,  which  is  obscured  by 
the  part  in  which  the  dove-tailed  slides  move ;  to  this  bar,  b, 
is  fixed  the  tube,  a  a,  into  which  the  various  condensers  and 
illuminators  are  adapted,  and  may  be  revolved  by  turning  the 
milled  head,  c ;  by  means  of  these  two  circular  movements^  the 
effect  of  oblique  light  may  be  shown  upon  all  parts  of  an 
object.     The  condenser  of  Mr.  Gillett,  before  described  in 
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page  206,  is  represented  hjfjBB  being  fitted  into  the  tube,  a. 
For  the  purpose  of  illumination  hj  artificial  light,  Mr.  Gillett 
has  contrived  the  apparatus  represented  in  fig.  269:  the 
mirror  is,  in  this  case,  removed,  and  upon  the  stem,  a,  which 
supports  it,  is  fitted  the  bent  bar,  b  c,  having  attached  to  it 
another  thin  bar,  for  the  support  of  a  disc  of  enamel,  e.  In 
the  foot,  fi  is  fixed  the  rod,  g  g^  upon  which  are  two  slides, 
one  a  thin  piece  of  mahogany.  A,  into  which  a  small  camphine 
lamp,  /,  fits ;  and  the  other,  t,  to  which  is  attached  a  para- 
bolic reflector,  A,  for  condensing  the  light  upon  the  disc,  e, 
the  reflector  having  a  hole  at  w,  through  which  the  rays 
from  the  disc  pass  to  the  object  By  this  apparatus  a  light 
is  obtained  similar  to  that  produced  by  the  reflection  of  the 
sun  from  a  white  doud. 

The  method  of  adjusting  and  using  the  apparatus  fitted  into 
the  tube  a,  plate  xL,  is  thus  described  by  Mr.  Koss : — 

The  secondary  sti^e,  situated  underneath  the  general  stage, 
which  holds  the  objects,  is  for  supporting  all  the  various  forms 
of  illumination,  also  polarizing  apparatus  and  other  auxiliaries, 
which  are  employed  imdertieath  the  object.  This  consists  of 
a  cylindrical  tube,  a  a,  moveable  in  rectangular  directions,  and 
aflSxed  to  a  dove-tailed  sliding  bar,  A,  which  can  be  removed 
for  the  convenience  of  easily  applying  the  various  apparatus ; 
this  bar  fits  into  a  second  sliding  bar,  moveable  by  a  rack  and 
pinion,  parallel  to  the  axis  of  the  microscope.  The  rectangular 
motions  given  to  the  cylindrical  tube  serve  to  adjust  the  appa- 
ratus, which  may  be  applied  centrally  or  excentrically,  while 
the  sliding  bars  regulate  the  distance  of  the  apparatus  frotn 
the  stage,  and  consequently  from  the  compound  body. 

When  abotit  to  use  the  Gillett's  illuminator  in  day-light, 
the  secondary  stage  and  the  slide  to  which  it  is  attached  are  to 
be  withdrawn  firom  the  instrument,  and  the  illuminatii^  appa- 
ratus applied  in  the  cylindrical  tube  of  the  secondary  stage ; 
the  slide  is  then  to  be  replaced  and  pressed  upwards  against  a 
stop,  tiien  finally  regulated  by  means  of  the  rack  and  pinion 
winch  moves  the  second  slide,  the  upper  surface  of  the  Qlumi- 
nating  lens  is  to  be  adjusted  so  as  to  be  level  with  the  upper 
isatfMte  of  the  object-stage.  Havii^  the  compound  body 
vertical  or  conveniently  inclined  for  use,  turn  the  arm  and 
32 
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compound  body  to  the  tight  hand  until  it  is  stopped;  place 
the  plane  side  of  the  mirror  so  as  to  reflect  light  up  the 
condenser,  and  lay  a  piece  of  clean  white  paper  upon  the 
mirror ;  then  screw  an  object-glass  upon  the  microscope 
(one  of  the  lower  powers  at  first),  and  apply  the  A  eye- 
piece to  the  other  end  of  the  tube,  and,  having  placed  an 
object  on  the  stage,  move  the  tube  down  by  the  rack  bar  of  the 
microscope  until  vision  of  some  part  of  the  object-slide  is  ob- 
tained; then  having  removed  the  object,  also  the  cap  from  the 
eye-piece,  apply  the  examining  glass  in  the  place  of  the  cap,  and 
adjust  this  glass  until  the  inuiges  of  the  diaphragms  of  the  object-- 
glass  and  illuminating  lens  are  distinctly  seen.  If  the  illumina- 
tor be  now  moved  by  means  of  the  side  screws  of  the  secondary 
stage,  while  looking  through  the  examining  eye-glass,  the  cen- 
tral position  of  the  illuminator  under  the  compound  body,  in 
this  direction,  may  .be  determined  and  finally  adjusted  by 
means  of  the  side  screw,  c,  of  the  condenser;  the  central 
adjustment  in  the  direction  at  right  angles  to  the  above,  is 
obtained  by  turning  the  milled  head,  dy  in  front  of  the  under-, 
neath  stage,  which  acts  by  moving  the  illuminator  to  and  from 
the  observer  imtil  the  images  of  the  diaphragms  are  concen- 
tric, also  the  white  disc  formed  by  the  paper  on  the  mirror. 
Having  removed  the  paper  from  the  mirror,  the  light  of  the 
sky  or  lamp  may  be  directed  up  the  condenser,  and  the  field 
of  the  microscope  illuminated ;  then  replace  the  object,  and 
obtain  distinct  vision  of  it  by  the  adjustment  of  the  com- 
pound body;  while  this  state  of  the  apparatus  remains,  the  mir- 
ror should  be  so  inclined,  that  the  image  of  some  intercepting 
object,  as  a  tree  or  house-top,  should  be  brought  into  the  field, 
and,  though  not  distinct,  may  be  recognised  by  its  partially 
darkening  the  field  of  the  microscope;  then  distinct  vision  of  it 
must  be  obtained  by  the  rack  slide,  which  moves  the  secondary 
stage  to  and  from  the  object-stage,  and,  the  adjustment  of  the 
compound  body  remaining  as  it  was,  the  microscopic  object 
wiU  be  seen  distinctly  at  l^e  same  time  with  the  tree  or  house- 
top. The  mirror  may  now  be  turned  so  as  wholly  to  reflect  the 
light  of  the  sky,  and  the  image  of  fleeting  clouds  will  be  seen 
as  they  pass.  The  brass  disc,  vrith  the  various  apertures,  may. 
now  be  moved  until  that  quality  of  illumination  is  obtained. 
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which  gives  a  cool,  distinct,  and  definite  view  of  the  object. 
When  changing  the  object-glass  on  the  compound  body,  the 
examining  eye-glass  should  always  be  employed  to  ascertain 
:that  the  central  position  of  the  condenser  and  microscope  tube 
is  not  deranged.  When  the  condenser  is  used  by  artificial 
light,  the  mirror  must  be  removed,  and  the  enamel  disc,  e, 
applied  by  means  of  the  bent  arm.  The  camphine  lamp  is  to 
be  placed  upon  the  adjustable  lamp  stand,  and  the  flame  of  the 
lamp  brought  into  the  focus  of  the  elliptical  mirror.  The 
hole  in  the  elliptical  reflector,  m,  is  to  be  brought  in  the  optical 
axis  of  the  instrument,  and  the  reflector  directed  so  as  to  form 
the  image  of  the  flame  of  the  lamp  upon  the  enamel  disc. 
The  illuminating  lens  is  then  to  be  adjusted,  until  the  surface 
of  the  enamel  disc  is  seen  distinctly  at  the  same  time  with  the 
object  under  examination,  in  the  same  manner  as  described 
with  reference  to. the  tree  or  house-top,  in  the  directions  for 
daylight,  the  surface  of  the  mirror  may  be  recognised  by 
making  a  small  pencil  mark  upon  it.  In  this  apparatus,  both 
the  intensity  of  the  source  of  light,  and  the  angle  of  the 
illuminating  pencil,  are  imder  command,  the  intensity  being 
regulated  by  the  size  of  the  image  of  the  flame  of  the  lamp, 
produced  upon  the  enamel  disc  by  means  of  varying  the  place 
of  the  lamp  in  the  axis  of  the  elliptical  reflector,  and  the 
angular  dimension  of  the  pencil,  by  means  of  the  revolving 
diaphragm  plate. 

The  examining  glass  mentioned  in  this  article  has  been 
arranged  by  Mr.  Boss,  and  is  of  the  greatest  service  in  center- 
ing  the  compound  body  with  the  illuminating  apparatus,  of 
whatever  description  it  may  be.  It  consists  of  a  tubular  cap, 
similar  to  that  which  covers  the  eye-glass  generally,  but  con^ 
tains  a  convex  lens,  which  is  so  .placed  that  the  emergent 
pencil  at  the  eye-glass  is  in  its  focus.  This  emergent  pencil 
is  the  image  of  the  aperture  of  the  object-glass,  also  of  the 
apertures  of  the  lenses  and  the  diaphragms,  which  may.be 
contained  in  the  condensing  tube,  and  these  are  all  sufficiently 
near  in  focus  at  the  same  time  for  their  concentricity  to  be 
recognised. 
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MR.  einqslet's  illuminator. 


Fg  270 


This  inBtrument,  the 
invention  of  the  Hev. 
W  Kingsley,  of  Cam- 
bndge  ib  represented 
in  fig  270,  as  con- 
etnicted  by  Mr.  Roes; 
it  consists  of  three 
lenses,  of  very  lai^ 
diameter,  for  their  focal 
length,  for  the  purpose 
of  produdng  a  hecgi 
angular  peninl  of  light, 
the  forms  of  the  lenses 
bemg  given  in  eectioa 
at  the  upper  part  of  the 
figure  The  Uluminii- 
tor  la  applied  either  to 
the  under  surface  of  the 
stage  m  the  usual  man- 
ner, or  18  made  to  fit 
into  the  tube,  a  a,  re- 
presented in  plate  xt ; 


to  its  under  sur&ce  b  fixed  a  revolving  diaphragm  plate,  the 
imi^  of  which  is  to  be  formed  in  the  same  plane  as  that  in 
which  the  object  ie  situated,  as  in  the  Wollaaton  condenser. 
Mr.  Boss's  plan  of  uamg  this  instntment,  and  bringing  out  the 
effect  produced  by  Mr.  Kingaley,  is  as  fiiUows: — First,  as 
usual,  let  the  image  of  an  aperture  in  the  diaphragm  plate  be 
produced  in  the  centre  of  the  field  of  the  microscope,  at  the 
same  lime  that  the  object  is  distinctly  seen,  then,  by  means  <^ 
the  adjustable  stage,  place  the  object  on  one  side  of  the  fiekl  of 
the  inicroflcc^,  and  follow  it  by  moving  the  compound  body ; 
pursue  this  course  until  the  object  is  laterally  just  beyond  the 
margin  of  the  imageof  the  aperture;  whilst  the  object  is  in  this 
position,  and  the  image  of  the  aperture  is  just  without  the 
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field  of  the  microscope^  adjust  the  iUnminating  lens  so  that  the 
red  light  is  got  rid  of  and  the  blue  light  appears ;  the  detail 
of  the  object  will  now  assume  a  pearly  appearance.  The  stage 
is  then  to  be  moved  round,  carrying  the  object  circularly,  until 
the  illuminating  pencil  intersects  the  structure  in  the  proper 
direction.  The  exceiitricity  of  the  object  to  the  image  of  the 
aperture  is  to  be  varied  also  until  the  best  effect  is  produced, 
the  larger  apertures  of  objectives  permitting  the  greater 
amount  of  this  excentricity.  To  recapitulate,  the  success  in 
bringing  out  the  peculiar  effects  of  this  illumination  depends 
upon  employing  the  mostappropriate  aperture  in  the  diaphragm 
plate,  producing  the  image  of  it  by  means  of  the  suitable  rays, 
by  placing  the  object  at  the  best  distance  laterally  out  of  the 
image  of  the  aperture,  and  by  giving  the  object  such  position 
that  the  illuminating  pencil  intersects  its  structure  in  the 
proper  direction. 

MESSRS.  SMITH   &  BECK's   IMPROVED   LARGE  AND   SMALLER 

ACHROMATIC   MICROSCOPES. 

The  improvement  in  the  microscopes,  represented  in  plates  iiL 
and  iv.,  consists  in  the  new  mode  of  applying  the  apparatus 
under  the  stage,  for  the  important  purpose  of  illuminating  the 
object;  that  of  the  smaller  instrument  is  shown  in  plate  xii 

The  diffsrence  in  ccmstruction  is  simply  a  short  cylindrical 
tube,  which  is  capable  of  being  moved  up  and  down  by  rack 
and  pinion,  S ;  the  tube,  K,  being  mounted  on  the  same  piece 
of  metal,  U  U,  and  by  similar  fittings  as  the  body  of  the 
microscope ;  it  is,  therefore,  exactly  centrical  with  it. 

The  advantages  are,  that  many  of  the  fittings  are  Ampler 
aftd  more  exact;  combinations  of  apparatus  chiefly  in  connec- 
tion with  polarized  light,  and  never  before  effected,  are  easily 
made;  and  from  the  fiicility  of  keeping  the  size,  the  instrument 
is  not  required  for  future  additions  of  apparatus. 

Besides  this,  the  stages  are  made  thin,  to  obtain  as  oblique 
light  as  posaible,  and  a  revolving  phte,  T,  which  is  sometimeB 
a  convenience,  is  applied  at  the  base  of  the  pillars.  The  dia- 
phragm is  shown  at  L;  it  is  mounted  on  a  short  piece  of  tube. 


502  APPENDIX. 

intp  which  selenite  plates  may  be  fitted,  so  as  to  be  revolved 
as  occasion  may  require. 

SCALE  OF  AMATHUSIA  HORSFIELDII. 

Through  the  kindness  of  Mr.  De  la  Rue,  the  author  ia 
enabled  to  furnish  his  readers  with  plate  z.,  in  which  is  a 
representation  of  one  of  the  characteristic  scales  of  this 
butterfly,  as  seen  under  a  power  of  825  diameters.  The 
following  accoimt  of  the  structure  of  this  scale  has  been 
given  by  Mr.  De  la  Rue,  in  voL  iiL  of  Ths  Transacticns  of 
the  Microscopical  Society : — 

*'  The  outline  of  fig.  1  was  first  made  with  a  power  of  250 
diameters,  and  by  means  of  proportional  squares  enlaiged  to 
the, size  corresponding  to  the  magnifying  power  produced  by 
the  twelfth ;  a  scale  of  thousandths  of  an  inch  being  set  off 
with  the  camera  in  each  case,  to  afibrd  the  standard  of 
comparison.  The  drawing  was  then  corr^ted  in  detul,  by 
portions  set  off  with  the  higher  power,  which  were  found  to 
match  the  enlarged  drawing  with  tolerable  accuracy ;  in  this 
way  a  very  fair  representation  of  the  scale  and  its  markings 
was  produced.  The  cross  striae,  when  viewed  with  a  twelfth 
of  a  110^  aperture,  and  illuminated  with  a  quarter  of  60^, 
used  as  an  achromatic  condenser,  and  adjusted  well  to  focus, 
came  out  under  a  power  of  825  diameters  in  beaded  lines,  on 
which  protuberances  were  distinctly  seen;  these  latter,  when 
focused  at  their  summits,  appeared  as  brown  dots.  The 
longitudinal  striae,  under  the  same  circumstances,  have  like- 
wise a  somewhat  corrugated  appearance,  but  not  so  marked, 
and  at  the  upper  surface  similar  dots.  In  fig.  2  is  represented 
a  portion  of  the  striae  at  the  lower  focus,  as  seen  with  a  power 
magnifying  nineteen-hundred  diameters,  though  the  drawing 
is  made,  for  convenience,  to  a  scale  of  forty-four-hundred  to 
one.  The  scale,  when  viewed  from  the  under  side  with  this 
power,  exhibits  the  lower  membrane  as  slightly  undulating^ 
probably  from  ita  being  dry. 

'^  Some  persons  have  thought  that  the  constricted  appear- 
ance of  the  cross  striae,  just  described,  is  due  to  the  overlaying 
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pigment  cells ;  but  this  is  not  correct,  as  Mr.  De  la  Rue  has 
convinced  himself  by  careful  and  repeated  examinations,  more 
especially  from  the  under  side,  that  the  striae  themselyes  are 
really  beaded;  it  is  true  that  the  pigment-ceUs  correspond 
very  exactly  in  position  with  the  striaB,  which  is  very  remark- 
able ;  but,  in  some  of  the  deeply  coloured  scales,  there  is  a 
granulated  appearance  covering  the  entire  surface  of  the  scale 
very  uniformly,  in  which  the  constricted  appearance  of  the 
strife  is  even  more  apparent.  Hence  it  would  appear  that  the 
peculiarity  in  the  markings  of  the  Amathusia  Horsfieldn  is 
due,  not  to  their  consisting  of  minute  scales,  but  to  the 
superposition  of  pigment-cells  exactly  over  the  beaded  strias ; 
the  transverse  markings  exhibiting  the  appearance  most 
strongly." 

NEW  TEST  OBJECTS. 

Since  the  last  edition  of  the  present  work  was  published, 
two  test  objects,  having  extremely  dose  and  shallow  undulating 
surfaces,  have  been  employed  by  microscopic  observers  in- 
terested in  this  branch  of  inquiry.  The  first  of  these  is 
from  America,  and  is  one  of  the  Diatomacese  termed  Gram-- 
matophora  subtilissimaj  whilst  the  other  is  a  Navicula,  first 
employed  by  AmicL  The  utmost  management  with  oblique 
illumination,  and  its  precise  direction  with  reference  to  the 
striaB,  is  necessary  for  their  exhibition ;  the  observer  must  be 
prepared  with  plenty  of  patience,  and  provided  with  glasses  of 
very  large  aperture,  to  recognise  the  striations.  Mr.  Koss's 
object-glasses  of  ^^  of  an  inch  focal  length  and  152  degrees 
of  angular  aperture,  exhibit  them  satisfactorily. 


THE  PBODUCTION  OP  ABTIPICIAL  POLARIZING  CRYSTALS. 

By  dissolving  disulphate  of  quinine  in  acetic  acid,  and  care* 
frilly  dropping  into  the  solution  a  dilute  spirituous  solution  of 
iodine,  warming  the  mixture  so  as  to  redissolve  the  precipitate 
first  formed,  a  compound  is  produced  which  has  the  remarkable 
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property  of  polarizLng  light,  with  a  power  superior  to  that  of 
the  tourmaline. 

By  careM  manipulatioii,  crystals  have  been  obtained  by  the 
discoverer.  Dr.  Herapath,  of  Bristol,  sufficiently  large  and 
transparent  to  be  used  as  a  polarizer,  and  have  been  adapted 
by  him  to  the  field  of  the  microscope ;  all  the  usual  pheno- 
mena of  the  polarizing  microscope  can  be  exhibited  by  meana 
of  this  chemical  combination  of  iodine  and  disulphate  of 
quinine.  When  these  crystals  are  examined  by  two  Nicola' 
prisms  or  two  tourmalines,  it  is  also  evident  that  at  certain 
angles  of  rotation  they  possess  the  power  of  depolarizing  light, 
and  thus  conduct  themselves  as  a  plate  of  selenite  would  do 
under  the  same  circumstances. 
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Animals, 

hair  of,  432 

horns  of,  433 

hoo&  of,  433 
AntennsB  of  insects,  416 
Apartment, 

choice  of,  483 


Aphides,  420 
Apparatus, 

polarinng,  120 

for  collecting  infusoria,  384 
Aquatic  plants, 

to  cultivate,  880 
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Cabihsts  roB  Objsctb,  484 

Cages  for  animalcules,  130 

Camera  lucida,  144 
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method  of  using,  232 
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to  mount  objects  in,  301 
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with  Canada  balsam,  278 
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Thwaitcs*is  287 
Diamond, 

]en»,  66 


Diamond, 

cement,  276 

ghiziei's,  259 

writing,  261 

method  of  using,  260 
Diaphragm,  111 

French,  125 
Directions,  preliminary,  181 
Direct  light,  193 
Discs, 

to  moimt  opaques  on,  318 
Dissecting  instruments,  343 

forceps,  848 

cutting  forceps,  845 

microtome,  ^5 

needles,  348 

needle-holders,  349 

non-cutting,  349 

rests,  351,  354 

troughs,  349 

scalpels,  346 

scissors,  344 

spring  scissors,  345 

Valentin's  knife,  347 
Dissecting  lens,  51 
Dissecting  microscope, 

Nachet's,  355 

Powell's,  52 

portable.  Smith's,  54 
Ross's,  55 

Slack's,  56 

Ross's,  58 

Valentine's,  60 

Smith  and  Beit's,  62 

RaspaU's,  63 

Oberhauser's,  855 

Author's,  359 

Dissection, 

of  nerve,  859 

muscle,  360 

animal  tissues,  353 

vegetable  tissues,  352 

trachess  of  insects,  361 

spiracles  of  insects,  362 
Divini  Eustachio, 

microscope  of,  5 

doublet  of,  28 
DoUand, 

achromatic  telescope  of,  8S 
Doublet, 

periscopic,  WoUaston's,  28 

microscopic,  WoUaston's,  80,  65, 
161 

HerscheVs,  Sir  J.,  29. 
Draw  tube,  69 
Drebbel,  Cornelius,  2 

microscope  of,  3 
Drilled  cells,  293 
Dry  method  of  mounting  objects,  313 

Gillctt'B,  314 

paper  cell,  316 
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DucUi,  vegetable, 
Ust  of,  403 

Dutch  niah, 

to  prepare,  833 


E 

EdgIHO  GlASB  SuDBGf,  264 

Eggs  of  insectB,  416 
Electrical  cement,  276 
Elytra  of  insects^  416 
Epithelium, 

scaly,  439 

prismatic,  439 

ciliary,  440 

method  of  yiewing,  440 

classification  of,  444 
Erector,  125 

Euler,  experiments  of,  38 
Eyes, 

parts  of,  436 

of  insects,  417 
Eye-pieoe, 

Huyghenian,  72, 168 

micrometer,  212 

to  clean,  484 


FsiT  or  IirsBOTS,  417 
Ferns,  407 

spores  of,  407 
Fibre, 

woody,  403 

muscular  specimens  of,  437 

white  and  yellow,  437 
Fibro  cellular  tissue,  401 
Fish, 

circulation  of  blood  in,  to  view, 
366 

apparatus  for,  366 

scales  of,  429 

troughs,  140 
Fishing  tubes,  138 
Flat  ceU,  284 

E.  J.  Quekett's,  285 
Fluids,  preservative,  278 

acetate  of  alumina,  278 

chromic  ^d,  280 

Goadby's,  278 

glvoerine,  280 

solution  of  cresote,  279 

spirit  and  water,  278 

Thwaites's,  279 

naphtha,  281 

salt  and  water,  280 

general  directions  for  using,  281 

currants  in,  to  view,  451 
Fluid  to  mount  ol^jects  in,  282 
Focus,  adjustment  of,  188 
Fontana,  2 


Foraminifera,  to  mount,  310 
Forceps,  129 

Varle/s,  135 

E.  J.  Quekett*s,  186 

dissecting,  344 

cutting,  345 

for  holding  pill  boxes,  324 

Page's,  813 

metal,  314 
FossU, 

infusoria,  896 

method  of  preparing,  897 

list  of,  412 

to  mount,  809 

teeth,  specimens  of,  427 

woods,  list  of,  405 
Fraunhofer, 

object-glass  of,  35 
French  diaphragm,  125 

lamp,  151 
Frog, 

cirenlation  of  blood  in,  367 

tongue  of,  dreulation  in,  370 

bit,  circulation  in,  376 

plate,  141,  368 
Fuss,  Nicholas,  work  of,  33 


6 

GiLLKTT,  Hr., 

method  of  mounting  objects  diy, 

314 
condenser,  205 

illuminating  apparatus  of,  497 
Glass,  • 

best  for  microscopic  purposes,  262 

cutting  board  for,  264 

method  of  cutting  slides,  268 

thin,  method  of  cutting,  265 

thin,  covers  of,  265 
Glazier*s  diamond,  259 
Qoadby,  Mr., 

dissecting  microscope  of,  58 

fluid  of,  278 
Gk>niometer, 

Leeson's,  251 

Ross's,  256 
Goi^onia,  spedmens  of,  415 
Goring,  Dr., 

lenses  of,  26 

improvement  in  reflecting   mi- 
croscope, 85 

test  objects^  discovery  of,  88, 458 
Gray,  Stephen, 

lenses  of,  9 

water  microscope  of,  10 

simple  reflecting  microscope  of, 
10 

fluid  lenses  of,  11 
Grindelius, 

microscope  of,  8 
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OronndBel,  circulation  in,  378 
Guano,  to  prepare,  898 
Onm  cement,  276 
Glycerine,  280 

and  gelatine,  282 


H 

HABITAf, 

ofchan,882 

nitella,  382 

hydrodiaris,  383 
Hairs,  341 

of  animala,  432 

of  bat,  467 

of  insects,  418 

of  mouse,  468 

of  dermestes^  469 

ofplants,  400 
Hall,  Chester  More,  Mr., 

object^lass  o(  32 
Hanrest  bug,  422 
Herapath,  Dr., 

artificial  polarizing  crystals  of, 
503 
Herschel,  Sir  J., 

doublets  of,  29 
Hett's 

microscope  forii\jection8,&e.  492 
Highley,  Mr., 

lamp  of,  489 
Hill,Dr., 

work  oi,  24 
Hints,  miscellaneous^  483 
Holder, 

bottle,  143 

needle,  848 
Holland,  Mr., 

triplet  of,  81,  65, 162 

wMte  lead  cell  of,  287 
Hood,  for  compound  body,  147 

Lister's,  147 

Leonard's,  147 
Hoofii  of  animals,  438 
Hooke,  Bobert,  8 

micrograpbia  of,  3 

microscope  of,  4 
Horns  of  animals,  488 

to  make  sections  o^  841 
Huyghens,  2 
Hn^ienian  eye-piece,  168, 176 

Kamsden's  improvement  on, 
176 
Hydras,  to  examine,  889 
Hydro<^»ri^ 

circulation  in,  376 


Illvmiitatioii, 

of  object^  186 


Illumination, 

transparent  ditto,  186 

background,  194 
Illuminator, 

Gillett'B,  49 

Wenham's,  116 

Amici's,  204 
Indicator,  145 
Infusoria,  383 

to  procure,  383 

localities  for,  383, 398 

apparatus  for  collecting,  884,  385 

method  of  collecting,  387 

wheel,  394 

to  feed  with  carmine,  895 

fossil,  896 

method  of  preparing,  397 

to  mount  in  Canada  balsam,  309 

fossil,  list  o(  412 

recent,  list  of,  411 
Ii\jections,  Lieberkuhn,  17 

of  mucous  membranes,  444 
Insects, 

circulation  of  blood  in,  863 

trachea  of,  to  dissect,  861 

spiracles  of,  to  dissect,  362 

preparations  from,  2 

antennae,  416 

eggs  of,  416 

elytra,  416 

eyes  of,  417 

feet  of,  417 

hairs  of,  418 

mouth  o(  418 

parasitic,  419 

itch,  421 

scales  of,  428 

spiracles  of,  423 

tracheae  of,  423 

stings  of,  424, 

stomachs  of,  424 

miseellaneous  parts  of,  494 
Instruments, 

dissecting,  848 

for  cutting  coTcrs,  266 

non-cutting,  849 
Iron  plate, 

for  odls,  270 


Jaoksov,  Mr., 

micrometer  o^  213 
Jansen,  Zacharias,  2 
JapannenT  cold-size,  274 
Jatropha  oil,  104 


Kno,  Ifa., 

microscope  of,  100 
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Knife,  Valentin'B,  347 
King»ley,  Rev.  W., 
illuzninator  o^  500 


Lamp, 

camphine,  498 

French,  151      » 

Highley'B  gu,  489 

leading,  149 

shade,  149 

to  clean,  154 

chimney,  to  clean,  158 

Spencer's,  157 

spirit,  305 
Jjeeson,  Dr., 

goniometer  of,  251 
Legg,  Mr., 

experiments  of,  241 
Leeuwenhoek, 

microscope  of,  6 
Lens,  method  of  making,  5 

watchmaker's,  50 

dissecting,  52 

single,  64 

doublet,  65 

diamond,  66 

condensing,  122 

jewel.  Sir  D.  Brewster's,  26 
—     Mr.  Pritchard's,  27 

doublet,  Divini's,  28 

Ooring's,  Dr.,  26 

periscopic  doublet,  28 

Charles's,  M.,  34 

Coddington's,  48 

Stephen  Gray's,  9 

fluid,  Stephen  Gray*s,  1 
Leonard,  Mr., 

condensing  lens  of,  124 

hood  for  compound  body,  147 
Lever  stage, 

Alfred  White's,  88 
Lieberkuhn,  126 

to  illuminate  by,  199 

solar  microscope  of,  14 

opaaue  microsc<^  of,  15 

hand  microscope  of,  16 

injections  of,  17 

anatomical  injections  of,  18 
Light, 

adjustment  of,  182 

direct,  198 

oblique,  194 

polarization  of,  286 
Limpet,  tongue  of,  455 
Lines, 

micrometer,  value  of,  218 

eva-piece   micrometer,  value  of, 
'220 


Lister,  Mr., 

adiromatie  microscope  of,  36 
improvement  in  ohjeet-glass,  39 
object-glass,  165 

Loaded  corks,  350 

Localities^ 

for  chara^  382 

for  infusoria,  883,  393 

for  wheel  animalcule,  394 

Lucemal  microscope,  24 

Lucida  camera^  144 


M 


Maohtne  Guttivo,  835 

Mr.  Topping's,  337 
Magnifying  powers, 

Hooke's  method  to  obtain,  227 

linear  measure,  225 

superficial  measure,  226 

table  of,  228 
BCammalia, 

circulation  in,  372 
Manipulation,  259 
Marine-glue,  270,  275 
Marshall, 

microscope  of,  13 
Martin,  Benjamin, 

microscope  of,  22 
Measurement  of  objects, 

with  micrometer  eye-piece,  218 

with  stage  micrometer,  217 

obtained  by  camera  lucida,  223 

French  table  of,  229 
Membrane,  basement,  442 
Mercury  biniodide,  453 
Micrographia, 

Hooke's,  3 
Micrometer,  209 

Adams's,  210 

cobweb,  216 

cobweb,  to  use,  223 

Curs,  22,  210 

Coventry's,  211,  229 

eye-piece,  212 

eye-piece,  to  use,  222 

Jackson's,  213,  229 

Martin's,  B.,  210 

Ross's,  212 

stage,  211 
Micrometer  lines,  to  find  value  of, 

in  cobweb  micrometer,  221 

in  negative  eye-piece  micrometer, 
218 

in  positive  ditto,  220 

in  stage  micrometor,  218 
Microscope, 

definition  of,  1 

Adams's,  George,  23 
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MicroMCope, 

Adam8'a,Geoii^,jun.y  2i 

Amici'B  reflectmg,  26 

anntomical,  Lieberkuhn's,  18 

^pinus's,  34 

Bonnani'Sy  8 

Gulpeper's,  20 

Cuffg,  21 

Chevalier's,  36 

Cuthbert's  reflectiiig,  85 

Divini'a,  5 

Drebbel'B,  3 

Gray's,  Stephen  (water),  10 

Gray's,  Stephen  (reflecting),  10 

Grindelius's,  8 

Hooke's,  4 

hand,  Lieberkuhn'a,  16 

opaque,  Lieberkuhn's,  15 

solar,  Liebeikohn's,  14 

Leeuwenhoek'sy  6 

luoemal,  24 

Marshall's,  13 

Martin's,  22 

Newton's,  Sir  Isaac,  7 

SaWetti's,  6 

Scarlett's,  21 

Wilson's,  J.,  11 

Wilson's,  J.,  opaque,  12 

Wollaston's,  Dr.,  30 

compound,  67, 163 

compound  achromatic,  167 

ChcTalier's,  105 

Dancez's,  96 

King's,  100 

Oberhanser's,  106, 355 

Pillischer'B,  98 

Pistor's,  103 

Powell  and  Lealand'a,  74,  77 

large,  81 

portable,  78 

Ross's,  40,  81 

Ross's  portable,  84 

Schick's,  102 

Smith  and  Beck's  large,  87 

smaller,  90 

for  students,  91 

Varlcy*s,  93 

improvements  in,  by  H.  Powell, 

42 
J.  Smith's,  43 
improvements  in,  by  C.  Yarley, 

44 
parts  of  stand,  68 
use  of,  181 

number  manufiictured,  46 
pocket,  47 
simple,  47 

magnifying  powers  of,  64 

eye-pieces  of,  72 
object-glasses  of,  71 


Microscope,  dissecting. 

Author's,  358 

Goadby's,  58 

Nachet's,  357 

Oberhauser's,  355 

Powell  and  LoUand's,  52 

Ro6s*5,  58,  59 

Ross's  portable,  55 

Raspail's,  63 

Smith  and  Beck's,  62 

Shick's,  56 

Valentine's,  60 
Microscopic  objects, 

classification  of,  399 

algsB,  406 

animal  objects,  411 

ducts,  403 

ferns,  407 

fibro-cellular  tissue,  401 

hairs,  400 

hard  tissues,  405 

cheese  mite,  421 

mosses,  406 

mouth  of  insects,  418 

raphides,  402 

seeds,  401 

specimens  of  muscular  fibre,  437 

siliceous  cuticles,  400 

spiral  vessels,  402 

spores  of  ferns,  407 

vegetable  cuticles,  400 

vegetable  cellular  tissue,  401 

woods,  sections  of,  403 

woods,  fossil,  405 
Microtome,  345 
Minerals,  specimens  o^  453 
Mirror,  78 

steel,  145 
Miscellaneous  objects,  408 
Morbid  structures,  to  examine,  456 
Mounting, 

animal  structures,  307 

foraminifera,  310 

fossil  infusoria,  309 

sections  of  wood,  306,  340 
Mounting  objects  in  Uanada  balsam, 
301 

metal  forceps  for,  304 

necessary  apparatus  for,  302- 

Page's  forceps  for,  303 
Mounting  objects  in  the  dry  way,  318 

Darker*s  method,  317 

Gillett's  method,  314 
Mounting  objects  in  fluid,  288 
Mounting  opaque  objects,  318 

in  cells,  322 

on  cylinders,  821 

on  discs,  318 

in  pill  boxes,  823 

on  slides,  821    • 
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Moofle  hair,  458 
Movement  stage,  60 
Mucous  membrane,  488 

method  of  examining,  448 

ix^ections  of,  444 
Muscle,  to  dissect,  860 

classification  of,  437 


N 
Naobit,  M., 

microscope  of,  107 

dissecting  microscope,  857 

chemical  microscope  of,  490 

oblique  prism  of,  119 

camera  lucida  of,  232 
Navicula  Angulata»  474 

hippocampus,  478 
Needle, 

point,  805 

dissecting,  848 

holders,  849 
Nerve,  to  dissect,  859 
Newton,  Sir  Isaac, 

reflecting  microscope  of,  9 
NiteUa, 

circulation  of,  375 

habitat  of,  882 
Nobert's  tests,  475 

illuminator  of,  208 
Non-cutting  instruments,  849 


0 

Obxbhavssb, 

dissecting  microeoopes  of,  856 
Objects, 

classification  o^  899 

measurement  of,  217 

vc^table,  list  of,  400 

miscellaneous,  408 

animal,  411 

transparent  to  view,  182 

opaque,  185 

illumination  of,  186 

test,  458 

transparent,  to  illuminate,  186 

opaque,  to  illuminate,  196 

method  of  mounting,  288,  801, 
818,  318 

to  mount  in  fluid,  283 

apparatus  for,  284 

to  mount  in  Canada  balsam,  801 

neoessaiy  apparatus  for,  802 

to  mount  in  flat  cells,  285 

thin  glass  cells,  291 

concave  cells,  286 

white  lead  cells,  286 


Objects, 

in  the  dry  way,  to  mounts  818 

Mr.  Gilletfs,  814 

Mr.  Darker^  817 

for  Dolariaed  light,  447 

Object-glass, 

achromatic,  Chester  More  HalVs^ 
82 

fluid.  Sir  D.  Brewster's,  84 

achromatic,  Amici*s»  85,  89 

Fraunhofei^s,  35 

Tulley*s,  36, 165 

achromatic,  Chevaliers,  38 

improvement  in,  J.  J.  Lister's, 
89, 165 

improvements  in,  ditto,  by  A. 
Roes,  41 

of  microscope,  71 

correction  of,  170 

triple,  41 

method  of  adjusting,  479 

to  clean,  484 
Oblique  light,  194 
Oil  for  Umps,  154 

Jatropha,  154 
Opaque  objects, 

to  illuminate,  196 

method  of  mounting,  818 

on  discs,  818 

on  cylinders,  821 

on  slides,  821 

in  cells,  322 

in  pill  boxes,  823 

to  illuminate  by  condenaing  lens, 
196 

by    condensing     lens,    Hooke's 
method,  198 

by  side  reflector,  198 

bv  Lieberkuhn,  199 

Sir  D.  Brewster's  method,  189 


Pagx*s  FoRoin,  303 
Pftper  cells,  816 
Parasitic  insects,  419 
Penstemon, 

circulation  in,  878 
Phial-holder,  148 
Pill  boxes, 

to  mount  objects  in,  323 

forceps  for  holding,  824 
Pistor's  microscope,  103 
Plants, 

hairs  of,  400 

circulation  in,  873 

Chan,  878 

method  of  viewing,  875 

nitella,  874 
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Plants, 

hydrocharis,  376 
groundsel,  378 

valllflneris  spindlB,  879 

penfitemon,  878 
aquatic,  to  cultivate,  380 
Pliny,  1 
Pocket  microscope,  48 

Povell's, 
Podura,  scales  of,  435 
Point,  needle,  864 
Portable  microsoope, 

Smith,  54 

Ross,  55 

compound    achromatio     micro- 
scope, Powell,  74 

ditto,  Bxm,  81 

lamp,  155 
Polarization  of  light,  236 

origin  of  term,  236 

apparatus  for,  288 

mode  of  using  ditto,  239 

adyantages  o^  250 

cause  of  colours  of,  245 

Leggf  Mr.,  experiments  of,  241 

Darker,  Mr.,  apparatus  of,  249 

objects  for,  448 
Polarizing  apparatus,  120 

crystals,  503 
Polyps,  troughs  for,  140 
Position  of  microscope,  181 
Powell,  H., 

improvements  in  microscopes,  42 
Powell  and  Lealand, 

compound     achromatic     micro- 
scope, 74,  77,  78 

ditto  ditto,  large,  80 

dissectiiig  microscope,  52 

achromatic  condenser,  113 
Powers,  magnifying,  158 
Preliminaiy  directions,  181 
Preparations,  animal,  Ust  of,  411 
Pre^rvative  fluids^  278 

spiri£  and  water,  278 

acetate  of  alumina,  278 

creosote  solution,  279 

Mr.  Thwaites's,  279 

glycerine,  280 

Goadby^s,  278 

chromic  acid,  280 

salt  and  water,  280 

naphtha,  281 

method  of  using,  281 
Prism,  Dujardin'e,  118 

achromatic,  119 

Nachet's  oblique,  119 
Pritchard,  A., 

jewel  lenses  of,  26 

works  of,  44 
Ptolemy,  2 

33 


QVBKSTT,  £.  J., 

forceps,  136 
fiat  cells,  284 

method  of  mounting  opaque  ob- 
jects in  pill  boxes,  323 
forceps  for  ditto,  324 


R 

RAimT's  CuLS,  298 

Bamsden, 

eyepiece  of,  73, 176 

Baphides,  402 

Baspail,  63 

Reading-lamp,  149 

Reagent^  184 

Record,  2 

Redi,  Dr.  Francis,  2 

Reflector,  side,  127 

Rests,  for  dissecting,  851,  354 

Ross,  Andrew, 

first  microscope  of,  40 
object-glass  of,  41 
improvement  in  ditto,  41 
compound  microscope,  81 
ditto,  ditto,  portable,  84 
dissecting  imeroscope,  portable, 

55 
single  microscope,  58 
aclLTomatic  conaenser,  113 
correction  of  object-glass,  170 
goniometer,  256 

Ross,  Mr.  Thomas, 

machine  for  cutting  thin  glass, 
269 

Rotifers, 

to  procure,  394 

Rush,  Dutch, 

to  prepare,  388 


S 
Sautb, 

crystallization  of,  449 
Salvetti, 

microscope  of,  6 
Scales, 

of  Amathusia  Horsfieldit,  502 

offish,  429 

of  Hipparchiajanira,  469 

of  insects,  428 

of  Pontia  brassica,  470 

of  Polyommatus  aigiolus,  470 

of  Poduns  470 

of  Lepisma,  472 

Gnat's  wing,  472 

Menelaus,  473 
Scalpels,  346 


514 


INDEX. 


Scariett, 

microeoope  of,  21 
Scissors, 

diBsecting,  344 

spring,  845 

to  Bhaxpen,  346 
Sealing-wax  Tarnish,  cement,  274 
Sections, 

of  bone,  to  make,  325 

teeth,  to  make,  329 

shell,  to  make,  331 

wood,  to  make,  335,  338 

hair,  to  make,  341 

horn,  to  make,  341 

vegetable  tissue,  to  make,  332 

of  wood,  list  of,  404 

wood,  to  mount,  340 

bone,  to  mount,  328 

teeth,  to  mount,  330 
Seeds,  testa  of,  to  view,  409 
Collomia,  409 
Selenite  stage,  449 
Selig^es, 

experiments  of,  36 
Seneca,  1 
Shadbolt,  Q., 

apparatus  for  infusoria,  384,  385 

making  cells,  288 

instrument  for  cutting  thin  glass, 
267 

annular  condenser  of,  205 
Shade, 

lamp,  150 

chimney,  153 
Shell, 

specimens  of,  428 

sections,  to  make,  381 
Schick's  microscope,  102 
Side  reflector,  127 
Siliceous, 

vegetable   skeletons^  to  prepare, 
333 

cuticles,  list  of,  400 
Simple  microscope,  47 

magnifying  powers  of,  64 
Single  lenses,  64 
Skin,  specimens  of,  485 
Slack, 

dissecting  microscope  of,  56 
Slides, 

edging  of,  264 

labelling  of,  486 
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seaux  Sanguins.  13.  Yaisseaux  Lymphatiques,  14.  Structure  du 
Foie  et  des  Glandes  Vasculaires.  15.  Structure  du  Poumon.  16. 
Structure  des  Organes  Urinaires.     1 7.  Structure  des  Organes  de  la 


giB 
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Gr^n^tion.  16.  Structure  de  la  Peau.  19.  Membrane  Muqueiise 
et  Structure  de  la  Peau.  20  et  21.  Organes  des  Sgds. — ^Deuxi^e 
Serie.  1.  Sang.  2.  Pus  et  Mucus.  3.  Lait  et  Urine.  4  et  5. 
Sperme. — ^Prix  de  chaque  livraison,  6#. 

Le  tome  II.  comprenant  THistogen^se,  sera  public  en  XX  livrai- 
sons. — 6  livr.  sont  en  yente,  prix  de  chaque,  6s. 

MANDL.  Manuel  d* Anatomic  Gen^rale  appliquce  k  la  Phjsiologie  et  la 
Pathologic.   Paris,  1843.    Octavo,  ayec  cinque  planches  grav^.  6s. 

MARTINS  (Ch.).  Du  Microscope,  et  de  son  Application  k  I'Etude  des 
etres  organist  et  en  particulier  k  eelle  de  rUtricule  Yegetale  et  des 
Globules  du  Sang.  Paris,  1839.  Quarto,  de  qoarante^eux  pages. 
2s.  6d. 

MASCAGNI.  Vasorum  lymphaticorum  Corporis  Humani  Historia  et 
Iconographia.     Senis,  1787.    Folio,  C.  M.    £4. 

Prodromo  della  Grande  Anatomia.    Milano,  1819.    Folio,  avec 

vingt  planches  gravies.    £2  lOs. 

M£N£GinKL  Recerche  sulla  Struttura  del  Caule  nelle  Plante 
Monocotiledoni.    PadoTa,  1836,  with  ten  plates.     12«. 

M£Y£N.  Ueber  die  Secretions  Organe  der  Pflanzen.  Quarto,  with 
nine  plates.    Berlin,  1837.     I2s. 

Ueber  die  Neucsten  fortschritte  der  Anatomic  und  Fhysiologie 

der  Gewachse.  Quarto,  with  twenty-one  microscopical  plates. 
Haarlem,  1836.    £2. 

MIRBEL.  NoaveUes  Notes  Microscopiques  sur  le  Cambium.  Quarto, 
avec  douze  planches.    Paris,  1839.     10«. 

MOHL.  Der  Pflanzen-Snbstanz.  Quarto,  with  two  plates.  Tubengen, 
1836.    Zs.  6d. 

MULLER.  De  Glandularum  secementium  structura  penitiori  ear- 
umqe  prima  Format ione  in  Homine  atquc  Animalibus  Commentatio 
Anatomica.    Cum  Tabulis  sixteen.    Folio.     Lipsise,  1830.    £3  \5s. 

NEEDHAM.  Nouvelles  Deoouvertes  faites  arec  le  Microscope.  In 
douze,  avec  sept  planches.    Leyde,  1747.    3«. 

OWEN.  Odontograplij ;  or,  a  Treatise  on  the  Comparative  Anatomy 
of  the  Teeth,  their  Physiolo^cai  Relations,  Mode  of  Derelopment, 
and  Microscopical  Structure  m  theVertebrate  Animals.  By  Righabd 
Owen,  F.R.S.,  Corresponding  Member  of  the  Royal  Academy  of 
Sciences,  Paris  and  Berlin ;  Ilunterian  Professor  to  the  Royal 
Collie  of  Surgeons,  London.  This  splendid  work  is  now  completed. 
Two  volumes  royal  octavo,  containing  one  hundred  and  sixty- eight 
plates,  half-bound  russia,  £6  6s,  A  few  copies  have  been  printed 
on  India  paper.    Two  vols,  quarto.    £10  lOs, 

On  the  Ova  of  the  Omithorhynchus  Paradoxus.  Quarto,  with  a 

plate.     1834.    2s. 

On  the  Structure  of  the  Brain  in  Marsupial  Animals.    With 

three  plates,  quarto.    1837.    Zs.  6d. 

'        On  the  Generation  of   the  Marsupial  Animals.    With  two 
plates,  quarto.     1834.    Zs.  6J. 

On  the  Nervous  System  of  the  S|^nx  Ligustri.    Quarto,  with 


five  plates.    1834.    is.  6d. 


0  FOREIGN  WORKS  ON  THE  MICROSCOPE 

PALLAS.    Elenchus  Zoopbitorum.    Hogie,  1766.    Octavo.    6s. 

PHILLIPS.  Scrofiila :  its  Nature,  its  Prevalence,  its  Causes,  and  the 
Principles  of  Treatment.  By  BEirjAMnr  Phxujps,  F.R.S.,  Surgeon 
and  Lecturer  on  Surgery  to  the  Westminster  Hospital.  Octavo, 
with  plate.     12». 

POUCHET.  Theorie  Positive  de  L*Ovulation  Spontan^  et  de  la 
Fecondation  des  Mammiferes  et  de  TEspece  Uumaine,  base  sur 
rObservation  de  toute  la  Serie  Animale.  Avec  un  atlas  de  vingt 
planches  coloriees.     Quarto.    Paris,  1847.     £1   16«. 

PRITCHARD's  Natural  History  of  Animalcules,  with  Instructions  for 
procuring  and  viewing  them.     Octavo,  bds.,  plates.      1834.     8«.  6d, 

■  Microscopic  Cabinet,  with  a  Description  of  the  Jewel   and 

Drublet  Microscope,  Test  Objects,  &c.  Octavo,  boards,  illustrated 
from  original  drawings  by  thirteen  coloured  plates  and  numerous 
engravings  on  wood.     1832.     ISx. 

—  Microscopic  Ilhistrations  of  Living  Objects,  their  Natural 
History,  &c.  Octavo,  cloth,  with  woodcuts  and  coloured  plates. 
1838.     10«.  6d. 

RAMDOHR.  Abhandlungen  ueber  die  Yerdauungs  Werkzengc  der 
Insecten.    Mit  thirty  kupfertafeln.     Halle,  1811.     £1  lOs. 

RASPAIL  (F.-V.).  Nouveau  Syst^me  de  Chimie  Organique.  fonde  sur 
de  Nouvelles  Methodes  d*Observations,  precede  d'un  Traite  complet 
sur  TArt  d^observer  et  de  manipuler  en  grand  et  en  petit,  dans  le 
Laboratoire  et  sur  le  porte-objet  du  JVficroscope.  Deuxi^mc  edition, 
enti^rement  refondue,  accompagnee  d'un  atlas  quarto,  de  vingt 
planches  de  figures  dessinees  d  apr^  nature,  grav6es  et  coloriees 
avec  le  plus  grand  soin.  Paris,  1838.  Trois  volumes  octavo,  atlas 
quarto.     £1  lOs, 

— —  Nouveau  Syst^me  de  PhysiologieVegdtale  et  de  Botanique,  fondc 
sur  les  Methodes  d*Observations  ddveloppees  dans  le  Nouveau  Syst^me 
de  Chimie  Organique,  accompagne  de  soixante  planches  contenant 
prbs  de  mille  figures  d^analyse  dessinees  d*apr^  nature  et  grav^ 
avec  le  plus  grand  soin.  Paris,  1837.  Deux  forts  volumes  octavo, 
et  atlas  ae  soixante  planches.    £1   \0s. 

Le  mSme  Ouvrage,  planches  colorizes.    £2  lOs, 


ROBIN  fCh.)  Traitc  d* Anatomic  (xenerale,  Normale  et  Patholc^que, 
chcz  r Homme  et  les  principaux  Mammiferes  (Histoire  des  El^ents 
Anatomiques  des  Tissus  et  Histologic).  Paris,  1852.  Deux  volumes 
octavo,  accompagncs  d*un  atlas  de  quarante  planches  gravees. 

Sous  presse, 

Des  Vegetaux  qui  croissent  sur  THomme    et    les  Animaux. 

Paris,  1847.     Grand  octavo,  avec  trois  planches  gravies.    As,  6d. 

Du  Microscope  et    des  Injections   dans  leurs  Applications  k 


TAnatomie  et  k  la  Pathologic,  suivi  d^une  Classification  des  Sciences 
fondamentales  de  celle  de  la  Biologie  et  de  TAnatomie  en  particulier. 
Octavo,  avec  planches.    Paris,  1849.    7s. 

ROSEL.  Insecten  Belustigunzcn  (Amusements  Insectologiques).  With 
three  hundred  and  fifty-six  col.  plates.    Nuremberg,  1746-61.    £6. 

SCHLEIDEN.  The  Plant;  a  Biographv,  in  a  Scries  of  Popular 
Lectures  on  Botany.  Edited  and  translated  by  A.  Henfbet,  FX.S. 
Octjvo,  with  five  coloured  plates,  and  thirteen  woodcuts.     I5s, 
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SENEBIER.  Essai  sur  TArt  d^observer  et  de  faire  des  Experiences. 
Seconde  edition,  Geneve,  1802.     I5s, 

SLABBER.  Natuurkundige  Verlustigingen  Microscopise  Waamee- 
mingen  Yon  in,  en  Uitlandse  Water,  en  Land,  Dieren.  Quarto, 
eighteen  parts,  with  coloured  plates.  Haarlem,  1778.  Ss,  Plates 
seyenteen  and  eighteen  are  wanted. 

SPALL  AN  ZANI.  Opuscules  de  Physique  Animale  et  y%^tale. 
Three  Yolumes  octavo.    Paris,  1787.     15«. 

TREMBLEY.  Memoircs  pour  servir  k  THistoire  d'un  Genre  de 
Polypes  d^Eau  Douce  k  bras  en  forme  de  Comes.  Quarto,  avec 
planches.     Leide,  1744.     14«. 

VAUCIIER.  Histoire  des  Conferves  d*Eau  Douce.  Quarto  huit 
planches.     Geneve,  1803.     15^. 

VELPEAU.  Embnrologie,  ou  Ovologie  Humaine,  contenant  I'Histoire 
Descriptive  et  Iconographique  de  PCEuf  Uumain,  accompagne  de 
quinze  planches  contenant  cent-dix  figures  dessinees  et  lithographiees 
avec  som,  par  A.  Chazal.    Folio,  figure.     Paris,  1833.     £1  Ss, 

VOGEL  and  DAY.  The  Pathological  Anatomy  of  the  Human  Body. 
By  Julius  Vogel,  M.D.  Translated  from  the  Grerman,  with  addi- 
tions, by  Geoboe  E.  Day,  M.D.,  Professor  to  the  University  of  St. 
Andrew*s.  Illustrated  with  upwards  of  one  hundred  plain  and 
coloured  engravings.     Octavo,  cloth.     18«. 

WOOD.  De  Puris  Natura  atque  Formation.  With  plate,  quarto. 
Berloni,  1837.     2».  ed. 


^\.^s^     ^^•-v^  •»• 


THE  NATURAL  HISTORY  OF  MAN: 

COMPRISING  INQUIRIES  INTO  THE  MODIFYING  INFLUENCE  OF  PHYSICAL  AND 
MORAL  AGENCIES  ON  THE  DIFFERENT  TIUBES  OF  THE  HUMAN  FAMILY. 

By  JAMES  GOWLES  FRICHABI),  M.D.,  FJL8.,  M.B.I.A., 

Corretponding  Member  to  the  National  IrulUtUe^  of  the  Royal  Academy  of  Medicine,  and  of  the 
Statistical  iSociety  qf  France:  Member  <(fthe  American  FhHotophieal  Society,  Ac. 

Third  Edition,  enlarged,  witii  50  coloured  and  d  plain  lUustratlons*  engraved  on  Steel,  and  97 
Engravings  on  Wood,  royal  8va  elegantly  bound  in  cloth.    £1  16«.    London,  1848. 

APPENDIX  to  the  FIRST  and  SECOND  EDITIONS  of  the  NATURAL  HISTORY  OF  MAN. 
Large  8va  with  6  coloured  Plates,  each  3«.  6dL    London,  1845  and  1848. 

SIX  ETHNOGRAPHICAL  MAPS,  as  a  Supplement  to  the  Natural  History  of  Man,  and  to  the 
Researches  into  the  Physical  History  of  Mankind.  Folio  coloured  and  one  sheet  of  Letter- 
press, bound  in  cloth  boards,  244.    Second  Edition.    London,  1850 

ILLUSTRATIONS  to  the  RF^EARCHES  into  the  PHYSICAL  HISTORY  of  MANKIND.    Atlas 
of  44  coloured  and  5  pbiin  Plat«ii,  engraved  on  Steel,  large  8to.  half-bound,  18«.  London,  1841 


NATURAL  HISTORY  OF  THE  MAMMALIA. 

By  6.  B.  WATEBH0U8E, 

Corresponding  Member  of  tlte  PhUomatie  Society  of  Parity  and  Assistant  in  the  Department  of 

Mineralogy  and  Geotogy  of  the  British  Mnseum. 

Two  Vols.  8vo.  with  Illustrations  on  Steel  and  Wood,  each  VoL  col.  £\  \A$,  M  \  plain,  £\  9«. 
Vol.  I.— MARSUPLATA.  Vol.  It— RODENTIA. 


A.   ROSS, 

OPTICIAN, 

2,  FEATHERSTONE  BUILDINGS,  HOLBORN, 

Beob  to  call  the  attention  of  Observers  with  the  Microfloope  to  his 
improved  Instruments,  a  Catatogue  of  which  may  he  had  upon  ap- 
plication. 

Among  the  various  advancements  A.  R.  has  effected  is  the  extreme 
enlargement  of  the  aperture  of  the  Micboscofb  Oiusct  Gjuass,  which  is 
its  re^  effective  improvement ;  also  an  Achromatic  Condenser  of  Light  for 
the  Microscope,  on  a  new  combination  of  principles,  for  the  illumination 
of  transparent  objects,  adapted  for  use,  with  the  several  Object  Glasses 
from  I  an  inch  to  j^^  of  an  mch  focal  length  inclusive. 

The  object  of  this  arrangement  is  to  develop  the  defining  powers  of 
Object  Glasses,  and,  b^r  a  peculiar  adjustment,  to  adapt  the  illumination 
to  the  nature  of  the  object  and  to  the  mode  of  mounting,  whether  dry  or 
in  fluid,  or  in  Canada  balsam,  so  as  to  admit  a  greater  quantity  of  light 
with  less  glare,  and,  in  consequence,  to  give  a  more  distinct  image  with  less 
fatigue  to  the  eye.  The  Microscope  Standi  or  mechanical  part,  has  also 
been  arranged  to  ensure  freedom  from  tremor  and  afibrd  facility  in  use. 

A.  R.  also  begs  to  announce,  that  from  a  laborious  practical  investi- 
gation of  the  construction  and  manufacture  of  the  Achromatic  Astro- 
nomical Telescope,  he  has  arranged  a  new  process  for  their  production 
which  ensures  the  perfection  of  that  important  instrument;  also,  that  in 
Terrestrial  and  Naval  Telescopes,  the  contact  surfaces  of  the  Object 
Glasses  are  united  by  a  permanently  transparent  cement,  which  obviates 
the  loss  of  light  bv  reflections,  and  prevents  that  decomposition  of  the 
glass  which  generally  occurs  in  Marine  Telescopes. 

Since  the  invention  of  those  prospectively  useful  arts,  the  Calotype  and 
the  Daguerreotype,  A.  R.  has  investigated  the  forms  of  lenses  necessary 
to  give  just  representations  of  objects,  and  has  succeeded  in  giving  great 
intensity  to  the  ima^e  with  fine  and  correct  definition,  both  at  the  centre 
and  margin  of  the  picture ;  also  the  visual  and  chemically  acting  foci  are 
made  to  coincide. 

A.  R.*s  Binocular  Reading  Glass  prevents  the  fatiguing  muscular  exer- 
tion of  the  eyes  attendant  on  the  use  of  Spectacles  of  the  ordinary  con- 
struction, and  preserves  the  eyes  in  repose  during  protracted  application. 


ASTRONOMICAL  AND  SURVEYING  INSTRUMENTS. 
BAROMETBBS,  HYGROMETERS,  THERMOMETERS,  &c.,  &c. 


CORNELIUS  POULTON, 
l^tepatec  of  ®h}ttt»  for  tfie  microscope^ 

SOUTHERN  HILL,  READING, 
BERKS. 


A  LIST  OF 

ACHROMATIC   MICSOSCOPES  ^  APPARATUS, 

MADS  BT 

J.  B.  DANCER, 

Optician, 

No.  43,  CROSS  STREET,  MANCHESTER. 


16 

0 

10 

0. 

4 

0 

2 

0 

10 

0 

2 

0 

1 

0 

1 

0 

8 

0 

10 

0 

S 

0 

0 

0 

Lecture  Table  Microscopes,  with  Rack  adjustinents,  1  eye-piece, 
lai^  aperture,  1  inch  (or  ^  inch  power),  plain  and  concave 

mirrors,  with  japanned  iron  piUar  and  tnpod,  from £4  10    0 

Ditto,  ditto,  with  brass  pillar  and  tripod 6    5    0 

Single  Microscopes,  from 2    2    0 

An  improved  Microscope  with  double  pillars  and  axis  to  incUne  j 

the  instrument  to  any  angle,  sliding  stage,  rack  motion, 
and  fine  adjustment  for  tke  powers^  1  eye-piece,  large 
1  inch  and  i  inch  (or  ^  uich)  powers,  m  brass  ooxes,  glass 
condenser,  with  iointed  support  and  stand.  Aquatic  or 

live  object  box,  forceps,  plyers,  knife  point  and  brass  key,  | 

neatly  packed  in  an  upright  polished  mahogany  case,  with 

a  drawer 10  10    0 

A  larser  size  Microscope  with  double  pillars,  sliding  tube  in 
&e  body,  long  range  of  rack  movement  with  two  milled 
heads,- with  apparatus  and  case  similar  to  the  above  in- 
strument     12  12    0 

The  following  apparatus  can  be  supplied  to  the  above  Microscopes : 

Extra  eye-pieces  from  14«.  to 0 

Quarter-inch  power  object  glass 2 

One-eighth-inch           ditto        from  £S.  3s 4 

Stage  movement  with  adjusting  screws 2 

Polarizing  prisms  (mounted)  £2.  2« 2 

Achromatic  condenser 2 

Camera  Lucida  (in  box) 1 

Adjustable  compressor 1 

Micrometers  for  eye-piece  (in  box) 0 

Ditto         for  stage,  from  5s,  to   0 

Mahogany  case  with  six  additional  drawers,  from  £1.  1«.  to  1 
The  largest  sized  instrument,  including  all  the  above  appar- 

ratus,  packed  in  a  mahogany  cabinet  with  seven  drawers  40 

J.T.NORMAN, 

PREFABJBB  OF  SPECDDSHS  FOE  THE  KCBOSOOPE, 

10,  FOUNTAIN  PLACE,  CITY  ROAD. 
(Near  the  Toll  Gate.) 

J.  T.  N.  takes  the  present  opportunity  of  informing  Gentlemen  engaged  in 
Microscopical  Investigations,  and  Opticians,  that  he  prepares  all  Kinds  of  Objects 
to  illustrate  the  various  Branches  of  Natural  Science,  and  has  always  a  large 
Assortment  of  the  following  Specimens  on  hand. 

Recent  and  Fossil  Inftisoria. 

Vegetable  and  Animal  Tissues. 

Spicula  of  Sponges,  Qorgonia,  &c. 

Injections  of  various  Animals. 

Test  Objects. 

Urinary  Deposits  and  Objects  for  the  Polariscope. 
Glass  Slips,  CeUs,  &c.,  wholesale  and  retail.    Built  Cells  made  to  order. 


SMITH  &  BECK, 

C,  COLEMAN  STREET,  LONDON. 


FEICES   OF   ACHBOMATIC   MICEOSCOPES, 

Which  received  the  Cornea  Medal  of  the  "  Great  ExhibiHan,  1851. 

No.  1.  Improved  laige  MicroBCope  with  new  mode  of  applying  the 
illuminating  apparatus,   two   eye-pieces,  and    the  most 

complete  movements £21 

Upright  mahogany  case  for  ditto,  from  £2. 10«.  to      4 

No.  2.  Improved  Bmaller  Microscope,  on  the  same  principle  as  No. 

1,  hut  with  single  pillar,  on  tripod 15 

Solid  flat  mahogany  case  for  ditto,       .         from  £1. 10«.  to      1 

No.  3.  Large  Microscope,  similar  to  No.  1,  hut  without  limb  and 

cylinder  under  stage 16 

Cases  the  same  as  fur  No.  1. 

No.  4.  Smaller  Microscope,  similar  to  No.  2,  but  without  limb  and 

cylinder  under  stage 

Cases  the  same  as  for  No.  2. 

No.  5.  Best  Student's  Microscope,  with  uprights  and  joints,  com- 
plete actions,  one  eye-piece,  and  case        .... 

No.  6.  The  above,  with  plain  stage,  one  eye-piece,  and  case    . 

No.  7.  Smaller  Student's  Microscope,  with  actions  similar  to  No.  6 

No.  8  and  No.  9.  Small  Microscope  for  travelling  .        £*I,  Ts.  and 

No.  10.  Plain  Microscope  for  Hospital  use 3 

The  above  are  exclusive  of  Object  Glasses  and  Apparataa 

No.  11.  Dissecting  Achromatic  Microscope^  power  from  5  to  100 

linear 12 

No.  12.  Darwin's  Improved  Single  Microscope,  complete       .        .     10 


12 


9 

6 

5 

10 


0  0 

10  0 

16  0 

15  0 

16  0 
12  0 


9  0 

6  0 

10  0 

10  0 

10  0 


12     0 
0     0 


ACHROMATIC  OBJECT  GLASSES  FOR  THE  MICROSCOPE. 


Focal 

length. 


1|  inch 

I  inch 

A  inch 
Ditto 
iinch 

i  inch 
Ditto 

I  Inch 
Ditto 

A  inch 


Lineiu:  Magniiying  Power,  nearly* 
With  Eye-piece   Na  1.  ;Na  2.  No.  3. 


Draw-tabe  closed      .    . 

Add   for  each  inch   of 

tube  drawn  out .    .    . 

Tube  closed 

Add  for   each   inch   of 
tabe 

Tube  closed 

Add  for  each   inch   of 
tabe 

ditto 

Tube  closed 

Add  for  each  inch^^of 
tabe 

Tube  closed 

Add  for  each  inch  of 
tube 

ditto 

Tube  dosed 

Add  fbr   each  inch   of 
tabe 

ditto 

Tnbe  closed 

Add  for  each   inch   of 
tube 


20 

4 
60 

7 
190 

12 

da 
20.'^ 

25 
240 

30 
da 
450 

40 
da 
500 

50 


45 

6 

105 

12 
210 

20 
do. 
360 

35 
430 

45 
da 
760 

60 
da 
920 


80 

8 
180 

20 
350 

35 

do. 
620 

60 
720 

80 

da 

1300 

115 

do. 

1500 


Angle  of 
aperture  aboat 


V    13  degrees 

[•  27  degrees 

>  55  degrees 
65  degrees 
70  degrees 


Price. 


70      130 


\ 


degrees 

100  degrees 

90  degrees 

1 10  degrees 

120  degrees 


£    $.    d. 
3    0    0 


8  3  0 

5  5  0 

6  6  0 

5  5  0 

6  6  0 

7  7  0 

7  7  0 

8  8  0 
to  10  0 


LJeber- 
kohn 
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tionaL 


15& 

Us. 

lOf. 

lOf. 

6i: 


*  With  the  3  inch  object  glass  and  the  erecting  glasses,  employing  eye-pieces  Nos.  1  and  2, 

the  magnifying  power  will  range  from  5  to  150. 


APPARATUS 

Fob  the  Micboscopes  Nos.  1  and  2 

(Of  lower  priee,  on  aooount  qt  their  more  nmple  adaptation  to  thoie 

initniments). 

£    s.  d. 

BnwBwork  of  Achromatic  CondeoBer,  with  adjustments  .                .10  0 

Combination  of  Lenses  for  ditto     .                         from  iSl.  10«.  to      4    0  0 

Wenham*8  Parabolic  Reflector,  and  fittings 1  12  6 

Amici's  Prism  for  oblique  light 1  10  0 

Polarizing  Apparatus from  £2,  10«.  to      3  15  0 

Bundle  of  Tiun  Glass  for  polarizing  by  reflection  or  transmission  110 

ADDITIONAL  APPARATUS  FOR  THE  MICROSCOPES  IN  GENERAL. 

Extra  Eye-piece from  IZs.  to      0  17  6 

Indicator  to  Eye-piece 050 

Erecting  Glasses,  for  varying  power,  and  for  dissection    .                .10  0 

BrasBwork  for  Achromatic  Condenser      .        .        from  10«.  6d,  to      1  10  0 

Combination  of  Lenses  for  ditto from      1  10  0 

Right-angled  Prism 1  10  0 

Nachet's  Prism 0  18  0 

Side  Condensing  Lenses from  12^.  to      110 

Side  Silver  Reflector 110 

Polarizing  Apparatus,  with  selenite 2  10  0 

Double  Image  Prism,  with  fitting  to  eye-piece        .        .                .      0  15  0 
Two  ditto,  ditto,  with  selenite,  and  brass  plate  with  holes                .220 

Crystals  to  show  rings  round  the  optic  axis,  fitted  to  eye-piece,  each      0  10  6 

Tourmalinea from      0  10  0 

WoUaston's  Camera  Lucida,  and  fittings 10  0 

Steel  Disc,  ditto 0  15  0 

Micrometer  for  Stage,  mounted  in  brass 0  10  0 

Ditto  for  Eye-piece,  with  fittings  and  adjusting  screw             .        .10  0 

Three  Dark  Wells,  and  holder 0  12  6 

Compressorium from  7s.  6d.  to      10  0 

Screw  Live  Box from  6s.  6d.io      0  14  6 

Ghiss  Trough from  5s.  to      0    8  6 

Best  Argand  Lamp,  with  blue  chimney 15  0 

Small  Camphine  ditto,  on  improved  principle  .  .220 

Iron  Table,  with  revolving  top  for  the  Microscope 5    5  0 

MICROSCOPIC  OBJECTS. 
Y^etables,  Reoent  and  Fossil : — 

Desmidiese  and  Algae ;  Diatomacese,  recent  and  fossil ;  Spicules 
and  Gemmules  of  Sponges  and  Goigonias;  Zoophyte8,section8 
of  Shells  and  Echinus  Spines;  Entomological  Preparations 
Hairs  and  Feathers ;  Anatomical  Preparations,  Sections  of 
Bones  and  Teeth ;  Injected  Preparations ;  Minendogical  and 
Polariscopic  Objects. 

CABINETS  FOR  OBJECTS. 

In  whioh  the  Speeimena  lie  flat,  and  with  pofeelain  Labela  to  the  Drawwa. 

To  hold  1000  objects from  £6  Ss.to      7    0  0 

Ditto      750  ditto from  ^65  to      5  15  0 

Ditto      500  ditto from  iSS  10«.  to      4    4  0 

CABINETS  MADE  TO  ANY  SIZE  AND  OF  EVERY  DESCRIPTION. 

INSTRUMENTS   USED   IN   PREPARING   OBJECTS. 

MateriaU  used  im  Mounting  Objects, 

Woodward'!  TaUe  and  HydnMnygen  Polaxiacppe  and  Ifisroaoope. 


Just  Published^  Second  EditUmy  revised  by  the  Author ^ 

A  FAMILIAR  INTRODUCTION  TO  THE  STUDY  OF  POLARIZED 

LIGHT, 

Br  C11ARI.IS  WooowAKD,  Esq.,  F.R.S.,  &c. 


DISSOLVING    VIEWS. 

AMUSEMENT  »nd  IN8TRUCTI0K  by  meuu  of  CARPEHTER  * 
WEBTLBV8  imptimd  PHANTASM  AGO  EI  A  LANTERNS  with  the 
CHROMATROPB  Hid  DISSOLVING  VIEWS,  and  Hvery  pomible  vwietj  of 
filiden,  including  N&tonl  History,  Comic.  Lever,  Hov«sIi1b  ud  Plain, 
Aatronomic*],  Views  in  the  Holy  Land,  Scriptural,  Portraits,  &c.  No.  1 
Lantern  with  Argand  lAmp,  in  a  Box,  il.  li*.  Sff.  No.  2  ditto,  of  a  laiger 
size,  iL  Ua,  6d.  A  pair  of  DiiHalving-View  LAntema,  No,  S,  with  Apparatus, 
llf.  111.  The  I^mp  for  the  No,  2  Lanterns  is  very  superior.  (The  prtM  of  the 
Lantenia  is  without  sliders.) 

Lists  of  the  Sliders  and  Pricei  upon  applieatlon  to  the  Hana&ctureis, 
Hewrs.  CARPENTER  &  WBSTLEY,  Optidanx,  S4,  B^ut«treel,  Waterloo- 
place,  LondoD. 

HETTS 
rajECTED  MICB08C0FIC  FBEFABATIOirS 

For  whiek  Iht  Puzx  Hbdai,  teat  atearded  at  the  "  Gkbat 
ExHiBi-noB,  1851." 

Mr.  HETT,  MJt.C.S.,  bc^  to  infbmi  medical  gentlemen  and  others 
engaged  in  micraocopical  rcBcarubes,  that  he  has  for  wla  a  Tuietj  of 
specimens  of  the  mnet  beautiful  and  perfect  injectioiu  of  various  parts  of 
the  haman  body,  and  other  classes  d*  animals. 

Mr,  HETT  also  prepares  every  variety  of  microscopic  object  required 
to  illustrate  the  more  important  and  intereetinx  facts  of  minute  Anatomy 
and  YhymiAogj,  and  such  Pathological  specuncDa  as  admit  of  being 
mounted  as  permanent  objects. 

Fortiaa  residing  at  a  distance  ftom  London  may  have  a  box  of  pre- 
parations sent  for  mspection,  on  giving  a  respectable  town  reference  and 
paying  carriage  both  ^eai/s;  by  this  means  they  are  enabled  to  examine 
the  objects  before  purchasing,  and  to  select  such  specimens  only  as  they 
may  require ;  three  clear  days  being  allowed  fbr  this  purpose. 
24,  BRIDGE  STREET,  SOUTHWARK. 
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HIPPOLYTE    BAILLIERE, 

169j     FVZiTON     STREET,     NEIV    YORK,    V.S.j 

AND  S19,   BIMSKVT  8TBEBT,  I^OIVDOlf. 

J.   BAILLIERE,   LIB&AIEB,   RUE   HAUTBFBUILLB,   PARIS. 
BAILLT   BAILLIERE,   LIBRAIRB,   CALLS   DEL  PRINCIPE,  MADRID. 

H.  B.  begt  to  (Mmnounee  ikai  he  has  opened  an  etiaUUhmmt  at  the  above  addreu,/or  ike  eale  of  French^ 
German  and  Bngliah  Works  in  the  varUnu  d^)artmente  of  Science  (Anatomy,  Medicine,  Chemietrjf, 
Natural  Hietory,  ^c),  a  well  eelected  etoek  of  which  he  now  qfen  to  the  Scientific  Puhlie,  Having 
opened  an  active  correwpondenee  with  the  principal  publishing  honsee  of  Europe,  and  made  arrangemenU 
to  receive  weekly/  eaeee,  he  can  undertake  to  execute  Commierions  for  all  Books  he  may  not  have  in  Stock 
with  the  greatest  promptiiude*  All  the  French,  German  and  English  Journals  and  Periodicals  supplied 
with  the  greatest  regularity.  H.  B.  has  lUso  the  pleasure  to  announce  that  he  has  made  arrangements 
with  M,  Charrier,  the  celebrated  instrument  maker  of  Paris,  for  the  supply  of  all  kinds  of  Surgical 
Instruments,  an  extensive  assortment  of  which  is  now  open  for  infection. 

As  the  Prices  In  H.  B.*s  Cataloffuet  are  extended  in  Foreign  Currendee,  the  following  rates  have  (with 
a  few  exceptions)  been  established: 

THB  rSMMCU  FRAHC,  2ft  CSNTS.    TBS  BNOLISB  SBILLINO,  80  CS2«TS.    TBB  OBBMAKT  DOLUAB,  100  CBNTS. 

ON  TBK  rUBLISBKO  rBICK. 

H.  B.  has  determined  that,  in  the  ease  of  those  Boolra  Published  by  him,  and  wliich  have  been  reprinted, 
he  will  fix  the  price  at  such  a  rate  as  to  insure  the  preference  to  the  original  editions. 

£    t  d 

Blakey  (H.)  History  of  Logical  Science  irooi  the  Earliest  Times  to  the  Present 
Day,  hy  Robert  Blakey,  Professor  of  Logic  and  Metaphysics,  Queen's  CoUege, 
BeUfast,  Author  of  the  History  of  the  Philosophy  of  Mind,  in  1  vol.  demy  8vo. 

BoilSSingaillt.  Rural  Economy;  in  its  Relations  with  Chemistry,  Physics, 
and  lleteorology.  By  J.  B.  Boussingault,  Member  of  the  Institute  of 
Fhmoe.  2nd  Edition,  with  Notes,  carefully  revised  and  corrected, 
1  vol.  8vo.  cloth  boards,  London,  1845  .  .  .  .    0  18  0 

Brewster  (Sir  David).  The  Natural  History  of  Creation,  in  1  voL 
royal  8vo.    Illustrated  with  Engravings  and  Woodcuts.    In  the  press, 

Campbell.  A  Practical  Text-Book  of  Inorganic  Chemistry,  including  the 
Preparations  of  Substances,  and  their  Qualitative  and  Quantitative  Analyses, 
with  Organic  Analyses.  By  Dugald  Campbell,  Demonstrator  of  Practical 
Chemistry  to  the  University  CoUege.    12mo.  London,  1849  .  .056 

Chapman.  A  Brief  Description  of  the  Characters  of  Minerals;  forming  a 
tamiliar  Introduction  to  the  Science  of  Mmeralogy.  Ey  Edward  J.  Chapman. 
1  vol.  12mo.  with  3  plates,  London,  1844       .  .  .040 

Practical  Mineralogy ;  or,  a  Compendium  of  the  distinguishing  Cha- 


racters of  Minerals :  by  which  the  Name  of  any  Species  or  Variety  in  the 
Mineral  Kingdom  may  be  speedily  ascertained.  By  Edward  J.  Chapman.  8vo. 
illustrated  with  13  engravings,  showing  270  specimens,  London,  1843  .070 

Chemical  Society  (Quarterly  Journal  of  the).  2  vols.  8vo.  London, 

1848—49  .  .  .16  0 

VoL  III.,  Parts  1.  2,  and  3,  Published  Quarterly.    Each        .030 

Cook.  Historical  Notes  on  the  Discovery  and  Progressive  Improvements  of  the 
Steam  Engine ;  with  References  and  Descriptions  to  accompany  the  Plates 
of  the  American  condensing  Steam  Engine  for  River  Boats.  18mo.  and 
a  large  fol.  plate  on  a  roller  and  canvas.  New  York,  1849  .  .    0  18  0 

Dumas  and  Boussingault.  The  Chemical  and  Physiological  Balance  of 
Organic  Nature :  an  Essay.  By  J.  Dumas  and  J.  B.  Boussingault,  Members 
of  the  Institute  of  France.  1  voL  12mo.  London,  1844  .040 

Fau.    The  Anatomy  of  the  External  Forms  of  Man  (for  Artists).    Edited  by 

R.  Knox,  M.D.,  with  Additions.  8vo.  and  28  4to.  plates.     1849.    Plain       .14  0 

Coloured  .  .  .220 

The  Text  separately  with  the  four  additional  Plates,  for  Persons 

•    possessing  the  French  edition.    Plain  •  .    0  12  0 
Coloured                 .                                .                .  .    0  14  0 
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Gtordon  (Ii.)  Treatise  on  the  Steam  Engine,  and  on  the  Motive  Power  of 
Heat,  with  every  improvement  to  the  present  day.  By  L.  Gordon,  Professor 
of  Engineering  in  the  University  of  GUisgow.  8vo.  Illustrated  with  Wood 
Engravings  and  Steel  Plates.    In  thepre$a. 

■  A  Synopsis  of  Leetuies  on  Civil  Engineering  and  Mechanics.   4to. 

London,  1849  .  .  .  .  .  .  .076 

Gk)rdon  and  LiddelL  Exposition  of  a  Plan  for  the  Metropolitan  Water 
Supply,  showing  that  the  Thames  at  Maple-Durham  is  the  most  eligible 
source  from  which  a  supply  of  pure  soft  water  can  be  bronght  for  the  inha- 
bitants of  London  and  its  suburbs.    8vo.     London,  1849  .  .010 

Graham.  Elements  of  Chemistry ;  including  the  Application  of  the  Science  in 
the  Arts.  By  T.  Graham,  F.R.S.  L.  &  E.,  Professor  of  Chemistry  at  Uni- 
versity College,  London.  2nd  Edition,  entirely  revised  and  greatly  enlarged, 
copiously  illustrated  with  Woodcuts,  vol.  1. 1850  .  .110 

Part  IV. 

Humboldt*  Kosmos :  a  General  Survey  of  the  Physical  Phenomena  of  the 
Universe.  By  Baron  A.  Humboldt.  The  original  English  Edition,  2  vols,  post 
8vo.    London,  1848  .  .  .12  0 

Vol.  II.  separately,  1848        .  .  .  .  .    0  12  0 

KSBmtz.  A  Complete  Course  of  Meteorology.  By  L.  F.  Ksemtz,  Professor  of 
Physics  at  the  University  of  Halle.  With  Notes  by  Ch.  Martins,  and  an 
Appendix  by  L.  Lalanne.  Translated,  with  Additions,  by  C.  V.  Walker. 
1  vol.  post  8vo.  pp.  624,  with  15  Plates,  cloth  hoards,  1845  .  .    0  12  6 

Enapp.  Chemical  Technology,  or  Chemistry  applied  to  the  Arts  and  to 
Manufactures.  By  F.  Knapp,  Professor  at  the  University  of  Giessen. 
Edited,  with  numerous  Additions,  by  Db.  E.  Ronalds,  Professor  of  Che- 
mistry at  the  Royal  College,  Gal  way ;  and  D&.  Thomas  Richardson,  of 
Newcastle-on-Tyne.  Illustrated  with  600  large  Woodcuts,  3  vols.  8vo. 
London,  1848—1850       .  .  .  .  .330 

—  Vol.  III.  separately  .  •  .  .  .110 

Knipe.    Geological  Map  of  the  British  Isles ;  in  a  case.    London,  1848  .440 

Iieon  (John  A.)  The  Art  of  Manufacturing  and  Refining  Sugar,  including 
the  Manufacture  and  Revivification  of  Animal  CharooaL  With  an  Atlas  of  14 
Plates,  illustrative  of  the  Machinery  and  Building.  Large  folio.  London,  1850    3    3  0 

Iiiebig.  Chemistry  and  Physics,  in  relation  to  Physiology  and  Pathology.  By 
Baron  Justus  Llebig,  Professor  of  Chemistry  at  the  University  of  Giessen.  2nd 
Edition,  8vo.  London,  1847  .  •  .  .030 

Mansfleld.    Benzole;  its  Nature  and  utility.  8 vo.  London,  1849    •  .0    16 

Mitohell  (J.)  Manual  of  Practical  Assaying,  intended  for  the  use  of 
Metallurgists,  Captains  of  Mines  and  Assayers  in  General.  With  a  copious 
Table,  for  the  purpose  of  ascertaining  in  Assays  of  Gold  and  Silver  the  precise 
amount,  in  Ounces,  Pennyweights,  and  Grains,  of  noble  Metal  contained  in 
one  ton  of  Ore  from  a  given  quantity.     1  vol.  post  8vo.    London,  1846         .    0  10  6 

Treatise  on  the  Adulterations  of  Food,  and  the  Chemical  Means  em- 
ployed to  detect  them.  Containing  Water,  Flour,  Bread,  Milk,  Cream,  Beer, 
Cider,  Wines,  Spirituous  Liquors,  Coffee,  Tea,  Chocolate,  Sugar,  Honey« 
Lozenges,  Cheese,  Vinegar,  Pickles,  Anchovy  Sauce  and  Paste,  Catsup,  Olive 
(Salad)  Oil,  Pepper,  Mustard.    12mo.  London,  1848  .  .060 

MuUer.   Principles  of  Physics  and  Meteorology.  By  J.  Muller,  M.D.  Illustrated 

with  530  Wood-cuts,  and  2  coloured  Plates,  8vo.  London,  1847  .    0  18  0 

Niohol.  Astronomy  Historically  and  Scientifically  developed,  showing  the  Rise  of 
the  Science  from  its  Growth,  and  the  Character  of  the  illustrious  Men  who  have 
contributed  to  it.  By  J.  P.  Nichol,  Professor  of  Astronomy  in  the  Uuiversity 
of  Glasgow.  2  vols.  8vo.  Illustrated  by  Plates  and  Woodcuts.  In  the 
pre$i, 

Oar  Planetary  System,  its  Order  and  Physical  Structure.  12mo.  With 

Wood-cuts.    London,  1850  .  .  ,066 

Views  of  the  Grander  Revolutions  of  our  Globe.  12mo.  With  Woodcuts. 


London,  1850  .  .  .  .  .  .066 

The  Arrangement  of  the  Fixed  Stars.    12mo.    With  Plates.    In  the 


preu. 
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Qliekett  (J.)    Practical  Treatise  on  the  Use  of  the  Microscope.    lUnstrated 

with  Steel  and  Wood  Engprayings,  8vo.  London,  1848     .  .  .110 
A  few  copies,  with  the  plates  coloured    .               .               .220 

Practical  Treatise  on  Minute  Injection,  and  the  Application  of  the 

Microscope  to  Diseased  Structure.  8?o.  Illustrated  with  EngntTed  Plates  and 
Woodcuts.     In  thepre$8, 

Begnaillt.    An  Elementary  Treatise  on  Cr7stallog;raphy,  Illustrated  with  108 

Wood  Engrayings,  printed  on  black  ground.  8to.  London,  1848  .  .030 

Beiohenbaoh  (Baron  Charles).  Physico-Physlological  Researches  on  the 
Dynamics  of  Magnetism,  Electricity,  Heat,  Light,  Crystallization,  and 
Chemisro,  in  their  Relations  to  Vital  Force.  The  complete  Work  from  the 
German  Second  Edition,  with  Additions,  a  Preface  and  Critical  Notes,  by  John 
AsHBORNER,  M.D.    8yo.  With  Woodcuts  and  One  Plate.    London,  1850  .    0  15  0 

Biohardson.  Geology  for  Beginners ;  comprising  a  Familiar  Exposition  of 
the  Elements  of  Geology  and  its  Associate  Sciences,  Mineralogy,  Fossil  Con- 
chology,  Fossil  Botany,  and  Paleontology.  By  G.  F.  Richardson,  F.G.S.  2nd 
Edition,  post  8vo.  with  251  Woodcuts,  1843    .  .  .  .    0  10  6 

Biohardson  and  Bonalds.  Metallurgy ;  and  the  Chemistry  of  the  Metals. 
In  3  vols.  8to.    lUustrated  with  numerous  Wood  Engravings.    In  thepren. 

Stars  and  the  Earth.  The  stars  and  the  Earth ;  or.  Thoughts  upon  Space, 
Time,  and  Eternity.  4th  Edition,  Eighth  thousand,  2  Parts  in  1,  18mo. 
London,  1850  .  .  .  .020 

Stephens.    Manual  of  Practical  Draining.     3rd  Edition,  with  Woodcuts,  8to. 

Edinburgh,  1848  .  .  .  .050 

Thomson.  Chemistry  of  Organic  Bodies — ^Vegetables.  By  Thomas  Thomson, 
M.D.  F.R.S.  L.  &  B.,  Regius  Professor  of  Chemistry  in  the  University  of 
Glasgow,  Corresponding  Member  of  the  Royal  Academy  of  Paris.  1  large 
vol.  8vo.  pp.  1092,  boards,  London,  1838        .  .  .  .14  0 

Heat  and  Electricity.  2nd  Edition,  1  vol.  8vo.  Illustrated  with  Wood- 
cuts, London,  1839  .  .  .  .  .  .    0  15  0 

Chemistry  of  Animal  Bodies.  8vo.  Edinburgh,  1843  .  .    0  15  0 


Thomson  (B.  D.)  British  Annual  and  Epitome  of  the  Progress  of  Science.  By 
R.  D.  Thomson,  Assistant  Professor  in  the  University  of  Glasgow.  3  vols. 
18mo.  cloth  boards,  lettered,  each  .  .  .036 

Firtt  Year,  1837. 
Contains  numerous  Practical  Tables  of  Weights,  Measures,  and  Coins.  The  Popular 
Papers  are  by  the  Rev.  B.  Powell ;  C.  Tomlinson,  Esq. ;  W.  S.  B.  Woolhouse, 
Esq. ;  T.  S.  Davies»  Esq. ;  R.  D.  Thomson,  M.D. 

Second  Year^  1838. 
The  Popular  Papers  are  by  T.  Thomson,  M.D.,  Regius  .Professor  of  Chemistry  in 
the  University  of  Glasgow ;  R.  E.  Grant,  M.D.,  Professor  of  Comparative 
Anatomy  in  the  University  College,  London ;  R.  D.  Thomson,  M.D. ;  Life  of 
James  Watt,  illustrated  with  a  Portrait ;  H.  H.  Lewis,  Esq. 

Third  Year,  1839. 
The  Popular  Papers  are  by  J.  S.  Russell,  Esq. ;  Professor  R.  E.  Grant ;  H.  Gamier, 

Esq. ;  R.  D.  Thomson,  M.D. 
Wiesbach  (J.)    Principles  of  the  Mechanics  of  Machinery  and  Engineering. 

2  vols.  8vo.  Illustrated  with  200  Wood  Engravings,  London,  1848  .  .    1  19  0 
Vol  II.  separately    .                                              .               .    0  18  0 
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Ashbumer.  On  Dentition  and^^Hpoinddent  Disorders.  18mo.  London,  1834    p    4  0 

Canton  (A.)  A  Short  Treatise^^^Beeth,  12mo.  with  Wood-cuts.  In  theprees. 

Courtenay.    Pathology  and  ^^^f^  Treatment  of  Stricture  and  Urethra  in 

all  its  Varieties  and  Complica^Rs,  with  Observations  on  the  Use  and  Abuse 

of  Urethral  Instruments.     The  whole  illustrated  by  numerous  Cases.     By 

F.  B.  CouBTBNAT,  M.R.C.S.,  &c.    4th  Edition,  8vo.  London,  1848  .050 
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Coiirteiiay.    A  Few  Words  on  Perineal  Section,  as  recommended  by  Pro* 

feasor  Syme,  for  the  Cure  of  Stricture  of  the  Urethra.    870.  London,  1850  .910 

Practical  Observations  on  the  Chronic  Enlargement  of  the  Prostate 

Gland  in  Old  People :  with  Mode  of  Treatment.    By  Francis  B.  Courtenay, 

8vo.  with  numerous  Cases  and  Plates,  boards,  London,  1839  .  .076 

Cruveilhier  and  Bonamy.  Atlas  of  the  Descriptive  Anatomy  of  the 
Human  Body.  By  J,  Cruvdlhier,  Professor  of  Anatomy  to  the  Faculty  of 
Medicine,  Paris.  With  Explanations  by  0.  Bonamy.  Containing  82  Plates 
of  Osteology,  Syndemology,  and  Myology.    4to.  London,  1844.    Plain       .300 

■ Coloured  .  .  .  .  .  .    5  15  0 

DlUlKliBOXl.  A  Dictionary  of  Medical  Science,  containing  a  Concise  Account 
ofthe  various  Subjects  and  Terms,  vrith  the  French  and  other  Synonymes, 
Notices  of  Climate  and  of  celebrated  Mineral  Waters,  and  Formulae  for  various 
officinal  and  empirical  preparations.  By  Robley  Dunglison,  M.D.  Sixth 
Edition,  greatly  enlarged,  8vo.    Philadelphia,  1846       .  .  .    1  10  0 

Xiberle.    A  Treatise  on  the  Diseases  and  Physical  Education  of  Children,  by 

John  Eberle,  M.D.    Third  Edition,  8vo.  Philadelphia,  1848  .  .  0     15  0 

FatL  The  Anatomy  of  the  External  Forms  of  Man  (for  Artists).  Edited  by 
R.  Knox,  M.D.,  vdth  Additions.  8vo.  Text,  and  28  4to.  Plates.  London, 
1849.    Plain    .  .  .  .  .  .  .14  0 

Coloured .  .  .  .  .  .220 

Qerber  and  Gulliver.  Elements  of  the  General  and  Minute  Anatomy  of 
Man  and  the  Mammalia;  chiefly  after  Original  Researches.  By  Professor 
Gerber.  To  which  is  added  an  Appendix,  comprising  Researches  on  the 
Anatomy  of  the  Blood,  Chyle,  Lymph,  Thymous  Fluid,  Tubercle,  and  Addi- 
tions, by  C.  Gulliver,  F.R.S.  In  1  vol.  8vo.  Text,  and  an  AtUs  of  34  Plates, 
engraved  by  L.  Aldous.    2  vols.    8vo.    Cloth  boards,  1842  .  .14  0 

Grant.  General  View  ofthe  Distribution  of  Extinct  Animals.  By  Robert  B.  Grant, 
M.D.,  F.R.S.  L.  &  E.,  Professor  of  Comparative  Anatomy  at  the  University 
College,  London.    In  the  "  British  Annual,"  1839.    18mo.  London,  1839  .036 

On  the  Principles  of  Classification,  as  applied  to  the  Primary  Divisions 

of  the  Animal  Kingdom.   In  the  "  British  Annual,"  1838.  18mo.  Illustrated 
with  28  Woodcuts,  London,  1838    .  .  .  .  .036 

Outlines  of  Comparative  Anatomy.  8vo.  Illustrated  with  148  Woodcuts, 


boards,  London,  1833—41  .  .  .  .  .18  0 

Part  VIL  vrith  Title-page        .  .  .016 


Gross.  Elements  of  Pathological  Anatomy.  Illa^trated  by  coloured  Engravings 
and  250  Woodcuts,  by  Samuel  D.  Gross,  M.D.,  Professor  of  Surgery  in  the 
Medical  Institute  of  Louisville.    Second  edition,  8 vo.    Philadelphia,  1845     .    1  12  0 

Hall  (Marshall).    On  the  Diseases  and  Derangements  of  the  Nervous  System, 
in  their  Primary  Forms,  and  in  .their  modifications  by  Age,  Sex,  Constitution, 
Hereditary  Predisposition,  Excesses,  General  Disorder  and  Organic  Disease. 
By  Marshall  Hall,  M.D.,  F.R.S.  L.  &  £.   8vo.  with  8  engraved  Plates.    Lon- 
don, 1841         .  .  .  .  .  .  .    0  15  0 

The  following  as  an  Appendix  to  the  above  Work, 

•^^— —  On  the  Mutual  Relations  between  Anatomy,  Physiology,  Pathology, 
Therapeutics,  and  the  Practice  of  Medicine ;  being  the  Gulstonian  Lectures 
for  1842.    8vo.  with  2  Coloured  Plates  and  1  Plain.    London,  1842  .050 

New  Memoir  on  the  Nervous  System,   true  Spinal  Marrow,  and  its 


Anatomy,  Physiology,  Pathology,  and  Therapeutics.    4to.  with  5  engraved 

Plates,  London,  1843      .  .  .  .  .  .10  0 

Hassal.  The  Microscopic  Anatomy  of  the  Human  Body  in  Health  and 
Disease.  Illustrated  with  upwards  of  400  Original  Drawings,  many  of  them 
coloured,  2  vols.  8vo.  London,  1850  .  .  .  .250 

Henriques.  Etiological,  Pathological  and  Therapeutical  Reflections  on  the 
Asiatic  Cholera,  as  observed  in  Europe,  Asia  Minor,  and  Egypt.  8vo.  London, 
1848         '.  .  .  .  ..016 

Hufeland.  Manual  of  the  Practice  of  Medicine ;  the  result  of  Fifty  Years' 
Experience.  By  W.  C.  Hufeland,  Physician  to  the  late  King  of  Prussia, 
Professor  in  the  University  of  Berlin.  Translated  from  the  Sixth  German 
Edition,  by  C.  Bmchhausen  and  R.  Nelson.  8vo.  bound.    London,  1844      .    0  15  0 
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Jones  (W.)  An  Essay  on  some  of  the  most  impoittnt  Disetatt  of  Womoi, 
with  a  Description  of  a  Novel  Invention  for  their  Treatment  and  Reliet 
Second  Edition.    8to.    London,  1850  .  .  .  .010 

Practical  Ohservations  on  the  Diseases  of  Women,  showing  the  necessity 

of  Physical  Examination,  and  the  Use  and  Ai^hcation  of  the  Specolnm. 
Illustrated  by  Cases,  Woodcuts,  and  Coloured  Plates.   Bvo.    London,  1850  .070 

Laenneo.  A  Treatise  on  the  Mediate  Auscultation,  and  on  Diseases  of  the 
Lungs  and  Heart.  By  R.  T.  H.  Laennec,  Professor  to  the  faculty  of  Medicine 
of  Paris.  With  Notes  and  Additions  by  M.  Laennec,  and  M.  Andral.  Tnns- 
Uted  and  Edited  by  Theophilus  Herbert,  M.D.,  from  the  last  edition ;  with 
Practical  Notes,  by  F.  H.  Ramadge,  M.D.,  Ozon.  8to.  with  PUtes.  London, 
1846  .  .  .  .  .    0  18  0 

Lebaudy.  The  Anatomy  of  the  Regions  interested  in  the  Surgical  Operations 
performed  upon  the  Human  Body ;  with  Occasional  Views  of  the  Patholo- 
gical Condition,  which  render  the  interference  of  the  Surgeon  necessary.  In 
a  Series  of  24  plates,  the  Size  of  Life.  By  J.  Lebaudy.  Folio.    London,  1845    1    4  0 

Lee.    The  Anatomy  of  the  Nerves  of  the  Uterus.    By  Robert  Lee,  M.D.,  F.R.S. 

Folio,  with  2  engraved  Plates.    London,  1841  .080 

Haddock.  Practical  Observations  on  the  Efficacy  of  Medicated  Inhalations  in 
the  Treatment  of  Pulmonary  Consumption.  By  Dr.  Haddock.  3rd  Edition, 
8vo.  with  a  coloured  Plate.    London,  1846  .  .056 

Martin.  A  General  Introduction  to  the  Natural  History  of  Mammiferons  Ani- 
mals :  with  a  particular  View  of  the  Physical  History  of  Man,  and  the  more 
closely  allied  Genera  of  the  Order  '*  Quadrumana,"  or  Monkeys.  Illustrated 
with  296  Anatomical,  Osteological,  and  other  Engravings  on  wood,  and  12 
fuU-plate  Representations  of  Animals,  drawn  by  W.  Harvey,  1  vol.  8vo. 
London,  1841  .  .  .  .  .     0  16  0 

Miner.  The  American  Bee  Keeper's  Manual ;  being  a  Practical  Treatise  on  the 
History  and  Domestic  Economy  of  the  Honey  Bee,  embracing  a  fhU  illustra- 
tion of  the  whole  Subject,  with  the  most  approved  Methods  of  Managing  this 
Insect  through  every  Branch  of  its  Culture,  the  Result  of  many  Years* 
Experience.    By  T.  B.  Miner.    12mo.  London,  1849  .086 

Moreau  (Professor).  Icones  Obstetrics;  a  Series  of  00  Plates  and  Text, 
Illustrative  of  the  Art  and  Sdenoe  of  Midwifery  in  all  its  Branches.  By 
Moreau,  Professor  of  Midwifery  to  the  Faculty  of  Mededne,  Paris.  Edited, 
with  Practical  Remarks,  by  J.  S.  Stietter,  M.R.C.S.  Folio.  Cloth  boards. 
London,  1841.    Price  Plain  .  .330 

Coloured  .  .660 

Owen.  Odontography ;  or,  a  Treatise  on  the  Omiparative  Anatomy  of  the 
Teeth,  their  Physiological  Relations,  Mode  of  Development,  and  Biicroscopical 
Structure  in  the  Vertebrate  Animals.  By  Richard  Owen,  F.R.S.,  Correspond- 
ing Member  of  the  Royal  Academy  of  Sciences,  Paris  and  BerUb ;  Hnn- 
terian  Professor  to  the  Royal  College  of  Surgeons,  London.  This  splendid 
Work  is  now  completed.  2  vols,  royal  8vo.  containing  168  plates,  half- 
bound  russia.    London,  1840-— 45  .  .  .  .660 

A  few  copies  of  the  Plates  have  been  printed  on  India  paper,  2  vols.  4to.  10  10  0 

Phillips.  Scrofula:  its  Nature,  its  Prevalence,  its  Causes,  and  the  Prindplea  of 
Treiatment.  By  Benjamin  PhiUips,  F.R.S.,  Surgeon  and  Lectuer  on  Surgery 
to  the  Westminster  Hospital.  8vo.  with  an  engraved  Plate.    London,  1846   .    0  12  0 

A  Treatise  on  the  Urethra ;  its  Diseases,  especially  Stricture,  and  their 

Cure.    8vo.  boards.    London,  1832.  .  .080 

Friohard.  The  Natural  History  of  Man ;  comprising  Inquiries  into  the  Modi- 
fying Influence  of  Physical  and  Moral  Agencies  on  the  diflfcrent  Tribes  of  the 
Human  Family.  By  James  Cowles  Prichard,  M.D.,  F.R.S.,  M.R.I.A.  Corre- 
sponding Member  of  the  National  Institute,  of  the  Royal  Academy  of  Medi- 
cine, and  of  the  Statistical  Society  of  France ;  Member  of  the  American 
Philosophical  Society,  &c.  &c.  3rd  Edition,  enlarged,  with  50  coloured  and 
5  plain  Illustrations,  engraved  on  steel,  and  97  Engravings  on  wood,  royal  8vo. 
elegantly  bound  in  cloth.    London,  1848  1  16  0 

— — — —  Appendix  to  the  First  and  Second  Editions  of  the  Natural  History 

of  Man,  large  8vo.  with  6  coloured  Plates.    London,  1845  &  1848.    Each    .036 
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Priohaird.  Six  Ethnognpliical  Maps,  as  a  Supplement  to  the  Natural  History  of 
Man,  and  to  the  Researches  into  the  Physical  Iti&tory  of  Mankind,  folio,  coloured, 
and  1  sheet  of  letter-press,  in  doth  boards.  2Bd  Edition.  London,  1850  .14  0 
— — ^—  Illustrations  to  the  Researches  into  the  Physical  History  of  Mankind. 
Atlas  of  44  coloured  and  5  plain  Plates,  engraved  on  steel,  large  8to.  hal£> 
bound.    London,  1841  .  .    0  18  0 

On  the  Different  Forms  of  Insanity,  in  relation  to  Jurisprudence.    (De- 


dicated to  the  Lord  Chancellor  of  England.)  12mo.    London,  1842.  .0    50 

Bayer,  A  Theoretical  and  Practical  Treatise  on  the  Diseases  of  the  Skin.  By 
P.  Rayer,  M.D.,  Physician  to  the  Hdpital  de  la  Charity  TransUted  by 
R.  WiiX^  M.D.  2nd  Edition,  remodelled  and  much  enlarged,  in  1  thick 
vol.  8vo.  of  1300  pages,  with  Atlas,  royal  4to.  of  26  Plates,  finely  engraved, 
and  coloured  with  the  greatest  care,  exhibiting  400  varieties  of  Cutaneous 
Affections.    London,  1835  .  .  .  .  .480 

— •^— —  The  Text  separately,  8vo.  in  boards  .18  0 

■  The  Atlas  4to.  separately,  in  boards        .  .    3  10  0 

Hyan.  The  Philosophy  of  Marriage,  in  its  Social,  Moral,  and  Physical  Rela- 
tions ;  with  an  Account  of  the  Diseases  of  the  Genito-Urinary  Organs,  with 
the  Physiology  of  Generation  in  the  Vegetable  and  Animal  Kingdoms.  By 
M.  Ryan,  M.D.  4th  Edition,  greatly  improved,  1  vol.  12mo.  London,  1843.  0  6  0 
ShuckarcL  Essay  on  the  Indigenous  Fossorial  Hymenoptera;  comprising  a 
Description  of  the  British  Species  of  Burrowing  Sand  Wasps  contained  in  all 
the  Metropolitan  Collections ;  with  their  habits,  as  far  as  they  have  been  * 
observed.  8vo.  with  4  Plates.    London,  1837  .    0  10  0 

Plaie  L  i$  wanting, 

Elements  of  British  Entomology.    Part  1.    1839  .  .  .080 

Syme.    Principles  of  Surgery.   By  J.  Syme,  Professor  of  Clinical  Surgery  in  the 

University  of  Edinburgh.    3rd  Edition,  much  enlarged,  and  illustrated  with 

14  Plates  on  India  paper,  and  64  Woodcuts,  1  vol.  8vo.    London,  1842       .110 

Vogel  and  Day.  The  Pathological  Anatomy  of  the  Human  Body.  By  Julius 
vogel,  M.D.  Translated  from  the  German,  with  additions,  by  George  E. 
Day,  M.D.,  Professor  to  the  University  of  St.  Andrews.  Illustrated  with 
upwards  of  100  plain  and  coloured  Engravings,  8vo.  cloth.    London,  1847  .    0  18  0 

Wardrop.  On  Blood-letting;  an  Account  of  the  Curative  Effects  of  the 
Abstraction  of  the  Blood ;  with  Rules  for  employing  both  local  and  general 
Blood-letting  in  the  treatment  of  Diseases.  12mo.  London,  1835    .  .040 

Wardroper.  A  Practical  Treatise  on  the  Structure  and  Diseases  of  the 
Teeth  and  Gums,  and  on  a  New  Principle  of  their  Treatment.  3rd  Edir 
tion.  8vo.  London,  1844 .  .  .  .  .  .036 

Waterhouse.  A  Natural  History  of  the  Mammalia.  By  G.  R.  Waterhouse, 
Esq.,  of  the  British  Museum.  Vol.  I,  containing  the  Order  Marsupiata,  or 
Pouched  Animals,  with  22  Illustrations,  engraved  on  steel,  and  18  Engrav- 
ings on  wood,  royal  8vo.  elegantly  bound  in  cloth,  coloured  Plates  .     1  14  6 

Plain       .  .  .  .  .19  0 


Vol.  II.  containing  the  Order  Rodentia ;  or,  Gnawing  Mammalia :  with 


22  Illustrations,   engraved  on  steel,  and  Engravings  on  wood,  royal  8vo. 
elegantly  bound  in  doth,  coloured  Plates.    London,  1848  .114  6 
Plain       .                              .               .  .19  0 


The  Natural  History  of  Mammalia  it  intended  to  embrace  an  account  qfthe  struC' 
ture  and  habits  (fall  the  knoum  tpeciea  of  QundrvpedSt  or  Mammals  ;  to  which 
will  be  added,  observations  upon  their  geographical  distribution  atid  classyica* 
tion.  Since  the  fossil  and  recent  species  illustrate  each  other,  it  is  also  m- 
tended  to  include  notices  qfthe  leading  characters  qfthe  extinct  species. 

7^  Genera,  and  many  qfthe  species,  are  illustrated  by  Engravings  on  steel,  and 
by  Woodcuts,  The  modifications  observable  in  the  structure  of  the  skulls, 
teeth,  feet,  and  other  parts,  are  almost  entirely  illustrated  by  steel  Engravings, 

Williams.  Elements  of  Medicine :  Morbid  Poisons.  By  Robert  Williams,  M.D., 

Physician  to  St.  Thomas's  Hospital.    2  vols.  8vo.    London,  1836—41  -    1    8  6 

— Vol.  IL  separately.    1841  .    0  18  0 
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lUnstrations  of  Cutaneous  Disease:   a  Series  of  Delineations  of  the 

Affections  of  the  Skin,  in  their  more  interesting  and  frequent  forms ;  with  a 
Practical  Snmmary  of  their  Symptoms,  Diagnosis,  and  Treatment,  including 
appropriate  Formule.  By  Robert  YnOJA,  M.D.,  Member  of  the  Royal 
College  of  Physicians.  The  Drawings  are  after  Nature,  and  Lithographed 
by  Arch.  Henning.  These  Illustrations  are  comprised  in  94  Plates,  folio. 
The  Drawings  are  Originals,  carefully  coloured.  Bound  in  doth,  lettered. 
London,  1843  .  .  .  .  .600 

On  the  Treatment  of  Stone  m  the  Bladder  by  Medical  and  Mechanical 


Means.    London,  1842    .  .  .050 

Wood.    A  Treatise  on  the  Practice  of  Medicine,  by  George  B.  Wood,  M.D. 

Second  edition,  2  vols.  8to.  Philadelphia,  1849  .    1  10  0 


Babing^n.  Primitiae  Floras  Samicse ;  or,  an  Outline  of  the  Flora  of  the 
Channel  Islands  of  Jersey,  Guernsey,  Aldemey,  and  Sark.  12mo.  London, 
1839  .  .  .  .040 

Fielding  and  Gkudner.  Sertum  Plantamm;  or,  Drawings  and  Descrip- 
tions  of  Rare  and  undescribed  Plants  from  the  Author's  Herbarium.  By 
H.  B.  Fielding ;  assisted  by  G.  Gardner,  Superintendent  of  the  Royal  Botanic 
Gardens,  Ceylon.    8vo.    London,  1844  .  .  .  .110 

Gray  and  Spragae.    Genera  Flora:  Americse  Boreali  Orientalis.   Illnstrata 

200  Plates.  2  vols.  8to.     Boston,  1848—49  .  .  .  .3100 

HaSBall.  A  History  of  the  British  Fresh- water  Algae,  comprising  Descriptions 
and  Coloured  Delineations  of  nearly  500  Species,  including  the  Desmids  and 
Diataroaoea.    This  Work  is  being  re-issued  in  12  Monthly  Parts.    Price,  each    0    3  6 

Hooker.  Icones  Plantamm.  By  Sir  W.  J.  Hooker,  Director  of  the  Royal 
Botenic  Gardens,  Kew.  New  Series,  Vols.  I— IV,  containing  100  Plates  each 
with  Explanations,  8to.  cloth.    London,  1842—1844.    Each  Yol.  .18  0 

VoL  rV.  Part  2.    London,  1848  .    0  14  0 

The  London  Journal  of  Botany.    Vols.  I— VI,  with  24  Plates  each, 

boards.    1842—47  .600 

Now  reduced  to  20 'SMBinffi  each  VoL 

Notes  on  the  Botany  of  the  Antarctic  Voyage,  conducted  by  Captain 


Jamss  Clabk  Ross,  R.N.,  F.ILS.,  in  H.M.S.  Erebua  and  Terror;  with 
Observations  on  the  Tussac  Grass  of  the  Falkland  Islands.  8?o.  with  2  coloured 
Plates.    London,  1843     .  .  .  .040 

Niger  Flora ;  or,  an  Enumeration  of  the  Plants  of  Western  Tropical 


Africa,  Collected  by  the  late  Dr.  Th.  Vogel,  Botanist  to  the  Voyage  of  the 
Expedition  sent  by  Her  Britannic  Majesty  to  the  River  Niger  in  1841,  under 
the  Command  of  Capt.  H.  D.  Trotter,  R.N.,  including  Spicilegia  Gorgonea, 
by  P.  B.  Webb,  and  Flora  Nigritiana,  by  Dr.  J.  D.  Hooker  and  George 
Bentliam.    With  2  Views,  a  Map,  and  50  Plates.  8vo.  London,  1849  .110 

Mather  (W.)    Outlines  of  Botany.    Part  I,  with  7  Plates,  12mo.  cloth  boards. 

London,  1848  .  .  .  .  .  .026 

Miers  (J.)  Illustrations  of  South  American  Phmts,  Vol.  I.  4to.  With  34  Plates. 

London,  1847—50  .  .  1  15  0 

Schleiden.  The  Plant;  a  Biography,  in  a  Series  of  Popular  Lectures  on 
Botany.  Edited  and  Translated  by  A.  Henfrey,  F.L.S.  8vo.  with  5  coloured 
Plates,  and  13  Woodcuts.    London,  1848  .    0  15  0 

Wight.  Illustrations  of  Indian  Botany ;  or,  Figures  Illustrative  of  each  of  the 
Natural  Orders  of  Indian  Plants,  described  in  the  Author's  Prodrorous  Flons 
Peninsube  Indite  Orientalis ;  but  not  confined  to  them.  By  Dr.  R.  Wight, 
F.L.S.,  Surgeon  to  the  Madras  EsUblishment.  Vol.  I,  published  in  13  Parts, 
containing  95  coloured  Plates.    Madras,  1838 — 10  .    4  17  6 

Vol.  II,  Part  1  and  2,  containing  146  coloured  Plates.  Madras, 

1841*49  .    2  10  0 

Odd  Parte  may  be  obtained  to  compUte  Sett, 
!••,  Fallon  SCr«et«  Vew  Tork,  mnd  919,  RevcnC  Street,  I/Ondon. 
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Wight*    loones  PlanUmm  Indis  Oiientalis ;  or,  Fignrea  of  Indian  Plants.    By 
Dr.  Robert  Wight,  F.L.S.,  Surgeon  to  the  Madras  Establishment.    VoL  I,  4to. 
consisting  of  16  Parte,  containing  together  318  Plates.    Madras,  1838—40   .400 
— — ^— ^— —  Vol.  II,  consisting  of  4  Parts,  containing  together  318  Plates. 

Madras,  1840—42  .  •  .550 

Vol.  Ill,  Parte  1  to  4,  with  509  Plates.    Madras,  1843—47 .600 

Vol.  IV.  Parte  1  and  2,  with  223  Plates.    Madras,  1848        .350 

Odd  ParU  may  be  obtained  to  complete  Sete. 


Contributions  to  the  Botany  of  India.    By  Dr.  ^bert  \nght,  F.L.S., 


Snrgeon  to  the  Madras  Establishment  8vo.    London,  1834  .076 

Spidlqsinm  Neilgherrense ;  or,  a  Selection  of  Neilg^ieiTy  Plante,  Drawn 


and  Coloured  from  Nature,  with  Brief  Descriptions  of  each ;  some  Genersl 
Remarks  on  the  Geography  and  Affinities  of  Natural  Families  of  Plante,  and 
Occasional  Notices  ot  their  Economical  Properties  and  Uses.  By  Dr.  Robert 
Wight,  F.L.S.,  Suigeon  to  the  Madras  Bstoblishment.  3  Parts,  4to.  with 
150  coloured  Plates.    Madras,  1846—48  .  .    4  10  O 

Prodromus   Flors  PeninsulsB  Indise  Orientalis;   containing  abridged 


Descriptions  of  the  Plants  found  in  the  Peninsula  of  British  India,  arranged 
according  to  the  Natural  System.  By  Drs.  Robert  Wight,  F.L.S.,  and 
Walker  Amott    Vol.  I,  8vo.    London,  1834 .  .  .  .    0  16  O 

Amioa  and  HhtlSy  with  Directions  for  their  Use  in  Mechanical  Injuries  and 

in  other  Affections.    18mo.    London,  1848     .  .  .  .010 

Belluoniilll  (J.,  M.D.)    Scarlatina;  ite  Treatment  Homceopathically.   8vo. 

London,  1843  .  .  .  .010 

•ROftTiTiiT^ghft.TinATi .  Manual  of  Homoeopathic  Therapeutics,  intended  as  a  Guide 
to  the  Study  of  Materia  Medica  Pora.  Translated,  with  Additions,  by  S.  Laurie, 
M.D.     8yo.     1848  .  .  .  •    0  12  0 

Essay  on  the  Homceopathic  Treatment  of  Intermittent  FeTers.   8vo. 

New  York,  1845  .  .  .026 

Blaok.    A  Treatise  on  the  Principles  of  Homoeopathy.  8to.    London,  1842     .090 

Curie  (P.  F.,  M.D.)    Practice  of  Homoeopathy.  1  vol.  8vo.    London,  1838  .060 

Principles  of  Homoeopathy.  1  vol.  8vo.    London,  1837  .050 

■  Jahr's  Homoeopathy.    New  Edition,  2  vols.  12mo.    London,  1847       .112  0 

See  Jahr. 

Domestic  Practice  of  Homoeopathy.    3rd  Edition,  1850  .070 

Dudgeon.     The  Pathogenetic  Cyclopedia,  a  Systematic  Arrangement  and 

Analysis  of  the  Homoeopathic  Materia  Medica.  Vol.  I.  8?o.  London,  1850    .    0  18  0 

Dunsford  (Harris).  The  Pathogenetic  Effecte  of  some  of  the  Principal  Ho- 
moeopathic Remedies.  8vo.    London,  1838    .  .  .  .060 

— — The  Practical  Advantages  of  Homoeopathy,  illustrated  by  numerous 

Cases.    Dedicated,  by  permission,  to  Her  Majesty  Queen  Adelaide.    1  vol. 

8to.  boards.     1841  .  .  .060 

Epps.  Domestic  Homoeopathy;  or.  Rules  for  the  Domestic  Treatment  of  the 
Maladies  of  Infante,  Children,  and  Adulte,  and  for  the  Conduct  and  Treat- 
ment during  Pregnancy,  Confinement,  and  Suckling.  4th  Edition,  12mo. 
London,  1844   .  .  .  .  .046 

Everest  (T.  B.)  A  Popular  View  of  Homoeopathy;  exhibiting  the  Present 
Stete  of  the  Science.  2nd  Edition,  amended  and  much  enlarged.  8to.  Lon- 
don, 1836         .  .  .  .  .  .  .060 

A  Letter  addressed  to  the  Medical  Practitioners  of  Great  Britain  on  the 

Subject  of  Homoeopathy.  8yo.  London,  1834  .  .016 

Gunther.  New  Manual  of  Homoeopathic  Veterinary  Medicine;  or  the  Ho- 
moeopathic Treatment  of  the  Horse,  the  Ox,  the  Dog,  and  other  Domestic 
Animals.  Translated  from  the  3rd  German  Edition,  with  connderable  Addi- 
tions and  Improvemente.    Post  8vo.  cloth.    London,  1847  *  .    0  10  6 

Hahnemann.    Materia  Medica  Pura.    Translated  and  Edited  by  Charles  J. 

Hempel,  M.D.    4  Vols.  8vo.  New  York,  1846.  .112  0 
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Hahnemann.  Organon  of  Homoeopathio  Medicine.  Stq.  Ixmdon,  1849  .  0  10  0 
■  The  Chronic  Diseases,  their  Specific  Nature  and  Homceopathic  Treat- 

ment.   Translated  and  Edited  by  Charles  J.  Hempel,  M.D.  5  vols.  12mo. 
New  York,  1846  .  .  .  .  .200 

Hamilton.  A  Guide  to  the  Practice  of  Homoeopathy.  Translated  and  compiled, 
in  Alphabetical  order,  from  the  German  of  Ruoff,  Haas,  and  Riickert,  with 
Additions.     12mo.  Leipzig,  1844     .  .  .  .  .050 

Harral  (F.  Blagdon).  Popular  Outlines  of  Homoeopathy.  24mo.  Lond.  1840    0    10 
Hartmann  (F.)    Practical  Observationa  on  some  of  the  Chief  Homoeopathic 
Remedies.    Translated  from  the  German,  with  Notes,  by  Dr.  Okie.    2  vols. 
12mo.    New  York,  1846.  .  .  .    0  15  0 

Theory  of  Acute  Diseases  and  their  Homoeopathio  Treatment.    Trans- 


lated by  C.  HempeL    2  vols.  12mo.  New  York,  1848     .  .  .    0  18  0 

"Hieory  of  Chronic  Diseases  and  their  Homoeopathic  Treatment.  2  Tola. 


8yo.    New  York,  1849    .  .  .  .  .  .    0  18  0 

Hayle.    An  Address  on  the  Homoeopathic  System  of  Medicine.    8vo.  1843       .010 
Hempel.    Homoeopathic  Domestic  Physician.    12mo.  New  York,  1846  .050 

Hering  (of  Philadelphia).    The  Homoeopathist ;  or,  Domestic  Physician.    2nd 

Edition,  12mo.  London,  1845  .  .  .  .  .070 

Homcdopathio  Sxaminer  (the).     By  Drs.  Gray  and  HempeL     New 

Series.    Vols.  I.  and  II.  New  York,  1846—1847.    Each  .  .    1  10  0 

Jahr.    Manual  of  Homoeopathic  Medicine.    In  2  Parts.     Part  I.— Matkua 

Mbdica.     Part  II.— Thkrapkutical  and  Stmptomatolooical  Rbpobi- 

TOBT.    Translated  from  the  4th  Edition,  and  Edited,  with  Additions,  by 

P.  F.  Curie,  MJ).    2  yoIs.  8?o.  London,  1847  .  •    1  12  0 

The  mott  complete  Work  on  the  aubfect. 
The  American  Edition.    Translated  with  extensiTC  additions  from  various  sources, 

by  C.  J.  Hempel,  M.D.,  and  J.  M.  Quin,  MJ).,  the  Materia  Medica  only. 

2  large  vols.  8yo.    New  York,  1848  .  .  .330 

TVUff  Worh  is  intended  to  facilitate  a  comparieon  of  the  parallel  eyn^toms  qf  the 

varioue  Homwcpathic  agenie,  thereby  enabling  the  Practitioner  to  diecover 

the  characteriatie  eyn^tomt  qf  each  drtig,  and  to  determine  with  ease  and 

correctneee  the  remedy. 

—————  Short  Elementary  Treatise  upon  Homoeopathy  and  its  Practice ;  with 
some  of  the  most  important  Effects  of  Ten  of  the  Principal  Homoeopathic 
Remedies.    Translated  by  E.  Bayard,  M.D.     18mo.  London,  1846.  .026 

Pocket  Dictionary  and   Concordance   of   Homoeopathic  Practice,    a 


Clinical  Guide  and  Repertory  for  the  Treatment  of  Acute  and  Chronic 
Diseases.  Translated  by  C.  J.  HempeL  Rerised  and  Edited,  by  J.  Laurie. 
12mo.  London,  1850       .  .  .  .  .  .    0  12  0 

Iiaiirie  (J.y  M.D.)    An  Epitome  of  Homoeopathic  Domestic  Medicine.  12mo. 

2nd  Edition.    London,  1850  .  .  .  .  .050 

Elements  of  Homoeopathic  Practice  of  Physic.    8vo.  1847    .  .0160 

— —  Homoeopathic  Domestic  Medicine.    5th  Edition,  12mo.  London,  1849.    0  12  0 

— —  The  Parent's  Guide,  a  Treatise  on  the  Method  of  Rearing  Children  from 
their  Infancy;  Comprising  the  essential  Branches  of  Moral  and  Physical  Edu- 
cation.   12mo.  London,  1849         .  •  .  .060 

Marsden.    Notes  on  Homoeopathy.    8yo.  London,  1849  .  .  .036 

Newman  (Gtoorge).  Homoeopathic  Family  Assistant.  2nd£dition,18raal847    0    5  0 

— — ^  A  Concise  Exposition  of  Homoeopathy ;  its  Principles  and  Practice.  With 

an  Appendix  .016 

Ban.    Organon  of  the  Specific  Healing  Art    Translated  by  C.  HempeL    8?o. 

New  York,  1847  .  .  .  .  .080 

Bosenstein  (J.  G.)  The  Comparative  Merits  of  Alloeopathy,  the  old  Medical 
Practice ;  and  Homoeopathy,  the  reformed  Medical  Practice ;  particularly  illus- 
trated.   8vo.  Montreal,  1846  .  .  .080 

Bueokert.    Therapeutics ;  or,  Successful  Homoeopathic  Cures,  collected  from 

the  best  Homoeopathic  Periodicals.    8to.  New  York       .  .  .    0  15  0 

Buoff.  Repertory  of  Homoeopathic  Medicine,  Nosologically  arranged.  Trans- 
lated from  the  Crerman  by  A.  H.  Okie,  with  Additions  and  Improvements  by 
G.  Humphrey,  M  J).    12mo.  New  York,  1843  .  .070 
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BuBselL    A  Treatise  on  Endemic  Cholera,  with  a  Map  ihowing  the  Course  of 

the  Cholera  from  India  to  Britain.    8yo.  London,  1849 .  .  •    0  10  6 

Simpson  (M.D.)  Practical  View  of  Homoeopathy.  8yo.  London,  1836  .  0  10  6 
Transaotions  of  the  American  Institute  of  Homoeopathy.  8vo.  New  York,  1846  0  6  0 
Whitefiald.  Homoeopathy.  The  True  Art  of  Healing.  18mo.  Brighton,  1845  0  0  6 
Williamson.     Short  Domestic  Treatise  on  the  Homoeopathic  Treatment  of 

the  Diseases  of  Females  and  Children.     12mo.  Philadelphia,  1848  .026 

Wilson  (D.)    A  Treatise  on  Scrofulous  Disease  in  general,  and  that  form  of  it 

called  Pulmonary  Consumption,  Homoeopathically  treated.  8vo.  London,  1849    0    5  0 
Yeldam  (8.)    Homoeopathy  in  Acute  Diseases.    8?o.  London,  1849  .066 
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Ashbnmer  (J.)  Facts  in  Clairvoyance,  with  Ohsenrations  on  Mesmerism,  and 
its  Application  to  the  Philosophy  of  Medicine,  and  to  the  Cure  of  Diseases. 
8to.    London,  1848        .  .  .  .  .  .010 

Physico-Physiological   Researches   on  the  Dynamics  of  Magnetism, 

Electricity,  Heat,  Light,  Crystallization,  and  Chemism,  in  their  Rielations 
to  Vital  Force,  hy  Baron  Charles  Reichenhach.  The  Complete  Work  from 
the  German,  second  edition,  with  Additions,  a  Preface,  and  Critical  Notes,  by 
John  Ashbumer,  M.D.  8vo.  with  Woodcuts,  and  1  Plate.    London,  1850     .    0  15  0 

Barth.    ThePrincipleofHealth  Transferable.  18mo.  2nd  edition.  London,  1850    0    06 

A  Manual  of  Mesmeric  Practice,  intended   for  the  Instruction  of 

Beginners.  12mo.  London,  1850    .  .  .  .  .030 

Baumann.  Curative  Results  of  Medical  Somnambulism,  consisting  of  several 
Authenticated  Cases,  including  the  Somnambule*s  own  Case  and  Cure.  8vo. 
London,  1849  .  .  .  .  .  .016 

Capern  (ThOS.)    The  Mighty  Curative  Powers  of  Mesmerism  proved  in  a 

Hundred  and  Fifty  Cases  •  .  .  .036 

Deleuze.  Practical  Instruction  on  Animal  Magnetism.  Translated  by  T.  C. 
Hartshokn.  4th  Edition.  With  Notes,  and  a  Life,  by  Dr.  Foissac.  12mo. 
London,  1850 .  .  .  .  .046 

Early  Magnetism^  in  its  Higher  Relations  to  Humanity ;  as  veiled  in  the 

Poets  and  the  Prophets.    By  OYOS  MAOOS.    8vo.  cloth.    London,  1846  .050 

Elliotson.  The  Harveian  Oration,  delivered  before  the  Royal  College  of  Phy- 
sicians, London,  June  27,  1846.  By  John  Elliotson,  M.D.  Cantab,  F.R.S., 
Fellow  of  the  College.  8vo.  with  an  English  Version  and  Notes.  London,  1846    0    2  0 

— ^— — —  Numerous  Cases  of  Surgical  Operations  without  Pain  in  the  Mesmeric 
State  {  with  Remarks  upon  the  Opposition  of  many  Members  of  the  Royal 
Medical  and  Chirurgical  Society,  and  others,  to  the  reception  of  the  inestimable 
blessings  of  Mesmerism.     By  John  Elliotson,  M.D.  Cantab,  F.R.S.    8va 
London,  1843  .  .  .  .  .  .  .026 

A  Fine  Portrait  of.  Engraved  on  stone.  London,  1844  .046 


Haddock.  Somnolism  and  Psycheism,  otherwise  Vital  Magnetism  or  Mes- 
merism.    18mo.  London,  1849        .  .  .  .  .016 

Hall  (Spenoer  T.)    Mesmeric  Experiences.    12mo.  1845  .026 

Jones.    The  Curative  Power  of  Vital  Magnetism ;  verified  by  Actual  Application 

to  numerous  Cases  of  Diseases.   12mo.  London,  1845    .  .  .010 

Kiste.    Mesmerism ;  or,  Facts  against  Fallacies.   In  a  Letter  to  the  Rev.  George 

Sandby.     18mo.  London,  1845       .  .  .  .  .010 

Sandby.    Mesmerism  and  its  Opponents.    2nd  Edition,  12mo.  1848  .050 

Teste.  A  Practical  Manual  oi  Animal  Magnetism ;  containing  an  Exposition  of 
the  Methods  employed  in  producing  the  Magnetic  Phenomena,  with  its 
Application  to  the  Treatment  and  Cure  of  Diseases.  By  A.  Teste,  M.D. 
Translated  from  the  2nd  Edition,  by  D.  Spillan,  M.D.  Dedicated  to  John 
Elliotson,  M.D.  Cantab.  12mo.  London,  1843.  .  .060 

Topham  and  Ward.  Account  of  a  Case  of  successftil  Amputation  of  the 
Thigh  during  the  Mesmeric  State,  without  the  knowledge  of  the  Patient 
Read  to  the  Royal  Medical  and  Chirurgical  Society  on  the  22nd  of  November, 
1842.  8vo.      .  .  .  .010 

Hippolyie  BttllUepe**  PubUeatlOBS. 


STAHVABB  •CIKHTinC  WOBKB.  11 

■     ■         11.         I ■         I  ■»■         ■  "I 

£    »  d 
Townsend.    Facts  in  Mesmerism,  with  Reasons  for  a  Dispassionate  Inquiry 
into  it.  By  the  Rev.  Ch.  H.  Townsend.    Second  edition,  with  a  New  Preface, 
and  enlarged*   8vo.  London,  1844  .  .090 

7%e  mo8t  PhUonpkieal  Work  on  the  tuiject, 
Zoist,    A  Journal  of  Cerebral  Physiology  and  Mesmerism,  and  their  Application 

to  Human  Welfare.    Published  Quarterly,  each  Number  .  .026 

%*  This  Journal  contains  papers  by  Drs.  Elliotson,  Engledne,  Ashbumer,  &c. 

Thirty-one  Numben  have  already  appeared, 

— — — ^—  Nos.  1  to  28,  forming  7  vol^.  8»o.  cloth  boards.    Each  vol.  .    0  11  0 

Vol  /.,  Commenced  April  1,  1843,  behf^  nearly  out  qf  Print,  ie  £1. 

Bulwer  Lytton  (Sir  E.)    Confessions  of  a  Water  Patient.  Third  edit.  1847    0    10 

GtoorgiL  A  Few  Words  on  Kinesipathy;  or,  Swedish  Medical  Gymnastic 
The  Application  of  Active  and  Passive  Movements  to  the  Cure  of  Diseases, 
according  to  the  Method  of  P.  H.  Ling.  8vo.  London,  1850         .  .020 

WilsoiL  Practice  of  the  Water  Cure,  with  authenticated  Evidence  of  its 
Efficacy  and  Safety.  Part  1,  containing  70  authenticated  Cases,  the  Opinions 
of  English  Medical  Practitioners,  a  Sketch  of  the  Histoiy  and  Progress  of  the 
Water  Core,  and  an  Account  of  the  Processes  used  in  the  Treatment.  8vo. 
London,  1844  .  .  .  .  .016 

— ^— —  The  Water  Cure,  Stomach  Complaints,  and  Drugs,  Diseases,  their 
Causes,  Consequences^  and  Cure  by  Water,  Air,  Exercise  and  Diet.  8va 
Thhd  edition,  1843  .  .  .  .  .046 

Bemsteill  (L.)     Selections  from  the  best  German   Authors  in  Prose  and 

Poetry ;  also  some  Commercial  Letters,  12mo.    London,  1842      .  .060 

BonifiEUSe.  Modem  English  and  French  Conversation ;  containing  Elementary 
Phrases  and  new  Easy  Dialogues,  in  French  and  English,  on  the  most  fami- 
liar  Subjects :  for  the  Use  of  the  Traveller  and  Student.  By  M.  Boniface. 
Sixteenth  edition,  18mo.    London,  1845  .  .  .  .030 

Ollendorff.  A  new  Method  of  Learning  to  Read,  Write,  and  Speak  the 
German  Language  in  Six  Months.  By  H.  G.  Ollendorff.  Translated  from  the 
Fifth  French  Edition.  By  G.  J.  Bertinchamp,  A.B.  Third  edition,  revised 
and  considerably  improved.   12mo.  bound,  1850  .  .  .090 

A  Key  to  the  Exercises.  12mo.  bound,  1848         .  .046 

Praeger.    Outlines  of  the  Elementary  Principles  of  Anthropological  Education. 

8vo.    London,  1850        .  .  .  .  .006 

Troppaneger.  German  Grammar;  with  Reading  Lessons,  systematically 
arranged  to  show  the  affinity  existing  between  the  English  and  German 
Language  and  Progressive  Exercises.    Fourth  edition,  12mo.  London,  1849  .060 
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Beviie  des  Deux  Mondes.    Public  tons  les  15  Jours  en  un  Cahier  de 
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Un  des  meilleurs  Joumaux  de  Litterature  public  k  Paris. 

Wiglesworth  (Thomas).  Tables  of  the  Logarithm  of  the  Probability  of 
a  Life  of  any  assigned  age  living  to  any  other  age,  according  to  the  experience 
of  the  Carlisle  Table  of  Mortality.  8vo.  London,  1848    .  .  .050 

Vital  Statistics.    An  Essay  on  the  rate  of  Mortality  among  Children. 

8vo.  Londoa,  ljB47  •  .  .026 
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Wellesley  (W.)  De  la  France  Contemporaine  et  de  ses  divisions  Hi^rarehiques. 
R^ponse  k  Touvrage  de  M.  Guizot,  de  la  '*  Democratic  en  France,"  8vo. 
Londres,  1849 .  .  .  .  .060 
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Under  this  Title  the  Publisher  has  already  issued  Nine  volumes,  all  printed  in  a  fine 
type,  in  the  octavo  form,  and  illustrated  in  the  most  efficient  manner. 

It  is  intended  that  this  Series  shall  embrace  Works  in  the  various  branches  of  Science  by 
the  most  eminent  men  in  their  respective  departments.  Several  are  now  in  actual  preparation. 

No  expense  has  been,  nor  will  be  spared,  to  make  this  series  of  Works,  worthy  of  the 
support  of  the  Scientific  public. 
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Professor  Mailer's  Prlnelples  of  Physics  mnd  Meteorology. 

WITH   530  WOODCUTS   AND  TWO  COLOURED   BN0RAYIN08.     8V0.      19», 

II. 

Professor  Welsbach's  Meohanlcs  of  MacMiiery  mnd  Eiifflneerliiv. 

VOLS.  I.  AND   II.  WITH   900  WOODCUTS.      £1    19«.      % 

Til. 

Professor  Knapp*s  Technoloiry;  A'r, 
Chemistry  Applied  to  the  Arts  and  to  Manafactnres. 
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